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FireStar — 64-Bit CPU 


Single Chip Notebook Solution 


1.0 Features 


PCI Bus ISA Bus 


* PCI supports sustained X-1-1-1... bursts, even to DRAM . 
through an innovative mechanism. PCI operation can be 
concurrent with CPU/L2 cache and IDE operations. 


* PCI clock generation eliminates the need for external PCI 
clock buffers in many designs and allows the PCI bus to be 
effectively power-managed. 


* 3.3V or 5.0V PCI is supported on the FireStar PCI bus. If ° 
FireStar is configured for 3.3V operation, 5.0V-only PCI 
plug-in cards and docking stations can still be supported 
through a bridge device such as OPTi’s 820824 Cardbus 
Controller / Docking Solution, whose prefetch and post- 
write buffers off-load operations from the primary PCI bus. . 
(Figure 1-1 illustrates the typical system architecture appli- 
cable when using the FireStar solution.) 


DRAM Controller 


« Provides BIOS with the means to automatically detect the 
DRAM type in use on each bank, whether fast page mode, 
EDO, or synchronous DRAM, allowing BIOS routines to 
efficiently program DRAM operation. 


Figure 1-1 FireStar System Block Diagram 
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A full ISA bus is directly provided to support the keyboard 
controller, BIOS ROM, and Compact ISA peripheral 
devices for local ISA support with no TTL. When reduced 
ISA operation is selected, other FireStar pins become 
available for general purpose use. 


Bus Mastering IDE 


FireStar supports two bus mastering IDE channels that 
function concurrently with operations on the CPU/L2 cache 
interface and PCI interface. Up to four drives are sup- 
ported. 


An emulated bus mastering IDE feature allows IDE drives 
that are not commonly available as bus mastering devices, 
such as CD-ROM drives, to act as bus mastering drives. 
For example, a CD-ROM drive can transfer video data to 
DRAM while the CPU is decompressing the data and 
sending it to the graphics controller. 
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Thermal Management 


Fail-safe thermal management incorporates feedback 
logic that requires a very inexpensive external sensor cir- 
cuit. 


Hardware monitors temperature directly and reliably, while 
the fail-safe aspect of the circuitry ensures that sensor 
component failure will automatically inhibit CPU clocking to 
prevent overheating. 


SMM code will be able to read (and display if desired) 
actual CPU temperature. 


ACPI Implementation 


Microsoft Advanced Configuration and Power Interface 
(ACPI) is being implemented in the FireStar silicon. ACPI 
is a standard register interface for power management 
function jointly developed by Microsoft®, Intel®, and 
Toshiba®. 


Miscellaneous 


The standard version of the chip can run at 3.3V, up to 
66MHz on the CPU bus. 


A new Context Save Mode feature allows chip registers to 
be saved and restored more efficiently than ever before, 
requiring less SMM code and storage space. 


The OPTi Viper-N+ Power Management Unit is used, 
maintaining backward compatibility down to the register 
level with previously written support firmware. 


Serial IRQs are supported as an option for interrupts on 
PCI. 


Known devices in the system can be positively decoded on 
the PCI bus, eliminating the delay for subtractive decode 
and improving the efficiency of ISA operations. 


ISA bus cycle speed can be individually controlled to cer- 
tain ISA device groups. 


Simple logic gate functions can be assigned to unused 
pins to eliminate the need for external TTL. Pin program- 
ming is far more flexible than ever possible on any other 
chip. 
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2.0 Overview 


This data book describes the next generation Pentium® solu- 
tion from the Mobile division of OPTi. The "FireStar" solution 
supports 64-bit 6x86-class CPUs and is very highly inte- 
grated, packaged in a single 432-pin BGA (Ball Grid Array). 
FireStar is intended as a low-cost yet high-performance note- 
book solution that can also be appropriate for use in certain 


Figure 2-1 FireStar Logic Modules 
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Figure 2-1 shows the logic modules within the functional 
blocks of FireStar. 
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3.0 Signal Definitions 


3.1. Terminology/Nomenclature Conventions 


The “#” symbol at the end of a signal name indicates that the 
active, or asserted state occurs when the signal is at a low 
voltage level. When “#’ is not present after the signal name, 
the signal is asserted when at the high voltage level. 


The terms “assertion” and “negation” are used extensively. 
This is done to avoid confusion when working with a mixture 
of “active low” and “active high” signals. The term “assert”, or 
“assertion” indicates that a signal is active, independent of 
whether that level is represented by a high or low voltage. 
The term “negate”, or “negation” indicates that a signal is 
inactive. 


Some FireStar pins have more than one function. These pins 
can be time-multiplexed, have strap options, or can be 
selected via register programming. Included in the signal 
descriptions is a column titled “Selected By” which explains 
how to implement/invoke the various functions that a pin may 
have. The terms PCIDVO, PCIDV1, and SYSCFG relate to 
registers located in the PCI and System Configuration Regis- 
ter Spaces of FireStar. Refer to Section 5.0, “Register 
Descriptions" for more details regarding these register 
spaces and their access mechanisms. 


The tables in this section use several common abbreviations. 
Table 3-1 lists the mnemonics and their meanings. Note that 
TTL/CMOS/Schmitt-trigger levels pertain to inputs only. Out- 
puts are driven at CMOS levels. 


Table 3-1 Signal Definitions Legend 
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Figure 3-1 Pin Diagram 
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Table 3-2 Alphabetical Pin Cross-Reference List 


Pin | Pwr 
Signal Name Type | Plane Signal Name 
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Table 3-2 Alphabetical Pin Cross-Reference List (cont.) 


Pin | Pwr 
Signal Name | Type | | Plane 
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[wort vo | cru | 


912-2000-015 
Revision: 1.0 


Pin | Pwr 
Signal Name Type | Plane 


[Hoss «|_| VO | CPU | 
[Hoe SSSSSC«d; CSCS | (VO | PU | 
Hoe SSSSC*d;~Ci | WO | PU | 
HiTwe SAT | Pu | 
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Table 3-2 Alphabetical Pin Cross-Reference List (cont.) 


Pin | Pwr 
Signal Name Type | Plane 
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Pin | Pwr 
Signal Name Type | Plane 
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Pin | Pwr 
Type | Plane 
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Power Plane Key: 

CORE = 3.3V Only 

CPU = 3.3V (and 2.5V in future revisions) 
DRAM = 3.3V or 5.0V 

ISA =3.3V or 5.0V 

PCl =3.3Vor5.0V 
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Note: The pins listed below are 5.0V tolerant 
inputs, even when their power plane is 
connected to 3.3V as long as the 
5VREF pins of FireStar are connected 
to +5.0V: 
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3.2 Signal Descriptions 


3.2.1. CPU Interface Signals Set 


Signal Type Selected 
Signal Name (Drive) By Signal Description 


Host Data Bus 


HD[63:0] Refer to Table VO Host Data Bus Lines 63 through 0: Provides a 64- 
3-2 (4mA) bit data path to the CPU. 


fepuaAdtress Address 


ar ae 3] Refer to Table VO Host Address Bus Lines 31 through 3: HA[31:3] 
3-2 (4mA) are the address lines of the CPU bus. HA[31:3] are 

connected to CPU lines A[31:3]. Along with the byte 
enable signals, HA[31:3] define the physical area of 
memory or I/O being accessed. 
During CPU cycles, the HA[31:3] lines are inputs. 
They are used for address decoding and second 
level cache tag lookup sequences. 
During inquire cycles, the HA[31:5] lines are outputs 
to the CPU to snoop the first level cache tags. They 
also are outputs to the L2 cache. 


BE[7:0]# V4:V1, Byte Enables 7 through 0: Selects the active byte 
W4:W1 lanes on HD[63:0]. 


Non-Maskable Interrupt: This signal is activated 
when a parity error from a local memory read is 


es option : 
detected or when the IOCHK# signal from the ISA 


pin, refer to 


Table 3-7 bus is asserted and the corresponding control bit in 


Port B is also enabled. 


AF5 Interrupt Request: INTR is driven to signal the CPU 
Strap option that an interrupt request is pending and needs to be 
pin, refer to serviced. The interrupt controller must be pro- 
Table 3-7 grammed following a reset to ensure that INTR is at 

a known state. 


Floating Point Coprocessor Error: This input 
causes two operations to occur. |RQ13 is triggered 
and IGERR# is enabled. An I/O write to Port FOh will 
set IGERR# low when FERR# is low. 


IGERR# AC6 Ignore Coprocessor Error: Normally high, IGERR# 
Strap option will go low after FERR# goes low and an I/O write to 
pin, refer to Port OFOh occurs. When FERR# goes high, IGERR# 


Table 3-7 is driven high. 


CPU Control/Status 


CPUINIT AD6 CPU Initialize: A shutdown cycle or a low-to-high 
transition of I/O Port 092h bit 0 will trigger CPUINIT. 
If keyboard emulation is enabled (default), a 
CPUINIT will be generated when a Port 064h write 
cycle with data FEh is decoded. If keyboard emula- 
tion has been disabled, then this signal will be trig- 
gered when it sees the KBRST from the keyboard. 
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Signal Type aarp 
pelanelaMen Name (Drive) pone! DescUptem. ss __ Description 


Twio# —~«| | Memory/Input-Output: M/lO#, D/C#, and W/R# Output: M/lO#, D/C#, and W/R# 
define CPU bus cycles. Interrupt acknowledge 
cycles are forwarded to the PCI bus as PCI interrupt 
acknowledge cycles. All I/O cycles and any memory 
cycles that are not directed to memory controlled by 
the DRAM interface are forwarded to PCI. 


ce Siege D/C#, M/IO#, and W/R# define CPU 
lle cycles. (See M/|O# definition above.) 


—— ee Write/Read: W/R#, D/C#, and M/lO# define CPU 
Multiplexed bus cycles. (See M/|O# definition above.) 


Invalidate: Pin AA5 also serves as an output signal 
and is used as INV for L1 cache during an inquire 


Address Strobe: The CPU asserts ADS# to indi- 
cate that a new bus cycle is beginning. ADS# is 
driven active in the same clock as the address, byte 
enables, and cycle definition signals. 

ADS# has an internal pull-up resistor that is disabled 
when the system is in the Suspend mode. 


Burst Ready: BRDY# indicates that the system has 
responded in one of three ways: 


1) Valid data has been placed on the CPU data bus 
in response to a read, 


2) CPU write data has been accepted by the sys- 
tem, or 
3) the system has responded to a special cycle. 


Next Address: This signal is connected to the 
CPU’s NA# pin to request pipelined addressing for 
local memory cycle. FireStar asserts NA# for one 
clock when the system is ready to accept a new 
address from the CPU, even if all data transfers for 
the current cycle have not completed. 


Cache Enable: This pin is connected to the KEN# 
input of the CPU and is used to determine whether 
the current cycle is cacheable. 


Cycle External Address Strobe: This output indicates 

Multiplexed that a valid address has been driven onto the CPU 
address bus by an external device. This address will 
be used to perform an internal cache inquiry cycle 
when the CPU samples EADS# active. 


Writeback/Write-Through: Pin T4 is also used to 
control writeback or write-through policy for the pri- 
mary cache during CPU cycles. 


Hit Modified: Indicates that the CPU has had a hit 
on a modified line in its internal cache during an 
inquire cycle. It is used to prepare for writeback. 
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Signal Type Selected 
pane Name: _ 21 Name (Drive) By polgnalDesetiplon. | Description 


[CACHE#—SSC«=*d | Cacheability: This input is connectedtothe — This input is connected to the 
CACHE# pin of the CPU. It goes active during a 
CPU initiated cycle to indicate when, an internal 
cacheable read cycle or a burst writeback cycle, 
occurs. 


AHOLD Address Hold: This signal is used to tristate the 
Par CPU address bus for internal cache snooping. 
LOCK# U2 CPU Bus Lock: The processor asserts LOCK# to 
indicate the current bus cycle is locked. It is used to 
generate PLOCK# for the PCI bus. 
LOCK# has an internal pull-down resistor that is 
engaged when HLDA is active. 
R5 Back-off: This pin is connected to the BOFF# input 
Strap option aa of the CPU. 
pin, refer to 
Table 3-7 


CPURST (a CPU Reset: This signal generates a hard reset to 
ae (aso Fe CPU whenever the PWRGD input goes active. 


RSMRST SYSCFG Resume Reset: Generates a hard reset to the CPU 
ADh[5] = 1 on resuming from Suspend mode. 


Host Power Control 


SMl# AES O System Management Interrupt: This signal is used 
(4mA) to request System Management Mode (SMM) oper- 
ation. 

SMIACT# U1 System Management Interrupt Active: The CPU 
asserts SMIACT# in response to the SMI# signal to 
indicate that it is operating in System Management 
Mode (SMM). 

STPCLK# AE6 O Stop Clock: This signal is connected to the STP- 

(4mA) CLK# input of the CPU. It causes the CPU to get into 
the STPGNT# state. 


L2 Cache Control 


CDOE# P1 O PCIDV1 Cache Output Enable: This signal is connected to 
(4mA) 80h = 00h the output enables of the SRAMs of the L2 cache in 

both banks to enable data read. 

PCIDV1 Programmable Input/Output 0: Due to the critical 

80h + 00h timing required for the functionality of this pin, it can 
be programmed only as an output. 
See Section 3.3, "Programmable |/O Pins", on page 
33 for more details. 
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Signal Type sche 
pelapel amen Name (Drive) poignel Beserpum. Description 


[CACSE.t~«~«*”d 


BWE# 
GWE# 


RASS# 


CASO# 


TAG1 
CAS1# 


START# 


aan 


ran 


See SYSCFG | Cache Chip Select: This pin is connectedto the | Chip Select: This pin is connected to the 
16h[7,5] bit chip selects of the SRAMs in the L2 cache to enable 
descriptions on | data read/write operations. If not used, the CS# lines 
page 266 of the cache should be tied low. 


Tag Dirty Bit: This separate dirty bit allows the tag 
data to be 8 bits wide instead of 7. 


DIRTY is a 5.0V tolerant input, even when its power 
plane is connected to 3.3V as long as the 5VREF 
pins of FireStar are connected to +5.0V. 


Byte Write Enable: Write command to L2 cache 
indicating that only bytes selected by BE[7:0]# will 
be written. 


SYSCFG Global Write Enable: Write command to L2 cache 

19h[7] =0 indicating that all bytes will be written. 

SYSCFG Row Address Strobe Bit 5: Each RAS# signal cor- 

19h[7] = 1 responds to a unique DRAM bank. Depending on 
the kind of DRAM modules being used, this signal 
may or may not need to be buffered externally. This 
signal, however, should be connected to the corre- 


sponding DRAM RAS# line through a damping 
resistor. 


SYSCFG Tag RAM Data Bit 0: This input signal becomes an 
11h[3] = 0 output whenever TAGWE# is activated to write a 
new tag to the Tag RAM. 


SYSCFG Column Address Strobe Bit 0 (2nd copy) 
11h[3] = 1 


SYSCFG Tag RAM Data Bit 1: This input signal becomes an 
OOh[5] = 0 output whenever TAGWE# is activated to write a 
11h[3] =0 new tag to the Tag RAM. 


SYSCFG Column Address Strobe Bit 1 (2nd copy) 
11h[3] = 1 


SYSCFG Start: If using the Sony cache module, then this pin 
OOh[5] = 1 is connected to the START# output from the Sony 
SONIC2-WP module. 


If using the Sony cache module, then TAG1 and 
TAG2 are connected to the START# output from the 
module and TAG3 is connected to the BOFF# output 
from the module. The remaining TAG bits are 
unused. 
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cg VO SYSCFG Tag RAM Daia Bit 2: This input signal becomes an 
(4mA) 0Oh[5] = 0 output whenever TAGWE is activated to write a 
11h[3] =0 new tag to the Tag RAM. 


CAS2# O SYSCFG Column Address Strobe Bit 2 (2nd copy) 
(4mA) 11h[3] = 1 


START# O SYSCFG Start: If using the Sony cache module, then this pin 
(4mA) OOh[5] = 1 is connected to the START# output from the Sony 

SONIC2-WP module. 
If using the Sony cache module, then TAG1 and 
TAG2 are connected to the START# output from the 
module and TAG3 is connected to the BOFF# output 
from the module. The remaining TAG bits are 
unused 


TAG3 V/O SYSCFG Tag RAM Data Bit 3: This input signal becomes an 
(4mA) OOh[5] = 0 output whenever TAGWE# is activated to write a 
11h[3] = 0 new tag to the Tag RAM. 
CAS3# O SYSCFG Column Address Strobe Bit 3 (2nd copy) 
(4mA) 11h[3] = 1 
SBOFF# oO SYSCFG Sony Back-off: For use with Sony SONIC-2WP 
(4mA) OOh[5] = 1 cache module. 


TAG4 VO SYSCFG Tag RAM Data Bit 4: This input signal becomes an 
(4mA) 11h[3] = 0 output whenever TAGWE+# is activated to write a 
CAS4# 


new tag to the Tag RAM. 
SDCKE 


PCIDV1 SDRAM Clock Enable: This signal is asserted to 
53h[7] = 1 put the SDRAM into a “Stop” state. The BIOS can 
program FireStar to assert this signal only in Sus- 


O SYSCFG Column Address Strobe Bit 4 (2nd copy) 
(4mA) 11h[3] = 1 


pend mode. 


CAS5S# 
DWE# 


CAS6# 


SDCAS# 


0 SYSCFG Column Address Strobe Bit 5 (2nd copy) 
(4mA 11h[3] = 1 

oO PCIDV1 DRAM Write Enable (2nd copy) 
(4mA) 53h[7] = 1 

VO SYSCFG Tag RAM Data Bit 6: This input signal becomes an 
(4mA) 11h[3] = 0 output whenever TAGWE is activated to write a 

new tag to the Tag RAM. 

oO SYSCFG Column Address Strobe Bit 6 (2nd copy) 
(4mA) 11h[3] = 1 

oO PCIDV1 SDRAM Column Address Strobe (2nd copy) 
(4mA) 53h[7] = 1 


TAGS5 VO SYSCFG Tag RAM Data Bit 5: This input signal becomes an 
(4mA) 11h[3] =0 output whenever TAGWE# is activated to write a 
new tag to the Tag RAM. 
) 
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han 


TAGWE# 


PIO1 


ADSC# 


cial Tag RAM Data Bit 7: This input signal becomes an | RAM Daia Bit 7: This input signal becomes an 
11h[3] = output whenever TAGWE# is activated to write a 
new tag to the Tag RAM. 


SYSCFG Column Address Sirobe Bit 7 (2nd copy) 
11h[3] = 1 
PCIDV1 SDRAM Row Address Strobe (2nd copy) 
53h[7] = 1 


PCIDV1 Tag RAM Write Enable: This control strobe is used 

81h = 00h to update the Tag RAM with the valid tag of the new 
cache line that replaces the current one during 
external cache read miss cycles. 


PCIDV1 Programmable Input/Output 1: Due to the critical 
81h+#00h timing required for the functionality of this pin, it can 
be programmed only as an output. 


See Section 3.3, "Programmable I/O Pins", on page 
33 for more details. 


PCIDV1 Controller Address Strobe: For a synchronous L2 
82h = 00h cache operation, this pin is connected to the ADSC# 
input of the synchronous SRAMs. 


PCIDV1 Programmable Input/Output 2: Due to the critical 
82h # 00h timing required for the functionality of this pin, it can 
be programmed only as an output. 


See Section 3.3, "Programmable I/O Pins", on page 
33 for more details. 


PCIDV1 Advance Output: For synchronous cache L2 opera- 

83h = 00h tion, this pin becomes the advance output and is 
connected to the ADV# input of the synchronous 
SRAMs. 


PCIDV1 Programmable Input/Output 3: Due to the critical 
83h 4 00h timing required for the functionality of this pin, it can 
be programmed only as an output. 


See Section 3.3, "Programmable I/O Pins", on page 
33 for more details. 
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3.2. DRAM and PCI Interface Signals Set 


2.2 
Signal Type Selected 
Signal Name (Drive) By Signal Description 


DRAM Interface 


RASO# E12 O Cycle Row Address Strobe 0: Each RAS# signal corre- 
(8/12mA) Multiplexed sponds to a unique DRAM bank. Depending on the 
kind of DRAM modules being used, this signal may 
or may not need to be buffered externally. This sig- 
nal, however, should be connected to the corre- 
sponding DRAM RAS# line through a damping 
resistor. 

SDCSO# SDRAM Chip Select Line 0: Each SDCS# output 
corresponds to a unique SDRAM Bank. When 
active, the SDRAM will accept the command from 
FireStar. These outputs must be connected to the 
SDRAM banks through a damping resistor. 


RAS1# E13 oO Cycle Row Address Strobe 1: Refer to RASO# signal 
(8/12mA) Multiplexed if description. 
SDCS1# Pelby) SDRAM Chip Select Line 1: Refer to SDCSO# 
85h = 00h d nae 
escription. 
PIOS PCIDV1 Programmable Input/Output 5: Due to the critical 
85h # 00h timing required for the functionality of this pin, it can 
be programmed only as an output. 
See Section 3.3, "Programmable I/O Pins", on page 
33 for more details. 


RAS2# B12 O Cycle Row Address Strobe 2: Refer to RASO# signal 
(8/12mA) Multiplexed if description. 
SDCS2# Polbva SDRAM Chip Select Line 2: Refer to SDCSO# 
84h = 00h d nea 
escription. 
PIO4 PCIDV1 Programmable Input/Output 4: Due to the critical 
84h 4 00h timing required for the functionality of this pin, it can 
be programmed only as an output. 
See Section 3.3, "Programmable |/O Pins", on page 
33 for more details. 


RAS3# C12 O Cycle Row Address Strobe 3: Refer to RASO# signal 
(8/12mA) Multiplexed description. 

SDCS3# SDRAM Chip Select Line 3: Refer to SDCSO# 
description. 


MA12 


PCIDV1 Memory Address Bus Line 12 

53h[6:5] = 01 

RAS4# E22 O SYSCFG Row Address Strobe 4 (primary copy): Refer to 

(8/12mA) 19h[3] = 1 RASO# signal description. 
MA12 SYSCFG Memory Address Bus Line 12 

19h[3] = 1 
PCIDV1 
53h[6:5] = 10 
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Signal Type ie 

peIgneLNaMen Name (Drive) Signal Description 

CASI7.O# OC” ; Cycle Column Address Strobe Lines 7 through 0 (pri- 

; Multiplexed mary copies): The CAS[7:0]# outputs correspond to 

: the eight bytes for each DRAM bank. Each DRAM 

; bank has a 64-bit data bus. These signals are typi- 

: cally connected directly to the DRAM’s CAS# inputs 
through a damping resistor. 

SDDQM|[7:0]# : SDRAM Data Mask Control Bits 7 through 0: Dur- 
ing SDRAM read cycles, these outputs control 
whether the DRAM output buffers are driven on the 
MD bus or not. 

During SDRAM write cycles, these outputs control 
whether or not MD data will be written into the mem- 
ory device. 


SDCAS# A8 SDRAM Column Address Strobe (primary copy): 
This output is part of the SDRAM command combi- 
nation. This pin should be connected to the SDRAM 
through a damping resistor. 

SDRAS# D7 SDRAM Row Address Strobe (primary copy): 
This output is part of the SDRAM command combi- 
nation. This pin should be connected to the SDRAM 
through a damping resistor. 

DWE# E10 DRAM Write Enable (primary copy): This signal is 

Multiplexed the common write enable for all 64 bits of DRAM if 
either fast page mode or EDO DRAMs are used. 
This signal can be buffered externally before con- 
nection to the WE# input of the DRAMs. 


SDWE# SDRAM Write Enable: This output is the write 
enable signal for SDRAM. 


MA[11:0] Refer to Table O Memory Address Bus Lines 11 through 0: Multi- 
3-2 (8/12mA) plexed row/column address lines to the DRAMs. 
Depending on the kind of DRAM modules being 
used, these signals may or may not need to be buff- 
ered externally. MA12 is optionally available instead 
of RAS3# or RAS4#. 


MD[63:32] Refer to Table VO Higher Order Memory Data Bus: These pins are 
3-2 (4mA) connected directly to the higher order DRAM data 
bus. 
MD[81:0] Refer to Table VO Lower Order Memory Data Bus: These pins are 
3-2 (4mA) connected directly to the lower order DRAM data 
bus. 


PCI Bus Interface 


AD[31:0] Refer to Table VO PCI Address and Data: AD[31:0] are bidirectional 
3-2 (PCl) address and data lines for the PCI bus. The 
AD[31:0] signals sample or drive the address and 
data on the PCI bus. 
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C/BE[3:0]# 


CPAR 
FRAME# 


IRDY# 


TRDY# 


DEVSEL# 
STOP# 
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PCI Bus Command and Byte Enables: During the 
address phase of a transaction, C/BE[3:0]# define 
the PCI command. During the data phase, 
C/BE[3:0]# are used as the PCI byte enables. The 
PCI| commands indicate the current cycle type, and 
the PCI byte enables indicate which byte lanes carry 
meaningful data. FireStar drives C/BE[3:0]# as an 
initiator of a PCI bus cycle and monitors C/BE[3:0]# 
as a target. 


Calculated Parity Signal: PAR is “even” parity and 
is calculated on 36 bits - AD[31:0] plus C/BE[3:0]#. 
PAR is generated for address and data phases and 
is only guaranteed to be valid on the PCI clock after 
the corresponding address or data phase. 


Cycle Frame: FRAME is driven by the current bus 
master to indicate the beginning and duration of an 
access. FRAME# is asserted to indicate that a bus 
transaction is beginning. FRAME# is an input when 
FireStar is the target and an output when it is the ini- 
tiator. 


Initiator Ready: IRDY# indicates FireStar’s ability, 
as an initiator, to complete the current data phase of 
the transaction. It is used in conjunction with 
TRDY#. A data phase is completed on each clock 
that both IRDY# and TRDY# are sampled asserted. 
IRDY# is an input to when FireStar is the target and 
an output when it is the initiator. 


Target Ready: TRDY# indicates FireStar’s ability to 
complete the current data phase of the transaction. 
It is used in conjunction with IRDY#. A data phase is 
completed on each clock that TRDY# and IRDY# 
are both sampled asserted. TRDY# is an input when 
FireStar is the initiator and an output when it is the 
target. 


Device Select: FireStar asserts DEVSEL# to claim 
a PCI transaction. As an output, FireStar asserts 
DEVSEL# when it samples configuration cycles to 
the configuration registers. FireStar also asserts 
DEVSEL# when an internal IPC address is decoded. 


As an input, DEVSEL# indicates the response to a 
transaction. If no slave claims the cycle, FireStar will 
assert DEVSEL# to terminate the cycle. 


Stop: STOP# indicates that FireStar, as a target, is 
requesting a master to stop the current transaction. 
As a master, STOP# causes FireStar to stop the 
current transaction. STOP# is an output when 
FireStar is a target and an input when it is the initia- 
tor. 
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PLOCK# AE15 VO 
(PCI) 


SERR# AD17 VO 
(PCl) 


PERR# AE17 VO 
(4mA) 
- ae 


AF16 VO 
(PCl) 


CLKRUN# 


PCIDV1 
86h = 00h 


PCIDV1 
86h 4 00h 


PCI Lock: PLOCK# is used to indicate an atomic 
operation that may require multiple transactions to 
complete. When PLOCK¢# is asserted, non-exclusive 
transactions may proceed to an address that is not 
currently locked. Control of PLOCK# is obtained 
under its own protocol in conjunction with PGNT#. 


System Error: SERR# can be pulsed active by any 
PCI device that detects a system error condition. 
Upon sampling SERR# active, FireStar generates a 
non-maskable interrupt (NMI) to the 3.3V Pentium 
CPU. 


Parity Error: PERR# may be pulsed by any agent 
that detects a parity error during an address phase, 
or by the master, or by the selected target during 
any data phase in which the AD[31:0] lines are 
inputs. Upon sampling PERR# active, FireStar gen- 
erates a non-maskable interrupt (NMI) to the 3.3V 
Pentium CPU. 


PCI Clock Input: Master PCI clock input on the 
CPU power plane. 


PCICLKIN is a 5.0V tolerant input, even when its 
power plane is connected to 3.3.V as long as the 
5VREF pins of FireStar are connected to +5.0V. 


Clock Run: CLKRUN# is an I/O sustained tristate 
signal and follows the PCI 2.1 defined protocol. 
When a PCI device pulls CLKRUN# low, FireStar 
enables PCICLK by asserting CLKOE (PIO option) 
high. FireStar maintains control of CLKRUN# and 
will keep it low as long as it intends to keep the clock 
running. FireStar will attempt to turn off the PCI 
clock to PCI devices whenever software enables 
APM Doze mode (setting SYSCFG 50h/[3] = 1). Note 
that the FireStar PCICLK input must not be turned 
off. A weak external pull-up is required. Also refer to 
the CLKOE signal description in Section 3.3, Pro- 
grammable I/O Pins. 


Programmable Input/Output 6: See Section 3.3, 
"Programmable I/O Pins", on page 33 for more 
details. 


PCI Bus Request 0: REQ# is used by PCI bus mas- 
ters to request control of the bus. 


PCI Bus Grant 0: GNT# is returned to PCI bus mas- 
ters asserting REQ#, when the bus becomes avail- 
able. 
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Signal Type Selected 
petgneliname: _ 21) Name (Drive) By polgmalPeeePiet = Description 
a AB18 PCIDV1 PCI Bus Request 1: REQ# is used by PCI bus mas- | Bus Request 1: REQ# is used by PCI bus mas- 
87h = 00h ters to request control of the bus. 


cea PCIDV1 Programmable Input/Output 7: See Section 3.3, 


87h # 00h “Programmable I/O Pins", on page 33 for more 
details. 


PCICLKO AB14 PCI Clock Output 0: This PCI clock output is 


Strap option always available. 


pin, refer to 
Table 3-7 


AB17 PCI Bus Grant 1: GNT# is returned to PCI bus mas- 
ters asserting REQ#, when the bus becomes avail- 
able. 

RTCRD# strap | PCI Clock Output 1 
an option 

AE16 PCIDV1 PCI Bus Request 2: REQ# is used by PCI bus mas- 

88h = 00h ters to request control of the bus. 
PCIDV1 Programmable Input/Output 8: See Section 3.3, 


88h # 00h “Programmable I/O Pins", on page 33 for more 
details. 


AB15 Default PCI Bus Grant 2: GNT# is returned to PCI bus mas- 
‘pei ters asserting REQ#, when the bus becomes avail- 

able. 

RTCWR# strap | PCI Clock Output 2 

option 
PCI Bus Request 3: REQ# is used by PCI bus mas- 
ters to request control of the bus. 
PCI Bus Grant 3: GNT# is returned to PCI bus mas- 


ters asserting REQ#, when the bus becomes avail- 
able. 


Signal Type Selected 
Signal Name (Drive) By Signal Description 


Bus Master IDE Interface 


H24 O Default Drive W Buffer Control 
Strap option ane) RTCAS:A20M# | DDACK# for Second IDE Cable 
pin, refer to strap option 
Aepiecrs PCIDV1 Drive Write Signal 
4Fh[1] = 1 
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Signal Type cor 
pelanelNaMen Name (Drive) pone Pesctplom Description 
[DDRQO.t*~«~«~«~*dY 


PCIDV1 
89h 4 00h 


Clock and Reset Interface 


Programmable Input/Output 9: See Section 3.3, 
"Programmable I/O Pins", on page 33 for more 
details. 


System Reset: When asserted, this signal resets 
the CPU. RESET# is asserted in response to a 
PWRGD only and is guaranteed to be active for 1ms 
such that CLK and VCC are stable. 


If RSTDRV is programmed to toggle in Suspend (via 
SYSCFG 40h[0}), so will RESET# since RESET# is 
derived from RSTDRV. 


RESET# AC24 4 
nan 


PWRGD 


OSC_14MHZ 


CPUCLKIN 


Power Good: This input reflects the “wired-OR” sta- 
tus of the external reset switch and the power good 
status from the power supply. 


Timer Oscillator Clock: This is the main clock used 
by the internal 8254 timers. It is connected to a 
14.31818MHz oscillator. 


OSC_14MHZ is a 5.0V tolerant input, even when its 
power plane is connected to 3.3.V as long as the 
5VREF pins of FireStar are connected to +5.0V. 


32KHz Clock: This signal is used as a 32KHz clock 
input. It is used for power management and is usu- 
ally the only active clock when the system is in Sus- 
pend mode. 


OSC32 is a 5.0V tolerant input, even when its power 
plane is connected to 3.3.V as long as the 5VREF 
pins of FireStar are connected to +5.0V. 


Feedback input to Circuitry: This input clock must 
be equivalent to, and in phase with, the clock going 
to the CPU. 


Note: This is a CMOS-level input and therefore it 
is imperative that the rise time on this signal 
is less than or equal to 2.5ns. 
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3.2.4 ISA Interface Signal Set 


Signal Type Selected 
Signal Name (Drive) By Signal Description 


Interrupt Controller Interface 


IRQ1 AF18 PCIDV1 Interrupt Request 1: Normally connected to the 
8Ah = 00h keyboard controller. 
IRQ1 is a 5.0V tolerant input, even when its power 
plane is connected to 3.3.V as long as the 5VREF 
pins of FireStar are connected to +5.0V. 


PIO10 VO PCIDV1 Programmable Input/Output 10: See Section 3.3, 
(4mA) 8Ah # 00h “Programmable I/O Pins", on page 33 for more 
details. 


IRQA/IRQ3 AC19 Programmable Interrupt Request A / IRQ3: This 
input defaults to |RQ3, however, it can be pro- 
grammed to route onto any ISA or PCI interrupt 
through PCIDV1 BOh. 


IRQA/IRQ3 is a 5.0V tolerant input, even when its 
power plane is connected to 3.3.V as long as the 
5VREF pins of FireStar are connected to +5.0V. 


IRQB/IRQ4 Programmable Interrupt Request B / IRQ4: This 
input defaults to |RQ4, however, it can be pro- 
grammed to route onto any ISA or PCI interrupt 
through PCIDV1 Bith. 

IRQB/IRQ4 is a 5.0V tolerant input, even when its 
power plane is connected to 3.3.V as long as the 
5VREF pins of FireStar are connected to +5.0V. 

IRQC/IRQ5 Programmable Interrupt Request C / IRQS: This 
input defaults to |RQ5, however, it can be pro- 
grammed to route onto any ISA or PCI interrupt 
through PCIDV1 B2h. 

IRQC/IRQS is a 5.0V tolerant input, even when its 
power plane is connected to 3.3.V as long as the 
5VREF pins of FireStar are connected to +5.0V. 


IRQD/IRQ6 Programmable Interrupt Request D / IRQ6: This 
input defaults to |RQ6, however, it can be pro- 
grammed to route onto any ISA or PCI interrupt 
through PCIDV1 B3h. 


IRQD/IRQ6 is a 5.0V tolerant input, even when its 
power plane is connected to 3.3.V as long as the 
5VREF pins of FireStar are connected to +5.0V. 


IRQE/IRQ7 Programmable Interrupt Request E / IRQ7: This 
input defaults to |RQ7, however, it can be pro- 
grammed to route onto any ISA or PCI interrupt 
through PCIDV1 B4h. 
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IRQ8# 


PIO11 PCIDV1 Programmable Input/Output 11: See Section 3.3, 
8Bh # 00h "Programmable I/O Pins", on page 33 for more 
details. 


IRQF/IRQ9 Programmable Interrupt Request F / IRQ9: This 
input defaults to |RQ9, however, it can be pro- 
grammed to route onto any ISA or PCI interrupt 
through PCIDV1 B5h. 


IRQG/IRQ10 Programmable Interrupt Request G/1RQ10: This 
input defaults to |RQ10, however, it can be pro- 
grammed to route onto any ISA or PCI interrupt 
through PCIDV1 B6h. 

IRQH/IRQ11 AC21 Programmable Interrupt Request H / IRQ11: This 
input defaults to |RQ11, however, it can be pro- 
grammed to route onto any ISA or PCI interrupt 
through PCIDV1 B7h. 


IRQ12 PCIDV1 Interrupt Request 12: Normally connected to the 
8Ch = 00h mouse interrupt from the keyboard controller. 
PIO12 PCIDV1 Programmable Input/Output 12: See Section 3.3, 
8Ch # 00h “Programmable I/O Pins", on page 33 for more 
details. 
IRQ14 PCIDV1 Interrupt Request 14: Normally connected to the 
8Dh = 00h primary IDE channel. 
PIO13 PCIDV1 Programmable Input/Output 13: See Section 3.3, 
8Dh # 00h “Programmable I/O Pins", on page 33 for more 
details. 
IRQ15 PCIDV1 Interrupt Request 15: Normally connected to the 
BBh[0] = 0 secondary IDE channel. 
SIN# PCIDV1 Serial Input: Serial interrupt return line for Intel style 
BBh[0] = 1 of serial IRQs. 
IRQSER VO PCIDV1 Serial Interrupt Request: Bidirectional interrupt line 
BAh[0] = 0 for Compaq style of serial IRQs. 
SDCKE PCIDV1 SDRAM Clock Enable: This signal is asserted to 
53h[4] = 1 put the SDRAM into a “Stop” state. The BIOS can 


program FireStar to assert this signal only in Sus- 
pend mode. 


SOUT# PCIDV1 Serial Output: Serial interrupt output line for Intel 
BBh[0] = 1 style of serial IRQs. 
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Signal Type Selected 
Signal Name (Drive) By Signal Description 


ISA DMA Arbiter Interface 


DRQA/DRQO M24 PCIDV1 Programmable DMA Request A / DRQO: The DRQ 
99h = 00h is used to request DMA service from the DMA con- 
troller. 


This input defaults to DRQO, however, it can be pro- 
grammed to route onto any internal DRQ by pro- 
gramming PCIDV1 COh[2:0]. 


PCIDV1 Programmable Input/Output 25: See Section 3.3, 
99h # 00h “Programmable I/O Pins", on page 33 for more 
details. 


DRQB/DRQ1 Programmable DMA Request B / DRQ1: The DRQ 
is used to request DMA service from the DMA con- 
troller. 


This input defaults to DRQ1, however, it can be pro- 
grammed to route onto any internal DRQ by pro- 
gramming PCIDV1 Coh[6:4]. 


PCIDV1 Programmable Input/Output 26: See Section 3.3, 
9Ah # 00h “Programmable I/O Pins", on page 33 for more 
details. 


Programmable DMA Request C / DRQ2: The DRQ 
is used to request DMA service from the DMA con- 
troller. 


This input defaults to DRQO, however, it can be pro- 
grammed to route onto any internal DRQ by pro- 
gramming PCIDV1 C1h[2:0]. 


PCIDV1 Programmable Input/Output 27: See Section 3.3, 
9Bh # 00h “Programmable I/O Pins", on page 33 for more 
details. 


Programmable DMA Request D / DRQ3: The DRQ 
is used to request DMA service from the DMA con- 
troller. 


This input defaults to DRQ3, however, it can be pro- 
grammed to route onto any internal DRQ by pro- 
gramming PCIDV1 Cih[6:4]. 


PCIDV1 Programmable Input/Output 28: See Section 3.3, 
9Ch # 00h “Programmable I/O Pins", on page 33 for more 
details. 


DRQE/DRQ5 L24 PCIDV1 Programmable DMA Request E / DRQ5: The DRQ 
9Dh = 00h is used to request DMA service from the DMA con- 
troller. 
This input defaults to DRQ5, however, it can be pro- 
grammed to route onto any internal DRQ by pro- 
gramming PCIDV1 C2h[6:4]. 


PCIDV1 Programmable Input/Output 29: See Section 3.3, 
9gDh # 00h “Programmable I/O Pins", on page 33 for more 
details. 
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Signal Type Selected 
pSlgnel Namen Name (Drive) By polone| Besctipler = Description 


TDRQF/DRO6.Cd 


DRQG/DRQ7 


DACKA#/DACKO# 


DACKB#/DACK1# 


PCIDV1 
9Eh = 00h 


PCIDV1 
9Eh # 00h 


PCIDV1 
9Fh = 00h 


PCIDV1 
9Fh # 00h 


PCIDV1 
COh[2:0] = 100 


PCIDV1 
Coh[6:4] = 100 


PCIDV1 
Cth[2:0] = 100 


. Programmable DMA Request F / DRQ6: The DRQ | DMA Request F / DRQ6: The DRQ 
is used to request DMA service from the DMA con- 
troller. 


This input defaults to DRQ6, however, it can be pro- 
grammed to route onto any internal DRQ by pro- 
gramming PCIDV1 C3h[2:0]. 


Programmable Input/Output 30: See Section 3.3, 
"Programmable I/O Pins", on page 33 for more 
details. 


Programmable DMA Request G / DRQ6: The DRQ 
is used to request DMA service from the DMA con- 
troller. 


This input defaults to DRQ7, however, it can be pro- 
grammed to route onto any internal DRQ by pro- 
gramming PCIDV1 C3h[6:4]. 


Programmable Input/Output 31: See Section 3.3, 


"Programmable I/O Pins", on page 33 for more 
details. 


Programmable DMA Acknowledge A / DACKO#: 
DACK# is used to acknowledge DRQ to allow DMA 
transfer. 

This input defaults to DACKO#, however, it can be 
programmed to route onto any internal DACK# by 


programming PCIDV1 COh[2:0]. 


Peripheral Power Control Line 4: Peripheral 
power control lines 0 through 15 are latch outputs 
used to control external devices. 


Programmable DMA Acknowledge B / DACK1#: 
DACK# is used to acknowledge DRQ to allow DMA 
transfer. 


This input defaults to DACK1#, however, it can be 
programmed to route onto any internal DACK# by 
programming PCIDV1 Coh[6:4]. 


Peripheral Power Control Line 5 


Programmable DMA Acknowledge C / DACK2#: 
DACK# is used to acknowledge DRQ to allow DMA 
transfer. 


This input defaults to DACK2#, however, it can be 
programmed to route onto any internal DACK# by 
programming PCIDV1 C1h[2:0]. 


Peripheral Power Control Line 6 
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DACKD#/DACK3# K25 Programmable DMA Acknowledge D / DACK3#: 
DACK# is used to acknowledge DRQ to allow DMA 
transfer. 


This input defaults to DACK3#, however, it can be 
programmed to route onto any internal DACK# by 
programming PCIDV1 C1h[6:4]. 


PPWR7 PCIDV1 Peripheral Power Control Line 7 
C1h[6:4] = 100 


DACKE#/DACK5# K26 Programmable DMA Acknowledge E / DACK5#: 
DACK# is used to acknowledge DRQ to allow DMA 
transfer. 


This input defaults to DACK5#, however, it can be 
programmed to route onto any internal DACK# by 
programming PCIDV1 C2h[6:4]. 


PPWR13 PCIDV1 Peripheral Power Control Line 13 
C2h[6:4] = 100 


DACKF#/DACK6# J22 Programmable DMA Acknowledge F / DACK6#: 
DACK# is used to acknowledge DRQ to allow DMA 
transfer. 


This input defaults to DACK6#, however, it can be 
programmed to route onto any internal DACK# by 
programming PCIDV1 C3h[2:0]. 


PPWR14 PCIDV1 Peripheral Power Control Line 14 
C3h[2:0] = 100 


DACKG#/DACK7# Programmable DMA Acknowledge G / DACK7#: 
DACK# is used to acknowledge DRQ to allow DMA 
transfer. 


This input defaults to DACK7#, however, it can be 
programmed to route onto any internal DACK# by 
programming PCIDV1 C3h[6:4]. 


PPWR15 PCIDV1 Peripheral Power Control Line 15 
C3h[6:4] = 100 


Compact ISA Interface 


RSTDRV AC25 VO PCIDV1 Reset Drive: Active high reset signal to |SA bus 
(4mA) 8Fh = 00h devices. 

RSTDRV can be programmed to toggle in Suspend 
via SYSCFG 40h[0]. 

PIO15 PCIDV1 Programmable Input/Output 15: See Section 3.3, 

8Fh # 00h “Programmable I/O Pins", on page 33 for more 
details. 
VO 


SD[15:0] Refer to Table Cycle System Data Bus: SD[15:0] provides the 16-bit 
3-2 (8mA) Multiplexed data path for devices residing on the ISA bus. 


MAD[15:0] 
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Signal Type sce 
polgnelamen Name (Drive) polgnel Resclplom: = + | Description 


om | AC20 VO PCIDV1 Select/AT Back-off: Dedicated CISA input. CS Back-off: Dedicated CISA input. 
(4mA) 8Eh = 00h This signal needs to be pulled up externally. 
nel PCIDV1 SDRAM Clock Enable: This signal is asserted to 
53h[3] = 1 put the SDRAM into a “Stop” state. The BIOS can 
program FireStar to assert this signal only in Sus- 
pend mode. 
PIO14 PCIDV1 Programmable Input/Output 14: See Section 3.3, 
8Eh # 00h "Programmable I/O Pins", on page 33 for more 
details. 


CMD# AB20 roe Command: Dedicated CISA output used to signal a 
re 16h[7, 5] data transfer command. 
DIRTY V/O Tag Dirty Bit: This dirty bit allows the tag data to be 
8 bits wide instead of 7. 
PCICLK3 ROMCS#: PCI Clock Output 3 
KBDCS# strap 
option 


ATCLK ISA Bus Clock: This signal is derived from an inter- 
nal division of PCICLK. It is used to sample and 
drive all ISA synchronous signals. 

PCIDV1 47h[5:4] sets the ATCLK: 

00 = PCICLK+4 10 = PCICLK+2 

01 = PCICLK+3 11 = PCICLK 

The ATCLK is also used to demultiplex and sample 
externally multiplexed inputs. During Suspend, it is 
possible to output 32KHz on this pin, or drive it low. 


PCICLK4 ROMCS#: PCI Clock Output 4 
KBDCS# strap 
option 
IOCHRDY I/O Channel Ready: Resources on the ISA bus 
deassert IOCHRDY to indicate that wait states are 
required to complete the cycle. IOCHRDY is an input 
when FireStar owns the ISA bus and is an output 
when an external ISA bus master owns the ISA bus. 
IOCHRDY is automatically tristated in Suspend. 
BALE Bus Address Latch Enable: BALE is an active high 
signal asserted to indicate that the address, AEN, 
and SBHE# signal lines are valid. BALE remains 
asserted throughout ISA master and DMA cycles. 
PCICLK5 ROMCS#: PCI Clock Output 5 
KBDCS# strap 
option 
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Signal Type Selected 
Signal Name (Drive) By Signal Description 


ISA Bus Interface 


MRD# ACG26 VO Memory Read: MRD# is the command to a memory 
(8mA) slave that it may drive data onto the ISA data bus. 
MRD# is an output when FireStar is a master on the 
ISA bus. MRD# is an input when an ISA master, 
other than FireStar, owns the ISA bus. 


RTCAS:A20M¥# | DCS3 Control for Secondary IDE Channel 
strap option 


lita AB23 VO Memory Write: MWR? is the command to a mem- 
(8mA) ory slave that it may latch data from the ISA data 
bus. MWR# is an output when the FireStar owns the 
ISA bus. MWR# is an input when an ISA master, 
other than FireStar, owns the ISA bus. 


RTCAS:A20M¥# | DCS1 Control for Secondary IDE Channel 
strap option 


AB24 VO I/O Read: IOR# is the command to an ISA |/O slave 
(8mA) device that the slave may drive data on to the ISA 
data bus (SD[15:0]). The I/O slave device must hold 
the data valid until after IOR# is negated. IOR# is an 
output when FireStar owns the ISA bus. I|OR# is an 
input when an external ISA master owns the ISA 
bus. 


al _DCS3# 


eo || _DCS1# 


ee _DRD# 


RTCAS:A20M# | Drive Read Control for Secondary IDE Channel 
strap option 


od AB25 VO I/O Write: |O W# is the command to an ISA I/O slave 
(8mA) device that the slave may latch data from the ISA 
data bus (SD[15:0]). |OW# is an output when 
FireStar owns the ISA bus. |OW# is an input when 
an external ISA master owns the ISA bus. 


| _DWR# RTCAS:A20M# | D Write Control for Secondary IDE Channel 
strap option 


a RD# W26 VO PCIDV1 System Memory Read: FireStar asserts SMRD# to 
(8mA) 96h = 00h request a memory slave to provide data. If the 
access is below the 1MB range (O0000000h- 
OOOFFFFFh) during DMA compatible, IPC master, or 
ISA master cycles, FireStar asserts SMRD#. 


PIO21 PCIDV1 Programmable Input/Output 21: See Section 3.3, 
96h # OOh “Programmable I/O Pins", on page 33 for more 
details. 
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Signal Type Te 
pelgnel NAME Name (Drive) pommel Peeciiplene = __+.__| Description 


[sMwRe SCS PCIDV1 | System Memory Write: FireStar asserts SMWR#to | Memory Write: FireStar asserts SMWR# to 
97h = 00h request a memory slave to accept data from the 
data lines. If the access is below the 1MB range 
(OO000000h-000FFFFFh) during DMA compatible, 
IPC master, or ISA master cycles, FireStar asserts 
SMWR#. 


PIO22 PCIDV1 Programmable Input/Output 22: See Section 3.3, 
97h # 00h "Programmable I/O Pins", on page 33 for more 
details. 


PCIDV1 Address Enable: AEN is asserted during DMA 

C2h[1] = 0 cycles to prevent I/O slaves from misinterpreting 
DMA cycles as valid I/O cycles. When asserted, 
AEN indicates to an I/O resource on the ISA bus that 
a DMA transfer is occurring. This signal is asserted 
also during refresh cycles. AEN is driven low upon 
reset. 


PCIDV1 Peripheral Power Control Line 11 
C2h[1] = 1 


PCIDV1 16-Bit I/O Chip Select: This signal is driven by I/O 
92h = 00h devices on the ISA bus to indicate that they support 
16-bit I/O bus cycles. 


PCIDV1 Programmable Input/Output 18: See Section 3.3, 
92h # 0Oh “Programmable I/O Pins", on page 33 for more 
details. 


PCIDV1 16-Bit Memory Chip Select: ISA slaves that are 16- 

93h = 00h bit memory devices drive this signal low. 
MEMCS16# is an input when FireStar owns the ISA 
bus. FireStar drives this signal low during ISA mas- 
ter to PCI memory cycles. 


PCIDV1 Programmable Input/Output 19: See Section 3.3, 
93h # 00h "Programmable I/O Pins", on page 33 for more 
details. 


PCIDV1 Refresh: As an output, this signal is used to inform 
C2h[0] = 0 FireStar to refresh the local DRAM. 


During normal operation, a low pulse is generated 
every 15us to indicate to FireStar that the DRAM is 
to be refreshed if PCIDV1 64h[0] = 


During Suspend, if normal DRAM is used, the 
32KHZ input to the FireStar is routed out on this pin 
so that it may perform DRAM refresh. 


An option to continuously drive this signal low during 
Suspend is also provided. The internal pull-up on 
this pin is disengaged in Suspend. 


PPWR12 PCIDV1 Peripheral Power Control Line 12 
C2h[0] = 1 
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Signal Type Selected 
(Drive) By pelgMelPescHPuets Description 


PCIDV1 
94h = 00h 


PCIDV1 
94h # 00h 


| System Byte High Enable: When asserted, SBHE# | Byte High Enable: When asserted, SBHE# 
indicates that a byte is being transferred on the 
upper byte (SD[15:8]) of the data bus. SBHE# is 
negated during refresh cycles. SBHE# is an output 
when FireStar owns the ISA bus. 


Programmable Input/Output 20: See Section 3.3, 
“Programmable I/O Pins", on page 33 for more 
details. 


PCIDV1 Terminal Count 

C2h[2] = 0 

PCIDV1 Peripheral Power Control Line 10 
C2h[2] = 1 


Cycle 
Multiplexed 
(See Note) 


Cycle 
Multiplexed 
(See Note) 


Cycle 
Multiplexed 
(See Note) 


Cycle 
Multiplexed 
(See Note) 


Cycle 
Multiplexed 
(See Note) 


Cycle 
Multiplexed 
(See Note) 


Cycle 
Multiplexed 
(See Note) 


Cycle 
Multiplexed 
(See Note) 


XD Bus Line 7: ISA status signal. 


DCS3 Control for Primary IDE Channel 
XD Bus Line 6: |SA status signal. 


DCS1 Control for Primary IDE Channel 
XD Bus Line 5: |SA status signal. 


DMA Acknowledge for Primary IDE Channel 
XD Bus Line 4: ISA status signal. 


Address Bit 2 for Primary IDE Channel 
XD Bus Line 3: ISA status signal. 


Address Bit 1 for Primary IDE Channel 
XD Bus Line 2: ISA status signal. 


Address Bit 0 for Primary IDE Channel 
XD Bus Line 1: ISA status signal. 


Drive Read Control for Primary IDE Channel 
XD Bus Line 0: |SA status signal. 


Drive Write Control for Primary IDE Channel 


Note: XD[7:0] can be strapped to be dedicated IDE lines via the RTCAS:A20M# strap option and PCIDV1 75h[6] = 1. 


SA[23:20] V23:V26, 


PPWR[3:0] 
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Signal Type Selected 
Signal Name (Drive) By Signal Description 


SA[19:18] U23, U24 /O a ll System Address Bus Lines 19 and 18 
PPWRI9:8] (8mA) | DBEW# strap _ | Peripheral Power Control Lines 9 and 8 
option 
SA[17:16] U25, U26 V/O PCIDV1 System Address Bus Lines 17 and 16 
(8mA) 91h-90h = 00h 
PIO[17:16] PCIDV1 Programmable Input/Output Lines 17 and 16: 
33 for more details. 
/O 


91h-90h# 00h _ | See Section 3.3, "Programmable I/O Pins", on page 
SA[15:0] Refer to Table om er System Address Bus Lines 15 through 0 
(8mA) 


IDE1_DD[15:0] ae RTCAS:A20M# | Disk Data Lines 15 through 0: DD[15:0] provide 


strap option the 16-bit data path for the IDE disk drives. 
External Real-Time Clock Interface 


RTCAS N24 Real-Time Clock Address Strobe: This signal is 
Strap option connected to the address strobe of the real-time 
pin, refer to Clock. 

IDE1_DAO Table 3-7 RTCAS:A20M# | Address Bit 0 for Secondary IDE Channel 

strap option and 
PCIDV1 
75h[7] = 1. 


RTCRD# N25 Real-Time Clock Read: This pin is used to drive the 
Strap option read signal of the real-time clock. 


IDE1_DA1 pin, refer to 
Table 3-7 strap option and 
PCIDV1 
75H[7] = 1. 


RTCWR# N26 Real-Time Clock Write: This pin is used to drive the 
Strap option write signal of the real-time clock. 


IDE1_DA2 pin, refer to 
Table 3-7 strap option and 
PCIDV1 
75h[7] = 1. 


Power Management Unit Interface 


PPWRL AC23 O (Default) Power Control Latch: This signal is used to control 
(4mA) the external latching of the peripheral power control 
signals PPWR[15:0]. This signal is pulsed after reset 

to preset the external latch. 


PPWRO# BOFF# strap Peripheral Power Control Line 0# 
option 
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Signal Type Selected 
Signal Name (Drive) By Signal Description 


Miscellaneous 


A20M# R3 


Strap option 
pin, refer to 
Table 3-7 


ROMCS# J24 
Strap option 
pin, refer to 
Table 3-7 


ROMCS#/ 
KBDCS# 


SPKROUT H23 
KBDCS# J26 
Strap option 
pin, refer to 
PIO24 Table 3-7 
DRD# 


O 
(4mA) 


O 
(4mA) 
0 
(4mA) 
O 
(4mA) 
0 
(8mA) 
fe) 
(8mA) 
0 
(gmA) 


PCIDV1 

52h[2] = 0 
97h = 00h 
4Fh[1] = 0 


PCIDV1 

52h[2] = 0 
97h # 00h 
4Fh[1] = 0 


PCIDV1 
52h[2] = 1 
or 

4Fh{1] = 1 


Default 
PCIDV1 
98h = 00h 


PCIDV1 
98h # 00h 


Address Bit 20 Mask: This pin is an output and 
generates the A20M# output by trapping GATEA20 
commands to the keyboard or to Port 092h. The 
CPUINIT signal to the CPU is generated whenever it 
senses reset commands to Port 060h/064h, ora 
Port 092h write command with bit 0 set high. 


When keyboard emulation is disabled, FireStar traps 
only Port 092h GATEA20 commands and accepts 
the GATEA20 input from the keyboard controller, 
which is sent out as A20M# to the CPU. 


BIOS ROM Chip Select: This output goes active on 
both reads and writes to the ROM area to support 
flash ROM. For flash ROM support, writes to ROM 
can be supported by appropriately setting PCIDV1 
A47h[7]. 


Programmable Input/Output Line 23: See Section 
3.3, "Programmable I/O Pins", on page 33 for more 
details. 


Combined ROM and Keyboard Chip Select: 
When this combined functionality is selected, the 
ROM cycles are qualified by MRD#/MWR#; the key- 
board controller cycles are qualified by IOR#/lOW#. 


Speaker Data: This pin is used to drive the system 
board speaker. This signal is a function of the Timer- 
O Counter-2 and Port 061h bit 1. 


Can use CISA protocol to gang several. 


Keyboard Chip Select: Used to decode accesses 
to the keyboard controller. 


Programmable Input/Output 24: See Section 3.3, 
“Programmable I/O Pins", on page 33 for more 
details. 


(e) PCIDV1 Drive Read Signal 
(8mA) 4Fh[1] = 1 
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3.2.5 Test Mode Selection Pins 


Signal Type Selected 
rane Name uJ Name (Drive) By polgmehPeecrpuOn = Description 


Reserved: This pin is reserved for possible addi- _ This pin is reserved for possible addi- 
tional functionality on future revisions of FireStar. 
However, it is used as an input for the ATE Test 
Mode selection address. See TMS (pin AB5) 
description. 


Strap option 
pin for future 
2.5V CPU 
interface, 
refer to Table 


Reserved in FireStar: An input for the ATE Test 
Mode selection address. See TMS (pin AB5) 
description. 


PCIDV1 SDRAM Clock Enable in FireStar ACPI: This sig- 


52h[3] = 1 nal is asserted to put the SDRAM into a “Stop” state. 
The BIOS can program FireStar to assert this signal 
only in Suspend mode. 


This pin is also an input for the ATE Test Mode 
selection address. See TMS (pin AB5) description. 


Test Mode Select: An input for the ATE Test Mode 
selection address. 


AB5 B7 A7 Mode 

0 X X Normal operation (default) 
Tristate all pins 
NAND tree test 
Reserved for factory test 
Reserved for factory test 


3.2.6 Power and Ground Pins 


Signal Name [SignalName | PinNo. | Signal Type _| Signal Type eranel Desc RHO Description 


AAG, AA13, [GroundConnectonssts=—“‘is™SC*~*~*~*~*~*~*~*~*~*~*~* Connections 
AA14, AA21, 

AB13, E14, F6, 

F13, F14, F21, 

N5, N6, N21, 

P6, P21, P22 


IVCC_ISA | ISA [L22,u22,y22 | PO ISA Bus Power Plane: 3.3V or 5.0V 


woe tsa CPU E8, G5, T5, W5 CPU Bus Power Plane: 3.3V (and 2.5V in future 2.5V CPU inter- 
face revision) 


[VCC_CORE —_—_|AB19,H22,K5 | P_—_—| FireStar Core Power Plane: 3.3V only 
a DRAM E11,£17,£20 | | P _| Memory Power Plane: 3.3V or 5.0V 


C-PRAM PCI AB7, AB10, a PCI Bus Power Plane: 3.3V or 5.0V 
ABi6 


AB21, E7 5.0 V Reference: Connect to 5.0V is available in the system. Con- 
nect to 3.3V for an all 3.3V design. 
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3.3. Programmable I/O Pins 


Programmable I/O options are available on 32 PIO pins of the gram the group and subfunction number for the PIO pin into 
FireStar chip. The options available comprise all of the the corresponding register at PCIDV1 80h-9Fh. 

PPWR[15:0] power control lines, the general purpose chip 
select lines GPCS[3:0]#, certain ISA pins, and various other 
options such as logical operations (OR, AND, NOT, XOR). 
The goal is to reduce to a minimum the number of external 
logic devices required by recovering unused pins. 


Functions are also assignable to internal "nodes". In this way, 
multi-level logic functions can be built up internally and the 
resulting input or output signals can be assigned to free PIO 
pins. 


Note: Any signal that can potentially be programmed as a 
PIO pin will function as a PIO pin only if the corre- 
sponding CPU register is programmed to a non-zero 
value. 


PIO pin assignment is more flexible than in past OPTi chips, 
allowing any programmable function to replace any PIO- 
ready pin. This assignment always overrides the former func- 
tion of the pin. The mechanism for PIO assignment is to pro- 


Table 3-3 PIO Functions 


Sub-function 
amber i Descripviems 


aa et External Power Management Input 0 
Very Low Battery SMI (level-triggered) 
a 
eo 


Power Control PPWRx 0-Fh Peripheral Power Control Outputs, x = 0..15 
Outputs Group 1h 


Misc. Inputs PCIRQ[3:0]# 
Group 2h DDRQ1 
CHRDYA 


ah YE vie OWA Regie SSCS 

sh [Bese IDE Cable OCrannalAeaey = 
rouaoys _|__ 6h | Dedeated DE Cable Chane Reasy 
rustre [7 | SAMASTER@ ara 
Porc |e | SAIOCHCK strat gereratesN) 
rKecnsT —_|__sh__| Ress signal om Keyboard Convolee 
rKecazowe | __An | A2OM# signal fom KaybourConolen 
Wentorinput | 8h | PO pin becomesinptrad at PCIOVE ABKABH 
pwowse [en [iskswowatamiesinal 
Cc a a 
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Table 3-3 PIO Functions (cont.) 


Pe a 
Number Description 


PCICLKOE PCI Clock Output Enable (to ext. clock generator) 
HGNT# UMA Split Buffer Control signal 
FA 


N 


CPU overtemp fan control output 


Reserved 


PCTLL Power control latch low is available only on PIO15 (RSTDRV) 
and is used to latch PPWR[15:0] from SD[15:0] 


ATCLK/2 ATCLK divided by 2 (for KBCLK and/or ACPIMX) 
IDE Controller DDACKO# Dedicated IDE DMA acknowledge (Primary cable) 
Outputs Group 4h [Dp acKki# Dedicated IDE DMA acknowledge (Secondary cable) 
DRD# 
DWR# 
DCS1# 
DCS3# 


Dedicated IDE command 


Dedicated IDE chip select 
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Table 3-3 PIO Functions (cont.) 


Number Description 
Group 7h (ACPIO) 
DOOKG (ACPI 
STSOH# (ACPI) 
Fr (ACPI) 
ait (ACPI 
USBH (ACPI 
EO (ACPI) 
up (nop 
(n0PI9 
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The PIO functions listed in Table 3-4 are simple gate func- 
tions. The available gates are illustrated in Figure 3-2. 


Some PIO pins can be assigned a new signal function 
through the register set as shown in Table 3-6. 


Table 3-4 Gate Level PIO Functions 


Sub- 
function 
Number | Description 


Gate Logic | AND input 1 3-input AND 
Inputs AND input 2 Gate 


Group 5h 

AND input 3/ 2h 

NAND input 1 

NAND input 2 3h 3-input NAND 
Gate 

NAND input 4h 3-input OR 

3/ Gate 

OR input 1 


h 
XOR input 1 3-input XOR 


XOR input2 | sh —_ | Gate 
XOR input 3 


FF1 PRE# Ah First D Flip-Flop 
input 


FF1 D input 
FF1 CLK Ch 
input 
FF1 CLR# 
input 
FF2 D input 
FF2 CLK 
input 
oot 
6h Logic 1 
AND output 
NAND output 
OR output 
XOR output 
FF1 Q output 


FF2 Q output 


Second D Flip- 


Figure 3-2. Programmable Logic Matrix 
In 0Oh 
In O1h Out 02h 
In 02h 
In 03h nano ) Out 03h 
In 04h 
In O5h Out 04h 
In O6h 
In O7h 
In O8h Out 05h 
In O9h 
In OAh 
In OBh Out 06h 
In OCh 
In ODh 
Logic 1 
In OEh Out 07h 
In OFh 
RESET# 


The gate inputs and outputs can be connected directly to PIO 
pins, or can be connected to each other for multi-level logic 
development as described in the example below and using 
the Gate Matrix registers shown in Table 3-5. 


Example: 

A certain system design might require a nearly complete ISA 
bus, but without the need for the M16# pin because no ISA 
memory would be supported. PPWR6 function could be 
assigned to replace the M16# pin without disturbing the rest 
of the ISA interface by simply programming. PCIDV1 93h = 
16h (M16# is PIO19). A setting of 16h selects the Power 
Control Outputs Group (1h) and the PPWRE6 subfunction 
(6h). 
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Table 3-5 
7 
PCIDV1 AOh 


Invert input 01h 


(whether from 


PIO pin or from 


logic matrix 
output)? 
O=No 
1 = Yes 


Connect logic input 01h (AND2) to: 


Gate Matrix Programming Registers 


Logic Matrix Register 1 


Invert input OOh 

(whether from 

PIO pin or from 
logic matrix 


000 = PIO pin 

001 = Logic 1 

010 = Out 2h (AND output) 
011 = Out 3h (NAND output) output)? 
100 = Out 4h (OR output) 0=No 
101 = Out 5h (XOR output) 1=Yes 
110 = Out 6h (flip-flop 1 output) 

111 = Out 7h (flip-flop 2 output) 


Default = 00h 


Connect logic input 00h (AND1) to: 
Refer to PCIDV1 AOh[6:4] for decode. 


FSSA 


PCIDV1 Ath 
Invert input 
03h? 


0=No 
1 = Yes 


Connect logic input 03h (NAND) to: 
Refer to PCIDV1 AOh[6:4] for decode. 02h? 


Logic Matrix Register 2 


Invert input 


0=No 
1= Yes 


Default = 00h 


Connect logic input 02h (AND3) to: 
Refer to PCIDV1 AOh[6:4] for decode. 


FSS SSS 


PCIDV1 A2h 
Invert input 
05h? 
0=No 
1 = Yes 


Connect logic input 05h (OR2) to: 
Refer to PCIDV1 AOh[6:4] for decode. 04h? 


Logic Matrix Register 3 


Invert input 


0=No 
1 = Yes 


Default = 00h 


Connect logic input 04h (OR1) to: 
Refer to PCIDV1 AOh[6:4] for decode. 


SS 


PCIDV1 A3h 


Invert input 


Connect logic input 07h (XOR1) to: 
Refer to PCIDV1 AOh|[6:4] for decode. 06h? 


Logic Matrix Register 4 


Invert input 


0=No 
1 = Yes 


Default = 00h 


Connect logic input 06h (OR3) to: 
Refer to PCIDV1 AOh[6:4] for decode. 


PCIDV1 A4h 
Invert input 
09h? 


0=No 
1 = Yes 


PCIDV1 A5h 
Invert input 
OBh? 
0=No 
1 = Yes 
PCIDV1 A6h 
Invert input 
ODh? 
O0=No 
1= Yes 


SSS SSS 


PCIDV1 A7h 
Invert input 
OFh? 
0=No 
1 = Yes 
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Connect logic input O9h (XOR3) to: 
Refer to PCIDV1 AOh[6:4] for decode. 08h? 


Connect logic input OBh (flip-flop 1, -D input) to: 
Refer to PCIDV1 AOh[6:4] for decode. OAh? 


Connect logic input ODh (flip-flop 1, CLR# input) to: 
Refer to PCIDV1 AOh[6:4] for decode. OCh? 


Connect logic input OFh (flip-flop 2, CLK input) to: 
Refer to PCIDV1 AOh[6:4] for decode. OEh? 

O0=No 

1= Yes 


Logic Matrix Register 5 


Invert input 


0=No 
1 = Yes 


Default = 00h 


Connect logic input 08h (XOR2) to: 
Refer to PCIDV1 AOh[6:4] for decode. 


SSIS 


Logic Matrix Register 6 


Invert input 


0=No 
1 = Yes 


Default = 00h 
Connect logic input OAh (flip-flop 1, PRE# input) to: 
Refer to PCIDV1 AOh[6:4] for decode. 


SSS 


Logic Matrix Register 7 


Invert input 


0=No 
1 = Yes 


Default = 00h 
Connect logic input OCh (flip-flop 1, CLK input) to: 
Refer to PCIDV1 AOh[6:4] for decode. 


Logic Matrix Register 8 


Invert input 


Default = 00h 
Connect logic input OEh (flip-flop 1, D input) to: 
Refer to PCIDV1 AOh[6:4] for decode. 
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Table 3-6 
7 


Register Programmable PIO Pins 


PCIDV1 80h 


Tristate, pull- 
down PIO pin 


000 = Group 0 (Power Management Inputs) 
001 = Group 1 (Power Control! Outputs) 
( 


during 010 = Group 2 (Miscellaneous Outputs) 
Suspend: 


011 = Group 3 (Miscellaneous Outputs) 
0=No 100 = Group 4 (IDE Controller Outputs) 
1=Yes 101 = Group 5 (Gate Logic Inputs) 

110 = Group 6 (Logic Outputs) 


PIOO Pin (CDOE#) Function Register 


0000 = Group sub-function 0 
0001 = Group sub-function 1 
0010 = Group sub-function 2 
0011 = Group sub-function 3 
0100 = Group sub-function 4 
0101 = Group sub-function 5 
0110 = Group sub-function 6 


Default = 00h 


1000 = Group sub-function 8 

1001 = Group sub-function 9 

1010 = Group sub-function 10 
1011 = Group sub-function 11 
1100 = Group sub-function 12 
1101 = Group sub-function 13 
1110 = Group sub-function 14 


111 = Group 7 (Reserved) 0111 = Group sub-function 7 1111 = Group sub-function 15 


PCIDV1 81h PIO1 Pin (TAGWE#) Function Register Default = 00h 
PIO2 Pin (ADSC#) Function Register 
PIO3 Pin (ADV#) Function Register 
PCIDV1 84h P1104 Pin (RAS2#) Function Register Default = 00h 


PCIDV1 85h PIO5 Pin (RAS1#) Function Register Default = 00h 
PCIDV1 86h PIO6 Pin (CLKRUN#) Function Register Default = 00h 


PCIDV1 87h PIO7 Pin (REQ1#) Function Register Default = 00h 
P1IO8 Pin (REQ2#) Function Register 
PIO9 Pin (DDRQO) Function Register 
PCIDV1 8Ah PIO10 Pin (IRQ1) Function Register Default = 00h 
PCIDV1 8Bh PIO11 Pin (IRQ8#) Function Register Default = 00h 


PCIDV1 8Ch P1012 Pin (IRQ12) Function Register Default = 00h 
PCIDV1 8Dh P1013 Pin (IRQ14) Function Register Default = 00h 


PCIDV1 8Eh P1014 Pin (SEL#/ATB#) Function Register Default = 00h 
PCIDV1 8Fh P1015 Pin (RSTDRV) Function Register Default = 00h 
PCIDV1 90h PIO16 Pin (SA16) Function Register Default = 00h 
PCIDV1 91h P1017 Pin (SA17) Function Register Default = 00h 
PCIDV1 92h P1018 Pin (1016#) Function Register Default = 00h 


PCIDV1 93h P1019 Pin (M16#) Function Register Default = 00h 
PCIDV1 94h P1020 Pin (SBHE#) Function Register Default = 00h 
PCIDV1 95h P1021 Pin (SMRD#) Function Register Default = 00h 


PCIDV1 96h PIO22 Pin (SMWR#) Function Register Default = 00h 
PCIDV1 97h P1IO23 Pin (ROMCS#) Function Register 
PCIDV1 98h P1024 Pin (KBDCS#) Function Register 
PCIDV1 99h PIO25 Pin (DRQA) Function Register 

PCIDV1 9Ah PIO26 Pin (DRQB) Function Register Default = 00h 


PCIDV1 9Bh PIO27 Pin (DRQC) Function Register Default = 00h 
PCIDV1 9Ch PIO28 Pin (DRQD) Function Register Default = 00h 
PCIDV1 9Dh P1IO29 Pin (DRQE) Function Register Default = 00h 


PCIDV1 9Eh PIO30 Pin (DRQF) Function Register Default = 00h 
PCIDV1 9Fh PIO31 Pin (DRQG) Function Register 


PCIDV1 82h Default = 00h 


PCIDV1 83h Default = 00h 


PCIDV1 88h 
PCIDV1 89h 


Default = 00h 
Default = 00h 


Default = 00h 
Default = 00h 
Default = 00h 


Default = 00h 
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3.4 Strap Selected Options 


The strap options are selected by connecting a 10kohm 
resistor opposite to the sense of the internal resistor listed. 
The internal resistor is about 50kohm, so the external resistor 
must be less than 10kohm to counteract it. 


Table 3-7 Strap Options 


— 
N26 RTCWR# 
J24:J26 


Bit 1:0 
ROMCS#: 
KBDCS# 


DBEW# 
BOFF# 


N24:R3 


AB14 PCICLKO 
_ 
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PCICLK1 Enable 
PCIDV1 48h[0] 


PCICLK2 Enable 
PCIDV1 48h[1] 


PCICLK3-5 Enable 
PCIDV1 48h[3:2] 


PCIVCC Select 
PCIDV1 48h[4] 


DRAMVCC Select 
PCIDV1 48h[5] 


ISAVCC Select 
PCIDV1 48h[6] 


PPWR Select 
PCIDV1 49h[1] 


PPWRO# Select 
PCIDV1 49h[2] 


Mode Select 
PCIDV1 49h[3,0] 


MCACHE Support 
PCIDV1 49h[4] 


CPUVCC 


Pull low (becomes 
GNT1# by default) 


Pull low (becomes 
GNT2# by default) 


Pull low (all pins 
take on default 
ISA/CISA function) 


Pull high (PCI is 
3.3V by default) 


Pull high (DRAM is 
3.3V by default) 


Pull low (ISA is 
5.0V by default) 


Pull low (Normal 
mode is selected by 
de fault) 


Pull low (becomes 
PPWARL by default) 


Pull high (Normal 
decode, ISA-less 
mode is selected by 
de fault) 


Pull low (No 
MCACHE support) 


Pull low (CPU is 
3.3V by default) 


Table 3-7 gives the strap options and Table 3-8 shows the 
registers used to readback the option selected. 


Selects whether: 
-GNT1# comes out (if RTCRD# is sensed low) 
-PCICLK1 comes out (if RTCRD# is sensed high) 


Selects whether: 
-GNT2# comes out (if RTC WR# is sensed low) 
-PCICLK2 comes out (if RTC WR# is sensed high) 


00 = CMD# is CMD#, ATCLK is ATCLK, BALE is BALE 

01 = CMD# => PCICLK3, ATCLK and BALE stay the same 

10 = CMD# => PCICLK3, ATCLK => PCICLK4, BALE stays the same 
11 = CMD# => PCICLK3, ATCLK => PCICLK4, BALE => PCICLK5 


Selects whether input threshold on PCI interface is: 
-3.3V (if INTR is sensed high) 
-5.0V (if INTR is sensed low) 


Selects whether input threshold on DRAM is: 
-3.3V (if NMI is sensed high) 
-5.0V (if NMI is sensed low) 


Selects whether input threshold on ISA interface is: 
-3.3V (if IGERR# is sensed high) 
-5.0V (if IGERR# is sensed low) 


Force SA[23:18] to zero during reset to use as initially low PPWR pins: 
-Normal mode (if DBEW# is sensed low) 
-Initially low PPWR[3:0] and PPWR[9:8] (if DBEW# is sensed high) 


Selects whether: 
-PPWRL comes out (if line is sensed low) 
-PPWRO# comes out (if line is sensed high) 


Selects whether: 

00 = PC98 Mode, ISA-less Mode 

01 = Normal decode ISA mode. ROM, KBC, and RTC on SD bus only 
(XD bus is not sampled during XD bus device read cycles). The 
XD bus is automatically mapped as dedicated primary channel IDE 
control. PCIDV1 46h[6] is ignored. 

10 = Normal decode ISA mode, ROM on XD bus only. KBC and RTC 
can be relocated to the SD bus. XD bus can be qualified with 
DBE# to generate IDE control signals. The XD bus data will also 
be driven onto the SD bus during XD bus device read cycles. 

11 = Normal decode, ISA-less Mode 


Selects whether: 

0 = No MCACHE support 

1 =MCACHE support enabled 
(Feature is not supported) 


Selects whether input threshold on CPU interface is: 
-3.3V (if RSVD is sensed low) 
-2.5V (if RSVD is sensed high) 
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Table 3-8 Strap Option Readback Registers 


7 


PCIDV1 48h 


Reserved IGERR# strap 
option selects: 


0=5.0VISA 
1=3.3V ISA 


PCIDV1 49h 


Reserved 


Bits 3 and 0 work together: 


Strap Option Readback Register (RO) - Byte 0 
NMI strap INTR strap ROMCS#:KBDCS# strap 
option selects: | option selects: option selects: 
0 =5.0V DRAM |0=5.0V PCI 00 = CMD#, ATCLK, BALE 
1=3.3V DRAM |1=3.3VPCI — |01 = PCICLK3, ATCLK, BALE 
10 = PCICLK3, PCICLK4, BALE 


11 = PCICLK3, PCICLK4, 
PCICLK5 


Strap Option Readback Register (RO) - Byte 1 
PCICLKO strap RTCAS BOFF# strap 
option selects: | strap selects(') | option selects: 

0=No 0 = PPWRL 
MCACHE 1 = PPWRO# 
1 =MCACHE 
enabled 
Not supported. 


00 = NEC mode & No ISA mode 
01 = ISA mode without XD bus 
10 = ISA mode with XD bus 

11 = No ISA mode 


RTC WR# strap 
option selects: 

0 = GNT2# 

1 = PCICLK2 


DBEWé# strap 
option selects: 
0 = SA[23:18] 
pins are 
SA[23:8] 
signals 
1 = SA[23:18] 
pins are 
remapped: 
SA[23:20] = 
PPWR[3:0] 
and 
SA[19:18] = 
PPWR{9:3] 


Default = 00h 
RTCRD# strap 
option selects: 


0 = GNT1# 
1 =PCICLK1 


Default = 00h 


A20M# 
strap selects) 
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4.0 Functional Description 


4.1 Buses and Concurrency 


The FireStar architecture is built around multiple system 
buses. These are independent buses except for ISA/Com- 
pact ISA, IDE, and the X bus, which all share at least part of 
their pins. The buses are described below in the order of 
decode priority. If no priority is listed within a group, then 
there is no implied priority (no conflicts among participating 
devices). 


4.1.1. Cycles Originating from CPU 
Cycles started by the CPU go first to DRAM and/or L2 cache, 
then to PCI. From PCI the cycle can be: 


* Positively decoded by the FireStar logic itself, in the case 
of IDE or known ISA devices. 


* Positively decoded by a local device on the PCI bus. 


* Positively decoded by a bridge chip such as the 82C824 
CardBus/Docking Controller, subject to later rejection if no 
downstream device claims the cycle (the aborted cycle 
eventually gets claimed by the local ISA bus). 


* Subtractively decoded and forwarded to ISA/CISA. 


The highest priority in any CPU-initiated cycle will always be 
to the locally decoded L2 cache and DRAM. The ranges 
decoded: 


Logic Memory Ranges Decoded 
CPU/L2 cache 0-128MB 

DRAM 0-512MB 

Table 4-1 Cycle Decode 


If there is no decode by local memory, the cycle goes out on 
the PCI bus. There are three possible cases of how the 
FireStar system handles the cycle on PCI, according to its 
intended destination: 


* Cycles destined for a known local device. 


* Cycles destined for unknown device on PCI, local Com- 
pact ISA, or local ISA. 


* Cycles destined for a docking station ISA bus device. 


4.1.1.1 Cycles Destined for a Known Local Device 

For access to all devices known to FireStar, such as local 
IDE, ROM, RTC, local ISA floppy, etc., the PCI cycle is auto- 
matically remapped to an address space in high memory (a 
“base address" register is provided in the PCI configuration 
register space). The full list of positively decoded devices is 
provided in Section 4.9.4.1, "PCI Positive Decode for ISA". In 
this way, PCI bus devices will not attempt to claim the cycle. 
FireStar always responds to this cycle with a fast PCI 
decode. 


PCI bus masters other than FireStar do not need to issue a 
remapped address to access local devices. In this case, 
FireStar must wait for the subtractive decode clock before 
claiming the cycle. 


Table 4-1 indicates the cycles considered for positive 
decode/remapping, ordered by priority. 


Memory Address 
Bus/Device Ranges I/O Address Ranges Remapped Decode 

Xx CO000-FFFFFh 060, 064, 070-1h MemBase or IOBase Positive by FireStar 
+ original address 

IDE (PIO mode) 1FO-7, 3F6-7, 170-7, |OBase + original Positive by FireStar 

376-7h address 
Known local ISA Defined by PMI Defined by PMI MemBase or IOBase | Positive by FireStar 
er a a7 + ie address 


| Positive by PCI device | | Positive by PCI device | PCI device 


All non-local DRAM 
space, or DRAM 
“holes" 


Unknown local ISA 
devices, Compact ISA 
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x100-x3FFh No Subtractive by 
FireStar 
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4.1.1.2 Cycles Destined for Unknown Devices on PCI, 
Local Compact ISA, or Local ISA 

For accesses whose owner is not known beforehand to the 
FireStar logic, the cycle presented on PCI is the same one as 
generated by the CPU. FireStar monitors DEVSEL#: If no 
PCI device claims the cycle, FireStar claims it at the subtrac- 
tive decode clock and passes it to the local ISA controller. 
Local ISA always claims unclaimed cycles. Even if no ISA 
device is present to receive the cycle, PCI will see a normal 
cycle termination. 


4.1.1.3 Cycles Destined for a Docking Station ISA Bus 
Device 

Cycles that might be destined for docking station ISA will be 
claimed on the medium decode clock by the 82C824 chip. If 
the 820825 PCI-ISA bridge cannot complete the cycle (no 
ISA device responds), FireStar logic must have some means 


of recovering the cycle. 


Therefore, the 82C824 logic immediately and automatically 
retries all cycles to ISA windows (programmable on a per- 
window basis in the 82C824 registers) while it attempts to 
complete the access through the 82C825 bridge. The 
82C824 continues to claim all retries while it awaits a 
response from the 82C825 chip. 


Two outcomes to the PCI cycle on bus 0 are possible. 


Figure 4-1 Multiple ISA Bus Support 


Local ISA Bus 


82C930 

Sound 
Chip 
(Ports 

340-35Fh) 


PCI Bus 0 


82C824 
CardBus / 

Docking 
Controller 


1) If the attempt to complete a cycle on the 820825 ISA bus 
is successful, the 82C824 completes the cycle with the 
primary PCI bus master (FireStar or other master) on a 
later retry. FireStar will retry such cycles up to a pro- 
grammable limit. Refer to Section 4.9.4.2, "Remote ISA 
Support" for details on how the FireStar/82C824/82C825 
solution recognizes "claimed" cycles on ISA. 


2) If the 820825 fails to determine that an ISA device has 
claimed the cycle, it will end its PCI cycle with a Target 
Abort. As a result, the 820824 chip, which has been forc- 
ing retry attempts on the primary side up until now, will 
simply ignore the next retry. In this way, FireStar will 
claim the cycle through subtractive decoding and pass it 
to its local ISA bus. 


Figure 4-1 illustrates the multi-bus concept needed when 
using ISA on a docking station. 


FireStar implements a register to limit the number of retries. 
In this way, a system hang condition can be resolved by 
allowing SMM or other code to interrogate the 820824 chip 
and determine why the cycle cannot proceed. For example, if 
a bad docking connection has caused the 82C824 to be 
unable to properly complete its cycle, FireStar can still 
recover gracefully on the primary side after its retry limit has 
been reached. 


92C178 
PCI 
LCD/SVGA 
Controller 


PCI Bus 1 


82C825 PCI 
PCI-ISA : 
Bridge Device 


Docking ISA Bus 


82C930 
Sound 
Card 


(Ports 
340-35Fh) 
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4.1.2. Concurrent Bus Operation 

The independent nature of the buses allows all common bus 
operations to run concurrently. The only concurrency restric- 
tions involve the low-speed slave buses, as follows. 


* PIO mode IDE cycles effectively block all system buses if 
the cycles are initiated by the CPU, since the I/O cycle 
must first go through PCI. Bus master mode IDE cycles do 
not block the CPU. 


* BIOS ROM cycles on the X bus block the IDE bus because 
they use the IDE control bus. 


¢ RTC and keyboard controller cycles on the X bus block 
only IDE operations because they use the IDE control bus. 


* ISA cycles block IDE cycles because they use the IDE 
data bus. 


Since the BIOS is usually shadowed in DRAM, it will only be 
accessed at system boot time. Therefore, it is reasonable to 
summarize that only ISA cycles to unknown (non-positively 
decoded) devices will significantly reduce system perfor- 
mance. System designs should avoid integrating ISA bus 
devices where possible in order to allow maximum concur- 
rency. 


4.2 Intermodule Communications 


The operations of the FireStar chip are specified in terms of 
communication sequences between logic modules. For 
example, a CPU write to DRAM can be broken down into two 
intermodule communication sequences: CPU to post-write 
buffers, then post-write buffers to DRAM. 


The following sub-sections highlight specific aspects of inter- 
module communications in FireStar. 


4.2.1. Read: CPU < DRAM or L2 Cache 

Memory read cycles on the CPU interface are always 
directed to both the L2 cache controller and to the DRAM 
interface, in parallel. The memory controller always starts a 
memory read cycle to DRAM while it is waiting for the L2 
cache tag comparison results, as long as the DRAM is not 
busy (such as for a PCI bus master access to DRAM). If the 
data turns out to be in L2 cache, the memory controller sim- 
ply terminates the DRAM cycle. 


Starting the cycle early allows the DRAM controller to gener- 
ate an address on the MA lines and drop its RAS# line in 
preparation for the possible access to come. 


4.2.2. Write: CPU > DRAM or L2 Cache 

Any write to memory, whether destined for DRAM or PCI, is 
first posted to the post write buffers. The CPU interface logic 
controls the burst at its fastest speed, and can generate NA# 
at the appropriate time to pipeline the succeeding burst. The 
chip can accommodate six qwords (quadwords - 64-bit data 
words) for full-speed (no wait state) pipelined burst cycles 
even at 66MHz. 


Once the post-write buffer is filled up, the CPU interface logic 
inserts CPU wait states to prevent further writes until some of 
the DRAM writes are completed. However, the CPU will be 
allowed to continue writing, one burst at a time, as the buffer 
empties (non-blocking feature). 


4.2.3. Cache Write Hit - Write Cycles from CPU to 
L2 Cache 

The FireStar solution minimizes the penalty of eventual write- 
back cycles to DRAM by using the OPTi-proprietary adaptive 
writeback scheme. In adaptive writeback mode, CPU writes 
to memory are automatically written-through to DRAM 
instead of being written only to L2 cache for a later writeback 
to DRAM. However, this action occurs only if a specified 
number of write buffers is available (programmable). 


If the write buffers are filled above the limit (programmable), 
the system enters normal writeback mode and only updates 
the L2 cache. It will write the data back to DRAM only when 
that cache line is replaced in L2 cache. 


4.2.4 L2 Cache Inquiries from PCI 

PCI bus memory transactions are automatically presented on 
the CPU bus to determine whether the data exists in L2 
cache. If so: 


« For aPCl memory write cycle, the cache line will be invali- 
dated. 


« Fora PCl memory read cycle in the local DRAM range, the 
cache line will be written back to the DRAM while the PCI 
read cycle is taking place. In this case, the PCI read cycle 
takes place concurrently with the writeback cycle to 
DRAM. 


This mode of operation optimizes operations on PCI that 
involve DRAM. 
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4.3 Reset Logic 


The PWRGD input is used to generate the CPU and the sys- 
tem reset, RESET#. PWRGD is a “cold reset” which is gener- 
ated when either PWRGD goes low (from the power supply, 
indicating a low power condition) or the system reset button is 
activated. When PWRGD makes a low-to-high transition, 
RESET# will go active and will remain active for at least 1ms 
after PWRGD goes high. The PCI clock input to FireStar is 
used for timing the RESET# pulse width and must be running 
during reset. The RESET# output may be used to generate 
reset for all system devices. In addition, FireStar generates 
reset on the RSMRST signal which may be used to reset 
devices on power-up and also on a Resume from Suspend. 
The duration of the RSMRST pulse on power-up is fixed and 
is the same as the duration of the RESET# signal. However, 


Table 4-2 Resume Recovery Control Bits 


the duration of the RSMRST pulse on Resuming from Sus- 
pend can be programmed as 8ms, 32ms, 128ms, 32 us, or 
1s. Refer to Table 4-2. 


The CPUINIT signal is used to initialize the 3.3V CPU during 
warm resets. CPUINIT is generated for the following cases: 


¢ When a shutdown condition is decoded from the CPU bus 
definition signals, the 82C700 will assert CPUINIT for 
15 T-states. 


* Keyboard reset to I/O Port 064h. 
¢ Fast reset to I/O Port 092h. 


ee ee eee eee 


SYSCFG 68h 


Sco 
er eet re ei =0 


Clock Source Register 3 


SSS 
srr PRET EE Enable Register 2 


Resume recovery time: 


Default = 00h 
00 =8ms 10 =128ms 
01 =32ms 11 = 30us 
Note: Ignored if BEh[0] = 1. 
SSeS 
Default = = 00h 
Override 
SYSCFG 
68h[3:2]: 
0=No 
1 = Recover 
time 1s 
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4.4 System Clocks 

4.4.1 CPU and FireStar Clocks 

The master CPU clock input to FireStar, CPUCLKIN, is a sin- 
gle phase clock which is used to sample all host CPU syn- 
chronous signals and for clocking its internal state machines. 
CPUCLKIN must be earlier than the clock to the CPU and 
should lead by 1.5-2.5ns. 


Figure 4-2 shows a typical CPU and FireStar clock distribu- 
tion circuit. PPWR1# is an inverted output of PPWR1 that is 
output by FireStar that can be used to power off the clock 
generator in Suspend. Note that in Suspend, all clocks in the 
system may be powered off except the OSC32 clock input to 
FireStar. This clock is used by FireStar to track various power 
management events. PPWRO# can be used to turn off the 


Figure 4-2 


PPWR1# 


L2CLKOE 


PPWRO# 


Clock 
Generator 
Circuit 


ll 


PCICLKOE 


Note: All control inputs are high for operation and low for stop. 


ie. 


CPU clock during APM for greater power savings on the CPU 
in the Stop Clock state. L2CLKOE can be used to dynami- 
cally control the clock to the synchronous cache. 


4.4.2 PCI Bus Clocks 

FireStar requires PCICLK for the PCI interface. PCICLK can 
be synchronous or asynchronous. Figure 4-2 also shows a 
typical clock generation and distribution scheme for PCICLK. 
In order to support synchronous PCI operation, the leading 
edge of the PCI clock input to FireStar must not lag or lead 
the leading edge of the CPU clock from which it is derived by 
more than 1ns. PCICLKOE can be used to turn off the clocks 
to all PCI devices except FireStar in APM. 


Typical CPU and FireStar Clock Distribution 
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4.4.2.1 PCI Clock Generation 

FireStar provides CLKRUN#-controlled clocks to multiple PCI 
devices. The clocks are derived from the PCICLKIN line. This 
clock is fed directly to the system logic. A partial-clock delay 
is introduced to correct for the output buffer delay and the cir- 
cuit board trace delay, and the clocks are fed out to one or 
more output lines. 


PCICLKIN should be exactly in phase with the CPUCLKIN 
signal for high-performance synchronous operation. Figure 4- 
3 illustrates the clocking arrangement. 


Figure 4-3. System Clock Generation 
From Clock 
Generator 
50 to 66MHz 
CPU Interface 
Logic 
CPU Clock 
Logic 
From Clock PCICLKIN 

Generator 
From PCl 
Bus 


These pins 
on ISA 
power plane 


Optional 


Programmable 
Delay Line 


Me jes 


Buffered PCICLK Outputs 

Up to five buffered PCICLK sources are available as strap- 
selected options on certain output-only pins. For example, if 
the ATCLK signal is not needed in the system, it can be reas- 
signed at reset as a PCICLK source for one PCI device. 


The internal PCI clock skew is corrected through an internal 
delay line. Programming the delay line introduces any 
needed delay to account for trace delays to the external 
devices. This scheme eliminates the need to use external 
components to adjust clock skew. Note that three of the 
options are on the ISA power plane, and therefore may not 
be appropriate if PCI and ISA are at different voltages. 


CPUCLKIN 


STPCLK# 
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Each PCICLK output is individually controlled by the CLK- 
RUN# circuitry. In this way, devices that do not support CLK- 
RUN# can be supported along with those that do. 


The alternative option to reassigning FireStar pins as PCI 
clock outputs is to use externally buffered versions of the 
main PCICLK signal to drive PCI devices. 


Programming 
The PCICLK outputs 1-5 are enabled as strap-selected fea- 
tures. Once enabled, PCIDV1 68h through 6Bh control the 


clock delay and stop/start each clock individually (refer to 
Table 4-3). 


On reset, the delay circuit is disabled and the input clock is 
output directly to the outputs. The internal delay of the chip 
will cause the output to be delayed from the input by 3-6ns. 


Clock Throttling 

FireStar fully supports power management by CPU clock 
throttling. PCI bus clocking is controlled by CLKRUN#, which 
the chip will attempt to deassert each time the CPU is put into 
a power-saving mode. 


Table 4-3 PCICLK Outputs Programming Registers 


ae a ae ee eee eee eee eee ee 


PCIDV1 68h PCICLK Control Register 1 Default = FFh 


PCICLK4: PCICLK3: PCICLKO: 

0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 

1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
Hae 
PCIDV1 69h PCICLK Control Register 2 Default = 00h 


PCICLK4 PCICLK3 PCICLKO 


Reserved PCICLKS: PCICLK2: PCICLK1: 


Reserved PCICLK5 PCICLK2 PCICLK1 


PCIDV1 6Ah 


Reserved: 
For PCICLK 
debug 
purposes. 


affected by 
CLKRUN#: 
0=No 
1 = Yes 


PCICLK Skew Adjust Register for PCICLK 0, 1, 2 


Coarse adjustment: 

000 = No delay 
001 = (PCICLK period +2) + ~4ns 
010 = (PCICLK period +2) + ~8ns 
011 = (PCICLK period +2) + ~12ns 

) 

) 

) 


( 
100 = (PCICLK period +2) + ~16ns 
101 = (PCICLK period +2) + ~20ns 
110 = (PCICLK period +2) + ~24ns 
111 =(PCICLK period +2) + ~28ns 


affected by 
CLKRUN#: 
O=No 
1=Yes 


affected by 
CLKRUN#: 
0=No 
1 = Yes 


affected by 
CLKRUN#: 
0=No 
1 = Yes 


affected by 
CLKRUN#: 
0=No 
1=Y 


affected by 
CLKRUN#: 
O0=No 
1 = Yes 


Default = 00h 


Reserved Fine adjustment: 


000 = No delay 
001 = Add ~1ns 
010 = Add ~2ns 
011 = Add ~3ns 
100 = Add ~4ns 
101 = Add ~5ns 
110 = Add ~6ns 
111 =Add ~7ns 


Note: If both coarse adjustment and fine adjustment are set to 0 (no delay), PCICLKIN will be routed to PCICLK output with no compensation. 
Sea 


PCIDV1 6Bh 


Reserved: 
For PCICLK 
debug 
purposes. 


PCICLK Skew Adjust Register for PCICLK 3, 4,5 


Coarse adjustment: 


000 = No delay 

001 = (PCICLK period +2) + ~4ns 
010 = (PCICLK period +2) + ~8ns 
011 = (PCICLK period +2) + ~12ns 
100 = (PCICLK period +2) + ~16ns 
101 =(PCICLK period +2) + ~20ns 
110 = (PCICLK period +2) + ~24ns 
111 =(PCICLK period +2) + ~28ns 


Default = 00h 


Reserved Fine adjustment: 


000 = No delay 
001 = Add ~1ns 
010 = Add ~2ns 
011 = Add ~3ns 
100 = Add ~4ns 
101 = Add ~5ns 
110 = Add ~6ns 
111 =Add ~7ns 


Note: If both coarse adjustment and fine adjustment are set to 0 (no delay), PCICLKIN will be routed to PCICLK output with no compensation. 
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4.4.3. ISA Bus Clocks 

FireStar generates the ISA bus clock (ATCLK) from an inter- 
nal division of PCICLK. The ATCLK frequency is programma- 
ble and can be set to any of the four clock division options 
through PCIDV1 47h[5:4] (see Table 4-4). This allows the 
system designer to tailor the ISA bus clock frequency to sup- 
port a wide range of system designs and performance plat- 
forms. 


4.4.4 Clock Control 

In addition to the PPWRO clock control, the FireStar power 
management unit (PMU) provides the L2CLKOE signal as an 
option on PIO pins. The two signals function in a slightly dif- 
ferent manner. 


* PPWRO automatically goes low to turn off the clock to the 
CPU during APM Doze mode. The toggle occurs only after 
the PMU has received the Stop Grant cycle from the CPU. 
Once an interrupt event comes in to wake the system out 
of Doze mode, PPWRO goes high again to restart the 
clock generator. The STPCLK# signal to the CPU remains 
asserted for an additional 1ms to allow the PLL of the CPU 
to stabilize. 


Table 4-4 


ATCLK Frequency Control Register Bits 


*« L2CLKOE automatically goes low to turn off the clock to 
the L2 cache any time Stop Grant mode is active on the 
CPU. As with PPWRO, the toggle occurs only after the 
PMU has received the Stop Grant cycle from the CPU. 
However, L2CLKOE stays low until STPCLK# is removed. 
Therefore, it can be used to save power during CPU clock 
throttling, when the STPCLK# pin to the CPU is asserted 
on a periodic basis but the CPU clock is not stopped. 
PPWRO does not toggle during clock throttling. 


Either one or both of these signals can be used to minimize 
power consumption in a low-power design. PPWR1 is also 
available as the master control for all system clocks. It is used 
to shut off the clock generator completely during Suspend. 


4.4.5 L2 Cache Clock Control 

FireStar generates the L2CLKOE control to the clock genera- 
tor to allow it to stop the clock to the L2 cache. This pin is 
deasserted when the cache is not being accessed, when the 
CPU is in Stop Grant state. The L2 cache clock runs at all 
other times, since the cache must be able to latch an upcom- 
ing CPU address even before any CPU command lines go 
active. 


L2CLKOE is a programmable pin option and can be assigned 
to any available PIO pin. 


Ee a a ee ee ei 


PCI Control Register B - Byte 1 
ATCLK frequency: 


PCIDV1 47h 


00 = PCICLK +4 
01 = PCICLK +3 
10 = PCICLK +2 
11 = PCICLK 


Default = 00h 
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4.5 Cache Subsystem 


The integrated cache controller, which uses a direct-mapped, 
scheme dramatically boosts the overall performance of the 
local memory subsystem by caching writes as well as reads 
(writeback mode). The cache controller also supports 256KB, 
512KB, 1MB, and 2MB of synchronous SRAM in a single/ 
double bank configuration. Two programmable non-cache- 
able regions are provided. The cache controller operates ina 
non-pipelined or a pipelined mode, with a fixed 32-byte line 
size (optimized to match a CPU burst linefill) in order to sim- 
plify the motherboard design without increasing cost or 
degrading system performance. The secondary cache oper- 
ates independently and in addition to the CPU's internal 
cache. 


The cache controller of FireStar has a built-in tag comparator 
which improves system performance while reducing compo- 
nent count on the system board. The controller features a 64- 
bit wide data bus with 32-byte CPU burst support. The cache 
controller supports writeback, adaptive writeback, and write- 
through schemes. 


The cache controller uses a 32-byte secondary cache line 
size. It supports 3-1-1-1 burst read/write for pipelined syn- 
chronous SRAMs. 2-1-1-1 burst read/write cycles are sup- 
ported for standard synchronous SRAMs at S5OMHz. In this 
case, the ADSC# output of the processor needs to be con- 
nected to the ADSC# input of the synchronous SRAM. The 8- 
bit tag has a “dirty” bit option for the writeback cache. 


4.5.1 CPU Burst Mode Control 

FireStar fully supports the 64-bit wide data path for the CPU 
burst read and burst write cycles. The cache and DRAM con- 
trollers in FireStar ensure that data is burst into the CPU 
whenever the CPU requests a burst linefill or a burst write to 
the system memory. 


FireStar contains separate burst counters to support DRAM 
and external cache burst cycles. The DRAM controller per- 
forms a burst for the L2 cache read miss linefill cycle (DRAM 
to L2 cache and CPU) and the cache controller burst sup- 
ports the CPU burst linefill (8.3V Pentium and K5 burst linefill 
and the Cyrix M1 linear burst linefill) for the L2 cache hit cycle 
(L2 cache to the 3.3V Pentium CPU). Depending on the kind 
of processor being used, either the 3.3V Pentium quad-word 
burst address sequencing or the Cyrix M1 quad-word linear 
burst address sequencing is used for all system memory 
burst cycles. 


4.5.1.1 Cyrix Linear Burst Mode Support 

FireStar supports the Cyrix linear burst mode. SYSCFG 
17h[0] determines which burst mode is to be implemented, 
the Intel 3.3V Pentium CPU burst mode or the Cyrix linear 
burst mode. No additional hardware is required for supporting 
either of these modes. 


When using a synchronous SRAM solution, care must taken 
that the synchronous SRAM burst protocol complements the 
processor’s burst protocol. 


Table 4-5 shows the burst mode sequence for both of these 
processors and Table 4-6 highlights the register bits that 
need to be programmed upon system burst mode selection. 


Table 4-5 Burst Modes 


1st 2nd 3rd 4th 
Address Address Address Address 


Cyrix Linear Burst Mode 
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Table 4-6 Burst Mode Control Register Bit 


a ee a ee ee ee ee 


SYSCFG 17h 


SYSCFG 0Dh 


PCI Cycle Control Register 2 


Clock Control Register 


Default = 00h 


Burst type: 
= Intel burst 
protocol 
1 = Cyrix linear 

burst 
protocol 


Default = 00h 


Add one more 
wait state dur- 
ing PCI master 
cycle with Intel- 
type address 
toggling"): 
0=No 
1 =Yes 


(1) If the PCI master does its address toggling in the style of the Intel 486 burst, rather than a linear burst mode style, then one wait state 


needs to be added. 


4.5.2 Cache Cycle Types 
Some cache terminology and cycle definitions that are 
chipset specific: 


The cache hit/miss status is generated by comparing the 
high-order address bits (for the memory cycle in progress) 
with the stored tag bits from previous cache entries. When a 
match is detected and the location is cacheable, a cache hit 
cycle takes place. If the comparator does not detect a match 
or a non-cacheable location is accessed (based on the inter- 
nal non-cacheable region registers), then the current cycle is 
a cache miss. 


A cache hit/miss decision is always made at the end of the 
first T2 for a non-pipeline cycle and at the end of the first T2P 
for a pipeline cycle, so the SRAM read/write cycle will begin 
after the first T2 or T2P. The cacheable decision is based on 
the DRAM bank decodes and the chipset’s configuration reg- 
isters for non-system memory areas and non-cacheable area 
definitions. If the access falls outside the system memory 
area, it is always non-cacheable. 


The dirty bit is a mechanism for monitoring coherency 
between the cache and system memory. Each tag entry has 
a corresponding dirty bit to indicate whether the data in the 
represented cache line has been modified since it was 
loaded from system memory. This allows FireStar to deter- 
mine whether the data in the system memory is “stale” and 
needs to be updated before a new memory location is 
allowed to overwrite the currently indexed cache entry. 
FireStar supports several Tag/Dirty schemes and those are 
described in Section 4.5.3.7, Tag and Dirty RAM Implementa- 
tions, on page 56. 


A linefill cycle occurs for a cache read miss cycle. It is a 
data read of the new address location from the system mem- 
ory and a corresponding write to the cache. The tag data will 
also be updated with the new address. 


A castout cycle occurs for a cache read miss cycle, but only 
if the cache line that is being replaced is “dirty”. In this cycle, 
the dirty cache line is read from the cache and written to the 
system memory. The upper address bits for this cycle are 
provided by the tag data bits. 


A writeback cycle consists of performing a castout cycle fol- 
lowed by a linefill cycle. The writeback cycle causes an entire 
cache line (32 bytes) to be written back to memory followed 
by a line burst from the new memory location into the cache 
and to the CPU simultaneously. The advantages of perform- 
ing fast write cycles to the cache (for a write hit) typically out- 
weigh the cycle overhead incurred by the writeback scheme. 


4.5.3 Cache Operation 
The following section describes the cache operation on 
FireStar. 


4.5.3.1 L2 Cache Read Hit 

On an L1 read miss and an L2 read hit, the secondary cache 
provides data to the CPU. FireStar follows the CPU's burst 
protocol mode (i.e., either linear or non-linear) to fill the pro- 
cessor's internal cache line. 


The cache controller will sample CACHE# from the CPU at 
the end of T1 and perform a burst read if CACHE# is sampled 
active. The first cache read hit for a cycle is always one wait 
state. If a read cycle can be converted to a burst, the read 
cycle is extended for the additional three words continuing at 
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one wait state per cycle. To achieve the burst at this rate, the 
hit or miss decision must be made before BRDY# is returned 
to the CPU at the end of the second T2. The cache hit com- 
parator in FireStar compares the data from the tag RAM with 
the higher address bits from the CPU bus. The output of this 
comparator generates the BRDY# signal to the 3.3V Pentium 
CPU. The tag comparator's output is sampled at the end of 
the first T2, and BRDY# is generated one clock later for 
cache hits, resulting in a leadoff of three cycles. BRDY# will 


Figure 4-4 L2 Cache Read Hit Cycle - Sync SRAMs 


Ons 


CLK 
ADS# 
HA[31:3] 
CACHE# 
WiR# 
KEN# 
NA# 
CDOE# 
CACS# 
ADV# 
BRDY# 


HD[63:0] 


go inactive to add wait states depending on the wait states 
programmed. Refer to Table 4-8 for the tag compare table. 


The data output for the SRAM is controlled by a separate out- 
put enable (CDOE#). The CDOE# generation for the leadoff 
cycle is based on address bit A3 from the CPU. The output 
enable CDOE# will be active for the complete cycle. 


Figure 4-4 shows an example of an L2 cache read hit cycle 
using synchronous SRAMs. 
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4.5.3.2 L2 Cache Write Hit Cycle 

Write-through Mode: In this mode, data is always written to 
the L2 cache and to the system memory. The dirty bit is not 
used. When the write to the system memory is completed, 
BRDY¢# is returned to the CPU. 


Writeback Mode: For a write hit case, the data is written only 
to the L2 cache (the system memory is not updated) and the 
dirty bit is always made dirty. The cache controller will sample 
CACHE# from the CPU at the end of T1 and execute a burst 


Figure 4-5 


Ons 
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HA[31:3] ee 
CACHE# 

W/R# 
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write if CACHE# is sampled active, otherwise the cycle will 
end in a single write. In this mode, the write cycle is com- 
pleted in a 3-1-1-1 burst. 


For writes, only the byte requested by the CPU can be written 
to the cache. This is done by using the BEx# from the CPU to 
control the SRAM write enable signals. 


Figure 4-5 shows an example of a write hit burst cycle in 
writeback mode using synchronous SRAMs. 


Write Hit Burst Cycle for Writeback Mode - Sync SRAM 
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4.5.3.3 L2 Cache Read Miss 
Writeback Mode: There are two cache read miss cases 
depending on the status of the dirty bit. 


CASE 1: Read miss of a “clean” cache line. 


In this case, only a linefill cycle is executed. The L2 cache 
line that is to be replaced with a new line from the DRAM will 
just be overwritten. The linefill cycle is done by reading the 
new data from the system memory first and then the data is 
simultaneously written to both the CPU and the secondary 
cache. 


The sequence for CASE 1 linefill is: System memory read 
> write to the L2 cache + CPU read. 


The cache controller will update the tag data bits and the dirty 
bit in the background during the linefill cycle. At the end of T1, 
if the CACHE# signal from the CPU is negated, a linefill cycle 
will not be executed. Instead, only the eight bytes requested 
by the CPU will be read from the system memory. The tag 
and the dirty bit will not be updated. 


CASE 2: Read miss with cache line dirty. 


The cache line for this case has been modified and only the 
L1 and L2 cache have the updated copy of the data. Before 
this line is overwritten in the cache, the modified line must 
first be written to the system memory by performing a castout 
cycle. After the completion of the castout cycle, a linefill cycle 
is executed. The linefill cycle is performed by reading the new 
data from the system memory and then simultaneously writ- 
ing this data to the CPU and the secondary cache. 


The sequence for CASE 2 is: Read the dirty line from L2 
cache > write to the system memory > new line read from 
system memory > write to the L2 cache + CPU read. 


The cache controller will update the tag data bits and the dirty 
bit in the background during the castout cycle. If the CACHE# 
signal from the CPU is inactive, then the eight bytes 
requested by the CPU will be read from the system memory. 
The tag and the dirty bit are not updated. 


Table 4-7 


4.5.3.4 L2 Cache Write Miss 

Writeback or Write-through Cases: The data is not written 
to the SRAM and the tag data remains unchanged. The data 
is written only to the system memory. 


If the write buffer and DRAM posted write is enabled then is 
available, it is stored there and the cycles are posted writes to 
the DRAM. If the target is on the PCI or ISA bus, the cache 
controller will not be active. 


4.5.3.5 Write Policies 

Any of the following three write policies supported by FireStar 
can be chosen: writeback, write-through, and adaptive write- 
back, by programming SYSCFG 02h[5:4] and SYSCFG 
O8h[1] (as shown in Table 4-7). 


Depending on the state of these bits and the type of DRAM 
cycle that would be required to complete the write hit cycle, 
the cache controller decides whether to update the DRAM 
memory, however, the cache is always updated. The adap- 
tive writeback policy tries to reduce the disadvantages of both 
the write-through and the writeback schemes to a minimum. 
The adaptive writeback scheme converts a write hit cycle to a 
write through cycle only if the address location being written 
to corresponds to a page hit. In this manner, this scheme 
incurs a four CLK penalty for a burst write cycle but it saves a 
13 CLK penalty (for a castout cycle) that would have occurred 
later due to a read miss access. There are two adaptive 
writeback modes. 


Write-Through on Page Hit and RAS# Active 

(AWB Mode 1) 

In this mode, the data is written through to the DRAM ona 
write hit if the address being written to causes a page hit and 
the corresponding RAS# signal is active. The data will not be 
written through if, either the RAS# is inactive or if it is a page 
miss. In this case, the write hit cycle completes in the same 
manner as in a writeback scheme. 


Write-Through on Page Hit (AWB Mode 2) 

In this mode, data is written through to the DRAM on a write 
hit if the address being written to causes a page hit. RAS# 
being active/inactive does not come into consideration when 
making this decision. 


Register Bits Associated with Write Policies 


HT i ee 


SYSCFG 02h 


L2 cache write policy: 
00 = L2 cache write-through 
01 = Adaptive writeback Mode 1 
10 = Adaptive writeback Mode 2 


11 = L2 cache writeback 


912-2000-015 
Revision: 1.0 


Cache Control Register 1 


Default = 00h 


Preliminary 
82C700 


Table 4-7 Register Bits Associated with Write Policies (cont.) 


[a a ee ee ee ee ee ee 


CPU Cache Conirol Register 


SYSCFG 08h 


Default = 00h 


BIOS area 
cacheability in 
L1 cache: 

Determines if 
system BIOS 
area EQ000h- 
FFFFFh (if 
SYSCFG 04h[2] 
= 1) or FOOOOh- 
FFFFFh (if 
SYSCFG 04h[2] 
= 0), and video 
BIOS area 
C0000h- 
C7FFFh is 
cacheable in 

L1 or not. 


0 = Cacheable 


1 =Not 
Cacheable 


SYSCFG 04h 


Shadow RAM Control Register 1 


E0000h- 
EFFFFh range 
selection: 


Determines 
whether this 
region will be 


treated like the 

FOOO0 BIOS 

area or 

whether it will 
always be non- 
cacheable. 

0 = EQ000h- 
EFFFFh 
area will 
always be 
non-cache- 
able 

1 = E0000h- 
EFFFFh 
area will be 
treated like 
the Fooooh 
BIOS area. 

If this bit is set, 

then SYSCFG 

O6h[3:2] and 

[1:0] Should be 

set identically. 


Default = 00h 
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Table 4-7 Register Bits Associated with Write Policies (cont.) 


a a ee ee ee ee ee ee ee ee 


SYSCFG 06h Shadow RAM Control Register 3 Default = 00h 


Co000h- FOOOOh- FOOOOh-FFFFFh E0000h-EFFFFh 
C7FFFh FFFFFh readMrite control: readMrite control: 


cacheability: cacheability: | 00 = Read/write PCI bus 00 = Read/write PCI bus 


0 = Not 0=Not 01 = Read from DRAMMrite to | 01 = Read from DRAMMrite to 
cacheable cacheable PCI PCI 


1 =Cacheable |1=Cacheable | 10 = Read from PCl/write to 10 = Read from PClMwrite to 
inL1 and L2 inL1 and L2 DRAM DRAM 


Ere: (Lt dis- 11 = Read/write DRAM 11 = Read/write DRAM 
abled by abled by 


O8h[0]) O8h{0]) E0000h-EFFFFh read/write con- 
trol should have the same setting 
as this. 


4.5.3.6 Tag Compare Table shows the address bits from the CPU bus and the tag data bit 
The upper address bits used to compare for a L2 cache hit used in the tag comparator of FireStar. Figure 4-6 shows the 
status will depend on the total L2 cache size. Table 4-8 block diagram of the L2 cache tag structure. 


Table 4-8 Tag Compare Table 
L2 Cache Size 


Figure 4-6 Internal Tag Comparator Block Diagram 
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4.5.3.7 Tag and Dirty RAM Implementations 

There are various tag/dirty RAM implementations supported 
by FireStar. Table 4-9 shows the tag and dirty RAM register 
programmable bits located in SYSCFG 16h. 


Combined Tag/Dirty RAM Implementation 
There are various ways of achieving a combined tag/dirty 
RAM implementation. 


A 32Kx9 SRAM can be used to implement eight tag bits and 
one dirty bit. In this case, the TAGWE# signal from FireStar is 
used to update both the tag and dirty information. The OE# 
signal of the 32Kx9 SRAM can be connected to the 
DIRYT WE# signal from FireStar or it can be tied to GND. The 
DIRTYI signal FireStar becomes a bidirectional signal and it 
now serves as the dirty I/O bit. This scheme is shown in Fig- 
ure 4-7. 


Table 4-9 Tag/Dirty RAM Control Register Bits 


A 32Kx8 SRAM can be used, wherein seven bits are used for 
the tag RAM and one bit is used for the dirty RAM. In this 
case, the TAGWE# signal from FireStar is used to update 
both the tag and dirty information. The OE# of the 32Kx8 
SRAM can be connected to the DIRYTWE# signal from 
FireStar or it can be tied to GND. TAG[7:1] convey the tag 
information and TAGO becomes the dirty I/O bit. In this 
scheme, the amount of main memory that can be cached 
reduces by half as compared to an 8-bit tag implementation. 
This scheme is shown in Figure 4-8. 


A 32Kx8 SRAM can be used to implement the eight tag bits 
and another 32Kx8 SRAM used to implement the single dirty 
I/O bit. This scheme is identical to the 32Kx9 implementation 
and is shown in Figure 4-9. 


eee eee eee 


Dirty/Tag RAM Control Register 


SYSCFG 16h Default = AOh 


This bit along 
with bit 5 and 


Tag RAM size 
selection: 


Single write hit 
leadoff cycle in 


Pre-snoop 
control: 


PCICLK3 strap 
define DIRTY, 
CMD# as 
PCICLK3 on the 
CMD# pin, and 
CACS# or 
DIRTY options 
on the CACS# 
pin.(1) 


0 = 8bit a combined 
1 =7-bit 

(De fault) 
Selects CACS# 
for 7-bit and 
DIRTY for 8-bit 


tag”) 


mentation 
0=5cycles 
1=4 cycles 


(1) ROMCS#:KBDCS# strapped for CMD#: 
Bits 7&5 CACS# Pin 
00 CACS# 
01 CACS# 
10 DIRTY 
11 CACS# 


CMD# Pin 
DIRTY 
DIRTY 
CMD# 
CMD# 


Dirty/Tag imple- 


0 = Pre-snoop 
for starting 
address 0 
only 
1 = Pre-snoop 
for all 
addresses 
except 
those on the 
line bound- 
ary 
(1) ROMCS#:KBDCS# strapped for PCICLK3: 
Bits 7&5 CACS# Pin 
00 DIRTY 
01 CACS# 
10 DIRTY 
11 CACS# 


CMD# Pin 
PCICLK3 
PCICLK3 
PCICLK3 
PCICLK3 
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Figure 4-7 32Kx9 Combined Tag/Dirty RAM Implementation 
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Figure 4-8 32Kx8 Combined Tag/Dirty RAM Implementation 
VCC 


DIRTY-TAGO 


TAG[7:1] 


FireStar 


TAGWE# TAGWE# 


Figure 4-9 32Kx8 and 32Kx8 Combined Tag/Dirty RAM Implementation (Separate Devices) 


FireStar 


DIRTY 


912-2000-015 Page 57 
Revision: 1.0 


Preliminary 
82C700 


4.5.3.8 Cache Initialization 

On power-up, the tag RAM will contain random data and the 
L2 cache will contain no valid data. Therefore, the cache 
must be initialized before it is enabled. 


Initializing Procedure 1: The cache is initialized by configur- 
ing the cache controller to the write-through mode. This will 
cause all the cache read miss cycles to fill the cache with 
valid data. This can be done by reading a block of system 
memory that is greater than or equal to the size of the cache. 
Once the cache is initialized, it is always valid. After this is 
done, the L2 cache can be set up for writeback operation by 
initializing the dirty bits. This is done by first enabling the 
cache controller to the writeback mode. Then, by reading a 
block of system memory that is greater than or equal to twice 
the size of the cache, the dirty bits will be cleared and the L2 
cache will be valid. 


Initializing Procedure 2: This procedure uses the cache 
controller in Test Mode 1 and Test Mode 2 as defined in 
SYSCFG 02h[3:2] and 07h[7:0]. (Refer to Table 4-10.) 


The upper bits of an address is written to SYSCFG 07h. The 
cache controller is now set to Test Mode 2. Writing a block 
equal to the size of the cache to the system memory will write 
the contents of SYSCFG 07h to the tag. The cache controller 
is now configured in the write-through mode and reading a 
block of system memory equal to the size of the cache will 
make the data in the cache valid. Next, by reading a block of 
system memory which is greater than or equal to twice the 
size of the cache, the dirty bits will be cleared and the L2 
cache will be valid. 


Table 4-10 Test Mode Selection/Control Bits 


Disabling the Cache: Disabling of a writeback cache cannot 
be done by just turning off SYSCFG 02h[3:2]. There may still 
be valid data in the cache that has not been written to the 
system memory. Disabling writeback cache without flushing 
this valid data usually causes a system crash. 


This situation can be avoided by first reading a cacheable 
memory block twice the size of the cache. “Twice the size” of 
the cache is required to make sure every location gets a read 
miss, which will cause a castout cycle if the cache line is dirty. 
The cache can then be disabled. Note: No writes should 
occur during this process. 


4.5.3.9 Write Back Cache with DMA/ISA Master/PCI 
Master Operation 

The L1 and the L2 cache contain the only valid copy (modi- 
fied) of the data. FireStar will execute an inquire cycle to the 
L1 cache for all master accesses to the system memory area. 
This will increase the bus master cycle time for every access 
to the system memory which will also decrease the bus mas- 
ter performance. FireStar provides the option of a snoop-line 
comparator (snoop filtering) to increase the performance of a 
bus master with the L1 cache. 


L1 Cache Inquire Cycle: This cycle begins with the CPU 
relinquishing the bus with the assertion of BOFF#. On sam- 
pling HLDA active, FireStar will assert AHOLD. The address 
will flow from the master to the CPU bus and FireStar will 
assert EADS# for one CPUCLK. If the CPU does not respond 
with the assertion of HITM#, FireStar will complete the cycle 
from the L2 cache or the system memory. If HITM# was 
asserted, FireStar will expect a castout cycle from the L1 
cache. 


[a a ae a ee De ee 


SYSCFG 02h 


SS 
SYSCFG 07h 


Cache Control Register 1 


Tag Test Register 


- Data from this register is written to the tag, if in Test Mode 1 (refer to SYSCFG O2h). 
- Data from the tag is read into this register, if in Test Mode 2 (refer to SYSCFG 02h). 


Default = 00h 


L2 cache operating mode select: 
00 = Disable 
01 = Test Mode 1; External Tag 


Write (Tag data write- 
through SYSCFG 07h) 


10 = Test Mode 2; External Tag 
Read (Tag data read from 
SYSCFG 07h) 


Default = 00h 
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DMA/Master Read Cycle: Table 4-11 shows the action 
taken by FireStar based on the L1 and L2 cache status for 
bus master reads from the system memory area. The L1 
cache castout cycle will be completed in the burst order pro- 
vided by the CPU and will be written to the L2 cache or the 
system memory based on the L2 cache status. The required 
bytes are then read back for the completion of the master 
read cycle. A read hit in the L1 cache will always invalidate 
the L1 cache line. Refer to Figures 4-10 and 4-11. 


Table 4-11 DMA/Master Read Cycle Summary 


DMA/Master Read 
Cycle 


L2 | L2Cache | 


Type of Cycle 
for L1 Cache 


| invalidate | 


DMA/Master Write Cycle: Table 4-12 shows the action 
taken by FireStar based on the L1 and L2 cache status for 
bus master writes to the system memory area. A master write 
to the L2 cache will always be in the write-through mode. The 
L1 cache castout cycle will be completed in the CPU burst 
sequence and the data will be written to the L2 cache or to 
the system memory based on the L2 cache status. Data from 
the master is always written to the system DRAM memory 
and is written to the L2 cache only if it is a L2 cache hit. Refer 
to Figure 4-12. 


Type of Cycle for L2 


Cache p TyPSot Cycle fon DRAM: =| of Cycle for DRAM 


Read the Bytes Requested [NoChange—S—t=<CtstsSC Change 


a aa Cache ee invalidate | Write CPU Data, Read No Change 
Back the Bytes Requested 


| Miss | | DRAM | invalidate | 


No Change Read the Bytes Requested 


a — onan —_| Cache Leetiee invalidate | No Change Write CPU Data, Read 
Back the Bytes Requested 


| Miss | er Mie Aca) eee el No Change Read the Bytes Requested No Change 


Note: hit - L1 cache modified 


Table 4-12 


DMA/Master Write 
Cycle 


DMA/Master Write Cycle Summary 


Data 
Destination 


Type of Cycle 
for L1 Cache 


Type of Cycle for L2 


Cache pt aD? SL Eyer OE ORAM: | of Cycle for DRAM 


ae ae DRAM, sec Invalidate Write Master Data [Write MasterDatatt«éd Master Data 


hitM ae DRAM, sec Castout, Invalidate | Write CPU Data, Write Mas- | Write Master Data 
ter Data 


DRAM Invalidate No Change Write Master Data 


DRAM Castout, Invalidate | No Change Write CPU Data, Write Mas- 
ter Data 


| Miss | Hit DRAM, sec No Change Write Master Data Write Master Data 
DRAM No Change No Change Write Master Data 
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Figure 4-10 ISA DMA/Master Read (L1 cache with non-modified line) 


Ons lieu ima 
I | | | 


CPUCLK 
CACHE# 


sie ee We ilies Me WD Me ella lt Sie ait eh Allee 


Takata enna 


HITM# 
HOLD 
HLDA 

MASTER# 
AHOLD 
EADS# 
BOFF# 
INV 
MRD# 
MWR# 


IOCHRDY 


CAS|7:0]# 


ae i aeecaee 
ce Fa aw 


MDOE# 


RAS[3:0}# Pee TTT 


Page 60 


912-2000-015 
Revision: 1.0 


Preliminary 
82C700 


Figure 4-11 ISA DMA/Master Read (L1 cache with modified line) 
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Figure 4-12 ISA DMA/Master Write (L1 cache with modified line) 
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I | 


CPUCLK 
oe fe (in i fn fe a Minin fen 
preemie) (A 
BRDY# 
NA# 
HITM# 
HOLD 


HLDA 


MASTER# 


AHOLD 


EADS# 
MRD# 
MWR# 
IOCHRDY 


RAS[3:0}# 
CAS|7:0}# 
DWE# 
DLE# 


MDOE# 


4.5.4 Shadow ROM and BIOS Cacheability 

When using FireStar, the procedures listed below should be 
followed for proper setup and configuration of shadow RAM 
utilities. 


1. Enable ROMCS# generation for the segment to be shad- 
owed, Although the FOOO0h-FFFFFh segment defaults to 
ROMCS# generation, the C, D, and E0000h ROM seg- 
ments must have ROMCS# generation enabled by set- 
ting the appropriate bits in PCIDV1 4Ah and 4Bh. 


2. Enable ROM contents to be copied into DRAM. To do 
this, the appropriate bits in SYSCFG 04h, 05h, and 06h 
should be set. These bits must be set so that reads from 


a 
es 


Socceeeeeeeee 
Sosssnsse 


Mainasnszarel 


ee ae 


fpalbis fin fein Bs Ro Bs Bae 
pet alec leet eisai) el 
Pee le rome ary na 


these segments will be executed out of ROM but will be 
written to DRAM. 


Enable shadow RAM areas to permit DRAM read/write 
accesses. At this point, the ROMCS# generation bits that 
were previously necessary to access the original ROM 
code, must be disabled. 


Write protect shadow RAM areas. To do this, the appro- 
priate bits in SYSCFG 04h, 05h, and 06h should be set. 
These bits must be set so that reads from these seg- 
ments will be executed out of DRAM, but writes will be 
directed to the ROM. 
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5. Cache shadow RAM areas in L2/L1 caches (optional). 4.5.4.1 Cacheability and Write Protection 


Caching of the individual code segments can be accom- FireStar allows certain ROM areas to be cacheable. CO000h- 
plished by setting the appropriate bits in SYSCFG O6h. C7FFFh, E0O0Oh-EFFFFh, and FOOOOh-FFFFFh have sepa- 
Although write protection control for the L2 cache is pro- rate cache-related controls. 


vided, the L1 cache does not have a write protection 
mechanism and the ROM code may be overwritten or 
modified if stored in the L1 cache. 


Table 4-13 highlights the appropriate programming register 
bits. 


Table 4-13 Shadow ROM and BIOS Cacheability / Write Protection Conirol Bits 


p. e e  ae__f  e e 


PCIDV1 4Ah ROM Chip Select Register 1 Default = 00h 


ROMCS# for ROMCS# for ROMCS# for ROMCS# for ROMCS# for ROMCS# for ROMCS# for ROMCS# for 
F8000h- FOOOOh- E8000h- E0000h- D8000h- DOOOo0h- C8000h- C0000h- 
FFFFFh: F7FFFh: EFFFFh: E7FFFh DFFFFh: D7FFFh: CFFFFh: C7FFFh: 

0 = Enable 0 = Enable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Disable 1 = Disable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 


PCIDV1 4Bh ROM Chip Select Register 2 Default = 00h 


ROMCS# for | ROMCS# for | ROMCS#for | ROMCS#for | ROMCS#for | ROMCS#for | ROMCS#for | ROMCS# for 
FFFF8000h- | FFFFOOOOh- | FFFE8000h- | FFFEOOOOh- | FFFD8000h- | FFFDOOOOh- | FFFC8000h- | FFFCOO0Oh- 
FFFFFFFFh: | FFFF7FFFh: | FFFEFFFFh: | FFFE7FFFh: | FFFDFFFFh: | FFFFD7FFFh: | FRFCFFFFh: | FFFC7FFFh: 


0 = Enable 0 = Enable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Disable 1 = Disable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
Hoe 


SYSCFG 04h Shadow RAM Control Register 1 Default = 00h 


CC000h-CFFFFh C8000h-CBFFFh E0000h- C0000h-C7FFFh 
read/rite control: read/write control: EFFFFh range read/write control: 
00 = Read/write PCI bus 00 = Read/write PCI bus selection: | 00 = Read/write PCI bus 
01 = Read from DRAMMnrite to 01 = Read from DRAM/nrite to Determines 01 = Read from DRAM/Mwrite to 
PCI PCI whether this PCI 
10 = Read from PCl/write to 10 = Read from PCl/write to cave is 10 = Read from PCl/write to 
DRAM DRAM bas iy ee ? DRAM 
11 = Read/write DRAM 11 = Read/write DRAM araa‘or 11 = Read/write DRAM 
whether it will 
always be non- 
cacheable. 
0 = E0000h- 
EFFFFh 
area will 
always be 
non-cache- 
able 
1 = E0000h- 
EFFFFh 
area will be 
treated like 
the FO000h 
BIOS area. 
If this bit is set, 
then SYSCFG 
O6h[3:2] and 
[1:0] Should be 
set identically. 
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Table 4-13 
7 


SYSCFG 05h 
DC000h-DFFFFh 
read/write control: 

00 = Read/write PCI bus 


01 = Read from DRAMMrite to 
PCI 


10 = Read from PClIMrite to 
DRAM 


11 = Read/write DRAM 


D8000h-DBFFFh 
readMrite control: 


00 = Read/write PCI bus 


01 = Read from DRAMMrite to 
PCI 


10 = Read from PClMrite to 
DRAM 


11 = Read/write DRAM 


Shadow RAM Control Register 2 


Shadow ROM and BIOS Cacheability / Write Protection Control Bits (cont.) 


Default = 00h 
DO000h-D3FFFh 
readMrite control: 
00 = Read/write PCI bus 


01 = Read from DRAMMrite to 
PCI 


10 = Read from PClMrite to 
DRAM 


11 = Read/write DRAM 


D4000h-D7FFFh 
read/write control: 


00 = Read/write PCI bus 


01 = Read from DRAM Mrite to 
PCI 


10 = Read from PClMrite to 
DRAM 


11 = Read/write DRAM 


Se 


SYSCFG 06h 


C0000h- 
C7FFFh 
cacheability: 


FOOOOh- 
FFFFFh 
cacheability : 

0=Not 
cacheable 


0 =Not 
cacheable 

1 = Cacheable 
in L1 and L2 
(L1 dis- 
abled by 
SYSCFG 
O8h[0]) 


1 = Cacheable 
inL1 and L2 
(L1 dis- 
abled by 
SYSCFG 


Shadow RAM Control Register 3 


Default = 00h 
E0000h-EFFFFh 
readMrite control: 
00 = Read/Write PCI bus 


01 = Read from DRAMMrite to 
PCI 


10 = Read from PClMrite to 
DRAM 


11 = Read/write DRAM 


FOOOOh-FFFFFh 
read/write control: 
00 = Read/write PCI bus 


01 = Read from DRAM Mrite to 
PCI 


10 = Read from PClMrite to 
DRAM 

11 = Read/write DRAM 

If SYSCFG 04h[2] = 1, then the 

EO000h-EFFFFh read/write con- 

trol should have the same setting 


SYSCFG OEh 


Both system DRAM and shadow RAM are cacheable in both 
the primary (L1) and/or secondary (L2) cache. Of these two 
areas, only the shadow RAM areas (system BIOS, video 
BIOS and DRAM) have the capability of being write-protected 
(Non-shadowed BIOS ROM areas are implicitly write-pro- 
tected). Since the possibility exists that write-protected 
shadow RAM can be cached, there also exists the possibility 
that this data might be modified inside the cache and subse- 
quently executed. To prevent this from occurring, an explicit 
control mechanism must be used that prevents the unex- 
pected from happening. There are three methods for control- 
ling write protection in FireStar. These methods are 
discussed next and summarized in Table 4-14. 


METHOD 1: In this method, the write protected areas are not 
cached in the L1 or the L2 cache. This is implemented by 
driving KEN# high for the first word with BRDY#, which will 
cause the CPU to not cache the data in its L1 cache and not 
do burst cycles. Data in the L2 cache is also not updated, so 
all reads and writes to this area will go directly to or from the 


PCI Master Burst Control Register 1 


Default = 00h 


system memory or to/from system BlOS/video BIOS (if they 
are not shadowed). 


METHOD 2: In this method, the write protected areas can be 
cached in the L2 cache but not in the L1 cache. This is imple- 
mented by driving KEN# high for the first word with BRDY#, 
which will cause the CPU to not cache the data in the L1 
cache or do a burst cycle. This data can then be stored in the 
L2 cache, but only subsequent read requests by the CPU are 
serviced (discarding all writes), thus effectively write-protect- 
ing the data in the L2 cache. Read miss cycles are serviced 
by first performing a linefill burst from the DRAM into the L2 
cache and then performing a normal non-cacheable (and 
non-burst) cycle to the CPU. In this method, writes to the sys- 
tem memory and to the L2 cache are write protected. 


METHOD 3: This method is implemented by driving EADS# 
high during the read cycle. Data read from write protected 
areas are stored in both the L1 and L2 caches. Accesses 
from the CPU that are L2 cache read hits are serviced in 
burst mode and L2 cache read miss cycles are serviced by 
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first performing a linefill burst read to the L2 cache from the 
write protected area and then performing a normal burst 
cycle to the CPU. Write cycles from the CPU to these areas 
are write-through and are discarded by the cache controller 


Table 4-14 Cacheability Methods 


Write Enabled Write Protected 
System DRAM System BIOS Video BIOS Shadow RAM Shadow RAM 


Trees [ wrie [meso [ wete | fone [ we | eos | wee | meee | wit 


of the 82C700. However, L171 cache writes occur internally 
to the CPU in this mode and are therefore not write pro- 
tected. Table 4-15 shows the register bit (SYSCFG 08h[0]) 
associated with this function. 


Note: L1 = accessible to primary cache 
L2 = accessible to secondary cache 
None = no cycle performed (or discard) 
Single = single word (non-burst) cycle 


Table 4-15 SYSCFG 08h[0] 
7 


SYSCFG 08h CPU Cache SYSCFGOBh =P Cache Control Register = «Cali = 0h | SYSCFGOBh =P Cache Control Register = «Cali = 0h | ister Default = 00h 


BIOS area 
cacheability in 
L1 cache: 

Determines if 
system BIOS 
area EQ000h- 
FFFFFh (if 
SYSCFG 04h[2] 
= 1) or FOOOOh- 
FFFFFh (if 
SYSCFG 04h[2] 
= 0), and video 
BIOS area 
C0000h- 
C7FFFh is 
cacheable in 
L1 or not. 
0 = Cacheable 
1 =Not 
Cacheable 
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reset generation of address FFFFFFFOh to point to BIOS 
shadowed DRAM instead of BIOS in ROM. This feature is 
enabled through PCIDV1 4Fh[0] as shown in Table 4-16. 


4.5.4.2 Remapping of Reset Vector to Shadow DRAM 
FireStar allows the reset instruction segment to point to 
DRAM instead of ROM if desired. This feature allows the soft 


Table 4-16 Reset Vector to Shadow DRAM Register Bit 


fee ee a) 2 


PCIDV1 4Fh Miscellaneous Control Register C - Byte 1 Default = 20h 


BIOS access 
after soft reset: 
0 =ROM 
1=DRAM 
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4.5.5 SRAM Support 

FireStar supports many varieties of synchronous SRAMs. 
Table 4-17 shows the signals associated with L2 cache 
SRAM. 


In addition to the standard synchronous SRAMs, FireStar 
supports pipelined synchronous SRAMs as well as the Sony 
Sonic-2WP (cache module). Table 4-23 at the end of this 
section gives an SRAM cycle comparison chart. 


Table 4-17 L2 Cache Signal Set 


Signal Name Signal Description 
TAG[7:0] Tag Data Lines: TAGO becomes the 
dirty bit when CACS# is used. 


TAGWE# Tag Write Enable Line 


CACS#+DIRTY | Cache Chip Select or Dirty: Using 
CACS# save power, but separate DIRTY 
allows 8-bit tag to expand cacheable 
area. 


GWE# Global Write Enable: Write command to 
L2 cache indicating that all bytes will be 
written. 

BWE# Byte Write Enable: Write command to 
L2 cache indicating that only bytes 
selected by BE[7:0]# will be written. 

ADSC# Controller Address Strobe: For a syn- 
chronous L2 cache operation, this pinis 
connected to the ADSC# input of the 
synchronous SRAMs. 

ADV# Advance Output: For synchronous 
cache L2 operation, this pin becomes the 
advance output and is connected to the 
ADV# input of the synchronous SRAMs. 

CDOE# Cache Output Enable: This signal is 
connected to the output enables of the 
SRAMs of the L2 cache in both banks to 
enable data read. 


4.5.5.1 SRAM Requirements 

Table 4-18 gives configuration parameters, while Tables 4-19 
and 4-20 outline the read/write cycle lengths and their speed 
requirements. 


4.5.5.2 Pipelined Synchronous SRAM Support 
Pipelined synchronous SRAMs are less expensive than their 
counterpart BiCMOS synchronous SRAMs (standard syn- 
chronous SRAMs). The timing requirement of the ADV# pin 
assertion is different for these SRAMs, and this is enabled by 
setting SYSCFG 17h[1] = 1 (i.e., enabling pipelined synchro- 
nous SRAM). Table 4-21 lists the registers provided for 
SRAM support. 


Table 4-18 


Data SRAM Synchronous 
Configurations - Typical 


Teetesee [ov | oe 


256K Bytes 32Kx32 
512K Bytes BaKxi8 


Table 4-19 


SRAM Cycle Lengths 
Sync SRAMs 


Standard Pipelined Burst* 


Speed 


Read Burst Cycles 


*This timing is for a single-bank. Leadoff cycle will be 
increased by one clock for a double-bank solution when itis a 
pipelined cycle due to the turn-around time of two banks and 
to prevent data contention between the banks. 


Table 4-20 Tag and Data SRAM Speed 


Requirements 


Sync SRAM Data 


tCD Clock -1)/ 
Access Time -1) 


SRAM Tag for Sync Cache System 


tAA Address 10ns (2-1-1-1)/ | 15ns | 12ns 
Access Time 20ns (3-1-1-1) 
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Table 4-21 Register Bits Associated with SRAM Support 
7 


SYSCFG 02h Cache Control Register 1 Default = 00h 


L2 cache size selection: L2 cache write policy: L2 cache operating mode select: DRAM CAS 
lf SYSCFG If SYSCFG 00 = L2 cache write-through 00 = Disable posted write: | precharge time: 
OFh[0] = 0 OFh[0] = 1 01 = Adaptive writeback Mode 1 | 91 = Test Mode 1; External Tag O0=Disable |0=2 CPUCLKs 
00 = 64KB 00 = 1MB 10 = Adaptive writeback Mode 2 Write (Tag data write- 1=Enable |1=1CPUCLK 
01 = 128KB 01 = Reserved | 11 = L2 cache writeback through SYSCFG 07h) 


Wis 258K TOS Reseed 10 = Test Mode 2; Extemal Tag 
1 = 512KB 11 = Reserved Read (Tag data read from 
SYSCFG 07h) 
11 = Enable L2 cache 
SS eeeaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaa444qaal»l#«»» wl 
SYSCFG 03h Cache Control Register 2 Default = 00h 


Timing for burst writes Leadoff cycle time for writes Timing for burst reads Leadoff cycle time for reads 
to L2 cache: to L2 cache: to L2 cache: to L2 cache: 
00 = X-4-4-4 10 = X-2-2-2 00 = 5-X-X-X 10 =3-X-X-X 00 = X-4-4-4 10 =X-2-2-2 00 = 5-X-X-X 10 =3-X-X-X 
01 = X-3-3-3 11 = X-1-1-1 01 = 4-X-X-X 11 =2-X-X-X 01 =X-3-3-3. 11 = X-1-1-1 01 =4-X-X-X 11 =2-X-X-X 
Sa 
SYSCFG 04h Shadow RAM Control Register 1 Default = 00h 


Sync SRAM 
pipelined read 
cycle 1-1-1-1 

enable:(’) 

0 = Implies 
leadoff T- 
state for 
read pipe- 
lined cycle 
20) 

1 = Enables 
leadoff T- 
state for 
read pipe- 
lined cycle= 
1°) 


(1) If SYSCFG O3h[3:2] = 11, then this register setting is valid. 

(2) It willbe a 3-1-1-1 cycle followed by a 2-1-1-1 cycle, or a 3-1-1-1 cycle for successive pipelined cycles, based on SYSCFG 10h[5]. 

(3) It willbe a 3-1-1-1 1-1-1-1 cycle for successive pipelined cycles. SYSCFG 10h[5] must be set to 1. 

SYSCFG OFh PCI Master Burst Control Register 2 Default = 00h 
Cache size 
selection: 


This bit along 
with SYSCFG 
O2h[1:0] 
defines the L2 
cache size. 
O0=<1MB 
1=1MB 
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Table 4-21 Register Bits Associated with SRAM Support (cont.) 


a ae ae ee ee ee ee ee ee 


SYSCFG 10h Miscellaneous Conirol Register 1 Default = 00h 


Leadoff cycle 
for a pipelined 
read: 

0 = 3-X-X-X 
read 
followed by 
a 3-X-X-X 
pipelined 
read cycle 

1 = 3-X-X-X 
read 
followed by 
a 2-X-X-X 
pipelined 
read cycle 

SYSCFG 11h Miscellaneous Control Register 2 Default = 00h 


Page miss 
posted write: 
0 = Enable 
1 = Disable 
SS SS Ss 


SS 
ayecret a pel ieee on awe 2 Default = 00h 


Sync SRAM 
type (if 
SYSCFG 
11h[3] = 1): 
0 = Standard 
1 = Pipelined 
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4.5.5.3 Sony SONIC-2WP (Cache Module) Support 

The Sony SONIC-2WP is a single chip, writeback cache sub- 
system that integrates 256KB of cache memory, tag RAM 
and all other associated control logic. The integrated 256KB 
cache is direct-mapped and it supports 3-1-1-1 burst cycles, 
and operates at 3.3V. If this chip is used, SYSCFG OOh[5] 
should be set to 1. This causes a few changes in the signal 
functions of FireStar. The TAG1 and the TAG2 signals are 
connected to the START# signal from the Sony cache mod- 
ule. This signal is asserted by the Sony cache module when 
a CPU cycle translates to a read miss, write miss, or a write- 


Table 4-22 Cache Module Register Support 


through cycle. The assertion of this signal by the cache mod- 
ule causes FireStar to take control of the KEN# and BRDY# 
signals which it shares with the cache module. The TAGS sig- 
nal is connected to the BOFF# signal from the Sony cache 
module. The remainder of the TAG lines should be uncon- 
nected. All the other cache control signals of FireStar are not 
required and should be no connects. The ADS# input of 
FireStar should be connected to the SADS# output from the 
cache module. One note of caution, CPU pipelining must be 
disabled if using this cache module (i.e., set SYSCFG 
O2h[3:2] = 00). 


ee eee 


Byte Merge/Prefetch & Sony Cache Module Control Register 


SYSCFG 00h 


Sony SONIC- 
2WP support 
enable:(") 


installed 
1 = Sony 
SONIC- 
2WP 
installed 


Default = 00h 


(1) If bit 5 is set, ensure that the L2 cache has been disabled (i.e., set SYSCFG 02h[3:2] = 00). 


Table 4-23 SRAM Comparisons 


1) No CPU pipelined for Sony Cache Module. 


2) Data bus conflict for sync. SRAM, minimum data bus conflict for pipelined SRAM with 82C700 OE# control. 
3) L2 needs “castout’ dirty line before master access. 
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4.6 DRAM Controller 


The DRAM controller within FireStar uses a 64-bit wide 
DRAM data bus interface. It also uses the page mode tech- 
nique for faster data access from the DRAMs. 


Page mode is always used in FireStar for CPU accesses, 
both for bursts and between bursts. Page mode is performed 
by keeping RAS active while reading or writing multiple words 
within a DRAM page by changing only the column address 
and toggling CAS with the new column address. The DRAM 
page size is fixed at 4KB. 


Non-ISA refresh is used to increase the CPU bandwidth by 
not having to put the CPU on hold every 15ps to refresh the 
DRAM. The DRAM can be refreshed in the background while 
the CPU is accessing the internal cache. 


Asymmetric as well as symmetric DRAM sizes are sup- 
ported. 


Figure 4-13 FPM DRAM Connectivity 


MDJ31:0] 


FireStar 
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¢ Banks 0-3 support: 
- 12x12, 12x11, 12x10, 12x9, 12x8, 11x11, 11x10, 11x9, 
11x8, 10x10, 10x9, 10x8, and 9x9 DRAMs. 


* Banks 4-5 support: 
- 12x12, 12x11, 11x11, 11x10, 10x10, 10x9, and 9x9 
DRAMs only. 


¢« MA12 Support: 
- In place of either of the RAS3# or RAS4# pin 


4.6.1 FPM and EDO DRAM Support 

The DRAM controller supports Fast Page Mode (FPM) and 
Extended Data Out (EDO) DRAMs. It can also be configured 
to support FPM and EDO DRAMs in different banks at the 
same time. Figure 4-13 gives the connectivity information for 
FPM DRAM. 


MD[63:32] 
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4.6.1.1 DRAM Type Detection Algorithm 

FireStar can support both FPM and EDO DRAMs at the same 
time in different banks. The DRAM controller provides a 
mechanism by which the BIOS can easily determine the type 
of DRAM in each bank. After the CAS pulse is negated, EDO 
DRAMs continue to drive data out whereas FPM DRAMs will 
tristate their data buffers. If the bank is populated with FPM 
DRAM, and if the signal that is generated by the controller to 
latch the data from a location that is being read is delayed, 
the data that is read back will be incorrect. However, EDO 
DRAMs will still return the correct data. This principle is used 
to detect the type of DRAM in each bank. To test the DRAM 
type, the BIOS can set SYSCFG 1Fh[6] and write a data 
value to an address within the bank being tested, and read 
back the data from the same location. If the data that is read 
back is the same as the data written earlier, the bank con- 
tains EDO DRAM. If the data is different, the bank contains 
FPM DRAM. 


After identifying the banks that are populated, the BIOS can 
use the following algorithm to determine the banks that are 
populated with EDO DRAM and program EDO timing for 
those banks. To perform type detection, EDO read timing has 
to be enabled (X-2-2-2). 


To detect if a bank has EDO DRAM or FPM DRAM, follow 
these steps for each bank that is detected as non-empty in 
the DRAM sizing algorithm: 


1. SetSYSCFG 14h[7] = 1 and PCIDVO 44h[0] = 1 
(enables clocked mode in the DBC). 


2. SetSYSCFG 1Ch[0] = 1 (global control for enabling 
X-2-2-2 burst timing). 


Table 4-24 DRAM Detection Register Bits 


3. Enable the bank to be tested by setting the size in 
SYSCFG 13h or 14h, and also by setting the asym- 
metricity bits in SYSCFG 24h. Disable all other banks. 


4. Set the appropriate bit in SYSCFG 1Ch[7:2] (enable 
X-2-2-2 burst timing on a bank-by-bank basis; bit 7 for 
Bank 5, bit 2 for Bank 0). 


Set SYSCFG 1Fh[6] = 1 (enable EDO DRAM testing). 


Write an address at a 4KB boundary within the enabled 
bank (ADDR) with pattern 55555555h. 


7. Write any other valid address with pattern OO000000h to 
clear the bus capacitance. 


8. Read from address ADDR. If the data read back is 
55555555h, the bank contains EDO DRAM. If the data 
that is read back is not 55555555h, the bank contains 
FPM DRAM. If the bank is detected as FPM DRAM, 
reset the corresponding bit in SYSCFG 1Ch[7:2]. 


9. Set SYSCFG 1Fh{6] = 0. 


10. Continue from Step 3 and repeat all the steps until all the 
banks are identified. 


11. Set SYSCFG 1Ch[0] = 0 to turn off X-2-2-2 burst read 
cycles. This bit can be turned on again for systems that 
use EDO DRAM. 


12. Re-enable all the banks by programming the size regis- 
ters SYSCFG 13h and/or SYSCFG 14h. Also program 
SYSCFG 24h for asymmetric DRAMs, and exit the rou- 
tine. At this time, SYSCFG 1Ch[7:2] will be programmed 
to set the type of DRAM in each bank. 


After identifying the DRAM type in each bank, the read and 
write timing must be programmed. 


em No es OS ee ee as a wT 


SYSCFG 14h 


Data buffer 
control during 
configuration 

cycles: 


Full decode for logical Bank 3 (RAS3#): 

000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 = 4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
0 = Normal 011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 
1 = Generate 

internal 

HDOE# sig- 

nal 
Must = 1 for 
EDO timing. 


Memory Decode Control Register 2 


Default = 00h 


Full decode for logical Bank 2 (RAS2#): 
000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 = 4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 


1 = Enable 


SMRAM") 


Active 
SMIACT#: 


0 = Enable 


SMRAM for 
both Code 
and Data() 


1 = Enable 


SMRAM for 
Code only 
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Table 4-24 DRAM Detection Register Bits (cont.) 


ae Da a a a ee ee eee 


PCIDVO 44h Data Path Register 1 Default = 00h 


Memory read 
accesses in the 


SYSCFG 1Ch EDO DRAM Control Register Default = 00h 


CAS pulse 
0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM width during 


1 = EDO DRAM] 1 = EDO DRAM| 1 = EDO DRAM |1 = EDO DRAM| 1 = EDO DRAM|1 = EDO DRAM DRAM 
accesses: 


0 = CAS pulse 
width deter- 
mined by 
SYSCFG 
01h[3] 

1 =CAS pulse 
width is 1 
CPUCLK?? 
(2) The width of the pulse is one CPUCLK for read accesses to banks that are populated with EDO DRAMs (selected by bits [7:2]), resulting 
in X-2-2-2 burst to EDO DRAM at 50/60/66MHz. SYSCFG 14h[7] and PCIDVO 44h[0] must be set in prior to setting this bit. X-2-2-2 burst 
cycles enabled by this bit apply only during CPU read bursts to EDO DRAM banks that are enabled in SYSCFG 1Ch[7:2]. 
SYSCFG 13h Memory Decode Control Register 1 Default = 00h 


Reserved Full decode for logical Bank 1 (RAS1#): SMRAM: Full decode for logical Bank 0 (RASO#): 
000 = OKx36 100 = 2Mx36 (16MB) 0=Disable | 000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 = 4Mx36 (32MB) 1=Enable {001 = 256Kx36 (2MB) 101 = 4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) See SYSCFG |010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) [3] 011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 
SYSCFG 1Fh EDO Timing Control Register Default = 00h 


(fast page 
mode) 
1 = Detect EDO 


912-2000-015 
Revision: 1.0 


Preliminary 
82C700 


4.6.2. EDO Support 

FireStar provides the capability to use EDO DRAMs in a sys- 
tem. EDO devices are very similar to devices that incorporate 
FPM accesses. However, the use of EDO DRAMs boosts the 
system performance considerably over conventional FPM 
DRAMs. This boost in performance stems from the different 
way in which the memory bus is controlled. 


In conventional FPM DRAMs, the memory bus is turned on 
by the falling edge of CAS# and is turned off (High-Z) when 
CAS# returns to high. The FPM DRAMs only guarantee data 
to be valid for 5ns (which is typically too brief for systems 
operating at full speed). To compensate, CAS# must be held 
low for an extended period until the data can be read from the 
bus. 


In contrast, EDO devices turn on the memory bus when 
CAS# falls low but do not turn off the bus when CAS# returns 
to high. Instead, the data remains valid until the next falling 
edge of CAS#. Because the data remains valid until the fall- 
ing edge of the next CAS#, the transfer of memory data to the 
latch in the memory controller can be overlapped with the 
next column precharge. This extra time that the data remains 
valid resolves the system problem described above. 


Table 4-25 EDO Associated Register Bits 


The extended data time allows the system to run with a mini- 
mum CAS# low time. This increases the system performance 
by decreasing the page access cycle time. Control of the 
memory bus can be obtained by the OE# and CAS# signals. 


FireStar allows the user to populate the system with up to six 
banks of EDO DRAMs. Individual bits in SYSCFG 1Ch need 
to be set to a “1” for each bank that uses EDO DRAMs. Tim- 
ing can be programmed to achieve a 6-2-2-2 read cycle at 
50MHz when EDO DRAMs are used with FireStar. 


FireStar also provides the flexibility to mix and match EDO 
DRAM SIMMs and conventional FPM DRAMs among the dif- 
ferent banks. As an example, EDO DRAMs in Banks 0 and 2 
could be used and FPM DRAMs in the other banks. There 
are no restrictions in terms of which bank(s) can contain EDO 
SIMMs and which can contain FPM DRAMs. However, care 
must be taken to ensure that the SIMMs that make-up the 64- 
bit data path to DRAM are all EDO DRAMs or all FPM 
DRAMs. 


In a system, all banks that have been populated with EDO 
DRAMs will have the same DRAM timings. Likewise, all 
banks that are populated by FPM DRAMs will have the same 
DRAM timings. 


fee =u ee oe ae ee a ee oe 


Memory Decode Control Register 2 


SYSCFG 14h 


Data buffer 
control during 
configuration 

cycles: 

0 = Normal 

1 = Generate 
internal 
HDOE# sig- 
nal 

Must = 1 for 

EDO timing. 


Default = 00h 


SYSCFG 1Ch 


0 =FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM 
1 = EDO DRAM | 1 = EDO DRAM | 1 = EDO DRAM | 1 = EDO DRAM |} 1 = EDO DRAM | 1 = EDO DRAM 


EDO DRAM Control Register 


Default = 00h 


CAS pulse 
width during 
DRAM 
accesses: 
0 =CAS pulse 
width deter- 
mined by 
SYSCFG 
01h[3] 

1 =CAS pulse 
width is 1 
CPUCLK®) 


(2) The width of the pulse is one CPUCLK for read accesses to banks that are populated with EDO DRAMs (selected by bits [7:2]), resulting 
in X-2-2-2 burst to EDO DRAM at 50/60/66MHz. SYSCFG 14h[7] and PCIDVO 44h[0] must be set in prior to setting this bit. X-2-2-2 burst 
cycles enabled by this bit apply only during CPU read bursts to EDO DRAM banks that are enabled in SYSCFG 1Ch[7:2]. 
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Table 4-25 EDO Associated Register Bits (cont.) 


a ae Sane sa ae ae a ee a ee eee 


SYSCFG 1Fh EDO Timing Control Register Default = 00h 


0 = Normal 0 = Normal 
1 = Generate (fast page 
conflict dur- mode) 
ing EDO 1 = Detect EDO 
detection 
(bit 6 set) if 
necessary 
SSS 


SYSCFG 26h UMA Control Register 1 Default = 00h 


5-2-2-2 EDO 
DRAM read tim- 
ing at 66MHz in 
a cacheless 
system: 
0 = Disable 
1 = Enable 


MESSE 
SYSCFG 27h Miscellaneous Control Register 4 Default = 00h 


Master to EDO 
DRAM read 
cycle controlled 
by DWE#: 

0 = Disable 
1 = Enable 


PCIDVO 44h Data Path Register 1 Default = 00h 


Memory read Memory read 
accesses in the accesses in the 
DBC DBC: 

If PCIDVO 0 = FP Mode 
44h[0] = 1 and 1 =EDO/ 
47h[7] = 1: SDRAM 
0 =SDRAM 

1= Reserved 


PCIDVO 45h Data Path Control Register 2 Default = 00h 


Ping-pong 
buffer reset of 
CPU read EDO 
is qualified with 
HDOE#. 
0 = Disable 
1 = Enable 


PCIDVO 47h 


SDRAM 
memory read 
accesses in 

DBC: 
0 = Disable 
1 = Enable 
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4.6.3 SDRAM Support 

FireStar provides the capability to use SDRAM DIMM mod- 
ules in a system design. Up to four banks of SDRAM banks 
are supported. The SDRAM devices accept all its input com- 
mand signals at the rising edge of system clock. The clocking 
allows data pipelining within the SDRAM device and data out- 
put in a continuous stream on every clock. Because of this, 
an SDRAM-based design boosts the memory performance 
considerably over FPM/EDO DRAMs. Table 4-26 gives a 
summary of SDRAM cycle lengths. 


4.6.3.1 SDRAM Commands 

With SDRAM, external control signals are latched with the ris- 
ing edge of clock pulses and specific high and low combina- 
tions are recognized as commands. The SDCS# 
(SDCS[3:0]#), SDRAS#, SDCAS#, SDWE#, and MA address 
lines define the inputs commands which become active on 
the positive transition of SDCKE. 


FireStar issues the following SDRAM COMMANDs: 
¢ BANK ACTIVE 

« BANK PRECHARGE 

¢ PRECHAGE ALL 

¢ WRITE 

* READ 

¢ MODE REGISTER SET 

« AUTO REFRESH 


FireStar does not support the following commands: 
« READ WITH AUTOPRECHARGE 

¢ WRITE WITH AUTOPRECHARGE 

* CLOCK SUSPEND MODE 

« SELF REFRESH 


Table 4-26 SDRAM Cycle Lengths 


Page Miss 
CPU Bus Speed Page Hit Leadoff No Precharge Page Miss Precharge 


Read Burst Cycle 


66MHz, CAS Latency = 3 10 cycles 13 cycles 


Write Burst Cycle 


SDRAM READ and WRITE Commands 

To avoid bus contention on the memory bus, FireStar 
ensures a dead cycle between write data and read data com- 
mands. During read cycles, SDDQM[7:0]# are used as the 
standard output enable function. During write cycles, these 
outputs act as a mask for input data buffer of the SDRAM. 


4.6.3.2 SDRAM Initialization 

FireStar allows SDRAM devices to stabilize and will not tog- 
gle any input command signal for 100ms. The first command 
will be the PRECHARGE ALL banks. After precharging, the 
mode register will be programmed based on the register set- 
ting. The following fields will be affected by this programming: 
¢ Burst length: 1, 2, 4, 8 or full page 

« Wrap Type: Sequential or interleaved 

¢« CAS# latency: 1,2 0r3 


SDRAM refreshing is done in the similar fashion of FPM and 
EDO DRAMs. Burst refresh should never be enabled when 
SDRAM is being used in the system. 


Table 4-27 shows the register bits associated for configuring 
SDRAM in a FireStar-based system. 


4.6.3.3 Unbuffered DIMMs 

FireStar supports up to four banks of unbuffered SDRAM 
DIMMs connectors on a system motherboard. The maximum 
clock frequency is 66MHz. Clock should be connected to 
each of the DIMM connector. 


MA[10:0] are connected as the row address of the DIMM. 
MA11 is used as the bank select pin. SDCS# pins are used 
as the bank select outputs. 
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Table 4-27 SDRAM Configuration Registers 


a ee ae a ee ee ee ee ee ee 


Se 
SYSCFG OEh PCI Master Burst Control Register 1 Default = 00h 


ISA/DMA 
master through 
internal MRD#/ 

MWR#: 

0 = Disable 

1 = Enable 
This bit must 
be turned off 
for DMA sup- 
port with 
SDRAM. 


SYSCFG 28h SDRAM Control Regisiter 1 Default = 00h 


SDRAM CAS# latency: Write-through: SDRAM burst length control: 
001 =1 0 = Sequential 000 = 1 
010=2 1 = Interleaved 010 =4 
011 =3 All other combinations = Reserved 
All other combinations = Reserved 


SYSCFG 29h SDRAM Control Register 2 Default = 00h 


Bank 1 Bank 0 
: SDRAM: SDRAM: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 
SSS SSS SSS SSS SSS 


SYSCFG 2Eh UMA Control Register 2 Default = 00h 


Allow SDRAM 
self-refresh in 
Suspend mode: 
0 = Disable 
(SDRAM 
engages 
auto- 
refresh 
mode) 

1 = Enable 
(need to 
enable 
SDRAM 
self-refresh 
if SYSCFG 
12h[5:4] = 
01 or 10) 
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Table 4-27 SDRAM Configuration Registers (cont.) 
7 
PCIDVO 44h Data Path Register 1 Default = 00h 


Memory read Memory read 
accesses in the accesses in the 
DBC DBC: 

If PCIDVO 0 = FP Mode 
44h[0] = 1 and 1 =EDO/ 
47h[7] = 1: SDRAM 
0 = SDRAM 
1 = Reserved 

PCIDVO 47h Data Path Control Register 4 Default = 00h 


memory read 

accesses in 
DBC: 

0 = Disable 

1 = Enable 


PCIDVO 48h Data Path Control Register 5 Default = 00h 


During refresh SDRAM mode select 

cycles if this bit 000 = Normal SDRAM mode 

= 1, the RAS# 001 = NOP command enable 
corresponding 010 = All banks precharge 

to the bank with 011 = Mode register command enable 
size 0 will not 100 = CBR cycle enable 

be generated All other combinations = Reserved 

for SDRAM. 


PCIDVO 4Eh SDRAM Control Register Default = 00h 
SDRAM +L2+ | SDRAM +L2+ | 6 CLK SDRAM Reserved 
pipelining:(1) pipelining:(1) leadoff: 
0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 
(1) Bits 7 and 6 have been implemented to solve two problems with the DIRTY signal in systems that have SDRAM + L2 + pipelining. 
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4.6.3.4 
The following steps detail (in chronological order) the FPM/ 


SDRAM Detection Algorithm 


EDO/SDRAM detection algorithm for FireStar. 


Ts 
2. 
3. 


6a. 


6b. 


Note: 


Power on. 
Wait for 200 us. Ensure that L1 and L2 cache are off. 


If any of the RAS lines are to be mapped as PIO or alter- 
nate function, program the associated registers at this 
time. 


Set SYSCFG 14h[7] = 1, and PCIDVO 44h[0] = 1 in order 
to enable the clocked mode of operation in the DBC 
(Data Buffer Controller) module. 


Set SYSCFG 28h according to the following options to 
set up the operating mode parameters for SDRAM oper- 
ation. Also set SYSCFG 29h = 00h. 


For CAS Latency = 3, interleaved burst (Intel), set 
SYSCFG 28h = 3Ah (Default) 


For CAS Latency = 3, linear burst (Cyrix), set SYSCFG 
28h = 32h 


For CAS Latency = 2, interleaved burst (Intel), set 
SYSCFG 28h = 2Ah 


For CAS Latency = 2, linear burst (Cyrix), set SYSCFG 
28h = 22h 


Enable the CPU-to-DRAM buffer without byte merge: 
SYSCFG 01h[2] = 1 

SYSCFG 02h[1:0]= 11 

SYSCFG 2Ch[0] 1 

PCIDVO 44h[4] = 1 


Also set the following bits to enable read-around: 
SYSCFG 2Ch[5] = 1 
PCIDVO 45h[5:4] = 11 


Step 6a must be performed while testing SDRAM. 
SDRAM will not work if the CPU-to-DRAM buffer is 
turned off. 


If SDRAM is present in the system, step 6b must be 
performed before testing the L2 cache. SDRAM will 
not work with L2 cache if step 6B is not performed. 


Set PCIDVO 48h[2:0] = 010 for bank precharge com- 
mand for SDRAM banks. 


Set X = 0 (X is bank count variable). 


Set the size corresponding to Bank X in SYSCFG 
13h[6:4], 13h[2:0], 14h[6:4], and 14h[2:0] to 2MB. Set the 
size for all other banks to OMB. Set the DRAM type for 
Bank X as “SDRAM” in SYSCFG 29h[3:0], and also set 
the DRAM type for the bank as “EDO” in SYSCFG 
1Ch[5:2]. 


10. 


11. 


12. 


13. 


14. 


15. 
16. 


17. 


18. 


19. 


20. 


21. 


22. 


23. 


24. 


Read memory location Oh in order to precharge all open 
pages in Bank X, if Bank X is populated with SDRAM. 


Set X=X+1. 


If X = 3, go back to Step 9. If X = 4, set the size for all 
banks as OMB, SYSCFG 29h[3:0] = 0000, and SYSCFG 
1Ch[7:2] = 000000. Continue with Step 13. 


Set SYSCFG 29h[3:0] = 0000, and SYSCFG 1Ch[5:2] = 
0000 for Fast Page Mode DRAM operation only. 


Set PCIDVO 48h[5] = 1 to disable RASx# generation to a 
bank with 0 MB during refresh cycles. 


Enable chosen refresh mode. 


Wait for eight refresh periods and then set PCIDVO 
48h[2:0] = 000. 


Follow the algorithm on page 86 for Banks 0-5. Store the 
information, without programming the FireStar registers. 
Reset all the bank sizes to OMB after completing the 
detection. Also set SYSCFG 29h[3:0] = 0000, and 
SYSCFG 1Ch[7:2] = 000000. If all the banks are identi- 
fied with either Fast Page Mode or EDO DRAM, skip to 
Step 29. Else, continue with Step 18. 


Disable refresh (in sequence): 
PCIDV1 47h[6] = 0 
PCIDV1 64h[0] = 1 
SYSCFG 2Eh[6] = 0 
SYSCFG 2Fh[2:0]= 000 
SYSCFG 27h[2:0] = 000 


Set PCIDVO 47h[7] = 1 to enable the SDRAM data path 
in the DBC module. 


Set the DRAM type only for bank not detected with either 
FPM DRAM or EDO DRAM, to “SDRAM” in SYSCFG 
29h[3:0] and SYSCFG 1Ch[5:2]. Also set the size corre- 
sponding to the current bank to 2MB in SYSCFG 
13h[6:4], 13h[2:0], 14h[6:4], or 14h[2:0]. Set the bank 
size for all other banks to OMB. 


Set PCIDVO 48h[2:0] = 001 to enable NOP command. 
Read from address 0h to force the current SDRAM bank 
to the NOP state. 


Set PCIDVO 48h[2:0] = 100 for SDRAM refresh mode. 
Read from address Oh eight times. 


Set PCIDVO 48h[2:0] = 011 to enable Mode Register Set 
command. 


Read from the following addresses to load the 3CLK/ 
2CLK CAS latency, interleaved/linear access, and burst 
length of 4 information into the current SDRAM bank. 


For CAS Latency = 3, interleaved burst (Intel), read from 
address 000001 DOh (Default) 
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25. 


26. 


27. 


28. 


29a. 


29b. 


For CAS Latency = 3, linear burst (Cyrix), read from 
address 00000190h 


For CAS Latency = 2, interleaved burst (Intel), read from 
address 00000150h 


For CAS Latency = 2, linear burst (Cyrix), read from 
address 00000110h 


Set PCIDVO 48h[2:0] = 100 for SDRAM refresh mode. 
Read from address Oh eight times. 


Set PCIDVO 48h[2:0] = 000 to enable normal SDRAM 
mode. 


Detect SDRAM presence or absence on the current 
DRAM bank by writing a known pattern to an address 
within the size enabled for this bank, reading back from 
the same address, and comparing the size. 


Store the SDRAM presence or absence information. If 
any non-FPM/EDO banks remain, go to Step 20. Else, 
program all the bank sizes to OMB, and continue with 
Step 29. 


Retrieve information about the presence or absence of 
FPM/EDO/SDRAM in each of the banks and program 
the following registers accordingly: 


For banks detected with FPM DRAM, set the corre- 
sponding bits in SYSCFG 29h[3:0] and SYSCFG 
1Ch[7:2] = 0. 


For banks detected with EDO DRAM, set the corre- 
sponding bits in SYSCFG 29h[3:0] = 0, and SYSCFG 
1Ch[7:2] = 1. 


For banks detected with SDRAM, set the corresponding 
bits in SYSCFG 29h[3:0] = 1, and SYSCFG 1Ch[7:2] = 1. 


If all the banks are FPM/EDO DRAM, the CPU-to-DRAM 
buffer may be turned off, and may again be enabled with 
or without DRAM byte merge based on the setup option. 
The read-around feature can also be turned off and may 
be enabled based on the setup option. If none of the 
banks are SDRAM, set PCIDVO 47h[7] = 0. 


To turn off the CPU-to-DRAM buffer, set the following 
registers: 
PCIDVO 44h[4] 
SYSCFG 2Ch[0] 


0 
0 


To turn off the read-around feature, follow these steps: 
PCIDVO 45h[5:4] = 00 
SYSCFG 2Ch[5] = 0 


If SDRAM is detected in any of the banks, the CPU-to- 
DRAM buffer, and the read-around feature MUST NOT 
be turned off. Also, on the current silicon revision, if 
SDRAM is detected, DRAM byte merge MUST NOT be 
turned on, even if enabled in the setup. 


30. Set PCIDVO 48h[2:0] = 000 for normal SDRAM mode. 


31. Enable chosen refresh mode. 


32. Wait for eight refresh periods. 


33. For the banks populated with FPM or EDO DRAM, follow 
the algorithm page 86 to detect the size. For banks pop- 
ulated with SDRAM, detect the size by using standard 
procedure. 


34. Program the size information in the FireStar registers 
and exit. 


Note: 


SDRAM is only supported on Banks 0-3. Bank 4 can 
only be FPM/EDO DRAM. Bank 4 support can be 
enabled by setting SYSCFG 19h[3] = 1, and by pro- 
gramming SYSCFG 19h[2:0] for size. Bank 5 can 
only be enabled by setting SYSCFG 19h[7] in which 
case L2 cache cannot be supported. Bank 5 size 
information can be programmed in SYSCFG 
19h[6:4]. 
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4.6.4 DRAM Buffering 

Deep buffering is one of the major performance enhance- 
ments in FireStar. It incorporates deep buffers in the CPU-to- 
DRAM and PCl-to-DRAM data paths, which enables read 
prefetching and write posting in the data paths. 


* Deep buffering for DRAM performance 
- Six quad-word CPU-to-DRAM write posting 
- 24 double-word PCl-to-DRAM write posting 
- 24 double-word DRAM-to-PCI read prefetch 


Table 4-28 lists the registers/bits that are associated with 
DRAM Buffering. 


4.6.4.1 CPU-to-DRAM Deep Buffer 

A six quad-word deep FIFO is built into the DBC in the CPU- 
to-DRAM path. These deep buffers are used by FireStar to 
buffer CPU-to-DRAM data. Once the DRAM is free, the buff- 
ered data is dispatched into the DRAM. This way the system 
level latencies caused by shared resources are minimized. 


4.6.4.2 PCI-to-DRAM Deep Buffer 

A 24 double-word buffer has been designed into the PCl-to- 
DRAM path. During PCI master write bursts, the master posts 
data into this buffer. Once CPU-to-DRAM cycles are com- 
pleted, the posted data will be written back in to the DRAM. 
This avoids any stalling in the PCI and full bus bandwidth is 


Table 4-28 


DRAM Buffering Related Registers/Bits 


utilized. 


a a a a ee ee ee ee 


Data Path Register 1 


PCIDVO 44h 
FIFO for CPU 
write to PCI: 

0 = Disable 
1 = Enable 


ST 
SYSCFG 2Ah 


SYSCFG 2Ch 


CPU-to-PCl 
read and CPU- 
to-DRAM write 

concurrency: 

0 = Disable 
1 = Enable 


FIFO for PCI 
read from 
DRAM: 


0 = Disable 


FIFO for PCI 
write to DRAM: 
0 = Disable 
1 = Enable 


Sa 


FIFO for CPU 
write to DRAM: 
0 = Disable 

1 = Enable 


PCI-to-DRAM Cantal neat iar 1 


PCI TRDY# 
wait state 
control with 
PCl-to-DRAM 
deep buffer: 


SSS 


PCl-to-DRAM 

deep buffer: 
0 = Disable 
1 = Enable 


Write burst with | Read burst with 


PCl-to-DRAM 

deep buffer: 
0 = Disable 
1 = Enable 


Default = 00h 


SSS 


SS 


Default = sah 


PCl-to-DRAM 
deep buffer 
size: 
= 16 dword 


1 =24 dword 


z= 


CPU-to-DRAM Buffer Control Register 


This bit needs 
SYSCFG 
2Ch[5] to be 
enabled. When 
set (to 1), the 
cache write to 
CPU-to-DRAM 
buffer becomes 
more aggre- 
sive. Will save 
approximately 
3 clocks over 
the previous 
method. 


Not supported. 


When set (to 1) 
along with CPU- 
to-DRAM buffer 
and PBSRAM, 
the DRAM con- 
troller will first 
supply the data 
to the CPU 
before writing 
the previous 
data back to 
DRAM during a 
cache miss dirty 


cycle.(1) 


CPU-to-PCl 
write and CPU- 
to-DRAM read 

concurrency : 

0 = Disable 
1 = Enable 


Enable intemal 
LMEM# during 
special cycles: 
0=No 
1 = Yes 


BOFF# asser- 
tion during 
DRAM read 

cycles: 
0 = Disable 
1 = Enable 


Data merging 
when CPU 
owns DRAM 
bus: 

0 = Possible 
only when 
GUI owns 
DRAM bus 
(UMA fea- 
ture - not 
supported) 

1 = Always 
possible 


Default = 00h 


Allow data 
collection while 
CPU-to-DRAM 

FIFO is 
flushing: 


0 = Disable ® 
1 = Enable 


(1) Bit 5’s function needs the CPU-to-DRAM buffer to be enabled. DRAM processing for the read will start concurrently while data from cache 
will be written to the CPU-to-DRAM buffer. 


(2) BOFF# is generated for the next DRAM write cycle as long as there is data in the FIFO. 
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4.6.5 Programming the DRAM Parameters 

There are various parameters that can be obtained in the 
DRAM state machine - drive strengths, number of banks, 
bank size, DRAM type, and timing parameters. 


4.6.5.1 Drive Strengths 

Programmable current drive for the MA[12:0], RAS[5:0]# and 
the DWE# lines is provided. If SYSCFG 18h[6,4] = 10, then 
the current drive on these lines is 4mA (refer to Table 4-29). 
In this case, two F244 buffers will be required to drive each 
pair of DRAM banks. If SYSCFG 18h[6,4] = 01, then the cur- 
rent drive on these lines is increased to 16mA and it should 
be possible to drive the first pair of banks that are populated 
with DRAMs that are 4, 8, or 16 bits wide without any buffers. 


Table 4-29 Drive Strength Control Bits 


Note that on the FireStar ACPI version the DWE line can be 
programmed for either 16mA or 20mA. These bits must be 
programmed prior to accessing any location in DRAM; they 
must be programmed before sizing the DRAM. 


4.6.5.2 Number of DRAM banks 

FireStar supports up to six banks of DRAM. The default con- 
dition is four banks of DRAM supporting up to 512Mbytes of 
system memory. 


RAS4# and RAS5# are selected through SYSCFG 19h[7] 
(RAS5#), and 19h[3] (RAS4#). Table 4-30 shows the bits 
control full memory decode and the RAS selection bits. 


ae ee ee eee ee eee eee ee 


SYSCFG 18h 


CAS lines volt- 

age selection: 
0=5.0V 
1=3.3V 


Reserved Drive strength 


on RAS lines: 
0=16mA 
1=4mA 


on memory 

address lines 
and write 

enable line: 
0=4mA 
1=16mA 


SYSCFG 18h - FS ACPI Version 


Drive strength 

on SDRAS and 

SDCAS lines: 
0=16mA 
1=4mA 


CAS lines volt- 

age selection: 
0=5.0V 
1=3.3V 


Drive strength 
on RAS lines: 
0=16mA 

1=4mA 


on memory 
O=4mA 
1=16mA 


Table 4-30 RAS Selection Bits 


Interface Control Register 


Drive strength 


Interface Control Register 


Drive strength 


address lines: 


Default = 00h 


Default = 00h 


Drive strength 
on write enable 


line: 
0=16mA 
1=20mA 


[i a a ee Ee ee ee 


SYSCFG 19h 


Pin Full decode for logical Bank 5 (RAS5#) 
functionality: if SYSCFG 19h[7] is set: 
0 = GWE# 100 = 2Mx36 (16MB) 
1 = RASS# 101 = 4Mx36 (32MB) 
110 = 8Mx36 (64MB) 
111 = 16Mx36 (128MB) 


000 = OKx36 
001 = 256Kx36 (2MB) 
010 = 512Kx36 (4MB) 
011 = 1Mx36 (8MB) 


Memory Decode Control Register 3 


Default = 00h 


Full decode for logical Bank 4 (RAS4#): 
000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 =4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 


Bank 4 
(RAS4#): 
0 = Disable 
1 = Enable 
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4.6.5.3 DRAM Size 

The DRAM bank size is set by programming groups of bits in 
SYSCFG 13h, 14h, 19h, and 24h. There is no required order- 
ing for these selections: Any desired bank can be populated 
or skipped. For example, if in the course of testing system 
DRAM the BIOS POST code should find Bank 3 (RAS3#) 
defective, it should simply set that bank to “disabled.” The 
DRAM controller will automatically map around it and provide 
a contiguous memory map to the system. 


The bank size is determined by the number of rows and col- 
umns implemented by the DRAM chips that populate the 
bank. In this discussion, the term "symmetric" is used for 
DRAMs that have either an equal number of rows and col- 
umns, or one more row address line than the number of col- 
umn address lines. The term “asymmetric" is used for 
DRAMs in which the number of row address lines exceed the 
number of column address lines by at least two. For example, 
DRAMs with 12 rows and 12 columns (12x12) are considered 
symmetric, DRAMs with 12 rows and 11 columns (12x11) are 
also considered symmetric. However, 12x10 DRAMs are 
considered asymmetric. 


Table 4-31 


Banks 0-3 can be programmed to support symmetric or 
asymmetric DRAMs (12x12, 12x11, 12x10, 12x9, 12x8, 
11x11, 11x10, 11x9, 11x8, 10x10, 10x9, 10x8, and 9x9). 
However, Banks 4-5 can only support symmetric DRAMs 
(12x12, 12x11, 11x11, 11x10, 10x10, 10x, and 9x9). 


Table 4-31 shows the register bits that pertain to bank size. 
The DRAM size for Banks 0-3 is controlled by SYSCFG 13h- 
14h and SYSCFG 24h. However, the size for Banks 4-5 is 
controlled only by SYSCFG 19h. For Banks 0-3, if the corre- 
spond asymmetric bits in SYSCFG 24h are set to 00, and if 
the size is programmed in SYSCFG 13h or 14h, the DRAM 
controller will assume that the respective banks are popu- 
lated with symmetric DRAMs. 


Table 4-32 shows the register bits that need to be pro- 
grammed for Banks 0-3 for various DRAM sizes. 


Table 4-33 and Table 4-34 show the CPU address to memory 
address map. A3 and A4 must go through an internal burst 
counter, for the generation of the MA address to the DRAMs. 


DRAM Configuration Related Register Bits 


ee 


Memory Decode Control Register 1 


SYSCFG 13h 


Full decode for logical Bank 1 (RAS1#): 
000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 = 4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 


Default = 00h 


Full decode for logical Bank 0 (RASO#): 
000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 = 4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 


SSS SS 


SYSCFG 14h 


Full decode for logical Bank 3 (RAS3#): 
000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 =4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
1Mx36 (8MB) 111 = 16Mx36 (128MB) 


Memory Decode Control Register 2 


Default = 00h 


Full decode for logical Bank 2 (RAS2#): 
000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 = 4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 


SYSCFG 19h 


Full decode for logical Bank 5 (RAS5#) 
if SYSCFG 19h[7] is set: 
000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 = 4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 =16Mx36 (128MB) 


Memory Decode Control Register 3 


Default = 00h 


Full decode for logical Bank 4 (RAS4#): 
000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 = 4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 


ESSE 
SYSCFG 24h 


Logical Bank 3 DRAM type: 
00 = Sym DRAM 

01 = Asym DRAM - x8 type 
10 = Asym DRAM - x9 type 
11= Asym DRAM - x10 type 
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Logical Bank 2 DRAM type: 
00 = Sym DRAM 

01 = Asym DRAM - x8 type 
10 = Asym DRAN - x9 type 
11= Asym DRAM - x10 type 


Logical Bank 1 DRAM type: 
00 = Sym DRAM 

01 = Asym DRAN - x8 type 
10 = Asym DRAM - x9 type 
11= Asym DRAM - x10 type 


Default = 00h 


Logical Bank 0 DRAM type: 
00 = Sym DRAM 

01 = Asym DRAN - x8 type 
10 = Asym DRAM - x9 type 
11= Asym DRAM - x10 type 
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Table 4-32 Programming Size Registers 


Bank Size Setting in Bank Asymmetricity Setting in 
DRAM Size SYSCFG 13h or 14h SYSCFG 24h 


a 


Table 4-33 CPU Address to Memory Row/Column Address Map 
12x8 12x9 12x10 12x11 12x12 11x8 11x9 11x10 11x11 
(8MB) (16MB) (32MB) (64MB) (128MB) (4MB) (8MB) (16MB) (32MB) 


Addr. 


Pe eo 
r ma as [ase [ne [wa as [| 
was [ae [avs | a5 [avs | 06 | a15| ne [avs | a6 [M5 | a6 | A 
ua [ar [ao] a7 [ave] a7 [aro] a7 [ave par [me [ar [wel a7 [we a7 [ne] 
was [ae [ar] as [a7 | ne [a7] as [AT Pas [as 
ni 
fa 
Ic 
Cc 


ras 


Note: Signals that are shaded are driven, but should be ignored by DRAM. 
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Table 4-34 CPU Address to Memory Row/Column Address Map 


Note: Signals that are shaded are driven, but should be ignored by DRAM. 
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DRAM Sizing Algorithm 

This subsection describes the DRAM detection and sizing 
algorithm on FireStar. The algorithm will detect all the possi- 
ble DRAM configurations listed in Table 4-32. 


This discussion assumes that only Banks 0 through 3 are 
used in the system. 


DRAM Detection and Sizing Algorithm 
1. Turn L1 and L2 cache off. 
2. Seti =0 (bank number to be tested). 


3. DRAM detection: 
- Ifi =4, exit. If not, set the size for Bank i to be 128MB. 
- Set the size for all other banks as OMB in SYSCFG 13h 
and 14h. 
Write address 00000000h with pattern 55555555h. 
Read from address 0000000h. 
- If the pattern that is read back is not 55555555h, 
Bank i does not contain any DRAM. Increment i, and 
go back to Step 3. 
- If the pattern that is read back is 55555555h, Bank i 
contains DRAM. Continue with Step 4. 


4. Test of 128MB (12x12): 

- Bank i was set for 128MB in the previous step. 
Write address 00000000h with pattern 55555555h. 
Write address 04000000h (A26 = 1) with pattern 
AAAAAAAAN. 

Read from address 00000000h. 

- If itis 55555555h, Bank i contains 128MB. Store this 
information, for updating the size registers 13h and 
14h after exiting from this program. Increment i, and 
continue from Step 3. 

- If the pattern that is read back is not 55555555h, 
Bank i has less than 128MB. Continue with Step 5. 


5. Test of 64MB (12x11): 

Set the size for Bank i as 64MB. Set the size for all other 
banks as OMB. 

- Write address 00000000h with pattern 55555555h. 

- Write address 01000000h (A24 = 1) with pattern 
AAAAAAAAN. 

Write address 02000000h (A25 = 1) with pattern 
FEDCBAQ8h. 

Read from address 00000000h. 

- If it is 55555555h, Bank i contains 64MB. Store this 
information, for updating the size registers 13h and 
14h after exiting from this program. Increment i, and 
continue from Step 3. 

- If the pattern that is read back is not 55555555h, 
Bank i has less than 64MB. Continue with Step 6. 


6A. Test of 32MB (11x11): 
- Set the size for Bank i as 32MB. 


- Set the size for all other banks as OMB. 

- Write address 00000000h with pattern 55555555h. 

- Write address 01000000h (A24 = 1) with pattern 
AAAAAAAAD. 

- Read from address 00000000h. 

- If it is 55555555h, Bank i contains 11x11 32MB 
DRAM. Store this information, for updating the size 
registers 13h and 14h after exiting from this program. 
Increment i, and continue from Step 3. 

- Ifthe pattern that is read back is not 55555555h, 
Bank i has either 12x10 32MB, or less than 32MB of 
DRAM. Continue with Step 6B. 


6B. Test of 32MB (12x10): 

- The DRAM size was set as 32MB in Step 6A. Set the 
asymmetric bits corresponding to Bank i in SYSCFG 24h 
as x10. 

- Write address 00000000h with pattern 55555555h. 

- Write address 00400000h (A22 = 1) with pattern 
AAAAAAAAh. 

- Write address 01000000h (A24 = 1) with pattern 
FEDCBAg8h. 

- Read from address 00000000h. 

- If it is 55555555h, Bank i contains 12x10 32MB 
DRAM. Store this information, for updating the size 
registers 13h and 14h after exiting from this program. 
Increment i, and continue from Step 3. 

- Ifthe pattern that is read back is not 55555555h, 
Bank i has less than 32MB of DRAM. Continue with 
Step 7A. 


7A. Test of 16MB (12x9): 

- Set the size for Bank i as 16MB. 

- Also set the asymmetric DRAM bits for Bank iin 
SYSCFG 24h as x9. 

- Write address 00000000h with 55555555h. 

- Write address 00000800h (A11 = 1) with pattern 
AAAAAAAAh. 

- Write address 00800000h (A23 = 1) with data 
FEDCBAg8h. 

- Read from address 00000000h. 

- If it is 55555555h, Bank i has 12x9 DRAM. Store this 
information, for updating the size registers 13h and 
14h after exiting from this program. Increment i, and 
continue from Step 3. 

- If the data that is read back is not 55555555h, con- 
tinue with Step 7B. 


7B. Test of 16MB (11x10): 
- Set the size for Bank i as 16MB. 
- Also set the asymmetric DRAM bits for Bank i in 
SYSCFG 24h as “OO”. 
- Write address 00000000h with 55555555h. 
- Write address 00400000h (A22 = 1) with pattern 
AAAAAAAAh. 
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- Write address 00800000h (A23 = 1) with data 
FEDCBAQ8h. 
- Read from address 00000000h. 
- If itis 55555555h, Bank i has 11x10 DRAM. Store 
this information, for updating the size registers 13h 
and 14h after exiting from this program. Increment i, 
and continue from Step 3. 
- If the data that is read back is not 55555555h, con- 
tinue with Step 8A. 


8A. Test of 8MB (12x8, 11x9, or 10x10): 
- Set the size for Bank i as 8MB. 
- Also set the asymmetric DRAM bits for Bank i in 
SYSCFG 24h as x8. 
- Write address 00000000h with 55555555h. 
- Write address 00400000h (A22 = 1) with data 
AAAAAAAAR. 
- Read from address 00000000h. 
- If itis 55555555h, Bank i has 12x8 or 10x10 DRAM; 
continue from Step 8B. 
- If the data that is read back is not 55555555h, go to 
Step 8C. 


8B. Distinguish between 12x8 and 10x10: 
- The size for Bank i was set as 8MB, 12x8. Address 
00000000h must still have 55555555h. 
- Write address 00200000 with data AAAAAAAAh (A22 = 
0, A21 = 1). 
- Read from address 00000000h. 

- If itis pattern 55555555h, Bank i has 12x8 DRAM. 
Store this information, for updating the size registers 
13h and 14h after exiting from this program. Incre- 
ment i and continue with Step 3. 

- If the data that is read back is not 55555555h, Bank i 
has 10x10 DRAM. Store this information, for updat- 
ing the size registers 13h and 14h after exiting from 
this program. Reset the bits corresponding to Bank i 
in SYSCFG 24h to 00b. Increment i and continue 
with Step 3. 


8C. Test of 8MB (11x9): 

- Set the asymmetric DRAM bits for Bank i in SYSCFG 
24h as x9. 

- Write address 00000000h with 55555555h. 

- Write address 00400000h (A22 = 1) with data 
AAAAAAAAN. 

- Write address 00000800h (A11 = 1) with data 
FEDCBAQ8h. 

- Read from address 00000000h. 

- If it is 55555555h, Banki has 11x9 DRAM. Store this 
information, for updating the size registers 13h and 
14h after exiting from this program. Increment i and 
continue from Step 3. 

- If the data that is read back is not 55555555h, con- 
tinue with Step 9A. 


9A. Test of 4MB (11x8): 

- Set the size for Bank i as 4MB. 

- Also set the asymmetric DRAM bits for Bank i in 
SYSCFG 24h as x8. 

- Write address 00000000h with 55555555h. 

- Write address 00200000h (A21 = 1) with data 
AAAAAAAAN. 

- Read from address 00000000h. 

- If itis 55555555h, Bank i has 11x8 DRAM. Store this 
information, for updating the size registers 13h and 
14h after exiting from this program. Increment i and 
continue from Step 3. 

- Ifthe data that is read back is not 55555555h, go to 
Step 9B. 


9B. Test of 4MB (10x9) and 2MB (10x8 or 9x9): 

- Set the size for Bank i as 4MB. 

- Also set the asymmetric DRAM bits for Bank i in 
SYSCFG 24h as “00”. 

- Write address 00000000h with 55555555h. 

- Write address 00000800h (A11 = 1) with pattern 
AAAAAAAAh. 

- Write address 00200000h (A21 = 1) with data 
FEDCBAg8h. 

- Read from address 00000000h. 

- If it is 55555555h, Bank i has 4MB (10x9) DRAM. 

Store this information, for updating the size registers 

13h and 14h after exiting from this program. Incre- 

ment i, and continue from Step 3. 

If the data that is read back is AAAAAAAAN, Bank i 

has 2MB (10x8) DRAM. Store this information, for 

updating the size registers 13h and 14h after exiting 
from this program. Set the asymmetric bits corre- 
sponding to this bank in SYSCFG 24h for “x8” 

DRAM. Increment i and continue from Step 3. 

- If the data that is read back is FEDCBAQ98h, Bank i 
has 2MB (9x9) DRAM. Store this information, for 
updating the size registers 13h and 14h after exiting 
from this program. Increment i and continue from 
Step 3. 


EXIT: Follow the guidelines specified in Table 4-32 for pro- 
gramming DRAM size and asymmetricity for each 
bank. Set the appropriate bits and exit from DRAM siz- 
ing routine. 


Note: After awrite, and before a read operation, another 
valid address must be written with data OO000000h to 
clear bus capacitance. 


912-2000-015 
Revision: 1.0 


Preliminary 
82C700 


4.6.6 DRAM Cycles 

The fastest possible burst read is 6-2-2-2 which means the 
first quad-word is received in six clocks and the next three 
quad-words are received after two clocks each. For a cache 
based system, it would mean the bursting to the cache and 
CPU for read miss cycles or write miss cycles. Table 4-35 
summarizes the DRAM cycle lengths and the following sub- 
sections describe the read/write cycle operations. 


4.6.6.1 DRAM Read Cycle 

The DRAM read cycle begins with the DRAM controller 
detecting a page hit or a page miss cycle at the end of the 
first T2. Based on the status of the current open page and the 
active RASx#, a page hit, a page miss with RAS inactive, ora 
page miss with RAS active cycle is executed. 


Page Miss with RASx# High Cycle: The row address is 
generated from the CPU address bus. (Refer back to Table 
4-33 and Table 4-34 for the row/column address mux map.) 
After RASx# goes active, the row address is changed on the 
next clock edge (programmable to be two CLKs) to the col- 
umn address. The CASx# will be active two CLKs after the 
column address is generated. 


Page Miss with RASx# Low Cycle: RAS is first precharged 
for the programmed number of CLKs and then driven active, 
after which it will be the same as a page miss with RASx# 
high cycle. 


Page Hit Cycle: The SYSC (system controller) generates the 
column address from the CPU address bus and CASx# is 
driven active for two clocks. Data flow from the CPU data bus 
to the memory data bus and vice versa is controlled by the 


Table 4-35 DRAM Cycle Lengths 


Page Miss 
RAS High 
Leadoff 


Page Hit 


CPU Bus Speed Leadoff 


Read Burst Cycle 


Page Miss 
RAS Active 
Leadoff 


internal DBCOE#, MMDOE#, MDOE#, and HDOE# signals 
from the SYSC to the DBC. Data from the DRAM is latched 
by the DBC on the rising edge of each DLE (for CPU reads 
from DRAM, the DLE[1:0]# signals are identical to the CAS 
signal). The latched data is valid on the CPU data bus until 
the next rising edge of CASx#. 


During this time, the next read is started, CASx# signals are 
precharged for one or two clocks (programmable via 
SYSCFG O02h[1]), and the next data from the DRAM is 
accessed and latched. The DBC latches the data from the 
DRAM and holds the data for the CPU while the DRAM con- 
troller begins the read for the next word in the burst cycle. 
The burst read from the DRAM is in effect pipelined into the 
CPU data bus by FireStar. This scheme reduces the con- 
straints on the board layout so that routing for the CPU data 
bus, MD data bus, and CASx# signal lines are less critical 
and performance can be maintained. 


Page Hit Cycle (Extended): Wait states can be added if 
slower DRAMs are used. In this mode, data from the DRAM 
is latched by the DBC at the end of each CAS cycle similar to 
the default mode. The only difference between the two 
modes is that the CAS low time on reads is increased by one 
T-state. This eases up on the page mode cycle time and CAS 
access time parameters. 


The DRAM read cycle uses a CAS signal that is active for 
multiples of T-state boundaries rather than half T-state 
boundaries. This allows additional address decode setup 
time and MA bus setup time at the start of the cycle, making 
the fastest burst cycle 7-2-2-2. 


Continued 
Burst if 
Pipelined 


CPU Pipeline 
Reduces Lead- 
off Cycle by: 


a eae OG 
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4.6.6.2 DRAM Write Cycle 

Posted writes to DRAM improves the write cycle timing rela- 
tive to the CPU and allows FireStar to perform an indepen- 
dent write burst cycle to DRAM without holding the CPU. 
FireStar maintains a deep data buffer for DRAM writes so 
that the CPU write cycle is completed without waiting for the 
external DRAM cycle. For a burst write cycle, the leadoff 
cycle time is reduced to four clocks even if the cycle is a non- 
page hit cycle. For a page hit cycle, the burst write can be 
completed in 4-3-3-3 with posted write enabled. The posted 
write buffer in the DBC is controlled by the DLE[1:0]# signals 
from the SYSC. Effectively, the rising edge of these signals 


Table 4-36 DRAM Operation Programming Bits 


will latch the high 32-bit and the low 32-bit new data respec- 
tively, from the CPU bus to the posted write buffer. 


Single level posted write cycles are employed to achieve a 4- 
3-3-3 burst at 66MHz. The data from the CPU is latched in 
the write buffer of the DBC until CAS goes active one T-state 
after the first T2 (on a page hit). This provides a fast write 
mechanism and two wait state writes are maintained for the 
leadoff cycle within a page (even at 66MHz). The CAS pulse 
width can be extended by one more T-state to ease the tim- 
ing constraints on the CAS pulse width requirement for 
speeds above 66Mtz. 


a ae Lea ea ee ee ee 


SYSCFG 01h 


RAS# active/ 
inactive when 


Row address 
HOLD after 
RAS# active: starting a 
0=2CPUCLKs] master cycle: 
1=1CPUCLK |0= Active 
(normal 
page mode) 
1 = Inactive 


RAS pulse 
width used during refresh: 
00 = 7 CPUCLKs 
01 =6 CPUCLKs 
10 =5 CPUCLKs 
11 = 4 CPUCLKs 


DRAM Control Register 1 


Default = 00h 


RAS 
precharge time: 
00 = 6 CPUCLKs 
01 =5 CPUCLKs 
10 = 4 CPUCLKs 
11 = 3 CPUCLKs 


CAS pulse 
width during width during 
reads: writes: 

0 =3 CPUCLKs | 0 = 3 CPUCLKs 
1 =2 CPUCLKs | 1 = 2 CPUCLKs 
For 1 CPUCLK 

width, refer to 

SYSCFG 

1Ch[0]. 


CAS pulse 


SYSCFG 02h 


EDO DRAM Control Register 


SYSCFG 1Ch 


Cache Control Register 1 


SSS SSS Sass 


Default = 00h 
CAS 
precharge time: 


0 = 2 CPUCLKs 
1=1 CPUCLK 


DRAM 
posted write: 
0 = Disable 
1 = Enable 


Default = 00h 


CAS pulse 
width during 
DRAM 
accesses: 
0 =CAS pulse 
width deter- 
mined by 
SYSCFG 
01h[3] 

1 =CAS pulse 
width is 1 
CPUCLK}? 


(2) The width of the pulse is one CPUCLK for read accesses to banks that are populated with EDO DRAMs (selected by bits [7:2]), resulting 
in X-2-2-2 burst to EDO DRAM at 50/60/66MHz. SYSCFG 14h[7] and PCIDVO 44h[0] must be set in prior to setting this bit. X-2-2-2 burst 
cycles enabled by this bit apply only during CPU read bursts to EDO DRAM banks that are enabled in SYSCFG 1Ch[7:2]. 
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Table 4-36 


DRAM Operation Programming Bits (cont.) 


SYSCFG 0Ch 
Fast BRDY# 


DRAM Hole IsYscFaoch = ——————SsSCéRAMHDle Higher Address «Cail = 0h | Address 


IsYscFaoch = ——————SsSCéRAMHDle Higher Address «Cail = 0h | = 00h 


generation for 
DRAM write 
page hits. 
BRDY# for 
DRAM writes 
generated on: 
0 = 4% CPUCLK 
1 = 3" CPUCLK 


4.6.6.3 
FireStar supports the following types of refresh schemes: 
¢ Normal refresh 

* Non-ISA refresh 

¢ Burst refresh 


DRAM Refresh Logic 


During normal refresh, the CPU bus is put on BOFF# and the 
DRAM bus is refreshed. This is the default condition at 
power-up. 


In non-ISA refresh, once the REFRESH# signal is generated 
internally, the DRAM will be refreshed in the background 
while the CPU is accessing the internal cache. Non-ISA 
refresh is performed independently of the CPU and does not 
suffer from the performance restriction of losing processor 
bandwidth by forcing the CPU into its hold state. Since non- 
ISA refresh delivers higher system performance, it is recom- 
mended over normal refresh. As long as the CPU does not 
try to access local memory or the ISA bus during a non-ISA 
refresh cycle, refresh will be transparent to the CPU. The 
CPU can continue to execute from its internal and secondary 
caches as well as execute internal instructions during non- 
ISA refresh without any loss in performance due to refresh 
arbitration. If a local memory or ISA bus access is required 
during a non-ISA refresh cycle, wait states will be added to 
the CPU cycle until the resource becomes available. Non-ISA 
refresh also separates refreshing of the ISA bus and local 
DRAM. 


In non-ISA refresh mode, the internal REFRESH# signal is 
not used. FireStar generates an internal refresh input from 
the system frequency and does a refresh in the background 
when the DRAM bus is available. Table 4-37 shows the 
refresh logic associated register bits. 


The DRAM controller arbitrates between CPU DRAM 
accesses and DRAM refresh cycles, while the ISA bus con- 
troller arbitrates between CPU accesses to the ISA bus, DMA 
and ISA refresh. The ISA bus controller asserts the RFSH# 
and MRD# commands and outputs the refresh address dur- 
ing ISA bus refresh cycles. 


FireStar implements refresh cycles to the local DRAM using 
CAS-before-RAS timing. The CAS-before-RAS refresh uses 
less power than RAS-only refresh which is important when 
dealing with large memory arrays. CAS-before-RAS refresh 
is used for both normal and non-ISA refresh to DRAM mem- 
ory. 


The periodic REFRESH# request signal that occurs every 
15us, originates from the counterAimer of the integrated 
82C206. Requests for refresh cycles are generated by two 
sources: the counter/timer of the integrated 82C206 or 16-bit 
ISA masters that activate refresh when they have bus owner- 
ship. These ISA masters must supply refresh cycles because 
the refresh controller cannot preempt the bus master to per- 
form the necessary refresh cycles. 16-bit ISA masters that 
hold the bus longer than 15,s must supply refresh cycles. 
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Table 4-37 Refresh Logic Register Bits 
7 


SYSCFG 12h Refresh Control Register Default = 00h 


Suspend mode refresh: Slow refresh: 
00 = From CPUCLK state Refresh on: 


machine 00 = Every REFRESH#/32KHz 
01 = Self-refresh based on 32KHz falling edge 

only 01 =Alternate REFRESH#/32KHz 
10 = Normal refresh based on falling edge 

32KHz only 10 = One in four REFRESH#/ 
11 = Reserved 32KHz falling edge 


11 = Every REFRESH#/32KHz 
toggle 
FSS SGC GSS GSS 
SYSCFG 27h Miscellaneous Control Register X Default = 00h 


Non-ISA refresh counter: 

000 = Disable, use external refresh pin 
001 = Reserved 

010 = Reserved 

011 = Reserved 

100 = 66MHz external CPU clock 

101 =60MHz external CPU clock 

110 = 50MHz external CPU clock 
111 = 40MHz external CPU clock 


SESS SS See 
Eyeera? a UMA ero ais 2 Default = 00h 


Allow SDRAM Allow RFSH# 
self-refresh in signal from IPC 
Suspend mode: | to connect to 
0 = Disable DRAM 
(SDRAM controller: 
engages 0 = Disable 
auto- 1 = Enable 
refresh 
mode) 
1 = Enable 
(need to 
enable 
SDRAM 
self-refresh 
if SYSCFG 
12h[5:4] = 
01 or 10) 


SSSSSSSSES SSS 
PCIDV1 64h ooh rere: eaaair eased = Dean 7 gk 


ISA refresh: 
0 = Enable 
1 = Disable, to 
increase 
PCI master 
bandwidth 
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Table 4-37 Refresh Logic Register Bits (cont.) 


a ee es ee ee ee ee ee ee ee ee eee 


PCIDV1 64h - FS ACPI Version 


4.6.7. DRAM DMA/Master Cycles 

For DMA and master cycles, the DRAM controller operates 
such that the MRD# and MWR# signals generate RASx# syn- 
chronously. The generation of the DRAM column address is 
then synchronized with PCICLK. The synchronization can be 
programmed to be 0.5 to 1.5 PCICLKs and 1.0 to 2.0 PCI- 
CLKs. The generation of CASx# is always one PCICLK after 
the generation of the column address. The cycles can thus be 
completed without adding wait states. For cases when the 


Figure 4-14 ISA Master Synchronization 
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PCI Master Control Register 1 


Default = 10h 


ISA refresh: 
0 = Enable 
1 = Disable, to 
increase 
PCI master 
bandwidth 


Synchronize 
reset for 


refresh logic (for 
improved 
timing): 
0 = Enable 
1 = Disable 


CPU writeback cache is enabled, wait states need to be 
added to the DMA/master cycles. This is because the CPU 
can request a primary cache castout (always a burst write to 
the DRAMs) and only after the castout is completed can the 
requested data from the DRAM be fetched. 


Note: ISA masters which ignore IOCHRDY may not work 


when CPU writeback is enabled. 


Ww2 
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4.6.8 DRAM Hole Control 
FireStar allows system “holes” in DRAM, to which accesses SYSCFG O6h[7], O9h[7:0], OAh[7:0], OBh[7:0], OCh[S:0]. 
can go to the PCI bus. DRAM holes can be set through Table 4-38 shows these register bits. 


Table 4-38 DRAM Hole Control Related Registers 


ae ae a ee ne Ss (ee ee 


SYSCFG 06h Shadow RAM Control Register 3 Default = 00h 


DRAM hole 
in system 
memory from 
80000h- 
OFFFFh:") 
0 =No hole in 
memory 
1 = Enable 
hole in 
memory 
(1) This setting gives the user the option to have some other device in the address range 80000h-9FFFFh instead of system memory. When 
bit 7 is set, the 82C700 will not start the system DRAM controller for accesses to this particular address range. 
SYSCFG 09h System Memory Function Register Default = 00h 


DRAM Hoke B size: DRAM Hole B control mode: DRAM Hole A size: DRAM Hole A control mode: 
00=512KB 10=2MB 00 = Disable 00=512KB 10=2MB 00 = Disable 
01 =1MB 11 =4MB 01 = WT for L1 and L2 01 =1MB 11 =4MB 01 = WT for L1 and L2 
Address for this hole is specified | 10 =Non-cacheable for L1 and L2| Address for this hole is specified | 10 =Non-cacheable for L1 and L2 
in SYSCFG OBh[7 :0] and OCh[3:2] | 11 = Enable hole in DRAM in SYSCFG OAH7 :0] and OCh[1:0] | 11 = Enable hole in DRAM 
SYSCFG 0Ah DRAM Hole A Address Decode Register 1 Default = 00h 


DRAM Hole A starting address: 
- These bits along with SYSCFG OCh[1 :0] are used to specify the starting address of DRAM Hole A. 


- These bits, AST[7:0], map onto HA[26:19] lines. 
SYSCFG OBh DRAM Hole B Address Decode Register 2 Default = 00h 
DRAM Hole B starting address: 
- These bits along with SYSCFG OCh[3:2] are used to specify the starting address of DRAM Hole B. 
- These bits, BST[7:0], map onto HA[26:19] lines. 
SYSCFG 0Ch DRAM Hole Higher Address Default = 00h 


DRAM Hole B DRAM Hole A 
starting address: starting address: 
These bits are used in conjunction | These bits are used in conjunction 
with the bits in SYSCFG OBhto | with the bits in SYSCFG OAh to 
specify the starting address of specify the starting address of 
DRAM Hole B. These bits, DRAM Hole A. These bits, 
BST[9:8], map onto HA[28:27]. AST[9:8], map onto HA[28:27]. 
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4.7 CPU Pipelining Control 


Depending on the configuration of cache and DRAM, NA# to bursts, NA# may be generated at three different points. 
the CPU must be generated at different times during burst These are controlled by SYSCFG 08h[2], OEh[2], 11h[4], and 


reads or writes. The registers that control NA# generation to 1Fh[5]. 
the CPU are in summarized in Table 4-39. During CPU 


Table 4-39 NA# Generation Control 


ee ee ee ee ee ee ee eee ee 


SYSCFG 00h Byte Merge/Prefetch & Sony Cache Module Control Register Default = 00h 
Byte/word 
merging with 
CPU pipelining 
(NA# genera- 
tion) support: 
0 = Disable 
1 = Enable 
FSGS 


SYSCFG 08h CPU Cache Control Register Default = 00h 


CPU address 
pipelining for 
DRAM burst 
cycles: 
0 = Disable 
1 = Enable 
(Allow: 
X-2-2-2-3-2-2-2 
if SYSCFG 
1Fh[5] = 1 
or 
X-2-2-2-2-2-2-2 
if SYSCFG 
1Fh[5] =0 
or 


X-2-2-2-X-2-2-2 


if SYSCFG 
1Fh[5] = 0 and 
11[4] =1) 
SYSCFG OEh PCI Master Burst Control Register 1 Default = 00h 


Generate NA# 

for every single 

transfer cycle: 
0 = Disable 
1 = Enable 
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Table 4-39 NA# Generation Conirol (cont.) 


ee ae Sa a ee a ee ee ee 


SYSCFG OFh PCI Master Burst Conirol Register 2 Default = 00h 


New mode of 
single cycle 
NA#: 

0 = No change 
in cache 
write hit tim- 
ing 

1 = Cache 
write hit sin- 
gle transfer 
cycles will 
take 3 
CLKS to 
comple if 
the line is 
already dirty 

SYSCFG 11h Miscellaneous Control Register 2 Default = 00h 


CPU address 

pipelining for 

DRAM burst 
cycles: 

0 = Controlled 
by 
SYSCFG 
O8h[2] and 
1F[5] 

1 = Slow pipe- 
lining (allow 
X-2-2-2-X- 
2-2-2 when 
SYSCFG 
O8h[2] = 1 
and 
1F[5] =0 


RRR eee eee 


Generate NA# 
for PCI slave 
access in 
asyne PCICLK 
mode: 
0=No 
1 = Yes 
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Table 4-39 NA# Generation Control (cont.) 


[a ae Eee a ee 


SYSCFG 1Fh EDO Timing Control Register Default = 00h 


NA# 
generation for 
burst DRAM 
accesses: 
0 = Aggressive 
(X-2-2-2-2- 
2-2-2 if 
SYSCFG 
O8h[2] = 1) 
1 = Controlled 
by 
SYSCFG 
O8h[2] 
Also see 
SYSCFG 11h[4] 
Nee ee SSS 
SYSCFG 23h Pre-Snoop Control Register Default = 00h 


Half clock shift 
of cache hit 
latching when 
fast NA is 
enabled: 

0 = Disable 


SSRN WAN NAN. ca. SSS 
SYSCFG = O iaccointasie Control Register ma Rea = 00h 
Fast NA# with 
L2 cache: 


0 = Disable 
1 = Enable 
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4.8 PCI Bus Interface 


FireStar supports up to four PCI bus masters. Both synchro- 
nous and asynchronous modes of operation of the PCI bus, 
with respect to the CPU, are supported. FireStar supports a 
32-bit PCI implementation and supports PCI bus operating 
frequencies up to 33MHz. It also functions as the PCI-to-ISA 
expansion bridge and performs the required data path con- 
version between the 32-bit PCI bus and the 8/16-bit ISA bus. 


4.8.1. PCI Master Cycles 
A PCI master is always allowed to access the system mem- 
ory and system I/O spaces. Refer to Table 4-40. 


4.8.1.1 System Memory Access 

The PCI master asserts FRAME# and puts out the address 
on the AD[31:0] bus. FireStar decodes that address and pro- 
vides the data path to the PCI master to access system mem- 
ory. If the access is to the system memory space, then 
FireStar acts as the PCI slave and it generates the appropri- 
ate control signals to snoop the L1 cache for every access, or 
for every access to a new line (if the line comparator is 
enabled). 


Table 4-11 and Table 4-12 (on page 59) describe the 
sequence of events that take place during a master 
read/write cycle from/to system memory. Listed below is the 
data flow path for all such accesses by a PCI master. 


Table 4-40 PCI Master Access Bits 


4.8.1.2 X-1-1-1 Support on PCI Master Cycles 

During PCI master read and write burst cycles into DRAM, 
FireStar has the capability to do X-1-1-1 cycles on the PCI 
bus. This increases the PCI bandwidth. With the pre-snoop 
feature of FireStar, a PCI master can sustain bursting to 
DRAM till a 4K page boundary is reached. 


4.8.1.3 Non-Local Memory Access 

The PCI master asserts FRAME# and outputs the address on 
AD[81:0]. If the access is not to the system memory area, 
FireStar does not assert the internal LMEM#. 


All other PCI slaves have up to three PCICLKs after the start 
of the PCI cycle to assert DEVSEL#. All read/write access 
from/to PCI slaves is done directly over AD[31:0]. 


If no PCI slave responds within three PCICLKs after the start 
of the cycle, then FireStar starts an ISA cycle. For a read 
access from the ISA bus, the ISA device outputs the data on 
SD[15:0] or SD[7:0], depending on whether it is a 16- or 8-bit 
slave. FireStar latches this data and then performs the appro- 
priate data bus conversions and steering (based on the 
lOCS16#, MEMCS16#, SBHE# signals) and puts the data 
out on AD[31:0]. For a write access to the ISA bus, the PCI 
master puts out the data on AD[31:0]. FireStar latches this 
data and then performs the appropriate data bus conversions 
and steering (based on the |OCS16#, MEMCS16#, SBHE# 
signals) and outputs the data on SD[15:0] or SD[7:0], 
depending on whether it is a 16- or 8-bit slave. 


La 5 eS 


PCIDVO 04h 


PCIDV1 04h 
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SS 


Command Register - Byte 0 


The 82C700 

allows a PCl 

bus master 

access to mem- | access at any 
ory atanytime. | time. 

(Default = 1) (Default = 1) 


Default = 07h 


/O access 
(RO): 

Must = 1 

(always) 
The 82C700 
allows a PCl allows a PCl 
bus master bus master 1/O 
access to mem- | access at any 
ory atanytime. | time. 
(Default = 1) (Default = 1) 


Memory 
access (RO): 
Must = 1 
(always) 
The 820700 


Default = 07h 
I/O access 
(RO): 
Must = 1 
(always) 

The 82C700 


Memory 
access (RO): 
Must = 1 
(always) 


allows a PCl 
bus master 1/O 
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4.8.1.4 PCI Master Pre-Snoop cache address would have been latched by HACALE. If the 
Pre-snooping is a technique with the aid of which a PCI mas- CPU responds with a HITM#, then the current PCI| master 
ter can sustain bursting to the local memory till a 4K page cycle will be terminated at the cache line boundary to allow 
boundary is reached. If pre-snooping is enabled, then on the the writeback cycle to occur. Enabling pre-snooping allows 
first TRDY# of the PCI master cycle, the state machine within FireStar to continue bursting past a cache line boundary. 
FireStar increments the HA[12:5] address lines by one and Table 4-41 shows the register bits associated with the pre- 
asserts EADS# to the CPU after that. By this time, the earlier snoop feature. 


Table 4-41 Pre-Snoop Control Register Bits 


eee eee eee 


SYSCFG O0Dh Clock Control Register Default = 00h 


Give FireStar 
control of the 
PCI bus on 
STOP# genera- 
tion after HITM# 
is active: 

0=No 
1 = Yes(?) 


(2) FireStar has control over the PCI bus until the writeback is completed. If PC] master pre-snoop has been enabled (SYSCFG OFh[7] = 1), 
ODh[1] should be set to 1. 
rayacee OFh PCI Master Burst Control Register 2 Default = 00h 


PCI pre-snoop: 
0 = Disable 
1 = Enable“) 
Also see” 
SYSCFG 
ODh[1]. 


(1) FireStar generates a pre-snoop cycle to the shite still that the PCI tat a sie = ae 
Sc SS SSS Ss 
SYSCFG 16h ate RAM Control =r Srrre = aa 


Pre-snoop 
control: 

0 = Pre-snoop 
for starting 
address 0 
only 

1 = Pre-snoop 
for all 
addresses 
except 
those on the 
line bound- 


ry 
SSeS See 
SYSCFG 1Eh Control Register Default = 00h 


Retry PCI pre- 
snoop HITM# 
cycle: 

0 = Disable 
1 = Enable 
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Table 4-41 


Pre-Snoop Control Register Bits (cont.) 


a en Sea ee a ee ee ee ee 


SYSCFG 23h 


Pre-snoop for 


Pre-snoop for 
PCI X-1-1-1 
read multiple 
and read line: 
0 = Disable 
1 = Enable 


PCI X-1-1-1 
write invalidate: 
0 = Disable 
1 = Enable 


Pre-Snoop Conirol Register 


Default = 00h 


4.8.2 PCI Slave Cycles To enable the byte/word merge feature, PCIDV1 4Eh[3], 
PCIDV1 4Eh[1], SYSCFG 17h[2], and SYSCFG 00h[4:3] 
4.8.2.1 CPU Master Cycles should be set to 1. Refer to Table 4-42 for information on 


Any CPU cycle that is not an access to the system memory 
area, FireStar translates that cycle to a PCI cycle and asserts 
FRAME# on the PCI bus. All PCI slaves have up to three 
PCICLKs after the start of the cycle within which to assert 
DEVSEL#. The data flow path would be similar to the ones 
described in the previous section. 


4.8.2.2 PCI Byte/Word Merge 
This feature, if turned on, allows successive 8-/16-bit writes 
from the CPU to a PCI slave, to be merged into a 32-bit entity 
and then sent out to the PCI slave. 


Table 4-42 


Byte/Word Merge Feature Register Bits 


these register bits. 


4.8.2.3 ISA Master Cycles 

If the ISA master cycle is not a system memory access, then 
FireStar becomes the initiator and commences a PCI cycle. 
The data flow path for an ISA master to a PCI slave access is 
between the SD[15:0]/SD[7:0] lines and the AD[81:0] lines. 
FireStar handles all the data bus conversion and steering 
logic. 


ee ee ee ee eee ee ee eee eee 


PCIDV1 4Eh 
Pipelined byte 
0 = Disable 


merge function: 


Miscellaneous Control Register C - Byte 0 


Byte merge: 
0 = Disable 
1 = Enable 


Default = 00h 


am 1 = Enable i 


SS aaa 
PCI Cycle Control Register 2 Default = 00h 
0 = Disable 


Byte Merge/Prefetch & Sony Cache Module Control Register Default = 00h 
Byte/word 
merge support: 


0 = Disable 
1 = Enable 


SYSCFG 17h 
Pipelining 
during byte 

merge: 


Ss 
SYSCFG 00h 


Enable internal 
HOLD requests 
to be blocked 
while perform- 


Time-out counter for 
byte/word merge: 
00 = 4 CPUCLKs 
01 = 8 CPUCLKs 


Byte/word 
merging with 
CPU pipelining 
(NA# genera- 


tion) support: 
0 = Disable 
1 = Enable 
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11 =16 CPUCLKs 


Setting determines maximum time 
difference between two consecu- 
tive PCI byte/Aword writes to allow 
merging. 


ing byte merge: 
0 = Disable 
1 = Enable 
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Figure 4-15 CPU 32-Bit Read from PCI 
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Figure 4-16 CPU 32-Bit Write to PCI 
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Figure 4-17 CPU 64-Bit Read from PCI 
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Figure 4-18 ISA Master Read from PCI 
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Figure 4-19 ISA Master Write to PCI 
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Figure 4-20 ISA Master Read from ISA Slave 
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Figure 4-21 ISA Master Write to ISA Slave 
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4.8.3 PCI Arbitration 
The PCI arbiter logic provides up to four external 
REQ#/GNT# signal pairs. These are utilized as follows. 


* REQO#/GNTO# - always available for PC! bus master 
devices such as the 82C824 CardBus Controller. 


* REQ1#/GNT1# - always available for PC! bus master 
devices. 


1000ns 


ik 
Mv 


* REQ2#/GNT2# - always available for PCI bus master 
devices. 


REQ3#/GNT3# - available for PCI bus master devices 
when distributed DMA is not used. If unified memory archi- 
tecture is adopted, these pins become UFBREQ# and 
UFBGNT# respectively. 
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4.9 ISA Bus Interface 


The ISA bus state machine gains control when the decoding 
logic of FireStar detects that no PCI device has claimed the 
cycle. It monitors status signals M16#, 1016#, IOCHRDY, 
and NOWS# and performs the necessary synchronization of 
control and status signals between the ISA bus and the 
microprocessor. FireStar supports 8/16-bit memory and I/O 
devices located on the ISA bus. 


An ISA bus cycle is initiated by asserting BALE in ISA-TS1 
state. On the trailing edge of BALE, M16# is sampled for a 
memory cycle to determine the bus size. It then enters ISA- 
TC state and provides the command signal. For an I/O cycle, 
1016# is sampled after the trailing edge of ALE until the end 
of the command. The command cycle is extended when 
IOCHRDY is detected inactive or the cycle is terminated 
when the zero wait state request signal (NOWS#) from the 
ISA bus is active. Upon expiration of the wait states, the ISA 
state machine terminates itself and passes an_ internal 
READY to the CPU state machine to output a synchronous 
BRDY# to the CPU. The ISA bus state machine also routes 
data and address when an ISA bus master or DMA controller 
accesses system memory. 


Table 4-43 


The delay between back-to-back ISA cycles is programmable 
and can be configured by programming PCIDV1 43h[3:2]. 
See Table 4-43. 

4.9.1 Data Bus Conversion/Data Path Control 
Logic 

Data bus conversion from the 64-bit CPU bus to the memory 
bus is done by the data buffer controller within FireStar. The 
data bus conversion from the high order MD bus to the AD 
bus and the conversion to a 8/16-bit ISA bus is done by 
FireStar. It converts the CPU byte enables BE[7:0]# to 
address A2 and four byte enable signals C/BE[3:0]#, for the 
PCI bus. FireStar uses the C/BE[3:0]#, A2 and the other ISA 
address (A[1:0], SBHE# and 1016#/M16#) information to 
complete the 64-bit to 8/16-bit data conversion for the ISA 
bus. FireStar performs data bus conversion when the CPU 
accesses 16- or 8-bit devices through 16- or 32-bit instruc- 
tions. It also handles DMA and ISA master cycles that trans- 
fer data between local DRAM or cache memory and locations 
on the ISA bus. 


Delay Back-to-Back ISA Cycle Register Bit 


a ee ee ee eee 


Feature Control Register 


PCIDV1 43h 


Default = 00h 
Back-to-back 
ISA I/O cycle delay: 
00 = Delay by 3 ATCLKs 
01 = Delay by 12 ATCLKs 
10 =No delay 
11 = Delay by 12 ATCLKs") 


(1) When bits [3:2] take on the combination of 11, all back-to-back cycles are delayed by 12 AT clocks. This is different from the combinations 
of 00 and 01 because in the latter case, the delay will be inserted only when an I/O access is followed by a second I/O access with no 


other type of access occurring in between (e.g.,a memory access). 
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4.9.2 Special Cycles 


4.9.2.1 System ROM BIOS Cycles 

FireStar supports both 8- and 16-bit EPROM cycles. If the 
system BIOS is 16 bits wide, ROMCS# should be connected 
to M16# through an open collector gate indicating to FireStar 
that a 16-bit EPROM is responding. The system BIOS 
resides on the XD bus. 


ROMCS# can generated for both the EQOOOh-EFFFFh and 
FOOOOh-FFFFFh segments through PCIDV1 4Ah and 4Bh. 


Table 4-44 Registers Associated with ROMCS# 


(Refer to Table 4-44.) If a combined video/system ROM BIOS 
is desired, these two segments should be used. 


4.9.2.2 System Shutdown/Halt Cycles 

The CPU provides special bus cycles to indicate that certain 
instructions have been executed or certain conditions have 
occurred internally. These special cycles, such as shutdown 
and halt, are covered by dedicated handling logic. FireStar 
will generate CPUINIT for a CPU shutdown cycle. 


a ee ee eee eee 


PCIDV1 4Ah 


Default = 00h 


ROMCS# for 
F8000h- 
FFFFFh: 


0 = Enable 


1 = Disable 


PCIDV1 4Bh 


ROMCS# for 
FOOOOh- 
F7FFFh: 

0 = Enable 
1 = Disable 


ROMCS# for 
E8000h- 
EFFFFh: 

0 = Disable 
1 = Enable 


ROM Chip Select Register 1 


ROMCS# for ROMCS# for 
E0000h- D8000h- 
E7FFFh DFFFFh: 

0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


ROM Chip Select Register 2 


ROMCS# for 
DOOO0h- 
D7FFFh: 

0 = Disable 
1 = Enable 


ROMCS# for 
C8000h- 
CFFFFh: 
0 = Disable 
1 = Enable 


ROMCS# for 
C0000h- 
C7FFFh: 

0 = Disable 
1 = Enable 


Default = 00h 


ROMCS# for 
FFFF8000h- 
FFFFFFFFh: 
0 = Enable 
1 = Disable 


ROMCS# for 
FFFFOOOOh- 
FFFF7FFFh: 
0 = Enable 
1 = Disable 


ROMCS# for 
FFFE8000h- 
FFFEFFFFh: 
0 = Disable 
1 = Enable 


FFFEOOO00h- 


0 = Disable 
1 = Enable 


ROMCS# for 


FFFE7FFFh: 


ROMCS# for 

FFFD8000h- 

FFFDFFFFh: 
0 = Disable 
1 = Enable 


ROMCS# for 
FFFDOOOOh- 
FFFFD7FFFh: 
0 = Disable 
1 = Enable 


ROMCS# for 
FFFC8000h- 
FFFCFFFFh: 
0 = Disable 
1 = Enable 


ROMCS# for 

FFFCOOO00h- 

FFFC7FFFh: 
0 = Disable 
1 = Enable 
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4.9.3 Local ISA Support Options 

The FireStar solution assumes that ISA bus requirements will 
be minimal in most cases. However, it also makes options 
available for full ISA bus recovery. The ISA controller configu- 
rations are based on the following architecture. 


* ISA bus address bits SA[23:0] are generated on dedicated 
pins. 


¢ Data bits D[15:0] for ISA and Compact ISA cycles are 


accessed on dedicated pins SD[15:0]. Data bits XD[7:0] 
for X bus cycles are provided directly on XD[7:0]. 


* |SA-coupled docking solutions are possible, but are not 
encouraged. ISA is available on PCl-coupled docking solu- 
tions through the 82C825 PCI-ISA Bridge chip. 


The configurations possible are described in the following 
sections. 


4.9.3.1 No ISA Bus Configuration 

It is possible to use FireStar in a configuration with no local 
ISA bus. In this case, there is no local X-bus support and all 
X-bus devices must be positively decoded on PCI by an 
external device. 


Figure 4-22 Minimum ISA Bus Configuration 


FireStar 


ISA Controller 
Minimum Mode 


IRQ8# 


ROMCS# 
MRD#, MWR# 


In this configuration, the primary IDE cable device is directly 
supported (no external buffers needed for isolation) on the 
SD[15:0] (Cable 0 data) and XD[7:0] buses. Address lines 
SA[15:0] can then be reassigned as the Cable 1 data bus. 
Various other pins are switched to directly support the sec- 
ond drive cable. 


4.9.3.2 Minimum ISA Bus Configuration 

The typical ISA bus utilization in a notebook or ISA-less desk- 
top system requires support for only three devices: the BIOS 
ROM, the keyboard controller, and the real-time clock (RTC). 
(Refer to Figure 4-22) FireStar provides direct support for 
these devices. Devices such as the super I/O chip and audio 
chip sit directly on PCI in this implementation. The complete 
set of ISA interface signals would never be required. 


Because of the minimal signal set requirements in this mode, 
many ISA pins are recoverable on the chip and become use- 
ful as programmable input/output (PIO) pins as described 
elsewhere in this document. Typically about 25 pins would 
become available for other uses. 


ROM 


KBDCS# 
IOR#, |OW# 


RTCAS, RTCRD#, RTC WR# 
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4.9.3.3 Reduced ISA Bus Configuration Figure 4-23 illustrates the reduced ISA application. Connec- 
Notebook systems that must still rely on ISA devices often tions to the ROM, KBC and RTC are the same as shown in 
require only support for such components as the audio chip the previous figure. 

and floppy controller. This configuration is much simpler to 

implement and still leaves about 15 unused ISA pins avail- 

able for other uses. 


Figure 4-23 Reduced ISA Bus Configuration 


DMAW, DMAX 
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FireStar 
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4.9.3.4 Full ISA Bus Configuration 

Full ISA support is possible with no external TTL. The com- 
plete 24-bit ISA address is provided. Certain pins, such as 
MASTER# or |OCHCK#, that are not always useful in a note- 
book design can be reassigned to other functions such as 
power control pins through the PIO pin feature. Figure 4-24 
shows the configuration for full ISA application. 


4.9.3.5 Compact ISA Support 

The OPTi Compact ISA (CISA) interface provides full 16-bit 
support, using only 23 pins, to 100-pin devices such as the 
OPTi 82C852 PCMCIA Controller. Most signals are shared 
with existing ISA signals. 


Figure 4-24 Full ISA Bus Configuration 
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FireStar 
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MRD#, MWR# 
IOR#, IOW# 
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IOCHCK# 
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Pin Requirements 

Compact ISA multiplexes address, IRQ, DRQ, and data all on 
the ISA SD bus and requires only two dedicated signal pins, 
CMD# and SEL#/ATB#. Four other signal pins, ATCLK, 
BALE, IOCHRDY, and RSTDRYV, are shared with the stan- 
dard ISA bus. SPKROUT replaces the SPKD signal on previ- 
ous OPTi chipsets and allows all devices to combine their 
speaker outputs with no extra logic. 


These minimal pin requirements make Compact ISA very 
practical for local 16-bit devices that are too slow to need PCI 
bus speeds. 


Figure 4-25 Compact ISA Support 
(available for all configurations) 


SD[15:0 MAD[15:0] 
FireStar ele ‘a 82C852 
(Optional) (#1) 
82C852 
(#2) 
82C852 
(#3) 
C | soces2 
l | Ss 
ISA Controller A 
All Modes 82C852 
| | B (#5) 
ee u 
RSTDRV ® | nocaso 
ATCLK (#6) 
BALE 82C852 
CMD# (#7) 
SEL#/ATB# aocane 
IOCHRDY Wis) 
SPKROUT 


912-2000-015 
Revision: 1.0 


Preliminary 
82C700 


4.9.3.6 Compact ISA Interface 

FireStar incorporates the OPTi Compact ISA (CISA) inter- 
face. This interface allows connection of any Compact ISA 
peripheral device, such as the OPTi 82C852 PCMCIA Con- 
troller. The Compact ISA Specification is a separate docu- 
ment (Section Appendix A., "Compact ISA Specification") that S 
describes the interface in detail. 


to the interrupt controller from taking effect until ATB# is 
deasserted and the new DRQ/IRQ states are latched in. 


* The FireStar Compact ISA involves two mandatory signals 
and one optional signal: 


CMD# (O) - Command, generated by FireStar to run 
CISA cycles. An external pull-up resistor is required on 
this line. 


SEL#/ATB# (I) - CISA peripheral device “selected” 
handshake input during AT cycles; AT backoff request 
between cycles; clock restart request during Idle mode. 
An external pull-up resistor is required on this line. 


CDIR (O) - Optional CISA buffer direction signal. For 
desktop-type designs where the CISA signals are buff- 
ered on the motherboard to connect through a long rib- 
bon cable to 820852 PCMCIA Controller(s). CDIR can 
be programmed on any available PIO pin. 


The Compact ISA Control Registers located at SYSCFG F8h, 
F9h, and FAh enable the interface and control various fea- 
tures. 


The Compact ISA implementation must deal with certain 
issues that are specific to the interface architecture. - 


¢ ATCLK cannot be stopped without a specific stop clock 
cycle, since CISA depends on clock edges to transfer 
interrupts. FireStar can be programmed to generate this 
stop clock cycle, both automatically and manually. - 


* The CISA interface generates an AT Backoff (ATB#) sig- 
nal to FireStar to make an interrupt or DMA request. The 
CISA interface is required to backoff any ISA cycle it has 
already started as long as it has not yet asserted ALE. 
ATB# will come, at latest, one-half ATCLK before ALE# 
would be asserted. Once ATB# is asserted, FireStar must 
inhibit all DMA activity and must prevent an EOI command 


Table 4-45 Compact ISA Control Registers 


ee ee ee 


SYSCFG F8h Compact ISA Control Register 1 Default = 00h 


Inhibit MRD# Inhibit MRD# | Inhibit |OR#and IRQ15 Reserved Compact ISA 
interface: 
0 = Disable 
1 = Enable 
If disabled, can 
use pins as 
PIO pins. 


and MWR3# if and MWR# if lOW# if SEL# assignment: 
Default = 00h 


Fast CISA 
memory cycle: 
0 = Disable 

(ISA# = 0) 
1 = Enable 

(ISA# = 1) 


SEL# asserted | SEL# asserted | asserted on I/O 0=IRQ15 
on memory on DMA cycle: 
cycle: 0=No 
0=No 
1 = Yes 


SYSCFG F9h 


SPKD signal 
driving: 


Compact ISA Control Register 2 


End-of-Interrupt Hold - Delays 
8259 recognition of EO| command 
to prevent false interrupts): 

00 = None 
01 = 1 ATCLK 
10 = 2 ATCLKs 


Stop Clock Count bits - Stop clock cycle indication 
to CISA devices of how many ATCLKs to expect 
before the clock will stop: 

000 = Reserved 
001 = 1 ATCLK (Default) 


Generate CISA stop clock cycle 
(if not already stopped): 
00 = Never 
01 = On STPCLK# cycles to the 
CPU (hardware) 


0 = Always, per 
AT spec 
1 = Sync, per 


CISA spec 
11 =3 ATCLKs 


SYSCFG FAh 


CDIR response | CDIR response 
to IDE cable 1 to IDE cable 0 
read read 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


Reserved 


111 =7 ATCLKs 


RSs 


Compact ISA Control Register 3 


Resume from 
Suspend on 
SEL#/ATB# 

low: 
0 = Disable 
1 = Enable 


Reserved 


10 = Immediately (software) 
11 = Reserved 
a 
Default = 00h 
Configuration 
cycle 
generation: 
0 =No action 


1 = Run cycle 
using 
scratchpad 
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Table 4-45 Compact ISA Control Registers (cont.) 


ae a a ee a ee ee ee ee ee 


SYSCFG 6Bh Default = 00h 
DRAM Suspend | PREQ# caused 


Resume Source Register 


Reserved: CISA SUSP/RSM RSMGRP 
SEL#/ATB# caused caused Resume (RO): 
type: O=No Resume (RO): low caused Resume (RO): | Resume (RO): O=No 
0 = Slow refresh 1 = Yes 0=No Resume (RO): 0 =No 0=No 1=Yes 

(normal) 1 = Yes 0=No 1 = Yes 1 = Yes 
1 = Self-refresh 1 = Yes 


CLKRUN# RI caused 


mode refresh Resume (RO): caused 


Write as read. 


Compact ISA Interface Enable bit (SYSCFG F8h[0)): 
Provides master control over whole interface to support 
CISA. If this bit is 0, all Compact ISA functions are dis- 
abled and no address strobing occurs on the SD bus. No 
other Compact ISA register bits should be set when F8h[0] 
=0. 


IRQ15 Assignment Bit (SYSCFG F8h[4]): Reassigns 
IRQ15 from the PCMCIA slot so that it can generate a 
Ring Indicator (Rl) SMI instead. 


Inhibit Commands if SEL# Asserted (SYSCFG 
F8h[7:5]): These bits control whether commands will be 
hidden from ISA bus peripheral devices if the cycle is 
claimed by a CISA device. The feature allows devices that 
use the same memory or I/O space to avoid conflict with 
each other; CISA devices always preempt ISA devices. A 
separate bit is provided for memory signals during DMA, 
which would allow fly-by transfers to function between a 
PCMCIA DMA card and an ISA memory device. 


SPKD Signal Driving (SYSCFG F9h[7]): Selects the 
CISA scheme for shared audio outputs. Refer to the CISA 
specification for complete information. 


CISA Stop Clock Cycle Generation (SYSCFG F9h[1:0)): 
enables FireStar to generate the stop clock broadcast 
cycle on the CISA bus, after which it can stop the AT clock. 
There are two methods of generating a CISA stop clock 
cycle: hardware-controlled and software-controlled. 


- Hardware CISA Stop-Clock Control 

- Hardware-controlled CISA stop clock cycle genera- 
tion occurs automatically, if ATCLK has not been 
stopped already, whenever SYSCFG F9h[1:0] = 01 
and FireStar receives a stop grant cycle from the 
CPU. FireStar generates a stop request to the CPU 
when changing CPU speeds or stopping the CPU 
clock; the CPU responds with a stop grant. 


- When SYSCFG F9h[1:0] = 01 to enable automatic 
stop clock cycle generation on CISA, address phase 
1 of each CISA cycle will not be generated until the 
cycle is decoded to be an ISA cycle. The logic adds 
in one extra AT clock before the cycle starts to prop- 
erly start the CISA interface. Inhibition of CISA phase 
1 generation saves power by avoiding unnecessary 


toggling on the MAD bus. 


- When SYSCFG F9h[1:0] = 00 to disable hardware 
stop clock mode, FireStar’s logic drives address 
phase 1 of each CISA cycle as soon as it detects 
ADS# active. In this mode, there is no AT clock start- 
up delay. Software stop-clock control can still be 
used to stop the clock and save power. 


- Software CISA Stop-Clock Control 

- Software-controlled CISA stop clock cycle generation 
occurs only when SYSCFG F9h[1:0] = 10. ACISA 
stop clock cycle is forced onto the CISA bus. When- 
ever F9h[1:0] = 10, F9h[7:2] bits written to this regis- 
ter are ignored so no “read/modify/write” procedure is 
required. This cycle is generated only once; the bits 
then revert to their previous setting (00 or 01). 


Stop Clock Count Bits (SYSCFG F9h[4:2]): Indicate to 
CISA devices how many ATCLKs to expect before the 
clock will stop. The default setting of one ATCLK is correct 
for most applications. 


CMD# State During Suspend: If the CISA bus devices 
are to be powered down during suspend mode, setting 

PCIDV1 73h[7:6] controls the CMD# line with the same 
timing as the PPWRO-1 lines so that there is no current 
leakage path. 


Resume from Suspend on SEL#/ATB# low: Setting 
SYSCFG FAh[3] = 1 allows CISA devices in stop clock 
mode to resume system operation by generating an inter- 
rupt. During normal operation when CISA devices are in 
stop clock mode, the SEL#/ATB# line acts as a CLKRUN# 
signal. This bit also allows the same signal to act as 
RSM#. 


CISA SEL/ATB# Low Caused Resume - If SYSCFG 
FAh[3] = 1 to allow resume from SEL#/ATB#, SYSCFG 
6Bh[3] reads 1 to identify the resume source as CISA. 
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Configuration Cycle Generation 

FireStar can be programmed to generate one CISA configu- 
ration cycle, the Stop Clock Broadcast cycle, automatically 
after a period of inactivity. In order to provide for future Con- 
figuration Cycle possibilities, the FireStar CISA interface also 
includes a generic command generation scheme. This 
scheme takes advantage of the Scratchpad registers already 
present, and does not prevent their continued use as 
Scratchpad registers (see Table 4-46). They must be repro- 
grammed only in order to send out a configuration cycle. 


Table 4-46 


SYSCFG 52h 


General purpose storage byte: 


Scratchpad Register 1 


To generate a configuration cycle: 

1. Load the phase 1 word in SYSCFG 6Ch-6Dh. 
2. Load the phase 2 word in SYSCFG 6Eh-6Fh. 

3. Load the data phase word in SYSCFG 52h-53h. 
4. Write SYSCFG FAh[0] = 1 to run the cycle. 


The CISA interface will generate the desired configuration 
cycle. The cycle will always be a Broadcast (write) cycle, 
since there is no inherent means of receiving information 
back from the configuration cycle. Whenever SYSCFG 
FAh[O] = 1, the FAh[7:1] bits written to this register are 
ignored so no “read/modify/write” procedure is required. 


FAh[0] is automatically cleared to 0 after the cycle runs. 


Scratchpad Registers Used for CISA Configuration Cycles 


Default = 00h 


- For CISA Configuration Cycles: Data phase information, low byte 
FSGS SSCS SSS SSS 
SYSCFG 53h Scratchpad Register 2 Default = 00h 


General purpose storage byte. 
- For CISA Configuration Cycles: Data phase information, high byte 
SYSCFG 6Ch Scratchpad Register 3 


General purpose storage byte 
- For CISA Configuration Cycles: Address phase 1 information, low byte 
Scratchpad Register 4 Default = 00h 


Default 


SYSCFG 6Dh 


General purpose storage byte 
- For CISA Configuration Cycles: Address phase 1 information, high byte 


SYSCFG 6Eh Scratchpad Register 5 Default = 00h 


General purpose storage byte 
- For CISA Configuration Cycles: Address phase 2 information, low byte 
SYSCFG 6Fh Scratchpad Register 6 Default = 00h 


General purpose storage byte 
- For CISA Configuration Cycles: Address phase 2 information, high byte 
SYSCFG FAh Compact ISA Control Register 3 Default = 00h 


Reserved Resume from Reserved Configuration 
toIDE cable 1 | to IDE cable 0 Suspend on cycle 
read read SEL#/ATB# generation: 
0 = Disable 0 = Disable low: 
1 = Enable 1 = Enable 0 = Disable 
1 = Enable 


CDIR response | CDIR response 


0 =No action 

1 = Run cycle 
using 
scratchpad 
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4.9.4 Additional ISA Features 

To minimize the performance impact of ISA devices on sys- 
tem performance, FireStar adds several enhancements to 
the standard ISA subsystem. 


4.9.4.1 PCI Positive Decode for ISA 

FireStar accommodates the remote ISA bus of the 82C825 
ISA Docking Station Bridge through a positive decode of all 
known device accesses on the local ISA bus. In this way, the 
only cycles passed through to the docking station PCI bus 
(for claiming by the secondary ISA bus bridge, the 82C825) 
are those that more likely than not belong to a docking station 
device. This method is very practical for a notebook design, 
since the access ranges of the devices that reside on the 
local ISA bus are generally all known in advance. 


Table 4-47 


The PMU of the FireStar chip provides power management of 
on-board devices through ten access event PMls, of which 
six are fixed and four are programmable. These same 
decode ranges are used to determine whether a device on 
the ISA bus is local and should be claimed without waiting for 
other PCI devices to respond. Cycles claimed by the chip in 
this way are always claimed with fast DEVSEL# assertion. 


When positive decode occurs, the cycle can either be 
mapped to a high-order base address to prevent other PCI 
devices from claiming it, or it can be generated in its normal 
address space. The SYSCFG registers in Table 4-47 indicate 
a "positive decode" option and a "positive decode, SMI" 
option to select the mode desired. 


PCI Positive Decode Ranges for ISA Devices 


a a ee ee ee ee ee ee ee ee 


SYSCFG AEh 


GNR set select: 
0 = GNR1-4 
1 = GNR5-8 


Reserved GNR2 cycle 
decode type: 
0=//0 


1 = Memory 


GNR1 cycle 
decode type: 
0=l/0 
1 =Memory 


GNR_ACCESS Feature Register 


AO (I/O) 
A14 (Memory) 


Default = 03h 
GNR1 base GNR2 mask GNR1 mask 
address: bit: bit: 
AO (I/O) AO (I/O) AO (I/O) 
A1i4 (Memory) |A14 (Memory) |A14 (Memory) 


GNR2 base 
address: 


SYSCFG 5Ah if AEh[7] = 0 


GNR1_TIMER PMI#11 
GNR1_ACCESS PMI#15: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


SYSCFG 5Ah if AEh[7] = 1 


GNR5_TIMER PMI: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
{ 


KBD_TIMER PMI#10 
KBD_ACCESS PMI#14: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


PMU Event Register 3 


PMU Event Register 3 


Default = 00h 


LCD_TIMER PMI#8 
LCD_ACCESS PMI#12: 
00 = Disable 
01 = Reserved 
10 = Reserved 
11 = SMI 


DSK_TIMER PMI#9 
DSK_ACCESS PMI#13: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 =SMI 


Default = 00h 


Reserved 


SYSCFG D8h if AEh[7] = 0 
HDU_TIMER PMI#19 
HDU_ACCESS PMI#23: 
00 = Disable 
01 = Reserved 


01 = Reserved 
11 = SMI 


SYSCFG D8&h if AEh[7] = 1 


COM2_TIMER PMI#18 
COM2_ACCESS PMI#22: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


Reserved 
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PMU Event Register 5 


Default = 00h 


GNR2_TIMER PMI#16 
GNR2_ACCESS PMI#20: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


COM1_TIMER PMI#17 
COM1_ACCESS PMIl#21: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


Default = 00h 


GNR6_TIMER PMI#16 
GNR6_ACCESS PMI#20: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 
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SYSCFG EQh if AEh[7] = 0 


GNR4_TIMER PMI#30 
GNR4_ACCESS PMI#32: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


SYSCFG EQh if AEh[7] = 1 


GNR8_TIMER PMI#30 
GNR8_ACCESS PMI#32: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


PMU Event Register 7 


GNR3_TIMER PMI#29 GNR4_ 
GNR3_ACCESS PMI#31: ACCESS 
00 = Disable PMI#32 on 
01 = Positive decode current access: 
10 = Positive decode, SMI 0=No 
11 = SMI 1 = Yes 


PMU Event Register 7 


GNR7_TIMER PMI#29 
GNR7_ACCESS PMI#31: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


GNR8_ 
ACCESS 
PMI#32 on 
current access: 
0=No 
1 = Yes 


GNR4_ 
ACCESS 
PMI#32 on 
next access: 
0=No 
1 = Yes 


GNR8_ 
ACCESS 
PMI#32 on 
next access: 
0 =No 
1 = Yes 


GNR3_ 
ACCESS 
PMI#31 on 
current access: 
0 =No 
1 = Yes 


GNR7_ 
ACCESS 
PMI#31 on 
current access: 
0 =No 
1 = Yes 


Default = 00h 


GNR3_ 
ACCESS 
PMI#31 on 
next access: 
0 =No 
1 = Yes 


Default = 00h 


GNR7_ 
ACCESS 
PMI#31 on 
next access: 
0 =No 
1 = Yes 


FESS SSS 


SYSCFG D5h 


IPC 
Registers): 
00 = Reserved 


X Bus Positive Decode Register 


KBDCS# 
I/O Ports 60, 64, 62, 66, 92h: 


00 = Reserved 


RTCRD/WR#, RTCAS 
/O Ports 70h-71h: 


00 = Reserved 


Default = 00h 


ROMCS# memory segments 
C000h-FOOOh: 


00 = Reserved 
01 = Positive decode 
10 = Reserved 
11 = Reserved 


01 = Positive decode 
10 = Reserved 
11 = Reserved 


01 = Positive decode 
10 = Reserved 
11 = Reserved 


(1) V/O 20, 21, AO, A1, 40-43, 00-OF, CO-CF, page registers, high page registers, 22, 24, 23 if Index = 01h) 


01 = Positive decode 
10 = Reserved 
11 = Reserved 
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4.9.4.2 Remote ISA Support 

Another means by which FireStar supports dual ISA buses is 
to claim unclaimed accesses on the PCI bus and forward 
them to ISA. The feature works as follows. A cycle is pre- 
sented on the PCI bus, whether by the CPU or by a local PCI 
master. The 82C824 CardBus/Docking Controller is pro- 
grammed to claim these cycles directly and pass them to the 
82C825 PCI-ISA Bridge for claiming on the docking ISA bus. 
The 82C824 also retries these cycles to FireStar until it can 
respond appropriately, so as not to tie up the local PCI bus 
waiting for ISA to respond. 


If the 82C825 determines that no ISA device is positively 
claiming the cycle, it will generate a Target Abort to the 
82C824. However, the 82C824 chip does not generate Tar- 
get Abort to FireStar; it simple ignores the subsequent retry 
attempt by FireStar (or other PCI master). When the 82C824 
chip ignores the retry, FireStar claims it on the subtractive 
decode clock and completes the cycle. 


This mechanism must be very well defined, since there is no 
inherent means for ISA bus devices to claim a cycle. For a 
generic access, the operation takes place as follows. 


1. FireStar remaps the access to the ISA Remap Address 
range and awaits a response. 


2. The 82C824 must be programmed to claim this range, 
so it will always claim the remapped cycle. 


3. The 82C824 then passes the access to the docking sta- 
tion, where the 820825 claims it and runs an ISA cycle. 


4. The 82C825 uses the scheme described in the "Claiming 
ISA Cycles" below to determine whether the cycle has 
been "claimed" by an ISA device. 


5. The 82C825, 820824, and FireStar complete their 
cycles and return any data needed as explained in the 
“Action After the ISA Cycle" section below. 


Claiming ISA Cycles 

Because ISA does not provide any acknowledgment that a 
cycle was claimed by a local device, the 82C825 logic uses a 
special protocol to determine whether or not to claim the 
cycle. 


Positive ISA Decode: The 82C825 logic waits to determine 
whether the peripheral device has responded by asserting 
M16#, 1O16#, or NOWS#, or by deasserting IOCHRDY. Any 
of these signalling events indicates that an ISA device is 
responding to the cycle and the 82C825 logic can positively 
claim the cycle without waiting for its completion. These 
events can be individually masked through 82C825 program- 
ming if desired. 


Write Cycle: If none of the events mentioned above has 
been detected during a write cycle, the 82C825 generates a 
Target Abort to the 82C824 secondary PCI bus. The 820824 
ignores the next retry from the master on the primary PCI 
bus. FireStar then runs the cycle on the local ISA bus. The 
write will therefore occur to both ISA buses. 


Read Cycle: If none of the events mentioned above has 
been detected during a read cycle, the 820825 can still deter- 
mine whether a device is responding by observing the ISA 
data bus. If SD[7:0] = FFh, the 820825 generates a Target 
Abort and the action proceeds as above for a write cycle. 
However, if SD[7:0] is any value other than FFh, the 820825 
claims the cycle. Only data bits [7:0] are important for this 
determination, because M16# and 1016# were not sampled 
active. 


Note that the special case, where FFh is valid read data from 
a docking station ISA device, is handled correctly in this situ- 
ation. Once the docking station aborts the cycle, FireStar 
retries the cycle on the local ISA bus where no device should 
respond. Since the local SD bus is required to implement 
pull-up resistors, the correct data value of FFh will still be 
returned. 


Action After the ISA Cycle 

Once the ISA cycle is complete on the docking station ISA 
bus, the 82C825 will either terminate the cycle normally on 
PCI or will generate Target Abort. 


82C825 Normal Termination: Normal termination indicates 
that an ISA device has responded to the cycle. The 82C825 
finishes out the cycle on the secondary PCI bus, and the 
82C824 finishes out the retried cycle on the primary PCI bus. 


82C825 Target Abort: Target Abort termination indicates 
that the 82C825 could not conclusively determine that an ISA 
device accepted the cycle. The 82C824 must in this case 
ignore the next retry on the primary PCI bus. FireStar claims 
this cycle and passes it to the local ISA bus. 
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4.9.5 PC98 Support Features 

The NEC PC98 system architecture uses different I/O ports 
for many peripheral devices in the system. System vendors 
who accommodate this architecture do so by providing the 
DMA controller, interrupt controller, and RTC in a separate 
chip. 


FireStar makes provisions for this architecture through a 
strap-selected option. Refer to Section 3.4, "Strap Selected 
Options" for information. When enabled, the following 
changes take place in the FireStar logic. 


¢ FireStar ignores accesses to the I/O address ranges 000- 
O6Fh, 080-OFFh. These cycles will go to the PC! bus and 
will not be claimed by FireStar until after the subtractive 
decode clock. If no one else claims the cycle, it gets for- 
warded to ISA but no FireStar device responds. 


* Accesses in the I/O address range 070-07Fh are handled 
as shown in Table 4-48. No access is provided to the 
RTC/NMI ports normally available at 070-071h. 


¢ The feature described in the Section 5.1.1, "System Con- 
figuration Register Index/Data Programmable", which 
allows Port 022-024h accesses to be remapped else- 
where, defaults to 01h so that all FireStar SYSCFG regis- 
ters are accessed at 122-124h instead. This includes the 
single DMA control data register at O23h index 01h, which 
gets moved to 123h. BIOS can later overwrite the remap 
selection to move it to another I/O address if desired. 


Table 4-48  1/O Address Range 070-07Fh 


Accesses 


to: Timer Port: ISA Port: 
Poon [anos] 
2 
a 
a 


[—oranores[ienoee 
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These changes allow FireStar to be used with an external 
PCl-to-Cbus bridge chip to implement a PC98-compatible 
system. 


The NEC PGg8 I/O address space is used shown in Table 4- 
49. Of these functions, FireStar provides only the Timer. 


Table 4-49 


Vo 
| enna Even Address pee Addtess | Address 


Pao [| ua Contoter 
TsosF [wwiconer 


1MB FDD Interface 99-:GPIB 
Switch,9F:6800 
Board 


AO-AF CRTC Graphics Character Pattern 
ROM 


Communication con- | BE:1M/640KB FDD 
trol adapter-RS-232- | Exchange 
C extender 


CO-CF C8-:640KB FDD GPIB 
Interface 
| DO-FF | FF |F8-NDP ‘-NDP 
re ——— a 
1A0-1AF | EGC Extended 
Ge 


| 1B0-1FF | TRF | 1BO-1FF | Open |Open 


PC98 I/O Address Space 
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4.9.6 Interrupt Support 5. 
FireStar supports a total of six interrupt schemes. 


The Intel Serial IRQ scheme uses two wires, SIN# and 

SOUTH, along with the PCICLK to transmit interrupts in a 

. ee serial format. 

1. Standard ISA interrupts can be brought in directly. 

2. PCI interrupts PCIRQO#, PCIRQ1#, PCIRQ2#, and 
PCIRQ3# can be mapped internally to any available IRQ 
line. 


6. The Compaq Serial IRQ scheme uses a single wire, 
IRQSER, along with the PCICLK to transmit interrupts in 
a serial format. 


The FireStar support provided for each of these interrupt 


3. PCI IRQ driveback cycles can generate any ISA inter- machanisme ie described nent: 


rupt. The 82C824 uses this scheme to generate inter- 


rupts in a parallel format back to FireStar over PCI. 4.9.6.1 ISA IRQ Implementation 


Pins are provided to support ISA interrupts and PCI inter- 
rupts; the pins are assignable (see Table 4-50) to one type of 
interrupt or to the other (but not both at the same time). 


4. Compact ISA IRQ/DRQ driveback cycles can generate 
any ISA interrupt or DMA request. The 82C852 uses this 
scheme to generate interrupts in a parallel format back 


to FireStar over ISA. When the pins are assigned as ISA interrupts, they can input 


either a single ISA interrupt or can mux in four interrupts. 


Table 4-50 IRQ Programmable Register Bits 


ee ee a ee ee ee ee ee ee ee 


PCIDV1 BOh IRQA Interrupt Selection Register Default = 03h 


Engage pull- Reserved 
down on IRQA? 

0=No 

1 = Yes 


Interrupt 
source: 
0 = ISA (edge) 
1 = PCI (level) 


Interrupt selection on IRQA pin (Default = IRQ3): 
0000 = Disable 0110 = IRQ6 1011 = |RQ11 
0001 = IRQ1 0111 = |RQ7 1100 = IRQ12 
0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 = |IRQ9 1110 = IRQ14 
0100 = IRQ4 1010 = |RQ10 1111 =IRQ15 
0101 = IRQ5 
PCIDV1 Bih IRQB Interrupt Selection Register Default = 04h 


Interrupt selection on IRQB pin (Default = IRQ4): 
0000 = Disable 0110 = IRQ6 1011 = IRQ11 
0001 = IRQ1 0111 = |IRQ7 1100 = IRQ12 
0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 = |IRQ9 1110 = IRQ14 
0100 = IRQ4 1010 =|RQ10 1111 = IRQ15 
0101 = |IRQ5 
RS a 
IRQC Interrupt Selection Register Default = 05h 


Engage pull- Reserved 
down on IRQB? 
0=No 


1 = Yes 


Interrupt 
source: 
0 = ISA (edge) 
1 = PCI (level) 


PCIDV1 B2h 


Engage pull- Reserved 


down on IRQC? 
0=No 
1 = Yes 


Interrupt 
source: 
0 = ISA (edge) 
1 = PCI (level) 


Interrupt selection on IRQC pin (Default = |RQ5): 
0000 = Disable 0110 = IRQ6 1011 =!IRQ11 
0001 = IRQ1 0111 = IRQ7 1100 = IRQ12 
0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 =IRQ9 1110 = IRQ14 
0100 = IRQ4 1010 = IRQ10 1111 = IRQ15 
0101 =IRQ5 
SSS SSS SSS SS SS SS SS See eS SSS SSS 


PCIDV1 B3h IRQD Interrupt Selection Register Default = 06h 


Engage pull- Reserved 
down on IRQD? 


0=No 


Interrupt 
source: 


Interrupt selection on IRQD pin (Default = IRQ6): 
0000 = Disable 0110 = IRQ6 1011 = IRQ11 


0 = ISA (edge) 


1 = Yes 1 = PCI (level) 
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0001 =!IRQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 =IRQ5 


0111 =IRQ7 
1000 = IRQ8# 
1001 = |RQ9 
1010 = |RQ10 


1100 = IRQ12 
1101 = Rsvd 
1110 =IRQ14 
1111 =IRQ15 
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Table 4-50 IRQ Programmable Register Bits (cont.) 


Ee eae ae ea a ee ee 


PCIDV1 B4h IRQE Interrupt Selection Register Default = 07h 


Engage pull- Reserved Interrupt Interrupt selection on IRQE pin (Default = |RQ7): 
down on IRQE? source: 0000 = Disable 0110 = IRQ6 1011 = |IRQ11 
0 =No 0 = ISA (edge) 0001 = !RQ1 0111 = IRQ7 1100 = IRQ12 
1 = Yes 1 = PCI (level) 0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 =IRQ9 1110 =|IRQ14 
0100 = IRQ4 1010 = IRQ10 1111 =IRQ15 
0101 =IRQ5 
PCIDV1 B5h IRQF Interrupt Selection Register Default = 09h 


Engage pull- Reserved Interrupt Interrupt selection on IRQF pin (Default = IRQ9): 
down on IRQF? source: 0000 = Disable 0110 = IRQ6 1011 =|IRQ11 
0 =No 0 = ISA (edge) 0001 = !IRQ1 0111 = IRQ7 1100 = IRQ12 
1 = Yes 1 = PCI (level) 0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 =IRQ9 1110 =|RQ14 
0100 = IRQ4 1010 = |IRQ10 1111 =!IRQ15 
0101 =IRQ5 
Hae 
PCIDV1 B6h IRQG Interrupt Selection Register Default = OAh 


Engage pull- Reserved Interrupt Interrupt selection on IRQG pin (Default = IRQ10): 
down on IRQG? source: 0000 = Disable 0110 = IRQ6 1011 = IRQ11 
0=No 0 = ISA (edge) 0001 = IRQ1 0111 = |IRQ7 1100 = IRQ12 
1 = Yes 1 = PCI (level) 0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 = |IRQ9 1110 =I1RQ14 
0100 = IRQ4 1010 = |RQ10 1111 =!IRQ15 
0101 =IRQ5 


PCIDV1 B7h IRQH Interrupt Selection Register Default = OBh 


Engage pull- Reserved Interrupt Interrupt selection on IRQH pin (Default = |RQ11): 
down on IRQH? source: 0000 = Disable 0110 = IRQ6 1011 = IRQ11 
0=No 0 = ISA (edge) 0001 = IRQ1 0111 = |IRQ7 1100 = IRQ12 
1 = Yes 1 = PCI (level) 0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 = |IRQ9 1110 = |RQ14 
0100 = IRQ4 1010 = IRQ10 1111 =IRQ15 
0101 =IRQ5 
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4.9.6.2 PCI PCIRQx# Implementation 

Any of the IRQA-F pins that are not dedicated to ISA IRQs 
can be used as PCI PCIRQO-3# simply by setting the corre- 
sponding PCIDV1 BOh-B5h[4] = 1 to switch the input from 
edge mode to level mode. 


If all ISA IRQs are needed along with all PCI interrupts, PCI 
interrupts are available as PIO options. Each PCI RQx# line 
then becomes individually mappable to ISA IRQs. In the case 
where PCI RQx# functions are selected on PIO pins, the reg- 
isters shown in Table 4-51 select the ISA interrupt to which 
the PCI interrupt will be routed. 


4.9.6.3 PCI IRQ Driveback Implementation 

IRQ driveback on the FireStar chip is implemented mainly as 
it is in the Viper-N+ chipset, and is enabled by writing any 
non-zero IRQ driveback address to PCIDV1 54h-57h (refer to 
Table 4-52 


The following features have been added to the FireStar 
implementation. 


* |IRQ2 generates an SMI#. Note that the sense of IRQ2 is 
still active high. In this way, devices that use IRQ drive- 
back can generate SMI# simply by routing their normal 
interrupt to IRQ2 without needing to change the polarity of 
the interrupt generation logic. 


Table 4-51 PCI Interrupt Selection Registers 


* |IRQ13 generates an NMI. This feature allows PCI-to-ISA 
bridges such as the 82C825 chip to return the CHCK# sig- 
nal from the ISA bus across the PCI bus. The sense of 
IRQ13 is active high, like all interrupts generated through 
IRQ driveback. 


PCI Interrupt Sharing across FireBridge (82C814) 
FireStar provides registers PCIDV1 B8h and Bgh to select 
the ISA IRQs to which FireBridge PCIRQs will be routed. If 
this routing is used (required for any FireBridge system), 
IRQs and PCIRQs from the corresponding FireStar IRQ pin is 
automatically blocked (even if this pin is set to select PCI 
interrupts). 


The only way to share the same PCI interrupt on both the 
docking station and the local system is to use a PIO pin to 
route the PCIRQ line. For example, the Baby AT board allows 
PCIRQ lines to be routed from either ISA IRQF, G, and H or 
from PIO pins DRQE, F, and G (jumpers J20 and J21). Only if 
the PIO pins are used can PCIRQO# from the docking side be 
routed to the same IRQ as PCIRQO# on the FireStar Side. 


In FireStar ACPI version, this restriction is removed and is 
controlled by PCIDV1 4Fh[7] (refer to Table 4-53). 


Pomp ss tt 


PCIDV1 B&h 


Interrupt selection on PIO PCIRQ1# input (Default = Disable): 
0000 = Disable 0110 = IRQ6 1011 = IRQ11 


PCI Interrupt Selection Register 1 


Default = 00h 


Interrupt selection on PIO PCIRQO# input (Default = Disable): 
0000 = Disable 0110 = IRQ6 1011 = IRQ11 


0001 = |IRQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 = IRQ5 


PCIDV1 B9h 
Interrupt selection on PIO PCIRQ3# input (Default = Disable): 


0000 = Disable 
0001 = |IRQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 =IRQ5 
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0111 = IRQ7 
1000 = IRQ8# 
1001 =|RQ9 
1010 =|RQ10 


0110 = IRQ6 
0111 =IRQ7 
1000 = IRQ8# 
1001 =|RQ9 
1010 =|RQ10 


1100 = IRQ12 
1101 = Rsvd 

1110 = IRQ14 
1111 =IRQ15 


1011 = IRQ11 
1100 = IRQ12 
1101 = Rsvd 
1110 =IRQ14 
1111 = IRQ15 


0001 = !1RQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 =IRQ5 


PCI Interrupt Selection Register 2 


0111 =IRQ7 
1000 = IRQ8# 
1001 = |RQ9 
1010 = |RQ10 


1100 = IRQ12 
1101 = Rsvd 
1110 =|1RQ14 
1111 =IRQ15 


S| 
Default = 00h 


Interrupt selection on PIO PCIRQ2# input (Default = Disable): 


0000 = Disable 
0001 = IRQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 =IRQ5 


0110 = IRQ6 
0111 =IRQ7 
1000 = IRQ8# 
1001 = |RQ9 
1010 = |RQ10 


1011 =IRQ11 
1100 = IRQ12 
1101 = Rsvd 
1110 =I1RQ14 
1111 =IRQ15 
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Table 4-52 IRQ Driveback Address Registers 


PCIDV1 54h IRQ Driveback Address Register - Byte 0 Default = 00h 
IRQ driveback protocol address bits [7:0]: 
When an external device logic, such as the 82C824 PC Card Controller or the 820814 Docking Controller, must generate an interrupt 
from any source, it follows the IRQ Driveback Protocol and toggles the REQ# line to the 82C700. Once it has the bus, it writes the 
changed IRQ information to the 32-bit I/O address specified in this register. The 82C700 interrupt controller claims this cycle and latches 
the new IRQ values. This register defaults to a value of 00h, which disables the IRQ driveback scheme. 


PCIDV1 55h IRQ Driveback Address Register - Byte 1 Default = 00h 
IRQ driveback protocol address bits [15:8] 


PCIDV1 56h IRQ Driveback Address Register - Byte 2 Default = 00h 
IRQ driveback protocol address bits [23:16] 


PCIDV1 57h IRQ Driveback Address Register - Byte 3 Default = 00h 
IRQ driveback protocol address bits [31:24] 


Table 4-53 FireStar ACPI Interrupt Sharing Control Bit 


[a Sa ae a ea ee ee ee ee 


PCIDV1 4Fh Miscellaneous Control Register C - Byte 1 Default = 20h 


—— a ees ee ees ee es (ee 


PCIDV1 4Fh - FS ACPI Version Miscellaneous Control Register C - Byte 1 Default = 20h 


Allow IRQA, 
B,...H PCI 
IRQs (when 
programed as 
level IRQs) to 
be shareable 
with PIO PCI 
IRQ pins: 

0 = Disable 
1 = Enable 
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4.9.6.4 Intel Serial IRQ Implementation 

FireStar supports the Intel standard of Serial IRQs. This two 
wire approach is very similar to the one-wire Compaq 
approach, but permits interrupt sharing between two devices 
on the line without any possible contention between devices. 


Only two control bits are required for the Intel serial IRQ 
scheme: PCIDV1 BBh[1:0]. Refer to Table 4-54. 


Operation 

The Intel Serial IRQ protocol requires two pins, the SIN# 
input and the SOUT# output. Once PCIDV1 BBh[0] is set to 
1, IRQ15 automatically becomes SIN# and IRQSER 
becomes SOUTH. In addition to these pins, the CLKRUN# 
protocol must be enabled to use Intel Serial IRQs. 


The sole function of SOUTH is to initiate a serial interrupt pro- 
tocol sequence by generating a single low pulse; FireStar will 
never introduce other IRQs into the frame at the starting end. 
After the SOUT# pulse has been sent out, the Intel Serial IRQ 
(ISIRQ) logic will keep sampling the SIN# pin. Once the SIN# 
data pin is sampled low, the ISIRQ logic enters Start state. 


Table 4-54 
7 


Intel Serial IRQ Control Bits 


PCIDV1 BBh 


4.9.6.5 Compag Serial IRQ Implementation 

The FireStar chipset supports the Compaq standard of Serial 
IRQs. This one wire approach is very compact compared to 
the Intel two-wire approach, but if two devices on the line 
want to share the same interrupt, there may be brief conten- 
tion since both devices drive the line low on one clock and 
high on the clock that immediately follows. Because of this 
contention, OPTi cannot guarantee against chip hardware 
failure if interrupts are shared in this mode. 


Operation 

The Compaq Serial IRQ protocol requires one additional PCI 
sustained tristate pin, the IRQSER signal. For detailed Serial 
IRQ operation, refer to the "Serialized IRQ for PCI Systems" 
specification version 5.3. 


After setting PCIDV1 BAh[0] = 1 to enable Compaq Serial 
IRQ (CSIRQ) mode, the CSIRQ controller initiates a Continu- 
ous mode Start frame. During the Data frame, the CSIRQ 
logic samples the IRQSER input for the corresponding SMI, 
IOCHCK#, and IRQ values, and then passes the sampled 
values to 8259. 


Serial IRQ Control Register 2 


The logic passes through all the SMI and IRQ states to sam- 
ple the SIN# data pin for the corresponding SMI and IRQ val- 
ues. All the sampled SMI and IRQ values are passed to the 
8259 at the same time that they are sampled, without any 
delay. When all the SMI and IRQ states have been seen, the 
ISIRQ logic enters the Stop state. 


Once in Stop state, the ISIRQ logic will decide whether to ini- 
tiate another serial interrupt sequence or not by monitoring 
the PMU stop PCI clock request (CLKRUN#). If such a PMU 
request is pending, then the ISIRQ logic will stay in the Stop 
state until the PMU request is removed. If there is no PMU 
stop PCI clock request, the ISIRQ logic will initiate another 
serial interrupt sequence and mask the PMU stop PCI 
request until it has finished one complete serial interrupt 
sequence. 


If the corresponding bit is set, then any IRR, ISR, or EOI 
instruction will delay the I/O cycle completion. The IOCHRDY 
deassertion time is equal to the number of Serial Interrupt 
devices plus 18 PCI clocks. 


Default = 00h 


Intel SIRQ 
(Intel serial IRQ 
scheme): 

0 = Disable 
1 = Enable 


SIRQ delays 
IRR accesses: 
0=No 
1 = Yes 


At the end of the Data frame, the CSIRQ controller will sam- 
ple the QUIET and HALT bits to determine whether the next 
Compaq Serial IRQ cycle will be Continuous mode, Quiet 
mode, or a temporary Halt state. 


If the next cycle is sampled to be Continuous mode, IRQSER 
is asserted for three PCI clocks. Once the logic enters Idle 
state, it checks whether the PMU stop PCI clock request is 
pending. If so, the CSIRQ logic will stay in the Idle state until 
the PMU request is removed. 


If the next cycle is sampled to be Quiet mode, IRQSER is 
asserted for two PCI clocks. Once the logic enters Idle state, 
it samples the IRQSER input to begin the Quiet mode cycle. 
Since FireStar has no control of the Start frame, this mode is 
not recommended for mobile application. 


If the HALT bit is sampled active, then the CSIRQ logic 
asserts IRQSER for three PCI clocks to tell all the Serial IRQ 
devices that next cycle will be Continuous mode; the logic 
then enters Halt state. In Halt state, CSIRQ configuration can 
be changed. Clearing the HALT bit will immediately cause a 
Continuous mode Start frame to be generated. 
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If the corresponding bit is set, then any IRR, ISR, and EOl 
instructions will delay I/O cycle completion. The IOCHRDY 
de-assertion time is equal to the Serial IRQ cycle time in PCl 
clocks. 


Since the Compaq Serial IRQ specification does not specify 
the behavior when PCI clock is stopped, FireStar implemen- 
tation has considered this issue with both CLKRUN# and no 
CLKRUN# support. In both cases, the Serial IRQ controller 


Table 4-55 Compaq Serial IRQ Control Bits 


always enters into the Idle state before the PCI clock is 
stopped. Once the PCI clock is restarted, a Continuous mode 
cycle will be initiated to collect new IRQ values from devices. 


If new IRQ information needs to be sent to the FireStar during 
clock stop mode, the device can do so by asserting CLK- 
RUN# to wake up the PCI clock. However, devices without 
CLKRUN# support have to wait until the PCI clock is 
restarted by some other means. 


a ee 


Serial IRQ Control Register 1 


PCIDV1 BAh 


Compaq SIRQ | Compaq SIRQ 
HALT mode QUIET mode 
request: request: 

0 = Active 
1 = Halt 


data frame 
slots. Change 
only when the 
serial IRQ logic 
is disabled or in 

HALT state: 

0=17 slots 

1 =21 slots 


0 = Continuous 
1 = Quiet 


Compaq SIRQ | Compaq SIRQ - Start frame width 
in PCI clocks. Change this setting 
only when serial IRQ is disabled 


Default = 00h 
Compaq SIRQ 
(Compag serial 
IRQ scheme): 


0 = Disable 
1 = Enable 


SIRQ delays 
EOI accesses: 
0 =No 

orin HALT state: 1 = Yes 
00 = 4 PCICLKs 

01 =6 PCICLKs 

10 =8 PCICLKs 

11 = Reserved 


PCIDV1 BBh 


Compaq SIRQ | Compaq SIRQ 
in HALT state | in QUIET state 
(RO): (RO): 
0=No 0=No 
1 = Yes 1 = Yes 


Serial IRQ Control Register 2 


Default = 00h 


Note: QUIET - PCIDV1 BAh[6] requests the next Serial IRQ cycle to be Continuous or Quiet mode. In mobile applications, use Continuous 
mode only. This is to guarantee that the host gains control of the Serial IRQ for Suspend and APM stop clock. In applications where the 
PCI clock never stops, use either mode. PCIDV1 BBh[6] can be read to determine the current state of the logic. 
HALT - PCIDV1 BAh[7] requests a temporary halt of the Serial IRQ controller as soon as the current cycle has returned to Idle state. 
Once in Halt state, the Serial IRQ configuration can be changed. After the logic has been put in Halt state, upon clearing this bit the logic 
will return to Continuous mode. PCIDV1 BBh[7] can be read to determine the current state of the logic. 
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4.10 


The following subsections give detailed operational informa- 
tion about the FireStar internal integrated peripheral control- 
ler (IPC) which includes two 8237 DMA controllers, two 8259 
interrupt controllers, one 8254 timer/counter and one 74612 
memory mapper. It is register-compatible with the 82C206 
chip. 


For information on the design architecture of this unit, refer to 
the separate document on the 82C206 IPC. This document is 
available on request from OPTI. 


Table 4-56 = Internal IPC Configuration Bits. 


Internal Integrated Peripherals Controller 


4.10.1 IPC Configuration Programming 

The sole configuration register (see Table 4-56) of the inter- 
nal IPC, separate from those of the 82C700, is accessed by 
first writing the register index of interest to I/O Port 022h; the 
selected register information then becomes available for 
reading or writing at I/O Port 023h as opposed to Port 024h 
used by FireStar configuration registers. 


ea 


Index 01h: IPC Configuration Register 


16-bit DMA 
wait states: 
00 = 1 wait state (Default) 
01 = 2 wait states 
10 =3 wait states 
11 = 4 wait states 


IPC register access 
wait states (ATCLKs): 
00 = 1 wait states 
01 = 2 wait states 
10 = 3 wait states 
11 = 4 wait states (Default) 


8-bit DMA 
wait states:(’) 
00 = 1 wait state (Default) 
01 = 2 wait states 
10 = 3 wait states 
11 = 4 wait states 


DMA clock 
select: 


0 =ATCLK/2, 
(Default) 


1 =ATCLK 


Delay DMA 
MEMR# 1 CLK 
from system 
MEMR#: 

0 = Yes (AT- 
compatible, 
De fault) 
1=No 


(1) lIOCHRDY can also be asserted by DMA devices to add wait states to DMA cycles. 
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4.10.2 IPC Register Programming 4.10.2.1 Initialization Command Words 

The IPC provides two peripheral interrupt controllers that are = The Initialization Command Words (ICWs) are shown first 

register compatible with the 8259 part. The registers of this | and must always be written in sequence starting with ICW1. 

logic module are listed below. These registers are accessed Two I/O port groups are listed. The first group refers to 

directly through the I/O subsystem (no index/data method is INTC1, the interrupt controller for IRQ[7:0] (see Table 4-57); 

used). the second refers to INTC2, the interrupt controller for 
IRQ[15:8] (see Table 4-58). 


Table 4-57 = INTC1 Initialization Command Words 


ee ee 


Port 020h ICW1 (WO) 


Don't care Always = 1 Trigger mode: Don't care Cascade mode Don't care 
0 = Edge select: 
1 = Level 0 = Yes 
(always) 
1=No 
Se 


SSS SSS 
Port 021h ICw2 (Wo) 


V[7:3] - Upper bits of interrupt vector. For AT compatibility, write O8h. Not used - lower bits of interrupt vector are gener- 


ated by interrupt controller. 
Port 021h ICW3 (WO) 
- S[7:0] - Slave mode controller connections. For AT compatibility, write 04h (IRQ2). 
Port 021h ICw4 (WO) 


Don't care Enable multiple Don't care Enable auto Don't care 
interrupts: EOI command: 
0=No 0 =No 
1= Yes 1 = Yes 


Table 4-58  INTC2 Initialization Command Words 


[a a AAR (a a ee ee ee 


Port OAOh ICW1 (WO) 


Don't care Always = 1 Trigger mode: Don't care Cascade mode Don't care 
0 = Edge select: 
1 = Level 0 = Yes 
(always) 
1 =No 
— x a 


SERS = 


Port OA1h ICw2 (Wo) 


V[7:3] - Upper bits of interrupt vector. For AT compatibility, write 70h. Not used - lower bits of interrupt vector are gener- 
ated by interrupt controller. 


Port OA1h ICW3 (WO) 


Don't care ID[2:0] - Slave mode address. For AT compatibility, 
write 02h (IRQ2). 


Port OA1h ICW4 (Wo) 


Don't care Enable multiple Don't care Enable auto Don't care 
interrupts: EOI command: 
0=No 0=No 
1=Yes 1 = Yes 
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Enable Multiple Interrupts can be enabled to allow INTC2 
to fully nest interrupts without being blocked by INTC1. Cor- 
rect handling of this mode requires the CPU to issue a non 
specific EO! command to zero when exiting an interrupt ser- 
vice routine. If the feature is disabled, no command need be 
issued. 


Automatic End-of-Interrupt can be enabled to allow the 
interrupt controller to generate a non specific EO] command 
on the trailing edge of the second interrupt acknowledge 
cycle from the CPU. The feature allows the interrupt currently 


Table 4-59 


in service to be cleared automatically on exit from the service 
routine. This function should not be used with fully nested 
interrupts except by INTC1. 


4.10.2.2. Operational Command Words 

The Operational Command Words are used to program the 
interrupt controller during the course of normal operation. 
Two |/O port addresses are listed for each register. The first 
address refers to INTC1, the interrupt controller for |RQ[7:0]; 
the second refers to INTC2, the interrupt controller for 
IRQ([15:8]. 


INTC1 and INTC2 Operational Command Words 


ae See (a a a es (ee ee ee ee 


Port 021h, 0A1h 


IRQ7/15: 


0 = Enable 
1 = Mask 


IRQ6/14: 


0 = Enable 
1 =Mask 


IRQ5/13: 


0 = Enable 
1 = Mask 


IRQ4/12: 


0 = Enable 
1 =Mask 


OCW1 Mask Register 


IRQ3/11: 


0 = Enable 
1 = Mask 


IRQ2/10: 


0 = Enable 
1 =Mask 


IRQ1/9: 


0 = Enable 
1 = Mask 


IRQO/8: 


0 = Enable 
1 =Mask 


SS 


Port 020h, 0AOh 


000 = Disable auto-rotate, auto EO! mode 
100 = Enable auto-rotate, auto EO! mode 
001 = Generate non-specific EO! 

011 = Generate specific EOI 

101 = Rotate on non-specific EOI 

111 = Rotate on specific EOI 

110 = Set priority 

010 = No operation 


Always = 0 
for OC W2 


OCW2 Command Register (WO) 


Always = 0 
for OC W2 


L[2:0]: 
Interrupt level acted on by “set priority” and “rotate 
of specific EOI” 


Port 020h, OAOh 
Allow bit 5 
changes: 
0=No 
1 = Yes 


Special mask 
mode: 

0 = Disable 

1 = Enable 


Always = 0 
for OC W3 


OCW3 Command Register (WO) 


Allow bit 0 
changes: 
0 =No 
1 = Yes 


In-service 
access: 
0 = 020/0A0h 
reads 
return IRR 


1 = Return ISR 


Polled mode: 
0 = Disable 
(generate 
interrupt) 
1 = Enable (poll 
020/0A0h 
for interrupt) 


Always = 1 
for OC W3 


SSS 


Port 020h, 0AOh 
IRQ7/15 
pending: 

0=No 


1 = Yes 
SSS 


Port 020h, 0AOh 


IRQ7/15 
in service: 


IRQ6/14 
pending: 


IRQ5/13 
pending: 
0=No 


IRQ4/12 
pending: 
O0=No 
1= Yes 


IRQ6/14 
in service: in service: 
0=No 0=No 0=No 
1 = Yes 1=Ye 1=Y 

Port 020h, OAOh 


Interrupt 
pending: 
O0=No 
1 = Yes 


IRQ5/13 IRQ4/12 


in service: 
0=No 
1= Yes 


Not used 
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Interrupt Request Register OCW3[0] = 0 (RO) 


IRQ3/11 
pending: 
0=No 

1 = Yes 


IRQ2/10 
pending: 
0=No 
1 = Yes 


IRQ1/9 
pending: 
0=No 
1 = Yes 


IRQO/8 
pending: 
0=No 
1 = Yes 


In-Service Register OCW3[0] = 1 (RO) 


IRQ3/11 
in service: 
O=No 
1 = Yes 


IRQ2/10 
in service: 
0 =No 
1 = Yes 


IRQ1/9 
in service: 
0=No 
1 = Yes 


IRQO/8 
in service; 
0=No 
1 = Yes 


SS 
Polled Mode Register OCW3[2] = 1 (RO) 


IRQ[2:0]: 
Number of highest priority interrupt that is pending 
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4.10.2.3 Interrupt Controller Shadow Registers through 4 are in DMAC2. Table 4-61 and Table 4-62 list the 
Values written to the interrupt controller are not always register locations. 
directly readable in the AT architecture. However, FireStar 


shadows these values as they are written so that they can be Table 4-60 Interrupt Controller Shadow Register 
read back later through the configuration registers. Table 4- Index Values 


60 lists the correspondence of shadow indexes to the write- 

only registers in the interrupt controllers. 
4.10.3. DMA Controller Programming Registers 
The integrated IPC provides two direct memory access con- 
trollers (DMAC1 and DMAC2) and their associated memory 
mappers that are register compatible with AT-type systems. 
The registers of this logic module are listed below. These reg- 
isters are accessed directly through the I/O subsystem (no 
index/data method is used). Each DMAC has four DMA chan- 
nels. Channels 3 through 0 are in DMAC1 and Channels 7 


Table 4-61 DMA Address and Count Registers 


Count Register 00th 003h 005h 007h 0C2h OC6h OCAh OCEh 

R/W R/W R/W R/W R/W R/W R/W R/W 
EISA High Byte Count 40th 403h 405h 407h None 4C6h 4CAh 4CEh 
Register R/W R/W R/W R/W R/W R/W R/W 
Page Address 087h 083h 081h 082h O8Fh O8Bh O89h O8Ah 
Register R/W R/W R/W R/W R/W R/W R/W R/W 
EISA High Byte Page 487h 483h 48th 482h None 48Bh 489h 48Ah 
Address Register R/W R/W R/W R/W R/W R/W R/W 


Table 4-62 DMA Control and Status Registers 


Command Port Address 


DMA Channels 7-5 DMA Channels 3-0 


Mode Register Sets the function type for each channel. Read/Write OD6h Read/Write OOBh 
Group can be read back - see “Reset Mode 
Register Readback Counter” command. 


Status Register Returns channel request and terminal Read ODOh Read 008h 
count information. 


Command Register Sets the DMAC configuration. Write ODOh, Read 0D4h Write 008h, Read O0Ah 


Request Register Makes a software DMA request. Read/Write OD2h Read/Write 009h 


Mask Register Enables or masks DMA transfers on Read/Write ODEh Read/Write OOFh 
selected channels. 


Temporary Register | Not used in AT-compatible design. Read ODAh Read 00Dh 
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Table 4-63 DMAC1 Control and Status Bits 


Ch. 3 request Ch. 2 request Ch. 1 request Ch. Orequest | Ch.3 reached | Ch. 2reached | Ch. 1 reached | Ch. 0 reached 
pending: pending: pending: pending: terminal count: | terminal count: | terminal count: | terminal count: 
Q=No O=No Q=No Q=No Q=No 0=No 0=No O0=No 
1 = Yes 1=Yes 1 = Yes 1=Yes 1 = Yes 1 =Yes 1 = Yes 1 =Yes 
Port 0OBh 


Mode select: Address count: | Auto-initialize : Transfer select: Channel select: 
00 =Demand 10 = Block 0 = Increment 0=Disable | 00 = Verify 10 =Mem. read 00 =Ch.0 10=Ch.2 
01=Single 11=Cascade |1 = Decrement 1=Enable |01=Mem.write 11 =Reserved 01 =Ch.1 11=Ch.3 
Port 009h DMAC1, DMA Request Register 


Reserved: Write as 0. Request: Channel select: 


0 = Clear 00 = Ch.0 10=Ch.2 


Port 008h DMAC1 Command Register 
DACK active DRQ active Extended Rotating Compressed DMAC Channel 0 Memory-to- 
sense: sense: write: priority : timing: operation: address hold: memory: 


0 = Low 0 = High 0 = Disable 0 = Disable 0 = Disable 0 = Enable 0 = Disable 0 = Disable 
1 = High 1 = Low 1 = Enable 1 = Enable 1 = Enable 1 = Disable Enabl 


Port 0OFh DMAC1 Mask Register 


Reserved: Write as 0. Channel 3: Channel 2: Channel 1: Channel 0: 


0 =Unmasked |}O0=Unmasked |0=Unmasked |0 = Unmasked 
1 = Masked 1 =Masked 1 = Masked 1 =Masked 
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Table 4-64 DMAC2 Control and Status Bits 


Port ODOh DMAC2 Status Register 


Ch. 7 request Ch. 6 request Ch. 5 request Ch. 4request | Ch.7 reached | Ch. 6reached | Ch. 5reached | Ch. 4 reached 
pending: pending: pending: pending: terminal count: | terminal count: | terminal count: | terminal count: 
O0=No O=No Q=No Q=No Q=No 0=No 0=No O0=No 
1 = Yes 1 = Yes 1 = Yes 1=Yes 1 = Yes 1 = Yes 1 = Yes 1 =Yes 


Port OD6h DMAC2 Mode Register 


Mode select: Address count: | Auto-initialize: Transfer select: Channel select: 
00 =Demand 01 = Single 0 = Increment O= Disable | 00 = Verify 10 =Mem. read 00 = Ch. 4 10=Ch.6 
10 = Block 11 =Cascade |1 = Decrement 1 = Enable 01 =Mem. write 11 = Reserved 01=Ch.5 11=Ch.7 
Hae 
Port OD2h DMAC2 DMA Request Register 


Reserved: Write as 0. Request: Channel Select: 
0 = Clear 00 = Ch. 4 10=Ch.6 
1 = Set 01=Ch.5 11=Ch.7 
SSS 
Port ODOh DMAC2 Command Register 
DACK active DRQ active Extended Rotating Compressed DMAC Channel 0 Memory-to- 
sense: sense: write: priority: timing: operation: address hold: memory: 


0 = Low 0 = High 0 = Disable 0 = Disable 0 = Disable 0 = Enable 0 = Disable 0 = Disable 
1 = High 1 = Low 1 = Enable 1 = Enable 1 = Enable 1 = Disable 1 = Enable 


Port ODEh DMAC2 Mask Register 


Reserved: Write as 0. Channel 7: Channel 6: Channel 5: Channel 4: 


0 =Unmasked |}0=Unmasked |0=Unmasked |0= Unmasked 
1 = Masked 1 =Masked 1 = Masked 1 =Masked 


Table 4-65 DMA Commands 


Command Port Address 
Command DMA Channels 7-5 DMA Channels 3-0 


Set Single Mask Bits Sets or clears individual mask register bits Write OD4h: Bits [1:0] select Write OOAh: Bits [1:0] select 
Register without having to do a read/modify/write of the | the channel, bit2selects the | the channel, bit 2 selects the 
Mask Register. new mask bit value. new mask bit value. 


Clear Mask Unmasks all DMA channels at once. Write any value to ODCh. Write any value to OOEh. 


Reset Mode Register Resets the Mode Register readback function Read ODCh (then read OD6h_ | Read OOEh (then read OOBh 
Readback Counter to start at register 0. The next four Mode Reg- | four times to get the Mode four times to get the Mode 
ister reads then return Channels 0, 1,2, and 3 | Register values). Register values). 
for that DMAC. 


Master Clear Clears all values, masks all channels, just like | Write any value to ODAh. Write any value to OODh. 
a hardware reset. 


Clear Byte Pointer Resets the byte pointer flip-flop so that the Write any value to OD8h. Write any value to 00Ch. 
Flip-Flop next byte access to a word-wide DMA register 
is to the low byte. 


Set Byte Pointer Sets the byte pointer flip-flop so that the next Read OD8h. Read 00Ch. 
Flip-Flop byte access to a word-wide DMA register is to 
the high byte. 
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4.10.4 Timer Programming Registers isters are accessed directly through the I/O subsystem (no 
The integrated IPC provides an 8254-type timer with three index/data method is used). Table 4-66 lists the register loca- 
channels that is register compatible with AT-type systems. tions. 


The registers of this logic module are listed below. These reg- 


Table 4-66 Timer Control and Status Registers 


Port Address Timer 
Channel 0 Channel 1 Channel 2 
Counter Used to write and read the word-wide count. Writes always 040h 041th 042h 
Registers Access | program the base value. Reads return either the instanta- 
neous count value or the latched count value. 
Counter Mode Selects the operational mode for each timer counter. Write 043h 
Command 
Counter Latch Latches the count from the selected register for reading at Write 043h then read 040h, 041h, and/or 042h 
Command the associated counter register access port. 


Readback Selects whether count or status, or both, will be latched for Write 043h then read 040h, 041h, and/or 042h 
Command subsequent reading at the associated counter register 

access port. If both are selected, status is returned first. 

This command can latch information from more than one 

counter ata time. 


Table 4-67 Timer Control Bits 


eee 


Port 043h Counter Mode Command (WO) 


Counter select: Counter access: Mode select: Count mode 
00 = Counter 0 00 = Counter latch command (see 000 = MO) Interrupt on terminal count select: 
01 = Counter 1 below) 001 = M1) Hardware retrig. one-shot 0 = 16-bit binary 
10 = Counter 2 01 = R/WLSB only X10 = M2) Rate generator 1 =4-decade 
10 = R/\WMSB only X11 = M3) Square wave generator BCD 


11 = Readback command (see : 
100 = M4) Software-triggered strobe 
Belew) 11 = R/WLSB followed by MSB 101 = M5) Hardware-triggered strobe 


Port 043h Counter Latch Command (WO) 


Counter select: Don't care 
00=CounterO 10=Counter 2 
01=Counter1 11 =Illegal 
Port 043h Readback Command (WO) 


Readback command = 11 Latch count: Latch status: Counter 2 Counter 1 Counter 0 Reserved: 
0 = Yes 0 = Yes select: select: select: Write as 0. 
1=No 1=No 0 = Yes 0 = Yes 0 = Yes 

1=No 1=No 1=No 


Port 043h Status Byte (RO) 


OUT signal Null count, Return bits [5:0] written in Counter Mode Command (see above) 
status counter con- 
tents valid: 
0= Yes 
1 = No (being 
updated) 
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4.10.4.1_ Shadow Registers To Support Timer 

Values written to the timer are not always directly readable in 
the AT architecture. However, FireStar shadows these values 
as they are written so that they can be read back later 
through the configuration registers. The values from index 
90h to 96h are valid only when a Counter Mode Command 
byte for the counter has been written to the timer register at 
VO Port 043h. Setting bits O43h[5:4] = 11 starts the 
sequence. 


Table 4-68 Timer Support Shadow Registers 


4.10.5 Writing/Reading I/O Port 070h 

The AT architecture does not allow the readback of the NMI 
enable bit settings and the RTC index value written at I/O 
Port 070h. However, the FireStar logic makes the NMI 
Enable bit setting, along with the last RTC index value written 
to I/O Port 070h, available for reading in its shadow register 
set. 


4.10.5.1 RTC Index Shadow Register 

This shadow register is read as a normal FireStar configura- 
tion register: write 98h to I/O Port 022h followed immediately 
by an |/O read at I/O Port 024h. 


a ee ee ee ee ee ee ee eee 


Index 90h 
- Timer Channel 0 count low byte, A[7:0] 


Channel 0 Low Byte 


SSS 


Index 91h 
- Timer Channel 0 count high byte, A[15:8] 


Channel 0 High Byte 


Index 92h 
- Timer Channel 1 count low byte, A[7:0] 


Channel 1 Low Byte 


Index 93h 
- Timer Channel 1 count high byte, A[15:8] 


Channel 1 High Byte 


Index 94h 
- Timer Channel 2 count low byte, A[7:0] 


Channel 2 Low Byte 


Index 95h 
- Timer Channel 2 count high byte, A[15:8] 


Index 96h 


Channel 2 High Byte 


Write Counter High/Low Byte Latch 


Unused Ch. 2 read LSB | Ch. 1 read LSB | Ch. O read LSB | Ch. 2 write LSB | Ch. 1 write LSB | Ch. 0 write LSB 
toggle bit toggle bit toggle bit toggle bit toggle bit toggle bit 


Table 4-69 


NMI Enable: 


0 = Disable 
1 = Enable 


Table 4-70 


RTC Index Register - I/O Port 070h (WO) 


RTC/CMOS RAM Index 


RTC Index Shadow Register - Index 98h (RO) 


fe te ee he = Ue le ei ee ee ae IE ey 
CMOS RAM Index Last Written 


NMI Enable 
Setting 
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4.10.6 IRQ8 Polarity 
The recognition of the IRQ8 interrupt can be inverted through 
SYSCFG 50h[5]. In the normal AT architecture, IRQ8 is 
active low and driven by an open-collector output of the RTC 
against a pull-up resistor. 


4.10.7 Fast GATEA20 and Reset Emulation 

FireStar will intercept commands to Ports 060h and 064h so 
that it can emulate the keyboard controller, allowing the gen- 
eration of the fast GATEA20 and fast INIT signals. The 
decode sequence is software transparent and requires no 
BIOS modifications to function. The fast GATEA20 genera- 
tion sequence involves writing “D1h” to Port 064h, then writ- 
ing data “02h” to Port 060h. The fast CPU “warm reset” 


Table 4-71 IRQ8 Polarity Bit - SYSCFG 50h 


function is generated when a Port 064h write cycle with data 
“FEh” is decoded. A write to Port 064h with data “DOh’ will 
enable the status of GATEA20 (bit 1 of Port O60h) and the 
warm reset (bit 0 of Port 060h) to be readable. 


If keyboard emulation has been disabled (PCIDV1 41h[4] = 
1), FireStar will still intercept reset and GATEA20 commands 
to Port 092h and generate CPUINIT to the CPU. However, 
FireStar has to be programmed to accept the KBRST# and 
KBA20M signals from the keyboard controller to generate 
CPUINIT and A20M# to the CPU because it will not intercept 
Port 060/064h commands. Figure 4-26 shows the connectiv- 
ity when keyboard emulation has been disabled. 


Swe ee eee eee ee eee 


PMU Control Register 4 


SYSCFG 50h 


IRQ8 polarity: 
0 = Active low 
1 = Active high 


Table 4-72 


Port 061h 


System parity 
check (RO) 


Timer OUT2 
detect (RO) (RO) 


I/O channel 
check (RO) 


Refresh detect 


Default = 00h 


Fast GATEA20 and Reset Emulation Related I/O Port Registers 


Port B Register 


/O channel 
check: 

0 = Enable 

1 = Disable 


Timer 2 Gate: 
0 = Disable 
(from CPU 
address) 
1 = Enable 


Parity check: 


0 = Enable 
1 = Disable 


Speaker output: 
0 = Disable 
1 = Enable 


aan 


Port 060h & 064h 


Keyboard I/O Control Registers 


The 82C700 will intercept commands to Ports 060h and 064h so that it may emulate the keyboard controller, allowing the generation 
of the fast GATEA20 and fast CPURST signals. The decode sequence is software transparent and requires no BIOS modifications to 
function. The fast GATEA20 generation sequence involves writing 'D1h’ to Port 64h, then writing data '02h' to Port O60h. The fast CPU 
warm reset function is generated when a Port 064h write cycle with data'FEh ' is decoded. A write to Port 064h with data DOh will 
enable the status of GATEA20 (bit 1 of Port 060h) and the system reset (bit 0 of Port O60h) to be readable 


Soe 
Port 092h 


Reserved 
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Default = 00h 


A20M#: 
0 = A20M# 
active 
1 = A20M# 0): 
inactive 1 = INIT sent to 
the3.3V 
CPU 


Fast Reset 
(automatically 
clears back to 


Preliminary 
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Table 4-73 


Keyboard Emulation Disable Bit 


a ae a ee ee ee ee 


Keyboard Controller Select Register 


PCIDV1 41h 


RDKBDPRT 
(RO): 

Keyboard con- 
troller has 
received Com- 
mand DOh and 
has not 
received the 
following O60h 
read. 


Figure 4-26 


WRKBDPRT 
(RO): 
Keyboard con- 

troller has 
received Com- 
mand D1th and 
has not 
received the 
following O60h 
write. 


IMMINIT: 
Generate INIT 
immediately on 


FEh Command. 


0 = Generate 
INIT imme- 
diately on 
FEh Com- 
mand 

1 = Wait for halt 
before INIT 
for key- 
board reset 


Default = 00h 


KBDCS# Reserved 
includes Port 
062h and O66h: 
0 = Disable 
1 = Enable 


KBDEMU: 
Keyboard 
emulation 
0 = Enable 
1 = Disable 


Connections with Keyboard Emulation Disabled 


A20M# 


FireStar 
CPUINIT 


KBRST# 


KBA20M 


KBRST# 


Kybd 
Controller 


A20M# 
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4.11 


The IDE controller in FireStar is based on OPTi’s Bus Master 
PCI IDE Module (MIDE) which is designed as a fast and flex- 
ible interface between the PCI bus and two channels of IDE 
devices (up to four devices). Each channel supports an inte- 
grated 8-level (32-byte) read prefetch FIFO and an 8-level 
(32-byte) posted write FIFO for bus mastering burst read and 
write operations on the PCI bus, substantially improving the 
performance over the typical slave IDE implementations. The 
Enhanced ATA Specification can be supported by program- 
ming the internal registers up to |IDE PIO Mode 5 and Single- 
and/or Multi-Word DMA Mode 2 timing. The module is 
designed to be backward compatible to the Viper-N+ IDE 
interface. 


When the internal IDE controller is disabled, FireStar passes 
the IDE cycles to the ISA bus if the cycles are not claimed on 
the PCI bus. 


4.11.1. Performance and Power 

Enhanced IDE uses the SD bus for its data transfers, but 
does not have to use slow ISA bus transfers because of its 
dedicated HDRD#, HDWR#, and DBE# signals. Essentially, 
the local bus IDE controller can run extremely short cycles 
because all timing aspects of the cycle are directly program- 
mable to meet the capabilities of the drive being used. 


FireStar’s implementation of local bus IDE is designed to 
save power. The buffers to/from the IDE are tristated 
between cycles. Therefore, no power is wasted toggling the 
IDE data lines when the IDE is not in use. 


Table 4-74 IDE Pin Programming Registers 


Integrated Local Bus Enhanced IDE Interface 


4.11.2 Bus Mastering IDE Coniroller 

FireStar features a new bus mastering IDE controller inter- 
face. Multiplexed operation allows the chip to very efficiently 
use only two dedicated pins (or four for four-drive bus master- 
ing) yet still allows IDE operation that is fully concurrent with 
every other high-speed system activity. 


The IDE controller operates in either programmed |/O (PIO) 
mode, bus mastering mode, or emulated bus mastering 
mode. In both cases, the control signals are multiplexed onto 
the XD[7:0] lines and the data is presented on the SD[15:0] 
bus. External buffers may be required to interface these sig- 
nals to the IDE drive, but can be eliminated in certain 
designs. 


Dedicated signal DBEW#, and optional signals DBEX#, 
DBEY#, and DBEZ# (on PIO pins), are provided to enable 
separate sets of buffers for each of the two supported drive 
channels (two drives per channel). The drive read and write 
commands come from the XD bus pins, qualified by DBE#. 
PCIDV1 AEh and AFh select the decoding that will take place 
at each DBE# pin (see Table 4-74). 


Decoding for cable 0 can be disabled completely through 
PCIDV1 4Fh[5] if only cable 1 is used locally (for example, if a 
docking station is connected and system boot should occur 
from the docking station drive instead of from the local drive). 


Bus mastering requires the addition of the DDRQ and 
DDACK# signal pair for each drive cable. The DDRQ0-1 sig- 
nals are supported as separate inputs on the chip; DDACKO- 
1# are multiplexed onto the XD lines like the other control 
lines, since they are meaningful only when a cycle is taking 
place (DBE# signal active). 


an me aaa aa ee a pe a ee 


PCIDV1 AEh 


DBEX¢# selection: 


000 = Disable (Default) 

001 = DBEO#: Cable 0, Drives 0 and 1 
010 = DBEO-0#: Cable 0, Drive 0 

011 = DBEO-1#: Cable 0, Drive 1 

100 = Decode all IDE accesses 

101 = DBE1#: Cable 1, Drives 0 and 1 
110 = DBE1-0#: Cable 1, Drive 0 

111 = DBE1-1#: Cable 1, Drive 1 


Reserved 
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DBE# Select Register 1 


Default = 01h 


DBEWé# selection: 
000 = Disable 
001 = DBEO#: Cable 0, Drives 0 and 1(Default) 
010 = DBEO-0#: Cable 0, Drive 0 
011 = DBEO-1#: Cable 0, Drive 1 
100 = Decode all IDE accesses 
101 = DBE1#: Cable 1, Drives 0 and 1 
110 = DBE1-0#: Cable 1, Drive 0 
111 = DBE1-1#: Cable 1, Drive 1 


Reserved 
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Table 4-74 IDE Pin Programming Registers 


ee a a a ee ee ee ee ee 


PCIDV1 AFh 


DBEZ# selection: 
000 = Disable (Default) 
001 = DBEO#: Cable 0, Drives 0 and 1 
010 = DBEO-0#: Cable 0, Drive 0 
011 = DBEO-1#: Cable 0, Drive 1 
100 = Decode all IDE accesses 
101 = DBE1#: Cable 1, Drives 0 and 1 
110 = DBE1-0#: Cable 1, Drive O 
111 = DBE1-1#: Cable 1, Drive 1 


Reserved 


DBE# Select Register 2 


Default = 00h 


DBEY# selection: 
000 = Disable (Default) 
001 = DBEO#: Cable 0, Drives 0 and 1 
010 = DBEO-0#: Cable 0, Drive 0 
011 = DBEO-1#: Cable 0, Drive 1 
100 = Decode all IDE accesses 
101 = DBE1#: Cable 1, Drives 0 and 1 
110 = DBE1-0#: Cable 1, Drive 0 
111 = DBE1-1#: Cable 1, Drive 1 


Reserved 


PCIDV1 4Fh 


Primary IDE 
interface 
(1FOh): 

0 = Disable 
1 = Enable 
(Default) 


4.11.2.1 Isolation of Drives 

Most notebook designs require that each IDE drive on a 
cable be capable of individual power-down without affecting 
other drives in the system. For example, an IDE CD-ROM 
and IDE hard drive that share the same cable could be 
power-managed separately to avoid having to keep the CD- 
ROM alive while the hard drive is active (or vice-versa). 


The FireStar solution includes programmable pin options 
described below to allow easier isolation in typical implemen- 
tations. 


4.11.2.2. IDE Control Pinout Options 
FireStar provides several programmable pin options to opti- 
mize the system design and reduce the need for external 
TTL. Refer to Section 3.3, "Programmable I/O Pins" for infor- 
mation on assigning these pin functions. 


¢ DBEOA/B# and DBE1A/B# 
FireStar can be programmed to generate separate buffer 
enable signals for each drive on the cable. Normally each 
cable has its own buffer enable: DBEO# for cable 0, 
decoded from I/O ports 1F0-7+3F6-7h; and DBE1# for 
cable 1, decoded from I/O ports 170-7+376-7h. The A/B# 
feature takes this decoding one step further and selects 
“drive A" or “drive B" on the cable according to the value 
last written to bit 1F6h[4] for cable 0, or 176h[4] for cable 1. 


Miscellaneous Control Register C - Byte 1 


Default = 20h 


* Dedicated DDACK# 
Bus mastering IDE drives must use one DDRQ/DDACK# 
pair per cable. The standard FireStar pinout provides 
DDRQ as dedicated inputs, but uses an XD bus pin quali- 
fied by DBE# to drive DDACK¢# to the drive. The total num- 
ber of signals controlled by DBE# in this case is 9, a very 
inconvenient value for use with 8-bit TTL. Therefore, 
FireStar allows for up to two dedicated DDACK# pins, one 
for each cable. 


* Dedicated DRD#, DWR#, DCS1#, DCS3#, DA[2:0] 
In asmall system, unused pins can be replaced with IDE 
control signals. This feature allows the designer to avoid 
using any TTL to support the IDE. This solution is espe- 
cially well suited for an ISA-less system, so that the 
SD[15:0] bus can be used solely to support the IDE drives. 


Figure 4-27 illustrates the connections typically required for a 
fully-isolated IDE drive. 
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Figure 4-27 IDE Interface Using Individual TTL 
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SD[15:0] 


DRDO# 


Figure 4-28 shows an implementation for a minimal system 
without separately buffered drives. A typical notebook design 
with few |SA-bus devices could use this approach. Note that 
PIO pins have been assigned IDE control functions DRD# 
and DWR#¥ to allow a zero-TTL solution, yet some of the con- 
trol signals still come from the XD[7:0] bus. The X-bus control 
lines will also toggle during cycles to the ROM, RTC, and 
KBC but will not have an effect on the IDE drive since DRD# 
and DWR# are inactive. If this situation is not acceptable and 
there are enough PIO pins free, all IDE control signals can be 
assigned to dedicated pins. Table 4-75 list the general IDE 
control line assignment. 


Figure 4-28 IDE Interface Using Zero-TTL 


IOCHRDY DCHRDY 


FireStar 
IDE XD[7:0] 


Controller ona 


| pao 0] 


DCS1# 
DCS3# 


Table 4-75 General IDE Control Line Assignment 


Primary 
Pin Name ppaseretion: = 


—— 0] TDDis0) 0] PiDEdaabus Cis data bus 
DCS3# ee chip select for 3F6-7h or 
376-7h I/O access 
DCS1# IDE chip select for 1F0-7h or 
170-7h I/O access 
XD5 DDACK# Bus master IDE DMA 
acknowledge 
XD1 DRD# IDE drive read command line, 
qualified by DBE# 
XDO DWR# IDE drive write command line, 
qualified by DBE# 
Dedicated DBEO# Command buffer enable to IDE 
pin cable 0 
Dedicated DDRQO Bus mastering IDE drive DMA 
pin request line for cable 0 
DBE1# Command buffer enable to IDE 
cable 1 
DDRQ1 Bus mastering IDE drive DMA 
request line for cable 1 
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4.11.2.3. Dedicated Secondary IDE Interface 
In a true ISA-less system, where even the ROM is handled by * Cable 0 Drive 0 
an external device on the PCI bus, a large number of ISA ¢ Cable 0 Drive 1 
support pins become available. These pins can be reas- * Cable 1 Drive 0 
signed to independently support a second IDE drive with no ¢ Cable 1 Drive 4 
external TTL. The primary ISA interface is also available to 
directly support a drive in this case. Either physical interface 
can be programmed to respond as: 


In No-ISA Mode, all SD, XD, SA, and ISA command signals 
stay low at reset so as not to drive signals to a possibly non 
powered drive. Table 4-76 lists the ISA pins that are reas- 
signed to the primary and secondary IDE drive function. 


Table 4-76 Control Line Assignment for two IDE Cables (No-ISA Mode) 


Original Pin 
Name Drives 
Cable 0 


Original Pin 
Name Drives 
Cable 1 


IDE Signal 
Name 


T—sspfso) |  SAli50) | DD[150]) | IDEdaabs | 
| = xp7_—s | MRE DCS3# IDE chip select for 3F6-7h or 376-7h I/O access 
MWR# DCS1# IDE chip select for 1F0-7h or 170-7h I/O access 


[x08 [atone [ont 
[902 [reas [ono 


4.11.3 Programming the IDE Controller 
The IDE controller has four register spaces that control it: 


1. SYSCFG - SYSCFG registers are accessed by writing 
Port 022h with an index and writing or reading from Port 
024h with a data value. 


2. PCIIDE - The PCIIDE space is accessed through PCI 
Configuration Mechanism #1 by addressing Bus #0, 
Device #14h, Function #0. 


3. IDE I/O - The IDE I/O space is a register set that is hid- 
den behind the IDE I/O ports, and is normally not acces- 
sible. A special sequence must be followed for enabling/ 
disabling access to these registers. Unless otherwise 
noted, all references to IDE I/O space in this section per- 
tain to this hidden space. These configuration registers 
share the |/O ports. 


4. Bus Master IDE registers - Mapped to system I/O space. 


References to the IDE I/O space 10Fh-1F7h are used below. 
The same concepts apply to the 170h-177h space. 


4.11.3.1. Enabling Access to IDE I/O Space 
To enable access to the IDE I/O register space, the following 
procedure must be followed: 


* Perform two consecutive 16-bit reads from I/O Port 1F 1h. 
This operation makes the register space accessible for the 
next I/O operation. 


¢ Perform an 8-bit write to I/O Port 1F2h with a value of 03h. 
This programming keeps the registers accessible indefi- 
nitely. 


4.11.3.2 Disabling Access to IDE I/O Space 
After enabling and programming the IDE I/O registers, these 
registers must be hidden from standard access before IDE 
operations can begin. Two options are available: 


¢ Write Port 1F2h with a value of C3h to disable the IDE I/O 
register space and fully enable IDE operation, and also 
prevent any future access to this space until the next hard- 
ware reset. 
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¢ Write Port 1F2h with a value of 83h to disable the IDE I/O space again as previously described in Section 4.11.3.1, 
space and fully enable IDE operation, but leave open the "Enabling Access to IDE I/O Space". 


Telate poss llity oh access ingttlS space py apebllng the Table 4-77 shows the registers associated with enabling and 


disabling access to the IDE |/O space. 


Table 4-77 Enabling/Disabling Access to IDE I/O Space Registers 


/O Address 1F1h Write Cycle Timing Register - Timing 0°) Default = xxh 


Write pulse width: Write recovery time: 
The value programmed in this register plus one determines the DWR# | The value programmed in this register plus two determines the recov- 
pulse width in PCICLKs (for a 16-bit write from the IDE Data Register). | ery time between the end of DWR# and the next DA[2:0]/DCSx# being 
See Table 4-82 or Table 4-83. presented (after a 16-bit write from the IDE Data Register), measured 
(Default = xxxx) in PCICLKs. See Table 4-82 or Table 4-83. 
(Default = xxxx) 
(1) Timing 0 can be programmed only if IDE I/O 1F6h[0] = 0. The timing programmed into this register is applied for IDE accesses to drives 
as selected by 1F3h[3:2] and 1F3h[7]. 

aaa 


I/O Address 1F1h Write Cycle Timing Register - Timing 1°) Default = xxh 


Write pulse width: Write recovery time: 
The value programmed in this register plus one determines the DWR# | The value programmed in this register plus two determines the recov- 
pulse width in PCICLKs (for a 16-bit write from the IDE Data Register). | ery time between the end of DWR# and the next DA[2:0]/DCSx# being 
See Table 4-82 or Table 4-83. presented (after a 16-bit write from the IDE Data Register), measured 
(Default = xxxx) in PCICLKs. See Table 4-82 or Table 4-83. 
(Default = xxxx) 


(1) Timing 1 can be programmed only if IDE 1/0 1F6h[0] = 1. The timing programmed into this register is applied for IDE accesses to drives 
as selected by 1F3h[3:2] and 1F3h[7]. 


/O Address 1F2h Internal ID Register Default = xxh 


Configuration Configuration Reserved (RO): Write to 0. Reserved: 
disable (WO): off (WO): (Default = xxxx) Must be written 11. If not, all 
0 = Enable 0 = Enable writes to the IDE I/O Registers 
accesses accesses will be blocked. 
to internal to internal 
IDE control- IDE control- 
ler registers ler registers 
1 = Disable 1 = Disable all 
accesses accesses 
to internal to internal 
IDE con- IDE control- 
troller reg- ler regis- 
isters until ters until 
another 2 power- 
consecu- down or 
tive I/O reset. 
reads 
from 1F th. 


(Default = 1) 
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4.11.3.3 Setting up the IDE Controller 
The steps described below must be followed prior to initializ- 
ing the timing for the drives, for both PIO and bus mastering 
capability. 
1. Configure the PCI IDE module as PCI Device #14h, 
Function #0, by setting SYSCFG ADh[4] = 
Set the PCI bus frequency in IDE I/O 1F5h(0}]. 


The 32-byte read prefetch FIFO should be enabled at 
PCIIDE 40h[5]. 


4. Concurrent refresh and IDE cycles should be enabled at 
PCIDV1 52h[0]. 


Table 4-78 IDE Interface Control Registers 


5. PCI IDE one wait state reads for primary and secondary 
channels should be enabled at IDE I/O Register 1F3h[4]. 


6. Read prefetch for primary and secondary channels 
should be enabled at IDE 1/O Register 1F6h[6]. 


Enable master capability at PCIIDE 04h[2]. 


Assign a non-conflicting I/O address for bus master IDE 
base address in PCIIDE 20h-23h. The I/O address must 
be less than 64KB. 


Table 4-78 shows the register bits used for setting up the IDE 
controller. 


(a a es ee ee eee 


SYSCFG ADh 


SSS Ss 
ia Address ne 


PCIIDE 
responds as: 


Function 0 


Function 1 


PCIIDE 40h 


Enhanced 
Slave: 

0 = 82C621A- 
compatible 
mode, 
uses a 16- 


byte FIFO 
in PIO 
Mode 


1 = Enhanced 
mode, 
uses a 32- 
byte FIFO 
in PIO 
Mode 
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Feature Control Register 3 


0 = Device 14h, 


1 = Device Oth, 


IDE Initialization Control Register 


Default = 00h 


See : 
Strap Register Default = xxh 


PCI CLK speed: 


0 = 33MHz 
1 = 25MHz 


Default = 00h 


Secondary IDE: 
0 = Enable 
1 = Disable 
This bit is effec- 
tive only if 
PCIDV1 4Fh[6] 
=1. 
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Table 4-78 IDE Interface Control Registers (cont.) 


ee ae Hae ee ee ee es ee 


PCIDV1 52h Misc. Controller Register 3 Default = 00h 


Concurrent 
refresh and 
IDE cycle: 
0 = Disable 
1 = Enable 
ISA devices that 
rely on accu- 
rate refresh 
addresses for 
proper opera- 
tion should dis- 
able this bit. 
Hae 
I/O Address 1F3h Control Register Default = xxh 


Enable one 
wait state read: 
minimum 
for data 


I/O Address 1F6h Miscellaneous Register Default = xxh 


Read prefetch: 
0 = Disable 
1 = Enable 


PCIIDE 04h Command Register - Byte 0 Default = 45h 


IDE controller 
becomes a PCI 
master to gen- 

erate PCl 
accesses: 
0 = Disable 
1 = Enable 


PCIIDE 20h-23h Bus Master IDE Base Address Register Default = 00000001h 
This register is the I/O base address indicator for the Bus Master IDE Registers. The address block has a size of 16 bytes. 


- Bits [3:0] are read-only and default to 0001. 
- Bits [31:4] are writable. 
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4.11.4 Programming Timing Information 

The FireStar IDE controller of supports up to four IDE drives 
on two cables with independent timing requirements. After 
common or independent timing for all the drives is pro- 
grammed, the IDE controller core tracks application software 
accesses to the IDE ports and automatically enables the pro- 
grammed independent timing for the drive being accessed. 
Figure 4-29 shows the configuration for the IDE controller 
while operating in PlO Mode. Figure 4-30 depicts the timing 
parameters associated with PIO Mode drives. 


Figure 4-29 PIO Mode Configuration 


CPU I/O read fromMrite 
to I/O Ports 1FOh or 170h 
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CPU memory 
read fromMrite to 


local memory ______ | 
Local Memory 


Figure 4-30 PIO Mode Cycle Timing 


PCI Bus 


A variety of options exist for programming the IDE timing for 
different drives. It is possible to program common PIO mode 
timing for all detected drives, customize independent timing 
for each drive, or enable bus mastering support on a drive- 
by-drive basis. Follow either Section 4.11.4.1, "Enabling 
Common Timing for All Drives", or Section 4.11.4.2, 
“Enabling Independent Timing", to setup global timing or 
independent timing information for the drives. 
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4.11.4.1. Enabling Common Timing for All Drives 

Table 4-79 shows the registers associated with programming 
common timing for all enabled drives. Common IDE timing for 
all drives is enabled by the IDE controller until independent 
timing is programmed. 


Table 4-79 


The default common timing for all drives is PIO Mode 0. Com- 
mon PIO Modes 0-3 timing for all enabled drives can be pro- 
grammed by setting PCIIDE 40h[1:0]. 


To enable common PIO Mode 4 or Mode 5 timing, first 
ensure that PIO Mode 3 is set up in PCIIDE 40h[1:0], as 
described above. Subsequently, the appropriate bits in PCI- 
IDE 43h[7:0] can be set to enable Mode 4 or Mode 5 timing. 


IDE Timing Control “Common Timing” 


ae Se ee ee ee ee ee ee eee ee ee 


PCIIDE 40h 


IDE Initialization Control Register 


Default = 00h 


Mode: 


These bits control the default 
16-bit cycle times for all IDE 
devices and can be overridden by 
programming the IDE I/O 
Registers. 
00 = > 600ns cycle time (PIO 
Mode 0) 
01 => 383ns cycle time (PIO 
Mode 2) 
10 => 240ns cycle time (PIO 
Mode 1) 
11 => 180ns cycle time (PIO 
Mode 3) 
These bits are effective only if 
PCIDV1 4Fh[6] =1. 


IDE Enhanced Mode Register 


PCIIDE 43h 


Enhanced Mode for Drive 1 on 
Secondary Channel: 
Sets 16-bit cycle times for IDE 
PIO Modes 4 and 5 or Multi-Word 
DMA Modes 1 and 2. 
00 = Disabled, control by corre- 
sponding Timing Registers 
Set 
01 = PIO Mode 4 or Multi- Word 
DMA Mode 1, command 
inactive for 2 PCICLKs 
10 = PIO Mode 5 or Multi-Word 
DMA Mode 2, command 
inactive for 1 PCICLK 
11 = Reserved 
Corresponding 170h/171h[3:0] 
must be set to 0 before these two 
bits are set to 01 or 10. 
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Enhanced Mode for Drive 0 on 
Secondary Channel: 
Sets 16-bit cycle times for IDE 
PIO Modes 4 and 5 or Multi-Word 
DMA Modes 1 and 2. 


00 = Disabled, control by corre- 
sponding Timing Registers 
Set 


01 = PIO Mode 4 or Multi-Word 
DMA Mode 1, command 
inactive for 2 PCICLKs 

10 = PIO Mode 5 or Multi-Word 
DMA Mode 2, command 
inactive for 1 PCICLK 

11 = Reserved 

Corresponding 170h/171h[3:0] 

must be set to 0 before these two 

bits are set to 01 or 10. 


Enhanced Mode for Drive 1 on 
Primary Channel: 
Sets 16-bit cycle times for IDE 
PIO Modes 4 and 5 or Multi- Word 
DMA Modes 1 and 2. 


00 = Disabled, control by corre- 
sponding Timing Registers 
Set 

01 = PIO Mode 4 or Multi-Word 
DMA Mode 1, command 
inactive for 2 PCICLKs 

10 = PIO Mode 5 or Multi-Word 
DMA Mode 2, command 
inactive for 1 PCICLK 

11 = Reserved 

Corresponding 1FOh/1F1h[3:0] 

must be set to 0 before these two 

bits are set to 01 or 10. 


Default = 00h 


Enhanced Mode for Drive 0 on 
Primary Channel 


Sets 16-bit cycle times for IDE 

PIO Modes 4 and 5 or Multi-Word 

DMA mode 1 and 2. 

00 = Disabled, control by corre- 
sponding Timing Registers 
Set 

01 = PIO Mode 4 or Multi- Word 
DMA Mode 1, command 
inactive for 2 PCICLKs 

10 = PIO Mode 5 or Multi- Word 
DMA Mode 2, command 
inactive for 1 PCICLK 

11 = Reserved 

Corresponding 1FOh/1F1h[3:0] 

must be set to 0 before these two 

bits are set to 01 or 10. 


Page 143 


Preliminary 
82C700 


4.11.4.2. Enabling Independent Timing 

If required, independent timing can be programmed for each 
drive in each channel, by accessing the IDE I/O register 
space. For every enabled drive, three timing choices are 


Timing 1. Timing 0 and Timing 1 are two sets of timing that 
provide separate read/write pulse widths, read/write recovery 
times, common address setup time, and common channel 
ready hold times. The relevant timing registers for the primary 


available: the common timing described earlier, Timing 0 or channel are listed in Table 4-80. 


Table 4-80 IDE Timing Control “Independent Timing” 


a eae RS es ae ar ee ee ee ee ee ee 
V/O Address 1F0h Read Cycle Timing Register - Timing 0“) Default = xxh 


Read pulse width: Read recovery time: 
The value programmed in this register plus one determines the DRD# | The value programmed in this register plus two determines the recov- 
pulse width in PCICLKs (for a 16-bit read from the IDE Data Register). | ery time between the end of DRD# and the next DA[2:0]/DCSx# being 
See Table 4-82 or Table 4-83. presented (after a 16-bit read from the IDE Data Register), measured 
(Default = xxxx) in PCICLKs. See Table 4-82 or Table 4-83. 
(Default = xxxx) 


(1) Timing 0 can be programmed only if IDE I/O 1F6h[0] = 0. The timing programmed into this register is applied for IDE accesses to drives 
as selected by 1F3h[3:2] and 1F3h[7]. 
i ister - Timi ) = 


l/O Address 1F0h Read Cycle Timing Register - Timing 1( Default = xxh 


Read pulse width: Read recovery time: 
The value programmed in this register plus one determines the DRD# | The value programmed in this register plus two determines the recov- 
pulse width in PCICLKs (for a 16-bit read from the IDE Data Register). | ery time between the end of DRD# and the next DA[2:0]/DCSx# being 
See Table 4-82 or Table 4-83. presented (after a 16-bit read from the IDE Data Register), measured 
(Default = xxxx) in PCICLKs. See Table 4-82 or Table 4-83. 
(Default = xxxx) 


(1) Timing 1 can be programmed only if IDE 1/O 1F6h[0] = 1. The timing programmed into this register is applied for IDE accesses to drives 
lected by 1F3h[3:2] and 1F3h[7]. 
, F - Timi ) fe 


/O Address 1F1h Write Cycle Timing Register - Timing 0° Default = xxh 


Write pulse width: Write recovery time: 


The value programmed in this register plus one determines the DWR# | The value programmed in this register plus two determines the recov- 
ery time between the end of DWR# and the next DA[2:0]/DCSx# being 
presented (after a 16-bit write from the IDE Data Register), measured 
in PCICLKs. See Table 4-82 or Table 4-83. 


(Default = xxxx) 


pulse width in PCICLKs (for a 16-bit write from the IDE Data Register). 
See Table 4-82 or Table 4-83. 


(Default = xxxx) 


(1) Timing 0 can be programmed only if IDE 1/0 1F6h[0] = 0. The timing programmed into this register is applied for IDE accesses to drives 
as selected by 1F3h[3:2 


SES 


/O Address 1F1h Write Cycle Timing Register - Timing 1) Default = xxh 


Write pulse width: Write recovery time: 
The value programmed in this register plus one determines the DWR# | The value programmed in this register plus two determines the recov- 
pulse width in PCICLKs (for a 16-bit write from the IDE Data Register). | ery time between the end of DWR# and the next DA[2:0]/DCSx# being 
See Table 4-82 or Table 4-83. presented (after a 16-bit write from the IDE Data Register), measured 
(Default = xxxx) in PCICLKs. See Table 4-82 or Table 4-83. 

(Default = xxxx) 


(1) Timing 1 can be programmed only if IDE 1/0 1F6h[0] = 1. The timing programmed into this register is applied for IDE accesses to drives 
as selected by 1F3h[3:2] and 1F3h[7]. 


Note: Both Timing 0 and Timing 1 sets share the same address setup and DRDY delay times as programmed in 1 F6h[5:4] and 1F6h[3:2] 
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Table 4-80 IDE Timing Control “Independent Timing” (cont.) 


ee ae He ee ee ee ee ee ee 


I/O Address 1F3h Conirol Regisiter Default = xxh 


Timing register Drive 1 timing Drive 0 timing 
value select: select: select: 
0 = Basic Basic Basic 
1 = Enhanced (1 F3h[7] = 0): (1F3h[7] = 0): 
0 = Determined | 0 = Determined 
by PCIIDE by PCIIDE 
40h[1 :0] 40h[1:0] 
1 = Timing 1 1 = Timing 1 
Enhanced Enhanced 
(1F3h[7] =1): | (1F3h[7] = 1): 
0 = Timing 1 0 = Timing 1 
1 = Timing 0 1 = Timing O 
Note: Bits 2, 3 and 7 of the Control Register should be enabled after the Cycle Timing Registers and Miscellaneous Register are pro- 
grammed. See Table 4-81 for programming options. 
FSS 
l/O Address 1F6h Miscellaneous Register Default = xxh 


Address setup time:"") Delay: Timing register 

The value programmed in this The value programmed in this register plus two load select: 

register plus one determines the | determines the minimum number of PCICLKs 0 = Timing 0 

address setup time between between DRDY# going high and DRD# or DWR# (1FO-1F th 

DRD# or DWR# going active and | going inactive. See Table 4-82 or Table 4-83. accept Tim- 

DA[2:0], DCS3#, DCS1# being (Default = xxx) ing 0 val- 

presented, measured in PCI- ues) 

CLKs. See Table 4-82 or Table 4- 1 = Timing 1 

83. (1FO-1F 1h 

(Default = xx) accept Tim- 
ing 1 val- 
ues) 


1) Both Timing 0 and Timing 1 sets have common address setup and DRDY delay times as programmed in 1F6h[5:2]. 
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Setting up independent timing for drives is a two step pro- of the primary channel of the IDE interface with independent 
cess. The first step is to load the timing information sets timing requirements, for the configuration recommended in 
(common, Timing 0, Timing 1). The second step is to associ- Table 4-81. For the secondary channel, a similar procedure 


ate each drive with one of the preloaded timing sets. Figure can be followed by changing all the indexes from 1Fxh to 
4-31 is a flow chart that describes how to program the drives 17xh, and programming PCIIDE 43h[7:4]. 


Figure 4-31 IDE Interface Primary Channel Programming Flow Chart 


Enter the IDE I/O Registers Programming Mode: Two consecutive (any other I/O cycle between these two reads will disable 
access to the IDE registers) 16-bit I/O reads from 1F1h followed by an 8-bit I/O write to 1F2h with a value of 03h. 


Set the values for Timing 0: 

1) Write 0 to 1F6[0] to load Timing 0 parameters. 

2) First set proper values in registers 1FOh and 1F1h for read/write pulse width and recovery times, and then program PCIIDE 
43h[1:0], according to Table 4-82 or Table 4-83. (Program PCIIDE 43h[5:4] for Drive 0 of secondary channel). 


Set the values for Timing 1: 

1) Write 1 to 1F6[0] to load Timing 1 parameters. 

2) First set proper values in registers 1FOh and 1F1h for read/write pulse width and recovery times, and then program PCIIDE 
43h[3:2], according to Table 4-82 or Table 4-83. (Program PCIIDE 43h[7:6] for Drive 1 of secondary channel). 


Program the Address Setup Time and DRDY Delay Time: 

1) Follow Table 4-82 or Table 4-83 to set proper values into registers 1F6h[5:4]. Reset 1F6h[3:1] to 0. 

2) The address setup time and DRDY delay time are common to both Timing 0 and Timing 1. If they are not the same mode, program 
the slower timings for the address setup time. 


Associate the drives with Common timings, Timing 0 parameters, or Timing 1 parameters: Follow Table 4-81 to set proper 
values in the registers 1F3h[7,3,2]. This should be done after all the read/write pulse and recovery, address setup, and DRDY delay 


have been set. 


Exit the IDE I/O Registers Programming Mode: An 8-bit I/O write to 1F2h with a value of 83h. 
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Loading Timing 0 and Timing 1 sets: 

The parameters for Timing 0 are programmed by first setting 
IDE I/O 1F6h[0] = 0, followed by initializing IDE I/O 1FOh and 
1Fih with the first set of read/write pulse widths and read/ 
write recovery times. The parameters for Timing 1 are pro- 
grammed by first setting IDE I/O 1F6h[0] = 1, followed by ini- 
tializing IDE I/O 1FOh and 1F ih with a second set of read/ 
write pulse widths and read/write recovery times. 


Address setup time and channel ready hold time (DRDY) are 
common to both timing sets and are programmed in 
1F6h[5:4] and 1F6h[3:1] respectively. Refer to Table 4-82 
and Table 4-83 for information regarding the values that need 
to be programmed in the timing registers for different modes. 


Associating drives with timing sets: 

Each enabled drive can be associated with one of the pre- 
loaded timings according to Table 4-81, by programming IDE 
VO registers 1F3h[7] and 1F3h[3:2] (these must be pro- 
grammed after setting up the timing sets. For every enabled 
drive, the IDE controller allows two basic choices for timing 
control, “Basic”, or “Enhanced”, depending on the value of 
IDE I/O register 1F3h[7]. 


Table 4-81 


“Basic” choices (IDE I/O 1F3h[7] = 0): 

1. The “common” timings as described in Section 4.11.4.1, 
“Enabling Common Timing for All Drives", where timing 
for all drives is determined by PCIIDE 40h[1:0] (Modes 
0-3), or PCIIDE 43h[7:0] (Modes 4-5). 


2. Timing 0 
“Enhanced” choices (IDE I/O 1F3h[7] = 1): 
1. Timing 0. 
2. Timing 1. 


Table 4-82 and Table 4-83 show the timing and recom- 
mended register settings for various IDE modes defined in 
the Enhanced IDE Specifications. They include PIO transfer, 
Single-Word DMA transfer, and Multi-Word DMA transfer 
modes. The actual cycle time equals the sum of actual com- 
mand active time and actual command inactive (command 
recovery and address setup) time. These three timing 
requirements should be met. In some cases, the minimum 
cycle time requirement is greater than the sum of the com- 
mand pulse and command recovery time. This means either 
the command active (command pulse) or command inactive 
time (command recovery and address setup) can be length- 
ened to ensure that the minimum cycle times are met. 


Independent Timing Selection Options for Primary Channel 


P Common” | comment) ——f —SiOSSC~iSC“‘(SCSC‘COC!!OC*dSOC~“‘CNC#*#‘’ 
| Common) =| timing) | OT OC 
| Timingo | Common) | 


a 
[_Tmingt | _Tmingt | 1 ~*+Y| oo +{ | 
| Timing | Tmingd 
ptmingo | timing YS CdSCCTTTCdSCSCOC~—CCSCS 
(1) Refer to PCIIDE 40h[1:0] for common timing values if PCIDV1 4Fh[6] = 1. 

(2) Recommended configuration. 
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Table 4-82  16-Bit Timing Parameters with 33MHz PCI Bus 


IDE Transfer Modes 


Multi-Word DMA Single-Word DMA 
PIO Modes 
Parameter: 


rete it Peta fe] 


R/W Command Pulse: | Bit values in hex 5 4 
171h(7:4], Index-o/1 LUming In PCICLKs oer eal 
Enhanced IDE Spec 
in ns@) 
R/W Recovery Time: | Bit values in hex 
1FOh/170h/1F 1h/ Eon os 
(1) 11 
171h{3:0], Index-o/1 LUming in PCICLKs | 8 | 
Enhanced IDE Spec N/S 
in ns@) 


Address Setup: Bit values in hex 2 
PPonA7enl24 Timing in PCICLKs™ 


Enhanced IDE Spec 70 
in ns@) 
DRDY: Bit values in hex 20 0 Enka 


| 0 | 
EAESES 
Enhanced Mode:(3) Bit values in hex 2 2 { 2 
[7:6], [5:4], [3:2], or 
[1:0] 


p 4 | iv] 5 | 4 | ee te 8 
240 


Cycle Time | 5 | 
i (2) 
inns 


N/S = Not Specified, N/A = Not Applicable 

(1) The actual timing (in PCICLKs) that will be generated by the IDE controller if the recommended bit values in hex are programmed. 
(2) The timing (in ns) as specified in the Enhanced IDE Specification. 

(3) PCIIDE 43h can be programmed only after the R/W command pulse, and R/W recovery times are programmed. 


els 


[o} 
oO 
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Table 4-83 16-Bit Timing Parameters with 25MHz PCI Bus 
IDE Transfer Modes 
Multi-Word DMA Single-Word DMA 


PIO Modes Modes Modes 
Parameter: 


Register Bits | __Dimension _| o | 1 {2|2{[¢{s]o{s1{2}]o}1/e2| 
FiWGommandPuse: [Bivabesinhex [4 [3 [ 2? [2 [a [1 [os [afi [ols | 


=" 
ie on 


Enhanced IDE Spec 165 | 125 
in ines 
R/W Recovery Time: 
1FOh/170h/1F 1h/ 
10 
171h3:0],Index-0/ peepee 


Address Setup: 
1F6h/ 76h[5:4] 


Enhanced IDE Spec 
inns®) 


DRDY: Bit values in hex Ea 
hac, Timing inPciciks”) | 2 | 2 | 


Enhanced Mode:(°) Bit values in hex 
PCIIDE 43h bits 
[7:6], [5:4], [3:2], or 
| [1:0] :0] 


i aa rats]; se,;+[s[m]el es 


in ns(@ 


N/S = Not Specified, N/A = Not Applicable 

(1) Actual timing (in PCICLKs) that will be generated by the MIDE Module if the recommended bit values in hex are programmed. 
(2) Timing (in ns) as specified in the Enhanced IDE Specification. 

(3) PCIIDE 43h can be programmed only after the R/W command pulse, and R/W recovery times are programmed. 
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4.11.4.3 
ils 


Programming and Drive Placement Tips: 
Ensure that IDE I/O Register 1F6[0] (176h[0] in the sec- 
ondary channel) is set to 0 whenever accessing Timing 
Set 0. It is a common mistake that after accessing Tim- 
ing Set 0, this bit is not reset to 0 by the BIOS. These bits 
will not be reset during a soft reset. After a soft reset, if 
the BIOS reloads Timing 0 and Timing 1 Sets, it would 
actually load the Timing 1 Set twice. 


The address setup and recovery time are shared by the 
two IDE devices on the same channel at 1F6h[5:1]. If 
these two devices are not in the same mode, slower 
address setup and recovery time should be programmed 
to ensure proper timings on the slower drive. Under this 
assumption, two drives should be placed on the separate 
channels in a two-drive system. In a multiple-drive sys- 
tem, place slower drives on one channel and faster 
drives on the other channel. 


If no IDE hard drives are in the primary slave, secondary 
master location or slave location, set only the command 
pulse and recovery time (1FOh/1F1h, Index-1, 170h/ 
171h, Index-0 and 170h/171h, Index-1) to correspond to 
PIO Mode 0. This is to ensure proper timing for an 
ATAPI CD-ROM that may be in any of these locations. 


If no device is present in the primary slave (Drive 1) loca- 
tion, set the command pulse and recovery time (1FOh 
and 1F 1h, Timing 0 to correspond to PIO Mode 0. Also, if 
no drive is present in the secondary master (Drive 0), or 
secondary slave (Drive 1) location, set the command 
pulse and recovery time (170h-171h for Timing 0), and 
(170h-171h for Timing 1) to correspond to Mode 0. 
These registers do not default to a fixed value. 
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4.11.5 Bus Mastering Support Overview 

FireStar provides a full function PCI local bus IDE controller 
capable of programmed |/O (PIO) mode or master mode 
operation. The chipset is capable of arbitrating for the owner- 
ship of the PCI local bus and transfers data between the IDE 
device and local memory. The IDE controller in FireStar con- 
forms to the ATA Standard for IDE disk controllers. 


By performing the IDE data transfers as a bus master instead 
of a slave, the chipset off-loads the CPU from having to per- 
form the transfers. This benefit is realized in the form of the 
CPU not having to perform programmed I/O transfers to 
effect the data transfer between the disk and the memory. 


Figure 4-32 Master IDE Configuration 


to local memory 


Figure 4-33 Multi-Word DMA Transfer Mode 


DDREQ 


PCI master read from/write 


Figure 4-32 shows the configuration for a bus mastering IDE 
controller. Figures 4-33 and 4-34 depict the timing parame- 
ters associated with Multi-Word and Single-Word DMA trans- 
fers. 


The master mode of operation is an extension to the standard 
IDE controller model. Thus, systems can still revert back to 
slave mode IDE if they so desire. The master mode of opera- 
tion is designed to work with any IDE device that supports 
DMA transfers on the IDE bus. Devices that do not support 
DMA on the IDE bus can transfer IDE data using pro- 
grammed //O. 


IDE Controller 
(PCI Master) 


DMA IDE transfers 
Primary IDE 


FireStar 
MIDE Module 


Secondary IDE 


PCI Bus 


eS —— SS _____i_i_§6e£zee 


| Cycle Time 


Command Pulse 


< >| < > Command Inactive 


DRD#/DWR# \ / \ / 
DD[48:0)_§ — A PA@@{[_?pT D> OO 


Figure 4-34 Single-Word DMA Transfer Mode 


DDREQ / ; \ / ; \ 


| Cycle Time 


$$ i$ 
BDACK a ooooh*—EFe 


Command Pulse 


| Command Inactive 


DRD#/D WR# \ / \ / 
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4.11.6 Physical Region Descriptor Table ¢ The first four bytes specify the start address of a physical 
Before the IDE controller starts a master transfer it is given a memory region. 

pointer to a Physical Region Descriptor Table. This table con- 
tains some number of Physical Region Descriptors (PRDs) 
which describe areas of memory that are involved in the data 
transfer. The descriptor table must be aligned on a 4-byte 
boundary and the table cannot cross a 64K boundary in ¢ Bit 7 of the last byte indicates the end of the table; bus 
memory. master operation terminates when the end of the table has 

been reached. 


« The next two bytes specify the size of the region in bytes 
(64K byte limit per region). A value of zero in these two 
bytes indicates 64K. 


4.11.6.1 Physical Region Descriptor 

The physical memory region to be transferred is described by Refer to Figure 4-35 for the correlation between PRD table 
a Physical Region Descriptor (PRD). The data transfer will  @ntries and memory regions that are involved in DMA data 
proceed until all the regions described by the PRDs in the __ transfers. 


table have been transferred. The format of a PRD table is The memory region specified by the PRD cannot straddle a 


shown in Table 4-84. 64Kbyte boundary. Also, the total sum of the PRD byte 
Each Physical Region Descriptor entry is eight bytes in counts must be equal to or greater than the size of the disk 
length: transfer request. 


Table 4-84 Physical Region Descriptor Table Entry 


CI 


Byte-[3:1] BASE XXXX Memory Region Physical Base Address [31:1] 
Byte-0, bits [7:1] XXXX 


Byte-5 COUNT XXXX Byte Count [15:1] 
Byte-4, bits [7:1] 


| — 


Note: The memory region specified by the descriptor is further restricted such that the region cannot straddle a 64K boundary. This means the 
byte count is limited to 64K and the incrementer for the current address register only extends from bit 1 to bit 15. 


Figure 4-35 Physical Region Descriptor Table Entry 
Nx 10000h 


| Byte 3 | Byte 2 | Byte 1 | Byte 0 


Dword 0 Memory Region Physical Bass Address [31:1] 


Dword 1 EOT Byte Count [15:1] 


64Kbytes 


(N+1) x 10000h 
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4.11.6.2 Bus Masier IDE Registers as byte, word, or dword quantities. The description of the 16 
The bus master IDE function uses 16 bytes of I/O space. The bytes of I/O registers is shown in Table 4-85 (refer to Section 
base address of this block of I/O space is pointed to by the 5.4.3, "Bus Master IDE Registers" for individual bit formats in 
Bus Master IDE Base Address Register and PCIIDE 20h- each register). 

23h. All bus master IDE I/O space registers can be accessed 


Table 4-85 Bus Master IDE Registers 


Offset from Base Address Register Access Register Name/Function 
Bus Master IDE Command Register for Primary IDE 
SSS 


Device-specific 


ex —— 
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4.11.6.3. Standard Programming Sequence for Bus Mastering Operations 

DMA Mode capability can be programmed independently for Common Timing for All Drives". Subsequently, the appropri- 
primary and secondary channels by setting the bus mastering ate bits in PCIIDE 43h[7:0] can be set to enable DMA Mode 1 
registers 02h and OAh. Ensure that PIO Mode 3 is set up in or DMA Mode 2. 

PCIIDE 40h[1:0], as described in Section 4.11.4.1, "Enabling 


Table 4-86 DMA Mode Programming Bits 


ae ae ee ee eee ee ee ee ee 


Base Address + 02h Bus Master IDE Status Register for Primary IDE Default = 00h 


Drive 1 DMA Drive O DMA 
capable: capable: 
This bit is set by | This bit is set by 
device-depen- | device-depen- 

dent code dent code 
(BIOS or (BIOS or 
device driver) device driver) 
to indicate that | to indicate that 
Drive 1 for this | Drive O for this 
channel is channel is 
capable of capable of 
DMA transfers, | DMA transfers, 
and that the and that the 
controller has controller has 
been initialized | been initialized 
for optimum for optimum 
performance. performance. 


Base Address + 0Ah Bus Master IDE Status Register for Secondary IDE Default = 00h 


Drive 1 DMA Drive 0 DMA 
Capable: Capable: 


This bit is set by | This bit is set by 
device depen- | device depen- 
dent code dent code 
(BIOS or (BIOS or 
device driver) device driver) 
to indicate that | to indicate that 
Drive 1 for this | Drive O for this 
channel is channel is 
capable of capable of 
DMA transfers, | DMA transfers 
and that the and that the 
controller has controller has 
been initialized | been initialized 
for optimum for optimum 
performance. performance. 
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To initiate a bus master transfer between memory and an IDE 
DMA slave device, the following steps are required (Figure 4- 
36 shows the bus master operations described below): 


1. DOS calls BIOS (INT13H) to start a disk transfer. For OS 
that is not using BIOS services, a device driver should be 
in place to intercept the disk access request. 


2. BIOS (or device driver) prepares a PRD Table in the sys- 
tem memory. Each PRD is 8 bytes long. It consists of an 
address pointer (the location specifies in the ES:BXh) to 
the starting address and the transfer count (the sector 
count specifies in the AL) of the memory buffer to be 
transferred. If the data area (as pointed by ES:BXh and 
AL) crosses a 64K boundary, the BIOS (or device driver) 
would have to break it into multiple transfers (PRDs) so 
that each of them lies within the boundary. 


3. BIOS (or device driver) provides the starting address of 
the PRD Table by loading the PRD Table Pointer Regis- 
ter (Bus Master IDE Base Address + 04h or + OCh). 


4. The direction of the data transfer is specified by setting 
the Read/write Control bit in the Command Register (Bus 
Master IDE Base Address + 00h or + O8h). Clear the 
Interrupt bit and Error bit in the Status Register (Bus 
Master IDE Base Address + 02h or + OAh). 


5. BIOS (device driver) resets the Hard Disk Task Com- 
plete Flag (a memory byte location at 40:E8h) to OOh. It 
will be in a tight loop checking whether this Complete 
Flag is set to FFh. Other OS may have a different mech- 
anism to detect disk activity. 


6. BIOS (or device driver) specifies address and size of the 
data request by programming the Command Block Reg- 
isters of the IDE device and issues the appropriate DMA 
transfer command to it. 


7. BIOS (device driver) engages the bus master function by 
writing ‘1’ to the Start bit in the Command Register (Bus 
Master IDE Base Address + 00h and + O8h) for the 
appropriate channel. 


8. 


10. 


11. 


12. 


13. 


14. 


15. 


The 82C700 starts reading the first PRD and transfers 
data to/from its 32-byte FIFO in response to DMA 
requests (|DEREQx) from the IDE devices. The 820700 
then starts transfer to local memory (an internal master 
request will be generated) for read if the FIFO is empty, 
for write if the FIFO is full, or when the byte count expires 
and no more entries in the PRD. 


After the last data transfer within a PRD, the 82C700 
checks the End of Table (EOT) bit to decide whether to 
read another PRD or move forward. 


At the end of transfer, the IDE device signals an inter- 
rupt. 


After 82C700 has flushed all the data from its FIFO to 
system memory, it resets the Bus Master IDE Active bit 
and sets the Interrupt bit in the Status Register. 


The disk interrupt (DINTx) will be passed to the internal 
INTC (8259). DINTx will not be blocked to the INTC in a 
disk write operation. This DINTx triggers IRQ14 or 
IRQ15 and eventually goes to interrupt the CPU. 


CPU generates an INTA# cycle in responds to the 
IRQ14 (INT76H) or IRQ15 (INT77H). The INT76H han- 
dler sets 40:E8h to FFh to signal completion of the disk 
access. 


BIOS (device driver) resets the Start/Stop bit in the Com- 
mand Register. It then reads the Status and Interrupt bits 
in the Status Register and then the IDE device’s status to 
determine if the transfer completed successfully. 


Status will be passed back to INT 13H to finish the opera- 
tion. 
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Figure 4-36 Bus Master IDE Operation 


Offset PCIIDE Space System I/O Space System Memory Space 


00h 0000h 


A wears | oT, 
Base Address [31:1] 8 Bytes 
[15:1] 
Beco 
WS WK. 


eae Bus Master IDE Base Address 


Cannot cross a 
64K boundary 


“th So 


Memory Physical Region N 
Base Address [31:1 


] 
[15:1] 


Base PRD Table Address 
+04h for Primary IDE 

Base Command & Status Registers 
+08h for Secondary IDE 
Base PRD Table Address 
+0Ch for Secondary IDE 


8 Bytes 


3Ch 


Memory Region 2 
(64Kbyte max) 


Memory Region 1 
(64Kby te max) 


FFFCh (64Kbytes 


Memory Region N 
(64Kbyte max) 
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4.11.6.4 Programming the IDE Interrupt Routing MIDE Module while in the Legacy and Native Modes. The 
Table 4-87 details the interrupt routing mechanism for the system BIOS needs to program them accordingly. 


Table 4-87 IDE Interrupt Routing Chart 


ma PCIIDE Configuration Register Setting 


IDE Drive Interrupts routed to: 


Prim Second IDE I/O 2nd IDE Native Mode Native/ 8259 Interrupt or 8259 | 8259 Interruptor | 
ay aly a 4 —. a Mode PCI =a PCI a 


| sCisabled = f xxxx | 


Legacy’) Disabled 8259 IRQ14 input N/A 
ee ee 
se ee 
escola (es a cabal aia 
1010 


(1) The 8259 interrupt input IRQ1 4 (IRQ15) will not be available for mapping from PCIIRQO#-3# if the primary (secondary) channel is enabled 
in legacy mode. 


(2) See Table 4-88 for selection possibilities. 


Table 4-88 IDE Interrupt Selection Registers 


ae er a es ee ee ee ee ee ee ee 


PCIIDE 45h IDE Interrupt Selection Register Default = 00h 


Secondary Drive 1 interrupt pin: | Secondary Drive 0 interrupt pin: Primary Drive 1 interrupt pin: Primary Drive 0 interrupt pin: 


00 = IRQ10+PCIRQO# 00 = IRQ10+PCIRQO0# 00 = |RQ10+PCIRQ0# 00 = IRQ10+PCIRQO0# 
= IRQ11+PCIRQ1# 01 =IRQ11+PCIRQ1# 01 =1RQ11+PCIRQ1# 01 = IRQ11+PCIRQ1# 
= IRQ14+PCIRQ2# 10 = |RQ144+PCIRQ2# 10 = |RQ14+PCIRQ2# 10 = |RQ144+PCIRQ2# 

11 = 1IRQ15+PCIRQ3# 11 = 1RQ15+PCIRQ3# 11 = 1RQ154+PCIRQ3# 11 = 1IRQ15+PCIRQ3# 


Note: ISA IRQ is selected for Legacy Mode and PCI IRQ is selected for Native Mode (see PCIIDE 09h). 
PCIIDE 47h - FS ACPI Version IDE Interrupt Selection Register Default = FAh 


Secondary Drive 1 interrupt pin: | Secondary Drive 0 interrupt pin: Primary Drive 1 interrupt pin: Primary Drive 0 interrupt pin: 


00 = IRQ10+PCIRQO# 00 = IRQ10+PCIRQO0# 00 = IRQ10+PCIRQO0# 00 = IRQ10+PCIRQO0# 
= IRQ11+PCIRQ1# 01 = IRQ11+PCIRQ1# 01 = IRQ11+PCIRQ1# 01 = IRQ11+PCIRQ1# 


= IRQ14+PCIRQ2# 10 = IRQ144+PCIRQ2# 10 = |RQ14+PCIRQ2# 10 = 1IRQ144+PCIRQ2# 
11 = 1IRQ15+PCIRQ3# 11 = 1IRQ15+PCIRQ3# 11 = 1IRQ15+PCIRQ3# 11 = 1IRQ15+PCIRQ3# 


Note: ISA IRQ is selected for Legacy Mode and PCI IRQ is selected for Native Mode (see PCIIDE 09h). 
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4.11.7 Emulated Bus Mastering Mode 

FireStar provides a means to have DMA-type operation on a 
PIO mode drive. Any IDE device can use this feature. The 
feature works by acting as a bus master, in much the same 
way as the DMA controller would. 


Emulated bus mastering allows devices such as IDE CD- 
ROM drives to access data and store it in a memory buffer 
with no CPU intervention. The interrupt from the IDE drive is 
handled by a hardware sequencer; the CPU is interrupted 
only after the transfer is complete. The attached IDE drive 
can deassert IOCHRDY as needed if data is not ready. 


Since the purpose of the Emulated Bus Master IDE mode is 
primarily to increase system performance during the disk 
read from CD-ROM transfer, this mode is implemented for 
the read-from-disk direction only. 


The differences between PIO mode and DMA mode transfer 
are not only the control signal behavior, but also the program- 
ming methods to the drive and IDE controller. These are 
described below. It is important to note that no DMA instruc- 
tions are allowed to be sent to the drive in this mode, since 
the drive itself is a PIO-mode-only device. No interception of 
drive-related commands takes place, so DMA-related com- 
mands would only confuse the IDE drive logic. 


4.11.7.1 Setup 

The IDE controller channel must be programmed to support a 
bus master IDE drive. In addition, the bit corresponding to the 
channel must be set in PCIIDE 44h[3:0] for FireStar and PCI- 
IDE 46h[3:0] for FireStar ACPI to select Emulated Bus Mas- 
tering (refer to Table 4-89). 


4.11.7.2 Operation 

As stated earlier, only PlO-mode commands are allowed to 
the drive. The emulated bus mastering function automates 
only reads from the drive, so writes must still be carried out 
through normal I/O write cycles from the CPU. 


Table 4-89 


Emulated Bus Master Control Registers 


Emulated bus mastering depends on the IRQ line to deter- 
mine transfer completion. For CD-ROM data read, IRQ is 
asserted for two reasons: 


« When data is ready to be read by host (“data ready IRQ”) 
« Atthe end of the transfer (“transfer complete IRQ”). 


This behavior is important to understand for the emulation 
implementation. 


Data Ready IRQ: When IRQ assertion signals “data ready”, 
software must act as if it is programming a DMA mode IDE 
controller by doing the following: 


¢ Prepare the required PRD table and word count in memory 


* Generate required control commands to the IDE controller. 
Since the drive used is not DMA-capable, software must 
not send any DMA commands to the disk drive. Only nor- 
mal PIO commands can be used. 


* Set the Start bit in the IDE controller register. 


At this point the hardware takes over and generates the pro- 
grammed number of I/O read cycles to the CD-ROM drive. 
During the transfer, the IDE controller uses the existing bus 
master IDE control state machine and logic to perform the 
operation. The signal DCS1# is forced active, DCS3# is 
forced inactive, and DDACK# is masked, before being sent to 
the disk drive interface. Therefore, the CD-ROM is seeing 
PIO mode data read transfer control. 


Transfer Complete IRQ: When the word count expires in the 
IDE controller and CD-ROM drive, IRQ is asserted to signal 
“transfer completed”. Software must: 


¢ Reset the Start bit in the IDE controller register 


« Read the controller status and then the drive status to 
determine whether the transfer completed successfully. 


[Se ea ae aS (rea pe eee (ee ee 
PCIIDE 44h Emulated Bus Master Register Default = 00h 


Emulated IDE Configuration Register 


PCIIDE 46h - FS ACPI Version 


Fix for I/O 32-bit Reserved 
Mode 4 and 
Mode 5 timing: 
0 = Disable 
1 = Enable 
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Emulated bus 


Emulated bus 


Emulated bus 
mastering for 
Cable 1, 
Drive 0: 

0 = Disable 
1 = Enable 


Emulated bus 
mastering for 
Cable 0, 
Drive 0: 

0 = Disable 
1 = Enable 


Default = 00h 


Emulated bus 
mastering for 
Cable 0, 
Drive 1: 

0 = Disable 
1 = Enable 


mastering for 
Cable 1, 
Drive 1: 
0 = Disable 
1 = Enable 


Emulated bus 
mastering for 
Cable 0, 
Drive 0: 


0 = Disable 
1 = Enable 


Emulated bus 
mastering for 
Cable 0, 
Drive 1: 


0 = Disable 
1 = Enable 


Emulated bus 
mastering for 
Cable 1, 
Drive 0: 


0 = Disable 
1 = Enable 


mastering for 
Cable 1, 
Drive 1: 
0 = Disable 
1 = Enable 
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4.12 Type F DMA Support 


Improved DMA transfer performance is available on a chan- « For CISA DMA devices: 
nel-by-channel basis for those devices capable of shorter ISA - CMD# is three ISA clocks 
command pulses. Normally, the FireStar DMA cycle width is - MRD# or MWR3# is also three ISA clocks 


six ISA clocks for the read command and four ISA clocks for 
the write command. Enabling Type F DMA for a channel Type F DMA is controlled through the EISA register scheme. 
changes this timing. Only the bits shown in Table 4-90 are supported. 
* For ISA DMA devices: 
- Read command (lIOR# or MRD#) is two ISA clocks 
- Write command (lOW# or MWR#) is one ISA clock 


Table 4-90 Type DMA Conirol Register Bits 


a a De a ee 


Port 40Bh EISA DMA Extended Mode Register, Channels 0 through 3 Default = xxh 


Not Not Cycle timing: Not Not DMA Channel: 
00 = |SA-compatible implemented implemented 00 = Channel 0 
01 = |ISA-compatible 01 = Channel 1 


10 = |SA-compatible 10 = Channel 2 
11 = Type F 11 = Channel 3 


implemented implemented 


Port 4D6h EISA DMA Extended Mode Register, Channels 4 through 7 Default = xxh 
Not Not Cycle timing: Not Not DMA Channel: 
implemented implemented 00 = |SA-compatible implemented implemented 00 = Reserved 


01 =ISA-compatible 01 = Channel 5 
10 = |SA-compatible 10 = Channel 6 
11 = Type F 11 = Channel 7 


912-2000-015 
Revision: 1.0 


Preliminary 
82C700 


4.13 Distributed DMA Overview 


FireStar incorporates features to support Distributed DMA. 
The following subsections describe the Distributed DMA pro- 
tocol and how FireStar supports it. 


4.13.1 Distributed DMA Protocol 

DMA on a PCI bus or across a PCI bridge is not currently 
handled by either the PCI or CardBus specifications. To fill 
this need, a DMA protocol has been developed. The protocol 
provides a solid framework for compatible operation, but 
does not specify the exact method of implementation. There- 
fore, this document describes the generally agreed-to proto- 
col and highlights its implementation in OPTi designs. 


4.13.1.1 Introduction 

The distributed DMA protocol allows PCl-based designs to 
incorporate multiple DMA controller (DMAC) channels distrib- 
uted throughout the system, each of which is local to the 
device it will service. The PCI specification itself is not modi- 
fied for DMA since only standard I/O and memory cycles are 
used in this scheme. 


A specific protocol is needed for multiple DMA controllers on 
PCI. lf each DMA channel had its own unique set of registers, 
there would be no problem; the device responsible for each 
channel would claim only its own accesses. Unfortunately, in 
the PC architecture some DMA registers are shared by 
groups of four channels; up to four separate devices would 
have to claim a single I/O read access, with disastrous 
results. 


Therefore, the DMAC protocol specifies the means of: 


¢ Claiming and routing I/O accesses to the correct owner of 
each channel 


* Dividing up accesses that could be claimed by multiple 
devices 


¢ Returning combined status information from multiple 
sources. 


The means by which the distributed DMA protocol defines 
these responsibilities is described next. 


4.13.1.2 Protocol Overview 

The basic protocol simply defines new and unique |/O 
addresses for each register on every DMAC channel. The 
remapping puts all registers associated with a specific DMAC 
channel into a 10h byte area to make windowing require- 
ments easier on PCl-to-PCl bridges. 


When DMAC channels are present on a remote bus, the PCI 
controller sends DMA register I/O read and write cycles to the 
local PCI bus PCl-to-PCl bridges that connect the remote 
DMAC channels. PCl-to-PCl bridges need not be DMA- 
aware to pass these cycles, as long as they have an I/O map- 
ping window programmed to claim the remapped accesses. 


4.13.1.3. Distributed DMA Protocol Terminology 
Devices on PCI that adhere to the distributed DMA protocol 
are referred to in this document using the phrases "master 
DMAC", "DMA Channel Selector Register", "remote DMAC 
channels", and "DMA remapper". These terms are described 
below. 


Master DMAC 

There must be one master DMAC in the system. It is an OPTi 
standard 82C206-type DMAC subsystem with shadow regis- 
ter provisions. The master DMAC: 


* Becomes the claimer of cycles to DMAC channels that are 
not used by PCI peripheral devices or devices on the sec- 
ondary side of PCI-to-PCI or PCI-to-ISA bridges. 


* Provide all seven DMA channels: in the event that no other 
devices in the system support DMA, the master DMAC 
must claim all cycles. 


¢ Claims all accesses for DMA Channel 4. 


Remote DMAC Channels 

Remote DMAC channels can be anywhere in the system, 
even on the same PCI bus as the Master DMAC. Each 
remote DMAC channel must claim only the remapped cycles 
for which it is responsible. The only other difference between 
a remote DMAC channel and a channel on the master DMAC 
is that the master DMAC shadows writes to be able to 
respond to reads of shadowed information. Remote DMAC 
channels never respond to reads for write-only registers in 
the 8237 design. 


DMA Channel Selector Register 

Within the PC] Configuration Registers of PCl-based DMACs 
and DMA-aware PCl-to-PCI bridges are seven configuration 
bits to select whether each DMA channel is local or remote. 
For each device, the bits are programmed to select whether 
the DMAC claims that DMA channel or not. "Claimed" means 
that the channel is claimed by the device or that the device is 
claiming the cycle on behalf of another device downstream. 
For the scheme to work properly, each channel can be 
assigned "claimed" status in only one DMA Channel Selector 
Register; any channels that are unclaimed should be 
assigned to the master DMAC. 


DMAC Responsibility - This bit determines whether the con- 
cerned DMAC will be the system master. Only one master is 
possible in the system. 


The DMA Channel Selector Register layout is illustrated in 
Table 4-91. 


After master and remote status has been properly assigned, 
the responsibility for claiming cycles can be defined as dis- 
cussed next. 
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DMA Remapper 

The address of each DMA controller port for each channel is 
normally listed as an absolute value in the ISA-compatible I/O 
address space. The DMA remapper remaps these ports 
through a lookup table scheme. For the most part, the assign- 


From the CPU instruction set point of view, no change in 
addressing is required. All code can continue to issue the 
original ISA-compatible port addresses. However, DMA pro- 
gramming code that is PCl-aware can directly address these 
ports if desired. 


ments are regular enough that a formula could be applied. 
Unfortunately, certain ISA-compatible register locations (the 
Page Register in particular) introduce an irregularity in the 
remapping and require an inconsistent approach. The map- 
ping is illustrated in Table 4-92 using DMA Channel 0 as an 
example. 


Note that only the EISA extensions to the Page Register and 
the Count Register are implemented. The remaining EISA 
extensions are not currently handled by this protocol. 


Table 4-91 DMA Channel Selector Register 


ae a a ee ee ee eee eee 


PCIDV1 5Ch Default = 00h 
Ch7 Ch6 Ch5 Hardware Dis- Ch3 Ch2 Ch1 Cho 
(DMAC2): (DMAC2): (DMAC2): tributed DMA: (DMAC1): (DMAC1): (DMAC1): (DMAC1): 


0 = Local 0 = Local 0 = Local 0 = Disable 0 = Local 0 = Local 0 = Local 0 = Local 
1=OnPCl 1=OnPCl 1=OnPCl 1 = Enable 1=OnPCl 1 =OnPCl 1 =OnPCl 1 =OnPCl 


DMA Channel Selector Register 


Table 4-92 DMA Remap Scheme - Generic for all DMA Channels 


ISA I/O Address 
I gn eee | Type Example: Channel 0 Remapped Offset for PCI 


FO 
[save eae mn | 
PowaRewe | wey | oma | 
sersingeneske || wey oer OT | 
Poe wey oP eo on | 
ye Paine FipFopGear [| _wieoay | enon ———* ey DMA romana | 
Pwesercer wren fom ron | 
i 
Pace etter Ooo 


Notes: 
'b' indicates base address 
‘ch' indicates channel number: ch=0 for channel 0, ch=1 for channel 1, ch=2 for channel 2, ..., 


ch=7 for channel 7 
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Table 4-93 Complete Remap Scheme, Channels 0-3 


ISA I/O Port Address / PC] Remapped Address 


Status Read-Only 008h—>b+008h--b+01 8h--b+028h--b+038h (four reads) 
Command Write-Only 008h—>b+008h--b+01 8h--b+028h--b+038h (four writes) 


DMA Request Write-Only 009h-—>b+009h 009h-—b+019h 009h—>b+029h 009h—b+039h 
Set Single Mask Bit Write-Only OOAh-—>b+00Fh[0] | OOAh—>b+01Fh[0] | OOAh—>b+02Fh[0] | OOAh—>b+03Fh[0] 
Write-Only OOBh-—b+00Bh OOBh->b+01Bh OOBh->b+02Bh OOBh->b+03Bh 


Write-Only 00Ch->used by remapper, but no remapped I/O cycle generated 


Write-Only 00Dh/b+00Dh--b+01 Dh--b+02Dh--b+03Dh (four writes) 
Mask Clear Write-Only OOEh—>b+00F h[0]--b+01 Fh[O]--b+02Fh[0]--b+03Fh[0] (four writes) 


Read/Write OOFh—>b+00Fh[O}--b+01 Fh[0]--b+02Fh[0]--b+03Fh[0] (four writes) 


Table 4-94 Complete Remap Scheme, Channels 4-7 


ODOh—3b+058h--b+068h--b+078h (three reads) 


[Node __———*d (Wty | o6hrone | obeh—evossh | oDeh-eosen | ODeh—bs07Bh | 


Master Clear Write-Only ODAh->b+05Dh--b+06Dh--b+07Dh (three writes) 


Write-Only O0DCh-none ODCh-b+05Fh[0]--b+06Fh[0]--b+07Fh[0] (three writes) 


Read/Write ODEh->b+05F h[0]--b+06Fh[0]--b+07 Fh[0] (three writes) 
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Register Writes 

Most, but not all, DMA I/O register writes are remapped by 
the DMA remapper. For all cases, the DMA remapper must 
generate STOP# in response to the original cycle until these 
remapped cycles are complete. 


* Mode and Request 
- For these write-only DMA registers, bits [1:0] indicate 
the channel number. Therefore, the DMA remapper 
need only generate a single I/O access, to the channel 
specified. 


* Command, Mask, and Master Clear 
- The DMA remapper remaps the access to four unique 
I/O locations (only three for DMAC2 accesses since 
DMA Channel 4 is not important). Each device claims 
only its own access. 


* Single-Channel Mask and Mask Clear 
- These accesses simply update the Mask Register. 
Therefore, the DMA remapper must maintain a copy of 
the Mask Register internally so that it can update the 
mask. It then generates remapped writes to all Mask 
Registers. 


¢ Byte Pointer Flip-Flop Clear 
- The DMA remapper uses this value internally to deter- 
mine the remapping for address and count accesses. 
However, it does not generate any external I/O cycles 
for this write. 


¢ All Other Registers 
- The DMA remapper remaps the I/O write according to 
the tables. 


Register Reads 

Only certain reads are remapped by the DMA remapper. 
Reads to other registers are reads of DMA shadow registers, 
which are not at industry-standard addresses and therefore 
are not covered by the distributed DMA protocol. Claiming 
DMAC register reads is straightforward. For all cases, the 
DMA remapper must generate STOP# in response to the 
original cycle until these remapped cycles are complete. 


« Address, Count, and Page Address Registers 
- All reads are remapped. The channel owner claims the 
remapped cycle and returns the data. PCI bridges must 
claim this cycle and pass it on to the secondary bus to 
return the data. 


« Mask Register 
- Reads are not remapped. The DMA remapper claims 
the cycle and returns shadowed information. 


¢ Status Register 
- Reads are remapped to four unique I/O locations. The 
DMA remapper combines the returned status informa- 
tion for each channel and provides it to the requester. 


¢ Write-only Registers 
- Reads are not remapped. The 82C206 core provides 
read-back capability of these registers as shadowed 
information. 


Note that there is no provision for conflicting claims by more 
than one device. As long as exactly one "claimed" assign- 
ment is made for each channel, there will never be a conflict. 
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4.13.1.4 DMA Channel Selection 


FireStar provides the feature of selectable DMA channels. 


The registers listed in Table 4-95 provide the selection bits. 


Table 4-95 Selectable DMA Channel Support 


4.13.2 Hardware Distributed DMA Support 

FireStar implements a hardware DMA remapper when 
through PCIDV1 5Ch[4], DMA controller I/O accesses are 
automatically remapped to distributed DMA addresses. 
(Refer to Table 4-96.) 


PS aa ea ae ae ee ee ee 


DMA Channels A and B Selection Register 


PCIDV1 COh 
DMA channel selection on 
DRQB/DACKB# pins (Channel 1): 


000 = Channel 0 100 = PPWR5 
001 = Channel 1 101 = Channel 5 


Default = 10h 
DMA channel selection on 
DRQA/DACKA# pins (Default = Channel 0): 


000 = Channel 0 100 = PPWR4 
001 = Channel 1 101 = Channel 5 


010 = Channel 2 110 = Channel 6 010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 011 = Channel 3 111 = Channel 7 
SSSR 
PCIDV1 Cth DMA Channels C and D Selection Register Default = 32h 
DMA channel selection on 
DRQC/DACKG# pins (Channel 2): 


000 = Channel 0 100 = PPWR6 
= Channel 1 101 = Channel 5 


DMA channel selection on 
DRQD/DACKD# pins (Channel 3): 
000 = Channel 0 100 = PPWR7 
001 = Channel 1 101 = Channel 5 001 
010 = Channel 2 110 = Channel 6 010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 011 = Channel 3 111 = Channel 7 


Haare 
DMA Channel E eacin Register Default = 50h 


SSS 


Ss 
PCIDV1 C2h 


DMA channel selection on 
DRQE/DACKE# pins (Default = Channel 5): 
000 = Channel 0 100 = PPWR13 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


DMA Channels F ia or ae aes rer = ail 


PCIDV1 C3h 


DMA channel selection on 
DRQF/DACKF# pins (Default = Channel 6): 
000 = Channel 0 100 = PPWR14 
= Channel 1 101 = Channel 5 
110 = Channel 6 
111 = Channel 7 


DMA channel selection on 
DRQG/DACKG# pins (Default = Channel 7): 
000 = Channel 0 100 = PPWR15 
001 = Channel 1 101 = Channel 5 001 
010 = Channel 2 110 = Channel 6 010 = Channel 2 
011 = Channel 3 111 = Channel 7 011 = Channel 3 


Table 4-96 Hardware DMA Remapper 


fee ee = Oe Ae ees a = as eae 


PCIDV1 5Ch DMA Channel Selector Register Default = 00h 
Hardware Dis- 
tributed DMA: 


0 = Disable 
1 = Enable 
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4.13.3 Software Distributed DMA Support Once the SMM code takes over, it can read the I/O write data 
The support implemented is simply the addition of I/O port from the SMM register save area of system management 
monitoring. The read or write access of any of the following © memory. SMM code can determine the DMA controller I/O 


I/O ranges will cause a DMA_ACCESS PMI. register address that the application attempted to write by 
reading SYSCFG D6h, D7h, and EBh (as shown in Table 4- 
* 000-00Fh, 400-40Fh 97). 


* OCO0-ODFh, 4C0-4DFh : : . 
4.13.3.1. PCI Configuration Registers 


* 4E0-4FFh (EISA Stop Registers) FireStar offers the PCI configuration registers shown in Table 
~ 080-08Fh, 480-48Fh 4-98 for system event handlers to control and monitor Distrib- 
uted DMA. 


Table 4-97 Access Trap Address Register Bits 


pee Ss a Ne See 


SYSCFG D6h PMU Control Register 10 Default = 00h 
Access trap Access trap 
bit A9 (RO) bit A8 (RO) 

SYSCFG D7h Access Port Address Register 1 Default = 00h 


Access trap address bits A[7:0]: 
- These bits, along with SYSCFG D6h[1 :0] and SYSCFG EBh[7:0] provide the 16-bit address of the port access that caused the SMI trap. 


- SYSCFG D6h[2] indicates whether an I/O read or an I/O write access was trapped. 
- SYSCFG D6h[3] gives the status of the SBHE# signal for the I/O instruction that was trapped. 
SYSCFG EBh Access Port Address Register 2 Default = 00h 


Reserved Access trap address bits A[15:10]: 
These bits along with SYSCFG D6h[1 :0] and D7h[7:0] provide the 16-bit address of the port access 
that caused the SMI trap. D6h[2] indicates whether an I/O read or an I/O write access was trapped. 
D6h[3] gives the status of the SBHE# signal for the I/O instruction that was trapped. 


Table 4-98 PMU Registers Associated with DMA Trap 


PCIDV1 58h DRQ Remap Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 


DRQ remap base address bits [7:0]: 

- The distributed DMA protocol requires DMA controller registers for each DMA channel to be individually mapped into I/O space outside 
the range claimed by ISA devices. Bits A[31:0] of this register specify that base; bits 6:0 are reserved (write 0) because the base address 
can fall only on 128 byte boundaries. The 820700 logic uses this base address two ways: 

1) to claim accesses to a PCMCIA DMA controller channel; 
2) to forward accesses across the bridge to remote devices specified in the DMA Channel Selector Register. 


PCIDV1 59h DRQ Remap Base Address Register - Byte 1: Address Bits [15:8] Default = 00h 
PCIDV1 5Ah DRQ Remap Base Address Register - Byte 2: Address Bits [23:16] Default = 00h 


PCIDV1 5Bh DRQ Remap Base Address Register - Byte 3: Address Bits [31:24] Default = 00h 
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4.13.3.2. DMA Channel Selector Register 

The register shown in Table 4-99 (PCIDV1 5Ch) is readable 
and writable, but performs no other function in the present sil- 
icon. PCI enumerator software selects "local" and "remote" 
("on PCI") locations for each DMA channel through this regis- 
ter; a similar register exists on the 82C824. SMM code can 
then read this value to determine whether each channel is 


Table 4-99 DMA Channel Selector Register 


local or remote and can remap the access, or restart the 
cycle, accordingly. 


4.13.3.3. System Configuration Registers 
The PMU registers in Table 4-100 allow SMM code to initially 
enable the trap, and to later identify the source of the SMI. 


a eee eee eee 


PCIDV1 5Ch 
Ch7 Ché Ch5 
(DMAC2): (DMAC2): (DMAC2): 


0 = Local 0 = Local 0 = Local 
1=OnPCl 1 =OnPCl 1=OnPCl 


0 = Disable 
1 = Enable 


DMA Channel Selector Register 


Hardware Dis- 
tributed DMA: 


Default = 00h 
Ch3 Ch2 Ch1 Cho 

(DMAC1): (DMAC1): (DMAC1): (DMAC1): 

0 = Local 0 = Local 0 = Local 0 = Local 

1 =OnPCl 1 =On PCI 1=OnPCl 1 =On PCI 


Table 4-100 PMU Register Bits Associated with DMA Trap 


a eee 


SYSCFG DDh 


PMI#37, 
DMA_ 
ACCESS: 


SYSCFG F5h 


PMU SMI Source Register 4 (Write 1 to Clear) 


0 = Inactive 
1 = Active 


PMU Event Register 8 


Default = 00h 


Default = 00h 
DMA_ACCESS 
PMI#37 SMI: 


00 = Disable 
11 = Enable 
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4.14 IRQ Driveback Overview 


The OPTi PCI IRQ Driveback cycle provides a clean and sim- 
ple way to convey interrupt and DMA status information to the 
host. The protocol is reliable and does not in any way com- 
promise PCI compatibility. 


1. Whenever a PCI peripheral device must signal an IRQ or 
SMI# to the system, it asserts its REQ# line to the host 
for one PCI clock, deasserts it for one PCI clock, then 
asserts it again and keeps it low until acknowledged. 


2. The host recognizes this sequence as a high-priority 
request and immediately removes all other bus grants 
(GNT# lines). Once the previous bus owner is off the 
bus, the host acknowledges the high-priority request with 
GNT# as usual. 


3. The peripheral device logic runs an |/O write cycle to the 
IRQ Driveback address specified in the PCI configura- 
tion registers, and releases REQ#. 


4. The host latches the information on AD[31:0] and sets 
the IRQ lines appropriately. 


5. An optional second burst data cycle can take place to 
convey additional interrupt information. 


PCl-type devices on the secondary side of bridge chips can 
use this same protocol to convey their interrupt requests 
through the bridge to the host. The format of the driveback 


cycle request is illustrated in the Figure 4-37. A second data 
phase is also possible. 


4.14.1 Driveback Cycle Format 

Table 4-101 and Table 4-102 illustrate the interrupt informa- 
tion indicated IRQ bits indicate whether that IRQ line is being 
driven high or low. The EN# bits indicate whether that IRQ is 
enabled to be changed or not. When the EN# bit is low, the 
value on the IRQ bit is valid. The device containing the cen- 
tral interrupt controller claims this I/O write cycle, and can 
then change its internal IRQ line state to match the value 
sent. 


When a PCI device needs to generate an interrupt to the sys- 
tem, it runs a driveback cycle with the Enable bit low for each 
IRQ line under its control. For example, a device on PCI 
could run a driveback cycle with IRQ3 high and EN3# low to 
generate IRQ3 to the system. When the interrupt has been 
serviced and the device deasserts its interrupt, it starts 
another driveback cycle with IRQ3 low and EN3# low. 


During both of these instances, if the device controls inter- 
rupts other than IRQ3, it must set its EN# bits low for all 
channels it controls, not just for the interrupt whose state has 
changed. The other IRQs must be driven with their previously 
used values. 


PCICLK | 1 | 
REQ# = Hal ele ee | a 
//- 


ye = 
$25 


Figure 4-37 IRQ Driveback Cycle High Priority Request 
GNT# 
AD[31:0] 

Table 4-101 Information Provided on a Driveback Cycle 


Word 


tow [Abis[abra | aora [bia] abet [abso ade | Abe [AO7 [ ADS | aos [ Abe | AbD [ Abe ADi | ADO | 
iRors iors |iRara| ra] marr [iRoro] iho [Roe [ OT | RO® | Ros [Ae [Ros [ Roe |r| ROO 


(oy Se ee 
Word 


ews [enrae[ewoe]enrce|enrre]evion] enor [enw | ewre [enow | ener [ener [enow | ence [ene] Enos 
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There is a convention for assignment of otherwise unusable 
IRQs: 


* |IRQ2 generates an SMI#. Note that the sense of IRQ2 is 
still active high. In this way, devices that use IRQ drive- 
back can generate SMI# simply by routing their normal 
interrupt to IRQ2 without needing to change the polarity of 
the interrupt generation logic. 


* |IRQ13 generates an NMI. This feature allows PCI-to-ISA 
bridges such as the 820825 chip to return the CHCK# sig- 
nal from the ISA bus across the PCI bus. The sense of 
IRQ13 is active high. 


Table 4-102 


Table 4-102 illustrates the format of the optional second data 
phase of the IRQ driveback cycle. This phase is presently 
reserved for returning the PCI interrupts and ACPI events. If 
the device needs to send back level-model interrupts, it 
bursts the information on the PCI clock following data phase 
one. The IRQ driveback address automatically increments to 
(base +4) per PCI requirements. It is also allowable for 
devices to drive back only phase 2, by directly accessing the 
(base +4) address. 


Information Provided on a Optional Data Phase 2 of IRQ Driveback Cycle 


Word 


{ 


2 ose [om [om [os [oe [ee [om [om [on | [0m [ on | [nr [ne 
Word 
Rsvd Rsvd Rsvd Rsvd Rsvd Rsvd Rsvd Rsvd EN EN EN EN ENP3# | ENP2# | ENP 1# | ENPO# 
ACPI3# | ACPI2# | ACPI1# | ACPIO# 


4.14.2 Edge vs Level Mode, IRQ Polarity 

The IRQs driven back in data phase 1 are interpreted as 
edge-mode interrupts, as expected for AT compatibility. The 
AD[15:0] signals are interpreted as active when high (1); the 
Enable (EN#) signals AD[31:16] are active when low (0). 


In optional data phase 2, the PCIRQ[3:0]# bits are interpreted 
as level-mode interrupts by the host hardware. As with data 
phase 1, the controls indicated by AD[15:0] are interpreted as 
active when high; the Enable (EN#) controls on AD[31:16] 
are active when low. Note that PCI signals INTA-D# are 
active low by definition. 


4.14.3 Host Handling of IRQ Driveback 
Information 

The host chipset must handle the IRQ driveback information 

differently depending on whether the selected interrupt is 

sharable or not. Generally the ISA IRQ lines need no special 

consideration. 


However, the INTA-D# lines can be shared by multiple 
devices on the PCI bus. Thus, one device could perform an 
IRQ driveback to set the INTx# line active for its purposes, 
while another device could follow immediately by setting the 
same INTx# line inactive. Therefore, the host is required to 
implement a counter in this case, so that it considers the line 
inactive only after it has received the same number of active- 
going drivebacks as it has inactive-going drivebacks. 


A three-bit counter can be considered sufficient to handle the 
situation, since this would allow up to seven devices to chain 
to the same interrupt. It is unlikely that system requirements 
would exceed this number given the latency penalty incurred. 


4.14.4 IRQ Driveback Support 
FireStar uses the registers shown in Table 4-103 to control 
and monitor IRQ driveback. 
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Table 4-103 IRQ Driveback Control and Monitor Registers 
7 ee ee ee 3 
PCIDV1 5Eh IRQ Scheme Management Register Default = 00h 


End-of-Interrupt Holdoff bits [1:0]: | IRQ driveback Reserved 
The value of these bits selects the | data readback 

number of retries that will be selection at 

forced on the PCI bus every time PCIDV1 

an attempt is made to write I/O 60h-63h: 

Port 020h or OAOh, where OCW2 |0 = 1stdata 

of the interrupt controller is set. phase 

Multiple retries ensure that a 1 = 2nd data 

device trying to generate an IRQ phase 

driveback will succeed before an 

EOI command takes effect. This 

feature eliminates the possibility 

that an EOI could be registered 

before a change in IRQ status 

gets back to the central interrupt 

controller. 
MSS aaaaaaaaaaaaaaaaaaaaaaaaaaaaaaea—eeaaaaaaaaaacooOOoOo”n”oen aaa aaa 


PCIDV1 54h IRQ Driveback Address Register - Byte 0: Address Bits [7:0] Default = 00h 


IRQ driveback protocol address bits [7:0]: 


- When an external device logic, such as the 82C824 PC Card Controller or the 82C814 Docking Controller, must generate an interrupt 
from any source, it follows the IRQ Driveback Protocol and toggles the REQ# line to the 82C700. Once it has the bus, it writes the 
changed IRQ information to the 32-bit I/O address specified in this register. The 82C700 interrupt controller claims this cycle and latches 
the new IRQ values. 

- This register defaults to a value of 00h, which disables the IRQ driveback scheme. 


PCIDV1 55h IRQ Driveback Address Register - Byte 1: Address Bits [15:8] Default = 00h 
PCIDV1 56h IRQ Driveback Address Register - Byte 2: Address Bits [23:16] Default = 00h 
PCIDV1 57h IRQ Driveback Address Register - Byte 3: Address Bits [31:24] Default = 00h 


PCIDV1 60h IRQ Driveback Data Register - Byte 0: Data Bits [7:0] Default = 00h 


IRQ Driveback Data Bits [7:0]: 


- Whenever the 82C700 receives an IRQ driveback cycle, it latches the entire 32-bit data value in this register. If any of the IRQs set active 
in this driveback are also programmed to generate an SMI (through the standard PMU register settings), SMM code can read this regis- 
ter to determine the exact driveback value written. 


PCIDV1 61h IRQ Driveback Data Register - Byte 1: Data Bits [15:8] Default = 00h 
PCIDV1 62h IRQ Driveback Data Register - Byte 2: Data Bits [23:16] Default = 00h 


PCIDV1 63h IRQ Driveback Data Register - Byte 3: Data Bits [31:24] Default = 00h 
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4.14.4.1. IRQ Scheme Management Register but is not intended for general power management. The indi- 
SYSCFG F5h[3:2] allow the IRQs generated by the IRQ vidual IRQ SMI enable bits provided in the PMU should be 
driveback scheme to either pass through unaffected or to be used for this function. Other bits associated with IRQ drive- 
latched in PCIDV1 60h (IRQ Driveback Data Register) and an back are shown in Table 4-104. 

SMI generated. This feature provides a useful diagnostic tool 


Table 4-104 PCI IRQ Driveback Trap Bits 


[we Se ee eh te ee 


SYSCFG DDh PMU SMI Source Register 4 (Write 1 to Clear) Default = 00h 


PMI#38, 
CISA/PCI IRQ 
driveback trap: 

0 = Inactive 
1 = Active 


Neeeeoeeeoerooore 
SYSCFG F5h PMU Event Register 8 Default = 00h 


PCI IRQ driveback trap 
PMI#38 SMI: 
00 = Disable 
11 = Enable 


Page 170 912-2000-015 
Revision: 1.0 


Preliminary 
82C700 


4.15 Power Management 


The synergistic incorporation of power management and sys- 
tem control features with the standard AT-subsystem control- 
ler of FireStar results in a compact design that handles 
multiple tasks with a simple, common interface. The power 
management unit (PMU) of FireStar is based on the imple- 
mentation in the Viper-N+ Chipset and is designed to be reg- 
ister compatible for easy upgrading. The following 
subsections detail the operation of the PMU. 


* The power management interrupt (PMI) scheme provides 
system management code with a quick means of identify- 
ing and handling events that affect power control and con- 
sumption. 


* The PMU recognizes 33 separate PMI events. Within 
these events, many sub-events are also identifiable for a 
high degree of power management monitoring intelli- 
gence. 


¢ Thirteen of the PMI events have individual timers to indi- 
cate inactivity time-out situations. 


¢ Eight external inputs are available for monitoring asyn- 
chronous system events. These are in addition to the ISA 
IRQ lines that can also be monitored as power manage- 
ment events. 


« PMI generation on access allows SMI code to intercept 
status queries to powered down devices that do not actu- 
ally need to be restarted simply to return an “idle” status. 


« An activity tracking register of ten events allows SMI or 
non-SMI applications a means of determining whether 


Figure 4-38 Activity Monitoring Block Diagram 


activity has occurred since the last time the register was 
checked. Polling of I/O activity can then be used instead of 
multiple SMIs for less significant events. 


*« Memory watchdog monitoring allows accesses to memory 
ranges (specified as programmed) to cause an SMI.ISA 
bus memory devices that are not being accessed can be 
programmed to cause a time-out SMI so that unused 
peripherals can be powered down. 


*« The PMU supports system-level low power Suspend, low 
power Suspend with zero volt CPU Suspend, or total sys- 
tem zero volt Suspend. 


* Sixteen peripheral power control pins provide exceptional 
flexibility in peripheral device control. 


¢ Real-time clock (RTC) alarm or modem ring can wake-up 
the system from the low power Suspend mode. 


* Suspend current leakage control ensures that negligible 
power will be consumed in Suspend mode without addi- 
tional external buffering. 


4.15.1 Power Management Unit (PMU) 

FireStar provides a large amount of programmable logic for 
managing system power control on the most precise of lev- 
els. The basic concepts of the FireStar power management 
scheme involve activity monitoring through time-outs and 
events. These concepts are illustrated in Figure 4-38 and 
described in detail in the following sections. 


Interrupt Events 


PMI#s: 0-3, 7, 
24-26 
PMI Enable 
SMI 


PMl#s:12-15, 20-23, 
28, 29, 31, 37 


PMI#33 


COM1, COM2 
GNR1, GNR2 


GNR3, GNR4 


R_TIMER 
(Periodic 
Timer) 


Time-out Events 


PMi#s:4 (IDLE), 
27 (DOZE), 
5 (RESUME), 
8-11, 16-19, 
30, 32 


Miscellaneous Events 


PMI#s:34, 38 
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4.15.1.1. Activity Monitoring 

Activity monitoring is based on time-outs of countdown tim- 
ers, the events that can be enabled to reload the timers and 
forestall a time-out, and the system management interrupts 
that can be generated in either case. 


Timers 
The thirteen FireStar timer registers all have _TIMER 
appended to their name. 


The IDLE_TIMER times long periods of inactivity across all 
selected system peripherals to determine when a full power- 
down, called “Suspend” mode, is appropriate. 


The DOZE_TIMER times short inactivity intervals (between 
keystrokes, for example) to put the system in an intermediate 
power-saving state called “Doze” mode. 


The R_TIMER generates a periodic interrupt to allow system 
management code to poll for activity. 


Ten other timers are available to monitor activity on specific 
peripheral devices so that system management software can 
shut each one down individually when possible while the rest 
of the system continues to operate. 


Simply loading the timer with a countdown value presets the 
timers. Then the next access or interrupt event starts them 
counting down. A “dummy” access is needed in most cases 
to start the timer counting. 


As each timer is clocked by its programmed source, it counts 
down to a time-out (zero) which generates a power manage- 
ment interrupt (PMI). The time-out PMI can, in turn, be 
enabled to generate an SMI (system management interrupt) 
on the SMI line that goes from FireStar to the CPU to trigger it 
into System Management Mode (SMM). 


Events 
Each timer has one or more events that can reload it with its 
original value, holding off the time-out. The events can be: 


* Access Events 
- Those that are caused by CPU access to a certain I/O 
and or memory range associated with that timer. 


Table 4-105 Timer Control Bits 


fs aio i EE eS sh ee 


PMU Control Register 1 


SYSCFG 40h 
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* Internal Events 
- Triggered by ISA bus IRQ events or special external 
power management inputs (EPMIs). 


All events can be enabled individually to generate a PMI; 
access events generate separately numbered PMls, while 
interrupt events are combined into a single PMI (PMI#6). 


As opposed to time-out caused PMlIs, event PMIs can be 
enabled to: 


* Reload the timer(s) and, if needed, restore the system 
clocks speed 


¢« Generate an SMI 
¢ Do both 


Because of the flexibility of FireStar’s power management 
logic, the interaction among these mechanisms can become 
complex. It is important to bear in mind the basic goal of the 
logic in order to deal with it effectively. 


Timer Clock Sources 

FireStar’s logic implements thirteen distinct timer circuits. 
Each timer has a clock source associated with it. For all but 
the DOZE_TIMER, these are named SQWO, SQW1, SQW2, 
or SQWS; the DOZE_TIMER circuit works differently than the 
rest and is described separately in the Section 4.15.3, "Doze 
Mode". Table 4-106 shows the frequencies that can be 
applied to the rest of the TIMER counters. 


The SQW3 through SQWO timings are based on the SQWIN 
input to FireStar’s logic, which is a 32KHz clock input to 
FireStar. SYSCFG 40h[6] (as shown in Table 4-105) provides 
a secondary range of time intervals and applies globally to all 
SQWS through SQW0 selections. 


Table 4-106 lists the range of time-out delays that can be 
achieved by selecting each SQWx + SYSCFG 40h[6] combi- 
nation. The register bit locations for each timer are shown in 
Table 4-107. The timer source is selected by bit combina- 
tions: 

- 00 = SQWO0, 01 = SQW1, 10 = SQW2, 11 = SQW3 


Default = 00h 
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Table 4-106 Time Interval Choices Applicable to TIMER Settings 


SQWwo ae 32768Hz 30.5us 8.192KHz 0.122ms | 3t.25ms | 25ms 
sawe [10 [ tere | eens [te [ate [0288 eas 


Table 4-107 Timer Clock Source Selection Registers 


aa a DE a Fe a a a ee 


SYSCFG 42h if AEh[7] = 0 Clock Source Register 1 Default = 00h 


Clock source for Clock source for Clock source for Clock source for 
GNR1_TIMER KBD_TIMER DSK_TIMER LCD_TIMER 

SYSCFG 42h if AEh[7] = 1 Clock Source Register 1 Default = 00h 
Clock source for Reserved 
GNR5_TIMER 

SYSCFG B2h if AEh[7] = 0 Clock Source Register 2 Default = 00h 


Clock source for Clock source for Clock source for Clock source for 
HDU_TIMER COM2_TIMER COM1_TIMER GNR2_TIMER 
SYSCFG B2h if AEh[7] = 1 Clock Source Register 2 Default = 00h 
Reserved Clock source for 
ieee slisealieee 
Sees SSS 
SYSCFG 68h Clock Source Sora ister 7 Beate = earl 
Clock source for Clock source for 
R_TIMER IDLE_TIMER 
See 
SYSCFG E6h if AEh[7] = 0 Clock Source Register 4 Default = 70h 


Clock source for Clock source for 
GNR4_TIMER GNR3_TIMER 


SYSCFG E6h if AEh[7] = 1 Clock Source Register 4 Default = 70h 


Clock source for Clock source for 
dace seats ae =a 
Sees Ss 


EvEErE AEh any rece eit Tr ST 7 aa 


GNR set select: 
0 = GNR1-4 
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Time-Out Count and Time-Out SMI 
The timer source registers listed in are used to load the initial 
time-out count. The following rules apply. 


* A time-out count of five or greater indicates the countdown 
value. Time-out count values 1-4 should not be used 
(since the logic can take up to four clocks to reload a time- 
out count value, an invalid time-out could occur in the 
meantime). 


* Writing a time-out count of 0 disables the timer. 


* Adummy access inthe appropriate address range for that 
timer triggers counting. From then on, additional accesses 
will reload the timer with its initial value and forestall a 
time-out. 


Table 4-108 Timer Registers 


SYSCFG 44h 


LCD_TIMER Register 


« Reading the timer value will return only the value initially 
written, not the current count (except for R_TIMER, which 
does return the current count). 


When a time-out occurs, it can do only one thing: trigger an 
SMI. Registers listed in Section 4.17.3, “Enabling of Events to 
Generate SMI", enable each time-out event individually to 
cause an SMI. 


Note that the DOZE_TIMER Registers SYSCFG 41h and 79h 
contain the time count bits for the DOZE_TIMER and monitor 
selected IRQs and EPMls. Unlike the other timer registers, 
the DOZE_TIMER uses its own time base selected through 
SYSCFG 41h[7:5]. A time-out generates PMI#27. 


Default = 00h 


Time count byte for LCD_TIMER: Monitors LCD_ACCESS. Time-out generates PMI#8. 


SYSCFG 45h 


DSK_TIMER Register 


Default = 00h 


Time count byte for DSK_TIMER: Monitors DSK_ACCESS. Time-out generates PMI#9. 


SYSCFG 46h 


KBD_TIMER Register 


Default 


Time count byte for KBD_TIMER: Monitors KBD_ACCESS. Time-out generates PMI#10. 


SYSCFG 4Fh 


IDLE_TIMER Register 


Default = 


Time count byte for |IDLE_TIMER: Monitors selected IRQs and EPMIs. Time-out generates PMI#4. 


SYSCFG 69h 


R_TIMER Register 


Default = 00h 


- Time count byte for R_TIMER - starts to count after a non-zero write to this register. 
- Unlike the other timer registers, a read from this register returns the current count. 
- Time-out generates PMI#5. 


SYSCFG B4h 


HDU_TIMER Register 


Default = 00h 


Time count byte for HDU_TIMER: Monitors HDU_ACCESS. Time-out generates PMI#19. 


SYSCFG B5h 


Sg 
COM1_TIMER Register 


Default = 00h 


Time count byte for COM1_TIMER: Monitors COM1_ACCESS. Time-out generates PMI#17. 


SYSCFG BGh 


COM2_TIMER Register 


Default = 00h 


Time count byte for COM2_TIMER: Monitors COM2_ACCESS. Time-out generates PMI#18. 


SS 
SYSCFG 47h if AEh[7] = 0 


SESS 
GNR1_TIMER Register 


Default = 00h 


Time count byte for GNR1_ TIMER: Monitors GNR1_ACCESS. Time-out generates PMI|#11. 


SYSCFG 47h if AEh[7] = 1 


GNR5_TIMER Register 


Default = 00h 


Time count byte for GNR5_TIMER: Monitors GNR5_ ACCESS. Time-out generates PMI#11. 
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Table 4-108 Timer Registers (cont.) 


SYSCFG B7h if AEh[7] = 0 


GNR2_TIMER Register 


Time count byte for GNR2_TIMER: Monitors GNR2_ACCESS. Time-out generates PMI#16. 


SYSCFG B7h if AEh[7] = 1 


GNR6_TIMER Regisiter 


Time count byte for GNR6_TIMER: Monitors GNR6_ACCESS. Time-out generates PMI#16. 


SYSCFG E7h if AEh[7] = 0 


GNR3_TIMER Register 


Time count byte for GNR3_ TIMER: Monitors GNR3_ACCESS. Time-out generates PMl#29. 


SYSCFG E7h if AEh[7] = 1 


GNR7_TIMER Register 


Time count byte for GNR7_TIMER: Monitors GNR7_ACCESS. Time-out generates PMl#29. 
SSS aaa» 


SYSCFG E&h if AEh[7] = 0 


GNR4_TIMER Register 


Time count byte for GNR4_ TIMER: Monitors GNR4_ACCESS. Time-out generates PMI#30. 


SYSCFG E8&h if AEh[7] = 1 


GNR8_TIMER Register 


Time count byte for GNR8_ TIMER: Monitors GNR8_ACCESS. Time-out generates PMI#30. 
aac 


SYSCFG 41h 


DOZE_0 time-out select: 

000 = 2ms 

001 = 4ms 

010 = 8ms 

011 = 32ms 

100 = 128ms 

101 =512ms 

110 =2s 

111 = 8s 

Time-out generates PMI#27. 


DOZE_TIMER Register 2 


Doze mode STPCLK# modulation 
(STPCLK# modulated by BCLK defined 
in SYSCFG E6h[7:6]): 

000 = No Modulation (STPCLK# = 1) 
001 = STPCLK# t,; = 0.75 * 16 BCLKs 
010 = STPCLK# t,; = 0.5 * 16 BCLKs 
011 = STPCLK# t,; = 0.25 * 16 BCLKs 
100 = STPCLK# t,; = 0.125 * 16 BCLKs 
101 = STPCLK# t,; = 0.0625 * 16 BCLKs 
110 = STPCLK# t,; = 0.03125 * 32 BCLKs 
111 = STPCLK# t,; = 0.015625 * 64 BCLKs 


Default = 00h 


Default = 00h 


Default = 00h 


Default = 00h 


Default = 00h 


Default = 00h 


Default = 00h 
ACCESS Doze control 
events reset select: 


Doze mode: |0 = Hardware 
0=Disable |1 = Software 
1 = Enable 


SYSCFG 79h 
DOZE_1 time-out select: 


000 = No delay (Default) 100 = 64ms 
001 = 1ms 101 = 256ms 
010 = 4ms 110=1s 
011 =16ms 111 =4s 


PMI# event trig- Reserved 
gers exit from 
Doze mode if 0 = Disable 
the PMI eventis 1 = Enable 
enabled to gen- 
erate SMI: 
O=No 
1=Yes 


PMU Control Register 11 


PREQ# wake 
up Suspend: 


Default = 00h 


CLKRUN# ATCLK during 
wake up Suspend: 
Suspend: 0 = Run 


O=Disable |{-= Stopped 

1 = Enable (overrides 
SYSCFG 
66h[6]) 


(1) For example, to let PMI#11 reset the Doze mode without generating SMI to the CPU, SYSCFG 5Ah[7:6] must = 11 and SYSCFG 5Bh[6] 


must = 1. 
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ACCESS Events 

CPU memory and |/O instructions to peripheral devices 
cause power management events known as ACCESS 
events. 


« Most ACCESS events generate an access PMI directly, 
which in turn can be enabled to activate the SMI input to 
the CPU so that the event can be serviced. 


* These same events can be programmed to reload an 
associated countdown timer, thus preventing a time-out 
PMI from occurring. 


* Still other ACCESS events can only cause a timer reload, 
and cannot directly generate an SMI. 


Table 4-109 lists all of the ACCESS events, how the 
ACCESS can reload its associated timer and reload the 
IDLE_TIMER. 


Note that enabled ACCESS events, except for the GNR and 
GPCS events, can be globally enabled to reload the 
DOZE_TIMER by setting SYSCFG 41h[1] = 1. Refer to Sec- 
tion 4.15.3, "Doze Mode", for details. 


Serial (COMx) and Parallel Port (LPT) Access 

Accesses to the LPT1, LPT2, and LPT3 I/O range group can 
be programmed to reload the IDLE_TIMER. For a greater 
degree of control, COM1 and COM2 can individually be 
enabled to cause COM1_ ACCESS or COM2_ACCESS, 
reload the COM1_TIMER or COM2_TIMER, and reload the 
IDLE_TIMER. 


Table 4-109 ACCESS Events and their Enabling Bit Locations 


ACCESS 


Mnemonic Monitored Range 


Enable 
SMI on 
Current 
Access 


Enable 
SMI on 
Next 
Access 


Enable 
Reload of 
IDLE_ 
TIMER 


ACCESS 
PMI# 


LPT Reads/writes in I/O address ranges 378-Fh, 278-Fh, and 
3B8-Fh (LPT1, 2, and 3) 
COM1 Reads/writes in I/O address range 3F8-Fh. DEh[5] DBh[1] BEh|4] 
Reads/writes in /O address range 2F8-Fh. DEh[6] DBh[2] BEh[5] 
DSK 


apply. 


FDD accesses to I/O Port 3F5h and/or HDD accesses to 13 DEh[1] 5Bh[1] 4Eh[1] 
1FO-1F7h+3F6h. Bits 57h[5:4] determine which ranges 


Reads/writes to I/O Ports 060h and 064h. DEh[2] 5Bh[2] 4Eh(2] 
LCD 


Reads/writes in memory address range A0000-BFFFFh 
and/or I/O address range 3B0-3DFh. Bits 43h[7:6] and 


5Fh[7:6]. determine which ranges apply. 


HDU accesses in the integrated IDE controller range: 
1FO-7h + 3F6h (primary) or 170-7h + 376h (secondary). 


Bit ACh[2] determines which addresses apply. 


GPCSO Defined in 4Ah[7:0], 4Bh[7:0], BFh[4,0] a ee ee 


GPCS1 Defined in 4Ch[7:0], 4Dh[7:0], BFh[5,1] Poof 


err 


GPCS2 Defined in BCh[7:0], BDh{7:0], BFh[6,2] a 


GPCS3 Defined in BAh[7:0], BBh[7:0], BFh[7,3] 


GNR1 Defined in bits 70h[7:0], 71h[7:0], 72h[7:0], 48h[7:0], 
49h[7:0], and AEh[4,2,0] 

GNR2 Defined in bits 73h[7:0], 74h[7:0], 75h[7:0], B8h[7:0], 
B9h[7:0], and AEH[5,3, 1] 


Defined in bits E1h[7:0], E2h[7:0], and E5h[4,2,0] 
GNR4 Defined in bits E3h[7:0], E4h[7:0], and ES5h[5,3,1] 


Read/writes to I/O ports 000-00Fh, 400-40Fh, 0CO- 
ODFh, 4C0-4DFh, 4E0-4FFh, 080-08Fh, 480-48Fh. 
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ISA Bus Floppy and Hard Drive Access 

DSK_ACCESS can come from either or both of two separate 
access types. If enabled, the DSK_ACCESS reloads the 
DSK_TIMER and the IDLE_TIMER as well, if desired. 


* Floppy accesses to generate DSK_ACCESS if SYSCFG 
57h[5] = 0. The range of addresses that are to be moni- 
tored are determined by SYSCFG D6h[7]. 


* Hard disk accesses to 1F0-1F7h and 3F6h generate 
DSK_ACCESS if SYSCFG 57h[4] = 0. Both ISA bus IDE 
accesses and PCI bus IDE accesses will generate the 
access event. 


Two separate and independent hard disk drives can be man- 
aged if the primary drive is on the ISA bus or PCI bus and the 
secondary drive is managed by the integrated IDE controller. 
Refer to the HDU_ACCESS event regarding access events 
from the integrated local bus IDE controller. 


Integrated Controller Hard Drive Access 
Accesses to the integrated hard disk controller, in the primary 
range 1F0-1F7h and 3F6-3F7h or the secondary range 170- 
177h and 376-377h can cause HDU_ ACCESS, reload the 
HDU_TIMER, and reload the IDLE_TIMER. SYSCFG FCh 
and FDh determine which addresses apply. 


HDU_ACCESS is based solely on the decoding for the inter- 
nal IDE controller. It is independent of the DSK_ACCESS 
decoding. Therefore, SYSCFG 57h[4] does not affect 
HDU_ACCESS. DSK_ACCESS can continue to monitor both 
floppy disk and primary external hard disk accesses if 
desired. 


Table 4-110 PMU Control Registers 


Selectable DSK_ACCESS Address Range 

FireStar can power manage four IDE drives handled by the 
local bus IDE controller. Four independent timers are avail- 
able, DSK_TIMER, HDU_TIMER, GNR2_TIMER, and 
GNR3_TIMER. Since IDE drives are accessed two per cable 
at the same |/O address range, the PMU logic uses the IDE 
drive’s register bit 1F6h[4] to distinguish between drives 0 
and 1, and 176h[4] to distinguish between drives 2 and 3. 
The last value written to this bit determines whether all other 
accesses in that range reload the first or second drive timer 
for that cable. 


Note that the PMI events themselves must be enabled, as 
before, through the appropriate bits SYSCFG 5Ah[3:2] for 
DSK_ACCESS, and SYSCFG D8h[7:6] for HDU_ACCESS. 
Also, SYSCFG 57h[4] is independent of these new bits, and 
still monitors only ISA bus devices at the primary I/O range. 


Keyboard Access 

Keyboard accesses to I/O Ports 060h and 064h can cause 
KBD_ACCESS, reload the KBD_TIMER, and reload the 
IDLE_TIMER. 


LCD Controller Access 

Video controller accesses are to I/O Ports 3B0-3DFh and to 
memory locations AO000-BFFFFh if not masked by SYSCFG 
43h[7:6]. 


The enabled accesses cause LCD ACCESS, reload the 
LCD_TIMER, and reload the IDLE_TIMER if not masked in 
SYSCFG 5Fh[7:6]. 


Table 4-110 shows the PMU control registers discussed 
above. 


a a Ea a a ee ee 


SYSCFG 57h PMU Control Register 5 Default = 08h 


DSK_ACCESS | DSK_ACCESS 
includes FDD: | includes HDD: 
0 = Yes 0 = Yes 


Default = 00h 


PMU Control Register 10 


DSK_ACCESS: 

0 = 3F5h only 

1 =All FDC 
Ports 
(3F2,4,5,7& 
372,4,5,7h) 
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Table 4-110 PMU Control Registers (cont.) 


7 


SYSCFG FCh IDE Power Management Assignment Register 1 Default = 33h 


IDE Drive 1 I/O | IDE Drive 1 I/O | IDE Drive 1 I/O | IDE Drive 1 I/O | IDE Drive O I/O | IDE Drive O I/O | IDE DriveO I/O | IDE Drive 0 I/O 
access reloads | access reloads | access reloads | access reloads | access reloads | access reloads | access reloads | access reloads 
GNR4_TIMER: |} GNR3_TIMER: | HDU_TIMER: DSK_TIMER: | GNR4_TIMER: | GNR3_TIMER: | HDU_TIMER: DSK_TIMER: 
0=No 0=No 0=No 0=No 0=No 0 =No 0=No 0=No 
1 = Yes 1= Yes 1 = Yes 1= Yes 1 = Yes 1 = Yes 1 = Yes 1 = Yes 
Note: Ifa bus mastering drive is used, DDRQ will also reload the enabled timer(s). 
SYSCFG FDh IDE Power Management Assignment Register 2 Default = 33h 


IDE Drive 3 I/O | IDE Drive 3 I/O | IDE Drive 31/0 | IDE Drive 3 I/O | IDE Drive 2 I/O | IDE Drive 2 I/O | IDE Drive2 I/O | IDE Drive 2 1/0 
access reloads | access reloads | access reloads | access reloads | access reloads | access reloads | access reloads | access reloads 
GNR4_TIMER: |} GNR3_TIMER: | HDU_TIMER: DSK_TIMER: | GNR4_TIMER: | GNR3_TIMER: | HDU_TIMER: DSK_TIMER: 
0=No 0=No 0=No 0=No 0=No 0 =No 0 =No 0 =No 
1 = Yes 1 = Yes 1 = Yes 1= Yes 1 = Yes 1 = Yes 1 = Yes 1 = Yes 
Note: Ifa bus mastering drive is used, DDRQ will also reload the enabled timer(s). 
SYSCFG 5Ah if AEh[7] = 0 PMU Event Register 3 Default = 00h 


DSK_TIMER PMI#9 
DSK_ACCESS PMI#13: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 
SYSCFG D8h if AEh[7] = 0 PMU Event Register 5 Default = 00h 


HDU_TIMER PMI#19 
HDU_ACCESS PMI#23: 
00 = Disable 
01 = Reserved 
01 = Reserved 
11 = SMI 


SYSCFG 43h PMU Control Register 3 Default = 00h 


LCD_ACCESS |} LCD_ACCESS 
includes I/O includes mem- 
range 3BO0h- ory AQ000- 
3DFh: BFFFFh: 
0 = Yes 0 = Yes 
1=No 1=No 
SYSCFG 5Fh PMU Control Register 6 Default = 00h 


LCD_ACCESS | LCD_ACCESS 
includes ISA includes local 
bus video (PCI) bus video 
access: access: 
0 = Yes 0=No 
1=No 1 = Yes 
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Chip Select Generation (GPCS) Access 

The GPCS[3:0]# lines can be programmed to generate a chip 
select based on either memory or I/O decoding of reads and/ 
or writes. Even if the external logic necessary to implement 


Table 4-111 GPCS Access Register Bits 


the chip select lines is not in place, the chip select events 
themselves can be individually enabled to reload the 
IDLE_TIMER through SYSCFG 4Eh[7:6] and BEh[7:6] 
(shown in Table 4-111). 


a ea ae ae a ee 


SYSCFG 4Eh if AEh[7] = 0 
GPCS1#_ GPCSO#_ 
ACCESS: ACCESS: 


0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


SS 


SYSCFG BEh if AEh[7] = 0 
GPCS3#_ GPCS2#_ 
ACCESS: ACCESS: 


0 = Disable 
1 = Enable 


0 = Disable 
1 = Enable 


General Purpose (GNR) Access 

Four programmable ranges, GNR1, GNR2, GNR3, and 
GNR4, are provided, each with its own separate timer, to 
allow any four I/O or memory ranges to be monitored (refer to 
Table 4-112). As an example, the COM I/O range 3E8-3EFh 
could be monitored for reads and writes in order to determine 
whether the connected UART was in active use. As another 
example, a network card that uses memory in the D800- 
DFFFh half-segment could be monitored to determine 
whether the memory is being accessed regularly and, if not, a 
query could be sent through the network to ensure that the 
connection was still valid. 


Memory Watchdog Feature 

FireStar’s general purpose access register sets, GNR1, 
GNR2, GNR8, and GNR4, can be monitored for activity and 
can generate an SMI when no activity has occurred in a given 
amount of time. As an option, either or both of these register 
sets can be assigned to monitor memory space instead. In 
this case, instead of the bit values corresponding to I/O 
address bits A[9:0], the values correspond to memory 
address bits A[23:14]. The bits that select I/O read or I/O 
write cycles instead indicate memory read or memory write 
cycles. 


Example: 

To monitor memory write activity in the 16KB block from 
CC00:0 to CCO00:3FFF requires first viewing the CCOO seg- 
ment value as: 


* 0000 1100 1100 0000 0000 0000 


to determine the value of the upper ten bits, CA[23:14], which 
is: 


¢ 0000110011 


Idle Reload Event Enable Register 1 


Default = 00h 


aaa 
Idle Reload Event Enable Register 2 


Default = 00h 


to write into the A[9:0] GNR address decode bits. The bits are 
set by writing: 


* SYSCFG Eth (A[8:1]) = 00011001b, or 19h 


* SYSCFG E2h (AQ + write decode + read decode + A[5:1] 
mask bits) = 01000000b, or 40h 


« SYSCFG E5h (GNR4 cycle + GNR3 cycle + GNR4 AO + 
GNR3 AO + GNR4 AO mask + GNR3 AO mask) = 011000b, 
or 18h (GNR4 values must also be considered). 


The timer values must then be entered, the PMI enabled, and 
then a dummy write access must be made to the CCO000- 
CFFFFh range to start GNR3_TIMER. If no accesses are 
occurring, the timer will eventually expire and generate an 
SMI. If enabled, the next write access to this range will also 
cause an SMI and will reload the timer. 


Of the four general purpose access register sets, two sets, 
GNR1 and GNR2, provide granularity for the memory watch- 
dog function to monitor a minimum range of four bytes, while 
GNR8 and GNR4 provide granularity to monitor accesses in 
a 64KB range. If SYSCFG AOh[7] = 1 such that upper 
address bits must be zero, the GNR1 and GNR2 registers still 
decode the full 16 bits of the address as long as those upper 
bits are not masked off (default). 


Extra General Purpose Decode Ranges 

FireStar provides four additional general purpose ranges, 
GNR8-8, for monitoring of system peripheral devices. These 
ranges are accessible through the existing register set in 
place of GNR1-4, but internally they are distinct and separate 
from GNR1-4. Both sets of ranges can be used simulta- 
neously for a total of eight programmable ranges. 
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To initially program the registers, software sets SYSCFG 
AEh[7] = 1. From this point on, all GNR1 register bits access 
GNRS5 bits instead; all GNR2 register bits access GNR6 
instead; and so on. Once programming is complete, software 
should clear SYSCFG AEh[7]. 


When access in a GNR85-8 range is decoded, the chipset will 
generate an SMI. Software proceeds as usual to read 


SMI status for GNR1-4 will be returned in the appropriate bits 
of SYSCFG 5Dh, DCh, and EAh. 


Software then sets SYSCFG AEh[7] =1, and reads SYSCFG 
5Dh, DCh, and EAh again. This time, the bits will indicate 
SMI activity in GNR5-8 instead of GNR1-4. Writing '1' back to 
the SMI source will clear only GNR5-8 as long as SYSCFG 
AEh[7] = 1. 


SYSCFG 5Ch, 5Dh, DCh, DDh, and EAh to determine the 


source of the SMI. Since SYSCFG AEh[7] = 0 at this point, DMA Controller Access 


Access trapping of the DMA controller registers is described 
in Section 4.13.3, "Software Distributed DMA Support". 


Table 4-112 General Purpose Access Registers 


SYSCFG 70h GNR1 Base Address Register 1 
GNR1_ACCESS base address: A[13:6] for memory watchdog or A[15:10] for I/O (right-aligned). 

SYSCFG 71h GNR1 Control Register 1 Default = FFh 
GNR1_ACCESS mask bits: Mask for A[13:6] for memory watchdog or mask for A[15:10] for I/O (right-aligned). 

SYSCFG 72h GNR1 Control Register 2 Default = 00h 


GNR1_ACCESS mask bits: 
Mask for A[5:2] for memory watchdog or mask for A[9:6] for I/O 


Default = 00h 


GNR1_ACCESS base address: 
A[5:2] for memory watchdog or ignored for I/O. 


Default = 00h 


SYSCFG 48h if AEh[7] = 0 GNR1 Base Address Register 
GNR1_ACCESS base address: A[8:1] (I/O) or A[22:15] (Memory) 


SYSCFG 48h if AEh[7] = 1 
GNR5_TIMER base address: A[8:1] (I/O) 
GNR1 Control Register Default = 00h 
GNR1 mask bits for address A[5:1] (I/O) or A[19:15] memory: 


A 1 ina particular bit means that the corresponding bit at SYSCFG 48h[4:0] 
is not compared. This is used to determine address block size. 


GNR5_Timer Base Address Register Default = 00h 


SYSCFG 49h if AEh[7] = 0 
GNR1 base Write 
address: decode: 
AQ (I/O) 0 = Disable 
A23 (Memory) 1 = Enable 
SYSCFG 49h if AEh[7] = 1 
Write 
decode: decode: 
0 = Disable 0 = Disable 
1 = Enabl 1 = Enabl 
SYSCFG 73h GNR2 Base Address Register 1 Default = 00h 
GNR2_ACCESS base address: A[13:6] for memory watchdog or A[15:10] for I/O (right-aligned). 
SSS Sd 
SYSCFG 74h GNR2 Control Register 1 Default = FFh 
GNR2_ACCESS mask bits: Mask for A[13:6] for memory watchdog or mask for A[15:10] for I/O (right-aligned). 
SYSCFG 75h GNR2 Control Register 2 Default = 00h 


GNR2_ACCESS mask bits: 
Mask for A[5:2] for memory watchdog or mask for A[9:6] for I/O. 


=| 


Read 
decode: 
0 = Disable 
1 = Enable 


GNR5_Timer Control Register Default = 00h 


Base address: Read GNR&5 base address A[5:1] (I/O) 


AQ (I/O) 
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Table 4-112 General Purpose Access Registers (cont.) 


SYSCFG B8h if AEh[7] = 0 GNR2 Base Address Register Default = 00h 
GNR2_ACCESS base address: A[8:1] (I/O) or A[22:15] (Memory) 


SYSCFG B8h if AEh[7] = 1 GNR6 Base Address Register Default = 00h 


GNR6_Timer base address: A[8:1] (I/O) 
FSS SSS SSS SSS SSS SS 
SYSCFG BQh if AEh[7] = 0 GNR2 Control Register Default = 00h 


GNR2 base Write Read GNR2 mask bits for address A[5:1] (I/O) or A[19:15] memory: 
address: decode: decode: A1 ina particular bit means that the corresponding bit at B8h[4:0] is not 
AQ (I/O) 0 = Disable 0 = Disable compared. This is used to determine address block size. 
A23 (Memory) 1 = Enable 1 = Enable 
SYSCFG BQh if AEh[7] = 1 GNR6 Control Register Default = 00h 
GNR6 base Write Read GNR6 mask bits for address A[5:1] (I/O) 
address: decode: decode: 
AQ (I/O) 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 
Saag a 
SYSCFG AEh GNR_ACCESS Feature Register Default = 03h 
GNR set select: Reserved GNR2 cycle GNR1 cycle GNR2 base GNR1 base GNR2 mask GNR1 mask 
0 = GNR1-4 decode type: decode type: address: address: bit: bit: 
1 = GNR5-8 0=//0 0=I0 AO (I/O) AO (I/O) AO (I/O) AO (I/O) 
1 = Memory 1 =Memory A14 (Memory) |A14 (Memory) |A14 (Memory) |A14 (Memory) 
SYSCFG 7Ah GNR3 Base Address Register 1 Default = 00h 


GNR3_ACCESS base address: A[13:6] for memory watchdog or A[15:10] for I/O (right-aligned). 
SSS 


SYSCFG 7Bh GNR3 Control Register 1 Default = FFh 


GNR3_ACCESS mask bits: Mask for A[13:6] for memory watchdog or mask for A[15:10] for I/O (right-aligned). 
SSS SSS 
SYSCFG 7Ch GNR3 Control Register 2 Default = 00h 


GNR3_ACCESS base address: GNR3_ACCESS mask bits: 
A[5:2] for memory watchdog or ignored for I/O. Mask for A[5:2] for memory watchdog or mask for A[9:6] for I/O. 
SSS 
SYSCFG Eth if AEh[7] = 0 GNR3 Base Address Register Default = 00h 


GNR3_ACCESS base address: A[8:1] (I/O) or A[22:15] (Memory) 


SYSCFG Eth if AEh[7] = 1 GNR7 Base Address Register Default = 00h 


GNR7_ACCESS base address: A[8:1] (I/O) 
SYSCFG E2h if AEh[7] = 0 GNR3 Control Register Default = 00h 


GNR3 Write Read GNR3 mask bits for address A[5:1] (I/O) or A[19:15] memory: 


base address: decode: decode: A1 ina particular bit means that the corresponding bit at SYSCFG E1h[4:0] is not 
AQ (I/O) 0 = Disable 0 = Disable compared. This is used to determine address block size. 
A23 (Memory) 1 = Enable 1 = Enable 


SYSCFG E2h if AEh[7] = 1 GNR7 Conirol Register Default = 00h 


GNR7 Write Read GNR7 mask bits for address A[5:1] (I/O) 
base address: decode: decode : 
AQ (I/O) 0 = Disable 0 = Disable 
1 = Enable 
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Table 4-112 General Purpose Access Registers (cont.) 


SYSCFG 7Dh GNR4 Base Address Register 1 Default = 00h 
GNR4_ACCESS base address: A[13:6] for memory watchdog or A[15:10] for I/O (right-aligned). 

Neeeeeeeeeeeeeeeeeee Sa 

SYSCFG 7Eh GNR4 Control Regisier 1 Default = FFh 
GNR4_ACCESS mask bits: Mask for A[13:6] for memory watchdog or mask for A[15:10] for I/O (right-aligned). 

SYSCFG 7Fh GNR4 Control Register 2 Default = 00h 

A[5:2] for memory watchdog or ignored for I/O. Mask for A[5:2] for memory watchdog or mask for A[9:6] for I/O. 
FSSC 
SYSCFG E3h if AEh[7] = 0 GNR4 Base Address Register Default = 00h 


GNR4_ACCESS base address: A[8:1] (I/O) or A[22:15] (Memory) 


SYSCFG E3h if AEh[7] = 1 GNR8 Base Address Register Default = 00h 


GNR8_ACCESS base address: A[8:1] (I/O) 
Mana aaa» »»5<”_a »l» 
SYSCFG E4h if AEh[7] = 0 GNR4 Control Register Default = 00h 


GNR4 Write Read GNR4 mask bits for address A[5:1] (I/O) or A[19:15] memory: 
base address: decode: decode: A1 ina particular bit means that the corresponding bit at SYSCFG E3h[4:0] is not 
AQ (I/O) 0 = Disable 0 = Disable compared. This is used to determine address block size. 
A23 (Memory) 1 = Enable 1 = Enable 


SYSCFG E4h if AEh[7] = 1 GNR8 Control Register Default = 00h 
GNR8& Write Read GNR8 mask bits for address A[5:1] (I/O) 


base address: decode: decode: 


AQ (I/O) 0 = Disable 0 = Disable 
1 = Enable 


SYSCFG E5h GNR_ACCESS Feature Register 2 Default = 03h 


Reserved Reserved GNR4 cycle GNR3 cycle GNR4 GNR3 GNR4 GNR3 
decode type: decode Type: | base address: | base address: mask bit: mask bit: 
0=l/0 0=//0 AO (I/O) AO (I/O) AO (I/O) AO (I/O) 
1 = Memory 1=Memory |A14 (Memory) |A14 (Memory) |A14 (Memory) |A14 (Memory) 
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4.15.1.2 Activity Tracking Registers 

The activity tracking registers at SYSCFG DFh and EOh allow 
events to be flagged even if they are not programmed to gen- 
erate an SMI. In this way, code can check whether a key- 
stroke occurred since the last time the register was checked, 
for example, without actually generating an SMI for every 
keystroke. 


Table 4-113 Activity Tracking Registers 


SYSCFG DFh if AEh[7] =0 


HDU_ COM2_ 
ACCESS ACCESS 
activity: activity : 
0=No 0=No 
1 = Yes 1 = Yes 


SYSCFG DFh if AEh[7] = 1 


COM1_ 
ACCESS 
activity: 
0=No 
1 = Yes 


GNR2_ 
ACCESS 
activity : 
0=No 
1= Yes 


GNR6_ 
ACCESS 
activity : 
O=No 
1 = Yes 


Reserved 


Activity Tracking Register 


Activity Tracking Register 


The activity tracking registers record activity on all ten 
ACCESS events. No type of enabling is needed for any of 
these events to be registered. Reading this register returns 
flags indicating whether any of the events have taken place 
and automatically resets the entire register. The register can 
be written if desired to set the selected bits. In this way, a 
read-modify-write code sequence can be used to clear 
selected bits only. 


Default = 00h 


LCD_ 
ACCESS 
activity : 
0 =No 
1 = Yes 


GNR1_ 
ACCESS 
activity: 
0=No 
1 = Yes 


KBD_ 
ACCESS 
activity : 
0 =No 
1 = Yes 


DSK_ 
ACCESS 
activity: 
0 =No 
1 = Yes 


Default = 00h 


GNR5_ 
ACCESS 
activity: 
0=No 
1 = Yes 


Reserved 


SYSCFG EOh if AEh[7] = 0 


SYSCFG EOh if AEh[7] = 1 


4.15.1.3 Reloading IDLE_TIMER 

FireStar provides the IDLE_TIMER to monitor system-wide 
activity: |(O and memory accesses by the CPU, IRQs from 
ISA bus peripherals, and EPMIs from power control and man- 
agement subsystems. The occurrence of an enabled event in 
any one of these areas will reload the IDLE_TIMER. Once 
there is inactivity for a sufficiently long time, the IDLE_TIMER 
will expire. 


Expiration of the IDLE_TIMER generates PMI#4, which can 
be enabled to generate an SMI to inform system manage- 
ment code that the system is idle and that entry into the Sus- 
pend mode is appropriate. Refer to the Section 4.15.5.1, 


Activity Tracking Register 1 


Activity Tracking Register 1 


Default = 00h 


GNR3_ 
ACCESS 
activity : 
0=No 
1 = Yes 


Default = 00h 


GNR7_ 
ACCESS 
activity: 
0=No 
1 = Yes 


GNR4_ 
ACCESS 
activity: 
0 =No 
1 = Yes 


GNR8_ 
ACCESS 
activity: 
0 =No 
1 = Yes 


“Suspend Mode" for complete information. Expiration of the 
IDLE_TIMER cannot cause automatic (hardware-controlled) 
entry into the Suspend mode, since important CPU process- 
ing could be interrupted. 


The register bits that enable each event individually to reload 
the IDLE_TIMER and forestall entry into the Suspend mode 
are shown in Table 4-114. SYSCFG 63h and A3h are write- 
only; reads return no useful information. 
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Table 4-114 
7 


Idle Reload Source Registers 


SYSCFG 4Eh if AEh[7] = 0 
GPCS1#_ GPCSO#_ 
ACCESS: ACCESS: 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


SYSCFG 4Eh if AEh[7] = 1 


RSS 


Eveeeah cer WAERGI Ss =0 
GPCS3#_ GPCS24_ 
ACCESS: ACCESS: 


0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


Idle Reload Event Enable Regisiter 1 
GNR3_ GNR1_ 
ACCESS: ACCESS: 


0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


LPT_ 
ACCESS: 
0 = Disable 
1 = Enable 


KBD_ 
ACCESS: 
0 = Disable 
1 = Enable 


Idle Reload Event Enable Register 1 


= = 


0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


are Reload Event Enable Register 2 
COM1_ GNR2_ 
ACCESS: ACCESS: 


0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


COM2_ 
ACCESS: 
0 = Disable 
1 = Enable 


HDU_ 
ACCESS: 


0 = Disable 
1 = Enable 


SYSCFG BEh if AEh[7] = 1 Idle Reload Event Enable Register 2 


Se = 


ACCESS: 
0 = Disable 
1 = Enable 
Ss 
SYSCFG 63h 
EPMIO# 

Level-trig'd: 
0 = Disable 


ae ea Select Register 1 


IRQ7: IRQ5: 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


IRQ4: 
0 = Disable 
1 = Enable 


IRQ13: 


0 = Disable 
1 = Enable 


IRQ8: 
0 = Disable 
1 = Enable 


SSS a 


Default = 00h 


LCD _ 
ACCESS: 
0 = Disable 
1 = Enable 


Default = 00h 


Reserved 


DSK_ 
ACCESS: 
0 = Disable 
1 = Enable 


Any PCl 
requests: 
0 = Disable 
1 = Enable 


Sa 


Default = 00h 


Override 
SYSCFG 
68h[3:2]: 
0=No 
1 = Recover 
time 1s 


Default = 00h 


SOceune = aah 


IRQO: 


0 = Disable 
1 = Enable 


GNR4_ 
ACCESS: 


0 = Disable 
1 = Enable 


GNR8_ 
ACCESS: 


0 = Disable 
1 = Enable 


IRQ3: 
0 = Disable 
1 = Enable 


SYSCFG A3h 


IRQ15: 
0 = Disable 
1 = Enable 
SYSCFG FBh 
DRQ7 reloads 
IDLE_TIMER: 
0=No 
1 = Yes 


Idle Time-Out Select Register 2 


IRQ11: IRQ10: 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


IRQ9: 
0 = Disable 
1 = Enable 


IRQ14: 


0 = Disable 
1 = Enable 


IRQ12: 
0 = Disable 
1 = Enable 


DMA Idle Reload Register 
IDE DDRQ DRQ3 reloads 
reloads IDLE_TIMER: 
IDLE_TIMER:") 0=No 
0=No 1 = Yes 
1 = Yes 


DRQ2 reloads 
IDLE_TIMER: 
0=No 
1 = Yes 


DRQ6 reloads 
IDLE_TIMER: 
0=No 
1 = Yes 


DRQ85 reloads 
IDLE_TIMER: 
0=No 
1 = Yes 


DRQ1 reloads 
IDLE_TIMER: 


Default = 00h 


IRQ1: 


0 = Disable 
1 = Enable 


IRQ6: 


0 = Disable 
1 = Enable 


Seg 


Default = 00h 
DRQO reloads 
IDLE_TIMER: 

0=No 
1 = Yes 


0 =No 
1 = Yes 


(1) Bit 4 controls whether the DDRQ line from bus mastering IDE drives can reload the timers. The bit controls DDRQ from both cables, so 
enabling the reload feature on any one bus mastering drive enables it for all present. 
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4.15.1.4 External PMI Events 

FireStar’s logic can monitor a variety of inputs that are 
directly related to low-power, battery-operated system 
designs. Table 4-115 lists the external power management 
input (EPMI) pins provided. Note that all pins included here 
are considered external PMI pins, not just pins EPMI[3:0]#. 


EPMI Programming 

The registers listed in Table 4-116 are used to initialize the 
EPMI pins and enable them to cause PMI events. The table 
also lists related EPMI programming registers. 


Emergency Overtemp Sense Enable - Setting SYSCFG 
A1h[2] = 1 allows a level on the EPMI1# pin to force the chip 
into cool-down clocking mode as set by the thermal manage- 
ment registers. The thermal management feature itself does 
not need to be enabled to use this sense function. The polar- 
ity of the input is determined by SYSCFG 40h[2]. Once writ- 
ten to 1, this bit cannot be cleared without a hardware reset. 


EPMI[1:0]# Status Latch - Setting SYSCFG Ath[0] = 
allows the EPMI[1:0]# PMI events to be latched. The status 
returned by SYSCFG 5Ch[2:1] are not latched. Writing these 
same bits to 1 clears the status bits. 


Table 4-116 EPMI Programming Registers 


Table 4-115 External PMI Source ao 


[vane [_ Descron 


LOWBAT Activity on Low Battery pin 
LLOWBAT | Activity on Very Low Battery pin 


EPMI0# Activity on External Power Management 
Input 0 

EPMI1# Activity on External Power Management 
Input 1 


EPMI2# Activity on External Power Management 
Input 2 

EPMI3# Activity on External Power Management 
Input 3 

RESUME SUS/RES input has been toggled while in 
Suspend 

SUSPEND | SUS/RES input has been toggled while 
system is active 


RINGI Activity detected on RINGI 


a a ee ee ee 


SYSCFG 40h 


LLOWBAT 
polarity : 
0 = Active high 
1 = Active low 


SSS 
SYSCFG DBh if AEh[7] = 0 


External 
EPMI3# pin 
polarity : 
0 = Active high 
Active low 


Sees 
ee 43h 


1 = Active low 


External 
EPMI2# pin 
polarity: 


1 = Active low 


LOWBAT pin sample rate: 


00 = 32s 10=128s 
01 =64s 11 = Rsrvd 


A PMI is generated each time 
LOWBAT is sampled active. 
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0 = Active high 
1 = Active low 


SS 
Next Access Event Generation Register 2 


0 = Active high 


0 = Active high 


Default = 00h 


EPMIO# 
polarity : 
0 = Active high 
1 = Active low 
= 


EPMI1# 
polarity 


Default = 00h 


% 


SSS 
PMU Control Register 3 


Default = 00h 
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Table 4-116 EPMI Programming Registers (cont.) 


7 
SYSCFG 50h PMU Control Register 4 Default = 00h 


Start Suspend 
(WO): 
1 = Enter 
Suspend 
mode 


SYSCFG 5Ch PMI SMI Source Register 1 (Write 1 to Clear) Default = 00h 


PMI#2, PMI#1, PMI#0, 
EPMI1#: EPMIO#: LLOWBAT: 


Q=Not Active |Q=NotActive |Q=NotActive |0=Not Active 
1 = Active 1 = Active 1 = Active 1 = Active 
SYSCFG 61h Debounce Register Default = 00h 


LOWBAT, LLOWBAT SUS/RES# 
debounce rate select: debounce rate select: 

00 = No debounce 00 = Active low, edge-trig’d PMI 
01 = 250s 01 = Active low, level-controlled 
10=8ms PMI 


11 = 500ms 10 = Active high, level-sampled 


PMI in 16ms 
11 = Active high, level-sampled 
PMI in 32ms 


(See Section 4.15.8.2, "SUS/ 
RES and RINGI Events") 


SYSCFG Ath Feature Control Register 2 Default = 00h 
Emerg. over- EPMI[1 :O}# 
temp sense: status latch: 

0 = Disable 0 = Dynamic 
1 = Enable 1 = Latched 


Notes: 1) EPMIO# and EPMI1# need to be asserted until recognized by its SMI service routine, since these PMls are not 
latched unless SYSCFG Ath[0] = 1. 


2) If EPMIO# and EPMI1# are used to place the system into Suspend, the EPMIx signal must be negated before the 
Suspend command (setting bit SYSCFG 50h[0] = 1) is written. 


4.15.1.5 Power Management Event Status 

The power management input pins can be monitored for their The bits of the Power Management Event Status Register 
instantaneous state in FireStar. This feature can be used to return instantaneous pin status; the state is not latched. 
poll for power management status without generating an SMI. Table 4-117 gives the bit definitions for SYSCFG DAh. 


Table 4-117 Power Management Event Status 


es ee ae ee ee ee 


SYSCFG DAh Power Management Event Status Register (RO) Default = 00h 


Reserved LOWBAT LLOWBAT EPMI3# EPMI2# EPMI1# EPMIO# 
state: state: state: state: state: state: 


0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 
1 = High 1 = High 1 = High 1 = High 1 = High 1 = High 
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4.15.2 System Power Control 
The power management unit logic provides two hardware 
means of controlling the CPU clock speed. 


* Doze mode hardware causes the clock to the CPU core to 
be stopped and started in a periodic manner, resulting in 
power savings when there is no significant activity. 


* Thermal management hardware forces the action to avoid 
overheating the CPU when the system is running at full 
speed for too long. 


Both of these mechanisms engage the stop clock mechanism 
to slow down the CPU. 


4.15.2.1.STPCLK# Mechanism to Control CPU Power 
Dissipation 

The 3.3V Pentium processor contains a phase-locked loop 
(PLL) frequency generator that takes the external clock fre- 
quency input and multiplies it before applying it to the CPU 
core. The CPU core may be cut off from the PLL output by 
asserting the STPCLK# signal, without any loss of informa- 
tion. The GPU then enters the Stop Grant state in which the 
power consumption is approximately 20% of the normal con- 
sumption. It may be restarted almost immediately by negating 
the STPCLK# signal. Since a significant amount of power 
savings may be achieved when the CPU is in the Stop Grant 
state, it is forced into this state by FireStar when there is no 
significant activity. 


On receiving an active STPCLK#, the CPU will generate a 
special bus cycle, and when it receives BRDY# from FireStar, 
it will enter the Stop Grant state. FireStar may be pro- 
grammed so that a system interrupt, such as initiated by a 
keystroke or a timer interrupt, can restart the CPU almost 
immediately. Stopping the CPU clock is usually initiated by 
software, but could also be initiated by the hardware Doze 
mechanism. 


The power consumed by the CPU can be controlled in two 
ways. The first method is to keep the STPCLK# signal 
asserted until a pre-programmed event causes FireStar to 
negate it. This could be used for maximum power saving 
modes invoked by software for prolonged periods of CPU 
inactivity. 


The other method could be used for applications that do not 
require the CPU to operate at full speed all the time; the STP- 
CLK# signal may be periodically asserted and negated. Since 
the Pentium processor does not provide much control for 
changing the frequency of the input clock, STPCLK# modula- 
tion is a viable alternative for saving power. This mode could 


be invoked by either software or hardware. On FireStar, the 
STPCLK# signal can be modulated by a base frequency of 
32KHz, with a wide range of duty cycles. The cycle that is 
used to modulate the STPCLK# signal lasts 31.25us. The 
time for which STPCLK# is asserted (low) is defined as tigw, 
and the time for which it is not asserted is defined as t,j. The 
sum of tpi and tipy equals 31.25us. In every 32KHz cycle the 
STPCLK# signal is asserted for 31.25ps-t,j. Different levels 
of power savings are obtained by programming the duration 
of t,j through SYSCFG 41h[4:2]. 


Programming 
To enable STPCLK# operation, the registers shown below 
must be programmed as follows. 


+ For maximum power savings set SYSCFG 66h[5] = 1 or 
for slow operation set SYSCFG 66h[5] = 0. 


* Enable the STPCLK# logic mechanism by setting 
SYSCFG 61h[2] = 1. 


« Enable the Stop Grant protocol by setting SYSCFG 66h[0] 
= 1 to recognize the Stop Grant cycle. 


The STPCLK# sequence will now be observed any time the 
hardware Doze feature modulates the STPCLK# signal, or 
when APM commands the clock to stop. For example, during 
an APM operation for maximum power savings, FireStar: 

1. Asserts its STPCLK# output 

2. Waits for a Stop Grant cycle 

3. Returns BRDY# to the CPU 

4. Awaits a restart event (such as an interrupt) 

5. Negates the STPCLK# signal, and continues operation. 


For reduced power consumption, FireStar: 

1. Asserts its STPCLK# output 

2. Waits for a Stop Grant cycle 

3. Returns BRDY# to the CPU 

4. Waits for (31.25us - t,)) 

5. Negates the STPCLK# signal 

6. Waits for t,j (as programmed in SYSCFG 41h[4:2]) 
7. Goes back to Step 1. 


While in Step 6, the CPU continues to execute instructions. 


The registers associated with the STPCLK# feature are 
shown in Table 4-118. 
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Table 4-118 Register Bits Associated with STPCLK# Feature 


[ae Nee | Eee ea ee 


SYSCFG 41h DOZE_TIMER Register 2 Default = 00h 


Doze mode STPCLK# modulation 
(STPCLK# modulated by BCLK defined 
in SYSCFG E6h[7:6]): 
000 = No Modulation (STPCLK# = 1) 
001 = STPCLK# t,; = 0.75 * 16 BCLKs 
010 = STPCLK# t,; = 0.5 * 16 BCLKs 
011 = STPCLK# t,; = 0.25 * 16 BCLKs 
100 = STPCLK# t,; = 0.125 * 16 BCLKs 
101 = STPCLK# t,; = 0.0625 * 16 BCLKs 
110 = STPCLK# t,; = 0.03125 * 32 BCLKs 
111 = STPCLK# t,; = 0.015625 * 64 BCLKs 
SYSCFG E6h if AEh[7] = 0 Clock Source Register 4 Default = 70h 


BCLK source for STPCLK# 
modulation (For normal mode, 
Doze mode, thermal mgmt): 
00 = 4KHz 
01 = 32KHz (Default) 
10 = 450KHz 
11 = 900KHz 
Ses ; 


See Ss Se 
SYSCFG 61h Y aEEREST eae Default = 00h 
STPCLK# 
signal 
0 = Disable 
1 = Enable 


SYSCFG 65h Doze Register Default = 00h 


Recognize 
SMI during 
STPCLK#: 
O0=No 
- a 


SSS SSS 
SYSCFG 66h PMU Control Register 7 Default = 00h 


Doze type: STPGNT cycle 


0 = Modulate wait option: 
STPCLK# 0 = Do not wait 


1 = Wait for 
STPCLK# STPGNT 
asserted cycle 
before 
negating 
STPCLK# 
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Table 4-118 Register Bits Associated with STPCLK# Feature (cont.) 
7 


SYSCFG 67h PMU Conirol Register 8 Default = 00h 


Prevent Normal mode STPCLK# modulation (read returns 
STPCLK# current STPCLK modulation setting only; STPCLK# 
generation by | modulated by BCLK defined in SYSCFG E6h[7:6)): 
SYSCFG50h[3] | 000 = No Modulation (STPCLK# = 1) 
when INTR is 001 = STPCLK# t,; = 0.75 * 16 BCLKs 
active: 010 = STPCLK# t,; = 0.5 * 16 BCLKs 
0 = Disable 011 = STPCLK¢# ty; = 0.25 * 16 BCLKs 
Je Enable 100 = STPCLK¢# ty; = 0.125 * 16 BCLKs 
101 = STPCLK# t,j = 0.0625 * 16 BCLKs 
110 = STPCLK# t,j = 0.03125 * 32 BCLKs 
111 = STPCLK# t,; = 0.015625 * 64 BCLKs 
SYSCFG 50h PMU Control Register 4 Default = 00h 


Write = 1 to 
start Doze 
Read = Doze 
status: 

0 = Counting 
1 = Timed out 
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4.15.3 Doze Mode 

FireStar’s power management unit includes Doze mode con- 
trol logic. Doze is the state in which the CPU is fully alive and 
operational, yet running at a speed that is greatly reduced in 
order to save power. FireStar engages the Doze mode when 
it sees no activity in certain pre-definable areas for a certain 
time period. FireStar provides a choice of two time-out timers 
for each device. When an interrupt for the device or access in 
the range associated with that device occurs, the event trig- 
gers a Doze reset that reloads the selected timer for that 
device with the time-out value associated with that timer. 
Only when both time-outs have expired will the system return 
to Doze mode operation. Once initialized by software, the 
process is completely controlled by hardware. No further soft- 
ware intervention is needed, but an SMI can be generated if 
desired. 


Even though the Doze mode is intended to operate autono- 
mously without application or BIOS intervention, FireStar pro- 
vides logic hooks to software for software-based power 
control. The most common type of software-based power 
control follows the Microsoft Advanced Power Management 
(APM) specification, which allows applications to inform the 
operating system when they are idle or do not require full pro- 
cessing power. The operating system, in turn, makes BIOS 
calls that can do any of the following: 


¢ Turn off or put into a standby mode any unneeded 
peripherals 

« Slow system clock speeds 

¢ Turn off clocks to the CPU 


Therefore, FireStar’s power Doze mode logic provides for 
three Doze mode operations: 


1) hardware-controlled slowdown, 
2) software-controlled slowdown, and 


3) software-controlled Doze with a stopped CPU clock (the 
clock to the CPU core is cut off). 


The three modes are very similar and are outlined next, fol- 
lowed by register descriptions that the three modes have in 
common. FireStar provides the stop clock logic described 
next. 


Table 4-119 SMI Generation on DOZE Time-Out 


a ae ee ee 


PMU Event Register 6 


SYSCFG D9h 


DOZE_TIMER 
PMI#27 SMI: 
00 = Disable 
01 = Enable DOZE_O 
10 = Enable DOZE_1 
11 = Enable both 
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4.15.3.1. Dual Doze Timer Reload Selections 

The standard DOZE_0 reload value can generate a Doze 
Timer time-out in as little as 2ms. However, this selection is 
not compatible with all applications. For example, stable 
operating speed might be desirable for at least 2sec after a 
keyboard interrupt in order to completely service the event ad 
prevent delays on subsequent keystrokes. Another operation, 
such as video access, might allow a return to Doze mode 
almost immediately. 


Therefore, FireStar provides a choice of two time-out timers 
for each device. When an interrupt for the device or access in 
the range associated with that device occurs, the event trig- 
gers a Doze reset that reloads the selected timer for that 
device with the time-out value associated with that timer. 
Only when both timers have expired will the system return to 
Doze mode operation. 


On earlier OPTi chipsets, COM port, LPT port, and GNR 
accesses could not cause a Doze reset. On FireStar these 
accesses can be programmed to enable a Doze reset. How- 
ever, to maintain backward compatibility, the COM1, COM2, 
LPT, and GNR accesses point to the secondary doze timer at 
reset; this timer in turn is programmed for "no delay" at reset. 
The Doze logic interprets the "no delay" setting as inhibiting 
Doze reset for that source. 


The SMI, EMPI1#, and INTR signals are also potential 
sources of Doze reset. However, these signals always use 
Doze Time-out 0 and cannot select Doze Time-out 1. 


Doze reset events are all individually programmable to gener- 
ate SMls. In addition to the ability to reset the Doze mode 
when an SMI is encountered, FireStar has the ability to gen- 
erate PMI#27 when the DOZE_TIMER times out. Doze time- 
out events on DOZE_0 and DOZE_1 can be individually pro- 
grammed to generate an SMI through SYSCFG Dgh[7:6] 
(shown in Table 4-119), which select the time-out(s) that will 
cause an SMI. Setting SYSCFG D9h[7:6] = 11 enables the 
PMI to generate an SMI. 


Figure 4-39 shows an example of Dual Doze mode operation 
and Table 4-120 shows the setup and link registers associ- 
ated with the example. 


Default = 00h 
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Figure 4-39 Dual Doze Mode Operation Example 


2s elapse 4ms elapse 
F Keystroke occurs, Program writes to 
System in software accesses Enter screen, accessing Enter 
Doze mode keyboard controller Doze mode LCD controller Doze mode 
Exit Doze, reload ctivi Exit Doze, reload tivit 
DOZE_TIMER with mec DOZE TIMERwith | "°2civl'y 
2 seconds 4 milliseconds 


~]———_ 2seconds ————> — a 4 milliseconds — 


Setup: DOZE_0 = 2 seconds, SYSCFG 41h[7:5] = 110 Link KBD_ACCESS to DOZE_0, SYSCFG 76h[6] = 0 
DOZE_1 =4 milliseconds, SYSCFG 79h[7:5] = 010 Link LCD_ACCESS to DOZE_1, SYSCFG 76h[7] = 1 


Table 4-120 Dual Doze Mode Operation Example Setup/Link Registers 


Lf i ee _ 


SYSCFG 41h DOZE_TIMER Register 2 Default = 00h 


DOZE_0 time-out select: 
000 = 2ms 100 = 128ms 
001 = 4ms 101 =512ms 
010 = 8ms 110 =2s 
011 =32ms 111 = 8s 
Time-out generates PMI#27. 


SYSCFG 79h PMU Control Register 11 Default = 00h 


DOZE_1 time-out select: 
000 = No delay (Default) 100 = 64ms 
001 = 1ms 101 = 256ms 
010 = 4ms 110=1s 


SYSCFG 76h if AEh =0 Doze Reload Select Register 1 Default = OFh 
LCD_ 
ACCESS: ACCESS: 
0 = DOZE_0 
1 =DOZE_1 1 =DOZE_1 
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4.15.3.2 Presetting Events to Reset Doze Mode 

Before enabling Doze mode operation, whether hardware or 
software Doze mode, some preparation must be made for the 
event or events that will reset Doze mode and bring the sys- 
tem back to full operation. Otherwise, especially in the case 
of APM stop clock mode, there would be no way to execute 
CPU instructions to restart the CPU clock. 


Therefore, it is first necessary to choose the source or 
sources that will perform a Doze reset. Doze reset will, if the 
system is currently in Doze mode, restore the system clocks 
to full operating speed. Doze reset also reloads the Doze 
timer with its originally programmed value. 


* Setting SYSCFG 41h[1] = 1 enables LCD_ACCESS, 
KBD_ACCESS, DSK_ACCESS, HDU_ACCESS, GNR 
accesses, COM port accesses, and LPT accesses to reset 
Doze mode and reload the DOZE_TIMER. If the associ- 
ated DOZE_TIMER has timed out and switched operation 
to Doze speed, this reload will change the system clocks 
back to their normal speed. 


* SYSCFG 65h[5] selects the EPMIO# pin as a Doze reset 
trigger while bits [2:0] select EPMI[3:1]#, respectively. 


* SYSCFG 62h[7:0], A2h[5:0], and 65h[3] define individual 
IRQs that can trigger a Doze reset. 


* SYSCFG 65h[7] allows all enabled interrupts (i.e., any 
event that toggles the INTR signal to the CPU, to reset 
Doze mode). 


* SYSCFG F6h[7:0] and F7h[7:0] are the DMA Doze Reload 
Registers. As stated previously Doze reset also reloads 
the Doze timer with its originally programmed value. 


Once the Doze mode reset events have been programmed, 
either hardware or software Doze mode can be enabled. 


Doze Reset Inside SMM 

FireStar allows an SMI to reset Doze mode if STPCLK# is 
active from within System Management Mode. SYSCFG 
65h[4] enables Doze mode reset when the SMI signal goes 
active, but since SMI is masked on entry to SMM, an SMI trig- 
gered while the system is in SMM is not seen until some 
other trigger resets Doze mode. 


Setting SYSCFG 79h[4] = 1 handles Doze reset only from 
within SMM. Set SYSCFG 65h[4] = 1 to handle SMI Doze 
mode exit from outside of SMM. 


Table 4-121 Register Bits that Select Doze Mode Reset Events 


a ce a ee ee ee 


SYSCFG 41h 


DOZE_TIMER Register 2 


Default = 00h 


ACCESS 
events reset 
Doze mode: 

0 = Disable 

1 = Enable 


SYSCFG 62h 


IRQ13 Doze 
reset: 

0 = Disable 

1 = Enable 

SYSCFG 65h 


IRQ8 Doze 
reset: 


0 = Disable 


IRQ7 Doze 
reset: 


0 = Disable 


IRQ12 Doze 
reset: 

0 = Disable 

1 = Enable 


EPMIO# 
Doze reset: 
0 = Disable 
1 = Enable 


All interrupts to Reserved 
CPU reset Doze 


mode: 


0 = Disable 
1 = Enable 


Recognize 
SMI during 
STPCLK#: 


O0=No 
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IRQ Doze Register 1 


Default = 00h 
IRQO Doze 
reset: 


0 = Disable 
1 = Enable 


IRQ5 Doze 
reset: 

0 = Disable 

1 = Enable 


IRQ4 Doze 
reset: 

0 = Disable 

1 = Enable 


IRQ3 Doze 
reset: 

0 = Disable 

1 = Enable 


Sc 
Doze Register 


Default = 00h 
EPMI1# 
Doze reset: 


0 = Disable 
1 = Enable 


EPMl2# 
Doze reset: 
0 = Disable 
1 = Enable 


IRQ1 EPMI3# 
Doze reset: Doze reset: 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 
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Table 4-121 Register Bits that Select Doze Mode Reset Events (cont.) 
7 


SYSCFG 79h PMU Control Register 11 Default = 00h 


PMI# event trig- 
gers exit from 
Doze mode if 

the PMI event is 

enabled to gen- 
erate SMI") 
0=No 
1 = Yes 


(1) For example, to let PMI#11 reset the Doze mode without generating SMI to the CPU, SYSCFG 5Ah[7:6] must = 11 and SYSCFG 5Bh[6] 
must = 1. 

FESS SSUES GSS GSS 

SYSCFG A2h if AEh[7] = 0 IRQ Doze Register 2 Default = 00h 


IRQ15 Doze IRQ14 Doze IRQ11 Doze IRQ10 Doze IRQ9 Doze IRQ6 Doze 
reset: reset: reset: reset: reset: reset: 

0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 

1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 


FESS SGC SSCS SSCS GSS SSS CSCS 
SYSCFG F6h DMA Doze Reload Register 1 Default = 00h 


DRQ7 reloads | DRQ6 reloads | DRQ5 reloads IDE DDRQ DRQ3 reloads | DRQ2 reloads | DRQ1 reloads | DRQO reloads 
DOZE_0: DOZE_0: DOZE_0: reloads DOZE_0: DOZE_0: DOZE_0: DOZE_0: 
0=No 0=No 0 =No DOZE_0:") 0=No 0=No 0O=No 0=No 
1 = Yes 1 = Yes 1 = Yes O=No 1 = Yes 1 = Yes 1 = Yes 1 = Yes 
1 = Yes 

(1) Bit 4 controls whether the DDRQ line from bus mastering IDE drives can reload the timers. The bit controls DDRQ from both cables, so 
enabling the reload feature on any one bus mastering drive enables it for all present. 

SYSCFG F7h DMA Doze Reload Register 2 Default = 00h 


DRQ7 reloads | DRQ6 reloads | DRQ5 reloads IDE DDRQ DRQ3 reloads | DRQ2 reloads | DRQ1 reloads | DRQO reloads 
DOZE_1: DOZE_1: DOZE_1: reloads DOZE_1: DOZE_1: DOZE_1: DOZE_1: 
0=No 0=No 0=No DOZE_1:") 0=No 0=No O0=No 0=No 
1 = Yes 1= Yes 1 = Yes 0=No 1 = Yes 1 = Yes 1 = Yes 1=Yes 

1= Yes 
(1) Bit 4 controls whether the DDRQ line from bus mastering IDE drives can reload the timers. The bit controls DDRQ from both cables, so 
enabling the reload feature on any one bus mastering drive enables it for all present. 
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DEVSEL# Doze Reset bits to enable Doze reset separately for PCI I/O accesses 
Activity on the PCI bus can reset the Doze mode and cause a and memory accesses. The Doze reset is triggered by 
return to full operating speed. FireStar’s logic provides two DEVSEL# going active and is qualified by the M/lO# signal. 


Table 4-122 PCI Bus Doze Reset Registers 


7 


SYSCFG A2h if AEh[7] = 0 IRQ Doze Register 2 Default = 00h 


PCI bus I/O PCI memory 
access Doze access Doze 
reset: reset: 

0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


SYSCFG A2h if AEh[7] = 1 IRQ Doze Register 2 Default = 00h 


PREQ# Doze CLKRUN# Reserved 
reset: Doze reset: 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 
SYSCFG 78h Doze Reload Select Register 3 Default = 00h 


PCI: 
0 = DOZE_0 
1 =DOZE_1 
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4.15.3.3 Automatic (Hardware) Doze Mode 
The chipset can be set up for hardware-controlled slowdown 
Doze mode by programming the following information. 


1. Setup the hardware and programming to consider the 
stop clock mechanism as described in Section 4.15.2.1, 
“STPCLK# Mechanism to Control CPU Power Dissipa- 
tion" on page 187. 


2. Program the events that will reset Doze mode as 
described in “Presetting Events to Reset Doze Mode” on 
page 192. 


3. Associate the access event with their time-out counters 
(DOZE_0 or DOZE_1), by appropriately programming 
SYSCFG 76h through 78h. 


4. Select the desired time-outs, that is, the time required 
after the last event before the system can be considered 
“inactive,” in SYSCFG 41h[7:5] and in 79h[7:5]. A two 
second (2s) time-out is typical. 


5. Select the STPCLK# duty cycle from SYSCFG 41h[4:2]. 
Time t,,; is defined as that time for which STPCLK# is not 
asserted in one 32KHz period. 


6. SetSYSCFG 66h[5] = 0 for slowdown. 


7. Set SYSCFG 65h[4] = 1 if the chipset should exit Doze 
mode for SMls, or = 0 if the SMIs can run adequately at 
the Doze speed. 


8. Finally, enable the hardware DOZE_TIMER by setting 
SYSCFG 41h[0] = 0. 


After the selected period of inactivity, the hardware Doze 
mode is entered and the STPCLK# signal is modulated. In 
the event of any of the enabled accesses, SMls, or IRQs, the 
CPU is switched back to full speed operation, and the Doze 
timer associated with the access event is reloaded. 


4.15.3.4 APM (Software) Doze Mode 

FireStar can be set up for software-initiated, reduced CPU 
power consumption or maximum power saving mode in a 
very straightforward manner. 


1. Setup the hardware and programming to consider the 
stop clock mechanism as described in the Section 
4.15.2.1, "STPCLK# Mechanism to Control CPU Power 
Dissipation" on page 187. 


2. Program the events that will reset the Doze mode as 
described in the “Presetting Events to Reset Doze Mode” 
on page 192. 


3. Set SYSCFG 65h[4] = 1 if FireStar should exit Doze 
mode for SMls, or = 0 if the SMIs can run adequately at 
the Doze speed. Obviously, SY SCFG 65h[4] must be set 
to 1 if maximum power savings is desired, or else the 
SMI will be missed altogether. 


4. Select the duty cycle for STPCLK# from SYSCFG 
41h[4:2]. 


5. Disable the hardware DOZE_TIMER by setting SYSCFG 
41h[0] = 1. 


At this point the system is ready for APM control. When APM 
makes a call for low or very low power operation, the BIOS or 
power management code simply: 


* Sets SYSCFG 66h[5] = 0 for reduced CPU power con- 
sumption or sets SYSCFG 66h[5] = 1 for maximum power 
savings mode 


* Sets SYSCFG 50h[3] = 1 to initiate the Doze mode 


On the event of any of the enabled ACCESSes, SMls, or 
IRQs, the clock to the CPU core will be enabled all the time, 
until the above two steps are repeated again. 


Start Doze Bit 
SYSCFG 50h[3] serves two purposes: to start the Doze 
mode and to read the DOZE_TIMER status. 


¢ Write: Start APM Doze mode 
1 = Start Doze mode (if SYSCFG 40h[0] = 1) 
0 = No effect 


« Read: Hardware DOZE_TIMER time-out status bit 
1 = Hardware DOZE_TIMER has timed out 
0 = Hardware DOZE_TIMER still counting 


Table 4-123 shows the hardware and software related Doze 
mode registers. 
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Table 4-123 Hardware and Software Doze Mode Registers 


7 


SYSCFG 76h if AEh =0 Doze Reload Select Register 1 Default = OFh 
LCD_ KBD_ DSK_ HDU_ COM1&2_ LPT_ GNR1_ GNR2_ 
ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: 
0 = DOZE_0 0 = DOZE_0 0 =DOZE_0 0 = DOZE_0 0=DOZE_0 0 = DOZE_0 0 =DOZE_0 0 = DOZE_0 
1=DOZE_1 1=DOZE_1 1=DOZE_1 1=DOZE_1 1=DOZE_1 1 =DOZE_1 1=DOZE_1 1 =DOZE_1 
SYSCFG 76h if AEh = 1 Doze Reload Select Register 1 Default = 03h 


Reserved PREQ#: CLKRUN#: Reserved GNRS5: GNR6: 
0 =DOZE_0 0 = DOZE_O 0 =DOZE_0O 0 = DOZE_O 
1 =DOZE_1 1 =DOZE_1 1=DOZE_1 1 =DOZE_1 
SYSCFG 77h Doze Reload Select Register 2 Default = 00h 


IRQ8: IRQ7: IRQ6: IRQ5: IRQ4: IRQ3: IRQ1: IRQO: 
0 = DOZE_0O 0 = DOZE_0O 0 = DOZE_0 0 = DOZE_0 0=DOZE_0 0 = DOZE_O 0 = DOZE_0 0 = DOZE_0O 
1 =DOZE_1 1 =DOZE_1 1=DOZE_1 1 =DOZE_1 1=DOZE_1 1 =DOZE_1 1=DOZE_1 1 =DOZE_1 
SYSCFG 78h Doze Reload Select Register 3 Default = 00h 


PCI: IRQ15: IRQ14: IRQ13: IRQ12: IRQ11: IRQ10: 
0 = DOZE_0 0 = DOZE_O 0 = DOZE_0 0 =DOZE_0 0 = DOZE_0 0 = DOZE_O 0 = DOZE_O 
1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1=DOZE_1 1 =DOZE_1 1 =DOZE_1 
SYSCFG 41h DOZE_TIMER Register 2 Default = 00h 


DOZE_0 time-out select: Doze mode STPCLK# modulation Doze control 
000 = 2ms (STPCLK# modulated by BCLK defined select: 
001 = 4ms in SYSCFG E6h[7:6)): 0 = Hardware 
010 = 8ms 000 = No Modulation (STPCLK# = 1) 1 = Software 


011 = 32ms 001 = STPCLK¢# t,; = 0.75 * 16 BCLKs 
100 = 128ms 010 = STPCLK¢# t,; = 0.5 * 16 BCLKs 
101 = 512ms 011 = STPCLK# ty; = 0.25 * 16 BCLKs 


110 = 2s 
111 =8s 


Time-out generates PMI#27. 


100 = STPCLK# ty; = 0.125 * 16 BCLKs 

101 = STPCLK# t,; = 0.0625 * 16 BCLKs 

110 = STPCLK# t,; = 0.03125 * 32 BCLKs 

111 = STPCLK# t,; = 0.015625 * 64 BCLKs 

SYSCFG 79h PMU Control Register 11 Default = 00h 


DOZE_1 time-out select: 
000 = No delay (Default) 100 = 64ms 
001 = 1ms 101 = 256ms 
010 = 4ms 110=1s 
011 =16ms 111 =4s 
SSS aaa 


SYSCFG 66h PMU Control Register 7 Default = 00h 


Doze type: 
0 = Modulate 
STPCLK# 
1 = Keep 
STPCLK# 
asserted 
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Table 4-123 Hardware and Software Doze Mode Registers (cont.) 


ee ee See 


SYSCFG 65h Doze Register Default = 00h 


Recognize 
SMI during 
STPCLK#: 
Q=No 


SYSCFG 50h PMU Conirol Register 4 Default = 00h 


Write =1 to 
start Doze 
Read = Doze 
status: 

0 = Counting 
1 = Timed out 
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4.15.4 CPU Thermal Management Unit 

Thermal management hardware is implemented in FireStar 
for monitoring the level of CPU activity and the operating tem- 
perature of the device. A flexible hardware scheme monitors 
CPU temperature to determine when it is necessary to enter 
cool-down clocking mode. In this way, a serious over-temper- 
ature condition cannot get out of control. 


4.15.4.1 Operating Temperature Ranges 

The FireStar thermal management algorithm identifies the 
temperature limits of the CPU through activity level values 
that correspond with idle, equilibrium, and thermal runaway 
conditions. 


Idle Condition 

The CPU is cool to the touch. FireStar is using APM stop 
clock or hardware Doze mode to save power, and no real 
activity is taking place. This operational level constitutes the 
base level of activity, so it does not require a register to hold 
the value. It is associated in the FireStar thermal manage- 
ment scheme with “zero”. 


Equilibrium Condition 

The CPU is warm to the touch. It is operating at full capacity 
for short bursts but frequently is in low power modes. The 
heat generated by the CPU is dissipated at the same rate 
that it is produced. Most active computer usage falls into this 
category, where APM or hardware Doze mode operates fre- 
quently enough to allow safe operation. The FireStar thermal 
management scheme associates this temperature with LOF- 
REQ[15:0]. The value of these bits is referred to as LOFREQ 
throughout this section. 


Thermal Runaway Condition 

The CPU is hot to the touch. It is running at its full rated 
speed and generating heat faster than it can be dissipated, 
so its temperature increases. The program being used is 
active enough that APM or hardware Doze mode cannot 
operate often enough to hold the temperature down. Operat- 
ing in this mode for an extended period may cause the CPU 
to fail. The FireStar thermal management scheme associates 
this temperature with HIFREQ[15:0]. The value of these bits 
is referred to as HIFREQ throughout this section. 


Cool-down Clocking 

Cool-down clocking takes place according to the reduced 
clock rate programmed into the Cool-down Clock Rate bits 
SYSCFG ASh[5:3] and ASh[2:0]. FireStar keeps the CPU run- 
ning at the cool-down clocking rate speed for the Cool-down 
Holdoff period. 


4.15.4.2 Fail-Safe Thermal Management 

The thermal management unit accepts a periodic waveform 
that varies with temperature as input from an inexpensive 
external sensor circuit. The goal is to provide actual tempera- 
ture sensing and monitoring without resorting to expensive 
sensor devices or on-chip analog circuitry. 


On-board logic monitors the waveform, a low-frequency 
(100Hz-10kKHz) square or sine wave, and can determine 
actual CPU temperature by the frequency of the waveform. 
The hardware reacts to changes in this frequency according 
to programmable parameters. Should the external circuit fail 
to generate the expected waveform, the fail-safe logic auto- 
matically maintains cool-down clocking mode to the CPU for 
an indefinite period. 


In addition, the hardware keeps track of the frequency and 
allows software to read the value at any time. In this way, 
SMM code will be able to return an actual calibrated CPU 
temperature to system management programs. 


Suggested Circuit 

A relatively simple and inexpensive circuit can be used to 
measure CPU temperature. The suggested circuit is based 
on the LM334Z three-terminal adjustable current source, 
available from National Semiconductor. The sense voltage of 
this device is directly proportional to absolute temperature. 
The circuit also uses a 7555 timer to convert the voltage to a 
proportional frequency. 


Figure 4-40 illustrates the circuit recommended to generate a 
frequency that is directly proportional to temperature. Only 
the LM334Z part is sensitive to temperature, and must be 
mounted under or on the CPU (or in an appropriate heat sink 
location). 


Figure 4-40 External Temperature Sensor Circuit 
Vcc oO 


To 
TEMPDET 


The following equation describes the output frequency of this 
circuit. 


3 227uV x (273 + To) 
f=— x< > ——_ 
Cc (Vee Xx Rget) + [2.085) Xx Rois X 227uV x (273 + To)] 


If C is chosen as 0.01uF, Rgf7 as 220 ohms, Rpjs as 2K 
ohms, and VCC = 5.0V, then the equation is simply: 
300 x [61971 + (227 x To)] 
"1358.4 + (0.95x To) 
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Registers 

All registers must be programmed before the thermal man- 
agement THKEN enable bit (SYSCFG A5h[7]) is set. Refer to 
Table 4-124 for information regarding the thermal manage- 
ment registers. 


Operation 

The fail-safe thermal management unit will compare the THK- 
FREQ value with the low frequency limit (LOFREQ) and high 
frequency limit (HIFREQ) values every second to determine 
when to engage thermal management. When thermal man- 
agement is engaged, STPCLK modulation duty cycle will be 
based on L1THK or L2THK values. SMI may be generated as 
well. 


There are three frequency ranges that THKFREQ falls into: 
1) O=< THKFREQ <LOFREQ 

2) LOFREQ =< THKFREQ < HIFREQ 

3  HIFREQ =< THKFREQ < 64 KHz 


Case A: L2_HIFREQ = 0, THKFREQ decreases as temp 
increases. 


IF (THKFREQ = range #3) 
THEN temp is not high enough -- STPCLK modulation = 
none; 


ELSE IF (THKFREQ = range #2) 
THEN temp is high -- STPCLK modulation = L1THK duty 
cycle; 


ELSE 
temp is very high -- STPCLK modulation = L2THK duty 
cycle; 


END IF; 


Case B: L2_HIFREQ = 1, THKFREQ increases as temp 
increases. 


Table 4-124 Thermal Management Registers 


IF (THKFREQ = range #1) 
THEN temp is not high enough -- STPCLK modulation = 
none; 


ELSE IF (THKFREQ = range #2) 
THEN temp is high -- STPCLK modulation = L1THK duty 
cycle; 


ELSE temp is very high -- STPCLK modulation = L2THK 
duty cycle; 


END IF; 


In both cases, when L1THK or L2THK STPCLK modulation is 
engaged, a register bit will be set to indicate thermal manage- 
ment is engaged. SMI may also be generated as an option. 


The emergency overtemp sense pin will still override all the 
Doze mode and fail-safe stop clock modulation. 


Programming 

Before programming thermal management, the STPCLK# 
mechanism must be set up for the CPU being used as 
described in Section 4.15.2.1, "STPCLK# Mechanism to Con- 
trol CPU Power Dissipation". Enabling thermal management 
locks the STPCLK# bits and prevents them from being 
altered until the next hardware reset. 


The thermal management option must be configured by set- 
ting the bits in SYSCFG A5Sh-AAh (refer to Table 4-124), and 
then setting SYSCFG A5h[7] = 1. The register setting order is 
not important, but bit 7 of SYSCFG A5h must be set to 1 only 
after all other settings have been made. Once bit 7 is set, 
none of the thermal management registers can be written 
again without resetting FireStar. 


If the Doze mode is in progress when the thermal manage- 
ment unit engages (or vice-versa), the lower value of t,j as 
set by the two schemes for STPCLK# modulation will be 
used. 


a eT 


SYSCFG A5h 


TEMPDET 
Variation - As 
temperature 

increases, 

frequency: 


Thermal Mgmt.: 


0 = Disable 
1 = Enable 


0 = Decreases 
1 = Increases 


100 = STPCLK# t,; = 0.125 * 16 BCLKs 
101 = STPCLK# t,; = 0.0625 * 16 BCLKs 
110 = STPCLK# tj = 0.03125 * 32 BCLKs 
111 = STPCLK# t,; = 0.015625 * 64 BCLKs 
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Thermal Management Register 1 


Level 2 STPCLK# modulation rate - Sets the stop 
clock throttling rate when temperature enters 
second (overtemp) range: 

000 = No modulation (STPCLK# = 1) 
001 = STPCLK# t,; = 0.75 * 16 BCLKs 
010 = STPCLK# t,; = 0.5 * 16 BCLKs 
011 = STPCLK¢# t,; = 0.25 * 16 BCLKs 


Default = 00h 


Level 1 STPCLK# modulation rate - Sets the stop 
clock throttling rate when temperature enters 
first (high temp) range: 

000 = No modulation (STPCLK# = 1) 

001 = STPCLK# t,; = 0.75 * 16 BCLKs 

010 = STPCLK# t, = 0.5 * 16 BCLKs 

011 = STPCLK# t,; = 0.25 * 16 BCLKs 

100 = STPCLK# t,; = 0.125 * 16 BCLKs 
101 = STPCLK# t,; = 0.0625 * 16 BCLKs 
110 = STPCLK# t,; = 0.03125 * 32 BCLKs 
111 = STPCLK# t,; = 0.015625 * 64 BCLKs 
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Table 4-124 Thermal Management Registers 
7 


SYSCFG A6h Thermal Management Register 2 Default = 00h 
LOFREQ]7:0]: Low frequency limit low byte 
Hee 
SYSCFG A7h Thermal Management Register 3 Default = 00h 
LOFREQ[15:8]: Low frequency limit high byte 
SYSCFG A&h Thermal Management Register 4 Default = 00h 
HIFREQ[7:0]: High frequency limit low byte 
FSS SSS GSS GSS USSU USGS GSS SSUES GSS GSS CSCS CSCS GSS 
SYSCFG A9h Thermal Management Register 5 Default = 00h 
HIFREQ[15:8]: High frequency limit high byte 
Heeeeeeeee 
SYSCFG AAh Thermal Management Register 6 Default = 00h 


Emergency Overtemp Sensor THMIN pin EPMI trigger for thermal mgmt. THMIN input: HDI input: 


STPCLK# Modulation Rate: polarity: 00 = EPMIO# 0 = THMIN 0=HDI 

000 = No modulation (STPCLK# = 1) 0 = High 01 = EPMI1# 1 =EPMlindi- |1=EPMI indi- 
001 = STPCLK# t,; = 0.75 * 16 BCLKs 1 = Low 10 = EPMl2# cated in cated by 
010 = STPCLK# t,j = 0.5 * 16 BCLKs 11 = EPMI3# bits [3:2] SYSCFG 
011 = STPCLK# t,; = 0.25 * 16 BCLKs Also see bit 1. FOh[1 :0] 
100 = STPCLK# t,; = 0.125 * 16 BCLKs 
101 = STPCLK# t,; = 0.0625 * 16 BCLKs 
110 = STPCLK# t,; = 0.03125 * 32 BCLKs 
111 = STPCLK# t,; = 0.015625 * 64 BCLKs 

SYSCFG F3h Thermal Management Register 7 Default = 00h 
THFREQ[7:0] - Current frequency low byte: 
- THFREQ[15:0] return a value from 0 to 65535. This value is updated once per second so that software can read the input pin frequency 

in kHz and correlate the value to the actual CPU temperature at that moment. 
SYSCFG F4h Thermal Management Register 8 Default = 00h 


THFREQ[15:8] - Current frequency high byte 
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4.15.4.3 SMI Generation 

When the thermal management unit engages or disengages 
cool-down clocking, an SMI on PMI#25 can be generated. 
This feature is controlled through SYSCFG DBh[6]. When 
this SMI is being serviced, power management code can 
read SYSCFG A5h[7] to determine whether it was an entry 
into or an exit from cool-down clocking mode that caused the 
SMI. 


PMI#25 is also shared with the EPMI3# event. If the SMI from 
EPMI3# is also enabled, on entry to the SMI software must 
check the state of the EPMI3# signal to determine whether 
the reason for the SMI is the external EPMI3# event or cool- 
down clocking entry/exit. 


Emergency Overtemp Sense 

It is possible for an external sensor to force FireStar perma- 
nently into cool-down clocking mode according to the param- 
eters programmed for thermal management. When low, the 
EPMIx# input (any EPMI can be assigned at SYSCFG 
AAH[3:2]) can cause FireStar to enter cool-down clocking 
mode. The existing SMI enable bits for EPMIx# are still oper- 
ational regardless of the setting of the emergency overtemp 
enable bit (SYSCFG Ath[2]). Therefore, an overtemp condi- 
tion can also be programmed to cause an SMI so that the 
power management firmware will be made aware of the situa- 
tion and instruct the user to shut down the system. In this 
way, a serious over-temperature condition cannot get out of 
control. 


The chip will remain in cool-down clocking mode, using the 
rate specified in Thermal Management Register 3 (defaults to 
a 50% duty cycle for STPCLK#), as long as the EPMIx# input 
remains triggered. The trigger specifications are the same as 


those for triggering the SMI: SYSCFG 40h[2:1] for 
EPMI[1:0]# and SYSCFG DBh[5:4] for EPMI[3:2]# select 
whether a high- or a low-level is active, and this same bit 
selects whether a high- or a low-level will engage cool-down 
clocking. The thermal management unit does not need to be 
enabled to use this feature. 


Programming 

This option is enabled by writing SYSCFG Ath[2]. Once writ- 
ten, this bit cannot be changed without a hard reset of the 
chip. 


When SYSCFG DBh[6] = 1, entry into or exit from cool-down 
clocking mode causes PMI#25 and an SMI. If the EPMIx# 
event is also programmed to cause an SMI, the following situ- 
ation can occur. 


1. The thermal sensor input changes state, causing PM|#2 
and an SMI. 


2. Power management code services the SMI. 


3. The thermal management unit enters cool-down clocking 
mode. 


4. Atthis point, PMI#25 is generated along with another 
SMI. 


Therefore, two SMls will have been generated. On exit from 
cool-down clocking mode, only one SMI will be generated, 
since the active-to-inactive transition on EPMIx# does not 
cause another SMI. Power management software must be 
able to anticipate this situation and deal with it appropriately. 


Table 4-125 shows the above discussed register bits. 


Table 4-125 SMI Generation on Cool-down Clocking Entry/Exit Registers 


ee es 


SYSCFG 40h 


SYSCFG Ath 


SYSCFG A5h 


PMU Control Register 1 


Default = 00h 
EPMI1# EPMIO# 
polarity: polarity : 
0 = Active high | 0 = Active high 
1=Activelow |1 = Active low 


Feature Control Register 2 


Default = 00h 


Emerg. over- 
temp sense: 
0 = Disable 
1 = Enable 


Thermal Management Register 1 


Default = 00h 


Thermal Mgmt.: 
0 = Disable 
1 = Enable 


Note: Once salle aes anibelll iss been enabled (bit 7 = 1), none — ali lll ee Mikel — He ee 


SSS SS SS 
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Table 4-125 SMI Generation on Cool-down Clocking Entry/Exit Registers (cont.) 
7 


SYSCFG AAh Thermal Management Register 6 Default = 00h 


THMIN pin EPMI trigger for thermal mgmt. THMIN input: HDI input: 
polarity: 00 = EPMIO# 0 = THMIN 0=HDI 


0 = High 01 = EPMI1# 1=EPMlindi- | 1 =EPMI indi- 
1 = Low 10 = EPMl2# cated in cated by 
11 = EPMI3# bits [3:2] SYSCFG 
Also see bit 1. FOh[1 :0] 
SYSCFG DBh if AEh[7] = 0 Next Access Event Generation Register 1 Default = 00h 


SMI on cool- EPMI3# pin EPMI2# pin 

down clocking polarity : polarity: 
entry/exit: 0 = Active high | 0 = Active high 
0=Disable |1=Activelow |1 = Active low 
1 = Enable 


FSS 
SYSCFG FOh Hot Docking Control Register 2 Default = 00h 


EPMI trigger for HDI: 
00 = EPMIO# 
01 = EPMI1# 
10 = EPMl2# 
11 = EPMI3# 


Also see SYSCFG AAh[0] 
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4.15.5 Suspend and Resume 

FireStar offers the ability to halt operations at extremely low 
power yet retain all its programming, called Suspend. 
FireStar will respond to interrupts to determine that a return to 
normal operation, called Resume, is necessary. 


4.15.5.1_ Suspend Mode 

Suspend mode provides a significant level of power conser- 
vation. The Suspend initiation event, either a key or button 
depression or a time-out SMI, calls a software routine in SMM 
code to save the current state of the system for complete res- 
toration at some later time. In this mode, most system power 
can be shut down while still retaining restorability. The lowest 
power consumption mode is that in which the DRAM is kept 
powered up (the system state is stored in the DRAM), the 
CPU is powered off, and the cache is also powered off. 


Table 4-126 Suspend Control Register Bits 


FireStar enters the Suspend mode when SYSCFG 50h[0] is 
set to 1. Software must control this event, even though a 
timer time-out may have initiated the process, because CPU 
processing must be completed in an orderly manner. Upon 
resuming from the Suspend mode, the controlling code must 
clear the Suspend PMI Event, PMI#7, by writing SYSCFG 
5Ch[7] = 1. Otherwise, FireStar will never exit the Suspend 
mode the next time SYSCFG 50h[0] is set to 1. 


The registers shown in Table 4-126 select the state of various 
signals during the Suspend mode. SYSCFG 59h[6] is used 
so that the system timers can be restarted to prevent false 
time-outs upon resuming from the Suspend mode. Refer to 
the Section 4.15.8, "Resume Event", to determine how to 
select the events that will cause FireStar to Resume opera- 
tion after Suspend. 


es ee ee ee ee ee ee 


SYSCFG 50h 


PMU Control Register 4 


Default = 00h 
Start Suspend 
(WO): 

1 = Enter 
Suspend 


PMU Event Register 2 


Reload timers 
on Resume: 


SYSCFG 5Ch 


Suspend: 
0 = Not Active 
1 = Active 
SSS 
SYSCFG ADh 


CPU power 
state in 
Suspend: 
0 = Powered 
1 =0 Volt 
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Suspend Mode Power Savings 
While in the Suspend mode, FireStar can be programmed to 
save power in two ways: 


1) short-pulse refresh for normal DRAM or 


2) _ self-refresh for self-refresh DRAM, and slow interrupt 
scan. 


Table 4-127 shows the registers/bits associated with Sus- 
pend mode power savings. 


Suspend Mode Refresh 

The Suspend refresh rate is selected by programming the 
SYSCFG 12h[5:4] and/or 12h[3:2]. During the Suspend 
mode, refresh can be: 


1. slow refresh based on the REFRESH#/32KHZ input, 
with a wide RAS# pulse width, 


2. _ self-refresh initiated by 32KHz, or 


3. short pulse width refresh based on the 32KHz clock. 


The first option generates refresh in the same manner that 
refresh is generated during normal mode, with the RAS pulse 
width determined by SYSCFG 01h[5:4]. 


The second option can be used for self-refresh DRAMs with 
the initial control required to put the DRAM in self-refresh 
mode based on the 32KHz clock. The short pulse refresh 
mechanism is engaged for lowest power consumption during 
Suspend for non self-refresh DRAM. In this mode, the refresh 
is based on the 32KHz clock, but the refresh pulse width is 
100ns only. This pulse width is capable of retaining the 
DRAM data and results in lowest power consumption. 


Multiplexed Inputs Scan Rate 

The logic can scan for multiplexed inputs to FireStar inter- 
rupts at a slower rate during refresh. During normal mode, 
the sample rate is governed by the internally generated 
ATCLK. During Suspend mode, SYSCFG 66h[6] controls the 
frequency of ATCLK, and therefore, the sampling frequency. 
Note that a major reduction of power consumption can come 
from switching off all the clocks except the 32KHz clock dur- 
ing Suspend. 


Table 4-127 Suspend Mode Power Saving Feature Related Bits 


[cea fhe See Se ll Se ee is as 


SYSCFG 01h 


RAS pulse 
width used during refresh: 
00 = 7 CPUCLKs 
01 = 6 CPUCLKs 
10 = 5 CPUCLKs 
11 = 4 CPUCLKs 


DRAM Control Register 1 


Default = 00h 


SYSCFG 12h 


Suspend mode refresh: 


00 = From CPUCLK state 
machine 


01 = Self-refresh based on 32KHz 
only 


10 = Normal refresh based on 
32KHz only 


11 = Reserved 


Refresh Control Register 


Default = 00h 


Slow refresh: 

Refresh on: 

00 = Every REFRESH#/32KHz 
falling edge 

01 =Alternate REFRESH#/32KHz 
falling edge 

10 = One in four REFRESH#/ 
32KHz falling edge 


11 = Every REFRESH#/32KHz 
toggle 


SSSA 
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Table 4-127 Suspend Mode Power Saving Feature Related Bits 


ea a a ee ee ee 


SYSCFG 66h PMU Conirol Register 7 Default = 00h 


Suspend-to- | Suspend mode 
Normal refresh ATCLK 
delay: frequency: 
0 =None 0 = Derived 


1 = Three from 
32KHz PCICLK 


CLKs 1 =32KHz 
Write to 1 Setting can be 
overridden by 
SYSCFG 79h[0] 
Heeeeeoereoeoo 
SYSCFG 79h PMU Control Register 8 Default = 00h 


ATCLK during 
Suspend: 


1 = Stopped 
(overrides 
SYSCFG 
66h[6]) 
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4.15.6 Chip-Level Power Conservation Features 

A central design goal of FireStar was to incorporate power- 
reducing features wherever possible. To this end, several 
innovative methods of power conservation are implemented. 


4.15.6.1 Leakage Control 

FireStar offers leakage control features to reduce Suspend 
mode power consumption. Each pin (or pin group in the case 
of certain bus signals) can be set as follows during Suspend 
mode: 


Table 4-128 Leakage Control Registers 


* Tristated only 

* Tristated and pulled down 

* Tristated and pulled up 

« Maintained (driven) at previous value 
* Driven low 


These options allow pins to be properly managed in all 
designs. The register format is shown Table 4-128. Leakage 
control registers start at PCIDV1 70h. 


fe a ee Ee 


PCIDV1 70h 

W/R#, HITM#, FERR#, SMIACT# | BE[7:0]#, M/IO#, D/C#, CACHE#, 
Suspend state: LOCK# Suspend state: 

00 = No pull-downs 

01 = Pull-down during BOFF# 

10 = Pull-down during Suspend 


11 = Pull-down during BOFF# and 
Suspend 


00 = No pull-downs 
01 = Pull-down 
10 = Reserved 
11 = Reserved 


Leakage Control Register - Byte 0 


Default = 00h 
HA[3 1:3] 
Suspend state: 
00 = Tristate 
01 = Tristate, pull-down 


HD[63:0] 
Suspend and Idle state: 
00 = Tristate 
01 = Tristate, pull-down 
10 = Reserved 10 = Reserved 


11 = Reserved 11 = Reserved 


PCIDV1 71h Leakage Control Register - Byte 1 Default = 00h 


IGERR#, A2OM# 
Suspend state: 


CPURST, CPUINIT, AHOLD, 
NMI, INTR, STPCLK# 
Suspend state: 


00 = Drive 
01 = Tristate 
10 = Reserved 
11 = Reserved 
PCIDV1 72h 
REQ3#, GNT3# 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Reserved 


C/BE[3:0]#, IRDY#, TRDY#, 
STOP#, AD[31:0], LOCK#, 
FRAME#, PAR, PERR#, SERR#, 
DEVSEL#, GNT1#, REQO#, 
GNTO#, REQ2#, GNT2# 
Suspend state: 

00 = Drive 
01 = Tristate 
10 = Tristate, pull-down 


11 = Reserved 


11 = Reserved 


BRDY#, NA#, 
KEN#, EADS#, 
BOFF#, SMl# 
Suspend state: 


0 = Drive 
1 = Tristate 


Leakage Control Register - Byte 2 


X1 =Tristate pull-down in 


1X =Tristate pull-down in 


MD[63:0] 
Suspend state : 
XX1 = Pull-down at Idle 
X1X = Pull-down in STPCLK# 
1XX = Pull-down in Suspend 


Default = 00h 


CACS# 
Suspend state: 


0 = Drive 


TAG[7:0] state: BWE#, GWE# 


Suspend state: 


STPCLK# 0 = Drive 


1 = Tristate 1 = Tristate, 


Suspend pull-down 
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Leakage Conirol Register - Byte 3 


CMD# 
Suspend state: 


00 = Drive 

01 = Tristate 

10 = Tristate, pull-down 
11 = Reserved 


PCIDV1 74h 
SA[1 5:0] 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Tristate, pull-down 
11 = Reserved 


PCIDV1 75h 


Secondary IDE 
interface in 
ISA-less mode: 
0 = Tristated 

1 = Driven 


XD bus 
(primary IDE 


XD bus mode: 
0 = Tristated 

1 = Driven 
This bit must 
be set if the 
RTCAS:A20M# 
strap option = 
10 to allow IDE 
control signals 
to be driven on 
the XD bus. 


interface) in no 


SD[15:0] 
Suspend state: 

01 = No pull-up/down in Active 
mode, tristate in Suspend 
mode 

01 = Pull-up in Active mode, 
tristate in Suspend mode 

10 = No pull-up/down in Active 
mode, pull-down in Suspend 
mode 

11 = Pull-up in Active mode, pull- 
down in Suspend mode 


DBEW# 
Suspend state: 


00 = Drive 

01 = Tristate 

10 = Tristate, pull-down 
11 = Reserved 


Leakage Control Register - Byte 4 


SA[23:18] 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Tristate, pull-down 
11 = Reserved 


XD[7:0] 
Suspend state: 

01 = No pull-up/down in Active 
mode, tristate in Suspend 
mode 

01 = Pull-up in Active mode, 
tristate in Suspend mode 

10 = No pull-up/down in Active 
mode, pull-down in Suspend 
mode 

11 = Pull-up in Active mode, pull- 
down in Suspend mode 


Leakage Control Register - Byte 5 


MDJ[63:0] 
engage 
pull-down: 

0 = Controlled 
by PCIDV1 
71[2:0]h 

1 = Pull-down 
always 
(overrides 
PCIDV1 
71h[2:0]) 


TAG[7:0] 
engage 
pull-down: 

0 = Controlled 
by PCIDV1 
72h[3:2] 

1 = Pull-down 
always 
(overrides 
PCIDV1 
72h[3:2]) 


DACK[7:0]# 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Tristate 
11 = Reserved 


Default = 00h 
IRQSER 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Tristate, pull-down 
11 = Reserved 


Default = 00h 


RFSH#, MRD#, MWR#, 
IORD#, IOWR# 
Suspend state: 


00 = Drive 

01 = Tristate 

10 = Tristate, pull-down 
11 = Reserved 


Default = 00h 
RTCAS, RTCRD#, RTC WR# 
Suspend state: 
00 = Drive 
01 = Tristate 


10 = RTCAS: Tristate, pull-up, 
RTCRD# and RTCWR#: 
Tristate, pull-down 


11 = Reserved 


eee 
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4.15.6.2 Zero Volt CPU Suspend 

The FireStar CPU interface provides a zero volt Suspend 
option. Setting ADh[5] = 1 enables zero volt CPU Suspend 
support. When set, FireStar will condition its outputs during 
Suspend assuming that the CPU has been powered down 
completely. 


This feature is generally used in conjunction with a feature on 
the INIT pin which, in this case, is used as the general pur- 
pose CPU reset (not as a software reset). By setting 
SYSCFG ADh[3] = 1, the INIT signal will toggle on Resume 
from Suspend to reset a CPU that has been powered down. 


4.15.6.3 Stopping IPC Clock When Not In Use 

Setting SYSCFG 50h[4] = 0 stops the clock going to the inter- 
nal integrated 82C206. Primarily this setting affects the 8254- 
type clock/timer/counter circuit. If the timer will not be used to 
maintain the system clock, substantial power savings can be 
achieved by disabling this clock, and turning off the OSC 
clock generator if possible. 


4.15.7 Context Save Feature 

FireStar is designed to support low-power Suspend and 
Zero-volt Suspend operations. Like most modern chipsets, 
the register set is complex enough that storing the system 
context before entering Zero-volt Suspend mode is a difficult 
procedure. 


FireStar offers a context save mode feature. Context save 
mode changes all configuration registers so that they become 
shadow registers: the last value written to these registers by 
software becomes readable. 


This feature is convenient because BIOS no longer needs to 
save a table of values in scarce SMM memory for registers 
defined as write-only or that read back a different value than 
the one written. 


Context save mode is selected through PCIDV1 4Fh[3] as 
shown in Table 4-130. 


Table 4-129 OV CPU Suspend and Stopping IPC Clock Register Bits 


a eee 


SYSCFG 50h 
14.3MHz to 
82C700: 


0 = Enable 
1 = Disable 


PMU Control Register 4 


Default = 00h 


Feature Control Register 3 


SYSCFG ADh 


CPU power 
state in 
Suspend: 
0 = Powered 
1 =0 Volt 
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4.15.8 Resume Event 

A certain set of interrupt events can be enabled to Resume 
the system from the Suspend mode. The desired interrupts 
are grouped into a single event, called RSMGRP. RSMGRP 
can be enabled to generate an SMI if desired. The RINGI 
input and the SUS/RES input can also trigger a Resume, and 
can also be enabled to generate an SMI if desired. Any one 
or more of the RSMGRP, RINGI, and SUS/RES events are 
called a Resume event. 


4.15.8.1  EPMI/IRQ Events 
SYSCFG 6Ah and Bith select the EPMI and IRQ source(s) 
that will be allowed to trigger the system out of the Suspend 


Table 4-131 


mode. Once selected, setting SYSCFG 5Fh[5] = 1 enables 
the RSMGRP globally. On Resume, an SMI can be gener- 
ated either from the EPMI events (through SYSCFG 58h and 
D9h) or PMI#6 event (through SYSCFG 59h). However, 
since the system usually is still in SMM when the Resume 
takes place, SMI generation is not normally necessary. 


The default for all the IRQ and EPMI Resume enabling bits 
(refer to ) is disabled. A rising edge on the enabled signal 
causes the Resume event for all selections except IRQ8; it is 
a falling edge on IRQ8 that Resumes operation. 


EPMI/IRQ Resume Event Related Register Bits 


Ea a ea ee ee ee aS eS SS eS ae 


SYSCFG 58h 


LOWBAT PMI#3 SMI: 


00 = Disable 
11 = Enable 


EPMI1# PMl#2 SMI: 


00 = Disable 
11 = Enable 


PMU Event Register 1 


Default = 00h 


LLOWBAT PMI#0 SMI: 


00 = Disable 
11 = Enable 


EPMIO0# PMI#1 SMI: 


00 = Disable 
11 = Enable 


SYSCFG 59h 
Resume INTRGRP PMI#6, 
Suspend PMI#7 SMI: 


00 = Disable 
11 = Enable 


PMU Event Register 2 


Default = 00h 
IDLE_TIMER 
PMI#4 SMI: 


00 = Disable 
11 = Enable 


R_TIMER 
PMI#5 SMI: 

00 = Disable 

11 = Enable 


SYSCFG 5Fh 


PMU Control Register 6 


Default = 


RSMGRP IRQs 
can Resume 
| 


SYSCFG 6Ah 
EPMI1# 
Resume: 


0 = Disable 

1 = Enable 
SSS 
SYSCFG 6Bh 


EPMIO# 
Resume: 
0 = Disable 
1 = Enable 


Resume: 


0 = Disable 
1 = Enable 


Resume: 


0 = Disable 
1 = Enable 


SYSCFG Bih 


EPMI3# 
Resume: 
0 = Disable 
1 = Enable 


EPMl2# 
Resume: 
0 = Disable 
1 = Enable 


IRQ15 
Resume: 


0 = Disable 


IRQ14 
Resume: 


0 = Disable 
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RSMGRP IRQ Register 1 


RSMGRP IRQ Register 2 


Default = 00h 


IRQ5 IRQ4 IRQ3 IRQ1 
Resume: Resume: Resume: Resume: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 


Resume Source Register 


SESS 


Default = 00h 


RSMGRP 
caused 
Resume (RO): 


0=No 
1 = Yes 


Default = 00h 
IRQ10 IRQ9 
Resume: Resume: 


0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


IRQ12 
Resume: 
0 = Disable 
1 = Enable 


IRQ11 
Resume: 
0 = Disable 
1 = Enable 
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EPMI/IRQ Resume Event Related Register Bits (cont.) 


a ae a a a a a ee ee 


PMU Event Register 6 


SYSCFG D9h 


DOZE_TIMER 
PMI#27 SMI: 
00 = Disable 
01 = Enable DOZE_O 
10 = Enable DOZE_1 
11 = Enable both 


RINGI 
PMI#26 SMI: 
00 = Disable 
11 = Enable 


4.15.8.2 SUS/RES and RINGI Events 

When the RINGI input pin changes state and back enough to 
exceed the count set in SYSCFG 5Fh[3:0], and SYSCFG 
5Fh[4] = 1, PMI#6 is generated to exit the Suspend mode. 
RINGI should be high for a minimum of 240ms and low for a 
minimum of 60ms when changing states. The RINGI input is 
sampled with a 32KHz clock; therefore rapid or unstable tran- 
sitions may lead to unreliable counting. 


The SUS/RES input pin is always enabled to Resume the 
system, and should be pulled high to VCC if it will not be used 
in the system design. Resuming from SUS/RES generates 
PMI#7. 


Once a Resume event has occurred, SYSCFG 6Bh[2:0] 
should be read to determine the source(s). If SYSCFG 6Bh[1] 
= 1, a read of SYSCFG 6Ah and Bith will return the latched 
state of the any of the EPMI or IRQ lines that were originally 
enabled for Resume triggering. The latched Resume IRQ and 
EPMI source information in SYSCFG 6Ah and Bih is avail- 
able until the PMI#6 bit (SYSCFG 5Ch/[6]) is eventually writ- 
ten to 1 to clear the PMI generated. SYSCFG 50h[1] = 1 as 
long as the Resume PMI#6 remains active. 


SYSCFG 61h[5:4] controls the debounce rate and polarity of 
SUS/RES. These bits function as follows: 


00 Active low, edge triggered PMI. PMI#7 is triggered on 
any high-to-low edge of SUS/RES. Once the PM is trig- 
gered, software must write SYSCFG SCh[7] = 1 to clear 
PMI#7 and deassert SMI#. 


To Resume: Once the system is in the Suspend mode, 
the next high-to-low edge on SUS/RES will Resume 
operation. 


01 Active low, level-controlled PMI. Setting SUS/RES low 
causes PMI#7 to go active; setting SUS/RES high 
causes PMI#7 to go inactive. There is no latching associ- 
ated with this function, so it is not necessary to write bit 
5ChI[7] = 1 to deassert the SMI#. 

To Resume: A low signal on SUS/RES generates a 
resume function. Therefore, hardware/software must 
ensure that SUS/RES is high before going into Suspend 
mode; otherwise, the system will Resume immediately. 


10 Active high, level-sampled PMI in 16ms. SUS/RES must 


Default = 00h 
EPMI2# 
PMI#24 SMI: 


00 = Disable 
11 = Enable 


EPMI3# cool-down clocking 
PMI#25 SMI: 
00 = Disable 
11 = Enable 


be sampled high for at least three 4ms clock edges 
before being recognized as a PMI. Therefore, it takes a 
maximum of 16ms for the SUS/RES request to be recog- 
nized. Once the PMI is triggered, software must write bit 
5Ch[7] = 1 to clear PMI#7 and deassert SMI#. Also, the 
SUS/RES pin must be sampled low for four clock edges 
(20ms maximum) before the circuit is re-armed to gener- 
ate the next PMI#7. 


To Resume: Once the system is in the Suspend mode, a 
high level sampled on SUS/RES for three 4ms clocks will 
resume operation. 


11 Active high, level-sampled PMI in 32ms. Same as above, 
but the sampling clock is 8ms instead of 4ms. Therefore, 
SUS/RES must be sampled high for a maximum of 32ms 
before being recognized as a PMI, and must remain low 
for 40ms before the circuit is re-armed. 


To Resume: Once the system is in Suspend mode, a 
high level sampled on SUS/RES for three 8ms clocks will 
resume operation. 


These settings make the SUS/RES function much more prac- 
tical in a design where the switch is set to one specific level to 
command Suspend mode, and to the other level to command 
Resume mode. 


Example: 

A notebook design incorporates a lid switch that normally 
leaves SUS/RES low during operation. SYSCFG 61h[5:4] are 
normally set to 11. When the lid is closed, SUS/RES goes 
high. FireStar asserts SMI# 32ms later. Software services the 
SMI and recognizes PMI#7 active. 


The software then prepares the system for the Suspend 
mode and reprograms SYSCFG 61h[5:4] = 00 to prepare for 
Resuming. Finally, the software writes SYSCFG 50h[0] = 1 to 
engage the Suspend mode. 


Later the lid is raised and SUS/RES goes low. Because 
SYSCFG 61h[5:4] = 00, the high-to-low edge on SUS/RES 
generates a resume and PMI#7. Software then writes 
SYSCFG 61h[5:4] back to 11, clears PMI#7 by writing bit 
5Ch[7] = 1, and returns to normal operation. 
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Table 4-132 SUS/RES and RINGI Resume Event Related Register Bits 


7 


PMU mode 
(RO): 
0 = Nothing 
pending 
1 = Suspend 


SYSCFG 50h PMU Conirol Register 4 Default = 00h 
active 
(clear 


Ready to 
Resume (RO): 
0 =Notin 
Resume 
1 = Ready to 
Resume 
PMI#6) 
a 


Ra 
PMI SMI Source Register 1 (Write 1 to Clear) Default = 00h 
0 = Not Active 


PMI#6, Resume 
or INTRGRP: 
0 = Not Active 
1 = Active 1 = Active 


SYSCFG 5Fh PMU Control Register 6 Default = 00h 


SYSCFG 5Ch 


PMI#7, 
Suspend: 


RSMGRP IRQs 
can Resume 
system: 
0=No 
1 = Yes 


Transitions on Number of RINGI transitions to cause Resume 
RINGI can 
Resume 
system: 
O=No 
1= Yes 


SYSCFG 61h Debounce Register Default = 00h 


SUS/RES# 
debounce rate select: 

00 = Active low, edge-trig’d PMI 

01 = Active low, level-controlled 
PMI 

10 = Active high, level-sampled 
PMI in 16ms 

11 = Active high, level-sampled 
PMI in 32ms 

(See Section 4.15.8.2, "SUS/ 

RES and RINGI Events") 


SYSCFG 6Bh 
PREQ# caused 
Resume (RO): 
O0=No 
1 = Yes 
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CLKRUN# 
caused 
Resume (RO): 
0=No 
1 = Yes 


Resume Source Register 


CISA 
SEL#/ATB# 
low caused 

Resume (RO): 
0=No 
1 = Yes 


SUSP/RSM 
caused 
Resume (RO): 
0=No 
1 = Yes 


RSMGRP 
caused 
Resume (RO): 
0=No 
1 = Yes 


Default = 00h 
RI caused 
Resume (RO): 
0=No 
1 = Yes 
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4.15.9 Power Control Latch 

There are 16 peripheral power pins (PPWR[15:0]) that are 
used to control power to individual peripherals through exter- 
nal 74373 latches. Each latch pin is controlled with its individ- 
ual control bits in SYSCFG 54h, 55h, ABh, and EEh. (Refer 
to Table 4-133.) 


The value latched by PPWRL from the SA bus extends from 
PPWR15 through PPWRO, providing useful power control 
signals for up to 16 devices if all 16 bits are latched. Power 
control pins can also be derived from unused DACK# and SA 
pins as described below. 


4.15.9.1. Power Conirol Pins 

Certain PPWR outputs can be generated directly on the 
DACK[7:0]# pins on an as-needed basis. This feature elimi- 
nates the need for external TTL for a power control latch if 
fewer than the full number of DMA channels are employed. 


When a DACK# pin is reassigned as a PPWR pin, the corre- 
sponding DRQ pin for that channel becomes available for 
programming as a general purpose PIO pin. The program- 
ming is done through the DMA Channel Selection registers 
(PCIDV1 COh-C3h). 


Certain other PPWR pins can be generated directly on 
SA[23:18], TC, AEN, and RFSH#. PPWRO# is available if the 
PPWRL signal is not used. Refer to Section 3.4, “Strap 
Selected Options" for more information on PPWR pin selec- 
tion. 


Table 4-133 Power Control Register Bits 


4.15.9.2_ Hardware Considerations 

The power control scheme uses the ISA bus SA[15:0] signals 
to additionally provide the inputs to a 74373-type latch. If all 
16 signals will be used, two '373 devices are needed. The 
PPWRL signal from FireStar is active high and latches the 
SA[15:0] signals on the latch output on their falling edges. 


The pins PPWR1 and PPWRO have a recovery delay time 
associated with them when doing the Suspend/Resume func- 
tion. These two pins can be used as a delay control for some 
component that needs some time to become stable once 
power is restored. For example, after turning off the power to 
the clock oscillator during the Suspend mode, the Resume 
function will restore power to the clock oscillator and wait until 
the clock has had time to stabilize before continuing the 
Resume process. 


During reset, the PPWRx latch signals (PPWRL1 and 
PPWRLO) are pulsed to set the PPWRx signals to a known 
state. After reset: 

- PPWR[11:8] and PPWR[3:0] are set to 0 and 

- PPWR[15:12] and PPWR[7:4] are set to 1. 


The PPWRx signals will remain in this state until they are 
updated by writing to SYSCFG 54h, 55h, ABh, and EEh. 


4.15.9.3 Programming 

SYSCFG 54h, 55h, ABh, and EEh set the power control latch 
outputs. The upper bits [7:4] of each register select whether 
the corresponding bits [3:0] should be used to change the 
latch; if the enable bit is 0, the current latch setting will not be 
changed when the register is written. 


a ae ee ee ee ee ee ee ee ee ee 


SYSCFG 54h 


Enable [3:0] to write latch lines PPWR[3:0]: 
0 = Disable 
1 = Enable 
SYSCFG 55h 


Enable [3:0] to write latch lines PPWR[7:4]: 
0 = Disable 
1 = Enable 
SYSCFG ABh 


Enable [3:0] to write latch lines PPWR[11:8]: 
0 = Disable 
1 = Enable 
SYSCFG EEh 


Enable [3:0] to write latch lines PPWR[15:1 2]: 


0 = Disable 
1 = Enable 


Power Control Latch Register 1 


Default = 00h 


Read/write data bits for PP WR[3:0]: 


0 = Latch output low 
1 = Latch output high 


SSS 
Power Control Latch Register 2 


Default = OFh 


Read/write data bits for PPWR[7:4] (Default = 1111): 


0 = Latch output low 
1 = Latch output high 


Power Control Latch Register 3 


Default = 00h 


Read/write data bits for PP WR[11:8]: 


0 = Latch output low 
1 = Latch output high 


Power Control Latch Register 4 


Default = OFh 


Read/write data bits for PP WR[15:12] (Default = 1111): 
0 = Latch output low 
1 = Latch output high 
eee 
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Table 4-133 Power Control Register Bits (cont.) 


PCIDV1 COh DMA Channels A and B Selection Regist 


DMA channel selection on 
DRQB/DACKB# pins (Channel 1): 


Reserved 


000 = Channel 0 
001 = Channel 1 
010 = Channel 2 
011 = Channel 3 


100 = PPWR5 

101 = Channel 5 
110 = Channel 6 
111 = Channel 7 


PCIDV1 Cth 


DMA channel selection on 
DRQD/DACKD# pins (Channel 3): 
000 = Channel 0 100 = PPWR7 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


Reserved 


Reserved 


er Default = 10h 


DMA channel selection on 
DRQA/DACKA# pins (Default = Channel 0): 
000 = Channel 0 100 = PPWR4 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


leserved 
DMA Channels C and D Selection Register 


Default = 32h 


DMA channel selection on 
DRQC/DACKG# pins (Channel 2): 
000 = Channel 0 100 = PPWR6 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


Se 


PCIDV1 C2h DMA Channel E Selection Register 


Reserved 


Reserved DMA channel selection on 
DRQE/DACKE# pins (Default = Channel 5): 

000 = Channel 0 100 = PPWR13 

001 = Channel 1 101 = Channel 5 

010 = Channel 2 110 = Channel 6 

011 = Channel 3 111 = Channel 7 


selection on 


O= 
1 =PPWR10 


Default = 50h 


Function 
selection on 
RFSH# pin: 

0 = RFSH# 
1 =PPWR12 


Function 
selection on 
AEN pin: 
0 = AEN 
1 =PPWR11 


Function 


TC pin: 
TC 


PCIDV1 C3h 


DMA channel selection on 
DRQG/DACKG# pins (Default = Channel 7): 
000 = Channel 0 100 = PPWR15 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


Reserved 


Reserved 


DMA Channels F and G Selection Register 


DMA channel selection on 
DRQF/DACKF# pins (Default = Channel 6): 
000 = Channel 0 100 = PPWR14 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 
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4.15.9.4 Resume Recovery Time 

SYSCFG 68h[3:2] determine the recovery time from 
PPWR[1:0] active after a Resume until the end of reset. The 
clock is guaranteed to be active for at least the last one- 
eighth of the recovery time. These bits are not affected by 
SYSCFG 68h[1:0]. 


These bits can be overridden by setting SYSCFG BEh[0] = 1, 
in which case the Resume recovery time will always be one 
second. 


4.15.9.5 PPWR[1:0] Suspend Auto Toggle Feature 
SYSCFG 68h[1:0] enable PPWR1 and PPWRO, respectively, 
to automatically toggle when entering and exiting Suspend. 
Using PPWRO as an example: When bit 0 = 1 and FireStar 
has gone into the Suspend mode, PPWRO gets set to the 
inverse of SYSCFG 54h[0]; mask SYSCFG 54h[4] is ignored. 
When exiting Suspend, PPWRO is set to SYSCFG 54h[0] set- 
ting, followed by the recovery time delay set in bits 68h[3:2] 
before continuing the Resume operation. 


Table 4-134 Resume Recovery and Suspend Auto Toggle Register Bits 


ee es ee ee ee ee ee ee ee ee eee 


SYSCFG 54h 


Enable [3:0] to write latch lines PPWR[3:0]: 


0 = Disable 
1 = Enable 


Power Control Latch Register 1 


Default = 00h 


Read/write data bits for PP WR[3:0]: 


0 = Latch output low 
1 = Latch output high 


SYSCFG 68h 


Clock Source Register 3 


Default = 00h 


Resume recovery time: 
00=8ms 10=128ms 
01=32ms 11 =30us 
Note: Ignored if BEh[0] = 1. 


PPWR[1 :0] auto-toggle on entry 
and exit from Suspend: 
0 = Disable 
1 = Enable 


Default = 00h 


Override 
SYSCFG 
68h[3:2]: 
0=No 
1 = Recover 
time 1s 
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4.15.10 Programmable Chip Select Feature Note that the memory chip select feature should be used cau- 
FireStar provides programmable chip select features that  tiously for ROMs residing below 1MB. Since the ROM to be 
require no chip signals to be sacrificed. A total of four pro- | selected is on the SD bus, the XD bus buffer may be directed 
grammable chip selects are available and can decode either toward FireStar for memory reads and could conflict with SD 
memory cycles or I/O cycles. For I/O chip select decoding, bus ROMs. 


granularity can be specified to-the-byte, decoding a total of 
10 bits. For ROM chip select decoding, granularity is to 16KB 
blocks anywhere in the ISA bus address space (16MB). 


The registers that control the programmability and relocation 
of the general purpose chip selects are shown in Table 4- 
135. 


Table 4-135 Programmable Chip Select Registers 


a ee eee eee 


SYSCFG 4Ah Chip Select 0 Base Address Register Default = 00h 
GPCSO# base address: A[8:1] (I/O) or A[22:15] (Memory) 


FSS GSS SSUES CSCS CSCS GSES 
SYSCFG 4Bh Chip Select 0 Control Register Default = 00h 


GPCSO# base Write Read Chip select GPCSO# mask bits for address A[4:1] (I/O) or A[18:15] memory: 


address: decode: decode: active: A 1in aparticular bit means that the corresponding bit at 
AQ (I/O) 0 = Disable O= Disable |0=w/Cmd SYSCFG 4Ah[3:0] is not compared. This is used to determine 
A23 (Memory) 1 = Enable 1=Enable |1= Before ALE address block size. 


SYSCFG 4Ch Chip Select 1 Base Address Register Default = 00h 
GPCS1# base address: A[8:1] (I/O) or A[22:15] (Memory) 


SYSCFG 4Dh Chip Select 1 Control Register Default = 00h 


GPCS1# base Write Read Chip select GPCS1# mask bits for address A[4:1] (I/O) or A[18:15] memory: 


address: decode: decode: active: A 1 in aparticular bit means that the corresponding bit at 
AQ (I/O) 0 = Disable 0=Disable |0=w/Cmd SYSCFG 4Ch[3:0] is not compared. This is used to determine 
A23 (Memory) 1 = Enable 1=Enable |1=before ALE address block size. 


SYSCFG B3h Chip Select Cycle Type Register Default = 00h 
GPCS3# GPCS2# GPCS1# GPCSO# GPCS3# GPCS2# GPCS1# GPCSO# 


ROM width: ROM width: ROM width: ROM width: cycle type: cycle type: cycle type: cycle type: 

0 = 8-bit 0 = 8-bit 0 = 8bit 0 = 8-bit 0=/0 0=I/0 0=1/0 0=1/0 

1 = 16-bit 1 = 16-bit 1 = 16-bit 1 = 16-bit 1 = ROMCS 1 =ROMCS 1 = ROMCS 1 =ROMCS 
SYSCFG BAh Chip Select 2 Base Address Register Default = 00h 


GPCS2# base address: A[8:1] (I/O) or A[22:15] (Memory) 
SYSCFG BBh Chip Select 2 Control Register Default = 00h 


GPCS2# base Write Read Chip select GPCS2# mask bits for address A[4:1] (I/O) or A[18:15] memory: 


address: decode: decode: active: A 1inaparticular bit means that the corresponding bit at 
AQ (I/O) 0 = Disable 0= Disable |0=w/Cmd SYSCFG BAh[3:0] is not compared. This is used to determine 
A23 (Memory) 1= before ALE address block size. 
SYSCFG BCh Chip Select 3 Base Address Register Default = 00h 


GPCS3# base address: A[8:1] (I/O) or A[22:15] (Memory) 
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Table 4-135 Programmable Chip Select Registers (cont.) 
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SYSCFG BDh 


GPCS3# base 
address: 

AQ (I/O) 

A23 (Memory) 


Read 
decode: 
0 = Disable 
1 = Enable 


Write 
decode: 
0 = Disable 
1 = Enable 


Chip select 
active: 
0 =w/Cmd 
1 = before ALE 


Chip Select 3 Control Register 


Default = 00h 


GPCS3# mask bits for address A[4:1] (I/O) or A[18:15] memory: 
A 1in aparticular bit means that the corresponding bit at 
SYSCFG BCh[3:0] is not compared. This is used to determine 
address block size. 


SYSCFG BFh 


GPCS3# 
base address: 
AO (I/O) 
A14 (Memory) 


GPCS2# GPCSO# 
base address: 
AO (I/O) 


A14 (Memory) 


GPCS1# 
base address: 
AO (I/O) 
A14 (Memory) 


AO (I/O) 
A14 (Mem.) 


4.15.10.1 XDIR Control on GPCS# Ranges 

FireStar provides a register (see Table 4-136) to control 
whether GPCS# decoding also controls the XD bus buffer 
direction. Since FireStar implements the XD bus buffer inter- 
nally, using GPCS# decoding is the only way to control buffer 
direction for non-standard X bus devices. 


The same control register also provides bits to individually 
enable and disable the decode. This feature somewhat dupli- 


Table 4-136 GPCS# Control Bits 


Chip Select Granularity Register 


base address: 


Default = OFh 


GPCSO# 
mask bit: 
AO (I/O) 
A14 (Memory) 


GPCS1# 
mask bit: 
AO (I/O) 
A14 (Memory) 


GPCS2# 
mask bit: 
AO (I/O) 
A14 (Memory) 


GPCS3# 
mask bit: 
AO (I/O) 
A14 (Memory) 


cates the bits already in the individual GPCS# programming 
registers that enable decoding separately for reads and 
writes on each GPCS# line. However, changing those bits 
requires multiple reads and writes; the global bits are pro- 
vided here to allow a simplified means of temporarily dis- 
abling the decode. These bits default to "enabled" to remain 
backward compatible with the Viper-N+ BIOS. 


SYSCFG FEh 
GPCS3# 
decode: 


0 = Enable 
1 = Disable 


GPCSO# 
decode: 

0 = Enable 
1 = Disable 


GPCS2# GPCS1# 


decode: 
0 = Enable 
1 = Disable 


decode: 


0 = Enable 
1 = Disable 


GPCS# Global Control Register 


Default = 00h 


GPCSO# read 
cycles drive 
XDIR low: 
0 = Disable 
1 = Enable 


GPCS2# read 
cycles drive 
XDIR low: 
0 = Disable 
1 = Enable 


GPCS1# read 
cycles drive 
XDIR low: 
0 = Disable 
1 = Enable 


GPCS3# read 
cycles drive 
XDIR low: 

0 = Disable 
1 = Enable 
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4.16 ACPI Implementation 


This section of the data book describes how the Microsoft 
Advanced Configuration and Power Interface (ACPI) is imple- 
mented in the FireStar silicon. ACPI is a standard register 
interface for power management functions jointly developed 
by Microsoft, Intel, and Toshiba. The features required by 
ACPI closely mirror the feature set already implemented in 
FireStar. In many cases, support of ACPI entails only a 
remapping of register bits already present in FireStar. 


The ACPI register set does not replace the standard FireStar 
PMU register set, but is instead available in parallel. When 
ACPI is enabled, both register sets can be used interchange- 
ably. Therefore, existing power management software can 
continue to run unchanged until the ACPI code is fully capa- 
ble of replacing it. 


4.16.1 Register Level Interface 

ACPI defines two Power Management register blocks 
PM1_BLK and PM2_BLK, and Processor register block 
P_BLK, to accommodate most on-chip power management 
operations. ACPI further defines the optional General Pur- 
pose Event register blocks GPEO_BLK and GPE1_BLK to 
accommodate external events that require power manage- 
ment intervention. FireStar implements only GPEO_BLK so 
that GPE1_BLK can be implemented by another PCI device 
in the system if needed. 


Many of the functions addressed by these bits correspond to 
existing FireStar features. The correspondence is noted 
where appropriate. 


Table 4-137 is an overview of the above mentioned register 


blocks (the bit meanings are explained later in this chapter.) 


Table 4-137 Register Block Overview 
7 


PM1_BLK Register Set 


JPMA_BLKRegiatar Sat 
Reserved 


SSS 
PM2_BLK Register Set 


01h-07h Reserved 


P_BLK Register Set 


O6h-07h Reserved 
SSS SSS 
GPEO_BLK Register Set (bit positions not specified by ACPI) 


ACPI7 ACPI6 ACPI5 ACPI4 ACPI3 ACPI2 ACPI1 ACPIO 

LID STS EC STS USB_STS RI_STS FRI_STS STSCHG STS | DOCK STS | UNDOCK STS 
Joth THRM_ STS ACPI1_STS ACPIio STS | ACPI9 STS ACPI8 STS 

ACPI7 ACPI6 ACPI5 ACPI4 ACPI3 ACPI2 ACPI ACPIO 

LID_EN EC EN USB_EN RI_EN FRI_EN STSCHG_EN DOCK EN UNDOCK EN 
BIOS_RLS THRM_EN ACPI11_EN ACPI10_EN ACPI9_EN ACPI8_EN 
04h-07h Reserved 
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4.16.2 Base Address Selection 
The Base Address selection method for PM1_ BLK, the OS, using the FireStar PCIDV1 register set, as shown in 
PM2_BLK, P_BLK, and GPEO_BLK is chipset-specific. For Table 4-138. 

FireStar, these base addresses are individually selectable at 
any 16-bit I/O address (on dword boundaries only). These 
locations are programmed by the ACPI BIOS after a call from 


In addition to the Base Address selection registers, Table 4- 
138 shows other ACPI related registers located in the 
PCIDV1 register space. These registers’ features are individ- 
ually addressed and discussed in the following sub-sections. 


Table 4-138 PCIDV1 ACPI Related Registers 


PCIDV1 DOh PM1_BLK Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 


PM1 Block Base Address Bits PM1_BLK 
- Address value A[15:0] defines the 16-bit starting address for PM1_BLK Register Set in system I/O space. The address | Register Set: 
is required to be paragraph-aligned (ona 16-byte boundary), so bits [3:0] are always 0. 0 = Disable 
1 = Enable 
PCIDV1 Dth PM1_BLK Base Address Register - Byte 1: Address Bits [15:8] Default = 00h 
PCIDV1 D2h PM2_BLK Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 


PM2 Block Base Address Bits PM2_BLK 
- Address value A[15:0] defines the 16-bit starting address for PM2_BLK Register Set in system I/O space. The address | Register Set: 
is required to be qword-aligned (on an 8-byte boundary), so bits [2:0] are always 0. 0 = Disable 
1 = Enable 
PCIDV1 D3h PM2_BLK Base Address Register -Byte 1: Address Bits [15:8] Default = 00h 
PCIDV1 D4h P_BLK Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 


Processor Block Base Address Bits P_BLK 
- Address value A[15:0] defines the 16-bit starting address for P_BLK Register Set in system I/O space. The address is | Register Set: 
required to be qword-aligned (on an 8-byte boundary), so bits [2:0] are always 0. 0 = Disable 
1 = Enable 
PCIDV1 D5h P_BLK Base Address Register - Byte 1: Address Bits [15:8] Default = 00h 
PCIDV1 D6h GPEO_BLK Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 


General Purpose Event Block Base Address Bits GPEO_BLK 


- Address value A[15:0] defines the 16-bit starting address for GPEO_BLK Register Set in system I/O space. The Register Set: 
address is required to be qword-aligned (on an 8-byte boundary), so bits [2:0] are always 0. 0 = Disable 
1 = Enable 


PCIDV1 D7h GPEO_BLK Base Address Register - Byte 0: Address Bits [15:8] Default = 00h 
PCIDV1 D&h ACPI Source Control Register - Byte 0 Default = 00h 
ACPI7 ACPI6 ACPI5 ACPI4 ACPI3 ACPI2 ACPI1 ACPIO 

LID: EC#: USB#: Rli#: FRI#: STSCHG#: DOCK#: UNDOCK#: 
0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 
Driveback Driveback Driveback Driveback Driveback Driveback Driveback Driveback 
1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 
ACPI input ACPI input ACPI input ACPI input ACPI input ACPI input AGPI input AGPI input 
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Table 4-138 PCIDV1 ACPI Related Registers (cont.) 
7 
PCIDV1 D9h 


ACPI11: 


0=IRQ 
Driveback 


Reserved 


1 = Discrete 
ACPI input 


ACPI Source Control Register - Byte 1 


ACPI10: 
0=IRQ 
Driveback 


1 = Discrete 
ACPI input 


ACPI9: 
0=IRQ 
Driveback 


1 = Discrete 
ACPI input 


Default = 00h 


ACPI8: 
0=IRQ 
Driveback 


1 = Discrete 
ACPI input 


Note: The bits in the ACPI Source Control Register (Bytes 0 and 1) select whether the specified ACPI input comes from the IRQ Driveback 
cycle or from an external pin source (one of the PIO pins or through ACPIMX option). 


PCIDV1 DAh 


PCIDV1 DBh 


ACPI11: 
0 = Low 
1 =High 


Reserved 


ACPI Source Status Register - Byte 0 


ACPI2 
STSCHG#: 
0 = Low 
1 = High 


ACPI Source Status Register - Byte 1 


ACPI10: 
0 = Low 
1 = High 


Default = 00h 


ACPIO 
UNDOCK#: 
0 = Low 
1 = High 


Default = 00h 


Note: The bits in the ACPI Source Status Register (Bytes 0 and 1) indicate the current state of the ACPI lines, either the discrete pins or the 
last IRQ Driveback value depending on the ACPI Source Control Register setting. This information may also be available elsewhere, 
since the IRQ Driveback values and PIO pin values can be read from other registers. However, this register provides a central means of 
reading signal state and is especially useful for signals such as LID (which generates an SCI, System Controller Interrupt, on both 


opening and closing events). 


PCIDV1 DCh 


ACPI7 
LID: 
0 = Event will 
not cause 
Resume 


ACPI6 
EC#: 
0 = Event will 
not cause 
Resume 


ACPI5 
USB#: 
0 = Event will 
not cause 
Resume 


ACPI4 
Ri#: 
0 = Event will 
not cause 
Resume 


ACPI3 
FRI#: 

0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


PCIDV1 DDh 


Reserved AGPI11: 

0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


ACPI Event Resume Control Register - Byte 0 


ACPI2 
STSCHG#: 

0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system isin 
Suspend 


ACPI Event Resume Control Register - Byte 1 


ACPI10: 

0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system isin 
Suspend 


ACPI1 
DOCK#: 

0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


ACPI9: 

0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


Default = 00h 


ACPIO 
UNDOCK#: 

0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system isin 
Suspend 


Default = 00h 


ACPI8: 

0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system isin 
Suspend 


Note: The bits in the ACP] Event Resume Control Register (Bytes 0 and 1) select whether the specified ACPI input can wake the system from 
its Suspend mode. Note that any PCI device that sends its information via the IRQ Driveback cycle will wake the system when it acti- 


vates its CLKRUN# pin. 
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Table 4-138 PCIDV1 ACPI Related Registers (cont.) 


7 


PCIDV1 DEh-DFh 


PCIDV1 E0h 


PLVL17: 


Selects state 
PPWR17 line 
will assume 
when SCTL_ 
PPWR17 set- 
ting is reached. 

0 = Low 

1 = High 


PCIDV1 Eth 
PLVL19: 


Selects state 
PPWRY19 line 
will assume 
when SCTL_ 
PPWR19Q9 set- 
ting is reached. 


0 = Low 
1 = High 


PCIDV1 E2h 


PLVL21: 
Selects state 
PPWR21 line 
will assume 
when SCTL_ 
PPWR21 set- 
ting is reached. 

0 = Low 
1 = High 


PCIDV1 E3h 


PLVL23: 
Selects state 
PPWR23 line 
will assume 
when SCTL_ 
PPWR23 set- 
ting is reached. 

0 = Low 
1 = High 
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Reserved 


SLP_TYP Control Register - Byte 0 


PLVL16: 
Selects state 
PPWR16 line 
will assume 
when SCTL_ 
PPWR16 set- 
ting is reached. 


SCTL_PPWRI17: 
Refer to bits [2:0] for decode. 


0 = Low 


Default = 00h 


Default = 00h 
SCTL_PPWRI16: 


000 = PPWRx switches when SLP_TYP (PM1_BLK 


Offset O5h[4:2) is set for ACPI SO system 
state 


001 = PPWRx switches when SLP_TYP (PM1_BLK 


Offset O5h[4:2) is set for ACPI SO or S1 sys- 
tem state 


010 = PPWRx switches when SLP_TYP (PM1_BLK 


Offset O5h[4:2) is set for ACPI SO, S1, or S2 
system state 


011 = PPWRx switches when SLP_TYP (PM1_BLK 


Offset O5h[4:2) is set for ACPI SO, S1, S2, or 
S3 system state 


100 = PPWRx switches when SLP_TYP (PM1_BLK 


SLP_TYP Control Register - Byte 1 


PLVL18: 
Selects state 
PPWR18 line 
will assume 
when SCTL_ 
PPWR18 set- 
ting is reached. 

0 = Low 
1 = High 


SLP_TYP Control Register - Byte 2 


PLVL20: 


Selects state 
PPWR20 line 
will assume 
when SCTL_ 
PPWR20 set- 
ting is reached. 


SCTL_PPWR19: 
Refer to PCIDV1 EOh[2:0] for decode. 


SCTL_PPWR21: 
Refer to PCIDV1 EOh[2:0] for decode. 


0 = Low 
1 = High 


SLP_TYP Control Register - Byte 3 


PLVL22: 
Selects state 
PPWR22 line 
will assume 
when SCTL_ 
PPWR22 set- 
ting is reached. 


SCTL_PPWR23: 
Refer to PCIDV1 EOh[2:0] for decode. 


0 = Low 
1 = High 


Offset O5h[4:2) is set for ACPI SO, S1, S2, 
$3, or S4system state 


Default = 00h 


SCTL_PPWR18: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR20: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR22: 
Refer to PCIDV1 EOh[2:0] for decode. 
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Table 4-138 PCIDV1 ACPI Related Registers (cont.) 


7 


PCIDV1 E4h 


PLVL25: 
Selects state 
PPWR25 line 
will assume 
when SCTL_ 
PPWR25 set- 
ting is reached. 

0 = Low 
1 = High 
PCIDV1 E5h 


PLVL27: 
Selects state 
PPWR27 line 
will assume 
when SCTL_ 
PPWR27 set- 
ting is reached. 

0 = Low 
1 = High 
PCIDV1 E6h 


PLVL29: 
Selects state 
PPWR29 line 
will assume 
when SCTL_ 
PPWR29 set- 
ting is reached. 

0 = Low 
1= High 
PCIDV1 E7h 


PLVL31: 


Selects state 

PPWR31 line 

will assume 

when SCTL_ 

PPWR31 set- 

ting is reached. 
0 = Low 


PCIDV1 E8h 
Control line 
setting: 


0 = Low 
1 = High 


PCIDV1 E9h 
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SLP_TYP Control Register - Byte 4 


PLVL24: 
Selects state 
PPWR24 line 
will assume 
when SCTL_ 
PPWR24 set- 
ting is reached. 

0 = Low 
1 =High 


SLP_TYP Control Register - Byte 5 


PLVL26: 
Selects state 
PPWR26 line 
will assume 
when SCTL_ 
PPWR26 set- 
ting is reached. 


SCTL_PPWR25: 
Refer to PCIDV1 EOh[2:0] for decode. 


SCTL_PPWR27: 
Refer to PCIDV1 EOh[2:0] for decode. 


0 = Low 
1 = High 


SLP_TYP Control Register - Byte 6 


PLVL28: 
Selects state 
PPWR28 line 
will assume 
when SCTL_ 
PPWR28 set- 
ting is reached. 

0 = Low 
1 = High 


SLP_TYP Control Register - Byte 7 


PLVL30: 
Selects state 
PPWR30 line 
will assume 
when SCTL_ 
PPWR30 set- 
ting is reached. 

0 = Low 
1 = High 


SCTL_PPWR29: 
Refer to PCIDV1 EOh[2:0] for decode. 


SCTL_PPWR31: 
Refer to PCIDV1 EOh[2:0] for decode. 


Power Control Latch Set Register 


Reserved 


00000 = PP WRO 
00001 = PPWR1 


Reserved 


Default = 00h 


SCTL_PPWR24: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR26: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR28: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR320: 
Refer to PCIDV1 EOh[2:0] for decode. 


a 
Default = 00h 


PPWR control line to be set: 


11110 = PPWR30 
- 11111 = PPWR31 
SSS 


Default = 00h 
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Table 4-138 PCIDV1 ACPI Related Registers (cont.) 
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PCIDV1 EAh 


PPWR7 state: 
0 = Low 
1 = High 


PCIDV1 EBh 


PPWR15 state: 
0 = Low 
1 = High 
PCIDV1 ECh 
PPWR23 state: 


0 = Low 
1 = High 


PCIDV1 EDh 


PPWR6 state: 
0 = Low 
1 = High 


PPWR14 state: 
0 = Low 
1 = High 


PPWR22 state: 
0 = Low 
1 = High 


Power Control Readback Register - Byte 0 


PPWR3 state: 
0 = Low 


PPWR2 state: 
0 = Low 
1 = High 


PPWR58 state: 
0 = Low 
1 = High 


PPWR4 state: 
0 = Low 
1 = High 
Power Control Readback Register - Byte 1 
PPWR(13 state: | PPWR12 state: | PP WR11 state: | PPWR10 state: 
0 = Low 0 = Low 0 = Low 0 = Low 
1 = High 1 = High 1 =High 1 = High 
Power Control Readback Register - Byte 2 
PPWR21 state: | PPWR20 state: | PPWR19 state: | PPWR18 state: 


0 = Low 0 = Low 0 = Low 0 = Low 
1 =High 1 = High 1 =High 1 = High 


PPWR1 state: 
0 =Low 
1 = High 


PPWRS9 state: 
0 = Low 
1 = High 


PPWR17 state: 
0 = Low 
1 = High 


Default = FFh 


PPWRO state: 
0 = Low 
1 = High 
Default = FFh 


PPWR8 state: 
0 = Low 
1 = High 
Default = FOh 


PPWR(16 state: 
0 =Low 
1 = High 


Default = FOh 


Power Control Readback Register - Byte 3 


PPWR29 state: | PPWR28 state: | PPWR27 state: | PPWR26 state: 
0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 
1 = High 1 = High 1 = High 1 = High 1 = High 1 = High 1 = High 1 = High 
Ho 
PCIDV1 EEh ACPI Thermal Control Register Default = 00h 
PIO pin FAN control is 
auto-toggled high: 
00 = Never 


01 = During Level 1 and 2 
STPCLK# modulation 


10 = During Level 2 STPCLK# 
modulation only 


11 = Reserved 


PPWR25 state: | PPWR24 state: 


PPWR31 state: | PP WR30 state: 


Temperature event granularity: 

Selects the bit of the THFREQ value in SYSCFG F3h-F4h that will be 
monitored such that it generates a thermal management event when it 
toggles. 

0000 = Bit 0 
0001 = Bit 1 
0010 = Bit 2 
0011 = Bit3 


Reserved 


1100 = Bit 12 
1101 = Bit 13 
1110 = Bit 14 
1111 = Bit15 


0100 = Bit 4 
0101 = Bit5 
0110 = Bit 6 
0111 = Bit 7 


1000 = Bit 8 
1001 = Bit9 
1010 = Bit 10 
1011 = Bit 11 
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4.16.2.1_ PM1 Register Block 

The PM1 registers themselves are always located in system 
I/O space as offsets from the PM1_BLK I/O Base Address, 
PCIDV1 DOh-D1h. 


A register map for the PM1 register set is shown in Table 4- 
139 with relevant bit information following. 


Table 4-139 PM1_BLK Register Set 


GBL_STS BM_STS Reserved | TMR_STS | STs 


__ h WAK_STS Reserved WRBTNOR RTC_STS Reserved = WRBTN 
_STS ETS 


Reserved 


TMR_VAL{7:0] (RO) 


06h-07h 
08h 


Reserved 


TMR_VAL[15:8] (RO) 
TMR_VAL[23:16] (RO) 


SCI Enable 


ACPI takes over power management by setting SCI_EN = 1. 
Until this point, any enabled event will generate an SMI 
(PMI#39, indicated active in SYSCFG DDh[7]). 


¢ SCI_EN 
- If SCI occurs, generate: 
0=SMI 
1=IRQ13 


24-bit Timer 

The timer is a free-running “up” counter based on the 14MHz 
clock divided by 4. It runs whenever the 14MHz input clock to 
FireStar is present, and is cleared to 0 whenever PCIRST# is 
asserted. The TMR_VAL register is read-only. Whenever 
TMR_VAL[23] changes from 0-to-1 or from 1-to-0, the 
TMR_STS bit is set to 1; writing 1 back to TMR_STS clears 
the bit. If TMR_EN = 1 when TMR_STS = 1, an SCI occurs (if 
globally enabled). 


* TMR_STS 
- Has TMR_VAL[23] toggled (changed from high-to-low 
or low-to-high)? 
0=No 
1 = Yes 
Write 1 to clear 


* TMR_EN 
- Should TMR_STS going to 1 cause SCI? 
0=No 
1 = Yes 


* TMR_VAL[23:0] 
- A read-only value that returns the power management 
timer count. The count is based on 14.31818MHz/4. 
The count is cleared by a PCI bus reset. Whenever bit 
23 toggles, TMR_STS is set to indicate the event. 
Counts only while the system is active. 


Bus Master Monitor 

BM_STS goes high whenever a PCI REQ# line goes active 
(or an internal bus master device such as the IDE controller 
makes a bus request). Software writes back a 1 to clear the 
bit. No SCI can be generated by this event. However, if 
BM_RLD = 1, BM_STS going active returns the CPU to CO 
(full active) state from C3 state. 


* BM_STS 
- Has any REQ# gone active since this bit was last 
cleared? 
0=No 
1 = Yes 
Write 1 to clear 


« BM_RLD 
- Should BM_STS going to 1 wake up CPU (state 
restored to CO from C3)? 
0=No 
1 = Yes 
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Global Service Request 


BIOS can get the attention of ACPI, or ACPI can get the 
attention of BIOS, through the Global Service Request bits. 


BIOS request to ACPI: 

BIOS writes 1 to BIOS_RLS (offset from GPEO_BLK O3h[7)), 
which will cause GBL_STS to be set to 1 until cleared (when 
ACPI code writes GBL_STS = 1). If GBL_LEN = 1, GBL_STS 
going to 1 causes an SCI. BIOS_RLS is write-only; reads 
always return 0. 


¢ BIOS_RLS 
- Does BIOS want to make a request to ACPI? 
0 = No effect 
1 = Yes 
Write-only bit 


* GBL_STS 
- Has software written BIOS_RLS = 1? 
0=No 
1 = Yes 
Write 1 to clear 


* GBL_EN 
- Should GBL_STS going to 1 cause SCI? 
0 =No 
1 = Yes 


ACPI request to BIOS: 

ACPI writes 1 to GBL_RLS, which will cause a software SMI. 
This bit is connected directly to SYSCFG 50h[7]. When BIOS 
services the SMI, it must clear the software SMI (by writing 
either GBL_RLS or SYSCFG 50h[7)). 


* GBL_RLS 
- Does ACPI software wish to generate SMI to BIOS? 
0=No 
1 = Yes 


Wakeup Status 

Uses bit WAK_STS to indicate that the system was in Sus- 
pend and was woken up due to an enabled Resume event. 
Similar to FireStar SYSCFG 5Ch[6]. 


* WAK_STS 
- Did system wake from Suspend mode after an enabled 
Resume event occurred? 
0=No 
1 = Yes 


Power Button 

The PWRBTN# signal operation is exactly the same as the 
FireStar SUSP/RES pin operation when SYSCFG 61h[5:4] = 
00. Driving PWRBTN# low when the system is active causes 
PWRBTN_STS to be set to 1, and will also cause an SCI if 
PWRBTN_EN = 1. 


PWRBTN# also has an additional “override” function. If 
PWRBTNOR_EN = 1 and the PWRBTN# signal is held active 
for more than four seconds, the system is forced to the “off” 
state with no software involved. In this case, PWRBTN_STS 
gets cleared to 0; PWRBTNOR_STS gets set to 1. 


On FireStar, the override feature is implemented by forcing a 
write of SYSCFG 50h[0] = 1 after four seconds, which will do 
a Suspend sequence and toggle the PPWR pins. 


« PWRBTN_STS 
- Has user pressed power button? 
0=No 
1 = Yes 


« PWRBTN_EN 
- Should PWRBTN_STS going to 1 cause SCI? 
0=No 
1= Yes 


« PWRBTNOR_STS 
- PWRBTN# Override Status - PWRBTN# asserted for 
>4sec? 
0=No 
1 = Yes 


RTC Management 

The RTC interrupt, IRQ8#, can be used to generate an SCI 
event. Whenever IRQ8# goes active, RTC_STS goes to 1. If 
RTC_EN = 1 also, an SCI is generated. 


* RTC_STS 


- Has IRQ8# from RTC gone active? 
0=No 
1 = Yes 


« RTC_EN 
- Should RTC_STS going to 1 cause SCI? 
0=No 
1 = Yes 


Sleep Modes 

ACPI software writes SLP_TYP to any desired value along 
with SLP_EN = 1 to force entry into a Sleep mode. 
SCTL_PPWRx bits (in the chipset-specific registers 
described earlier) select how the PPWR control lines will 
react to each SLP_TYP selection. 


« SLP_EN 
- When written to 1, forces SLP_TYP Suspend mode. 
Always reads 0. 


« SLP_TYP 
- Defines Sleep mode to enter when software sets 


SLP_EN = 1. ACPI ROM table associates 3-bit binary 
values with one of the system states SO-S4. 
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* SCTL_PPWRx 


The SCTL_PPWRx (Sleep control) bits select the 
SLP_TYP modes for which the associated PPWR 
(peripheral device control line output from FireStar) 
should be controlled. If SCTL_PPWRx <= SLP_TYP, 
the PPWRx line will be controlled. “Controlled” means 
set to the PLVLx value associated with that PPWRx 
line. 


For example, if SCTL_PPWR9 = 010, PLVL9 = 0, and 
the current state of PPWR¢9 is high, PPWR9 will be 
switched to low on entry to SLP_TYP mode 2 and 
higher but not when SLP_TYP = 1. On exit from Sleep, 
PPWR¢ will be driven to its previous value. 


AGPI defines five system states SO-S4. 
¢ SO, SLP_TYP = 000 


Active mode. Clock throttling, etc. determined by CPU 
state CO-C3. 


¢« $1, SLP_TYP = 001 


Low-power Suspend mode with CPU and L2 cache 
alive. Selecting SLP_TYP = 011 causes SYSCFG 
ADh[5,3] to be set to 0,0 to allow powered CPU Sus- 
pend mode, and then forces a write to SYSCFG 50h[0] 


to start the transition into Suspend mode. WAK_STS = 
1 upon resume. 


* S2, SLP_TYP =010 


Same as $1, but power is removed from CPU, L2 
cache, and selected peripheral devices. Selecting 
SLP_TYP = 010 causes SYSCFG ADh[5,3] to be set to 
1,1 to allow OV CPU Suspend mode, and then forces a 
write to SYSCFG 50h[0] to start the transition into Sus- 
pend mode. Auto-toggle occurs on selected PPWR pins 
to allow power to be removed from the devices auto- 
matically in the Suspend process. WAK_STS = 1 upon 
resume. 


* S3, SLP_TYP =011 


Same as S2, but power is removed from more devices. 
Typically, only DRAM, FireStar, and the keyboard con- 
troller (embedded controller) remain powered. Auto-tog- 
gle on PPWR lines is enabled more broadly to 
distinguish between S2 and S3. 


* S4-SLP_TYP = 100 


Same as S3, but power is also removed from DRAM in 
this mode. Auto-toggle on PPWR lines is enabled more 
broadly to distinguish between S3 and S4. 


A typical system organization is illustrated in Figure 4-41. 


Figure 4-41 FireStar SLP_TYP Power Control Scheme Example 
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4.16.2.2 PM2 Register Block 
The registers addresses shown in Table 4-140 are offsets from the PM2_BLK I/O Base Address, PCIDV1 D2h-D3h. 


Table 4-140 PM2_BLK Register Set 


a PARE DIS | 
01h-07h Reserved 


ARB_DIS 

* Software uses this bit to enable and disable system master without the possibility of another device disrupting the 
devices. When set to 1, only the host CPU can own the operation. 
system buses. When cleared to 0, other requesting bus 0 = Enable arbitration 
masters will be granted the bus in the normal manner. This 1 = Disable 


feature allows software to initiate time-critical operations 
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4.16.2.3 Processor Register Block 
The registers addresses in Table 4-141 are offsets from the P_BLK I/O Base Address, PCIDV1 D4h-D5h. 


Table 4-141 P_BLK Register Set 


THT_EN CLIC VAL 


Clock Throtiling 

THT_EN and CLK_VAL bits work in conjunction with each 
other. The CLK_VAL bits correspond to FireStar SYSCFG 
67h[2:0]. However, since the duty cycle mapping is not exact, 
the FireStar duty cycle for each range will be adjusted to the 
upper ACPI limit (001 = 12.5% ... 111 = 87.5%). 


¢ THT_EN 
- Throttle enable - Enables clock throttling. 
0 = Disable 
1 = Enable 


¢ CLK_VAL 
- Clock throttle duty - Sets STPCLK# throttling duty cycle. 

000 = Reserved 

001 = 0-12.5% 

010 = 12.5-25% 

011 = 25-37.5% 

100 = 37.5%-50% 

101 = 50-62.5% 

110 = 62.5-75% 

111 = 75%-87.5% 


CPU States 


ACPI defines four CPU states CO-C3. The P_BLK registers 
control entry to levels C2 and C3. 


« P_LVL2 
- Force Power Level 2 - Reading this register forces clock 


control logic to C2 state. Writes are ignored. 
(SYSCFG 50h[3] - APM Doze Mode) 


« P_LVL3 
- Force Power Level 3 - Reading this register forces clock 


control logic to C3 state. Writes are ignored. 
(SYSCFG 50h[0] - OV CPU Suspend Mode) 


Hardware events control exit from any level to level CO: 


* CO 
- CPU working state - Full speed operation on FireStar. 


* Cl 
- CPU low power state 1 - Achieved by software generat- 
ing HLT instruction to CPU. 


* C2 
- CPU low power state 2 - Achieved by software reading 
P_LVL2 register, which causes chipset to assert STP- 
CLK# to the CPU. Same as FireStar APM Doze Mode. 


* C3 
- CPU low power state 3 - Achieved by software reading 
P_LVL3 register, which causes chipset to assert STP- 
CLK# to the CPU and then stop the clocks to the CPU. 
Same as FireStar APM Doze Mode, with the L2CLKOE 
signal wired to control CPU clocks as well as L2 cache 
clocks. 


The original FireStar PMU hardware already implements 
most of the logic necessary to perform these operations. 
What is necessary in addition is a way to distinguish between 
P_LVL2 and P_LVL3. FireStar does this using the L2CLKOE 
signal. 
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4.16.2.4 General Purpose Bits 
The General Purpose register bits are offsets from the 
GPEO_BLK I/O Base Address, PCIDV1 D6h-D7h. The regis- 


ter bit positions for these blocks are not specifically defined 
by Microsoft. The OPTi mapping is shown in Table 4-142. 


Table 4-142 GPEO_BLK Register Set 


ACPI7 ACPI6 ACPI5 ACPI4 ACPI3 ACPI2 ACPI1 Tr ACPIO._| 
LID_STS EC_STS USB_STS RI_STS FRI_STS STSCHG_STS | DOCK__STS | UNDOCK_STS 
Join | 


Reserved THRM_STS ACPI11_STS ACPI10_STS | ACPI9_STS ACPI8_STS 


ACPI7 ACPI6 ACPI5 ACPI4 ACPI3 ACPI2 ACPI1 ACPIO 
LID_EN EC_EN USB_EN RI_EN FRI_EN STSCHG_EN DOCK_EN UNDOCK_EN 


}o3h ~~ | +BIOS_RLS THRM_EN | ACPI11_EN | ACPI10_EN | ACPI9_EN | ACPI8_EN 


Reserved 


04h- 
07h 


On OPTi Mobile products, certain status information (for 
example, USB_STS and RI_STS) arrives through the IRQ 
Driveback cycle. The mapping of IRQ Driveback bits to STS 
change events is described in Section 4.16.3, FireStar IRQ 
Driveback Feature. 


Embedded Event 

This event occurs whenever the EC# signal goes low, indicat- 
ing an interrupt from the embedded controller (keyboard con- 
troller). 


¢ EC STS 
- Embedded Controller Event Status - Set if EC# line 
goes low. 


* EC_EN 
- Used to enable SCI from EC_STS event: 
0 = Disable 
1 = Enable 


USB Event 


This event occurs whenever the USB# signal goes low from 
the USB controller. 


« USB_STS 
- USB# Signal Status - Set if USB# line goes low. 


« USB_EN 
- Used to enable SCI from USB_STS event: 
0 = Disable 
1 = Enable 


Ring Indicator Events 

The RI event occurs whenever the RI# signal goes low. It is 
assumed that RI# will arrive from another device (Super I/O 
chip, etc.) that will provide the telephone line filtering. 


¢ RI_STS 
- RI# Signal Status - Set if Rl# goes low (local pin or from 
IRQ driveback). 


« RI_EN 
- Used to enable SCI from RI_STS event: 
0 = Disable 
1 = Enable 


The FRI event occurs whenever the FRI# pin senses an input 
frequency between 12Hz and 68Hz, the range set aside by 
telephone companies for ring signalling. Modem cards put 
out a 5.0V signal that toggles with this frequency. 


A frequency detection is used that only counts rising edges 
(since the duty cycle is undefined). The reason for the fre- 
quency detection circuit is that the phone lines are very noisy, 
which makes detecting a single transition unreliable and 
causes false wakeup events. 


« FRI_LSTS 
- FRI# Signal Status - Set if FRI# goes low (local pin or 
from IRQ driveback). 


¢ FRI_LEN 
- Used to enable SCI from FRI_STS event: 
0 = Disable 
1 = Enable 
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Thermal Event 


This event occurs when the monitored bit of the THFREQ 
value specified in TEMPGR[3:0] (PCIDV1 EEh[3:0]) toggles. 


* THRM_STS 
- Has the bit of the THFREQ value specified in 
TEMPGRI[3:0] toggled? 


0=No 
1 = Yes 
* THRM_EN 
- Enable SCI on thermal event: 
O0=No 
1 = Yes 


Lid Status Change Event 


This event occurs whenever the LID signal goes high or low. 
Note that this signal is different from others in that it gener- 
ates an event on both high- and low-going edges. 


¢« LID_STS 
- Lid open or close event status. 
¢ LID_EN 
- Enable SCI on lid open/close event: 


0=No 
1 = Yes 


PCMCIA Status Change Event 
This event occurs whenever the STSCHG# signal goes low if 
provided from a PCMCIA controller. 
* STSCHG_STS 
- Status change event status. 


* STSCHG_EN 
- Enable SCI on change event: 
0=No 
1 = Yes 


Dock/Undock Event 


This event occurs whenever the DOCK# signal goes low if 
provided from a docking controller. 


* DOCK_STS 
- Docking or undocking event status. 


« DOCK_EN 
- Enable SCI on dock or undock event: 
0=No 
1 = Yes 


Undock Request Event 

This event occurs whenever the UNDOCK# signal goes low. 
UNDOCK# is usually provided from a switch that is either 
local or on the docking station. 


« UNDOCK_STS 
- Undock request event status. 


« UNDOCK_EN 


- Enable SCI on undock request: 
0 =No 
1 = Yes 


BIOS Request 

BIOS can get the attention of ACPI, or ACPI can get the 
attention of BIOS, through the Global Service Request bits. 
This bit, BIOS_RLS, works in conjunction with the Global Ser- 
vice Request bits (PM1_BLK Register Set). See “Global Ser- 
vice Request” on page 224 for further information. 


« BIOS_RLS 
- Does BIOS want to make a request to ACPI? 
0 = No effect 
1 = Yes 


- Write-only bit; reads always return 0. 
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4.16.3 FireStar IRQ Driveback Feature 

FireStar depends on the IRQ Driveback feature to obtain 
external event information from other OPTi Mobile products 
without using any pins. The IRQ Driveback cycle occurs 
when an external event takes place. The interrupting device 
becomes master of the PCI bus, and then writes its updated 
status information to a preprogrammed port address in the 
FireStar I/O space. 


Two dwords are typically returned during an IRQ Driveback 
cycle. As seen in the tables below, Phase 1 returns IRQ infor- 
mation; Phase 2 returns PCI PCIRQ# information and ACPI 
event information. The mapping of ACPIO-11 to ACPI events 


Table 4-143 


such as DOCK_STS and USB_STS is provided in Section 
4.16.5, "ACPI-to-EPMI Mapping, Muxing". 


Note that the chipset always handles the ACPI bits as edge- 
generating events into edge-triggered logic. For example, if 
one device generates a cycle with ACPI7 = 1 (assuming 
ENACPI7# = 0), the event sets the corresponding General 
Purpose Register status bit if enabled. Software will write the 
status bit to 1 to clear it. If another device generates another 
cycle with ACPI7 = 1 before the first device performs an IRQ 
driveback with ACPI7 = 0, it will still cause the GP register 
status bit to be set to 1. The cycle in which ACPI7 is restored 
to 0 has no effect. 


Information provided on Data Phase 1 of IRQ Driveback Cycle 


(NMI) (SMI) 


AD31 | AD30 | AD29 | AD28 | AD27 | AD26 | AD25 | AD24 | AD23 | AD22 | AD21 | AD20 | AD19 | AD18 | AD17 | AD16 


EN15# | EN14# | EN13# | EN12# | EN11# | EN10# EN7# | EN6# | ENS# | EN4# | EN3# | EN2# | EN1# | ENO# 


Table 4-144 


Information provided on Data Phase 2 of IRQ Driveback Cycle 


Wotd ACPI | ACPI | ACPI | ACPI | ACPI | ACPI | ACPI 


11 10 9 8 7 6 5 


ACPI | ACPI 
W# 10# 


ACPI | ACPI | ACPI | ACPI | ACPI 


EN EN EN EN EN EN EN EN EN EN EN EN EN EN 
ACPI | ACPI | ACPI | ACPI | ACPI | ACPI | ACPI | ACPI | ACPI | ACPI P3# P2# P1# POo# 
O# 8# 7# 6# S# 4H 3# 2# 1# O# 


PCIRQ | PCIRQ | PCIRQ | PCIRQ 
3 2 1 0 1 
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4.16.4 Power Control 

The ACPI version of FireStar will provide a total of 32 power 
control pins, as opposed to the 16 power control pins that are 
available on the initial FireStar revisions. Because the 
requirement for the ISA bus is expected to disappear during 
the lifetime of the FireStar class chips, the ACPI power con- 
trol latch is now based on the SD[15:0] bus instead of the SA 
bus. The SD bus will always be available on FireStar class 
chips as a general purpose data port. 


The PPWRL pin now takes on the additional role of PCTLH 
(Power Control Latch - High). On initial production FireStar 
chips with the standard PMU, PPWRL latches SA[15:0] to 
become PPWR[15:0]. On ACPl-enabled FireStar chips, 
PPWR[31:16] also become available and are latchable from 
SD[15:0]. 


PCTLL (Power Control Latch - Low) is a new PIO pin option 
available only on the RSTDRV pin. PCTLL is used to latch 
PPWR[15:0] from SD[15:0]. If ISA devices require the RST- 
DRV signal, it should be supplied by inverting the RESET# 
output signal from FireStar. 


In summary: 


¢ PPWRI[31:16] are latched from SD[15:0] using PCTLH 
(existing PPWRL) pin. These pins can be auto-toggled. 


Table 4-145 PPWR Control Registers 


*« PPWR[15:0] are latched from SD[15:0] using PCTLL 
(RSTDRYV) pin. These pins cannot be auto-toggled. 


*« PPWR[15:0] are available from SA[15:0] using PCTLH 
(existing PPWRL) pin for backward compatibility. In this 
case, PPWR[1:0] can be auto-toggled. 


¢« PWR{[31:16] are only available through the external latch. 
However, PPWR[15:0] are available as dedicated pins on 
spare PIO pins. PPWR[1:0] can be auto-toggled when 
supplied from PIO pins. 


Note that PPWR[1:0] will auto-toggle when recovered from 
the SA bus bits [1:0], or when output on discrete |/O pins, but 
not when recovered from the SD bus using PCTLL. In new 
designs it is recommended to recover PPWR pins only from 
the SD bus, and to assign auto-toggle functions only to pins 
PPWR[31:16]. 


4.16.4.1 PPWR Control Register 

The PPWR lines have a control mechanism under FireStar 
ACPI: PCI configuration registers are used to set the control 
lines and to read back their state. The registers are shown in 
Table 4-145. 


BIOS code should use only these registers to set the PPWR 
lines, not the SYSCFG registers. No SYSCFG registers are 
provided to access PPWR[31:16]. 


[a Ss a se ee ee 


PCIDV1 E8h 


Control line 
setting: 


Reserved 


Power Control Latch Set Register 


Default = 00h 
PPWR control line to be set: 


00000 = PP WRO 
00001 = PP'WR1 


11110 = PPWR30 
11111 = PPWR31 


PCIDV1 E9h 


Reserved 


Default = 00h 


SSS SSS 


PCIDV1 EAh 


PPWR7 state: 
0 = Low 
1 = High 


PCIDV1 EBh 


PPWR15 state: 
0 = Low 
1 = High 


PCIDV1 ECh 


PPWR23 state: 
0 = Low 
1 = High 


PCIDV1 EDh 


PPWR31 state: 
0 = Low 
1 = High 


PPWR6 state: 
0 = Low 
1 =High 


PPWRS8 state: 
0 = Low 
1 = High 


0 = Low 
1 = High 


PPWR14 state: 
0 = Low 
1 =High 


PPWR(13 state: 
0 = Low 
1 = High 


0 = Low 
1 = High 


PPWR22 state: 
0 = Low 
1 =High 


PPWR21 state: 
0 = Low 
1 = High 


0 = Low 
1 = High 


PPWR30 state: 
0 = Low 
1 =High 


PPWR29 state: 
0 = Low 
1 = High 


0 = Low 
1 =High 
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Power Control Readback Register - Byte 0 
PPWR4 state: 


Power Control Readback Register - Byte 1 
PPWR12 state: 


Power Control Readback Register - Byte 2 
PPWR20 state: 


Power Control Readback Register - Byte 3 


PPWR28 state: 


Default = FFh 


PPWRO state: 
0 = Low 
1 = High 


Default = FFh 


PPWR8 state: 
0 = Low 
1 = High 


Default = FOh 


PPWR(16 state: 
0 = Low 
1 = High 


Default = FOh 


PPWR24 state: 
0 = Low 


PPWR3 state: 
0 = Low 
1 = High 


PPWR2 state: 
0 = Low 
1 = High 


PPWR1 state: 
0 = Low 
1 = High 


PPWR11 state: 
0 = Low 
1 = High 


PPWR10 state: 
0 = Low 
1 = High 


PPWR39 state: 
0 = Low 
1 = High 


PPWR19 state: 
0 = Low 
1 = High 


PPWR18 state: 
0 = Low 
1 = High 


PPWR(17 state: 
0 = Low 
1 = High 


PPWR27 state: 
0 = Low 
1 = High 


PPWR26 state: 
0 = Low 
1 = High 


PPWR25 state: 
0 = Low 
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The recommended mapping of PPWR lines to power control 32KHz clock stable) are assigned to the signals that require 
functions is shown in the tables that follow. PPWR[31:16], this function. 
which are capable of auto-toggle (switching with only the 


Table 4-146 PPWR Power Conirol Defaults 
Power Control Defaults Latched from SA Bus 
PPWR | PPWR | PPWR | PPWR | PPWR | PPWR co, rae Bah ee oe re — sei pa. phi 
15 14 13 12 11 10 
ss 


ns 


Power Control Defaults Latched from SD Bus 


PPWR | PPWR| PPWR|PPWR| PPWR | PPWR | PPWR | PPWR | PPWR] PPWR] PPWR|PPWR | PPWR | PPWR | PPWR| PPWR 
15 14 13 12 1 10 9 8 z 6 5 4 3 2 1 0 
PPWR | PPwR| PPwR | PPWR | PPwr | PPwR| PPWR | PPWR | PPWR | PPWR] PPWR | PPWR | PPwR | PPWR | PPWR | PPWR 
31 30 | 28 28 27 26 | 25 24 23 22 | 21 20 19 18 {7 a 


High | Hist [Hoh | High [ tow [tow | tow [tow | High | Hh | Hist | Hoh | tow | tow | Low | 
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Table 4-147 Recommended PPWR Control Assignments 


FireStar Auto-toggle Default 
Area of Control | ACPI L ACPESIgng!. | Pin Function State eens: — = ______e_ | 


F Wain System 
ronsuse [epwns | | wor | CCOC™~S 
ar.cixpwre | epwnas | Powered | tw | SSCS 
GR.oLKene | Ppwre7 | trades | tow | SSCS 
Paupiso | Ppwree | wolwted | Hoh [| SSCS 
Paou-suse [ewe | | woh | OCC 
rawesuse [ewes | «| woh | OOS 
piocoastw [Pewre | | wom | SCSC*d 
P00 1S0 | OBEO# | _feolated | | [elation oceurs automaticaly when DBEOH is used_| 
fioei_pwae [Pewee | of | Wh | 
iocaste[rpwns | (| wh | CSCS 
ibe1s0 | DBE | olated | _~ | Isolation ocmure aulomatcaly when DBET# is used _ 
pioez ewe | Pewrce | on | Wh | 
pioeaaste [ewan | | wer | SSCS 
Pipe2 Iso | OBE2# | isolated | | Isolation occurs automaticaly when DBE@H is used _| 
fines pwre | pwres | on | wer | SSCSC~* 
pioesasté [ewan |_| wer | SSCS 
Fides Iso | DBES# | _teolted | | Isolation occurs automaticaly when DBESH is used _ 

Sl a 
pavosuse[epweo [| wer [SSCS 
hi 
ae ee 

designed with automatic power management 


ppewea [| woh* [Unassinea CS 


*Assuming ae are latched from SD bus. 


¢ Assumptions made: 
- Isolation is enabled when control signal is high (buffer enable inputs are usually active when low). 
- Devices powered on when control line is low. 
- CPU clock generator is enabled when control signal is high. 


PT te 
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IDE Control 

The ACPI specification recommends a power switch scheme 
for independent control of IDE drives 0-3. In the signal 
descriptions below, ‘x’ refers to one of drives 0-3. 


* |IDEx_PWR# - Enables power to the drive when active 
(low). A PPWRx pin is used to implement this function. 


* |IDEx_RST# - Resets the drive when active (low). A 
PPWRx pin is used to implement this function. 


* IDEx_ISO# - Isolates the drive when active (low). OPTi 
Mobile logic automatically tristates drive buffers between 
cycles by deasserting the DBE# signal associated with 
that drive. Note that the signal sense is opposite to that of 
the ACPI-specified signal. 


Audio Control 

The ACPI specification recommends a power switch scheme 
for independent control of the main and amplifier sections of 
the audio subsystem. 


* AUD_PWR# - Enables power to the main audio chip when 
active (low). A PPWRx pin is used to implement this func- 
tion. 


¢« AUD_RST - Resets the (ISA) audio chip when active 
(high). A PPWRx pin is used to implement this function. 


* AUD_ISO# - Isolates the audio interface from the rest of 
the system when active (low). A PPWRx pin is used to 
implement this function. 


« AUD_SUS# - Puts the powered main audio chip into its 
lowest power standby mode when active (low). A PPWRx 
pin is used to implement this function. 


* AMP_SUS# - Puts the audio amplifier into its lowest power 
standby mode when active (low), possibly by removing 
power to the amp. A PPWRx pin is used to implement this 
function. 


Graphics Control 
The ACPI specification recommends the following control 
scheme for the graphics subsystem. 


* GR_PWR# - Enables power to the central graphics logic 
when active (low). There is no GR_ISO# signal, as itis 
assumed that the graphics chip has the isolation function 
built in. A PPWRx pin is used to implement the GR_PWR# 
function. 


* GR_RST# - Resets the graphics chip when active (low). A 
PPWRx pin is used to implement this function. 


* GR_SUS# - Puts the powered graphics chip into its lowest 
power standby mode when active (low). A PPWRx pin is 
used to implement this function. 


* GR_CLKPWR# - Enables power to the graphics clock 
generator circuit when active (low). A PPWRx pin is used 
to implement this function. 


* GR_CLKEN# - Enables clocks to the graphics chip when 
active (low) once the generator output is stable. A PPWRx 
pin is used to implement this function. 


Miscellaneous Control 

ACPI defines control signals for several other subsystems 
such as the serial ports, parallel ports, and floppy disk con- 
troller. It is assumed that the Super I/O chip taking care of 
these functions will provide appropriate control lines, but 
assignments are provided here just in case they are needed. 


4.16.5 ACPI-to-EPMI Mapping, Muxing 

ACPI calls for several power management inputs as require- 
ments, and suggests several others as options. In addition, 
customers have made requests for special inputs. The follow- 
ing list provides the complete set of options to-date. 


¢ RI#- Ring Indication from modem 


¢ FRI# - Filtered Ring Indication that signals SCI only if cer- 
tain frequency is detected 


« USB# - Wakeup indication from USB port 
¢ EC# - Embedded Controller interrupt 


* DOCK - Indication that docking/undocking event 
occurred 


« UNDOCK# - Indication that undock request has been 
made 


* STSCHG# - Indication that status change event has 
occurred 


« LID - Indication that lid to notebook has been opened 


OPTi Mobile ACPl-capable chips allow these signals to be 
passed transparently between OPTi peripheral devices and 
the OPTi host chipset by means of the ACPIO-11 bits of the 
IRQ Driveback cycle, which uses no pins on either device. It 
is necessary only to map the ACPIO-11 bits to their corre- 
sponding ACPI signal function and polarity. 


Since not all devices in a system will conform to the OPTi 
standard, the ACPI inputs can also be brought into the host 
chipset through discrete pins. There are two options for doing 
this. 


If there is a sufficient number of spare PIO pins available on 
the host chipset, they can be assigned as discrete ACPI 
inputs through the normal PIO programming scheme. Func- 
tion group 7 has been added to the PIO programming matrix 
to accommodate ACPIO-11. 


If many ACPI inputs are needed, they can be muxed in on the 
ACPIMX0-2 pins (also PIO options). External 4-to-1 muxes 
are used to select the pin being read. This method is identical 
to the EPMIMUX scheme used on some OPTI chipsets, and 
relies on the signals ATCLK and ATCLK/2 (another PIO pin). 


Table 4-148 shows how ACPIO-11 are recommended to be 
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mapped to the ACPI signal function set. Reserved spots are The mapping of ACPI event notification from either the IRQ 
for future assignment, but can be used as needed. driveback cycle or external pins is controlled by the register 
shown in Table 4-149. 


Table 4-148 Recommended ACPIO-11 Mapping 


ACPI Rsvd Rsvd Rsvd Rsvd LID EC# USB# FRI# | STSCHG# | DOCK# | UNDOCK# 
Signal 
Function 


IRQ ACPI ACPI ACPI ACPI ACPI ACPI ACPI ACPI ACPI ACPI ACPI ACPI 
Driveback 11 10 9 8 7 6 5 4 3 2 1 0 


Table 4-149 ACPI Source Control Register 


PCIDV1 D8h ACPI Source Control Register - Byte 0 Default = 00h 


The bits in this register select whether the specified ACPI input comes from the IRQ Driveback cycle or from an external pin source 
(one of the PIO pins or through ACPIMX option). 


ACPI7 ACPI6 ACPI5 ACPI4 ACPI3 ACPI2 ACPI1 ACPIO 
LID: EC#: USB#: Ri#: FRI#: STSCHG#: DOCK#: UNDOCK#: 


0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 
Driveback Driveback Driveback Driveback Driveback Driveback Driveback Driveback 


1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 
ACPI input ACPI input ACPI input ACPI input ACPI input ACPI input ACPI input ACPI input 
PCIDV1 D9h ACPI Source Control Register - Byte 1 Default = 00h 


Reserved ACPI11: ACPI10: ACPIY: ACPI8: 
0=IRQ 0=IRQ 0=IRQ 0=IRQ 
Driveback Driveback Driveback Driveback 
1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 
AGPI input ACPI input ACPI input ACPI input 
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4.16.6 Temperature Trip Points 

FireStar incorporates temperature monitoring hardware that 
allows it to select trip points for temperature monitoring. ACPI 
has special requirements that an SCI be generated on pass- 
ing periodic temperature levels, while hardware clock throt- 
tling be enforced at specific levels. 


The existing FireStar temperature monitoring circuit uses a 
16-bit counter to keep track of temperature. The current value 
of this counter is readable at SYSCFG F4h-F3h as 
THFREQ[15:0]. The new ACPI registers shown in Table 4- 
150 allow toggling on any bit in this register to generate a 
thermal management event. 


Example 

Assume that the thermal sensor hardware in a specific 
design causes THFREQ reflected in SYSCFG F4h-F3h to 
change by 1 for every 0.25°C change in CPU temperature. 
So a change of 4°C in CPU temperature would result in a 
THFREQ change of 16 (10 hex). Therefore, to generate an 
SCI on every 4°C change in CPU temperdure, the Tempera- 
ture Event Granularity setting TEMPGR[3:0] would need to 
be set to 3 so that every time bit 3 of THFREQ changes, an 
SCI would result. 


Note that an SCI is generated when the selected bit toggles 
as the temperature is rising, but no SCI is generated when 
passing through that point immediately afterward; the logic 


Table 4-150 ACPI Thermal Control Register 


a ee ee ee ee ee ee ee ee ee ee 


Default = 00h 


PCIDV1 EEh 


Reserved PIO pin FAN control is 
auto-toggled high: 
00 = Never 
01 = During Level 1 and 2 
STPCLK# modulation 
10 = During Level 2 STPCLK# 
modulation only 


11 = Reserved 


ACPI Thermal Control Register 


uses the next most significant bit to determine this situation. 
For example, if TEMPGR[3:0] = Ch, pointing to bit 12, and the 
counter value first passes from 


0101 1111 1111 1111 
to 
0110 0000 0000 0000 


a thermal management SCI event would be generated. How- 
ever, if the temperature immediately started to decrease so 
that bit 12 toggled back to 1 again, a new SCI would not be 
generated. The value would have to decrease to 


0100 1111 1111 1111 
or increase to 
0111 0000 0000 0000 


before the next SCI would occur. This operation ensures that 
a system that is maintaining a steady temperature will not 
cause excessive SCls if the temperature is floating around a 
specific trip point. 


4.16.6.1 Fan Conirol 

The ACPl-enabled FireStar chips allow reaching of the LOF- 
REQ (SYSCFG A7h-A6h) or HIFREQ (SYSCFG A9h-A8h) 
trip points to toggle the FAN pin (PIO option). This control line 
can be used to control a fan to help cool the CPU. PCIDV1 
EEh[5:4] control this feature. 


Temperature event granularity: 

Selects the bit of the THFREQ value in SYSCFG F3h-F4h that will be 
monitored such that it generates a thermal management event when it 
toggles. 

0000 = Bit 0 
0001 = Bit 1 
0010 = Bit 2 
0011 = Bit 3 


0100 = Bit 4 
0101 = Bit5 
0110 = Bité6 
0111 = Bit 7 


1000 = Bit 8 
1001 =Bit9 
1010 = Bit 10 
1011 = Bit 11 


1100 = Bit 12 
1101 = Bit 13 
1110 = Bit 14 
1111 = Bit15 
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4.16.7 New PIO Pin Options ¢ ACPIO-11 
ACPl-enabled FireStar-class products provide the following - Discrete ACPI event inputs pins are provided for 
PIO pin options. devices that cannot use the OPTi|RQ Driveback cycle 
- PCTLL to convey this information. 
- Power Control Latch-Low is used to latch PP WR[15:0] The FireStar ACPI PIO pin options are shown in Table 4-151 
from SD[15:0]. and are italicized. For a complete listing of all PIO pin options 
refer to Table 3-3 "PIO Functions" on page 33. 
« PWRBTN# 


- Power Button is the ACPI-defined Suspend/Resume 
input that has a special hardware override feature to 
allow a forced Suspend sequence. 


Table 4-151 ACPI PIO Pin Options 


Sub-function 
Number Description 


Misc. GPCSx# General Purpose Chip Select outputs, x=0-3 


CDIR Compact ISA Cable Buffer Direction signal 
L2CLKOE L2 Cache Clock Output Enable 
PCICLKOE PCI Clock Output Enable (to ext. clock generator) 
UMA Split Buffer Control signal 
CPU overtemp fan contro! output 


PCTLL Eh Power control latch low is available only on PIO15 (RSTDRV) and is 
used to latch PPWA/[15.0] from SD{15:0] 


ATCLK/2 ATCLK divided by 2 (for KBCLK and/or ACPIMX) 
IDE Controller DDACKO# a Dedicated IDE DMA acknowledge (Primary cable) 
Outputs Group 4h =| DDACK1# Dedicated IDE DMA acknowledge (Secondary cable) 


DRD# Dedicated IDE command 
Dedicated IDE chip select 


Dedicated IDE address 
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Table 4-151 ACPI PIO Pin Options (cont.) 


Sub-function 
Number Description 


AGPI inputs Group 
7 
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4.17 System Management Interrupt (SMI) 


The 3.3V Pentium processor offers a System Management 
Interrupt (SMI) that allows external logic to signal to the CPU 
that a high priority event has occurred and must be serviced 
but should not in any way interfere with the application cur- 
rently being processed. When the CPU senses its SMI# input 
active, it saves the context of its current application and loads 
the context of its System Management Mode (SMM) handler 


FireStar handles 39 Power Management Interrupt (PMI) 
events that can be selectively enabled to cause an SMI to the 
CPU. Since some of these PMI events are actually a single 
indication from a group of events (such as a single PMI #6 
that indicates whether any of the selected IRQ lines has gone 
active), the effective number of events that can be indicated 
is actually much greater than 39. 


routine from a protected part of RAM. SMM code can then 
proceed to determine the reason for the interrupt, service it 
appropriately, and return to application processing through a 
special RESUME instruction that restores the context as it 
originally was before the SMI. 


The PMI events that can be programmed to generate an SMI 
are listed in Table 4-152. 


Table 4-152 SMI Sources 


source[Puinane _[beecipion ——~=S~=~“~*S*~“*~*~*S*~*~“~‘“~*~S*S*S*S 


IRQ, DRQ, and EPMI SMI Sources 


|RQ,DRG,andEPMISMSources Cid 
#0 | cLOwenT _[Actvty on Very Low Batiny Ph SSCS 
#25 | EPMIg# | Aatvty on Extemal Power Management inputé SSCS 
925 [RING [AatviydetectedonINGH SSCS 


INTRGRP An interrupt from the INTRGRP set has occurred while the system was running 
-or- -or- 
RSMGRP An interrupt from the RSMGRP has occurred and resumed the system from Suspend mode 


DMA TRAP Activity on DMA DRQ lines 
DOZE RELOAD _ [Exit from hardware Doze mode 


Time-Out Event SMI Sources 


#35 | APM EXIT Exit from APM (software) Doze mode 
#4 IDLE_TIMER IDLE_TIMER has timed out due to no I/O activity 


#27 |DOZE_TIMER DOZE_TIMER has timed out due to inactivity 


#5 R_TIMER has timed out on its normal periodic basis 

LCD_TIMER has timed out because of no screen activity 

Floppy (and/or external hard) disk timer has timed out because of no activity 

#19 Time-out has occurred because no access has occurred in the internal IDE range 

#10 Keyboard timer has timed out because of no controller accesses 

#11 Time-out has occurred because the memory or I/O range selected by GNR1 has had no activity 
#16 Time-out has occurred because the memory or I/O range selected by GNR2 has had no activity 
#30 Time-out has occurred because the memory or I/O range selected by GNR3 has had no activity 


GNR4_TIMER Time-out has occurred because the memory or I/O range selected by GNR4 has had no activity 
COM1_TIMER Time-out has occurred because no access has occurred in the COM1 range 
COM2_TIMER Time-out has occurred because no access has occurred in the COM2 range 


Access Event SMI Sources 


KBD_ACCESS Keyboard controller has been accessed, either before or after timer time-out depending on Current/Next Access 
setting 
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Table 4-152 SMI Sources (cont.) 


souco[Pmname —_[Deserpion—SCSCSC~“‘“‘~*S*S~S~C~* 
#12 |LCD_ACCESS LCD controller has been accessed, either before or after timer time-out depending on Current/Next Access 
setting 
#13 |DSK_ACCESS Floppy (or external hard) disk controller has been accessed, either before or after timer time-out depending on 
Current/Next Access setting 


GNR4_ACCESS | GNR4 range has been accessed, either before or after timer time-out depending on Current/Next Access setting 
COM1_ACCESS_ |COM1 has been accessed, either before or after timer time-out depending on Current/Next Access setting 
COM2_ACCESS_ |COM2 has been accessed, either before or after timer time-out depending on Current/Next Access setting 


4.17.1 SMI Operation and Initialization 

The 3.3V Pentium CPU uses the SMIACT# pin to indicate 
that it is currently executing SMM code. While in SMM, the 
default addresses put out by the CPU are in the 3000h and 
4000h segments to execute SMM code and to access SMM 
data. However, the SMBASE Register of the CPU is pro- 
grammable, and can be set to any other segment if desired. 
These SMRAM addresses put out by the CPU must be 
mapped to the AOQOOh-BO00h segments. FireStar directs 
these accesses to translation is performed only during SMM 
when FireStar receives the SMIACT# signal from the CPU. 
The AOQOOh-BO00h segments of DRAM main memory are 
usually unused and not accessed during normal mode 
because accesses to this area are redirected to the ISA or 
local bus for video. These segments are utilized by initializing 
them with SMM code/data at boot-up and write protecting 
them during normal mode of operation. 


4.17.1.1_ Loading Initial SMM Code and Data 

On system initialization, the system management code and 
data segments must be loaded from ROM with the appropri- 
ate information. This information will reside in the DRAM seg- 
ments at physical starting addresses A0000h and BooOOh 
and, once loaded, will be write-protected except when the 
system is operating in SMM. 


Step 1: System Initialization (not in SMM) 

On system initialization, the BIOS must load initial code and 
data into the protected SMM memory space. Normally the 
system will still be executing out of ROM at this point, but the 
memory subsystem is configured and enabled. A mechanism 
is provided by which the AOOOh-BO00h DRAM area may be 
accessed even if the CPU is not in SMM. This mechanism is 
used to initialize the AOOOh-BO00h DRAM area with SMM 
handler code/data. 


The registers that pertain to initialization are shown in Table 
4-153. SYSCFG 13h[3] is the SMRAM access control and 
provides a global control for address translation. The value of 
SYSCFG 14h[3] has different meanings according to whether 
the CPU is in SMM or not. If SYSCFG 13h[3] = 1, and 
SYSCFG 14h[3] = 1, normal mode CPU accesses in the 
A000h-BOOOh range are redirected to the DRAM AOOOh- 
BOOOh area. This feature is used for initializing the DRAM 
A000h-BOOOh range. 
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Table 4-153 SMRAM Access Control Bits 


ee Ae ee) 


SYSCFG 13h Memory Decode Control Register 1 Default = 00h 


SMRAM: 
0 = Disable 
1 = Enable 


See SYSCFG 
14h[3] 
SYSCFG 14h Memory Decode Control Register 2 Default = 00h 


SMRAM 
control: 

Inactive 

SMIACT#: 

0 = Disable 
SMRAM 

1 = Enable 
SMRAM") 

Active 

SMIACT#: 

0 = Enable 
SMRAM for 
both Code 
and Data") 

1 = Enable 
SMRAM for 
Code only() 


(1) ISYSCFG13h3Jissee 


SYSCFG 13h[3] and 14h[3] are used as follows when the CPU is not in SMM: 


¢ 13h[3] = 
- No relocation. This setting prevents application software from accessing SMI memory space. 
* 13h[3] = 1: 
- If 14h[3] = 1, CPU addresses in the AOO0O0h-B000h segments go to SMI memory space - the DRAM segments at AO00h- 


BOOooh. This setting provides the mechanism for initially loading SMI code to the AO0Oh-BOOOh region. 
- If 14h[3] = 0, the AOOOh-BOOOh area in DRAM cannot be accessed. 


The significance of 14h[3] during SMM is explained in Section 4.17.1.2, "Run-Time SMI Address Relocation". 


The BIOS sets 13h[3] = 1 and 14h[3] = 1. It can then load code and data into DRAM segments AO000h and BOOOn. This first load 
operation must be addressed to the AO00h and BOOOh segments. Upon completing the loading of all initial SMM code and data, 
the BIOS clears 14h[3] to 0 to protect the SMM space. 
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Step 2: Loading the Code to Change the SMBASE Register 
of the CPU 

Having loaded the code and data, the BIOS must now gener- 
ate an SMI to enter SMM so that it can complete the SMM ini- 
tialization process (changing SMBASE to A0000h and for 
performing system-specific tasks; the SMBASE Register can 
only be changed from within SMM mode). The SMBASE 
Register of the CPU is by default 30000h, and the first code 
fetch in SMM is from 38000h. Before generating an SMI, the 
ROM BIOS must load code from physical address 38000h 
onwards to change the SMBASE Register of the CPU and to 
resume normal mode. 


Step 3: Software generation of SMI 

To allow software SMI generation to take place, SYSCFG 
59h[7] must be written to 1. Writing SYSCFG 50h[7] = 1 
asserts SMI# to the CPU to start SMM operation. Writing 
SYSCFG 50h[7] = 0 clears the SMI. The SMI routine must 
clear this bit; otherwise, SMI requests will be generated con- 
tinuously. (Refer to Table 4-154.) 


Step 4: Reprogramming SMBASE 

Once the system has entered SMM for the first time at 
38000h, the CPU SMBASE value can be reprogrammed for 
future use. 


Table 4-154 Software SMI Enable Register Bits 


1. SMM initialization code updates the SMBASE value in 
the CPU register save area to AO000h. 


2. SMM initialization code clears the Software Start SMI 
(SYSCFG 50h[7)). 


3. SMM initialization code generates a RESUME instruction 
to return control to the BIOS initialization code. The new 
SMBASE value gets written to the CPU registers. 


4.17.1.2 Run-Time SMI Address Relocation 

The Dynamic SMI Relocation feature provides full memory 
access control while in SMM. SMI relocation at run time is 
controlled by SYSCFG 14h[3] if SYSCFG 13h[3] = 1. (Refer 
back to Table 4-153 for bit definitions.) 


If SYSCFG 13h[3] is set, during SMM, either all CPU 
accesses to the AO0Oh-BOOOh range, or only accesses to 
code may be mapped to the A0O0Oh-BOO0h range in DRAM 
memory. The active SMIACT# signal and the status of 
SYSCFG 14h[3] determine whether both code and data 
accesses or only code accesses are mapped to DRAM. If 
SYSCFG 14h[3] = 1, only code accesses are mapped to 
DRAM and data accesses are not translated to SMI space. 
This allows data in the AOOOh-BOOOh memory space to be 
accessed and saved to disk. If SYSCFG 14h[3] = 0, both 
code and data accesses are translated to SMI space. 


[a ae (a (a ee ee 


SYSCFG 50h 


Software start 
SMI: 


{ 


SYSCFG 59h 


PMU Control Register 4 


PMU Event Register 2 


Allow software 
SMI: 
0 = Disable 
1 = Enable 


Default = 00h 


Default = 00h 
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4.17.2 SMI Event Generation 

The registers shown in Table 4-155 control the events that 
are allowed to generate an SMI. The programming occurs as 
follows: time-out, access, and interrupt events must be pro- 
grammed to generate a PMI, then the PMI event must be 
enabled to generate the SMI signal; finally, SMls are globally 
unmasked to allow full operation. 


4.17.2.1 | Time-out Event Generation of SMI 
For time-out events, simply loading a non-zero timer value 
and generating a dummy access presets PMI generation on 
the next time-out. Refer to the section titled “Timers” on page 
172 for information on programming the timers. 


4.17.2.2_ Access Event Generation of SMI 
Access events can be programmed to generate an SMI. 
FireStar classifies accesses as “Current Access" or “Next 
Access" depending on whether the timer associated with that 
access range is still running or has timed out. 


« Next Access - Occurs after a time-out, the first time soft- 
ware attempts to access the range that caused the time- 
out. The Next Access feature provides a way for I/O 
accesses to a peripheral whose timer has timed out to 


Table 4-155 Current and Next Access Registers 


cause an SMI so that the peripheral can be powered up 
before the access takes place. Next Access can also 
restart system clocks when the system is in the Doze 
mode. 


* Current Access - Occurs any time this feature is enabled 
for a range, whether or not the device has timed out. The 
Current Access PMI can be programmed to cause an SMI, 
but cannot provide any automatic means of controlling 
system clocks. 


If both the Current Access and Next Access features are 
enabled for an event and the timer has timed out, an access 
will only cause a single SMI. Since both access types use the 
same PMI#, clearing either one clears both events. 


The I/O blocking bit, SYSCFG DBh[7], operates as follows. 
This selection allows the I/O access that causes a Next 
Access PMI to be either blocked (if the peripheral is turned 
off, for example) or passed through. DBh[7] = 1 means the 
I/O will not be blocked; DBh[7] = 0 means the I/O on Next 
Access will be blocked and the CPU must be programmed to 
restart the I/O command if desired. The feature defaults to 
“blocked”. 


Poe es le oR eS eM ee 


SYSCFG 5Bh if AEh[7] = 0 
Global SMI 
control: 


0 = Allow 
1 =Mask 


Reserved Reserved 


SYSCFG 5Bh if AEh[7] = 1 


Reserved 


SYSCFG DBh if AEh[7] = 0 


\/O blocking 
control: 
0 = Block I/O on 
Next 0 = Disable 


SMI on cool- 
down clocking 
entry/exit: 


EPMI3# pin 
polarity : 

0 = Active high 

1 = Active low 


EPMI2# pin 
polarity: 
0 = Active high 
1 = Active low 
Access trap 1 = Enable 


1 = Unblock 
SYSCFG DBh if AEh[7] = 1 


Reserved 
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PMU Event Register 4 


PMU Event Register 4A 


Next Access: 


Next Access Event Generation Register 2A 


Default = 00h 


GNR1 KBD DSK LCD 
Next Access Next Access Next Access Next Access 
PMI#15: PMI#14: PMI#13: PMI#1 2: 

0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 


Default = 00h 


GNR5 
Next Access 
PMI#15: 

0 = Disable 
1 = Enable 


Reserved 


Next Access Event Generation Register 2 


Default = 00h 


GNR2_ 
ACCESS 
PMI#20 on 
Next Access: 
O0=No 
1 = Yes 


HDU_ 
ACCESS 
PMI#23 on 


COM2_ 
ACCESS 
PMI1#22 on 
Next Access: 
0=No 
1 = Yes 


COM1_ 
ACCESS 
PMI#21 on 
Next Access: 
0=No 
1 = Yes 


O0=No 
1 = Yes 


Default = 00h 


GNR6_ 
ACCESS 
PMI#20 on 
Next Access: 


0O=No 
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Table 4-155 Current and Next Access Registers (cont.) 


7 


SYSCFG DEh if AEh[7] =0 


HDU_ COM2_ 
ACCESS 
PMI#23 on 


O0=No 0=No 
1 = Yes 1= Yes 


SYSCFG DEh if AEh[7] = 1 


Reserved 


ACCESS 
PMI#22 on 
Current Access: | Current Access: | Current Access: | Current Access: | Current Access: | Current Access: 


PMI#21 on 


SS Sg Awww 


Current Access Event Generation Register 1 


COM1_ 
ACCESS 


GNR2_ 
ACCESS 
PMI#20 on 


GNR1_ 
ACCESS 
PMI#15 on 


O0=No 
1= Yes 


0=No 
1 = Yes 


0=No 
1 = Yes 


KBD_ 
ACCESS 
PMI#14 on 


0 =No 
1 = Yes 


Current Access Event Generation Register 1A 


GNR6_ 
ACCESS 
PMI#20 on 
Current Access: 
QO=No 
1= Yes 


DSK_ 
ACCESS 
PMI#13 on 


0 =No 
1 = Yes 


Reserved 


Default = 00h 


LCD_ 
ACCESS 
PMI#12 on 


Current Access: | Current Access: 


0 =No 
1 = Yes 


Default = 00h 


SYSCFG EQh if AEh[7] = 0 


GNR4_TIMER PMI#30 
GNR4_ACCESS PMI#32: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


SYSCFG EQh if AEh[7] = 1 


GNR8_TIMER PMI#30 
GNR8_ACCESS PMI#32: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


PMU Event Register 7 


GNR3_TIMER PMI#29 GNR4_ 
GNR3_ACCESS PMI#31: ACCESS 
00 = Disable PMI#32 on 
01 = Positive decode Current Access: 
10 = Positive decode, SMI 0=No 
11 = SMI 1 = Yes 


PMU Event Register 7A 


GNR7_TIMER PMI#29 GNR8_ 
GNR7_ACCESS PMI#31 : ACCESS 
00 = Disable PMI#32 on 
01 = Positive decode Current Access: 
10 = Positive decode, SMI 0=No 
11 = SMI 1 = Yes 


GNR4_ 
ACCESS 
PMI#32 on 
Next Access: 
0=No 
1 = Yes 


GNR8_ 
ACCESS 
PMI#32 on 
Next Access: 
0 =No 
1 = Yes 


GNR3_ 
ACCESS 
PMI#31 on 
Current Access: 
0=No 
1 = Yes 


GNR7_ 
ACCESS 
PMI#31 on 
Current Access: 
0=No 
1 = Yes 


Default = 00h 


GNR3_ 
ACCESS 
PMI#31 on 
Next Access: 
0 =No 
1 = Yes 


Default = 00h 


GNR7_ 
ACCESS 
PMI#31 on 
Next Access: 
0 =No 
1=Yes 
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4.17.2.3 Interrupt Event Generation of SMI 
Asynchronous events from peripheral devices requesting ser- 
vice from the CPU are known as interrupt events. Interrupts 
in this context include both the traditional AT architecture 
IRQs and additional inputs known as external power man- 
agement inputs. For FireStar logic, the desired interrupts are 
all grouped into a single event called INTRGRP. INTRGRP 
can then be enabled to cause an SMI. 


If it is desired to generate an SMI from the INTRGRP event, 
setting SYSCFG 57h[6] = 1 will allow any of the selected 
interrupt events to generate PMI#6. Once in the SMI handler, 
the SMM code can read the SYSCFG 64h and Ad4h to deter- 
mine which of the interrupt(s) caused the event. The IRQs will 
remain latched for reading in these registers until PMI#6 is 
cleared, at which time any latched sources are cleared. The 
INTRGRP IRQ Select Registers are shown in Table 4-156. 


Table 4-156 INTRGRP IRQ Select Register Bits 


4.17.2.4 DRQ Event Generation of SMI 

FireStar allows activity on the DRQ pins to generate an SMI. 
The SMI takes place before the DMA transfer occurs, allow- 
ing SMM code to emulate or modify the operation. Writing the 
bit to clear the PMI allows any pending DMA operation to 
take place immediately. Note that there are certain latency 
limitations for DMA operations. For example, floppy disk DMA 
transfers generally must be serviced within 14ps from receipt 
of DRQ2 in order to avoid an overrun condition. Entry into 
SMM requires a considerable amount of time in itself. There- 
fore, SMM routines that trap DMA accesses must be struc- 
tured concisely so that the DMA cycle is allowed to occur 
before the latency limit exceeded. Table 4-157 shows which 
register bits apply to this application. 


[Se Ns a Sd ee 


SYSCFG 57h 


PMU Control Register 5 


Default = 08h 


INTRGRP gen- 

erates PMI#6: 
0 = Disable 
1 = Enable 


SYSCFG 64h 


IRQ14: 
0 = Disable 
1 = Enable 


IRQ8: 
0 = Disable 
1 = Enable 


IRQ7: 
0 = Disable 
1 = Enable 


IRQ6: 
0 = Disable 
1 = Enable 


INTRGRP IRQ Select Register 1 


Default = 00h 


IRQ1: 


0 = Disable 
1 = Enable 


IRQ5: 
0 = Disable 
1 = Enable 


IRQ4: 
0 = Disable 
1 = Enable 


IRQ3: 
0 = Disable 
1 = Enable 


SYSCFG A4h 


IRQ15: 
0 = Disable 
1 = Enable 


IRQ13: 
0 = Disable 
1 = Enable 


IRQ12: 
0 = Disable 
1 = Enable 
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INTRGRP IRQ Select Register 2 


Default = 00h 


IRQO: 


0 = Disable 
1 = Enable 


IRQ11: 
0 = Disable 
1 = Enable 


IRQ10: 
0 = Disable 
1 = Enable 


IRQ9: 


0 = Disable 
1 = Enable 


pom sf tf 


SYSCFG D6h 
a Dobe 


0 = Disable 
1 = Enable 


PMI#37, 
DMA_ DMA 


PMl#28, 


ACCESS: 


0 = Inactive 
1 = Active 


Request: 


0 = Inactive 
1 = Active 
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Default = 00h 
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4.17.3 Enabling of Events to Generate SMI 

The registers listed in Table 4-158 allow PMI events that are 
enabled to generate timer time-outs, accesses, and interrupts 
to cause SMls. Before setting the SMI Event Enable Regis- 
ters, time-outs, accesses, and interrupts must be individually 
enabled to generate PMI events as follows. 


* For time-out events, loading a non-zero timer value and 
generating a dummy access presets PMI generation on 
the next time-out. 


¢ For Current Access events, the appropriate current access 
enable bit must be set to preset PMI generation on the fol- 
lowing access. 


* For Next Access events, the appropriate next access 
enable bit must be set. Then, a valid time-out must take 
place to preset PMI generation on the following access. 


Table 4-158 SMI Event Enable Registers 


* For interrupt events, the corresponding INTRGRP bit must 
be set and INTRGRP must be enabled to generate PMI#6. 
Then, on any enabled interrupt PMI#6 will occur. 


Only after all desired PMI events have been enabled should 
the PMI be enabled to generate an SMI through the register 
set below. Setting SYSCFG 5Bh[6] = 1 then unmasks all the 
SMls previously enabled. 


Note that a Resume event can be enabled to generate 
PMI#6. Refer to the “Suspend and Resume” section for 
details on enabling resume events. 


4.17.3.1  PMI#25 Triggers 

The PMI#25 event is shared by both EPMI3# and the thermal 
management unit. SYSCFG D9h[3:2] enable SMI for EPMI3# 
only. SYSCFG DBh[6] enables SMI only for cool-down clock- 
ing entry and exit. 


[ee Le ef _ es 


SYSCFG 58h 


LOWBAT PMI#3 SMI: 


00 = Disable 
11 = Enable 


EPMI1# PMI#2 SMI: 


00 = Disable 
11 = Enable 


PMU Event Register 1 


Default = 00h 


LLOWBAT PMI#0 SMI: 


00 = Disable 
11 = Enable 


EPMI0# PMI#1 SMI: 


00 = Disable 
11 = Enable 


SYSCFG 59h 
Resume INTRGRP PMI#6, 
Suspend PMI#7 SMI: 


00 = Disable 
11 = Enable 


PMU Event Register 2 


Default = 00h 
IDLE_TIMER 
PMI#4 SMI: 


00 = Disable 
11 = Enable 


R_TIMER 
PMI#5 SMI: 
00 = Disable 
11 = Enable 


SYSCFG 5Ah if AEh[7] = 0 


GNR1_TIMER PMI#11 
GNR1_ACCESS PMI#15: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


SYSCFG 5Ah if AEh[7] = 1 


GNR5_TIMER PMI: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 
SYSCFG 5Bh if AEh[7] = 0 


Global SMI 
control: 


KBD_TIMER PMI#10 
KBD_ACCESS PMI#14: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 
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PMU Event Register 3 


PMU Event Register 3A 


Default = 00h 


LCD_TIMER PMI#8 
LCD_ACCESS PMI#12: 
00 = Disable 
01 = Reserved 
10 = Reserved 
11 = SMI 


DSK_TIMER PMI#9 
DSK_ACCESS PMI#13: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


Default = 00h 


Reserved 


PMU Event Register 4 


Default = 00h 
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7 


SYSCFG D8&h if AEh[7] = 0 
HDU_TIMER PMI#19 


HDU_ACCESS PMl#23: 


00 = Disable 
01 = Reserved 
01 = Reserved 
11 = SMI 


SYSCFG D8&h if AEh[7] = 1 


FESS SSSA 


SYSCFG D9h 


DOZE_TIMER 
PMI#27 SMI: 
00 = Disable 
01 = Enable DOZE_0 
10 = Enable DOZE_1 
11 = Enable both 


PMU Event Register 5 


COM2_TIMER PMI#18 


COM2_ACCESS PMl#22: 


00 = Disable 

01 = Positive decode 

10 = Positive decode, SMI 
11 = SMI 


COM1_TIMER PMI#17 


COM1_ACCESS PMl#21: 


00 = Disable 

01 = Positive decode 

10 = Positive decode, SMI 
11 = SMI 


PMU Event Register 5A 


Reserved 


PMU Event Register 6 


RINGI 
PMI#26 SMI: 
00 = Disable 
11 = Enable 


EPMI3# cool-down clocking 


PMI#25 SMI: 


00 = Disable 
11 = Enable 
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Default = 00h 


GNR2_TIMER PMI#16 
GNR2_ACCESS PMI#20: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


Default = 00h 


GNR6_TIMER PMI#16 
GNR6_ACCESS PMI#20: 

00 = Disable 

01 = Positive decode 

10 = Positive decode, SMI 

11 = SMI 

Lee 

Default = 00h 

EPMI2# 

PMI#24 SMI: 


00 = Disable 
11 = Enable 


SSS 


SYSCFG DBh if AEh[7] = 0 Next Access Event Generation Register 2 Default = 00h 


1 = Enable 


SYSCFG EQh if AEh[7] = 0 
GNR4_TIMER PMI#30 


GNR4_ACCESS PMI#32: 


00 = Disable 

01 = Positive decode 

10 = Positive decode, SMI 
11 = SMI 


SYSCFG EQh if AEh[7] = 1 
GNR8_TIMER PMI#30 


GNR8_ACCESS PMI#32: 


00 = Disable 

01 = Positive decode 

10 = Positive decode, SMI 
11 = SMI 
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SMI on cool- 
down clocking 
entry/exit: 

0 = Disable 


Sa 
PMU Event aa 7 


GNR3_TIMER PMI#29 


GNR3_ACCESS PMI#31: 


00 = Disable 

01 = Positive decode 

10 = Positive decode, SMI 
11 = SMI 


PMU Event Register 7A 


GNR7_TIMER PMI#29 


GNR7_ACCESS PMI#31: 


00 = Disable 

01 = Positive decode 

10 = Positive decode, SMI 
11 = SMI 


See 
Default = a 


Default = 00h 
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4.17.4 Servicing an SMI 

The register set shown in Table 4-159 is used by SMM code 
to enable system events to cause SMls, to determine the 
events that caused an active SMI, and to clear the events. 
Determining the source of the SMI is an uncomplicated pro- 
cedure. 


1. Upon entry to SMM, read the SYSCFG 5Ch, 5Dh, DCh, 
DDh, and EAh. Any non-zero bits indicate PMI sources. 
More than one can be active. 


2. The PMI number will indicate the source of the service 
request. If the PMI#6 is generated, also read SYSCFG 


Table 4-159 SMI Service Registers 


64h and A4h (described earlier in Section 4.17.2.3, 
"Interrupt Event Generation of SMI") to determine which 
IRQ line was responsible for the event. 


3. Service the events in the order desired; upon completion 
of each service, write a 1 back to the event source regis- 
ter bit to clear that event. Continue in this manner until all 
events are serviced and all the service registers are 
clear. 


4. Issue the proper CPU instruction to return from SMM 
operation. If any events are still pending, most CPUs will 
immediately re-enter SMM. 


ee ee ee ee ee ee ee eee 


SYSCFG 5Ch PMI SMI Source Register 1 (Write 1 to Clear) Default = 00h 


PMI#7, PMI#4, PMI#3, PMI#2, PMI#0, 
Suspend: IDLE_TIMER LOWBAT: EPMI1#: LLOWBAT: 
0 = Not Active time-out: 0=Not Active |0=Not Active 0 = Not Active 
1 = Active QO=Not Active |Q=NotActive |1 = Active 1 = Active 1 = Active 
1 = Active 1 = Active 


PMI#1, 
EPMIO#: 


0 = Not Active 
1 = Active 


PMI#6, Resume 
or INTRGRP: 

0 = Not Active 

1 = Active 


PMI#5, 
R_TIMER 
time-out: 


SYSCFG 5Dh if AEh[7] = 0 


PMI#15, PMI 4, 
GNR1_ 
ACCESS: 


0 =None 
1 = Active 


SYSCFG 5Dh if AEh[7] = 1 
PMI#15, 


0 = Not Active 
1 = Active 


KBD_ACCESS: | DSK_ACCESS: | LCD_ACCESS: | GNR1_ TIMER: 
0 = Not Active 


Default = 00h 
PMI#8, 
LCD_TIMER: 


0 = Not Active 
1 = Active 


PMI SMI Source Register 2 (Write 1 to Clear) 
PMI#13, PMI#1 2, PMI#11, PMI#10, 
KBD_TIMER: 


0 =Not Active 
1= Active 


PMI#9, 
DSK_TIMER: 
0 = Not Active 
1 = Active 


0 = Not Active 
1 = Active 


0 = Not Active 


1 = Active 1 = Active 


Default = 00h 


PMI SMI Source Register 2A (Write 1 to Clear) 


Reserved PMI#11 Reserved 


GNR5_ 
ACCESS: 


0 = None 


SYSCFG DCh if AEh[7] = 0 
PMI#23, PMI#22, 


HDU_ COM2_ 
ACCESS: ACCESS: 


0 = Inactive 0 = Inactive 
1 = Active 1 = Active 


SYSCFG DCh if AEh[7] = 1 


PMI#21 , 

COM1_ 
ACCESS: 
0 = Inactive 
1 = Active 


PMI#20, 
GNR2_ 
ACCESS: 


1 = Active 


PMI#20, 
GNR6_ 
ACCESS: 


0 = Clear 
1 = Active 


Reserved 
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0 = Inactive 


PMU SMI Source Register 3A (Write 1 to Clear) 


GNR5_TIMER: 


0 = None 
1 = Active 


See 
PMU SMI Source Register 3 (Write 1 to Clear) 


Default = 00h 


PMI#16, 
GNR2_ 
TIMER: 
0 = Inactive 
1 = Active 


Default = 00h 


PMI#16, 
GNR6_ 
TIMER: 
0 = Clear 
1 = Active 
Sg 


PMI#17, 
COM1_ 
TIMER: 
0 = Inactive 
1 = Active 


PMI#19, 
HDU_ 
TIMER: 
0 = Inactive 
1 = Active 


PMI#18, 
COM2_ 
TIMER: 


0 = Inactive 
1 = Active 


Reserved 
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Table 4-159 SMI Service Registers (cont.) 
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SYSCFG DDh PMU SMI Source Register 4 (Write 1 to Clear) Default = 00h 


PMI#39, PMI#38, PMI#37, PMI#28, PMI#27, PMI#26, PMI#25, PMI#24, 
PCI retry CISA/PCI IRQ DMA_ DMA DOZE_ RINGI: EPMI3# pin/ EPMIl2# 
limit: driveback trap: ACCESS: Request: TIMER: 0 = Inactive cool-down pin: 
0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 1 = Active clocking: 0 = Inactive 
1 = Active 1 = Active 1 = Active 1 = Active 1 = Active 0 = Inactive 1 = Active 
1 = Active 


SYSCFG DDh - FS ACPI Version PMU SMI Source Register 4 (Write 1 to Clear) Default = 00h 


PMI#39, PMI#38, PMI#37, PMI#28, PMI#27, PMI#26, PMI#25, PMI#24, 
ACPI SMI: CISA/PCI IRQ DMA_ DMA DOZE_ RINGI: EPMI3# pin/ EPMI2# 
O=Inactive | driveback trap: ACCESS: Request: TIMER: 0 = Inactive cool-down pin: 

1 = Active 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 1 = Active clocking: 0 = Inactive 
1 = Active 1 = Active 1 = Active 1 = Active 0 = Inactive 1 = Active 


1 = Active 
SYSCFG EAh if AEh[7] = 0 PMU SMI Source Register 5 (Write 1 to Clear) Default = 00h 
PMI#36, PMI#35, PMI#34, PMI#33, PMI#32, PMI#31, PMI#30, PMI#29, 
Serial IRQ trap: |} APM Doze exit: Hot docking H/W DOZE _ GNR4_ GNR3_ GNR4_ GNR3_ 
0 = Inactive 0 = Inactive time-out SMI: | TIMER reload ACCESS ACCESS TIMER TIMER 
1 = Active 1 = Active 0 =Inactive | (on Doze exit): 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 
1 = Active 0 = Inactive 1 = Active 1 = Active 1 = Active 1 = Active 
1 = Active 


SYSCFG EAh if AEh[7] = 1 PMU SMI Source Register 8 (Write 1 to Clear) Default = 00h 


Reserved PMI#32, PMI#31, PMI#30, PMI#29, 
GNR8 __ GNR7_ GNR8_ GNR7_ 
ACCESS ACCESS TIMER TIMER 
0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 
1 = Active 1 = Active 1 = Active 1 = Active 
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4.17.4.1_| PMI Source Register Details 

SYSCFG 5Ch, 5Dh, DCh, DDh, and EAh indicate the SMI 
source. When a PMI event occurs, the corresponding bit will 
be set to 1 and the SMI# signal will then be generated. In the 
SMI service routine, SMM code must check these registers 
for the PMI source(s) and then clear them. Otherwise, for all 
but the EPMI pins, the latched PMI source will generate SMl# 
continuously. SMI code normally clears only one event at a 
time to keep track of the events as they are serviced, but all 
events can be cleared at once if desired. Note that clearing 
SYSCFG 5Ch[6] will clear SYSCFG 5ChI[7] also. 


Refer to Section 4.15.5, "Suspend and Resume" for informa- 
tion on PMI#6 when it is used to indicate a resume event. 


4.17.4.2.EPMI Pin PMI Sources 

The EPMI[1:0]# pins’ PMI source indicator bits behave a little 
differently than the rest of the PMI source indicator bits. For 
PMI#1 and PMI#2, the EPMI[1:0]# inputs are not latched by 
default, so SYSCFG 5Ch[2:1] are not latched. Therefore, an 
external device could trigger an SMI by toggling one of the 


Table 4-160 [I/O SMI Trap Indication Registers 


EPMI[1:0]# lines, but if the device returns the EPMI line to its 
inactive state before SMM code reads SYSCFG 5Ch[2:1], the 
code would not be able to recognize the event that triggered 
the SMI. Likewise, an EPMI[1:0]# edge could initiate a 
resume from suspend mode, but then would not be recog- 
nized if the EPMI pin went to its inactive state. 


SYSCFG At1h[0] is provided to allow EPMI[1:0]# to be 
latched like other PMls. If SYSCFG A1h[0] is written to 1, 
EPMI[1:0]# events will be latched at SYSCFG 5Ch[2:1]. Writ- 
ing a 1 into the active bit(s) then clears the PMI. 


For PMl#24 and PMIl#25, the EPMI[3:2]# inputs are always 
latched, regardless of the A1h[0] setting. 


4.17.5 I/O SMI Trap Indication 

FireStar provides a means for SMM code to determine the 
I/O port whose access caused the SMI, a bit to indicate 
whether the access was a read or a write, as well as the write 
data with SBHE# status for write instructions. The registers 
that provide the above data are shown in Table 4-160. 


a ee ee ee eee 


SYSCFG D6h 


APM doze exit 


PMI#35: 


0 = Disable 
1 = Enable 


PMU Control Register 10 
SBHE# status 


Default = 00h 

I/O port access 
trapped (RO): 
0 = I/O read 

1 =l/O write 


Access trap 
bit AQ (RO) 


Access trap 


trap (RO) bit A8 (RO) 


See 


SYSCFG D7h 
Access trap address bits A[7:0]: 


Access Port Address Register 1 


Default = 00h 


- These bits, along with SYSCFG D6h[1 :0] and SYSCFG EBh[7:0] provide the 16-bit address of the port access that caused the SMI trap. 
- SYSCFG D6h[2] indicates whether an I/O read or an I/O write access was trapped. 
- SYSCFG D6h[3] gives the status of the SBHE# signal for the I/O instruction that was trapped. 


SYSCFG EBh 


Reserved 


SYSCFG ECh 
\/O write data trap[1 5:8]: 


Access Port Address Register 2 


Default = 00h 


Access trap address bits A[15:10]: 
These bits along with SYSCFG D6h[1 :0] and D7h[7:0] provide the 16-bit address of the port access 


Default = 00h 


- Along with SYSCFG EDh[7:0], this register provides the 16-bit write data for trapped |/O write instructions. 


SYSCFG EDh 


\/O write data trap[7:0]: 


Write Trap Register 2 (RO) 


Default = 00h 


- Along with SYSCFG ECh[7:0], this register provides the 16-bit write data for trapped I/O write instructions 
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4.17.6 Trapping with NMI Instead of SMM in low memory cannot be write-protected. Hence, using NMI 
Many system events require more immediate service than is trapping is not as secure as SMI trapping. 

possible with the current SMI scheme, which takes approxi- 
mately 4us to enter SMM and another 4us to exit. Therefore, 
FireStar offers the possibility of selectively diverting the PMI 
event from generating SMI with NMI. The drawback to this 
scheme is the lack of protection involved. The interrupt vector 


Note that the NMI Trap Enable bit must not be set if an SMI is 
enabled for this PMI event. Table 4-161 shows the NMI Trap 
Enable registers. 


Table 4-161 NMI Trap Enable Bits 


eee 


SYSCFG 38h NMI Trap Enable Register 1 Default = 00h 


PMI#7 NMI: PMI#6 NMI: PMI#5 NMI: PMI#4 NMI: PMI#3 NMI: PMI#2 NMI: PMI#1 NMI: PMI#0 NMI: 

0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 

1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
aaa a EEE EE ——ck 
SYSCFG 39h NMI Trap Enable Register 2 Default = 00h 


PMI#15 NMI: PMI#14 NMI: PMI#13 NMI: PMI#12 NMI: PMI#11 NMI: PMI#10 NMI: PMI#9 NMI: PMI#8 NMI: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
CEFF Cs_ gs ggg gg, 
SYSCFG 3Ah NMI Trap Enable Register 3 Default = 00h 


PMI#23 NMI: PMI|#22 NMI: PMI#21 NMI: PMI#20 NMI: PMI#19 NMI: PMI#18 NMI: PMI#17 NMI: PMI#16 NMI: 


0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 


SYSCFG 3Bh NMI Trap Enable Register 4 Default = 00h 


PMI#31 NMI: PMI#30 NMI: PMI#29 NMI: PMI#28 NMI: PMI#27 NMI: PMI#26 NMI: PM1#25 NMI: PMI#24 NMI: 


0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enabl 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
SYSCFG 3Ch NMI Trap Enable Register 5 Default = 00h 


Reserved PMI#37 NMI: PMI#36 NMI: PMI#35 NMI: PMI#34 NMI: PMI#33 NMI: PMI#32 NMI: 


0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
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4.18 Utility Registers 
The registers below provide SMM code with a general pur- beeps on the system speaker without modifying the ISA-com- 
pose storage region and a means of generating warning patible I/O ports. 


Table 4-162 Utility Registers 


eae a ee Ses 


SYSCFG 51h Beeper Control Register Default = 00h 


Reserved Beeper control: 
00 = No Action 
01 = 1kHz 
10 = Off 
11 = 2kHz 
SSS SSS SSS SSS 
SYSCFG 52h Scratchpad Register 1 Default = 00h 


General purpose storage byte: 

- For CISA Configuration Cycles: Data phase information, low byte 
Sara j}#jj nl 
SYSCFG 53h Scratchpad Register 2 Default = 00h 


General purpose storage byte. 
- For CISA Configuration Cycles: Data phase information, high byte 


SYSCFG 6Ch Scratchpad Register 3 Default 


General purpose storage byte 
- For CISA Configuration Cycles: Address phase 1 information, low byte 
SYSCFG 6Dh Scratchpad Register 4 Default = 00h 


General purpose storage byte 
- For CISA Configuration Cycles: Address phase 1 information, high byte 
SYSCFG 6Eh Scratchpad Register 5 Default = 00h 
General purpose storage byte 
- For CISA Configuration Cycles: Address phase 2 information, low byte 
SSS 
SYSCFG 6Fh Scratchpad Register 6 Default = 00h 


General purpose storage byte 
- For CISA Configuration Cycles: Address phase 2 information, high byte 
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4.19 Hot Docking Feature 


The “hot” attachment of a docking station to a notebook com- 
puter requires the computer to have certain capabilities that 
are listed below: 


1. A mechanism to sense the beginning and the end of 
docking. 


2. The ability to tristate the ISA and PCI buses when dock- 
ing is in progress and to not generate bus cycles during 
that period. 


3. The capability of either continuing with normal operation, 
or of generating an SMI if the end of docking is not 
sensed within a certain time period. 


The docking station also needs to have the capability of indi- 
cating the start of docking and the capability to indicate the 
completion of docking. This is usually accomplished by using 
special dock connectors that have “early” and “late” connec- 
tions. The male connector is on the docking station and has 
several long pins. During insertion, these pins make contact 
with their counterparts on the notebook earlier than the other 
pins. One of these pins (HDI - Hot Docking Indicator) may be 
asserted by the docking station and can be used to indicate 
the beginning of insertion. Later on, when all pins make con- 
tact, the HDI pin may be deasserted to indicate the comple- 
tion of docking, following which the notebook may start 
driving the ISA bus again. Referring to Figure 4-42, traversal 
time may be defined as the time taken for the shorter pins to 
make contact after the longer pins have made contact. The 
ISA bus signals have to be tristated after the HDI pin is 
detected as active and before the shorter pins make contact. 
This is not expected to be a problem because traversal time 
is usually of the order of a few milliseconds, whereas the 
longest back-to-back ISA cycles are of the order of a few 


Figure 4-42 Insertion Times 


microseconds; hot docking may therefore be detected and 
the ISA bus tristated well within the traversal time period. 


FireStar implements this feature by making use of one of the 
EPMI# inputs as the HDI pin and a programmable time-out 
counter that is loaded with a value that is an estimate of the 
traversal time. Any one of the EPMI# inputs may be pro- 
grammed to perform the HDI function. An active EPMI# input 
is an indication to the chipset that docking is in progress. 


On the occurrence of an active signal on the selected EPMI# 
input, the time-out counter is started, as shown in Figure 4- 
43. FireStar’s logic then causes the CPU to stop operation 
after the current cycle is completed by placing it on hold to 
ensure that another ISA bus cycle is not started while docking 
is in progress. After the system completes the current ISA 
bus cycle, which could be in the order of a few microseconds 
for certain ISA bus cycles, the ISA bus signals are tristated, 
and remain tristated till either the time-out counter runs out, 
or the HDI input is deasserted, whichever occurs earlier. The 
HDI input is expected to be deasserted within the time-out 
period. If the HDI input is deasserted within the time-out 
period as shown in Figure 4-43, it indicates that docking was 
completed within the expected time of insertion, and that the 
ISA bus may be driven again. If it is not deasserted within the 
time-out period as shown in Figure 4-44, it may be construed 
that docking was not completed in the expected time. In this 
situation, the option of either generating an SMI or ignoring 
the time-out and driving the ISA bus again is provided. Figure 
4-44 shows the case where an SMI is generated due to the 
time-out period elapsing. 


Note that the PCI bus is automatically disabled, and its sig- 
nals tristated, when the ISA bus is tristated. Therefore, it may 
be possible to hot dock on the PCI bus as well as the ISA 
bus. 


Long pins make contact 


HDI | 
| 4 Microseconds . 
ISA Bus Driven 


Lag Docking Tlme — 


Shorter pins make contact 


Traversal Time | 
Milliseconds Range I 


Tristated | Driven 
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Figure 4-43 HDI Input Deasserted Within Time-out Period 


I Docking Time I I 
2 ——$— i —-_—$ i —— ———_____ 


HDI 


ISA Bus 


Time-out 
Counter 


Figure 4-44 HDI Input Not Deasserted Within Time-out Period (SMI generated on time-out) 


HDI 


ISA Bus Driven Tristated 


Time-out 


Time-out 
Counter 
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4.19.1 
1. 


Initialization Procedure: 
Select the EPMI# input on which HDI will be provided by 
appropriately setting SYSCFG FOoh[1:0]. 


Set SYSCFG EFh[6:5] if debouncing is required on the 
selected EPMI# pin. It is recommended that debouncing 
be enabled. 


Select the polarity of the HDI input by appropriately set- 
ting SYSCFG 40h[2], or 40h[1], or DBh[5], or DBh[4], 
depending on which EPMI# input is selected as the HDI 
input. 


Docking may be done when the system is in suspend. If 
so desired, disable the capacity of the selected EPMI# to 
generate a resume by setting SYSCFG Bih[7], or 
Bih[6], or 6Ah[7], or 6Ah[6] to 0. If a resume operation 
on docking is desired, the appropriate bit must be set to 
1. 


Table 4-163 Hot Docking Control Register Bits 


Set the time-out period by programming SYSCFG 
EFh[2:0]. If the system is in suspend, a default time-out 
of 1ms generated from the 32kHz clock is used to over- 
ride this setting. 


If an SMI is to be generated on time-out, set SYSCFG 
EFh[4]. 


Enable the capacity of the selected EPMI# input to gen- 
erate an SMI by setting SYSCFG 58h[5:4], or 58h[3:2], 
or D9h[3:2], or D9h[1:0] to 11b. 


Enable hot docking by setting SYSCFG EFh[7] to 1. 


Finally, enable the global SMI generation control by set- 
ting SYSCFG 5Bh[6] to 0. 


Table 4-163 shows the register bits associated with hot dock- 


ea ee Ee ee ee ee Ee eee eee 


SYSCFG EFh 


Hot docking H 
enable: 


0 = Disable 


1 = Enable 
(De fault) 


Hot Docking Control Register 1 


HDI active level: HDI SMI: 


0 = Active high |}0 =No SMlon 

1 = Active low time-out 
(De fault) 

1 = Generate 
SMI on 
time-out 


DI input debounce rate: 
00 = 100us 

01 = 512us 

10 =1ms 

11 =2ms 


Also see 
SYSCFG 
AAh|[0] 


Default = 00h 


HDI time-out period: 
000 = 1ms 100 =512ms 
001 =8ms 101 =2s 
010 = 64ms 110 = 8s 
011 = 256ms 111 =16s 


SYSCFG AAh 


Sc 


SYSCFG 40h 
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Thermal Management Register 6 


PMU Control Register 1 


0 = Active high 
1 = Active low 


Default = 00h 


HDI input: 

0 =HDI 

1 = EPMI indi- 
cated by 
SYSCFG 
FOh[1 :0] 

ay 
Default = 00h 


EPMI trigger for HDI: 
00 = EPMIO# 
01 = EPMI1# 
10 = EPMl2# 
11 = EPMI3# 
Also see SYSCFG AAh|[0] 


See 


Default = 00h 


EPMIO# 
polarity : 
0 = Active high 
1 = Active low 


polarity: 
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Table 4-163 Hot Docking Control Register Bits (cont.) 


7 
SYSCFG DBh if AEh[7] = 0 Next Access Event Generation Register 2 Default = 00h 


External External 
EPMI3# pin EPMI2# pin 
polarity : polarity: 
0 = Active high |0= Active high 
1=Activelow |1= Active low 


SESS aaa 
feyecraE ein 7 RSMGRP aa Seat 2 Ane = a 


EPMI3# EPMIl2# 
Resume: Resume: 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 
SSS SSTq 


Sees 
SYSCFG 6Ah OTRSEGRET iat asian oa peak = 00h 


EPMI1# EPMIO# 
Resume: Resume: 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 


See Ss Ss 
SYSCFG 58h RUE eisae PRET Senate = saan 


EPMI1# PMI#2 SMI: EPMI0# PMI#1 SMI: 


00 = Disable 00 = Disable 
11 = Enable 11 = Enable 
Re 


SYSCFG D9h PMU Event Register 6 Default = 


EPMI3# cool-down clocking EPMl2# 
PM1#25 SMI: PM1#24 SMI: 

00 = Disable 00 = Disable 

11 = Enable 11 = Enable 


Seg 
SYSCFG 5Bh if AEh[7] = 0 PMU Event Register 4 Default = 00h 


Global SMI 
control: 
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5.0 Register Descriptions 


There are three broad classes of FireStar configuration regis- Notes: 1. Bits/registers that are new or have changed 
ters spaces: (between Data Book Rev 0.2 and Data Book 
Rev 1.0), are underlined and denoted with a 


1) PCI Configuration Register Space change bar in the margin. 


2) System Control Register Space 
3) 1/O Register Space 2. All bits/registers are read/write and their default 


value is 0 unless otherwise specified. 
Table 5-1 details the locations and access mechanisms for 
registers located within these register spaces. 3. All reserved bits/registers MUST be written to 0 


unless otherwise specified. 


Table 5-1 Register Locations and Access Mechanisms 


System Control _ | Control | SYSCFG O0h-FFh | O0Oh-FFh lindexloadedino2zh,i(‘séC*d loaded in 022h, Section 5.1, SYSCFG Register Space | 5.1, SYSCFG Register Space 
Data to/from index through 024h 


PCI PCIDVO 00h-FFh Through PCI Configuration Mechanism Section 5.2, PCIDVO Register Space 
Configuration #1 as: Bus #0, Device #0, Function #0 


PCIDV1 00h-FFh Through PCI Configuration Mechanism Section 5.3, PCIDV1 Register Space 
#1 as: Bus #0, Device #1, Function #0 


PCIIDE 00h-47h Through PCI Configuration Mechanism Section 5.4, IDE Register Space 
#1 as: Bus #0, Device #14h, Function 
#0, or Bus #0, Device #1, Function #1 


/O Register Port 00Oh-FFFFh CPU Direct I/O R/W Section 5.5, I/O Register Space 
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The following briefly describes how to access FireStar and 
PCI devices. FireStar uses PCI Configuration Mechanism #1 
to access the configuration spaces. Two I/O locations are 
used in this mechanism. The first I/O location, CF8h (which 
must be a double-word), references a read/write register 
called CONFIG_ADDRESS. The second I/O address, CFCh 
(which can be byte, word, or double-word), references a reg- 
ister called CONFIG_DATA. The general mechanism for 
accessing the configuration space is to write a value into 
CONFIG_ADDRESS that specifies the PCI bus, the device 
on that bus, and the configuration register in that device 
being accessed. A read or write to CONFIG_DATA will then 
cause FireStar to translate that CONFIG_ADDRESS value to 
the requested configuration cycle on the PCI bus. Below is an 
example to read PCIDV1 00h (the register located at 00h in 
the PCI Configuration Space of the 82C700): 


Table 5-2 CONFIG_ADDRESS Example 


| Reserved | 


MOV EAX,80000800h specifies the device, function, 
and register number 

MOV DX,0CF8h ;CONFIG_ADDRESS 

OUT DX,EAX 

MOV DX,0CFCh ;CONFIG_DATA 

IN EAX,DX 


The content of the CONFIG_ADDRESS shown above pos- 
sesses the following meanings (device number 00001b 
means the 82C700 is designed to use AD12 as the IDSEL) 
as shown in Table 5-2. 


Table 5-3 shows the correspondence of device number of the 
IDSEL actually generated on the PCI bus during configura- 
tion cycles. 


eT a 
pen SYCC“<~sS~“‘CéCCSC*d*S 


Table 5-3 Device Number Decode 
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5.1 SYSCFG Register Space 


An indexing scheme is used to access the System Control 
Register Space (SYSCFG). Port 022h is used as the Index 
Register and Port 024h as the Data Register. Each access to 
a register within this space consists of: 


1) awrite to Port 022h, specifying the desired register in the 
data byte, 


2. followed by a read or write to Port 024h with the actual 
register data. 


The index resets after every access; so every data access 
(via Port 024h) must be preceded by a write to Port 022h 
even if the same register is being accessed consecutively. 


Port 023h is the Data Register for DMA clock select. 


Table 5-4 SYSCFG Base Select Register 


PCIDV1 5Fh 


Table 5-5 gives the bit formats for the registers located at 
SYSCFG 00h-2Fh. Table 5-6 gives the bit formats for the reg- 
isters located at SYSCFG 30h-FFh which are the power man- 
agement registers. 

5.1.1. System Configuration Register Index/Data 
Programmable 

The SYSCFG index/data ports default to 022h/024h as in 
previous OPTi chipsets, but now these registers are accessi- 
ble at other locations as well. PCIDV1 5Fh is provided to pro- 
gram the upper bits of the index/data port I/O address. These 
register bits default to 0, leaving the traditional 022h/024h 
locations as index/data. Refer to Table 5-4. 


Contig. Register Index/ Data Port Address 


Configuration Register Index/Data Port Address bits A[15:8]: 


This byte provides the upper address bits of the 16-bit address for the system configuration registers index/data port. Bits A[7:0] 
always point to 022h/024h. At reset this register defaults to 0, so the full I/O address for the index/data ports is 0022/0024h. 


Table 5-5 SYSCFG 00h-2Fh 


ae a ee ee ee ee ee ee 


SYSCFG 00h 


Enable pipelin- 
ing of single 
CPU cycles to 
memory: 

0 = Disable 
1 = Enable 


Video memory 
byte/word read 
prefetch enable: 

0 = Disable 

1 = Enable 
Setting enables/ 
disables the 
prefetching of 
bytes/words 
from PCI video 
memory by the 
CPU. 


Sony SONIC- 
2WP support 
enable:(") 

0 = No Sony 
SONIC- 
2WP 
installed 


Byte/word 


0 = Disable 
1 = Enable 


1 = Sony 
SONIC- 
2WP 
installed 


Byte Merge/Prefetch & Sony Cache Module Control Register 


merge support: 


Default = 00h 


Enable internal 
HOLD requests 
to be blocked 
while perform- 
ing byte merge: 
0 = Disable 
1 = Enable 


Time-out counter for 
byteword merge: 
00 = 4 CPUCLKs 
01 = 8 CPUCLKs 
10 = 12 CPUCLKs 
11 =16 CPUCLKs 
Setting determines maximum time 
difference between two consecu- 
tive PCI byte/word writes to allow 
merging. 


Byte/word 
merging with 
CPU pipelining 
(NA# genera- 
tion) support: 
0 = Disable 
1 = Enable 


(1) If bit 5 is set, ensure that the L2 cache has been disabled (i.e., set SYSCFG 02h[3:2] = 00). 


SYSCFG 01h 


RAS# active/ 
inactive when 


Row address 
HOLD after 
RAS# active: starting a 
0=2CPUCLKs| master cycle: 
1=1CPUCLK |0= Active 
(normal 
page mode) 


RAS pulse 
width used during refresh: 
00 = 7 CPUCLKs 
01 =6 CPUCLKs 
10 = 5 CPUCLKs 
11 = 4 CPUCLKs 


1 = Inactive 
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DRAM Control Register 1 


Default = 00h 


RAS 
precharge time: 
00 = 6 CPUCLKs 
01 =5 CPUCLKs 
10 = 4 CPUCLKs 
11 = 3 CPUCLKs 


CAS pulse 
width during 
reads: 
0 = 3 CPUCLKs | 0 = 3 CPUCLKs 
1 =2 CPUCLKs | 1 = 2 CPUCLKs 
For 1 CPUCLK 
width, refer to 
SYSCFG 
1Ch[0]. 


CAS pulse 
width during 
writes: 
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Table 5-5 SYSCFG 00h-2Fh (cont.) 


7 
SYSCFG 02h Cache Control Register 1 Default = 00h 


L2 cache size selection: L2 cache write policy: L2 cache operating mode select: DRAM CAS 
If SYSCFG If SYSCFG 00 = L2 cache write-through 00 = Disable posted write: | precharge time: 
OFh[0] = 0 OFh[0] = 1 01 = Adaptive writeback Mode 1 | 01 = Test Mode 1; External Tag 0= Disable |0=2 CPUCLKs 
00 = 64KB 00 = 1MB 10 = Adaptive writeback Mode 2 Write (Tag data write- 1=Enable |1=1CPUCLK 
01 = 128KB 01 = Reserved | 11 = L2 cache writeback through SYSCFG 07h) 


10 = 256KB 10 = Reserved 10 = Test Mode 2; External Tag 
11 =512KB 11 = Reserved Read (Tag data read from 
SYSCFG 07h) 
11 = Enable L2 cache 
SYSCFG 03h Cache Control Register 2 Default = 00h 


Timing for burst writes Leadoff cycle time for writes Timing for burst reads Leadoff cycle time for reads 
to L2 cache: to L2 cache: to L2 cache: to L2 cache: 
00 = X-4-4-4 10 = X-2-2-2 00 = 5-X-X-X 10 =3-X-X-X 00 = X-4-4-4 10 =X-2-2-2 00 = 5-X-X-X 10 =3-X-X-X 
01 = X-3-3-3 11 = X-1-1-1 01 = 4-X-X-X 11 =2-X-X-X 01 =X-3-3-3 11 = X-1-1-1 01 =4-X-X-X 11 =2-X-X-X 
SYSCFG 04h Shadow RAM Control Register 1 Default = 00h 


CC000h-CFFFFh C8000h-CBFFFh Sync SRAM EOO00h- Coo00h-C7FFFh 
read/write control: read/write control: pipelined read | EFFFFh range read/write control: 
00 = Read/write PCI bus 00 = Read/write PCI bus cycle 1-1-1-1 selection: | 00 = Read/write PCI bus 
01 = Read from DRAMMrite to 01 = Read from DRAMMrite to enable:(") Determines 01 = Read from DRAMMrite to 
PCI PCI 0 = Implies whether this PCI 


10 = Read from PClMrite to 10 = Read from PClMrite to leadoff T- | region will be 10 = Read from PClMrite to 
DRAM DRAM state for treated like the DRAM 


ipe- | FO000 BIOS 
11 = Read/write DRAM 11 = Read/write DRAM aad pipe 11 = Read/write DRAM 
lined cycle = | area or 


2() whether it will 
1 = Enables always be non- 
. leadoff T- cacheable. 


state for 0 = E0000h- 


read pipe- EFFFFh 

lined cycle = area will 

18) always be 
non-cache- 
able 


1 = EO000h- 
EFFFFh 
area will be 
treated like 
the Fooo0h 
BIOS area. 

If this bit is set, 

then SYSCFG 

O6h[3:2] and 

[1:0] Should be 

set identically. 


(1) If SYSCFG 03h[3:2] = 11, then this register setting is valid. 
(2) It will be a 3-1-1-1 cycle followed by a 2-1-1-1 cycle, or a 3-1-1-1 cycle for successive pipelined cycles, based on SYSCFG 10h[5]. 


(3) It will be a 3-1-1-1 cycle followed by a 1-1-1-1 cycle for successive pipelined cycles. SYSCFG 10h[5] must be set to 1. 
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Table 5-5 SYSCFG 00h-2Fh (cont.) 


ae Pe ee ee ee ee ee ee ee 


SYSCFG 05h Shadow RAM Control Register 2 Default = 00h 
DC000h-DFFFFh D8000h-DBFFFh D4000h-D7FFFh DO0000h-D3FFFh 
readMrite control: readMrite control: readMrite control: readMrite control: 
00 = Read/write PCI bus 00 = Read/write PCI bus 00 = Read/write PCI bus 00 = Read/write PCI bus 
01 = Read from DRAMMrite to 01 = Read from DRAMMrrite to 01 = Read from DRAM Mrite to 01 = Read from DRAMMrite to 
PCI PCl PCI PCI 

10 = Read from PClIMrite to 10 = Read from PClMrite to 10 = Read from PClMrite to 10 = Read from PClMrite to 
DRAM DRAM DRAM DRAM 

11 = Read/write DRAM 11 = Read/write DRAM 11 = Read/write DRAM 11 = Read/write DRAM 


DRAM hole_ | Wait state addi- C0000h- FOO00h- FOO00h-FFFFFh E0000h-EFFFFh 
in system tion for PCI C7FFFh FFFFFh readMrite control: read/write control: 


memory from master cacheability: | cacheability: | 00 = Read/write PCI bus 00 = Read/write PCI bus 
80000h- snooping: 0=Not O=Not 


01 = Read from DRAM Mrite to 01 = Read from DRAMMrite to 
QFFFFh:") |0=Do not add cacheable cacheable PCI PCI 


0 = No hole in await state |1 = Cacheable |1-=Cacheable | 140 = Read from PClirite to 10 = Read from PClMrite to 
memory for the inL1 and L2 inL1 and L2 DRAM DRAM 


bares eh va aes = Read/write DRAM 11 = Read/write DRAM 
hole in access fin- abled by abled by 11 = Read/write = Read/write 


memo ; 
a snooping o8h[0)) Osho) | E0000h-EFFFFh teadiwrite con- 
Add a wait trol should have the same setting 


state for the as this. 


cycle 
access to 
finish and 
then do the 
snooping 
(1) This setting gives the user the option to have some other device in the address range 80000h-9FFFFh instead of system memory. When 
bit 7 is set, the 82C700 will not start the system DRAM controller for accesses to this particular address range. 
SYSCFG 07h Tag Test Register Default = 00h 


- Data from this register is written to the tag, if in Test Mode 1 (refer to SYSCFG O2h). 
- Data from the tag is read into this register, if in Test Mode 2 (refer to SYSCFG 02h). 
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Table 5-5 SYSCFG 00h-2Fh (cont.) 


[a a aa a ea a ee 


SYSCFG 08h CPU Cache Conirol Register Default = 00h 


Reserved Snoop filtering CPU HITM# Parity Reserved CPU address L1 cache BIOS area 
for bus pin sample checking: pipelining for writeback and | cacheability in 

masters :(") timing: 0 = Disable DRAM burst write-through L1 cache: 

0=Disable |0 = Delay 1 1 = Enable cycles: control: 


1 = Enable CLK Not supported, 0 = Disable 0 = Write- 


Determines if 
system BIOS 


(HITM# 
sampled on 
3rd rising 
edge of 
PCICLK 
after 
EADS# 
assertion) 

1 = No delay 
(HITM# 
sampled on 
2nd rising 
edge of 
PCICLK 
after 
EADS# 
assertion) 


1 = Enable 
(Allow: 
X-2-2-2-3-2-2-2 
if SYSCFG 
1Fh[5] = 1 

or 
X-2-2-2-2-2-2-2 
if SYSCFG 
1Fh[5] = 0 


or 


X-2-2-2-X-2-2-2 


if SYSCFG 
1Fh[5] = 0 and 
11[4] = 1) 


through only 


1 = Writeback 
enabled 


area EQ000h- 
FFFFFh (if 
SYSCFG 04h[2] 
= 1) or FOOOOh- 
FFFFFh (if 
SYSCFG 04h[2] 
= 0), and video 
BIOS area 
C0000h- 
C7FFFh is 
cacheable in 

L1 or not. 

0 = Cacheable 


1=Not 
Cacheable 


(1) Fora master request if the subsequent read/write is within the same cache line, CPU ‘Inquire’ cycles are not done until there is a cache 
line miss (i.e., line comparator not activated for accesses within the same cache line). 


SYSCFG 09h 


DRAM Hoke B size: 
00=512KB 10=2MB 
01 =1MB 11 =4MB 
Address for this hole is specified 


in SYSCFG OBH7 :0] and OCh[3:2] | 11 = Enable hole in DRAM 


SYSCFG 0Ah 


DRAM Hole A starting address: 


DRAM Hole B control mode: 


00 = Disable 


01 = WT for L1 and L2 


System Memory Function Register 


DRAM Hole A size: 


10 =2MB 
11 =4MB 


10 = Non-cacheable for L1 and L2} Address for this hole is specified 


Default = 00h 


DRAM Hole A control mode: 


00 = Disable 


01 = WT for L1 and L2 
10 =Non-cacheable for L1 and L2 


in SYSCFG OAH7 :0] and OCh[1:0] | 11 = Enable hole in DRAM 


DRAM Hole A Address Decode Register 


- These bits along with SYSCFG OCh[1 :0] are used to specify the starting address of DRAM Hole A. 


- These bits, AST[7:0], map onto HA[26:19] lines. 


SYSCFG OBh 


DRAM Hole B starting address: 


Default = 00h 


DRAM Hole B Address Decode Register 


- These bits along with SYSCFG OCh[3:2] are used to specify the starting address of DRAM Hole B. 


- These bits, BST[7:0], map onto HA[26:19] lines. 


SST 
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Table 5-5 SYSCFG 00h-2Fh (cont.) 


ee ae Se ee ee ee ee ee ee 


SYSCFG 0Ch DRAM Hole Higher Address Default = 00h 


1 = Generate If set, CPU-to- DRAM Hole B 
ADSCG# 2 PCI memory starting address: 
CPU clocks device can not 
after CPU be X-3-3-3 
ADS# is except line hit 
asserted. with previous 

This is used in cycle. 

case sync = Ath F This bit will 

at 3-1-1-1. only if 


1Fh[2] is turned 
on and CPU/ 
PCI CLK is 


synchronous 
Not supported. 


Fast BRDY# 
generation for 
DRAM write 
page hits. 
BRDY# for 
DRAM writes 
generated on: 


HACALE cycle: 

0 = Normal 
timing 

1 = HACALE 
one-half a 
clock cycle 
early 


DRAM Hole A 
starting address: 
These bits are used in conjunction | These bits are used in conjunction 
with the bits in SYSCFG OBh to 
specify the starting address of 
DRAM Hole B. These bits, 
BST[9:8], map onto HA[28:27]. 


with the bits in SYSCFG OAh to 
specify the starting address of 
DRAM Hole A. These bits, 
AST[9:8], map onto HA[28:27]. 


orted. 


SYSCFG 0Dh 
Sync SRAM 


CPU memory. | BOFF# genera- 


Clock Control Register 
Preempt GUI Enable 


clock source: 


tion control: 


OQ = CPU clock 
1 = ECLK 


cycle always 


0 = No change 
in BOFF# 


whenever AOO0O00h- 
i BFFFFh 
as system 

memory: 


Add one more 
wait state dur- 
ing PCI master 
cycle with Intel- 
type address 


Give FireStar 
control of the 
PCI bus on 
STOP# genera- 
tion after HITM# 


Default = 00h 


CPU clock is 
slowed down to 
below 33MHz: 
0 =No 
1 = Yes 


Not supported. is active: 


0=No 
1 = Yes(?) 


0=No 
1 = Yes 


toggling"): 
0=No 
1=Yes 


ISA bridge 
is removed 


BRDY# 


Recommend to 
set this bitif ISA 
refresh is 
enabled. 


(1) If the PCI master does its address toggling in the style of the Intel 486 burst, rather than a linear burst mode style, then one wait state 
needs to be added. 


(2) FireStar has control over the PCI bus until the writeback is completed. If PCl master pre-snoop has been enabled (SYSCFG OFh[7] = 1), 
ODh[1] should be set to 1. 
— 
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Table 5-5 
7 


SYSCFG 00h-2Fh (cont.) 


SYSCFG OEh 


OQ = PCI master / 
L2 concur- 


rency with 
CPU non- 


burst cycle 
only 


1=PCl master / 
L2 concur- 
rency for all 
cycles 

Not supported. 


PCI Master Burst Control Register 1 


OQ = Disable 

1 = PCI master 
write won't 
be retried if 
GUI owns 
the bus 


(UMA feature - 
not supported) 


ISA/DMA 
master through 
internal MRD#/ 

MWR#: 
0 = Disable 
1 = Enable 
This bit must 
be turned off 
for DMA sup- 


port with 
SDRAM. 


Q = Disable 

1 = GUI high 
priority 
request in 
PCI master 
HITM# will 


not retry 


(UMA feature - 
not supported) 


Parity check 
during master 
cycles (if 
SYSCFG 
O8h[4] = 1): 
0 = Enable 
1 = Disable 


Generate NA# 

for every single 

transfer cycle: 
0 = Disable 
1 = Enable 


Write 
protection for 
L1 BIOS: 
0=No 
1 = Yes 


Default = 00h 


PCI line 
comparator (if 
SYSCFG 
O8h[6] = 1): 

0 = Use line 
comparator 
in PCI 
master 

1 = Generate 
inquire 
cycle for 
every new 
FRAME# 


SSS 


SYSCFG OFh PCI Master Burst Control Register 2 


CPU-to-DRAM | 0 = Default 

deep buffer in method 

L2 WI mode: 
0 = Disable 
1 = Enabl 


Generate 
ADSC# for 
sync SRAM 1 
clock after CPU 
ADS# in read 
cycle: 

0=No 


New mode of 
single cycle 
NA#: 
0 = No change 


in cache 
write hit tim- 


Insert wait 
states for ISA 
master access: 

0=No 

1= Yes 


PCI pre-snoop: 
0 = Disable 
1 = Enable") 
Also see 
SYSCFG 
ODhf4]. 


1 = If internal 
PCICYG 
and 
BKFRAME 
are active, 


gle transfer 
cycles will 
take 3 
CLKS to 
comple if 
the line is. 
already dirty 


(1) FireStar generates a pre-snoop cycle to the CPU assuming that the PCI master will do a burst. 
(2) SYSCFG OFh[2] needs to be set if pipelined sync SRAMs are being used. 


generation. 


Write pulse 
width: 


0 = 1 CPUCLK 


1 = CPUCLK/2 
+ internal 
delay line 


Used only in. 
3-X-X-X write 


Default = 00h 


Cache size 

selection: 
This bit along 
with SYSCFG 
O2h[1 :0] 
defines the L2 
cache size. 


SYSCFG 10h 
CPU to PCl/ 


Miscellaneous Control Register 1 
2-X-X-X 
pipelined write 
hit cycles: 

0 = Disable 
1 = Enable 


Move the write 
pulse one-half 
a clock earlier in 
3-X-X-X write 
hit cycles: 
0=No 
1 = Yes 


Move the write 
pulse one-half 
a clock later in 
X-2-2-2 write 
hit cycles: 
0=No 
1 = Yes 


Cache modified 
ISA slave cycle write cycle for a pipelined 
triggered: timing: read: 
0 = After 2.4 T2 |O=No delayon | 0 = 3-X-X-X 
1 = After 1 T2 CA4 read 
1=CA4is followed by 
delayed a 3-X-X-X 
one-half pipelined 
clock read cycle 
1 = 3-X-X-X 
read 
followed by 
a 2-X-X-X 
pipelined 
read cycle 


Leadoff cycle 


Reserved 


Default = 00h 


PCICLK 
select control:() 
0 = PCICLK is 

async to 

CPUCLK 
1 = PCICLK is 

sync to 

CPUCLK 


(1) If bit O is set, (i-e., sync PCI implementation) then the timing constraints between the PCICLK and CPUCLK inputs to FireStar must be 
met. PCICLK <= CPUCLK/2 period before CPUCLK PCICLK <= 0.5ns after CPUCLK. Note that in the sync PCICLK option, PCICLK = 


CPUCLK/2. 
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SYSCFG 11h 


Reserved Cache inactive 
during Idle 
state control: 
This bit con- 
trols the chip 
selects of the 
SRAMs. 

0 = SRAM 
active 
always 

1 =SRAM 
inactive dur- 
ing Idle 
state 


SYSCFG 12h 


REFRESH# 
pulse source: 
0 = 82C700 or 
ISA master 
is source of 
REFRESH# 
input 
1 = 32KHz clock 
Not supported. 


Sync SRAM, 

linefill cache 

write timing: machine 

0 = Normal 

1 = Delay 1 
CPUCLK 


only 


32KHz only 
11 = Reserved 


Suspend mode refresh: 
00 = From CPUCLK state 


01 = Self-refresh based on 32KHz 


10 =Normal refresh based on 


Miscellaneous Conirol Register 2 


CPU address. | 0 = TAG[7:0] 
pipelining for pins as 
DRAM burst TAGI[7:0 
cycles: outputs 
0=Controlled | 1= TAG[7:0] 
by pins as 
SYSCFG CAS[7:0]# 
O8h[2] and outputs 
AF[5] 
1 = Slow pipe- 
lining (allow 


Page miss 


0 = Enable 
1 = Disable 


X-2-2-2-X- 
2-2-2 when 
SYSCFG 
O8h[2] = 1 
and 

1F[5] = 0 


Refresh Control Register 


Slow refresh: 
Refresh on: 


00 = Every REFRESH#/32KHz 
falling edge 


01 =Alternate REFRESH#/32KHz 


falling edge 
10 = One in four REFRESH#/ 
32KHz falling edge 


11 = Every REFRESH#/32KHz 
toggle 


posted write: 


ATWLRDYB 
used to block 


CSX when 
BOFFX 


LA[23:17] 
enable from 
8Fh during 

refresh: 

0 = Disable 
1 = Enable 


Default = 00h 


Delay start: 

0 =Do not 
delay inter- 
nal master 
cycles after 
an inquire 
cycle 

1 = Delay inter- 
nal master 
cycles by 1 
PCICLK 
after 
inquire 
cycle 


Default = 00h 
MP[7:4] output 


| ia 
PCI master 
write: 


0 = Disable 


SYSCFG 13h 


Reserved 


000 = OKx36 

001 = 256Kx36 (2MB) 

010 = 512Kx36 (4MB) 
1Mx36 (8MB) 


Memory Decode Control Register 1 


Full decode for logical Bank 1 (RAS1#): 


100 = 2Mx36 (16MB) 
101 = 4Mx36 (32MB) 
110 = 8Mx36 (64MB) 
111 = 16Mx36 (128MB) 


SMRAM: 

0 = Disable 

1 = Enable 
See SYSCFG 
14h[3] 


000 = OKx36 


001 = 256Kx36 (2MB) 
010 = 512Kx36 (4MB) 
011 = 1Mx36 (8MB) 


Default = 00h 


Full decode for logical Bank 0 (RASO#): 


100 = 2Mx36 (16MB) 


101 = 4Mx36 (32MB) 
110 = 8Mx36 (64MB) 


111 = 16Mx36 (128MB) 
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SYSCFG 00h-2Fh (cont.) 


SYSCFG 14h Default = 00h 


Data buffer 
control during 
configuration 

cycles: 


Memory Decode Control Register 2 


Full decode for logical Bank 3 (RAS3#): SMRAM 
000 = OKx36 100 = 2Mx36 (16MB) control: 
001 = 256Kx36 (2MB) 101 =4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 


Full decode for logical Bank 2 (RAS2#): 
000 = OKx36 100 = 2Mx36 (16MB) 
001 = 256Kx36 (2MB) 101 =4Mx36 (32MB) 
010 = 512Kx36 (4MB) 110 = 8Mx36 (64MB) 
011 = 1Mx36 (8MB) 111 = 16Mx36 (128MB) 


Inactive 
SMIACT#: 


0 = Normal 0 = Disable 


1 = Generate 
internal 
HDOE# sig- 
nal 

Must = 1 for 

EDO timing. 


(1) If SYSCFG 13h[3] is set. 


SMRAM 

1 = Enable 
SMRAM") 

Active 

SMIACT#: 

0 = Enable 
SMRAM for 
both Code 
and Data") 

1 = Enable 
SMRAM for 
Code only() 


SYSCFG 15h 


CPU master to PCI memory slave 


write IRDY# control: 
00 = 3 PCICLKs after data 
01 = 2 PCICLKs after data 
10=1 PCICLK after data 
11 =0 PCICLK after data 


SYSCFG 16h 


This bit along 
with bit 5 and 


PCICLK3 strap 
define DIRTY, 
CMD# as 
PCICLK3 on the 
CMD# pin, and 
CACS# or 
DIRTY options 
on the CACS# 


pin. 


Reserved 


ROMCS#:KBDCS# stra 


1) 
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Default = 00h 


PCI FRAME# 
generation 
control: 


PCI Cycle Control Register 1 


CPU master to PCI slave Reserved 


write posting, bursting control: 


Master retry timer: 
Selects the delay before 
retry is attempted. 
00 = 10 PCICLKs 
01 =18 PCICLKs 
10 = 34 PCICLKs 
11 = 66 PCICLKs 


00 = No posting, no bursting 
0 = Conserva- 
tive mode 
in CPU 
pipelined 
cycle 
1 = Aggressive 
mode 
Dirty/Tag RAM Control Register Default = AOh 
Internal HDOE# 
timing control: 
0 = Negated 
normally 


01 = Posting only, no bursting 

10 = Posting, with conservative 
bursting 

11 = Posting, with aggressive 
bursting 


Single write hit Reserved 
leadoff cycle in 
a combined 
Dirty/Tag imple- 
mentation 


Pre-snoop 
control: 


Synchroniza- 
tion between 
PCICLK and 
CPUCLK: 
0 = PCICLK 
async to 
CPUCLK 
1 =PCICLK 
sync to 
CPUCLK 
(skew not 
to exceed 
—2ns to 
15ns) 


ROMCS#:KBDCS# stra 


Tag RAM size 
selection: 
0 = 8-bit 
1 = 7-bit 
(De fault) 
Selects CACS# 
for 7-bit and 
DIRTY for 8-bit 
tag? 


0 = Pre-snoop 
for starting 
address 0 
only 


1 =Negated 
one clock 
before the 
cycle fin- 
ishes 


0=5cycles 

1=4 cycles |1 = Pre-snoop 
for all 
addresses 
except 
those on the 
line bound- 


ed for PCICLK3: 
CMD# Pin 
PCICLK3 
PCICLK3 
PCICLK3 
PCICLK3 


ed for CMD#: 
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SYSCFG 17h PCI Cycle Control Register 2 Default = 00h 
Reserved Generate NA# Two banks of Reserved Pipelining Sync SRAM Burst type: 
for PClslave | sync SRAM are during byte type (if 0 = Intel burst 
access in installed: merge: SYSCFG protocol 
async PCICLK 0 = Disable 0 = Disable THhI3] = 1): 14 = Cyrix linear 
mode: 1 = Enable 1=Enable |0 = Standard burst 
0=No Not supported. 1 = Pipelined protocol 
1= Yes 
SYSCFG 18h Interface Control Register Default = 00h 
Reserved Drive strength | CAS lines volt- | Drive strength Reserved 
on RAS lines: | age selection: on memory 
0=16mA 0=5.0V address lines 
| 1=4mA 1=3.3V and write 


enable line: 
0=4mA 
1=16mA 


SYSCFG 18h - FS ACPI Version 


Drive strength 
on SDRAS and 


SDCAS lines: 


Interface Control Register 


Drive strength 


on write enable 


Default = 00h 
CAS lines volt- 
age selection: 


0=5.0V 
1=3.3V 


Drive strength 
on RAS lines: 
0=16mA 

1=4mA 


Drive strength 
on memory 
address lines: 

0=4mA 
1=16mA 


test_mode. 


For test only, do 
notuse. Write 


to 0. 


SYSCFG 19h 


Memory Decode Control Register 3 


erved Reserved 
Default = 00h 


Pin 
functionality: 
0 = GWE# 
1 = RAS5S# 


Full decode for logical Bank 5 (RAS5#) 

if SYSCFG 19h[7] is set: 
100 = 2Mx36 (16MB) 
101 = 4Mx36 (32MB) 
110 = 8Mx36 (64MB) 
111 = 16Mx36 (128MB) 


000 = OKx36 

001 = 256Kx36 (2MB) 
010 = 512Kx36 (4MB) 
011 = 1Mx36 (8MB) 
SYSCFG 1Ah 


SLIC: 


0 = Disable 
1 = Enable 


C8000h- 
DFFFFFh 
shadowing 
granularity : 
0=16KB 
1=8KB 


Time that CPU is ensured for bus 
utilization during every 15us of 
system operation: 

00 = No bandwidth guarantee 
01 = 1s guarantee 
10 = 2us guarantee 
11 = 4us guarantee 


Bank 4 
(RAS4#): 
O = Disable 
1 = Enable 


000 = OKx36 


Read and write control of 
CE000h-CFFFFh for shadowing 
if SYSCFG 1Ah[4] = 1: 

00 = Read/write PCI bus 


01 = Read from DRAMMrite to 
PCI 


10 = Read from PClMrite to 
DRAM 


11 = Read/write DRAM 


001 = 256Kx36 (2MB) 
010 = 512Kx36 (4MB) 
011 = 1Mx36 (8MB) 


Full decode for logical Bank 4 (RAS4#): 


100 = 2Mx36 (16MB) 
101 = 4Mx36 (32MB) 


110 = 8Mx36 (64MB) 
111 = 16Mx36 (128MB) 


Memory Shadow Control Register 1 


Default = 00h 


Read and write control of 
CA000h-CBFFFh for shadowing 
if SYSCFG 1Ah[4] = 1: 


00 = Read/write PCI bus 


01 = Read from DRAMMrite to 
PCI 


10 = Read from PClMrite to 
DRAM 


11 = Read/write DRAM 


(1) Bits [6:5] allow the user to guarantee the CPU a percentage of the total available bus bandwidth. When these bits are programmed, the 
CPU is ensured of utilization of the bus for up to 4us of every 15s of operation of the system. This is achieved by not granting bus owner- 


ship to other requesting devices 


912-2000-015 
Revision: 1.0 


Page 267 


Preliminary 
82C700 


Table 5-5 SYSCFG 00h-2Fh (cont.) 
7 


SYSCFG 1Bh Memory Shadow Control Register 2 Default = 00h 


Read and write control of Read and write control of Read and write control of Read and write control of 
DEOOOh-DFFFFh for shadowing | DAOOOh-DBFFFh for shadowing | D6000h-D7FFFh for shadowing | D2000h-D3FFFh for shadowing 
if SYSCFG 1Ah[4] = 1: if SYSCFG 1Ah[4] = 1: if SYSCFG 1Ah[4] = 1: if SYSCFG 1Ah[4] = 1: 

00 = Read/write PCI bus 00 = Read/write PCI bus 00 = Read/write PCI bus 00 = Read/write PCI bus 

01 = Read from DRAMMrite to 01 = Read from DRAMMrite to 01 = Read from DRAM Mrite to 01 = Read from DRAMMrite to 
PCl PCI PCI PCI 

10 = Read from PClIMrite to 10 = Read from PClMrite to 10 = Read from PClMrite to 10 = Read from PClMrite to 
DRAM DRAM DRAM DRAM 

11 = Read/write DRAM 11 = Read/write DRAM 11 = Read/write DRAM 11 = Read/write DRAM 

Nooo 

SYSCFG 1Ch EDO DRAM Control Register Default = 00h 


82C700 CAS pulse 
0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM | 0 = FPM DRAM|]0=FPM DRAM] operatingata | width during 


1 = EDO DRAM | 1 = EDO DRAM | 1 = EDO DRAM| 1 = EDO DRAM| 1 = EDO DRAM|1=EDO DRAM] frequency of DRAM 
5OMHz:() accesses: 


0=No 0 = CAS pulse 
1 = Yes width deter- 
Also see mined by 
SYSCFG SYSCFG 
1 Dh{7]. O1h[3] 
1 = CAS pulse 
width is 1 
CPUCLK®) 


(1) Bit 1 can be set by the BIOS when FireStar is operating at <= 50MHz. The setting of this bit can improve DRAM access times by allowing 
X-2-2-2 burst to DRAM even if the user is not using EDO DRAMs, but uses 60ns fast page mode DRAM instead. 

(2) The width of the pulse is one CPUCLK for read accesses to banks that are populated with EDO DRAMs (selected by bits [7:2]), resulting 
in X-2-2-2 burst to EDO DRAM at 50/60/66MHz. SYSCFG 14h[7] and PCIDVO 44h[0] must be set in prior to setting this bit. X-2-2-2 burst 
cycles enabled by this bit apply only during CPU read bursts to EDO DRAM banks that are enabled in SYSCFG 1Ch[7:2]. 

SYSCFG 1Dh Miscellaneous Control Register 3 Default = 00h 


Generate inter- | When set (to 1) DWE# timing DRAM read DMA accesses | When set (to 1) Accesses to Accesses to 

nal HDOE# sig- | address latch- selection:() leadoff cycle: from system | PEN becomes Booooh- A0000h- 
nal one-half | ing in DRAM 0 = Normal 0 =Normal memory: MPERR# input. | BFFFFh during | AFFFFh during 
clock earlier | module will {1 =Removed 1 | 1 = Reduced O=Enable | Not supported. SMM mode: SMM mode: 
during CPU | take place on. CPUCLK by 1 1 = Disable 0=Accesses |0=Accesses 


reads from | the 3rd clock earlier CPUCLK go to main go to main 


DRAM: after ADS# if memory memory 
0 = Disable EE 1=Accesses |1 = Accesses 
1=Enable | !ngis enabled go to PCI go to PCI 


Only for 50MHz through - 
with X-2-2-2 SYSCFG 


operation. OCh[6] and 
CPU-to-DRAM 
buffer is not. 
enabled. 


Not supported. 


(1) When using a buffered DWE# solutio i bstantial, bit 5 may have to be set if the system begins to malfunction. 
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SYSCFG 1Eh 


GUI block 
FRAME# one 
CLK earlier: 
Q = Disable 

1 = Enable 
(UMA feature - 
not supported) 


PCI master 
read cycle: 

0 = Wait for 
IRDY# to be 
asserted 
before 
asserting 
TRDY# 

1 = Generate 
TRDY# 
without 
checking 
for the 
status of 
IRDY# 


Retry PCI pre- 
snoop HITM# 
cycle: 

0 = Disable 
1 = Enable 


Control Register 


BOFF# genera- 
tion if the PCI 


eat 
situation:( 


retry cycle isin |g No way to 


80000h- 
FFFFFh range: 
0 = Not gener- 

ated 
1 = Generated 
Note: Bit 3 
must = 1, other- 
wise the setting 
of this bit has no 
effect. 


avert dead- 
lock situa- 
tion if write 
posting 
buffer on 
the PCI-to- 
PCI bridge 
has been 
enabled 

1 = BOFF# is 
asserted to 
the CPU if 
deadlock 
situation 
occurs 


Default = 00h 


Must be set to 1 | When set to 1, Reserved 


to correct glitch} PCI bursting will 
on DWE# out- | be disabled if 

ut pin. BE[7:4]# and/or 
This bit works in | BE[3:0]# are not 
conjunction all 0. 
with SYSCFG 
20h[7]. 


(1) Ina situation where there is a PCl-to-PCl bridge in a system and that bridge supports write posting, the following deadlock condition can 
occur. The bridge posts data from a master on the secondary PCI bus into its FIFO. If at the same time the 82C700 is accessing the bridge 
as a target, then the bridge will tell the 82C700 to retry its request after it has serviced out its FIFO. This will result in a deadlock situation. 
al 3 needs to be set to 1 if an OPTI 82C824 or 820814 bridge, or a DEC 21050 PCI-to- a sh (or a similar Lal is used. 


ESSSES 
en 1Fh 


0 = Normal 


(fast page 
mode) 


1 = Detect EDO 


0 = Normal 


1 = Generate 
conflict dur- 
ing EDO 
detection 
(bit 6 set) if 
necessary 


SS 


pairs 


burst DRAM 


O = Aggressive. 


1 = Controlled 
by 
SYSCFG 
O8h[2 

Also see 


SYSCFG 11h[4 


Ss 


DRAM read 
cycle leadoff 
reduced by 1 
clock to sup- 
port 5-2-2-2 at 
50MHz: 
0 = No (normal) 


Ss 
EDO Timing Control Register 


Reserved 


Default = 00h 


ODOO00- 
ODFFFFh is 
cacheable in 
L1 and L2:(") 

0=No 

1 = Yes 


ECAWE# 
in this 
mode. This 
is only 
good for 
single bank 
cache. Also 
ECA4 and 
OCA4 are 
swapped. 


Not supported. 


(1) Before turning on bit 0, oD0000- ODFFFFh needs to be readable/writable and shadowed. When cached into L1, it will be in writeback mode 
in this region if bit 0 is set. 


if SYSCFG O8h[1] = 1. 
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SYSCFG 20h 


Must be set to 1 
to correct glitch 
on DWE# out- 
ut pin. 
This bit works in 
conjunction 
with SYSCFG 
1Eh[2]. 


SYSCFG 00h-2Fh (cont.) 


DRAM Burst Control Register 


PCI master 
parity: 

0 = Disable 

1 = Enable 


QO = IRDY# inac- 
tive for > 3 
clocks 


1 = Lockup 
may occur 
Must be set to 0 
to correct 
lockup if a mas- 
ter IRDY# is 
not asserted 
within 3 CLKs 
after FRAME#. 


DRAM post 

write during 

HITM# cycle 
during PCI mas- 

ter access: 

0 = Disable 

1 = Enable 


DRAM write burst cycle control 
during PCI master cycles: 
00 = Invalid 
01 = X-3-3-3 
10 = X-2-2-2 
11 = X-1-1-1 


Default = 00h 


DRAM read burst cycle control 
during PCI master cycles: 
00 = Invalid 
01 = X-3-3-3 
10 = X-2-2-2 
11 = X-1-1-1 


PCI Concurrency Control Register 


SYSCFG 21h 
Concurrency 
timer: 
0 = Conserva- 
tive 
1 = Aggressive 


iS 


SYSCFG 22h 


HLDA inactive: 
0 = Yes 
1=No 

Must be set to 
Q. HOLD/HLDA 
protocol not 
supported on 

Fire Star. 
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Concurrency 
on PCI master- 
PCI slave, and 
CPU/L2/DRAM: 

O=No 
1= Yes 


00 = No concurrency on PCI 
master and CPU/L2 

If SYSCFG 21h[1] = 1, then: 

X1 = PCI master and CPU/L2 
concurrence for PCI write 
invalid cycles 

1X = PCI master and CPU/L2 
concurrence for PCI read 
multiple and read line cycles 


0 = Normal Tag |0 = If Tag = 
write 11011111b 

1 =Ifbit 1 is set, => invalid 
always 
write invalid 
Tag during 
linefill 


If cache size 
= 256K, 
Tag = 0000 
1100b => 
invalid com- 
bination (C- 
FOOOOh). If 
cache size 
> 256K, 


Tag = 
10111111b 
=> invalid 
combination 


Valid only 
when bit 1 = 1. 


Default = O1h 


L2 cache write | OQ =HOLD/ 


mode during 
master cycle: 


combination | 9 = Write- 


through 
1 = Writeback 


HLDA 
protocol 
1 = BOFF#/ 
AHOLD 
protocol 
(Default) 
Must be set to 
1. HOLD/HLDA 
protocol not 
supported on. 
FireStar. 


Inquire Cycle Control Register 


Must be set to 0 
to correct glitch 


on (internal) 
HRQ signal. 


Reserved HRQ is sync to 


PCICLK: 

0=No 

1 = Yes 
Must = 1 for 
DDMA opera- 
tion 


0 = No write 
allocation 

1 = CPU single 
write, L2 
miss cache 


allocation 
sync clock 


11 = Reserved 


EADS# generation: 
00 = Normal for inquire cycle 
01 = 1 CPUCLK earlier 


10 = 1 CPUCLK earlier with async 
clock, 2 CPUCLK earlier with 


Default = 00h 


Inquire cycle to 
PCI clock syn- 
chronization: 
0 = Use rising 
edge only 
(old mode) 
1 = Use rising 
and falling 
edges 
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SYSCFG 23h Pre-Snoop Conirol Register Default = 00h 


Generate inter- | 0 = Bank O is Pre-snoop for Pre-snoop for | Half clock shift | Fixa glitch on |0= Normal Reserved 
nal BREAK the first PCI X-1-1-1 PCI X-1-1-1 of cache hit GUIP: 1 = MREQ# 
signal during bank write invalidate: | read multiple latching when | Q = No glitch block 
master access- | { = Bank 0 0 = Disable and read line: fast NA is removal UMA feature - 
ing of local becomes 1 = Enable 0 = Disable enabled: {1 =Remove not supported 
memory the last 1 = Enable O=Disable | glitch on glitch on 
cycle:(?) bank and 1= Enable GUIP signal 
0 = Default Bank 1 is. (UMA feature - 
Mode the first not supported 
1 = New Mode bank 
Purpose of this 
bit is to give 
system a choice 
when UMA is 
supported, 
(UMA feature - 
not supported) 
(1) Default Mode conditions: Sync SRAM, starting address AD[4:2] not = 000 or non-linear mode, master L2 cache write-through. 
New Mode conditions: Sync SRAM, starting address AD[4:2] not = 000 or non-linear mode, master L2 cache write-through, L2 cache hit. 
SYSCFG 24h Asymmetric DRAM Configuration Register Default = 00h 


Logical Bank 3 DRAM type: Logical Bank 2 DRAM type: Logical Bank 1 DRAM type: Logical Bank 0 DRAM type: 

00 = Sym DRAM 00 = Sym DRAM 00 = Sym DRAM 00 = Sym DRAM 

01 = Asym DRAM - x8 type 01 = Asym DRAM - x8 type 01 = Asym DRAM - x8 type 01 = Asym DRAM - x8 type 

10 = Asym DRAM - x9 type 10 = Asym DRAM - x9 type 10 = Asym DRAM - x9 type 10 = Asym DRAM - x9 type 

11= Asym DRAM - x10 type 11= Asym DRAM - x10 type 11= Asym DRAM - x10 type 11= Asym DRAM - x10 type 
SYSCFG 25h GUI Memory Location Register Default = 00h 


GUI memory location: A[31:27] (UMA feature - not supported) UMA size: Reserved Split buffer 

0 = Decided by present: 
SYSCFG 0 =No 
26h[5:4 1 =Yes 

1 =0.5MB if UMA feature - 
SYSCFG not supported) 
26h[5:4] = 
00 


(UMA feature - 


not supported 
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SYSCFG 26h UMA Control Register 1 Default = 00h 


ISA master to ISA SA GUI memory size: 5-2-2-2 EDO =| 00 = Normal UMA support: 
DRAM cycle address latch: 00 = 1MB DRAM read tim- 01 = For low priority GUI request, 0 = Disable 
CAS width: | 0 = SA latch is 01 = 2MB ing at 66MHz in 82C700 will wait for two 1 = Enable 

0 = Controlled always 10=3MB a cacheless more CPUCLKs (UMA feature - 
by ISA R/W transparent 11=4MB system: 10 = Reserved not supported 
command (pass- For 0.5MB size, set these bits to 0=Disable | 41 _Qulis always at high priority 
pulse width through) 00 and SYSCFG 25h[2] = 1. 1 = Enable 

1=2PCICLKs |1=SAlatchis | (UMA feature - not supported) 

This bit is effec- on for retry 

tive only when only. 

SYSCFG (When first 

OEh{6] = 1 CPU/ISA 


cycle is 
retried, SA 
address will 
be latched.) 


SYSCFG 27h Miscellaneous Control Register 4 Default = 00h 


UMA feature - not su ied 


Master to EDO | Dynamic cache PCI master Generate Fast NA# with Non-ISA refresh counter: 
DRAM read AHOLD at 2nd L2 cache: = Di fr 
cycle controlled : i 0 = Disable 001 = Reserved 
by DWE#: = Di gle write hit not 
0 = Disable = i Dirty cycle: 
ing: 0 = Disable 
1 = Enable 


SYSCFG 28h SDRAM Control Register 1 Default = 00h 


Delay CS#: SDRAM CAS# latency: Write-through: 


0 = Disable 0 = Sequential 
1 = Enable ‘ 1 = Interleaved 
All other combinations = Reserved 


tions = Reserved 
SYSCFG 29h SDRAM Control Register 2 Default = 00h 


Pipeline read: 2N rule: Timing control: Bank 3 Bank 2 Bank 1 Bank 0. 
0 = 7-1-1-1- 0 = Disable iMRS SDRAM: SDRAM: SDRAM: SDRAM: 
5-1-1-1-4 1 = Enable 3 CLK 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1=7-1-1-1- 3 CLK {1 = Enable 1 = Enable 1 = Enable 1 = Enable 
2-1-1-1-1 2 CLK 
Rsvd 
Precharge time to activate 
command 
tRAS: RAS active to precharge 
command time 


MRS: Mode register set cycle 
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7 
SYSCFG 2Ah 


Back-to-back 
PCl cycle 
control: 

Q = Enable PCI 
master 

cycle to be 
pending 

1 = All PCI mas- 
ter cycles 
will be 
retried if the 
previous 
cycle 
doesn't 
finish 


Not supported. 


SYSCFG 00h-2Fh (cont.) 


PCI-to-DRAM Control Register 1 


PCI TRDY# Write burst with 
wait state PCl-to-DRAM 


Time-out selection during PCl 


Read burst with 
PCl-to-DRAM 


master read cycles when a GUI 
request is made: deep buffer: 
0 = Disable 


1 = Enable 


control with deep buffer: 
00 = FP mode, grant the DRAM | PCIto-DRAM | 9 = Disable 
bus to GUI ASAP deep buffer: 1 = Enable 
01 = Select only either SDRAM or 0=0WS 
EDO time-out depending on (X-1-1-1) 
current bank information 1=1WS 
1X =Selects either FP mode, (X-2-2-2) 
SDRAM, or EDO depending 
on current bank information 
(UMA feature - not supported) 


Default = 00h 


PCl-to-DRAM 
deep buffer 
size: 
Q = 16 dword 
1 = 24 dword 


PCl-to-DRAM 
deep buffer 
size: 

Q = Determined 
by bit 0 

1 = 32 dword 
overrides 
bit O 

Not supported. 


FSS 


SYSCFG 2Bh 


SDRAM time-out count during a GUI request: 


The register value plus 9 is the number of CPUCLKs delaying 
the GUI request to stop the DRAM controller. 


(UMA feature - not supp 


PCI-to-DRAM Control Register 2 


orted) - 


Default = 00h 


EDO time-out count during a GUI request: 


The register value plus 6 is the number of CPUCLKs delaying 
the GUI request to stop the DRAM controller. 


SYSCFG 2Ch 


CPU-to-PCl 
read and CPU- 
to-DRAM write 

concurrency: 

0 = Disable 
1 = Enable 


CPU-to-DRAM Buffer Control Register 


CPU-to-PCl Enable internal 
write and CPU- | LMEM# during 
to-DRAM read | special cycles: 

concurrency: 0=No 
0 = Disable 1 = Yes 
1 = Enable 


tion during 

DRAM read 
cycles: 

0 = Disable 

1 = Enable 


When set (to 1) 
along with CPU- 
to-DRAM buffer 
and PBSRAM, 
the DRAM con- 
troller will first 
supply the data. 
to the CPU 
before writing 
the previous 
data back to 
DRAM during a 
cache miss dirty 


cycle.() 


set (to 1), the 

cache write to. 
CPU-to-DRAM 
buffer becomes 


more re- 
sive. Will save 
approximately 
3 clocks over 
the previous 
method. 


Not supported. 


BOFF# asser- 


Default = 00h 


Allow data 
collection while 
CPU-to-DRAM 

FIFO is 
flushing: 


0 = Disable 
1 = Enable 


Data merging 
when CPU 
owns DRAM 
bus: 

0 = Possible 
only when 
GUI owns 
DRAM bus 
(UMA fea- 
ture - not 
supported 

1 = Always 
possible 


(1) Bit 5’s function needs the CPU-to-DRAM buffer to be enabled. DRAM processing for the read will start concurrently while data from cache 


will be written to the CPU-to-DRAM buffer. 


(2) BOFF# is generated for the next DRAM write cycle as long as there is data in the FIFO. 
: Sg 


SYSCFG 2Dh 


Split buffer 
concurrency: 

0 = Disable 

1 = Enable") 


Miscellaneous Control Register 5 


Predictive 
reading: 

0 = Disable 
1 = Enable 


0 = Default setting 
1 = 5-X-X-X/4-X-X-X 


Default = 00h 


Bankwise selection for 5-X-X-X at 66MHz or 4-X-X-X at 50MHz DRAM read cycle: 


(1) Even if the CPU-to-DRAM buffer is not empty, a read/write to a non-shared memory space can continue when the GUI owns the memory 
bus. (UMA feature - not supported) 
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SYSCFG 00h-2Fh (cont.) 


[RE a a a a ee ee ee ee ee ee 


SYSCFG 2Eh 


Allow SDRAM 


Allow RFSH# 


Allow SDRAM _| 0 = Extra half 


UMA Control Register 2 
CPU-to-PCl 


self-refresh in 


signal from IPC 


on RAS4#: 


Suspend mode: 
Q = Disable 
(SDRAM 


to connect to 


DRAM 
controller: 


OQ = Disable 


1 = Enable 
Not su 


1 = Enable 
(need to 


enable 
SDRAM 


self-refresh 
if SYSCFG 


12h[5:4] = 
O1 or 10) 


1 = Enable 


Q = Disable 


orted. 


clock CPU 
hold time for 
pipeline 
cycle 
(Default) 


FIFO control 
module: 

0 = Disable 

1 = Enable 


1=No hold 


time for 
pipeline 
cycle 


Number of 
address 
posting: 

0 =6 level 

1 =3 Level 


PCI master 
HITM# cycle if 
GUI high priority 
request jumps 
in before first 
BRDY#: 
0 = Retry all 
PCl cycles 
1 = Retry only 
PCI master 
read 


(UMA feature - 
not supported) 


Default = 00h 


PCI master 
request retries 
during GUI 
cycles: 

0 =All PCI 
master 
requests 
retried 

1 =PCI master 
read 
retried, write 
accepted 

(UMA feature - 


not supported) 
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a a ee ee ee ee 


SYSCFG 2Fh 


Column See Below 0 = Only at Idle 
address to & Run state 
CAS delay for GUI will be 
page miss granted 
cycles: eventhough 
0 = Default itis a non- 
1=1CLK share bank 
cycle. 
1 = GUI will be 


granted 


immedi- 
ately when. 
itis a non- 
share bank 
cycle 


(UMA feature - 


not supported 
Bits 6, 4, and 3: Burst mode and length selection 

000 = Mode 0, RWM =5 

001 = Mode 1, RWM =5, BLEN =2 

010 = BLEN =3 

011 =BLEN =4 

100 = Mode O, RWM = 4 

101 = Mode 2, RWM =4, BLEN = 1 

110 = BLEN =2 

111 =BLEN=3 


UMA Control Register 3 


Default = 00h 


See Below Refresh enabling and refresh ahead control: 


000 = Burst refresh disable 

001 = Always start with Bank 0, no refresh ahead 

010 = Always start with Bank 0, refresh ahead 
up to 3 

011 = Always start with Bank 0, refresh ahead 


100 = Burst refresh disable 
101 = Dynamic startin nk, no refresh ahead 


111 = Dynamic startin nk, refresh ahead up to 7 


Note: This feature should never be enabled if 
SDRAM is being used in the system. 


RWM: Refresh request water mark. 
BLEN: Minimum number of refresh cycles in a burst. 


Mode 0: Refresh request is generated at reaching/crossing RWM. 
Refresh burst is preempted, at the end of current cycle, if high priority 
GUI request is pending. Refresh burst is preempted once the count 
drops below RWM if CPU/PCI request is pending. Otherwise the 
refresh continues until count is zero and then refreshes ahead up to 
3/7 refreshes. 


Mode 1: Refresh request is generated at reaching/crossing RWM. 
Refresh burst is preempted, at the end of current cycle, if high priority 
GUI request is pending. Refresh burst is preempted, once the count 
drops below RWM and number of refresh cycle performed is greater 
or equal to the BLEN, if CPU/PCI request is pending. Otherwise the 
refresh continues until count is zero and then refreshes ahead up to 
3/7 refreshes. 


Mode 2: Refresh request is generated at reaching/crossing RWM. 
Refresh burst is preempted, at the end of current cycle, if high priority 
GUI request is pending. Refresh burst is preempted, once number of 
refresh cycle performed is greater or equal to the BLEN, if CPU 
request is pending. refresh burst is preempted, once the count drops 
below RWM and number of refresh cycle performed is greater or 
equal to the BLEN, if PCI request is pending. Otherwise the refresh 
continues until count is zero and then refreshes ahead up to 3/7 
refreshes. 
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SYSCFG 30h-37h Reserved Default = 00h 
SYSCFG 38h NMI Trap Enable Register 1 Default = 00h 


PMI#7 NMI: PMI#6 NMI: PMI#5 NMI: PMI#4 NMI: PMI#3 NMI: PMI#2 NMI: PMI#1 NMI: PMI#0 NMI: 

0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 

1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
SYSCFG 39h NMI Trap Enable Register 2 Default = 00h 


PMI#15 NMI: PMI#14 NMI: PMI#13 NMI: PMI#12 NMI: PMI#11 NMI: PMI#10 NMI: PMI#9 NMI: PMI#8 NMI: 

0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 

1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
SYSCFG 3Ah NMI Trap Enable Register 3 Default = 00h 


PMI#23 NMI: PMI|#22 NMI: PMI#21 NMI: PMI#20 NMI: PMI#19 NMI: PMI#18 NMI: PMI#17 NMI: PMI#16 NMI: 

0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 

1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
SYSCFG 3Bh NMI Trap Enable Register 4 Default = 00h 


PMI#31 NMI: PMI#30 NMI: PM1#29 NMI: PMI#28 NMI: PM1|#27 NMI: PMI#26 NMI: PMI#25 NMI: PMI#24 NMI: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enabl 1 = Enabl 
SYSCFG 3Ch NMI Trap Enable Register 5 Default = 00h 


Reserved PM1#37 NMI: PMI#36 NMI: PMI#35 NMI: PMI#34 NMI: PMI#33 NMI: PMI#32 NMI: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
SYSCFG 3Dh-3Fh Reserved Default = 00h 
eee 
SYSCFG 40h PMU Control Register 1 Default = 00h 


est bit for Global timer LLOWBAT LOWBAT Reserved EPMI1# EPMIO# RSMRST 
counters using divide: polarity : polarity: polarity: polarity: select: 

32KHz: O=+1 0 = Active high | 0 = Active high 0 = Active high | 0 = Active high 0 = Disable 
0 = Test Disable 1=+4 1 = Active low | 1 = Active low 1=Activelow |1 = Active low 1 = Enable 
1 = Test Enable Allows 


For test only, do RESET# and 
RSTDRV to be 
generated in 
Resume. 
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SYSCFG 41h DOZE_TIMER Register Default = 00h 


DOZE_0 time-out select: Doze mode STPCLK# modulation ACCESS Doze control 
000 = 2ms (STPCLK# modulated by BCLK defined events reset select: 
001 =4ms in SYSCFG E6h[7:6}): Doze mode: |Q9 = Hardware 
010 = 8ms 000 = No Modulation (STPCLK# = 1) 0= Disable |1 = Software 
011 = 32ms 001 = STPCLK# tj = 0.75 * 16 BCLKs 1 = Enable 
100 = 128ms 010 = STPCLK¢# t,; = 0.5 * 16 BCLKs 
101 = 512ms 011 = STPCLK# ty; = 0.25 * 16 BCLKs 
es 100 = STPCLK# ty; = 0.125 * 16 BCLKs 
Time-out generates PMI#27. 101 = STPCLK# t,; = 0.0625 * 16 BCLKs 
110 = STPCLK# t,; = 0.03125 * 32 BCLKs 
111 = STPCLK# t,; = 0.015625 * 64 BCLKs 
SYSCFG 42h if AEh[7]= 0 Clock Source Register 1 Default = 00h 


Clock source for Clock source for Clock source for Clock source for 
GNR1_TIMER KBD_TIMER DSK_TIMER LCD_TIMER 

| | SYSCFG 42h if AEh[71=1 Clock Source Register 1A Default = 00h 
Clock source for Reserved 

| G TIMER 


SYSCFG 43h PMU Control Register 2 Default = 00h 


LCD_ACCESS | LCD_ACCESS LOWBAT pin sample rate: Reserved 
includes I/O includes mem- 00 = 32s 10 =128s 
range 3BO0h- ory AO000- 01 =64s 41 =Rsrvd 


Srl BFEPEn: A PMI is generated each time 


0 = Yes 0 = Yes LOWBAT is sampled active. 


1=No 1=No 

SYSCFG 44h LCD_TIMER Register Default = 00h 
Time count byte for LCD_TIMER: Monitors LCD_ACCESS. Time-out generates PMI#8. 

SYSCFG 45h DSK_TIMER Register Default = 00h 
Time count byte for DSK_TIMER: Monitors DSK_ACCESS. Time-out generates PMI#9. 

SYSCFG 46h KBD_TIMER Register Default = 00h 
Time count byte for KBD_TIMER: Monitors KBD_ACCESS. Time-out generates PMI#10. 

| | SYSCFG 47h if AEh[7]=0 GNR1_TIMER Register Default = 00h 

Time count byte for GNR1_ TIMER: Monitors GNR1_ACCESS. Time-out generates PMI|#11. 


| SYSCFG 47h if AEh[7] = 1 GNR5_TIMER Register Default = 00h 


Time count byte for GNR5_TIMER: Monitors GNR5_ACCESS. Time-out generates PM|#11. 
| | SYSCFG 48h if AEh[7]=0 GNR1 Base Address Register Default = 00h 


GNR1_ACCESS base address: A[8:1] (I/O) or A[22:15] (Memory) 


SYSCFG 48h if AEh[7]= 1 GNR5_Timer Base Address Register Default = 00h 
| GNR5_TIMER base address: A[8:1] (I/O) 
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| | SYSCFG 49h if AEh[7] = 0 GNR1 Control Register Default = 00h 


GNR1 base Write Read GNR1 mask bits for address A[5:1] (I/O) or A[19:15] memory: 
address: decode: decode: A1 ina particular bit means that the corresponding bit at SYSCFG 48h[4:0] 
AQ (I/O) 0 = Disable 0 = Disable is not compared. This is used to determine address block size. 
A23 (Memory) 1 = Enable 1 = Enable 


| | SYSCFG 49h if AEh[7]=1 GNR5_Timer Control Register Default = 00h 


Base address: Write Read GNR5 base address A[5:1] (I/O 


AQ (I/O) decode: decode: 

0 = Disable 0 = Disable 

1 = Enable 1 = Enable 
FESS GSS GSS USSG GSS GGUS SSCS SSCS GSS CSS 
SYSCFG 4Ah Chip Select 0 Base Address Register Default = 00h 


GPCSO# base address: A[8:1] (I/O) or A[22:15] (Memory) 


aaa aaa nj» 
SYSCFG 4Bh Chip Select 0 Control Register Default = 00h 


GPCSO# base Write Read Chip select GPCSO# mask bits for address A[4:1] (I/O) or A[18:15] memory: 
address: decode: decode: active: A 1inaparticular bit means that the corresponding bit at 
AQ (I/O) 0 = Disable O=Disable |0=w/Cmd SYSCFG 4Ah[3:0] is not compared. This is used to determine 
A23 (Memory) 1 = Enable 1=Enable |1= Before ALE address block size. 
SYSCFG 4Ch Chip Select 1 Base Address Register Default = 00h 


GPCS1# base address: A[8:1] (I/O) or A[22:15] (Memory) 
SYSCFG 4Dh Chip Select 1 Control Register Default = 00h 


GPCS1# base Write Read Chip select GPCS1# mask bits for address A[4:1] (I/O) or A[18:15] memory: 


address: decode: decode: active: A 1in aparticular bit means that the corresponding bit at 
AQ (I/O) 0 = Disable 0= Disable |0=w/Cmd SYSCFG 4Ch[3:0] is not compared. This is used to determine 
A23 (Memory) 1=Enable |1=before ALE address block size. 
SSS 


| |SYSCFG 4Eh if AEh[7]= 0 Idle Reload Event Enable Register 1 Default = 00h 


GPCS1#_ GPCSO#_ GNR3_ GNR1_ KBD_ DSK_ LCD_ 
ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: 


0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 


| |SYSCFG 4Eh if AEh{7] = 1 Idle Reload Event Enable Register 1A Default = 00h 
| Reserved GNR7: GNRS5: Reserved Any PCI Reserved 


0 = Disable 0 = Disable requests: 
1 = Enable 1 = Enable 0 = Disable 
1 = Enable 
SYSCFG 4Fh IDLE_TIMER Register Default = 00h 


Time count byte for |DLE_TIMER: Monitors selected IRQs and EPMIs. Time-out generates PMI#4. 
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SYSCFG 50h PMU Conirol Register 3 Default = 00h 


Software start Reserved IRQ8 polarity: 14.3MHzto | Write =1 to Ready to PMU mode Start Suspend 
SMI: 0 = Active low 82C700: start Doze Resume (RO): (RO): (WO): 
0 = Clear SMI 1 = Active high O=Enable_ | Read = Doze 0 =Notin 0 = Nothing 1 = Enter 
1 = Start SMI 1 = Disable | status: Resume pending Suspend 
0 = Counting 1 = Ready to 1 = Suspend mode 
1 = Timed out Resume active 
(clear 


PMI#6) 


SYSCFG 51h Beeper Control Register Default = 00h 


Reserved Beeper control: 


00 = No Action 
01 = 1kHz 
10 = Off 
11 = 2kHz 
EFC AFg-_ Ogg Ca n—e—n——n—ndn,»,——o—"nd, a 


SYSCFG 52h Scratchpad Register 1 Default = 00h 
General purpose storage byte: 
- For CISA Configuration Cycles: Data phase information, low byte 

SYSCFG 53h Scratchpad Register 2 Default = 00h 
General purpose storage byte. 
- For CISA Configuration Cycles: Data phase information, high byte 

SYSCFG 54h Power Control Latch Register 1 Default = 00h 


Enable [3:0] to write latch lines PPWR[3:0]: Read/write data bits for PP WR[3:0]: 
0 = Disable 0 = Latch output low 
1 = Enable 1 = Latch output high 
SYSCFG 55h Power Control Latch Register 2 Default = OFh 


Enable [3:0] to write latch lines PPWR[7:4]: Read/write data bits for PPWR[7:4] (Default = 1111): 
0 = Disable 0 = Latch output low 
1 = Enable 1 = Latch output high 
SSS 
SYSCFG 56h Reserved Default = 00h 
SYSCFG 57h PMU Control Register 4 Default = 08h 


Reserved INTRGRP gen- | DSK_ACCESS | DSK_ACCESS | LCD video area LCD video Reserved 
erates PMI#6: | includes FDD: | includes HDD: | includes A and frame buffer 
0 = Disable 0 = Yes 0 = Yes B segments: area, use. 
1 = Enable 1 =No 1=No 0 = Disable PCIDVO 
1= Enable 41h[7:0] and 
40h[7:6]: 
Q = Disable 
1 = Enable 
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SYSCFG 58h PMU Event Register 1 Default = 00h 


LOWBAT PMI#3 SMI: EPMI1# PMl#2 SMI: EPMI0# PMI#1 SMI: LLOWBAT PMI#0 SMI: 
00 = Disable 00 = Disable 00 = Disable 00 = Disable 
11 = Enable 11 = Enable 11 = Enable 
SYSCFG 59h PMU Event Register 2 Default = 00h 


Allow software | Reload timers Resume INTRGRP PMI#6, R_TIMER IDLE_TIMER 
SMI: on Resume: Suspend PMI#7 SMI: PMI#5 SMI: PMI#4 SMI: 
0 = Disable 0=No 00 = Disable 00 = Disable 00 = Disable 
1 = Enable 1 = Yes 11 = Enable 11 = Enable 11 = Enable 
a 
SYSCFG 5Ah if AEh[7] = 0 PMU Event Register 3 Default = 00h 


GNR1_TIMER PMI#11 KBD_TIMER PMI#10 DSK_TIMER PMI#9 LCD_TIMER PMI#8 
GNR1_ACCESS PMI#15: KBD_ACCESS PMI#14: DSK_ACCESS PMI#13: LCD_ACCESS PMI#12: 
00 = Disable 00 = Disable 00 = Disable 00 = Disable 
01 = Positive decode 01 = Positive decode 01 = Positive decode 01 = Reserved 


10 = Positive decode, SMI 10 = Positive decode, SMI 10 = Positive decode, SMI 10 = Reserved 
11 = SMI 11 = SMI 11 =SMI 11 = SMI 


SYSCFG 5Ah if AEh[7] = 1 PMU Event Register 3A Default = 00h 
Reserved 


10 = Positive decode, SMI 
i1=SMI 


01 = Positive decode 


SYSCFG 5Bh if AEh[7] = 0 PMU Event Register 4 Default = 00h 


Reserved Global SMI Reserved GNR1 KBD DSK LCD 
control: Next Access Next Access Next Access Next Access 
0 = Allow PMI#15: PMI#1 4: PMI#13: PMI#1 2: 
1 = Mask 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 


SYSCFG 5Bh if AEh[7] = 1 PMU Event Register 4A Default = 00h 


GNR5 Reserved 
Next Access 
PMI#15: 
0 = Disable 
1 = Enable 
SYSCFG 5Ch PMI SMI Source Register 1 (Write 1 to Clear) Default = 00h 


PMI#7, PMI#6, Resume PMI#5, PMI#4, PMI#3, PMI#2, PMI#1, PMI#0, 
Suspend: or INTRGRP: R_TIMER IDLE_TIMER LOWBAT: EPMI1#: EPMIO#: LLOWBAT: 
0=NotActive |0=Not Active time-out: time-out: 0=Not Active |O=NotActive |0=NotActive |0=Not Active 
1 = Active 1 = Active O=Not Active |Q=NotActive |1 = Active 1 = Active 1 = Active 1 = Active 
1 = Active 1 = Active 
SSS SS SS SSS SSS SSS 
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SYSCFG 5Dh if AEh[7] = 0 


PMI#15, PMI#1 4, 
GNR1_ 
ACCESS: 
0 = None 
1 = Active 


SYSCFG 5Dh if AEh[7] = 1 
PMI#15, 


GNR5_ 
ACCESS: 


0 = None 
1 = Active 


0 = Not Active 
1 = Active 


KBD_ACCESS: 


Preliminary 
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SYSCFG 30h-FFh (Power Management) (cont.) 


PMI SMI Source Register 2 (Write 1 to Clear) 
PMI#13, PMI#12, PMI#11, 
DSK_ACCESS: | LCD_ACCESS: | GNR1_TIMER: 


Q=Not Active |Q=NotActive |0=Not Active 
1 = Active 1 = Active 1 = Active 


Default = 00h 
PMI#8, 
LCD_TIMER: 


0 =Not Active 
1 = Active 


PMI#10, 
KBD_TIMER: 
0 =Not Active 
1= Active 


PMI#9, 
DSK_TIMER: 


0 = Not Active 
1 = Active 


PMI SMI Source Register 2A (Write 1 to Clear) 
PMI#14 
GNR5_TIMER: 


OQ = None 
1 = Active 


Default = 00h 


Reserved Reserved 


SSS 


SYSCFG 5Eh 


Reserved Default = 00h 


SS 


SYSCFG 5Fh 


LCD_ACCESS | LCD_ACCESS 
includes ISA includes local 
bus video (PCl) bus video 
access: access: 
0 = Yes 0=No 
1=No 1 = Yes 


PMU Control Register 5 Default = 00h 


RSMGRP IRQs 
can Resume 
system: 
0=No 
1 = Yes 


Transitions on 
RINGI can 
Resume 
system: 
O=No 
1 = Yes 


Number of RINGI transitions to cause Resume 


SYSCFG 60h 


Read R_Timer original count 


SYSCFG 61h 


LOWBAT, LLOWBAT 
debounce rate select: 
00 = No debounce 

01 = 250us 

10=8ms 

11 = 500ms 


SYSCFG 62h 


IRQ13 Doze 
reset: 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 
See 
SYSCFG 63h 


EPMIo# 
Level-trig'd: 
0 = Disable 
1 = Enable 


IRQ8 Doze 
reset: 


IRQ13: 


0 = Disable 
1 = Enable 


912-2000-015 
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R_Timer Count Register Default = 00h 


Debounce Register 


PPWRO auto- 
toggle in APM 
STPCLK mode: 
0 = No PPWRO 
auto-toggle 


Default = 00h 


APM STPCLK recovery time: 
00 = 120uUs 
01 =240us 
10=1ms 
11 =2ms 


SUS/RES# 
debounce rate select: 
00 = Active low, edge-trig’'d PMI 
01 = Active low, level-controlled 
PMI 
10 = Active high, level-sampled 
PMI in 16ms 
11 = Active high, level-sampled 
PMI in 32ms 
(See Section 4.15.8.2, "SUS/ 
RES and RINGI Events") 
IRQ Doze Register 1 Default = 00h 
IRQ12 Doze IRQ5 Doze IRQO Doze 
reset: reset: reset: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
Saas 
Idle Time-Out Select Register 1 (WO) Default = 00h 


IRQ7: IRQ5: IRQO: 


0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 


STPCLK# 
signal 

0 = Disable 

1 = Enable 


1 = Auto-toggle 
PPWRO on 
entry & exit 
from APM 
STPCLK 
mode 


IRQ7 Doze 
reset: 

0 = Disable 

1 = Enable 


IRQ4 Doze 
reset: 


IRQ3 Doze 
reset: 


IRQ8: 


0 = Disable 
1 = Enable 


IRQ4: 
0 = Disable 
1 = Enable 


IRQS: 
0 = Disable 
1 = Enable 
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SYSCFG 64h INTRGRP IRQ Select Register 1 Default = 00h 


IRQ14: IRQ8: IRQ7: IRQ6: IRQ5: IRQ4: IRQ3: IRQ1: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
SYSCFG 65h Doze Register Default = 00h 


All interrupts to Reserved EPMIO# Recognize IRQ1 EPMI3# EPMl2# EPMI1# 
CPU reset Doze Doze reset: SMI during Doze reset: Doze reset: Doze reset: Doze reset: 
mode: 0 = Disable STPCLK#: 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
0 = Disable 1 = Enable 0=No 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
1 = Enable 1=Yes 
SSS 
SYSCFG 66h PMU Control Register 6 Default = 00h 


Suspend-to- | Suspend mode Doze type: Reserved APM PPWRO auto-toggle Hotdocking. | STPGNT cycle 
Normal refresh ATCLK 0 = Modulate refresh control: refresh control. wait option: 
delay: frequency: STPCLK# 00 = Normal refresh 0 = Normal 0 = Do not wait 
0 = None 0 = Derived 1 = Keep 01 = Refresh pulse is 32KHz refresh 1 = Wait for 
1 = Three from STPCLK# 10 = Refresh pulse is 32KHz and |1=Refresh STPGNT 
32KHz PCICLK asserted engage suspend type DRAM pulse is cycle 
CLKs 1 =32KHz refr 32KHz and before 
Write to 1 Setting can be 11.= Reserved engage negating 
overridden by Suspend STPCLK# 
SYSCFG 79h[0] Not supported. type DRAM 
refresh 


Not supported. 


SYSCFG 67h PMU Control Register 7 Default = 00h 


Reserved Prevent Normal mode STPCLK# modulation (read returns 
STPCLK# current STPCLK modulation setting only; STPCLK# 
generation by | modulated by BCLK defined in SYSCFG E6h[7:6)): 
SYSCFG50h[3] | 000 = No Modulation (STPCLK# = 1) 
when INTR is 001 = STPCLK# t,; = 0.75 * 16 BCLKs 
active: 010 = STPCLK# t,; = 0.5 * 16 BCLKs 
0 = Disable 011 = STPCLK# ty = 0.25 * 16 BCLKs 
ES enaoe 100 = STPCLK# ty; = 0.125 * 16 BCLKs 
101 = STPCLK# t,; = 0.0625 * 16 BCLKs 
110 = STPCLK# t,; = 0.03125 * 32 BCLKs 
111 = STPCLK# t,; = 0.015625 * 64 BCLKs 
SSeS 
SYSCFG 68h Clock Source Register 2 Default = 00h 


Clock source for Clock source for Resume recovery time: PPWR[1 :0] auto-toggle on entry 
R_TIMER IDLE_TIMER 00=8ms 10=128ms and exit from Suspend: 
01=32ms 11 =30us 0 = Disable 
Note: Ignored if BEh[0] = 1. 1 = Enable 
SYSCFG 69h R_TIMER Register Default = 00h 

- Time count byte for R_TIMER - starts to count after a non-zero write to this register. 

- Unlike the other timer registers, a read from this register returns the current count. 

- Time-out generates PMI#5. 
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SYSCFG 6Ah RSMGRP IRQ Register 1 Default = 00h 


EPMI1# EPMIO# IRQ8 IRQ7 IRQ5 IRQ4 IRQ3 IRQ1 
Resume: Resume: Resume: Resume: Resume: Resume: Resume: Resume: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
SSS SSS SSS SSS SSS SSS SS SSS SSS SS 


DRAM Suspend | PREQ# caused CLKRUN# SUSP/RSM RSMGRP RI caused 
mode refresh | Resume (RO): caused Write as read. SEL#/ATB# caused caused Resume (RO): 
type: 0=No Resume (RO): low caused Resume (RO): | Resume (RO): 0=No 
0 = Slow refresh 1= Yes 0 =No Resume (RO): 0=No 0=No 1=Yes 
(normal) 1 = Yes 0=No 1 = Yes 1 = Yes 
1 = Self-refresh 1 = Yes 
Hee 
SYSCFG 6Ch Scratchpad Register 3 Default = 00h 
General purpose storage byte 


- For CISA Configuration Cycles: Address phase 1 information, low byte 
SYSCFG 6Dh Scratchpad Register 4 Default = 00h 
General purpose storage byte 
- For CISA Configuration Cycles: Address phase 1 information, high byte 
SYSCFG 6Eh Scratchpad Register 5 Default = 00h 
General purpose storage byte 
- For CISA Configuration Cycles: Address phase 2 information, low byte 
SSS 
SYSCFG 6Fh Scratchpad Register 6 Default = 00h 
General purpose storage byte 
- For CISA Configuration Cycles: Address phase 2 information, high byte 
SYSCFG 70h GNR1 Base Address Register 1 Default = 00h 
GNR1_ACCESS base address: A[13:6] for memory watchdog or A[15:10] for I/O (right-aligned). 
SS 
SYSCFG 71h GNR1 Control Register 1 Default = FFh 
GNR1_ACCESS mask bits: Mask for A[13:6] for memory watchdog or mask for A[15:10] for I/O (right-aligned). 
GNR1_ACCESS base address: GNR1_ACCESS mask bits: 
A[5:2] for memory watchdog or ignored for I/O. Mask for A[5:2] for memory watchdog or mask for A[9:6] for I/O. 
SYSCFG 73h GNRz2 Base Address Register 1 Default = 00h 
GNR2_ACCESS base address: A[13:6] for memory watchdog or A[15:10] for I/O (right-aligned). 
SYSCFG 74h GNR2 Control Register 1 Default = FFh 


GNR2_ACCESS mask bits: Mask for A[13:6] for memory watchdog or mask for A[15:10] for I/O (right-aligned). 
Sess 
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Table 5-6 SYSCFG 30h-FFh (Power Management) (cont.) 
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SYSCFG 75h GNR2 Control Register 2 Default = 00h 


GNR2_ACCESS base address: GNR2_ACCESS mask bits: 
A[5:2] for memory watchdog or ignored for I/O. Mask f :2] for memory watchdog or mask for A[9:6] for I/O. 
SYSCFG 76h if AEh[7]= 0 Doze Reload Select Register 1 Default = OFh 
LCD_ KBD_ DSK_ HDU_ COM1&2_ GNR1_ GNR2_ 
ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: 
0 = DOZE_O 0 = DOZE_0O 0=DOZE_0O 0 = DOZE_0 0 = DOZE_0 0 = DOZE_0O 0 =DOZE_0O 0 = DOZE_0O 
1=DOZE_1 1 =DOZE_1 1=DOZE_1 1 =DOZE_1 1=DOZE_1 1 =DOZE_1 1=DOZE_1 1 =DOZE_1 
SYSCFG 76h if AEh[7]= 1 Doze Reload Select Register 1A Default = 03h 


Reserved PREQ#: CLKRUN#: Reserved GNRS5: GNR6: 
0 =DOZE_0O 0=DOZE_0 0 = DOZE_0O 0 = DOZE_0 
{=DOZE 1 {= DOZE 1 1=DOZE 1 {= DOZE_1 
SYSCFG 77h Doze Reload Select Register 2 Default = 00h 


IRQ8: IRQ7: IRQ6: IRQ5: IRQ4: IRQ3: IRQ1: IRQO: 
0 =DOZE_0 0 = DOZE_0 0 =DOZE_0 0 =DOZE_0 0=DOZE_0 0 = DOZE_O 0 = DOZE_0 0 = DOZE_0 
1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 
SYSCFG 78h Doze Reload Select Register 3 Default = 00h 


PCI: IRQ15: IRQ14: IRQ13: IRQ12: IRQ11: IRQ10: IRQQ: 
0 = DOZE_0 0 = DOZE_0 0 = DOZE_O 0 =DOZE_0 0 = DOZE_0O 0 = DOZE_0 0 = DOZE_0O 0 = DOZE_0 
1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1 =DOZE_1 1 = DOZE_1 1 =DOZE_1 1 = DOZE_1 
SYSCFG 79h PMU Control Register 8 Default = 00h 


DOZE_1 time-out select: PMI# event trig- Reserved PREQ# wake CLKRUN# ATCLK during 
000 = No delay (Default) 100 = 64ms gers exit from Suspend: 
001 = ms 101 = 256ms Doze mode if : |0=Run 
010 = 4ms 110=1s the PMI eventis 1 = Enable O=Disable | 1 = Stopped 
011 =16ms 111 =4s enabled to gen- 1 = Enable (overrides 


erate SMI: SYSCFG 
= Yes 


(1) For example, to let PMI#11 reset the Doze mode without generating SMI to the CPU, SYSCFG 5Ah[7:6] must = 11 and SYSCFG 5Bh[6] 
must = 1. 
SYSCFG 7Ah GNR3 Base Address Register 1 Default = 00h 
GNR3_ACCESS base address: A[13:6] for memory watchdog or A[15:10] for I/O (right-aligned). 
SYSCFG 7Bh GNR3 Control Register 1 Default = FFh 
GNR3_ACCESS mask bits: Mask for A[13:6] for memory watchdog or mask for A[15:10] for I/O (right-aligned). 
SYSCFG 7Ch GNR3 Control Register 2 Default = 00h 
GNR3_ACCESS base address: GNR3_ACCESS mask bits: 
A[5:2] for memory watchdog or ignored for I/O. Mask for A[5:2] for memory watchdog or mask for A[9:6] for I/O. 
eS << a 
SYSCFG 7Dh GNR4 Base Address Register 1 Default = 00h 


GNR4_ACCESS base address: A[13:6] for memory watchdog or A[15:10] for I/O (right-aligned). 
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Table 5-6 SYSCFG 30h-FFh (Power Management) (cont.) 


SYSCFG 7Eh GNR4 Control Regisier 1 Default = FFh 


GNR4_ACCESS mask bits: Mask for A[13:6] for memory watchdog or mask for A[15:10] for I/O (right-aligned). 
SYSCFG 7Fh GNR4 Control Register 2 Default = 00h 
GNR4_ACCESS base address: GNR4_ACCESS mask bits: 
A[5:2] for memory watchdog or ignored for I/O. Mask for A[5:2] for memory watchdog or mask for A[9:6] for I/O. 
SYSCFG 80h ICW1 Shadow Register for INTC1 Default = 00h 


SYSCFG 81h ICW2 Shadow Register for INTC1 Default = 00h 
SYSCFG 82h ICW3 Shadow Register for INTC1 Default = 00h 


SYSCFG 83h ICW4 Shadow Register for INTC1 Default = 00h 
Hee eeeeeee ee 
SYSCFG 84h DMA In-Progress Register (RO) Default = 00h 
Ch. 7 DMA Ch. 6 DMA Ch. 5 DMA DMAC2 byte Ch. 3 DMA Ch. 2 DMA Ch. 1 DMA Ch.0 DMA 
in progress: in progress: in progress: pointer flip-flop. in progress: in progress: in progress: in progress: 

0=No 0=No 0=No 0 = Cleared 0=No 0=No 0 = No 0=No 
1 = Possibly 1 = Possibly 1 = Possibly 1 =Set 1 = Possibly 1 = Possibly 1 = Possi 1 = Possibly 
SYSCFG 85h OCW2 Shadow Register for INTC1 Default = 00h 


L 


x 
Ss 


SYSCFG 86h OCW3 Shadow Register for INTC1 Default = 00h 
SYSCFG 87h Reserved Default = 00h 
SYSCFG 88h ICW1 Shadow Register for INTC2 Default = 00h 


SYSCFG 89h ICW2 Shadow Register for INTC2 Default = 00h 
SYSCFG 8Ah ICW3 Shadow Register for INTC2 Default = 00h 


SYSCFG 8Bh ICW4 Shadow Register for INCT2 Default = 00h 
Sea 

SYSCFG 8Ch Reserved Default = 00h 

SYSCFG 8Dh OCW2 Shadow Register for INTC2 Default = 00h 


SYSCFG 8Eh OCW3 Shadow Register for INTC2 Default = 00h 
SYSCFG 8Fh Reserved Default = 00h 
SS Se 
SYSCFG 90h Timer Channel 0 Low Byte Register: A[7:0] Default = 00h 


EA 


SYSCFG 91h Timer Channel 0 High Byte Register: A[15:8] Default = 00h 
e < aS 


SYSCFG 92h Timer Channel 1 Low Byte Register: A[7:0] Default = 00h 


SYSCFG 93h Timer Channel 1 High Byte Register: A[15:8] Default = 00h 
SYSCFG 94h Timer Channel 2 Low Byte Register: A[7:0] Default = 00h 


SYSCFG 95h Timer Channel 2 High Byte Register: A[15:8] Default = 00h 
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SYSCFG 96h Write Counter High/Low Byte Latch (RO) Default = xxh 


Unused Unused Timer Ch. 2 Timer Ch. 1 Timer Ch. 0 Timer Ch. 2 Timer Ch. 1 Timer Ch. 0 
read LSB read LSB read LSB write LSB write LSB write LSB 
toggle bit toggle bit toggle bit toggle bit toggle bit toggle bit 

SYSCFG 97h Reserved Default = 00h 


Default = xxh 


NMI enable CMOS RAM Index last written 
setting 


Noeeeereeoereereeeeeeoee 
SYSCFG 99h Interrupt Request Register for INCT1 (RO) Default = xxh 


IRQ7 pending: | IRQ6 pending: | IRQ5 pending: | IRQ4 pending: | IRQ3 pending: | IRQ2 pending: | IRQ1 pending: | IRQO pending: 
0=No O=No 0=No O=No 0=No 0=No O0=No 0=No 
1 = Yes 1 = Yes 1 = Yes 1=Yes 1 = Yes 1 = Yes 1 = Yes 1=Yes 
Saar aaaaaaaaaOoOooOooo,”o0"n»neD— 
SYSCFG 9Ah Interrupt Request Register for INCT2 (RO) Default = xxh 


IRQ15 pending: | IRQ14 pending: | |RQ13 pending: | IRQ12 pending: | IRQ11 pending: | IRQ10 pending: | IRQ9 pending: | IRQ8 pending: 
0=No O=No 0=No O=No 0=No 0=No 0=No 0=No 
1 = Yes 1= Yes 1 = Yes 1 = Yes 1 = Yes 1=Yes 1 = Yes 1=Yes 
SYSCFG 9Bh 3F2h + 3F7h Shadow Register Default = 00h 


Shadows Shadows Shadows Shadows Shadows Shadows Shadows Shadows 
3F2h[7] “Mode | 3F7h[1] “Disk | 3F2h[5] “Drive 2 | 3F2h[4] “Drive 1 | 3F2h[3] “DMA 3F2h[2] “Soft 3F7h[0] “Disk | 3F2h[0] “Drive 
Select” bit Type” bit 1 Motor” bit Motor” bit Enable” bit Reset” bit Type” bit 0 Select” bit 


SYSCFG 9Ch 372h + 377h Shadow Register Default = 00h 


Shadows Shadows Shadows Shadows Shadows Shadows Shadows Shadows 
372h[7] “Mode | 377h[1] “Disk | 372h[5] “Drive | 372h[4] “Drive | 372h[3] “DMA 372h[2] “Soft 377h[0] “Disk | 372h[0] “Drive 
Select” bit Type” bit 1 2 Motor” bit 1 Motor” bit Enable” bit Reset” bit Type” bit 0 Select” bit 

ed 
SYSCFG 9Dh-9Eh Reserved Default = 00h 
SYSCFG 9Fh Port 064h Shadow Register Default = 00h 


Shadows I/O writes to Port 064h bits [7:0] (regardless of whether KBDCS# is inhibited). 
- In this way, when an SMI occurs between a Port 064h write and the subsequent write to Port O60h, SMM code can access the keyboard 
controller as needed and then simply restore the Port 064h value just before leaving SMM. 
SYSCFG AOh Feature Control Register 1 Default = 80h 
16-bit I/O Reserved 
decoding: 
0 = Disable 
1 = Enable 
SYSCFG Ath Feature Control Register 2 Default = 00h 


Reserved Emerg. over- Reserved EPMI[1:O]# 
temp sense: status latch: 
0 = Disable 0 = Dynamic 
1 = Enable 1 = Latched 


Page 286 912-2000-015 
Revision: 1.0 


Preliminary 
82C700 


Table 5-6 SYSCFG 30h-FFh (Power Management) (cont.) 
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SYSCFG A2h if AEh[7] = 0 IRQ Doze Register 2 Default = 00h 
PCI bus I/O PCI memory IRQ15 Doze IRQ14 Doze IRQ11 Doze IRQ10 Doze IRQ9 Doze IRQ6 Doze 
access Doze access Doze reset: reset: reset: reset: reset: reset: 
reset: reset: 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
0 = Disable 0 = Disable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
1 = Enable 1 = Enable 


SYSCFG A2h if AEh[7] = 1 IRQ Doze Register 2A Default = 00h 


PREQ# Doze CLKRUN# Reserved 
reset: Doze reset: 
O = Disable OQ = Disable 


1 = Enable 1 = Enable 
aaa, EEEEEEEEEEEE—E——— 


SYSCFG A3h Idle Time-Out Select Register 2 (WO) Default = 00h 


IRQ15: IRQ14: IRQ12: IRQ11: IRQ10: IRQ9: IRQ6: IRQ1: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
Sc 
SYSCFG A4h INTRGRP IRQ Select Register 2 Default = 00h 


Test Bit: IRQ15: IRQ13: IRQ12: IRQ11: IRQ10: IRQ9: IRQO: 
Write as 0 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
SYSCFG A5h Thermal Management Register 1 Default = 00h 


Thermal Mgmt.: TEMPDET Level 2 STPCLK# modulation rate - Sets the stop | Level 1 STPCLK# modulation rate - Sets the stop 
0 = Disable Variation - As clock throttling rate when temperature enters clock throttling rate when temperature enters 
1 = Enable temperature second (overtemp) range: first (high temp) range: 


increases, 000 = No modulation (STPCLK# = 1) 000 = No modulation (STPCLK# = 1) 
frequency: 001 = STPCLK# t,; = 0.75 * 16 BCLKs 001 = STPCLK# t,; = 0.75 * 16 BCLKs 
0 = Decreases 010 = STPCLK# t,; = 0.5 * 16 BCLKs 010 = STPCLK# t,; = 0.5 * 16 BCLKs 
1 = Increases 011 = STPCLK# t,; = 0.25 * 16 BCLKs 011 = STPCLK# t,j = 0.25 * 16 BCLKs 
100 = STPCLK# t,; = 0.125 * 16 BCLKs 100 = STPCLK# t,; = 0.125 * 16 BCLKs 
101 = STPCLK# t,; = 0.0625 * 16 BCLKs 101 = STPCLK# t,; = 0.0625 * 16 BCLKs 
110 = STPCLK# tj = 0.03125 * 32 BCLKs 110 = STPCLK# t,; = 0.03125 * 32 BCLKs 
111 = STPCLK# t,; = 0.015625 * 64 BCLKs 111 = STPCLK# t,j; = 0.015625 * 64 BCLKs 
Note: Once thermal management has been enabled (bit 7 = 1), none of the thermal management registers can be overwritten. 
SYSCFG A6Gh Thermal Management Register 2 Default = 00h 
LOFREQ]7:0]: Low frequency limit low byte 
SYSCFG A7h Thermal Management Register 3 Default = 00h 
LOFREQ|15:8]: Low frequency limit high byte 
SYSCFG A&h Thermal Management Register 4 Default = 00h 
HIFREQ[7:0]: High frequency limit low byte 
SYSCFG A9h Thermal Management Register 5 Default = 00h 
HIFREQ[15:8]: High frequency limit high byte 


912-2000-015 Page 287 
Revision: 1.0 


Preliminary 
82C700 


Table 5-6 
7 


SYSCFG 30h-FFh (Power Management) (cont.) 


SYSCFG AAh Thermal Management Register 6 


THMIN pin 
polarity: 
1 = Low 


Default = 00h 


HDI input: 
0 = HDI 
1 = EPMI indi- 
cated by 
SYSCFG 
FOh[1 :0] 


Emergency Overtemp Sensor 
STPCLK# Modulation Rate: 


000 = No modulation (STPCLK# = 1) 

001 = STPCLK# t,; = 0.75 * 16 BCLKs 

010 = STPCLK# t,; = 0.5 * 16 BCLKs 

011 = STPCLK# t,; = 0.25 * 16 BCLKs 

100 = STPCLK# t,; = 0.125 * 16 BCLKs 

101 = STPCLK# t,,; = 0.0625 * 16 BCLKs 

110 = STPCLK# t,; = 0.03125 * 32 BCLKs 

111 = STPCLK# t,; = 0.015625 * 64 BCLKs 
SYSCFG ABh Power Control Latch Register 3 Default = 00h 


Enable [3:0] to write latch lines PPWR[11:8]: 


EPMI trigger for thermal mgmt. 
00 = EPMIO# 
01 = EPMI1# 
10 = EPMI2# 
11 = EPMI3# 
Also see bit 1. 


THMIN input: 
0 = THMIN 
1 = EPMI indi- 
cated in 
bits [3:2] 


Read/write data bits for PP WR[11:8]: 

0 = Disable 0 = Latch output low 

1 = Enable 1 = Latch output high 
SYSCFG ACh Reserved Default = 00h 
SYSCFG ADh Feature Control Register 3 Default = 00h 


PCIIDE INIT 
responds as: operation: 
0 = Device 14h, | 0 = Normal 
FunctionO | 4 = Toggle on 
1 = Device Oth, Resume 
Function 1 
GNR_ACCESS Feature Register 1 Default = 03h 
GNR1 cycle GNR2 base GNR1 base GNR2 mask GNR1 mask 
decode type: address: address: bit: bit: 
0=/1/0 AO (I/O) AO (I/O) AO (I/O) AO (I/O) 
1 =Memory A14 (Memory) |A14 (Memory) |A14 (Memory) |A14 (Memory) 


Reserved CPU power 
state in 


Suspend: 


PCIIDE 
Device ID: 
0 = D568h 
1=D721h 


Reserved 


0 = Powered 
1=0 Volt 


SYSCFG AEh 


GNR set select: 
0 = GNR1-4 
1 = GNR5-8 


Reserved 


GNR2 cycle 
decode type: 
0=0 
1 = Memory 


SYSCFG AFh-Boh 


Reserved Default = 00h 
SS 


SYSCFG Bith 


EPMI3# 

Resume: 

0 = Disable 0 = Disable 

1 = Enable 1 = Enable 
SYSCFG B2h if AEh[7] = 0 


EPMl2# 
Resume: 


RSMGRP IRQ Register 2 Default = 00h 


IRQ14 IRQ12 IRQ9 
Resume: Resume: Resume: 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 
Sed 
Clock Source Register 3 Default = 00h 


IRQ15 
Resume: 
0 = Disable 
1 = Enable 


IRQ11 
Resume: 


IRQ10 
Resume: 


Clock source for Clock source for Clock source for Clock source for 
HDU_TIMER COM2_TIMER COM1_TIMER GNR2_TIMER 


SYSCFG B2h if AEh[7] = 1 


Clock Source Register 3A Default = 00h 


Reserved Clock source for 
GNR6_TIMER 
SS csjcqcoc 
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SYSCFG B3h Chip Select Cycle Type Regisiter Default = 00h 
GPCS3# GPCS2# GPCS1# GPCSO# GPCS3# GPCS2# GPCS1# GPCSO# 
ROM width: ROM width: ROM width: ROM width: cycle type: cycle type: cycle type: cycle type: 
0 = 8-bit 0 = 8-bit 0 = 8-bit 0 = 8-bit 0=l/0 0=//0 0=l/0 0=1/0 
1 = 16-bit 1 = 16-bit 1 = 16-bit 1 = 16-bit 1 =ROMCS 1 =ROMCS 1 =ROMCS 
SYSCFG B4h HDU_TIMER Register Default = 00h 
Time count byte for HDU_TIMER: Monitors HDU_ACCESS. Time-out generates PMI#19. 
SYSCFG B5h COM1_ TIMER Register Default = 00h 
Time count byte for COM1_TIMER: Monitors COM1_ACCESS. Time-out generates PMI#17. 
SYSCFG B6h COM2_TIMER Register Default = 00h 
Time count byte for COM2_TIMER: Monitors COM2_ACCESS. Time-out generates PMI#18. 
SS 
SYSCFG B7h if AEh[7] = 0 GNR2_TIMER Register Default = 00h 
Time count byte for GNR2_TIMER: Monitors GNR2_ACCESS. Time-out generates PMI#16. 


SYSCFG B7h if AEh[7] = 1 R6_TI Register 


Time count byte for GNR6_TIMER: Monitors GNR6_ACCESS. Time-out generates PMI#16. 
SYSCFG B8h if AEh[7] = 0 GNR2 Base Address Register Default = 00h 
GNR2_ACCESS base address: A[8:1] (I/O) or A[22:15] (Memory) 


SYSCFG B8h if AEh[7] = 1 GNR6 Base Address Register Default = 00h 
GNR6_Timer base address: A[8:1] (I/O) 
SYSCFG B9Qh if AEh[7] = 0 GNR2 Control Register Default = 00h 


GNR2 base Write Read GNR2 mask bits for address A[5:1] (I/O) or A[19:15] memory: 


address: decode: decode: A1 ina particular bit means that the corresponding bit at B8h[4:0] is not 
AQ (I/O) 0 = Disable 0 = Disable compared. This is used to determine address block size. 
A23 (Memory) 1 = Enable 1 = Enable 


SYSCFG BQh if AEh[7] = 1 GNR6 Control Register Default = 00h 


GNR6 base Write Read GNR6 mask bits for address A[5:1] (1/O) 
address: decode: decode: 


Ag (I/O) 0 = Disable 0 = Disable 
1 = Enable {1 = Enable 
SYSCFG BAh Chip Select 2 Base Address Register Default = 00h 
GPCS2# base address: A[8:1] (I/O) or A[22:15] (Memory) 
SYSCFG BBh Chip Select 2 Control Register Default = 00h 


GPCS2# base i Chip select GPCS2# mask bits for address A[4:1] (I/O) or A[18:15] memory: 


address: : : active: A 1in aparticular bit means that the corresponding bit at 


AQ (I/O) 0 = Disable 0 = Disable SYSCFG BAh[3:0] is not compared. This is used to determine 

A23 (Memory) 1 = Enable 1 = Enable address block size. 

SYSCFG BCh Chip Select 3 Base Address Register Default = 00h 
GPCS3# base address: A[8:1] (I/O) or A[22:15] (Memory) 
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SYSCFG BDh Chip Select 3 Control Register Default = 00h 


GPCS3# base Write Read Chip select GPCS3# mask bits for address A[4:1] (I/O) or A[18:15] memory: 
address: decode: decode: active: A 1in aparticular bit means that the corresponding bit at 

AQ (I/O) 0 = Disable 0= Disable |0=w/Cmd SYSCFG BCh[3:0] is not compared. This is used to determine 

A23 (Memory) 1 = Enable 1=Enable |1=before ALE address block size. 

SYSCFG BEh if AEh[7] =0 Idle Reload Event Enable Register 2 Default = 00h 
GPCS3#_ GPCS2#_ COM2_ COM1_ GNR2_ HDU_ GNR4_ Override 
ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: ACCESS: SYSCFG 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 68h[3:2]: 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1 = Enable 1=Enable |0=No 

1 = Recover 
time 1s 


SYSCFG BEh if AEh[7] =1 Idle Reload Event Enable Register 2A Default = 00h 


Reserved Reserved Reserved 


SYSCFG BFh Chip Select Granularity Register Default = OFh 


GPCS3# GPCS2# GPCS1# GPCSO# GPCS3# GPCS2# GPCS1# GPCSO# 
base address: | base address: | base address: | base address: mask bit: mask bit: mask bit: mask bit: 
AO (I/O) AO (I/O) AO (I/O) AO (I/O) AO (I/O) AO (I/O) AO (I/O) AO (I/O) 
A14 (Memory) |A14 (Memory) |A14 (Memory) | A14 (Mem.) A14 (Memory) |A14 (Memory) |A14 (Memory) |A14 (Memory) 
SYSCFG COh-D4h Reserved Default = 00h 
SYSCFG D5h X Bus Positive Decode Register Default = 00h 


RTCRD/WR#, RTCAS KBDCS# ROMCS# memory segments 
\/O Ports 70h-71h: I/O Ports 60, 64, 62, 66, 92h: C000h-FOOOh: 
00 = Reserved 00 = Reserved 00 = Reserved 00 = Reserved 
01 = Positive decode 01 = Positive decode 01 = Positive decode 01 = Positive decode 
10 = Reserved 10 = Reserved 10 = Reserved 10 = Reserved 
11 = Reserved 11 = Reserved 11 = Reserved 11 = Reserved 
(1) I/O 20, 21, AO, Al, 40-43, 00-0F, CO-CF, page registers, high page registers, 22, 24, 23 if Index = 01h) 
SYSCFG D6h PMU Control Register 9 Default = 00h 
DSK_ACCESS: DMA trap DMAC1 byte APM doze exit | SBHE# status | I/O port access Access trap Access trap 
0 = 3F5h only PMl#28 SMI: | pointer flip-flop PMI#35: trap (RO) trapped (RO): bit A9 (RO) bit A8 (RO) 
1=AllEDC 0 = Disable (RO): 0 = Disable 0 =V/O read 
Ports 1=Enable |0=Cleared 1 = Enable 1 =1/O write 
(3F2,4,5,7 & 1 = Set 
372,4,5,7h) 
SESS SSS ed 
SYSCFG D7h Access Port Address Register 1 Default = 00h 


Access trap address bits A[7:0]: 
- These bits, along with SYSCFG D6h[1 :0] and SYSCFG EBh[7:0] provide the 16-bit address of the port access that caused the SMI trap. 
- SYSCFG D6h[2] indicates whether an I/O read or an I/O write access was trapped. 
- SYSCFG D6h[3] gives the status of the SBHE# signal for the I/O instruction that was trapped. 
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| | SYSCFG D8h if AEh[7] = 0 
HDU_TIMER PMI#19 
HDU_ACCESS PMl#23: 


QO = Disable 
Q1 = Reserved 
01 = Reserved 
11 = SMI 


SYSCFG D8h if AEh[7] = 1 


SYSCFG 30h-FFh (Power Management) (cont.) 


PMU Event Register 5 


COM2_TIMER PMI#18 
COM2_ACCESS PMIl#22: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


COM1_TIMER PMI#1 7 
COM1_ACCESS PMl#21: 
00 = Disable 
Q1 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


PMU Event Register 5A 


Reserved 


Default = 00h 


GNR2_TIMER PMI#16 
GNR2_ACCESS PMI#20: 
00 = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


Default = 00h 


GNR6_TIMER PMI#16 
GNR6_ACCESS PMI1#20: 
QO = Disable 
01 = Positive decode 
10 = Positive decode, SMI 
11 = SMI 


PMU Event Register 6 


SYSCFG D9h 


DOZE_TIMER 
PMI#27 SMI: 
00 = Disable 
01 = Enable DOZE_0 
10 = Enable DOZE_1 
11 = Enable both 


Power Management Event Status Register (RO) 


SYSCFG DAh 


Reserved 


RINGI 
PMI#26 SMI: 


00 = Disable 
11 = Enable 


LOWBAT 
state: state: 


0 = Low 0 = Low 


LLOWBAT 


EPMI3# cool-down clocking 


PMI#25 SMI: 


00 = Disable 
11 = Enable 


EPMI3# EPMI2# 
state: state: 


0 = Low 0 = Low 


Default = 00h 


EPMl2# 
PMI|#24 SMI: 


00 = Disable 
11 = Enable 


s 


Default = 00h 
EPMI1# EPMIO# 
state: state: 


0 = Low 0 = Low 


Next Access Event Generation Register 1 


| |SYSCFG DBh if AEh[7]= 0 
\/0 blocking 


0 = Block I/O on 


Access trap 
1 = Unblock 


SYSCFG DBh if AEh[7] = 1 
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SMI on cool- 
control: down clocking 
entry/exit: 
Next 0 = Disable 
1 = Enable 


EPMI3# pin 


0 = Active high 
1 = Active low 


polarity : polarity: 


EPMI2# pin 


PMI#23 on 
Next Access: 


0 = Active high 
1 = Active low 


HDU_ COM2_ 
ACCESS 


O=No 0=No 
1 = Yes 1 = Yes 


Next Access Event Generation Register 1A 


Reserved 


ACCESS 
PMI#22 on 
Next Access: 


PMI#21 on 
Next Access: 


Default = 00h 


COM1_ GNR2_ 

ACCESS ACCESS 
PMI#20 on 

Next Access: 

0=No 0=No 

1 = Yes 1 = Yes 


Default = 00h 


GNR6_ 
ACCESS 
PMI#20 on 
Next Access: 
Q=No 
1= Yes 
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SYSCFG DCh if AEh[7] = 0 PMU SMI Source Register 1 (Write 1 to Clear) Default = 00h 


PMI#23, PMI#22, PMI#21 , PMI#20, PMI#19, PMI#18, PMI#17, PMI#16, 
HDU_ COM2_ COM1_ GNR2_ HDU_ COM2_ COM1_ GNR2_ 
ACCESS: ACCESS: ACCESS: ACCESS: TIMER: TIMER: TIMER: TIMER: 
0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 
1 = Active 1 = Active 1 = Active 1 = Active 1 = Active 1 = Active 1 = Active 1 = Active 


SYSCFG DCh if AEh[7] = 1 PMU SMI Source Register 1A (Write 1 to Clear) Default = 00h 


Reserved PMI#20, Reserved 
GNR6_ 
ACCESS: 
0 = Clear 
1 = Active 
SYSCFG DDh PMU SMI Source Register 2 (Write 1 to Clear) Default = 00h 


PMI#39, PMI#38, PMI#37, PMI#28, PMI#27, PMI#26, PMI#25, PMI#24, 
PCI retry CISA/PCI IRQ DMA_ DMA DOZE_ RINGI: EPMI3# pin/ EPMIl2# 
limit: driveback trap: ACCESS: Request: TIMER: 0 = Inactive cool-down pin: 
0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 1 = Active clocking: 0 = Inactive 
1 = Active 1 = Active 1 = Active 1 = Active 1 = Active 0 = Inactive 1 = Active 
1 = Active 


SYSCFG DDh - FS ACPI Version PMU SMI Source Register 2 (Write 1 to Clear) Default = 00h 


PMI#39, PMI#38, PMI#37, PMI#28, PMI#27, PMI#26, PMI#25, PMI#24, 
ACPI SMI: CISA/PCI IRQ DMA_ DMA DOZE_ RINGI: EPMI3# pin/ EPMl2# 
0=Inactive | driveback trap: ACCESS: Request: TIMER: 0 = Inactive cool-down pin: 
1= Active 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 1 = Active clocking: 0 = Inactive 

1 = Active 1 = Active 1 = Active 1 = Active 0 = Inactive 1 = Active 
1 = Active 
SYSCFG DEh if AEh[7] = 0 Current Access Event Generation Register 1 Default = 00h 


HDU_ COM2_ COM1_ GNR2_ GNR1_ KBD_ DSK_ LCD_ 
ACCESS ACCESS ACCESS ACCESS ACCESS ACCESS ACCESS ACCESS 
PMI#23 on PMI#22 on PMI#21 on PMI#20 on PMI#15 on PMI#14 on PMI#13 on PMI#12 on 
Current Access: | Current Access: | Current Access: | Current Access: | Current Access: | Current Access: | Current Access: | Current Access: 
0=No 0=No 0=No O0=No 0=No 0 =No 0 =No 0=No 
1 = Yes 1 = Yes 1 = Yes 1= Yes 1 = Yes 1 = Yes 1 = Yes 1 = Yes 


SYSCFG DEh if AEh[7] = 1 Current Access Event Generation Register 1A Default = 00h 


Reserved GNR6. Reserved 
ACCESS 
PMI#20 on 
Current Access: 
0=No 
1= Yes 


4 
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SYSCFG DFh if AEh[7] =0 


ACCESS ACCESS 
activity: activity: 
O=No 0=No 
1 = Yes 1= Yes 
SYSCFG DEh if AEh[7] = 


Reserved 


SYSCFG EOh if AEh[7] = 0 


SYSCFG EOh if AEh[7] = 1 


SS 
SYSCFG Eth if AEh[7] = 0 
GNR3_ACCESS base address: A[8:1] (I/O) or A[22:15] (Memory) 


YSCFG Eth ifA =1 


Activity Tracking Register 1 
ACCESS ACCESS ACCESS 
activity: activity : activity: 


0=No 0=No O0=No 
1 = Yes 1= Yes 1 = Yes 


Activity Tracking Register 1A 


Activity Tracking Register 2 


Reserved 


Activity Tracking Register 2A 


GNR3 Base Address Register 


INR7 Base Addre: 


GNR7_ACCESS base address: A[8:1] (I/O 


SYSCFG E2h if AEh[7] = 0 


GNR3 Write 
base address: decode: 


AQ (I/O) 0 = Disable 
A23 (Memory) 1 = Enable 


SYSCFG E2h if AEh[7] = 1 


GNR7Z Write 
base address: decode: 


GNR3 Control Register 


Default = 00h 


ACCESS ACCESS 
activity: activity : 
0=No 0=No 
1 = Yes 1 = Yes 
Default = 00h 


Reserved 


1 
SSS 


Default = 00h 


GNR4_ GNR3_ 
ACCESS ACCESS 
activity: activity : 

0=No 0=No 


Default = 00h 


Saas 


Default = 00h 


Read GNR3 mask bits for address A[5:1] (I/O) or A[19:15] memory: 


decode: A1 ina particular bit means that the corresponding bit at SYSCFG E1h[4:0] is not 
0 = Disable compared. This is used to determine address block size. 


1 = Enable 
GNR7 Control Register 


Default = 00h 


Read GNR7Z mask bits foraddress A[5:1] (I/O 


decode: 


Ag (I/O) 0 = Disable 


0 = Disable 


1 = Enable 


1 = Enable 


SEES SSSR 
SYSCFG E3h if AEh[7] = 0 


GNR4 Base Address Register 


GNR4_ACCESS base address: A[8:1] (I/O) or A[22:15] (Memory) 


SYSCFG E3h if AEh[7] = 1 


GNR8 Base Address Register 


GNR8_ACCESS base address: A[8:1] (I/O) 
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Default = 00h 


Default = 00h 
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SYSCFG E4h if AEh[7] = 0 GNR4 Control Register Default = 00h 


GNR4 Write Read GNR4 mask bits for address A[5:1] (I/O) or A[19:15] memory: 


base address: decode: decode: A1 ina particular bit means that the corresponding bit at SYSCFG E3h[4:0] is not 
AQ (I/O) 0 = Disable 0 = Disable compared. This is used to determine address block size. 
A23 (Memory) 1 = Enable 1 = Enable 


SYSCFG E4h if AEh[7] = 1 GNR8 Control Register Default = 00h 


GNR8& Write Read GNR8 mask bits for address A[5:1] (I/O 
base address: decode: decode: 
AQ (I/O) OQ = Disable Q = Disable 
1 = Enable 1 = Enable 
aac acca aay 
SYSCFG E5h GNR_ACCESS Feature Register 2 Default = 03h 


Reserved Reserved GNR4 cycle GNR3 cycle GNR4 GNR3 GNR4 GNR3 
decode type: decode Type: | base address: | base address: mask bit: mask bit: 
0=V/0 0=l/0 AO (I/O) AO (I/O) AO (I/O) AO (I/O) 
1 = Memory 1=Memory |A14 (Memory) |A14 (Memory) |A14 (Memory) |A14 (Memory) 
Neen 
SYSCFG E6h if AEh[7] = 0 Clock Source Register 4 Default = 70h 


BCLK source for STPCLK# GNR4_ GNR3_ Clock source for Clock source for 
modulation (For normal mode, ACCESS: ACCESS: GNR4_TIMER GNR3_TIMER 
Doze mode, thermal mgmt): 0=DOZE 0 0=DOZE 0 
00 = 4KHz 1 =DOZE_1 1 =DOZE_1 
01 = 32KHz (Default) 
10 = 450KHz 
11 = 900KHz 


SYSCFG E6h if AEh[7] = 1 


Reserved Clock source for 


SYSCFG E7h if AEh[7] = 0 GNR3_TIMER Register Default = 00h 
Time count byte for GNR3_ TIMER: Monitors GNR3_ACCESS. Time-out generates PMl#29. 


SYSCFG E7h if AEh[7] = 1 GNR7_TIMER Register Default = 00h 


Time count byte for GNR7_TIMER: Monitors GNR7_ACCESS. Time-out generates PM|#29. 
SSS SS 
SYSCFG E8h if AEh[7] = 0 GNR4_TIMER Register Default = 00h 


Time count byte for GNR4_TIMER: Monitors GNR4_ACCESS. Time-out generates PMI#30. 


SYSCFG E8h if AEh[7] = 1 GNR8_TIMER Register Default = 00h 


Time count byte for GNR8_TIMER: Monitors GNR8_ACCESS. Time-out generates PMI#30. 
= - 
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7 
SYSCFG EQh if AEh[7] = 0 PMU Event Register 7 Default = 00h 
GNR4_TIMER PMI#30 GNR3_TIMER PMI#29 GNR4_ GNR4_ GNR3_ GNR3_ 

GNR4_ACCESS PMI#32: GNR3_ACCESS PMI#31: ACCESS ACCESS ACCESS ACCESS 
00 = Disable 00 = Disable PMI#32 on PMI#32 on PMI#31 on PMI#31 on 
01 = Positive decode 01 = Positive decode Current Access:| Next Access: | Current Access:} Next Access: 
10 = Positive decode, SMI 10 = Positive decode, SMI Q=No 0=No 0=No 0=No 
11 = SMI 11 = SMI 1 = Yes 1 =Yes 1 = Yes 1=Yes 


SYSCFG EQh if AEh[7] = 1 PMU Event Register 7A Default = 00h 
GNR8_TIMER PMI#30 GNR7_TIMER PMI#29 GNR8 GNR8 GNR7Z. GNR7Z 
GNR8_ACCESS PMI#32: GNR7_ACCESS PMI#31: ACCESS ACCESS ACCESS ACCESS 
00 = Disable 00 = Disable PMI#32 on PMI#32 on PMI#31 on PMI#31 on 
01 = Positive decode 01 = Positive decode Current Access:| NextAccess: | Current Access:| Next Access: 

10 = Positive decode, SMI 10 = Positive decode, SMI Q=No 0 =No 0 =No Q=No 

11 = SMI 11 = SMI 1 = Yes 1 = Yes 1 = Yes 1=Yes 
aaa 
SYSCFG EAh if AEh[7] = 0 PMU SMI Source Register 3 (Write 1 to Clear) Default = 00h 


PMI#36, PMI#35, PMI#34, PMI#33, PMI#32, PMI#31, PMI#30, PMI#29, 
Serial IRQ trap: | APM Doze exit: Hot docking H/W DOZE _ GNR4_ GNR3_ GNR4_ GNR3_ 
0 = Inactive 0 = Inactive time-out SMI: | TIMER reload ACCESS ACCESS TIMER TIMER 
1 = Active 1 = Active 0 = Inactive | (on Doze exit): 0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 
1 = Active 0 = Inactive 1 = Active 1 = Active 1 = Active 1 = Active 
1 = Active 


SYSCFG EAh if AEh[7] = 1 PMU SMI Source Register 3A (Write 1 to Clear) Default = 00h 


Reserved PMI#32, 
GNR8 __ GNR7_ 
ACCESS ACCESS 


0 = Inactive 0 = Inactive 0 = Inactive 0 = Inactive 
1 = Active 1 = Active 1= Active 1= Active 
SYSCFG EBh Access Port Address Register 2 Default = 00h 


Reserved Access trap address bits A[15:10]: 
These bits along with SYSCFG D6h[1 :0] and D7h[7:0] provide the 16-bit address of the port access 
that caused the SMI trap. D6h[2] indicates whether an I/O read or an I/O write access was trapped. 
D6h[3] gives the status of the SBHE# signal for the I/O instruction that was trapped. 
SYSCFG ECh Write Trap Register 1 (RO) Default = 00h 
/O write data trap[1 5:8]: 
- Along with SYSCFG EDh[7:0], this register provides the 16-bit write data for trapped I/O write instructions. 
Sse SSa 
SYSCFG EDh Write Trap Register 2 (RO) Default = 00h 
\/O write data trap[7 :0]: 
- Along with SYSCFG ECh[7:0], this register provides the 16-bit write data for trapped I/O write instructions 
SYSCFG EEh Power Control Latch Register 4 Default = OFh 
Enable [3:0] to write latch lines PPWR[15:1 2]: Read/write data bits for PP WR[15:12] (Default = 1111): 


0 = Disable 0 = Latch output low 
1 = Enable 1 = Latch output high 
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SYSCFG 30h-FFh (Power Management) (cont.) 


SYSCFG EFh Hot Docking Control Register 1 Default = 00h 


Hot docking HDI input debounce rate: HDI active level: HDI SMI: 
enable: 00 = 100us 0 = Active high |0 =No SMlon 
0 = Disable 01 = 512us 1 = Active low time-out 
1 = Enable 10 =1ms Also see (Default) 
(Default) 11 =2ms SYSCFG 1 = Generate 
AAh|[0] SMI on 
time-out 


SYSCFG FOh Hot Docking Control Register 2 Default = 00h 


EPMI3# reload | EPMI2# reload | EPMI1# reload | ROM window ROM window size: EPMI trigger for HDI: 
IDLE_TIMER: IDLE_TIMER: IDLE_TIMER: feature: 00 =64KB 00 = EPMIo# 
0 = Disable 0 = Disable 0 = Disable 0 = Disable 01 =128KB 01 = EPMI1# 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 10 =256KB 10 = EPMl2# 
11 =512KB 11 = EPMI3# 
Also see SYSCFG AAh[0] 
Hae 
SYSCFG Fith Low Order Start Address for ROM Window Default = 00h 


Start address bits A[23:19] for ROM window A18 (for 64KB, | A17 (for A16 (for 64KB 
128KB, 256KB |64KB,128KB window size) 
window sizes) | window sizes) | \gnored for 
Ignored for Ignored for 128KB, 256KB, 
512KBwindow | 256KB and and 512KB win- 
size 512KB window | dow sizes 

sizes 
High Order Start Address for ROM Window Default = 00h 


HDI time-out period: 
000 = 1ms 100 =512ms 
001 = 8ms 101 =2s 
010 =64ms 110 = 8s 
011 = 256ms 111=16s 


SYSCFG F2h 


Start address bits A[31:24] for ROM window 


SYSCFG F3h Thermal Management Register 7 Default = 00h 


THFREQ[7:0] - Current frequency low byte: 


- THFREQ[15:0] return a value from 0 to 65535. This value is updated once per second so that software can read the input pin frequency 
in kHz and correlate the value to the actual CPU temperature at that moment. 


SSS 
SYSCFG F4h 
THFREQ[15:8] - Current frequency high byte 
Te REE SS 
SYSCFG F5h PMU Event Register 8 Default = 00h 


Thermal Management Register 8 Default = 00h 


Reserved 


SYSCFG F5h - FS ACPI Version 
ACPI! SMI 


PMI#39: 


QO = Disable 
11 = Enable 
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Serial IRQ 
PMI#36: 

00 = Disable 
11 = Enable 


PCI IRQ driveback trap 
PMI#38 SMI: 
00 = Disable 
11 = Enable 


PMU Event Register 8 


Serial IRQ 
PMI#36: 


00 = Disable 


PCI IRQ driveback trap 
PMI#38 SMI: 
00 = Disable 
11 = Enable 


DMA_ACCESS 
PMI#37 SMI: 


00 = Disable 
11 = Enable 
Default = 00h 
DMA_ACCESS 
PMI#37 SMI: 


00 = Disable 
11 = Enable 
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SYSCFG 30h-FFh (Power Management) (cont.) 


SYSCFG F6h DMA Doze Reload Register 1 


IDE DDRQ 
reloads 
DOZE_0:") 
0=No 
1= Yes 


DRQ7 reloads 
DOZE_0: 
0=No 
1 = Yes 


DRQ6 reloads 
DOZE_0: 
0=No 
1 = Yes 


DRQ85 reloads 
DOZE_0: 
0=No 
1 = Yes 


DRQ3 reloads 
DOZE_0: 
O0=No 
1 = Yes 


DOZE_0: 
0=No 
1 = Yes 


DRQ2 reloads 


Default = 00h 
DRQO reloads 
DOZE_0: 

0 =No 
1 = Yes 


DRQ1 reloads 
DOZE_0: 
0=No 
1 = Yes 


(1) Bit 4 controls whether the DDRQ line from bus mastering IDE drives can reload the timers. The bit controls DDRQ from both cables, so 


enabling the reload feature on any one bus mastering drive enables it for all present. 


SYSCFG F7h DMA Doze Reload Register 2 


IDE DDRQ 
reloads 
DOZE_ 1:1) 
0=No 
1=Yes 


DRQ7 reloads 
DOZE_1: 
0=No 
1 = Yes 


DRQ6 reloads 
DOZE_1: 
0=No 
1 = Yes 


DRQ85 reloads 
DOZE_1: 
0=No 
1 = Yes 


DRQ3 reloads 
DOZE_1: 
0=No 
1 = Yes 


DOZE_1: 
0=No 
1 = Yes 


DRQ2 reloads 


Default = 00h 
DRQO reloads 
DOZE_1: 

0 =No 
1 = Yes 


DRQ1 reloads 
DOZE_1: 
0=No 
1 = Yes 


(1) Bit 4 controls whether the DDRQ line from bus mastering IDE drives can reload the timers. The bit controls DDRQ from both cables, so 


enabling the reload feature on any one bus mastering drive enables it for all present. 


SSS 


SYSCFG F8h Compact ISA Control Register 1 


IRQ15 
assignment: 


0=IRQ15 
1=RI 


Inhibit MRD# Inhibit MRD# | Inhibit |OR# and 
and MWR if and MWR if lOW# if SEL# 
SEL# asserted | SEL# asserted | asserted on I/O 
on memory on DMA cycle: cycle: 

cycle: 0=No 0 =No 
0=No 1 = Yes 1 = Yes 
1 = Yes 


Reserved Fast CISA 

0 = Disable 
(ISA# = 0) 

1 = Enable 
(ISA# = 1) 


SYSCFG F9h 


SPKD signal 
driving: 


Compact ISA Control Register 2 
End-of-Interrupt Hold - Delays 
8259 recognition of EO| command 
to prevent false interrupts): 

00 = None 

01 = 1 ATCLK 
10 = 2 ATCLKs 
11 =3 ATCLKs 


gS Ss 
SYSCFG FAh 


Stop Clock Count bits - Stop clock cycle indication 
to CISA devices of how many ATCLKs to expect 
before the clock will stop: 

000 = Reserved 
001 = 1 ATCLK (Default) 


0 = Always, per 
AT spec 

1 = Sync, per 
CISA spec a 

111 =7 ATCLKs 


Compact ISA Control Register 3 
CDIR response | CDIR response 


memory cycle: 


Default = 00h 


Reserved Compact ISA 
interface: 
0 = Disable 


1 = Enable 


If disabled, can 
use pins as 


PIO pins. 


Default = 00h 
Generate CISA stop clock cycle 

(if not already stopped): 

00 = Never 

01 = On STPCLK# cycles to the 
CPU (hardware) 

10 = Immediately (software) 

11 = Reserved 


SS 


Default = 00h 


Reserved 
to IDE cable 14 to IDE cable 0 


read read 
0 = Disable 0 = Disable 
1 = Enable 1 = Enable 
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Resume from 
Suspend on 
SEL#/ATB# 
low: 
0 = Disable 
1 = Enable 


Reserved 


Configuration 
cycle 
generation: 
0 =No action 
1 = Run cycle 
using 
scratchpad 
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SYSCFG FBh DMA Idle Reload Regisiter Default = 00h 


DRQ7 reloads | DRQ6 reloads | DRQ5 reloads IDE DDRQ DRQ3 reloads | DRQ2 reloads | DRQ1 reloads | DRQO reloads 
IDLE_TIMER: IDLE_TIMER: | IDLE_TIMER: reloads IDLE_TIMER: IDLE_TIMER: | IDLE_TIMER: | IDLE_TIMER: 
0=No 0=No 0=No IDLE_TIMER:“ 0=No 0=No 0=No 0=No 
1 = Yes 1=Yes 1 = Yes O=No 1 = Yes 1 =Yes 1 = Yes 1=Yes 
1= Yes 
(1) Bit 4 controls whether the DDRQ line from bus mastering IDE drives can reload the timers. The bit controls DDRQ from both cables, so 


enabling the reload feature on any one bus mastering drive enables it for all present. 


SYSCFG FCh IDE Power Management Assignment Register 1 Default = 33h 


IDE Drive 1 I/O | IDE Drive 1 I/O | IDE Drive 1 I/O | IDE Drive 1 I/O | IDE DriveO I/O | IDE Drive 0 I/O | IDE Drive 01/0 | IDE Drive 0 I/O 
access reloads | access reloads | access reloads | access reloads | access reloads | access reloads | access reloads | access reloads 
GNR4_TIMER: |} GNR3_ TIMER: | HDU_TIMER: DSK_TIMER: | GNR4_ TIMER: | GNR3_ TIMER: | HDU_TIMER: DSK_TIMER: 
0=No 0=No 0=No 0=No 0=No 0=No 0=No 0=No 
1 = Yes 1= Yes 1 = Yes 1=Yes 1 = Yes 1 = Yes 1 = Yes 1 = Yes 
Note: Ifa bus mastering drive is used, DDRQ will also reload the enabled timer(s). 
SYSCFG FDh IDE Power Management Assignment Register 2 Default = 33h 


IDE Drive 3 I/O | IDE Drive 3 I/O | IDE Drive 31/0 | IDE Drive 3 I/O | IDE Drive2 I/O | IDE Drive 2 I/O | IDE Drive 2 I/O | IDE Drive 2 I/O 
access reloads | access reloads | access reloads | access reloads | access reloads | access reloads | access reloads | access reloads 
GNR4_TIMER: | GNR3_ TIMER: | HDU_TIMER: DSK_TIMER: | GNR4_ TIMER: | GNR3_ TIMER: | HDU_TIMER: DSK_TIMER: 
0=No O=No 0=No O=No 0=No 0=No 0=No 0=No 
1 = Yes 1 = Yes 1 = Yes 1 = Yes 1 = Yes 1 = Yes 1 = Yes 1 = Yes 
Note: Ifa bus mastering drive is used, DDRQ will also reload the enabled timer(s). 
SYSCFG FEh GPCS# Global Control Register Default = 00h 


GPCS3# GPCS2# GPCS1# GPCSO# GPCS3# read | GPCS2#read | GPCS1#read | GPCSO# read 
decode: decode: decode: decode: cycles drive cycles drive cycles drive cycles drive 
0 = Enable 0 = Enable 0 = Enable 0 = Enable XDIR low: XDIR low: XDIR low: XDIR low: 
1 = Disable 1 = Disable 1 = Disable 1 = Disable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 
SYSCFG FFh Reserved Default = 00h 
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5.2 PCIDVO Register Space 


The PCI Configuration Register Space designated as 
PCIDVO is accessed through Configuration Mechanism #1 as 
Bus #0, Device #0, and Function #0. 


PCIDVO OOh-3Fh are PCl-specific registers while PCIDVO 
40h-FFh are system control related registers. Table 5-7 gives 
the bit formats for these registers. 


Table 5-7 PCIDVO 00h-FFh 


as a ee ee ee es ee ee 


Vendor Identification Register (RO) - Byte 0 


PCIDVO 00h Default = 45h 


PCIDVO O1h Vendor Identification Register (RO) - Byte 1 Default = 10h 
PCIDVO 02h Device Identification Register (RO) - Byte 0 Default = O1h 


PCIDVO 03h Device Identification Register (RO) - Byte 1 Default = C7h 
FSGS SUGGS GSS SSCS GSS GSES CSS GSS 


PCIDVO 04h 


Address/data 

stepping (RO): 
0 = Disable 
(always) 


PERR# 
output pin: 

0 = Disable 

(always) 


Reserved 


PCIDVO 05h 


Command Register - Byte 0 


Memory write 
and invalidate 
cycle genera- 
tion (RO): 
Must = 0 
(always) 
No memory 
write and invali- 
date cycles will 
be generated by 
the 82C700. 


Special cycles 
(RO): 
Must = 0 
(always) 
The 82C700 
does not 
respond to the 
PCI special 
cycle. 


Command Register - Byte 1 


Reserved 


Bus master 
operations 
(RO): 
Must = 1 
(always) 
This allows the 
82C700 to per- 
form bus master 
operations at 
any time. 
(Default = 1) 


Memory 
access (RO): 
Must = 1 
(always) 

The 82C700 
allows a PCl 
bus master 
access to mem- 
ory at anytime. 
(Default = 1) 


Fast back-to- 
back to differ- 
ent slaves: 
0 = Disable 
1 = Enable 


Default = 07h 


/O access 
(RO): 

Must = 1 

(always) 
The 82C700 
allows a PCI 
bus master I/O 
access at any 
time. 


(Default = 1) 


Default = 00h 
SERR# output 
pin (RO): 

0 = Disable 
(always) 


SSS SSS SSS 


PCIDVO 06h 
Fast back-to- 
back capability 
(RO): 

0 = Not Capable 
1 = Capable 
(Default = 1) 
Also see 
PCIDVO 46h[2]. 


PCIDVO 07h 
SERR# 
status: 


Must = 0 
(always) 


Detected parity 
error: 
Must = 0 
(always) 


Master abort 
status: 
Must = 0 
(always) 
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Status Register - Byte 0 


Reserved 


Status Register - Byte 1 


Received tar- 
get abort status: 


Signaled target 
abort status: 
Must = 0 
(always) 


0 =No target 
abort 

1 = Target abort 
occurred 


DEVSEL# timing status (RO): 
Must = 01 (always) 
Indicates medium timing selec- 
tion; the 82C700 asserts the 
DEVSEL# based on medium 


timing. 
(Default = 01) 


Default = 80h 


Default = 00h 


Data parity 
detected: 
Must = 0 
(always) 
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Table 5-7 PCIDVO 00h-FFh (cont.) 


PCIDVO 08h Revision Identification Register (RO) Default = 10h 


- The chip revision number in the PCI configuration space consists of two parts: a major revision number and a minor revision number. The 
8-bit register is interpreted as x.yh, where for example revision 2.1 of the chip would be read as two BCD digits, 0010 0001 b. Software 
programmers must take care in using the minor revision number, because the number may change between register- and software- 
equivalent versions of the chip. 

PCIDVO 09h Class Code Register (RO) - Byte 0 Default = 00h 


PCIDVO OAh Class Code Register (RO) - Byte 1 Default = 00h 


PCIDVO OBh Class Code Register (RO) - Byte 2 Default = 06h 
FSGS GSS USSU 
PCIDVO 0Ch Reserved Default = 00h 
Hee ee eeeeeoo eS 
PCIDVO ODh Master Latency Timer Register (RO) Default = 00h 
PCIDVO OEh Header Type Register (RO) Default = 00h 
FSGS SSS SSCS CSCS SSCS SSCS GSS SSS 
PCIDVO OFh Built-In Self-Test (BIST) Register (RO) Default = 00h 
PCIDVO 10h-2Bh Reserved Default = 00h 
PCIDVO 2Ch-2Dh Subsystem Vendor ID Default = 00h 


Wii : ; 


Subsystem ID 
Wii . ; 


PCIDVO 30h-3Fh Reserved Default = 00h 
PCIDVO 40h Memory Control Register - Byte 0 Default = 00h 


PCI video frame buffer Debug bit Reserved 0 = Control of Write posting to | Write posting to | I/O cycle write 
write posting hole: works in con- writes the video frame | the video mem- | _ post control: 
These bits map onto address bits | junction with being buffer control: ory (A0000h- 0 = Disable 
A[31:30]. Together with PCIDVo | PCIDVO_ postedon | if bit 3 = 0: BFFFFh) 1 = Enable 
41h[7:0] they define the 4MB win- | 42h[7:2]. PCl bus is |0 = Enable control: 
dow where write posting can be | Intended for use determined | 4 = Disable If bit 3 = 0: 
masked. on tester. Not by If bit 3 =1: 0 = Enable 
for applications SYSCFG 0 = Disable 1 = Disable 
use, 15h[5:4]. | 4 = Enable If bit 3 = 1: 

No writes 0 = Disable 

will be 1 = Enable 

posted on 

PCI bus 

except 

writes to 

video mem- 

ory and 

frame 

buffer 

areas. 
Also see bits 2 
and 1. 
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Table 5-7 PCIDVO 00h-FFh (cont.) 


PCIDVO 41h 


PCI video frame buffer write posting hole: 
- These bits map onto address bits A[29:22]. 


Memory Conirol Register - Byte 1 


Default = 00h 


- Together with PCIDVO 40h[7:6] they define the 4MB window where write posting can be masked. 
Sa Se 


PCIDVO 42h Memory Conirol Register - Byte 2 Default = 00h 


Debug bits, work in conjunction with PCIDVO 40h[5). 
Intended for use on tester. Not for applications use. 


Allow HA drive- 
back during 
CPU memory 
accesses: 
OQ = Disable 
{ = Enable 


This bit must 

be set to 1 to 
correct 
improper opera- 
tion while 
switching 
between 

DRAM banks. 


PCIDVO 43h Internal Project Revision - Reserved Default = 00h 
Hoe 


PCIDVO 44h 


6DW FIFO for 
CPU write to 
PCI: 
0 = Disable 
1 = Enable 


16QW FIFO for 
PCI write to 
DRAM: 
0 = Disable 
1 = Enable 


16QWEFEIFO for 
PCI read from 
DRAM: 
0 = Disable 
1 = Enable 


PCIDVO 45h 


Reserved 


Data Path Register 1 


6QW FIFO for 
CPU write to 
DRAM: 
0 = Disable 
1 = Enable 


Memory read 
accesses in 
DBC if PCIDVO 
44h[0] = 1 and 
47h[7] =1: 

0 = SDRAM 
1 = Reserved 


Data Path Control Register 2 


When IADV# = 


forced to 00h 


is qualified with 


for write (CPU- 


HDOE#. 


OQ = Disable 
1 = Enable 


to-DRAM and 

CPU-to-PCl) 

cycle control. 
0 = Disable 
1= Enable 


Reserved 


DBC ping-pong 
buffer used for 
PCI master 
write 
X-1-1-1: 

0 = Disable 
1 = Enable 


Byte merge for 
CPU write to 
PCI: 

0 = Disable 
1 = Enable 


Not supported. 


Default = 00h 


Memory read 
accesses in the 
DBC: 

0 = FP Mode 
1 =EDO/ 
SDRAM 


DBC ping-pong 
buffer used for 
PCI master 
read 
X-1-1-1: 

0 = Disable 
1 = Enable 


Default = 00h 


Byte merge for Reserved 
CPU write to 
DRAM: 
0 = Disable 
1 = Enable 


$3 


PCIDVO 46h 


PCIDVO 47h 


SDRAM CPU-to-PCl 


See 
Data Path Control Register 3 Default = 00h 
Reserved: Write to 0 
Data Path Control Register 4 Default = 00h 


CPU-to-DRAM | 82C700 regis- Reserved 


PCl-to-DRAM 


FIFO clearing 
when combina- 


tion changed: 
0 = Do not clear 
1 = Clear 


memory read 

accesses in 
DBC: 

0 = Disable 

1 = Enable 


0 = Do notclear 
1= Clear 


FIFO clearing ter is writable: 
when combina- | 9 = Enable 
tion changed: 1 = Disable 
0 = Do not clear (enfg- 
1s Clear writes 
blocked 
within DBC) 


FIFO clearing 
when combina- 


tion changed: 


(1) Bit 5 must be set to 1 whenever the PCI-to-DRAM FIFO is turned on in the system. 


PCIDVO 48h 
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Table 5-7 PCIDVO 00h-FFh (cont.) 


Reserved During refresh. Reserved SDRAM mode selec 
cycles if this bit. 000 = Normal SDRAM mode 
=1, the RAS# 001 = NOP command enable 
corresponding 010 = All banks precharge 


to the bank with 011 = Mode register command enable 
size 0 will not 100 = CBR cycle enable 

be generated All other combinations = Reserved 
for SDRAM. 


PCIDVO 49h-4Bh Reserved Default = 00h 
PCIDVO 4Ch MCACHE Control Register Default = 00h 


MCACHE: Reserved MCACHE Reserved 
0 = Disable detection (RO): 
1 = Enable O=No 
Not supported. MCACHE 
1 = MCAGHE 
present 


Not supported. 


PCIDVO 4Dh Delay Adjustment Register Default = 00h 
Reserved 


PCIDVO 4Eh SDRAM Control Register Default = 00h 


pipelining:(1) pipelining:(1) leadoff: 
0 = Disable 0 = Disable 0 = Disable 
{= Enable 1 = Enable 1 = Enabl 
(1) Bits 7 and 6 have been implemented to solve two problems with the DIRTY signal in systems that have SDRAM + L2 + pipelining. 
PCIDVO 4Fh-FFh Reserved Default = 00h 
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5.3 
The PCI 


PCIDV1 Register Space 


Configuration Register Space designated as 


PCIDV1 is accessed through Configuration Mechanism #1 as 
Bus #0, Device #1, and Function #0. 


Table 5-8 


PCIDV1 00h-FFh 


PCIDV1 OOh-3Fh are PCl-specific related registers while 
PCIDV1 40h-FFh are system conirol related registers. Table 
5-8 gives the bit formats for these registers. 


a a a ee ee ee ee 


Vendor Identification Register (RO) - Byte 0 


PCIDV1 00h 
PCIDV1 O1h 


PCIDV1 02h 
PCIDV1 03h 


PCIDV1 04h 
Address/data 
stepping (RO): 

0 = Disable 

(always) 


PCIDV1 05h 


PCIDV1 06h 


Fast back-to- 
back capability 
(RO): 

0 = Not Capable 

1 = Capable 
(Default = 1) 
Also see 
PCIDV1 46h[2]. 


PCIDV1 07h 
Parity error 
detected: 


0=No 
1 = Yes 
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PERR# 
output pin: 
0 = Disable 
1 = Enable 


Vendor Identification Register (RO) - Byte 1 
Device Identification Register (RO) - Byte 0 


Device Identification Register (RO) - Byte 1 
FSGS GGUS GSC SSCS GSS 
Command Register - Byte 0 


Reserved 


Memory write 
and invalidate 
cycle genera- 
tion (RO): 
Must = 0 
(always) 
No memory 


write and invali- 


date cycles will 


be generated by 


the 82C700. 


Special cycles 
(R/W): 
The 82C700 
does not 
respond to the 
PCI special 
cycle. 


Command Register - Byte 1 


Reserved 


Bus master 
operations 
(R/W): 
This allows the 
82C700 to per- 
form bus master 
operations at 

any time. 
(Default = 1) 


Memory 
access (RO): 
Must = 1 
(always) 

The 82C700 
allows a PCl 
bus master 
access to mem- 
ory at anytime. 
(Default = 1) 


Fast back-to- 
back to differ- 


ent slaves (RO): 


0 = Disable 
1 = Enable 


Default = 45h 
Default = 10h 


Default = 00h 
Default = C7h 


Default = 07h 


/O access 
(RO): 

Must = 1 

(always) 
The 82C700 
allows a PCI 
bus master I/O 
access at any 
time. 
(Default = 1) 


Default = 00h 


SERR# 
output pin: 
0 = Disable 
1 = Enable 


Status Register - Byte 0 


SERR# status 
(RO): 
Must = 0 
(always) 


Master abort 
status (RO): 
Must = 0 
(always) 


Reserved 


Status Register - Byte 1 


Received 
target abort 
status (RO): 

0 =No target 
abort 

1 = Target abort 
occurred 


Signaled target 
abort status 
(RO): 
Must = 0 
(always) 


DEVSEL# timing status (RO): 
Must = 01 (always) 


Indicates medium timing selec- 
tion; the 82C700 asserts the 
DEVSEL# based on medium 


timing. 
(Default = 01) 


Default = 80h 


Default = 02h 


Data parity error 
detected: 
0=No 
1 = Yes 
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Table 5-8 PCIDV1 00h-FFh (cont.) 


PCIDV1 08h Revision Identification Register (RO) Default = 10h 


- The chip revision number in the PCI configuration space consists of two parts: a major revision number and a minor revision number. The 
8-bit register is interpreted as x.yh, where for example revision 2.1 of the chip would be read as two BCD digits, 0010 0001 b. Software 
programmers must take care in using the minor revision number, because the number may change between register- and software- 
equivalent versions of the chip. 


PCIDV1 09h Class Code Register (RO) - Byte 0 Default = 00h 


PCIDV1 OAh Class Code Register (RO) - Byte 1 Default = 00h 


PCIDV1 OBh Class Code Register (RO) - Byte 2 Default = 06h 
FSGS GGUS USSG USSU GSS UCSC GSS GSES CSCS GSES SSCS 
PCIDV1 0Ch Reserved Default = 00h 
Nee eeeeeeeooee ee 
PCIDV1 ODh Master Latency Timer Register (RO) Default = 00h 
PCIDV1 OEh Header Type Register (RO) Default = 00h 
FSG SSG GSS SSS SSCS CSCS SSCS 
PCIDV1 OFh Built-In Self-Test (BIST) Register (RO) Default = 00h 
PCIDV1 10h-2Bh Reserved Default = 00h 
PCIDV1 2Ch-2Dh Subsystem Vendor ID Default = 00h 


Wii : ; 


Subsystem ID 
Wii . ; 


PCIDV1 30h-40h Reserved Default = 00h 
PCIDV1 41h Keyboard Controller Select Register Default = 00h 


RDKBDPRT WRKBDPRT IMMINIT: KBDEMU: KBDCS# Reserved 
(RO): (RO): Generate INIT Keyboard includes Port. 

Keyboard con- | Keyboard con- immediately on emulation 062h and O66h 
troller has troller has FEh Command. 0 = Enable 0 = Disable 
received Com- | received Com- |0= Generate 1 = Disable 1 = Enable 
mand DOh and_ | mand Dth and INIT imme- 
has not has not diately on 
received the fol- | received the fol- FEh Com- 
lowing 060h lowing O60h mand 
read. write. 1 = Wait for halt 

before INIT 

for key- 

board reset 
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Table 5-8 
7 
PCIDV1 43h 


Buffered DMA (data transfer to/ 


from DRAM through PCI master): 


00 = Original DMA with old 


protocol 
01 = Reserved 


10 = Original DMA with PCI 
master capability 
11 = Buffered DMA enable 
(1) When bits [3:2] take on the combination of 11, all back-to-back cycles are delayed by 12 AT clocks. This is different from the combinations 
of 00 and 01 because in the latter case, the delay will be inserted only when an I/O access is followed by a second I/O access with no 
other type of access occurring in between (e.g.,a memory access). 
Hoeeeoerooee 


PCIDV1 44h-45h 


Enable DMA or 


PCIDV1 00h-FFh (cont.) 


Feature Control Register 


Fixed/rotating 
priority 
between PCI 
masters: 

0 = Rotating 
1 = Fixed 


ISA master to 
preempt PCI 
master: 

0 = Disable 
1 = Enable 


Reserved 


Back-to-back 
ISA I/O cycle delay: 


00 = Delay by 3 ATCLKs 

01 = Delay by 12 ATCLKs 
10 =No delay 
11 = Delay by 12 ATCLKs") 


Default = 00h 


ISA bus control 
signals for 
memory 
accesses 
greater than 
16M: 


0 = Enable 
1 = Disable 


PCI master 
access to 
ISA: 

0 = Enable 
1 = Disable 


Default = 00h 


FESS 


PCIDV1 46h 


DMA/ISA 
access to 
PCI slave: 

0 = Never 

1 = When inter- 
nal LMEM# 
is not 
asserted 

Master retry 

always 

unmasked after 

16 PCICLKs. 


PCIDV1 47h 


Write protect 
ISA bus ROM: 
0 = Disable 
ROMCS# 
for writes 
1 = Enable 
ROMCS# 
for writes 


XDIR control: 

0 = XDIR is 
controlled 
for 
accesses 
to/from 
ROM, Kybd 
controller, 
RTC 

1 = XDIR is 
controlled 
only during 
access to/ 
from ROM 


Hidden refresh: 
0 = Normal 
refresh 
1 = Hidden 
refresh 
Hidden refresh 
is not sup- 
ported - never 
set this bit to 1. 


PCI Control Register B - Byte 0 


Conversion of 
PERR# to 
SERR#: 

0 = Disable 
1 = Enable 


Address parity | Generation of 
checking: SERR# for 
O= Disable | target abort: 
1 = Enable 0 = Disable 

1 = Enable 


PCI Control Register B - Byte 1 


ATCLK frequency: 
00 = PCICLK +4 
01 = PCICLK +3 
10 = PCICLK +2 
11 =PCICLK 


CPU master to 
PCl slave write: 
(turnaround 
between 
address and 
data phases) 
0=1 PCICLK 
1 =0 PCICLK 


Fast back-to- 
back capability: 
0 = Disable 
1 = Enable 
Note: The 
change on this 
bit will reflect in 
PCIDV1 O6h[7]. 


Default = 06h 


Subtractive Reserved 

decoding 
sample point: 

0 = Typical 
sample 
point 

1 = Slow sam- 
ple point 


Default = 00h 


PCI master to PCI master preemption timer: 
(preempt after unserviced request pending 


000 = No Preemption 
001 = 260 PCICLKs 
010 = 132 PCICLKs 
011 = 68 PCICLKs 


for X PCICLKs) 

100 = 36 PCICLKs 
101 = 20 PCICLKs 
110 = 12 PCICLKs 
111 =5 PCICLKs 
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Table 5-8 
7 


PCIDV1 00h-FFh (cont.) 


Strap Option Readback Regisiter - Byte 0 


NMI strap INTR strap ROMCS#:KBDCS# strap 
option selects: | option selects: option selects: 
0 =5.0V DRAM |0=5.0V PCI 00 = CMD#, ATCLK, BALE 
1=3.3V DRAM |1=3.3VPCI  |01 = PCICLK3, ATCLK, BALE 
10 = PCICLK3, PCICLK4, BALE 


11 = PCICLK3, PCICLK4, 
PCICLK5 


PCIDV1 48h 
IGERR# strap 
option selects: 


0=5.0VISA 
1=3.3V ISA 


Reserved 


PCIDV1 49h 


Strap Option Readback Register - Byte 1 


RTCAS 
strap selects 


BOFF# strap 
option selects: 
0 = PPWRL 
1 = PPWRO# 


Reserved PCICLKO strap 
option selects: 
0=No 
MCACHE 
1 =MCACHE 
enabled 


Not supported. 


00 = NEC mode & No ISA mode_ 
01 = ISA mode without XD bus 


(1) ~~ Bits 3 and 0 work together: 


0 = GNT2# 
1 = PCICLK2 


Default = 00h 


RTCWR# strap | RTCRD# strap 


option selects: 


0 = GNT1# 
1 =PCICLK1 


option selects: 


Default = 00h 


A20M# 
strap selects 


DBEWé# strap 
option selects: 


0 = SA[23:18 


pins are 
SA[23:8 
signals 


1 = SA[23:18 


pins are 
remapped: 
SA[23 :20] = 
PPWRJ3:0 
and 

18] = 
PPWRI9:8 


PCIDV1 4Ah 


ROMCS# for 
F8000h- 
FFFFFh: 

0 = Enable 
1 = Disable 


PCIDV1 4Bh 


ROMCS# for 
FFFF8000h- 
FFFFFFFFh: 
0 = Enable 
1 = Disable 


ROM Chip Select Register 1 


ROMCS# for 
FOOOOh- 
F7FFFh: 

0 = Enable 
1 = Disable 


ROMCS# for 
FFFFOOOOh- 
FFFF7FFFh: 

0 = Enable 


Disable 


ROMCS# for 
E8000h- 
EFFFFh: 

0 = Disable 
1 = Enable 


ROMCS# for 
FFFE8000h- 
FFFEFFFFh: 
0 = Disable 
1 = Enable 


ROMCS# for 
E0000h- 
E7FFFh 

0 = Disable 
1 = Enable 


ROMCS# for 
Ds000h- 
DFFFFh: 


0 = Disable 
1 = Enable 


ROM Chip Select Register 2 


ROMCS# for 
FFFEOO0Oh- 
FFFE7FFFh: 
0 = Disable 
1 = Enable 


ROMCS# for 
FFFD8000h- 
FFFDFFFFh: 
0 = Disable 
1 = Enable 


ROMCS# for 
DOOOOh- 
D7FFFh: 

0 = Disable 
1 = Enable 


ROMCS# for 
FFFDOOO0Oh- 


FFFFD7FFPh: 


0 = Disable 
1 = Enable 


ROMCS# for 
C8000h- 
CFFFFh: 


0 = Disable 
1 = Enable 


ROMCS# for 
FFFC8000h- 
FFFCFFFFh: 


0 = Disable 
1 = Enable 


Default = 00h 


ROMCS# for 
C0000h- 
C7FFFh: 

0 = Disable 
1 = Enable 


Default = 00h 


ROMCS# for 
FFFCOO00h- 
FFFC7FFFh: 
0 = Disable 
1 = Enable 
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Table 5-8 PCIDV1 00h-FFh (cont.) 
7 


PCIDV1 4Ch-4Dh Reserved Default = 00h 
PCIDV1 4Eh Miscellaneous Control Register 1 Default = 00h 


0 = Test 4 This bit must Reserved Pipelined byte : Byte merge: |ISAmasterdata 
Disable be set to 1 to merge function: 0 = Disable swap: 
1 = Test 4 correct 0 = Disable 1 = Enable 0 = Enable 


Enable improper opera- 1 = Enable 1 = Disable 


Intended for use tion on TC. 


on tester. Not 
for applications 
use. 


PCIDV1 4Eh - FS ACPI Version Miscellaneous Control Register 1 Default = 00h 


0 = Test 4 This bit must Always assert | Allow AD data | Pipelined byte : Byte merge: ||ISAmasterdata 
Disable be set to 1 to MCS16# during. path when merge function: 0 = Disable swap: 

1 =Test 4 correct buffer DMAISA | CPU reads ISA 0 = Disable 1 = Enable 0 = Enable 
Enable improper opera- | master mode: slave: 1 = Enable 1 = Disable 

Intended for use | ton on TC. 0 = Disable 0 = Disable 

on tester. Not 1 = Enable 1 = Enable 


for applications Intended for use | Intended for use 
use. on tester. Not on tester. Not 
use. use. 
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Table 5-8 PCIDV1 00h-FFh (cont.) 


ae a a ee ee ee ee 


PCIDV1 4Fh Default = 20h 


Reserved IDE 
interface: 
0 = Disable 
1 = Enable 


Miscellaneous Conirol Register 2 
BIOS access 
after soft reset: 
0 = ROM 
1 =DRAM 


ROMCS# 
KBDCS#, and 
DBEW# pin 
selections: 


Context Save 
mode: 
0 = Disable 
1 = Enable 


Timer positive 
decode in 
PC98 mode(I/O_ 
77h, 75h, 73h 
71h): 


1 =No extra 0 = Disable 
WS decode 1 
CLK after 
subtractive 
decode 


1 = Enable 
medium 
decode and 
remap to 
43h, 42h 
41h, and 
40h 


AT clock wait 
state control: 
O=Extra WS 
for ISA 
cycles 


Primary IDE 
interface 
(1FOh): 

0 = Disable 
1 = Enable 
(Default) 


(1)0 =ROMCS# pin can be ROMCS# or PIO23 if PCIDV1 52h[2] = 0 
ROMCS# pin can be ROMCS# and KBDCS# if PCIDV1 52h[2] = 1 
KBDCS# pin can be KBDCS# or PIO24 
DBEWé# pin is DBEW# 

1 =ROMCS# pin is ROMCS# and KBDCS# if PCIDV1 52h[2] = Oor 1 
KBDCS# pin is DRD# 
DBEW# is DWR# 

Note: Also see PCIDV1 52h[2]. 


PCIDV1 4Fh - FS ACPI Version 


Allow IRQA, IDE 
B,...H PC interface: 
IRQs (when 0 = Disable 


Miscellaneous Control Register 2 Default = 20h 


AT clock wait Context Save 
state control: mode: 
0 = Extra WS 0 = Disable 
for ISA 1 = Enable 


BIOS access 
after soft reset: 
0 = ROM 
1 =DRAM 


ROMCS#, 
KBDCS#, and 
DBEWé# pin 
selections:() 


Timer positive 
decode in 
PC98 mode (I/O 
77h, 75h, 73h, 


Primary IDE 
interface 
(1 FOh): 
0 = Disable 


programed as 


leve te) 
be shareable 


1 = Enable 


1 = Enable cycles 


(Default) 1 =No extra 


71h): 
0 = Disable, 
decode 1 


with PIO PCl ws 
IRQ pins: 
OQ = Disable 
1 = Enable 


CLK after 
subtractive 
decode 

1 = Enable, 
medium 
decode and 
remap to 
43h, 42h, 
41h, and 
40h 


(1)0 =ROMCS# pin can be ROMCS# or PIO23 if PCIDV1 52h[2] = 0 
ROMCS# pin can be ROMCS# and KBDCS# if PCIDV1 52h[2] = 1 
KBDCS# pin can be KBDCS# or PIO24 
DBEW# pin is DBEW# 

1 =ROMCS# pin is ROMCS# and KBDCS# if PCIDV1 52h[2] = Oor 1 
KBDCS# pin is DRD# 
DBEW# is DWR# 

Note: Also see PCIDV1 52h[2]. 
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PCIDV1 00h-FFh (cont.) 


Preliminary 


82C700 


lpcipvisoh-5ih—=“‘i‘i*‘s*S*”*””*C«érReseveds=SC*t*”*~=<“*‘“s*~*~*~*~**”””””””””””C:C”CCSSCSSC@ att = OH | 50h-51h Reserved aeatat = 00h 
Rabu: a © Saat sisraees ais, Pa 3 y peaunE = a 


Reserved 


PCIDV1 52h - FS ACPI Version 


Reserved 


ROMCS# pin 
selection: 

0 = Controlled 
by PCIDV1 
4Fhi1] 

1 =ROMCS# 
pinis 
always 
ROMCS# 
and 
KBDCS# 


Note: Also see 
PCIDV1 4FhI1 


Miscellaneous Controller Register 3 


Abort DDMA 


Rsvd pin (A7) 


remap cycle if 
claimed by 
Firestar: 
0 = Disable 
1= Enable 


function: 
O=Rsvd_ 


ROMCS# pin 
selection: 

0 = Controlled 
by PCIDV1 
4Fh[1] 

1 = ROMCS# 
pinis 
always 
ROMCS# 
and 
KBDCS# 

Note: Also see 

PCIDV1 4Fh[1] 


Priority scheme: 


0 = Disable 

1 = Enable 
A setting of 1 
will employ a 
priority scheme 
that guarantees 
higher priority 
for PCI masters 
during arbitra- 
tion over DMA 
and ISA mas- 
ters for the first 
7us interval 
after every 
refresh cycle. 


Priority scheme: 


0 = Disable 
1 = Enable 


A setting of 1 
will employ a 
priority scheme 
that guarantees 
higher priority 
for PCI masters 
during arbitra- 
tion over DMA 
and ISA mas- 
ters for the first 
7us interval 
after every 
refresh cycle. 


Concurrent 

refresh and 

IDE cycle: 

0 = Disable 

1 = Enable 
ISA devices that 
rely on accu- 
rate refresh 
addresses for 
proper opera- 
tion should dis- 
able this bit. 


Default = 00h 


Concurrent 
refresh and 
IDE cycle: 
0 = Disable 
1 = Enable 
ISA devices that 
rely on accu- 
rate refresh 
addresses for 
proper opera- 
tion should dis- 
able this bit. 
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ee ae a a ee ee eee 


PCIDV1 53h Miscellaneous Coniroller Register 4 Default = 00h 


SDRAM control MA12 function on either SDCKE on SDCKE on MicroChannel Lock flash Reserved 

on TAG[7:4]: RAS3# or RAS4# pin: IRQSER: SEL/ATB#: support: ROM: 

0 = TAG[7:4] 00 = Disable 0 = Disable Q= Disable |0=Disable, and | 0 = Disable 
controlled 01 = MA12 on RAS3# pin 1= Enable 1 = Enable allows (generates 
by 10 = MA12 on RAS4# pin GNTO# pre- ROMCS# 
SYSCFG 11 = Reserved emption during 
OOh[5] and. 1 = Enable ROM writ: 
SYSCFG (disables ing) 
Ath{3] PortO00h_ | 1 = Enable 

1 = TAG[7:4 accesses, (no 
become tristates ROMCS# 
SDRAS# AEN), and on ROM 
SDCAS# masks writes) 
DWE#, and GNTO# pre- 

SDCKE emption 
respectively 

Note: Setting 

to 1 will override 

SYSCFG 11h[3 


PCIDV1 54h IRQ Driveback Address Register - Byte 0: Address Bits [7:0] Default = 00h 
IRQ driveback protocol address bits [7:0]: 
- When an external device logic, such as the 820824 PC Card Controller or the 82C814 Docking Controller, must generate an interrupt 
from any source, it follows the IRQ Driveback Protocol and toggles the REQ# line to the 82C700. Once it has the bus, it writes the 


changed IRQ information to the 32-bit I/O address specified in this register. The 82C700 interrupt controller claims this cycle and latches 
the new IRQ values. 


- This register defaults to a value of 00h, which disables the IRQ driveback scheme. 


PCIDV1 55h IRQ Driveback Address Register - Byte 1: Address Bits [15:8] Default = 00h 
PCIDV1 56h IRQ Driveback Address Register - Byte 2: Address Bits [23:16] Default = 00h 


PCIDV1 57h IRQ Driveback Address Register - Byte 3: Address Bits [31:24] Default = 00h 
PCIDV1 58h DRQ Remap Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 


DRQ remap base address bits [7:0]: 


- The distributed DMA protocol requires DMA controller registers for each DMA channel to be individually mapped into I/O space outside 
the range claimed by ISA devices. Bits A[31:0] of this register specify that base; bits 6:0 are reserved (write 0) because the base address 
can fall only on 128 byte boundaries. The 82C700 logic uses this base address two ways: 

1) to claim accesses to a PCMCIA DMA controller channel; 
2) to forward accesses across the bridge to remote devices specified in the DMA Channel Selector Register. 


PCIDV1 59h DRQ Remap Base Address Register - Byte 1: Address Bits [15:8] Default = 00h 
PCIDV1 5Ah DRQ Remap Base Address Register - Byte 2: Address Bits [23:16] Default = 00h 


PCIDV1 5Bh DRQ Remap Base Address Register - Byte 3: Address Bits [31:24] Default = 00h 
PCIDV1 5Ch DMA Channel Selector Register Default = 00h 
Ch 7 Ché Ch5 Hardware Dis- Ch3 Ch 2 Ch 1 Cho 
(DMAC2): (DMACe2): (DMAC2): tributed DMA: (DMAC1): (DMAC1): (DMAC1): (DMAC1): 

0 = Local 0 = Local 0 = Local 0 = Disable 0 = Local 0 = Local 0 = Local 0 = Local 
1 =OnPCl 1 =On PCI 1 =OnPCl 1 = Enable 1 =OnPCl 1 =OnPCl 1 =OnPCl 1 =OnPCl 
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PCIDV1 5Dh Reserved Default = 00h 
PCIDV1 5Eh IRQ Scheme Management Register Default = 00h 


End-of-Interrupt Holdoff bits [1:0]: | IRQ driveback Reserved 
The value of these bits selects the | data readback 

number of retries that will be selection at 

forced on the PCI bus every time PCIDV1 

an attempt is made to write I/O 60h-63h: 

Port 020h or OAOh, where OCW2 |0 = 1stdata 

of the interrupt controller is set. phase 

Multiple retries ensure that a 1 = 2nd data 

device trying to generate an IRQ phase 

driveback will succeed before an 

EOI command takes effect. This 

feature eliminates the possibility 

that an EOI could be registered 

before a change in IRQ status 

gets back to the central interrupt 

controller. 
FSSC ESS GSS CSCS SESS 


PCIDV1 5Fh SYSCFG Base Select Register Default = 00h 


Configuration Register Index/Data Port Address bits A[15:8]: 


- This byte provides the upper address bits of the 16-bit address for the system configuration registers index/data port. Bits A[7:0] always 
point to 22h/24h. At reset, this register defaults to 0, so the full |/O address for the index/data ports is 0022h/0024h. 


PCIDV1 60h IRQ Driveback Data Register - Byte 0: Data Bits [7:0] Default = 00h 


IRQ Driveback Data Bits [7:0]: 


- Whenever the 82C700 receives an IRQ driveback cycle, it latches the entire 32-bit data value in this register. If any of the IRQs set active 
in this driveback are also programmed to generate an SMI (through the standard PMU register settings), SMM code can read this regis- 
ter to determine the exact driveback value written. 


PCIDV1 61h IRQ Driveback Data Register - Byte 1: Data Bits [15:8] Default = 00h 
PCIDV1 62h IRQ Driveback Data Register - Byte 2: Data Bits [23:16] Default = 00h 
PCIDV1 63h IRQ Driveback Data Register - Byte 3: Data Bits [31:24] Default = 00h 
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PCIDV1 64h PCI Masier Control Register 1 Default = 10h 


PCl master PCI master PCI master/IDE | New AHOLD Non-contigu- Reserved ISA refresh: 
write X-1-1-1: read X-1-1-1: concurrence: protocol: ous byte 0 = Enable 
0 = Disable 0 = Disable 0 = Disable O= Disable | enables for PCI 1 = Disable, to 
1 = Enable 1 = Enable 1 = Enable 1 = Enable masiers: increase 
Also see (Default = 1) 0 = Disable PCI master 
PCIIDE 42h[3] | (Use HREQ to 1 = Enable bandwidth 
latch AHOLD) 


PCIDV1 64h - FS ACPI Version PCI Master Control Register 1 Default = 10h 


PCl master PCI master PCI master/IDE | New AHOLD Non-contigu- Reserved Synchronize ISA refresh: 
write X-1-1-1: read X-1-1-1: concurrence: protocol: ous byte reset for 0 = Enable 
0 = Disable 0 = Disable 0 = Disable O= Disable | enables for PCI refresh logic (for | 4 _ Disable, to 
1 = Enable 1 = Enable 1 = Enable 1 = Enable masters: improved increase 
Also see (Default = 1) 0 = Disable timing): PCI master 


PCIIDE 42h[3] | (Use HREQ to 1 = Enable 0 = Enable bandwidth 
latch AHOLD) 1 = Disable 


FSGS SSS SSCS CSCS GSS CSCS SSS 
PCIDV1 65h PCI Master Control Register 2 Default = 01h 


Reserved CPU priority control - When Interrupt Select DMA ISA retry for Use of AHOLD 
accessing PCI: request register | current or base | CPU/PCI mas- | signal during 
00 = CPU is lowest priority recover:(1) address and ter access ISA CPU-to-PCl 
01 = Highest priority after 4 PCI 0= Disable | counter to be cycle: cycles:©) 
master grants 1 = Enable ead: 0 = Disable 0 = Disable 
10 = Highest priority after 2 PCI Peurann ie Enable 1 = Enable 
master grants 1 =Base (Default = 1) 
11 = Highest priority after 3 PCI 
master grants 
(1) This features allows IRR to be accessed at SYSCFG 99h for PIC1 and 9Ah for PIC2. 
(2) Bit O is used only if PCIDV1 64h[4] =1. 


PCIDV1 65h - FS ACPI Version PCI Master Control Register 2 Default = 01h 


Reserved Retry all PCI CPU priority control - When Interrupt Select DMA ISA retry for Use of AHOLD 
DE cycles if accessing PCI: request register | currentor base | CPU/PCI mas- | _ signal during 
buffered DMA_ | 90 = CPU is lowest priority recover:(1) address and | ter access ISA CPU-to-PCl 
occupies the 01 = Highest priority after 4 PCI 0 = Disable counter a be ee cycles:(2) 
ISA bus. master grants 1 = Enable oa: 0 = Disable 0 = Disable 


O= Enable 10 = Highest priority after 2 PCI poeonem ieee 1 = Enable 
1 Disable master grants Tabeee (Default = 1) 
11 = Highest priority after 3 PCI 

master grants 
(1) This features allows IRR to be accessed at SYSCFG 99h for PIC1 and 9Ah for PIC2. 
(2) Bit 0 is used only if PCIDV1 64h[4] = 1 
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PCIDV1 66h 


SSS 


PCIDV1 67h 


PCI arbitration 
time-out mode: 


0 = Disable 


1 = Enable 
See PCIDV1 
65h[5:4]) 


Se 


PCIDV1 68h 


Zero wait state 
CPU R/W for 
VO accesses: 


PCIDV1 00h-FFh (cont.) 


Reserved PCICLKS5: 


0 = Disable 
1 = Enable 


CPU request IF 


Reserved 
0 = Disable 1 = Reserved 
1 = Enable 


SSS 


preemption: 
0 = Normal 


Reserved 


PCICLK Ep pease rg 


PCICLK2: 


0 = Disable 
1 = Enable 


Default = 00h 


Miscellaneous Conirol Register 5 


Default = 00h 


AHOLD delay: | AD31 in Type 1 


0 = No delay 
O=Enable | 14 = Delay 


1 = Disable AHOLD by 


3 PCI CLKs 


PCICLK1: 


0 = Disable 
1 = Enable 


configuration 
cycle: 


0: AD31 = 0 
1: AD31 = 1 


Sa 


Default = FFh 


PCICLKO: 


0 = Disable 
1 = Enable 


SS 


PCIDV1 69h 


Reserved PCICLK5 


SSSSSSSSSSSSSS i 


PCIDV1 6Ah 


Reserved: 
For PCICLK 
debug 
purposes. 


affected by 
CLKRUN#: 
0=No 
1 = Yes 


Coarse adjustment: 
000 = No delay 
001 = (PCICLK period +2) + ~4ns 
010 = (PCICLK period +2) + ~8ns 
011 = (PCICLK period +2) + ~12ns 
100 = (PCICLK period +2) + ~16ns 
101 =(PCICLK period +2) + ~20ns 
110 = (PCICLK period +2) + ~24ns 
111 = (PCICLK period +2) + ~28ns 


PCICLK Control Register 2 


PCICLK2 
affected by 
CLKRUN#: 


0=No 


{EE Es 
PCICLK Skew Adjust Register for PCICLK 0, 1, 2 


Fine adjustment: 


000 = No delay 
001 = Add ~1ns 
010 = Add ~2ns 
011 = Add ~3ns 
100 = Add ~4ns 
101 = Add ~5ns 
110 = Add ~6ns 
111 = Add ~7ns 


PCICLK1 
affected by 
CLKRUN#: 


Default = 00h 


PCICLKO 
affected by 
CLKRUN#: 


0=No 


Default = 00h 


Note: If both coarse adjustment and fine adjustment are set to 0 (no delay), PCICLKIN will be routed to PCICLK output with no compensa- 


PCIDV1 6Bh 


Reserved: 
For PCICLK 
debug 
purposes. 


PCICLK Skew Adjust Register for PCICLK 3, 4,5 


Coarse adjustment: 

000 = No delay 

001 = (PCICLK period +2) + ~4ns 
010 = (PCICLK period +2) + ~8ns 
011 = (PCICLK period +2) + ~12ns 
100 = (PCICLK period +2) + ~16ns 
101 = (PCICLK period +2) + ~20ns 
110 = (PCICLK period +2) + ~24ns 
111 =(PCICLK period +2) + ~28ns 


Fine adjustment: 


000 = No delay 
001 = Add ~1ins 
010 = Add ~2ns 
011 = Add ~3ns 
100 = Add ~4ns 
101 = Add ~5ns 
110 = Add ~6ns 
111 =Add ~7ns 


Default = 00h 


Note: If both coarse adjustment and fine adjustment are set to 0 (no delay), PCICLKIN will be routed to PCICLK output with no compensa- 
tion. 
Se 
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PCIDV1 00h-FFh (cont.) 


PCIDV1 6Ch-6Fh Reserved 


Default = 00h 
SSS SSS 
PCIDV1 70h 


W/R#, HITM#, FERR#, SMIACT# | BE[7:0]#, M/lO#, D/C#, CACHE#, 


Suspend state: 
00 = No pull-downs 
01 = Pull-down 
10 = Reserved 
11 = Reserved 


PCIDV1 71h 


IGERR#, A2OM# 
Suspend state: 
00 = Drive active 
01 = Drive inactive 
10 = Tristate, pull-down 


11 = Reserved 


PCIDV1 72h 


REQ3#, GNT3# 
Suspend state: 


00 = Drive 
01 = Tristate 
10 = Reserved 


11 = Reserved 


PCIDV1 73h 


CMD# 
Suspend state: 


00 = Drive 

01 = Tristate 

10 = Tristate, pull-down 
11 = Reserved 


Leakage Conirol Register - Byte 0 
HD[63:0] 
Suspend and Idle state: 
00 = Tristate 
01 = Tristate, pull-down 


LOCK# Suspend state: 
00 = No pull-downs 
01 = Pull-down during BOFF# 
10 = Pull-down during Suspend 


11 = Pull-down during BOFF# and 
Suspend 


10 = Reserved 
11 = Reserved 


Leakage Conirol Register - Byte 1 


CPURST, CPUINIT, AHOLD, BRDY#, NA# 
NMI, INTR, STPCLK# KEN#, EADS# 
Suspend state: BOFF#, SMI# 
00 = Drive Suspend state: 
01 = Tristate 0 = Drive 
10 = Reserved 1 = Tristate 


11 = Reserved 
Leakage Control Register - Byte 2 


C/BE[3:0]#, IRDY#, TRDY#,_ TAG[7:0] state: 
STOP#, AD[31:0], LOCK#, =| x1 = Tristate pull-down in 
FRAME#, PAR, PERR#, SERR#,_ STPCLK# 
DEVSEL#, GNT1#, REQO#, 1X =Tristate pull-down in 
oh Tie “Pore le Suspend 
Suspend state: 
00 = Drive 
01 = Tristate 


10 = Tristate, pull-down 


11 = Reserved 
Leakage Control Register - Byte 3 


SD[15:0 DBEW# 
Suspend state: Suspend state: 
01 = No pull-up/down in Active 00 = Drive 
mode, tristate in Suspend 01 = Tristate 


mode 10 = Tristate, pull-down 


01 = Pull-up in Active mode, 


11 = Reserved 


Default = 00h 
HA[3 1:3] 
Suspend state: 
00 = Tristate 
01 = Tristate, pull-down 
10 = Reserved 
11 = Reserved 


Default = 00h 
MD[63:0 


Suspend state: 


XX1 = Pull-down at Idle 
X1X = Pull-down in STPCLK# 
1XX = Pull-down in Suspend 


Default = 00h 
BWE#, GWE# CACS# 
Suspend state: | Suspend state: 
0 = Drive 0 = Drive 
1 = Tristate 1 = Tristate, 
pull-down 


Default = 00h 
IRQSER 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Tristate, pull-down 
11 = Reserved 


tristate in Suspend mode 


10 = No pull-up/down in Active 
mode, pull-down in Suspend 
mode 


= Pull-up in Active mode, pull- 


down in Suspend mode 
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PCIDV1 74h 
SA[1 5:0] 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Tristate, pull-down 
11 = Reserved 


PCIDV1 75h 


Secondary IDE XD bus 


PCIDV1 00h-FFh (cont.) 


00 = Drive 
01 = Tristate 


Leakage Conirol Register - Byte 4 


SA[23:18] 
Suspend state: 


10 = Tristate, pull-down 


11 = Reserved 


MD[63:0] 


interface in 
ISA-less mode: 


(primary IDE 


interface) in no 


engage 
pull-down: 


XD[7:0 
Suspend state: 
01 = No pull-up/down in Active 
mode, tristate in Suspend 


mode 


01 = Pull-up in Active mode, 


tristate in Suspend mode 
10 = No pull-up/down in Active 


mode, pull-down in Suspend 
mode 


11 = Pull-up in Active mode, pull- 


down in Suspend mode 


Leakage Control Register - Byte 5 


TAG[7:0 


engage 
pull-down: 


XD bus mode: 
0 = Tristated 


O = Tristated 
1 = Driven 


0 = Controlled 


OQ = Controlled 


by PCIDV1 


by PCIDV1 


control signals 
to be driven on 
the XD bus. 


72h[3:2] 


DACK[7:0]# 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Tristate 
11 = Reserved 


Preliminary 
82C700 


Default = 00h 
RFSH#, MRD#, MWR#, 
IORD#. IOWR# 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Tristate, pull-down 


11 = Reserved 


Default = 00h 
RTCAS, RTCRD#, RTC WR# 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = RTCAS: Tristate, pull-up, 


RTCRD# and RTCWR#: 
Tristate, pull-down 


11 = Reserved 


PCIDV1 75h - FS ACPI Version Leakage Control Register - Byte 5 Default = 00h 


XD bus 
(primary IDE 
interface) in no 
XD bus mode: 

0 = Tristated 

1 = Driven 
This bit must 
be set if the 
RTCAS:A20M# 
strap option = 
10 to allow IDE 
control signals 
to be driven on 
the XD bus. 


Secondary IDE 
interface in 
ISA-less mode: 
0 = Tristated 

1 = Driven 


PCIDV1 76h 


MDJ[63:0] 
engage 
pull-down: 

0 = Controlled 
by PCIDV1 
71[2:0]h 

1 = Pull-down 
always 
(overrides 
PCIDV1 
71h[2:0]) 


TAG[7:0] 
engage 
pull-down: 

0 = Controlled 
by PCIDV1 
72h[3:2] 

1 = Pull-down 
always 
(overrides 
PCIDV1 
72h[3:2]) 


DACK[7:0]# 
Suspend state: 
00 = Drive 
01 = Tristate 
10 = Drive low 
11 = Reserved 


RTCAS, RTCRD#, RTC WR# 
Suspend state: 


00 = Drive 
01 = Tristate 


10 = RTCAS: Tristate, pull-up, 
RTCRD# and RTCWR#: 
Tristate, pull-down 


11 = Reserved 


Hot Docking Leakage Control Register 


PCIDV1 77h-7Fh 


912-2000-015 
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Default = 00h 


Hot-docking_ 
tristate ISA 
bus/control: 
0 = Disable 
1 = Enable 


Hot-docking_ 
tristate PCI 
bus/control: 
0 = Disable 
1 = Enable 


aaa 
Reserved 


SS 


Default = 00h 
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PCIDV1 00h-FFh (cont.) 


PCIDV1 80h PIOO Pin (CDOE#) Function Register 


000 = Group 0 (Power Management Inputs) 
001 = Group 1 (Power Control! Outputs) 
010 = Group 2 (Miscellaneous Inputs) 

011 = Group 3 (Miscellaneous Outputs) 


0000 = Group sub-function 0 
0001 = Group sub-function 1 
0010 = Group sub-function 2 
0011 = Group sub-function 3 
0100 = Group sub-function 4 
0101 = Group sub-function 5 
0110 = Group sub-function 6 
0111 = Group sub-function 7 


Tristate, pull- 
down PIOO dur- 
ing Suspend: 

0=No 


1 = Yes 100 = Group 4 (IDE Controller Outputs) 


( 
101 = Group 5 (Gate Logic Inputs) 
110 = Group 6 (Logic Outputs) 

111 = Group 7 (Reserved) 


Note: Refer to Section 3.3, Programmable I/O Pins for further information. 


Hoe 
Default = 00h 


PCIDV1 81h PIO1 Pin (TAGWE#) Function Register 


Group X selection: 
Refer to PCIDV1 80h[6:4] for decode. 


Tristate, pull- 
down PIO1 dur- 
ing Suspend: 
0=No 
1 = Yes 


SSeS 
Default = 00h 


PCIDV1 82h PIO2 Pin (ADSC#) Function Register 


Group X selection: 
Refer to PCIDV1 80h[6:4] for decode. 


Tristate, pull- 
down P1IO2 dur- 
ing Suspend: 


Default = 00h 


1000 = Group sub-function 8 

1001 = Group sub-function 9 

1010 = Group sub-function 10 
1011 = Group sub-function 11 
1100 = Group sub-function 12 
1101 = Group sub-function 13 
1110 = Group sub-function 14 
1111 = Group sub-function 15 


Group sub-function X selection: 
Refer to PCIDV1 80h[3:0] for decode. 


Group sub-function X selection: 
Refer to PCIDV1 80h[3:0] for decode. 


Default = 00h 


PCIDV1 83h 


Tristate, pull- 
down PIO3 dur- 
ing Suspend: 

0=No 


PIO3 Pin (ADV#) Function Register 


Group X selection: 
Refer to PCIDV1 80h[6:4] for decode. 


Saas 
Default = 00h 


PCIDV1 84h PIO4 Pin (RAS2#) Function Register 


Group X selection: 
Refer to PCIDV1 80h[6:4] for decode. 


Tristate, pull- 
down P!IO4 dur- 
ing Suspend: 
0=No 
1 = Yes 


PCIDV1 85h PIO5 Pin (RAS1#) Function Register 


Group X selection: 
Refer to PCIDV1 80h[6:4] for decode. 


Tristate, pull- 
down PIO5 dur- 
ing Suspend: 
0=No 
1 = Yes 


Group sub-function X selection: 
Refer to PCIDV1 80h[3:0] for decode. 


Group sub-function X selection: 
Refer to PCIDV1 80h[3:0] for decode. 


Default = 00h 


Group sub-function X selection: 
Refer to PCIDV1 80h[3:0] for decode. 
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PCIDV1 86h PIO6 Pin (CLKRUN#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO6 dur- Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
ing Suspend: 


0=No 
1 = Yes 
PCIDV1 87h PIO7 Pin (REQ1#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO7 dur- Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
ing Suspend: 


0=No 

1 = Yes 
Hoare 
PCIDV1 88h P1IO8 Pin (REQ2#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO8 dur- Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
ing Suspend: 


0=No 
1 = Yes 
PCIDV1 89h PIO9 Pin (DDRQO) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
down PIO9 dur- Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
ing Suspend: 
0=No 


PCIDV1 8Ah PIO10 Pin (IRQ1) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO10 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 
Suspend: 
0=No 
1 = Yes 
PCIDV1 8Bh PIO11 Pin (IRQ8#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO11 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 
Suspend: 
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Table 5-8 PCIDV1 00h-FFh (cont.) 
7 
PCIDV1 8Ch P1IO12 Pin (IRQ12) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
ai Plot2 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
urin 
Sienere: 
0=No 
1 = Yes 
Saas 
PCIDV1 8Dh P1IO13 Pin (IRQ14) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
— PIO13 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
urin 
ase a: 
0=No 
1 = Yes 
PCIDV1 8Eh P1014 Pin (SEL#/ATB#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
— PIO14 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
urin 
Sianane 
0=No 
1 = Yes 
PCIDV1 8Fh P1015 Pin (RSTDRV) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
down PIO15 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 


during 
Suspend: 
0 =No 
1 = Yes 


PCIDV1 90h P1016 Pin (SA16) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
down PIO16 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 
Suspend: 
0=No 
1 = Yes 
Tn = 
PCIDV1 91h P1017 Pin (SA17) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
down PIO17 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 
Suspend: 
0=No 
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Table 5-8 PCIDV1 00h-FFh (cont.) 
7 


PCIDV1 92h P1018 Pin (1016#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO18 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 


Suspend: 
0=No 
1 = Yes 
PCIDV1 93h P1IO19 Pin (M16#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO19 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 


Suspend: 
0=No 
1 = Yes 
PCIDV1 94h P1020 Pin (SBHE#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO20 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 
Suspend: 
0=No 
1 = Yes 
PCIDV1 95h P1021 Pin (SMRD#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
sa Plo21 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
urin 
Steed: 
0=No 
1 = Yes 
PCIDV1 96h PIO22 Pin (SMWR#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
cout PlO22 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
urin 
Subnend 
0=No 
1 = Yes 
ww S x a 


PCIDV1 97h P1023 Pin (ROMCS#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO23 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 
Suspend: 


O0=No 
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Table 5-8 PCIDV1 00h-FFh (cont.) 
7 


PCIDV1 98h P1024 Pin (KBDCS#) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
aa PlO24 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
urin 
Stenerd: 
0=No 
1 = Yes 
PCIDV1 99h PIO25 Pin (DRQA) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
oe PlO25 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
urin 
Based: 
0=No 
1 = Yes 
PCIDV1 9Ah PIO26 Pin (DRQB) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
down PIO26 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 
Suspend: 
0 =No 


PCIDV1 9Bh P1lO27 Pin (DRQC) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
sa P1027 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
urin 
Siar 
0=No 
1 = Yes 
PCIDV1 9Ch PIO28 Pin (DRQD) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
down PIO28 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 
Suspend: 
0=No 
1 = Yes 
Tn = 
PCIDV1 9Dh PIO29 Pin (DRQE) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 
down PIO29 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 
Suspend: 
0=No 
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Table 5-8 PCIDV1 00h-FFh (cont.) 
7 


PCIDV1 9Eh PIO30 Pin (DRQF) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO30 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 


Suspend: 
0=No 
1 = Yes 
PCIDV1 9Fh PIO31 Pin (DRQG) Function Register Default = 00h 


Tristate, pull- Group X selection: Group sub-function X selection: 


down PIO31 Refer to PCIDV1 80h[6:4] for decode. Refer to PCIDV1 80h[3:0] for decode. 
during 


Suspend: 
0=No 
1 = Yes 
PCIDV1 AOh Logic Matrix Register 1 Default = 00h 


Invert input O1h Connect logic input 01h (AND2) to: Invert input OOh Connect logic input 00h (AND1) to: 
(whether from 000 = PIO pin (whether from Refer to PCIDV1 AOh[6:4] for decode. 
PIO pin or from 001 = Logic 1 PIO pin or from 
logic matrix 010 = Out 2h (AND output) logic matrix 
output)? 011 = Out 3h (NAND output) output)? 
0=No 100 = Out 4h (OR output) 0=No 
1 = Yes 101 = Out 5h (XOR output) 1 = Yes 
110 = Out 6h (flip-flop 1 output) 
111 = Out 7h (flip-flop 2 output) 
PCIDV1 Ath Logic Matrix Register 2 Default = 00h 


Invert input Connect logic input O3h (NAND) to: Invert input Connect logic input 02h (AND3) to: 
03h? Refer to PCIDV1 AOh[6:4] for decode. 02h? Refer to PCIDV1 AOh[6:4] for decode. 
0=No 0=No 
1 = Yes 1 = Yes 
PCIDV1 A2h Logic Matrix Register 3 Default = 00h 


Invert input Connect logic input 05h (OR2) to: Invert input Connect logic input 04h (OR1) to: 
O5h? Refer to PCIDV1 AOh[6:4] for decode. 04h? Refer to PCIDV1 AOh[6:4] for decode. 
0=No 0=No 
1 1 = Yes 
PCIDV1 A3h Logic Matrix Register 4 Default = 00h 


Invert input Connect logic input 07h (XOR71) to: Invert input Connect logic input O6h (OR3) to: 
07h? Refer to PCIDV1 AOh[6:4] for decode. 06h? Refer to PCIDV1 AOh[6:4] for decode. 

0=No 0=No 

1 = Yes 1 = Yes 
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PCIDV1 A4h Logic Matrix Register 5 Default = 00h 


Invert input Connect logic input O9h (XOR3) to: Invert input Connect logic input 08h (XOR2) to: 
09h? Refer to PCIDV1 AOh[6:4] for decode. 08h? Refer to PCIDV1 AOh[6:4] for decode. 
0=No Q=No 
1 = Yes 
FSSC S 
PCIDV1 A5h Logic Matrix Register 6 Default = 00h 
Invert input Connect logic input OBh Invert input Connect logic input OAh 
OBh? (flip-flop 1, -D input) to: OAh? (flip-flop 1, PRE# input) to: 
0=No Refer to PCIDV1 AOh[6:4] for decode. 0=No Refer to PCIDV1 AOh[6:4] for decode. 

1 = Yes 1 = Yes 
arr 
PCIDV1 A6Gh Logic Matrix Register 7 Default = 00h 

Invert input Connect logic input ODh Invert input Connect logic input OCh 
ODh? (flip-flop 1, CLR# input) to: OCh? (flip-flop 1, CPUCLKIN input) to: 
0=No Refer to PCIDV1 AOh[6:4] for decode. 0=No Refer to PCIDV1 AOh[6:4] for decode. 
1 = Yes 1 = Yes 
aaa» wl 
PCIDV1 A7h Logic Matrix Register 8 Default = 00h 


Invert input Connect logic input OFh Invert input Connect logic input OEh 
(flip-flop 2, CPUCLKIN input) to: OEh? (flip-flop 1, D input) to: 
Refer to PCIDV1 AOh[6:4] for decode. 0=No Refer to PCIDV1 AOh[6:4] for decode. 
1 = Yes 
PCIDV1 A8h PIO Pin Current State Register 1 Default = 00h 


Value on Value on Value on Value on Value on Value on Value on Value on 
PIO7 pin: PIO6 pin: PIO5 pin: PIO4 pin: PIOS pin: PIO2 pin: PIO1 pin: PIOO pin: 

0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 

1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logic high 

PCIDV1 ASh PIO Pin Current State Register 2 Default = 00h 
Value on Value on Value on Value on Value on Value on Value on Value on 
PIO15 pin: P1014 pin: PIO13 pin: PIO12 pin: PIO11 pin: PIO10 pin: PIO9 pin: PIO8 pin: 

0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 

1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logic high 

PCIDV1 AAh PIO Pin Current State Register 3 Default = 00h 
Value on Value on Value on Value on Value on Value on Value on Value on 
PIO23 pin: PIO22 pin: P1021 pin: PIO20 pin: PIO19 pin: PIO18 pin: P1IO17 pin: PIO16 pin: 

0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 

1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh 

PCIDV1 ABh PIO Pin Current State Register 4 Default = 00h 
Value on Value on Value on Value on Value on Value on Value on Value on 
PIO31 pin: PIO30 pin: PIO29 pin: PIO28 pin: P1027 pin: PIO26 pin: P1025 pin: P1024 pin: 

0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 0 = Logic low 

1 =Logichigh | 1 = Logic high ic hi ic hi 1=Logichigh |1=Logichigh |1=Logichigh |1=Logichigh 

PCIDV1 ACh-ADh Reserved Default = 00h 
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Table 5-8 PCIDV1 00h-FFh (cont.) 
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PCIDV1 AEh DBE# Select Register 1 Default = 01h 


Reserved DBEX# selection: Reserved DBEWé# selection: 
000 = Disable (Default) 000 = Disable 
001 = DBEO#: Cable 0, Drives 0 and 1 001 = DBEO#: Cable 0, Drives 0 and 1(Default) 
010 = DBEO-0#: Cable 0, Drive 0 010 = DBEO-0#: Cable 0, Drive 0 
011 = DBEO-1#: Cable 0, Drive 1 011 = DBEO-1#: Cable 0, Drive 1 
100 = Decode all IDE accesses 100 = Decode all IDE accesses 
101 = DBE1#: Cable 1, Drives 0 and 1 101 = DBE1#: Cable 1, Drives 0 and 1 
110 = DBE1-0#: Cable 1, Drive 0 110 = DBE1-0#: Cable 1, Drive 0 
111 = DBE1-1#: Cable 1, Drive 1 111 = DBE1-1#: Cable 1, Drive 1 

PCIDV1 AFh DBE# Select Register 2 Default = 00h 


Reserved DBEZ# selection: Reserved DBEY# selection: 
000 = Disable (Default) 000 = Disable (Default) 
001 = DBEO#: Cable 0, Drives 0 and 1 001 = DBEO#: Cable 0, Drives 0 and 1 
010 = DBEO-0#: Cable 0, Drive 0 010 = DBEO-0#: Cable 0, Drive 0 
011 = DBEO-1#: Cable 0, Drive 1 011 = DBEO-1#: Cable 0, Drive 1 
100 = Decode all IDE accesses 100 = Decode all IDE accesses 
101 = DBE1#: Cable 1, Drives 0 and 1 101 = DBE1#: Cable 1, Drives 0 and 1 
110 = DBE1-0#: Cable 1, Drive 0 110 = DBE1-0#: Cable 1, Drive 0 
111 = DBE1-1#: Cable 1, Drive 1 111 = DBE1-1#: Cable 1, Drive 1 
PCIDV1 BOh IRQA Interrupt Selection Register 


Engage pull- Reserved Interrupt Interrupt selection on IRQA pin (Default = IRQ3): 
down on IRQA? source: 0000 = Disable 0110 = IRQ6 1011 =IRQ11 
0=No 0 = ISA (edge) 0001 = IRQ1 0111 = |RQ7 1100 = IRQ12 
1 = Yes 1 = PCI (level) 0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 = |IRQ9 1110 = |RQ14 
0100 = IRQ4 1010 =|RQ10 1111 =IRQ15 
0101 = IRQ5 
PCIDV1 Bih IRQB Interrupt Selection Register Default = 04h 


Engage pull- Reserved Interrupt Interrupt selection on IRQB pin (Default = |IRQ4): 
down on IRQB? source: 0000 = Disable 0110 = IRQ6 1011 = IRQ11 
0=No 0 = ISA (edge) 0001 = !IRQ1 0111 = IRQ7 1100 = IRQ12 
1 = Yes 1 = PCI (level) 0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 = |IRQ9 1110 = |RQ14 
0100 = IRQ4 1010 =IRQ10 1111 =IRQ15 
0101 =IRQ5 
PCIDV1 B2h IRQC Interrupt Selection Register Default = 05h 


Engage pull- Reserved Interrupt Interrupt selection on IRQC pin (Default = |RQ5): 
down on IRQC? source: 0000 = Disable 0110 = IRQ6 1011 =IRQ11 
0=No 0 = ISA (edge) 0001 =!IRQ1 0111 =IRQ7 1100 = IRQ12 
1 = Yes 1 = PCI (level) 0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 
0011 = IRQ3 1001 =IRQ9 1110 =IRQ14 
0100 = IRQ4 1010 =IRQ10 1111 =IRQ15 
0101 =IRQ5 
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PCIDV1 00h-FFh (cont.) 


7 


PCIDV1 B3h 
Engage pull- 
down on IRQD? 
0=No 
1 = Yes 


Reserved 


IRQD Interrupt Selection Register 


Interrupt 
source: 
0 = ISA (edge) 
1 = PCI (level) 


Default = 06h 


Interrupt selection on IRQD pin (Default = IRQ6): 


0000 = Disable 
0001 =!RQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 =IRQ5 


0110 = IRQ6 
0111 =|RQ7 
1000 = IRQ8# 
1001 = |RQ9 
1010 = |RQ10 


1011 =|IRQ11 
1100 = IRQ12 
1101 = Rsvd 
1110 =|1RQ14 
1111 =IRQ15 


IRQE Interrupt Selection Register 


PCIDV1 B4h 
Engage pull- 
down on IRQE? 
0=No 
1 = Yes 


Reserved 


Interrupt 
source: 
0 = ISA (edge) 
1 = PCI (level) 


Default = 07h 


Interrupt selection on IRQE pin (Default = 1RQ7): 


0000 = Disable 
0001 =!IRQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 =IRQ5 


0110 = IRQ6 
0111 = |RQ7 
1000 = IRQ8# 
1001 = |RQ9 
1010 = |RQ10 


1011 =|IRQ11 
1100 = IRQ12 
1101 = Rsvd 
1110 =|1RQ14 
1111 =IRQ15 


FSGS SUCCESSES 
IRQF Interrupt Selection Register 


PCIDV1 B5h 


Engage pull- 
down on IRQF? 
0=No 
1 = Yes 


PCIDV1 B6h 


Engage pull- 
down on IRQG? 
0=No 
1 = Yes 


PCIDV1 B7h 
Engage pull- 
down on IRQH? 
0=No 
1 = Yes 
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Reserved 


Reserved 


Reserved 


Interrupt 
source: 
0 = ISA (edge) 
1 = PCI (level) 


Default = 09h 


Interrupt selection on IRQF pin (Default = IRQ9): 


0000 = Disable 
0001 = !RQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 =IRQ5 


IRQG Interrupt Selection Register 
Interrupt selection on IRQG pin (Default = IRQ10): 


Interrupt 
source: 
0 = ISA (edge) 
1 = PCI (level) 


0000 = Disable 
0001 = !RQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 =IRQ5 


0110 = IRQ6 
0111 =IRQ7 
1000 = IRQ8# 
1001 = |RQ9 
1010 =|RQ10 


0110 = IRQ6 
0111 =IRQ7 
1000 = IRQ8# 
1001 = |IRQ9 
1010 = |RQ10 


1011 = |IRQ11 
1100 = IRQ12 
1101 = Rsvd 
1110 =IRQ14 
1111 =IRQ15 


Default = 0Ah 


1011 = |RQ11 
1100 = IRQ12 
1101 = Rsvd 
1110 =|RQ14 
1111 =IRQ15 


IRQH Interrupt Selection Register 


Interrupt 
source: 
0 = ISA (edge) 
1 = PCI (level) 


Default = OBh 


Interrupt selection on IRQH pin (Default = |RQ11): 


0000 = Disable 
0001 = IRQ1 
0010 = Rsvd 
0011 = IRQ3 
0100 = IRQ4 
0101 =IRQ5 


0110 = IRQ6 
0111 =IRQ7 
1000 = IRQ8# 
1001 = |RQ9 
1010 = |RQ10 


1011 =!1RQ11 
1100 = IRQ12 
1101 = Rsvd 
1110 =I1RQ14 
1111 =IRQ15 
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Table 5-8 PCIDV1 00h-FFh (cont.) 
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PCIDV1 B&h PCI Interrupt Selection Register 1 Default = 00h 


Interrupt selection on PIO PCIRQ1# input (Default = Disable): Interrupt selection on PIO PCIRQO# input (Default = Disable): 

0000 = Disable 0110 = IRQ6 1011 =IRQ11 0000 = Disable 0110 = IRQ6 1011 =IRQ11 

0001 = |IRQ1 0111 =IRQ7 1100 = IRQ12 0001 = IRQ1 0111 =IRQ7 1100 = IRQ12 

0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 

0011 = IRQ3 1001 = IRQ9Q 1110 =IRQ14 0011 = IRQ3 1001 =IRQ9 1110 =IRQ14 

0100 = IRQ4 1010 = IRQ10 1111 = IRQ15 0100 = IRQ4 1010 =IRQ10 1111 =IRQ15 

0101 = IRQ5 0101 =IRQ5 

PCIDV1 B9h PCI Interrupt Selection Register 2 Default = 00h 


Interrupt selection on PIO PCIRQ3# input (Default = Disable): Interrupt selection on PIO PCIRQ2# input (Default = Disable): 

0000 = Disable 0110 = IRQ6 1011 = IRQ11 0000 = Disable 0110 = IRQ6 1011 = IRQ11 

0001 = IRQ1 0111 =IRQ7 1100 = IRQ12 0001 = IRQ1 0111 = |RQ7 1100 = IRQ12 

0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 0010 = Rsvd 1000 = IRQ8# 1101 = Rsvd 

0011 = IRQ3 1001 = |RQ9 1110 = IRQ14 0011 = IRQ3 1001 = |IRQ9 1110 =1RQ14 

0100 = IRQ4 1010 =|RQ10 1111 =IRQ15 0100 = IRQ4 1010 = |RQ10 1111 =IRQ15 

0101 =IRQ5 0101 =IRQ5 
aS 
PCIDV1 BAh Serial IRQ Control Register 1 Default = 00h 


Compaq SIRQ | Compaq SIRQ |} SIRQdelays | Compaq SIRQ | Compaq SIRQ- Start frame width | SlIRQdelays | Compaq SIRQ 
HALT mode QUIET mode ISR accesses: data frame in PCI clocks. Change this setting | EOl accesses: | (Compag serial 
request: request: 0=No slots. Change | only when serial IRQ is disabled 0 =No IRQ scheme): 
0=Active | 0= Continuous 1 = Yes only when the orin HALT state: 1 = Yes 0 = Disable 
1 = Halt 1 = Quiet serial IRQ logic 00 = 4 PCICLKs 1 = Enable 
is disabled or in 01 =6 PCICLKs 
HALT state: 10 =8 PCICLKs 
0=17 slots 11 = Reserved 
1 =21 slots 
PCIDV1 BBh Serial IRQ Control Register 2 Default = 00h 


Compaq SIRQ | Compaq SIRQ SIRQ delays Intel SIRQ 
in HALT state | in QUIET state IRR accesses: | (Intel serial IRQ 
(RO): (RO): 0=No scheme): 
0=No 0=No 1 = Yes 0 = Disable 
1 = Yes 1 = Yes 1 = Enable 
PCIDV1 BCh-BFh Reserved Default = 00h 
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ee a ee ee 
PCIDV1 COh 


DMA channel selection on 
DRQB/DACKB# pins (Channel 1): 
000 = Channel 0 100 = PPWR5 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


Reserved 


Reserved 


DMA Channels A and B Selection Register 


Default = 10h 


DMA channel selection on 
DRQA/DACKA# pins (Default = Channel 0): 
000 = Channel 0 100 = PPWR4 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


PCIDV1 Cth 


DMA channel selection on 
DRQD/DACKD# pins (Channel 3): 
000 = Channel 0 100 = PPWR7 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


Reserved 


Reserv 


PCIDV1 C2h 


DMA channel selection on 
DRQE/DACKE# pins (Default = Channel 5): 
000 = Channel 0 100 = PPWR13 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


Reserved 


Reserved 


DMA Channels C and D Selection Register 


DMA Channel E Selection Register 


selection on 


0=TC 
1 =PPWR10 


Default = 32h 


DMA channel selection on 
DRQC/DACKG# pins (Channel 2): 
000 = Channel 0 100 = PPWR6 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


‘ed 


Default = 50h 


Function 
selection on 
RFSH# pin: 

0 = RFSH# 
1 =PPWR12 


Function 
selection on 
AEN pin: 
0 = AEN 
1 =PPWR11 


Function 


TC pin: 


PCIDV1 C3h 


Reserved DMA channel selection on 
DRQG/DACKG# pins (Default = Channel 7): 

000 = Channel 0 100 = PPWR15 

001 = Channel 1 101 = Channel 5 

010 = Channel 2 110 = Channel 6 


011 = Channel 3 111 = Channel 7 


Reserved 


DMA Channels F and G Selection Register 


Default = 76h 


DMA channel selection on 
DRQF/DACKF# pins (Default = Channel 6): 
000 = Channel 0 100 = PPWR14 
001 = Channel 1 101 = Channel 5 
010 = Channel 2 110 = Channel 6 
011 = Channel 3 111 = Channel 7 


PCIDV1 C4h-CFh Reserved 


Default = 00h 
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Table 5-8 PCIDV1 00h-FFh (cont.) 


Note: PCIDV1 DOh through EEh pertain only to FS ACPI Version. Otherwise they are reserved. 


PCIDV1 DOh - FS ACPI Version PM1_BLK Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 
PM1 Block Base Address Bits PM1_BLK 
- Address value A[15:0] defines the 16-bit starting address for PM1_BLK Register Set in system I/O space. The address | Register Set: 
is required to be paragraph-aligned (on a 16-byte boundary), so bits [3:0] are always 0. 0 = Disable 
1 = Enable 
PCIDV1 D1th - FS ACPI Version PM1_BLK Base Address Register - Byte 1: Address Bits [15:8] Default = 00h 
SSS 
PCIDV1 D2h - FS ACPI Version PM2_BLK Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 
PM2 Block Base Address Bits PM2_BLK 
- Address value A[15:0] defines the 16-bit starting address for PM2_BLK Register Set in system I/O space. The address | Register Set: 
is required to be qword-aligned (on an 8-byte boundary), so bits [2:0] are always 0. 0 = Disable 
1 = Enable 
PCIDV1 D3h - FS ACPI Version PM2_BLK Base Address Register -Byte 1: Address Bits [15:8] Default = 00h 
PCIDV1 D4h - FS ACPI Version P_BLK Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 


Processor Block Base Address Bits P_BLK 
- Address value A[15:0] defines the 16-bit starting address for P_BLK Register Set in system I/O space. The address is | Register Set: 
required to be qword-aligned (on an 8-byte boundary), so bits [2:0] are always 0. 0 = Disable 
1 = Enable 
PCIDV1 D5h - FS ACPI Version P_BLK Base Address Register - Byte 1: Address Bits [15:8] Default = 00h 
PCIDV1 D6h GPEO_BLK Base Address Register - Byte 0: Address Bits [7:0] Default = 00h 


General Purpose Event Block Base Address Bits GPEO_BLK 
- Address value A[15:0] defines the 16-bit starting address for GPEO_BLK Register Set in system I/O space. The Register Set: 
address is required to be qword-aligned (on an 8-byte boundary), so bits [2:0] are always 0. 0 = Disable 
1 = Enable 
PCIDV1 D7h - FS ACPI Version GPEO_BLK Base Address Register - Byte 0: Address Bits [15:8] Default = 00h 
PCIDV1 D&h - FS ACPI Version ACPI Source Control Register - Byte 0 Default = 00h 
ACPI7 ACPI6 ACPI5 ACPI4 ACPI3 ACPI2 ACPI1 ACPIO 
LID: EC#: USB#: Ri#: FRI#: STSCHG#: DOCK#: UNDOCK#: 
0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 0=IRQ 
Driveback Driveback Driveback Driveback Driveback Driveback Driveback Driveback 
1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 
ACPI input ACPI input ACPI input ACPI input AGPI input ACPI input AGPI input ACPI input 
PCIDV1 D9h - FS ACPI Version ACPI Source Control Register - Byte 1 Default = 00h 


Reserved ACPI11: ACPI10: ACPI9: ACPI8: 
0=IRQ 0=IRQ 0=IRQ 0=IRQ 
Driveback Driveback Driveback Driveback 
1 = Discrete 1 = Discrete 1 = Discrete 1 = Discrete 
ACPI input AGPI input ACPI input ACPI input 
Note: The bits in the ACPI Source Control Register (Bytes 0 and 1) select whether the specified ACPI input comes from the IRQ Driveback 
cycle or from an external pin source (one of the PIO pins or through ACPIMX option). 


912-2000-015 Page 327 
Revision: 1.0 


Preliminary 
82C700 


Table 5-8 


7 
ESS SSS aaa aaa 
PCIDV1 DAh - FS ACPI Version 


PCIDV1 00h-FFh (cont.) 


PCIDV1 DBh - FS ACPI Version 


ACPI11: 
0 = Low 


Reserved 


ACPI Source Status Register - Byte 0 


ACPI Source Status Register - Byte 1 


SS SAS Tg waa 


Default = 00h 


ACPIO 
UNDOCK#: 
0 = Low 
1 = High 


Default = 00h 


STSCHG#: 
0 = Low 


ACPI10: 
0 = Low 
1 = High 


Note: The bits in the ACPI Source Status Register (Bytes 0 and 1) indicate the current state of the ACPI lines, either the discrete pins or the 
last IRQ Driveback value depending on the ACPI Source Control Register setting. This information may also be available elsewhere, 
since the IRQ Driveback values and PIO pin values can be read from other registers. However, this register provides a central means of 
reading signal state and is especially useful for signals such as LID (which generates an SCI, System Controller Interrupt, on both 


opening and closing events). 


PCIDV1 DCh - FS ACPI Version ACPI Event Resume Control Register - Byte 0 Default = 00h 


ACPI4 
RI#: 
0 = Event will 
not cause 
Resume 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


ACPI3 
FRI#: 
0 = Event will 
not cause 
Resume 


1 = Eventwill 
cause 
Resume 
operation if 
system is in 
Suspend 


ACPI5 
USB#: 
0 = Event will 
not cause 
Resume 


ACPI7 
LID: 
0 = Event will 
not cause 
Resume 


1 = Eventwill 
cause 
Resume 
operation if 
system is in 
Suspend 


PCIDV1 DDh - FS ACPI Version 


Reserved ACPI11: 

0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


ACPI6 
EC#: 
0 = Event will 
not cause 
Resume 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


ACPI Event Resume Control Register - 


ACPI1 
DOCK#: 
0 = Event will 
not cause 
Resume 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


ACPIO 
UNDOCK#: 


0 = Event will 
not cause 
Resume 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


Default = 00h 


ACPI8: 

0 = Event will 
not cause 
Resume 


ACPI2 
STSCHG#: 
0 = Event will 
not cause 
Resume 


1 = Event will 
cause 
Resume 
operation if 
system isin 
Suspend 


Byte 1 
ACPI10: 


0 = Event will 
not cause 
Resume 


ACPIO: 


0 = Event will 
not cause 
Resume 

1 = Event will 
cause 
Resume 
operation if 
system isin 
Suspend 


1 = Event will 
cause 
Resume 
operation if 
system is in 
Suspend 


1 = Event will 
cause 
Resume 
operation if 
system isin 
Suspend 


Note: The bits in the ACP] Event Resume Control Register (Bytes 0 and 1) select whether the specified ACPI input can wake the system from 
its Suspend mode. Note that any PCI device that sends its information via the IRQ Driveback cycle will wake the system when it acti- 


vates its CLKRUN# pin. 


SSS SSSR SESS 


PCIDV1 DEh-DFh Reserved 
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SES eS SSS aaa 
PCIDV1 EOh - FS ACPI Version 


PLVL17: 


Selects state 
PPWR17 line 
will assume 
when SCTL_ 
PPWR17 set- 
ting is reached. 

0 = Low 

1 = High 


PCIDV1 Eth - FS ACPI Version 


PLVL19: 


Selects state 
PPWR(19Q line 
will assume 
when SCTL_ 
PPWR19Q9 set- 
ting is reached. 


0 = Low 


PCIDV1 E2h - FS ACPI Version 


PLVL21: 
Selects state 
PPWR21 line 
will assume 
when SCTL_ 
PPWR21 set- 
ting is reached. 

0 = Low 
1 = High 


PCIDV1 E3h - FS ACPI Version 


PLVL23: 
Selects state 
PPWR23 line 
will assume 
when SCTL_ 
PPWR23 set- 
ting is reached. 

0 = Low 
1 = High 


912-2000-015 
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PCIDV1 00h-FFh (cont.) 


SCTL_PPWR17: 
Refer to bits [2:0] for decode. 


SCTL_PPWR19: 


Refer to PCIDV1 EOh[2:0] for decode. 


SCTL_PPWR21: 
Refer to PCIDV1 EOh[2:0] for decode. 


SCTL_PPWR23: 
Refer to PCIDV1 EOh[2:0] for decode. 


SS SAS TC A wa 


SLP_TYP Control Register - Byte 0 


PLVL16: 


Selects state 
PPWR16 line 
will assume 
when SCTL_ 
PPWR16 set- 
ting is reached. 

0 = Low 

1 = High 


SLP_TYP Control Register - Byte 1 


PLVL18: 
Selects state 
PPWR18 line 
will assume 
when SCTL_ 
PPWR18 set- 
ting is reached. 

0 =Low 
1 = High 


SLP_TYP Control Register - Byte 2 


PLVL20: 
Selects state 
PPWR20 line 
will assume 
when SCTL_ 
PPWR20 set- 
ting is reached. 

0 = Low 
1 = High 


SLP_TYP Control Register - Byte 3 


PLVL22: 
Selects state 
PPWR22 line 
will assume 
when SCTL_ 
PPWR22 set- 
ting is reached. 

0 = Low 
1 = High 


Default = 00h 


SCTL_PPWRI16: 


000 = PPWRx switches when SLP_TYP (PM1_BLK 
Offset O5h[4:2) is set for ACPI SO system 
state 


001 = PPWRx switches when SLP_TYP (PM1_BLK 
Offset O5h[4:2) is set for ACPI SO or S1 sys- 
tem state 


010 = PPWRx switches when SLP_TYP (PM1_BLK 
Offset O5h[4:2) is set for ACPI SO, S1, or S2 
system state 


011 = PPWRx switches when SLP_TYP (PM1_BLK 
Offset O5h[4:2) is set for ACPI SO, S1, S2, or 
S3 system state 


100 = PPWRx switches when SLP_TYP (PM1_BLK 
Offset O5h[4:2) is set for ACPI SO, S1, S2, 
S3, or S4 system state 


Default = 00h 


SCTL_PPWR18: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR20: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR22: 
Refer to PCIDV1 EOh[2:0] for decode. 


ye} 
Page 329 


Preliminary 


82C700 


Table 5-8 
7 


PCIDV1 E4h - FS ACPI Version 


PLVL25: 


Selects state 
PPWR25 line 
will assume 
when SCTL_ 
PPWR25 set- 
ting is reached. 


0 = Low 
1 = High 


PCIDV1 E5h - FS ACPI Version 


PLVL27: 
Selects state 
PPWR27 line 
will assume 
when SCTL_ 
PPWR27 set- 
ting is reached. 

0 = Low 
1 = High 


PCIDV1 E6h - FS ACPI Version 


PLVL29: 
Selects state 
PPWR29 line 
will assume 
when SCTL_ 
PPWR29 set- 
ting is reached. 

0 = Low 
1= High 


PCIDV1 E7h - FS ACPI Version 


PLVL31: 
Selects state 
PPWR391 line 
will assume 
when SCTL_ 
PPWR31 set- 
ting is reached. 

0 = Low 
1 = High 


PCIDV1 00h-FFh (cont.) 


SCTL_PPWR25: 
Refer to PCIDV1 EOh[2:0] for decode. 


SCTL_PPWR27: 
Refer to PCIDV1 EOh[2:0] for decode. 


SCTL_PPWR29: 
Refer to PCIDV1 EOh[2:0] for decode. 


SCTL_PPWR31: 


Refer to PCIDV1 EOh[2:0] for decode. 


SLP_TYP Control Register - Byte 4 


PLVL24: 
Selects state 
PPWR24 line 
will assume 
when SCTL_ 
PPWR24 set- 
ting is reached. 

0 = Low 
1 = High 


SLP_TYP Control Register - Byte 5 


PLVL26: 
Selects state 
PPWR26 line 
will assume 
when SCTL_ 
PPWR26 set- 
ting is reached. 

0 = Low 
1 = High 


SLP_TYP Control Register - Byte 6 


PLVL28: 
Selects state 
PPWR28 line 
will assume 
when SCTL_ 
PPWR28 set- 
ting is reached. 

0 = Low 
1 = High 


SLP_TYP Control Register - Byte 7 


PLVL30: 
Selects state 
PPWR30 line 
will assume 
when SCTL_ 
PPWR30 set- 
ting is reached. 

0 = Low 
1 = High 


Default = 00h 


SCTL_PPWR24: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR26: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR28: 
Refer to PCIDV1 EOh[2:0] for decode. 


Default = 00h 


SCTL_PPWR320: 
Refer to PCIDV1 EOh[2:0] for decode. 
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Table 5-8 PCIDV1 00h-FFh (cont.) 


a a Dae a ee ee ee ee ee ee 


PCIDV1 E8h - FS ACPI Version Power Control Latch Set Register Default = 00h 


Control line Reserved PPWAR control line to be set: 
setting: 00000 = PPWRO = 
0 = Low 00001 = PPWR1 11110 = PPWR30 
1 = High os 11111 = PPWR31 
SSS SSS SSS SSS SSS SS SSS SSS SSS SS : 


PCIDV1 E9h - FS ACPI Version Reserved Default = 00h 
PCIDV1 EAh - FS ACPI Version Power Control Readback Register - Byte 0 Default = FFh 


PPWR7 state: PPWR6 state: | PPWRS5 state: PPWR4 state: | PPWR3 state: PPWR2 state: | PPWR1 state: PPWRO state: 
0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 =Low 
1 = High 1 = High 1 =High 1 = High 1 =High 1 = High 1 = High 1 = High 
PCIDV1 EBh - FS ACPI Version Power Control Readback Register - Byte 1 Default = FFh 


PPWR15 state: | PPWR14 state: | PPWR13 state: |} PPWR12 state: |} PPWR11 state: | PPWR10 state: | PPWR39 state: PPWR8 state: 
0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 
1 = High 1 = High 1 = High 1 = High 1 =High 1 = High 1 = High 1 = High 
PCIDV1 ECh - FS ACPI Version Power Control Readback Register - Byte 2 Default = FOh 


PPWR23 state: | PPWR22 state: | PPWR21 state: |} PPWR20 state: | PPWR19 state: | PPWR18 state: | PPWR17 state: |} PPWR16 state: 
0 = Low 0 = Low 0 = Low 0 = Low 0=Low 0 = Low 0 = Low 0 = Low 
1 = High 1 = High 1 = High 1 = High 1 = High 1 = High 1 = High 1 = High 
PCIDV1 EDh - FS ACPI Version Power Control Readback Register - Byte 3 Default = FOh 


PPWR31 state: | PPWR30 state: | PPWR29 state: | PPWR28 state: | PPWR27 state: | PPWR26 state: | PPWR25 state: | PPWR24 state: 
0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 0 = Low 
High 1 = High 1 = High 1 = High 1 = High 1 = High 1 = High 1 = High 

PCIDV1 EEh - FS ACPI Version ACPI Thermal Control Register Default = 00h 


Reserved PIO pin FAN control is Temperature event granularity: 
auto-toggled high: Selects the bit of the THFREQ value in SYSCFG F3h-F4h that will be 
00 = Never monitored such that it generates a thermal management event when it 
01 = During Level 1 and 2 toggles. 
STPCLK# modulation 0000 = Bit 0 0100=Bit4 1000=Bit8 1100 = Bit 12 
10 = During Level 2 STPCLK# 0001 = Bit 1 0101=Bit5 1001 =Bit9 1101 = Bit 13 
modulation only 0010 = Bit 2 0110=Bit6 1010=Bit10 1110 = Bit 14 
11 = Reserved 0011 = Bit 3 0111 =Bit7 1011 =Bit11 1111 = Bit15 
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7 


PCIDV1 EFh-FDh Reserved Default = 00h 


PCIDV1 FEh Stop Grant Cycle Generation Register (WO) Default = 00h 


Reserved for debug purposes. 
SS 
PCIDV1 FFh Parity Error Cycle Generation Register Default = 00h 


Reserved for debug purposes. 
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5.4 IDE Register Space 


5.4.1. IDE Configuration Registers 

The configuration space is mapped as Device 14h (AD31 = registers implemented in the 256-byte configuration space. 
1,) Function 0 or as Device 01h (AD12 = 1) Function 1, as All registers not implemented always return zero during read 
controlled by SYSCFG ADh[4]. This section describes the cycles. 


Table 5-9 PCIIDE 00h-47h 


ee ae ee ee ee ee eee ee eee ee 


PCIIDE 00h Vendor ID Register (RO) - Byte 0 Default = 45h 


PCIIDE 01h Vendor ID Register (RO) - Byte 1 Default = 10h 
Noeeeeeeoeeoeeeeeeeeeeoeeoeee 
PCIIDE 02h Device ID Register (RO) - Byte 0 (Note) Default = 68h 
PCIIDE 03h Device ID Register (RO) - Byte 1 (Note) Default = D5h 


Note: SYSCFG ADh[2] controls the values returned by these registers. 
Neeeeeeoeee es 


PCIIDE 04h Command Register - Byte 0 Default = 45h 


Reserved Parity Reserved Memory write Reserved IDE controller Reserved /O accesses: 
(RO) checking: (RO) and invalidate: (RO) becomes a PCI IDE controller 
0 = Parity 0 = Memory master to gen- uses this bit to 
checking write com- erate PCI enable/disable 
ignored mand accesses: /O accesses. 
1 = IDE control- 1 = Memory 0 = Disable 0 = Disable 
ler gener- write and 1 = Enable 1 = Enable 
ates PERR# invalidate (Default = 1) 
if a parity command 
error 
occurs dur- 
ing VO write 
cycles 
For /O 
read 
cycles, the 
IDE control- 
ler always 
generates 
parity bit. 


PCIIDE 05h Command Register - Byte 1 Default = 00h 


Reserved (RO) 
PCIIDE 06h Status Register - Byte 0 Default = 80h 
Fast back-to- Reserved (RO) 
back transac- 
tions (RO): 
0 = Disable 
1 = Enable 
(Default = 1) 
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PCIIDE 07h 


Parity error: 
This bit is set 
whenever the 
IDE controller 
detects a parity 
error. 

It is cleared by 
writing 80h to 
this register. 


PCIIDE 00h-47h (cont.) 


Master abort: 
As a PCI mas- 
ter, the IDE 
controller sets 
this bit to 1 
when its trans- 
action is termi- 
nated witha 
master abort. 


Status Register - Byte 1 


Target abort: 
As a PCI mas- 
ter, the IDE 
controller sets 
this bit to 1 
when its trans- 
action is termi- 
nated with a 
target abort. 


Reserved 
(RO) 


Select timing (RO): 


These read-only bits indicate the 
allowable timing assertion for 


DEVSEL#. 
(Default = 01) 


Default = 02h 


Data parity: 
As a PCI mas- 
ter, the IDE 
controller sets 
this bit to 1 
when it detects 
a data parity 
error. 


SSS 
Revision ID Register (RO) 
Class Code Register - Byte 0 


PCIIDE 08h 


PCIIDE 09h 


Bus mastering 
IDE signature 
(RO): 

This bit is set to 
1 to indicate 
master mode 
support. 
(Default = 1) 


PCIIDE O0Ah 
PCIIDE OBh 


PCIIDE 0Ch-0Dh 


PCIIDE OEh 


Reserved (RO) 


Writability of 
the Native/Leg- 
acy bit for 
Secondary IDE 
(RO): 

Determines if bit 
2 is RO or R/W. 
0 = Bit 2 is RO 
1 = Bit 2is R/W 
This bit is set 
only when 
PCIIDE 
40h[3:2] = 11. 


Native/Legacy 
Mode for 
Secondary IDE: 
0 = Legacy 

1 =Native 


Class Code Register (RO) - Byte 1 


Class Code Register (RO) - Byte 2 
Reserved 
Sc 
Header Type Register (RO) 


Configuration bit for single (default) or multi-function device. 
- If SYSCFG ADh[4] is set to 1, this register returns 80h denoting a multi-function device. 


PCIIDE OFh 


PCIIDE 10h-13h 


Built-In Self-Test Register (RO) 


Writability of 
the Native/ 
Legacy bit for 
Primary IDE 
(RO): 
Determines if bit 
0 is RO or R/W. 
0 = Bit 0 is RO 
1 = Bit Ois R/W 
If PCIIDE 40h[2] 
= 0, this bitis O. 
When PCIIDE 
40h[2] = 1, this 

bit is 1. 


Default = 00h 


Default = 80h 


Native/Legacy 
Mode for 
Primary IDE: 


0 = Legacy 
1 =Native 


Default = 01h 
Default = 01h 


Default = 00h 


Default = 00h 


Default = 00h 


Primary IDE Command Block Base Address Register 


Default = 1F 1h with 


This register is the I/O space indicator for the Drive Command Block. The address block has a size of eight bytes. 
- Bits [2:0] are read-only and default to 001. 
- Bits [31:3] are writable if PCIIDE 40h[2] is set to 1. 

- If PCIIDE 40h[2] = 0, bits [31:0] are read-only and return 0. 
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Table 5-9 PCIIDE 00h-47h (cont.) 


PCIIDE 14h-17h Primary IDE Control Block Base Address Register Default = 3F5h with 
PCIIDE 09h[2] = 1 and 40h[2] = 1 
This register is the I/O space indicator for the Drive Control Block. The address block has a size of four bytes. 
- Bits [1:0] are read-only and default to 01. 
- Bits [81:3] are writable if PCIIDE 40h[2] is set to 1. 
- If PCIIDE 40h[2] = 0, bits [31:0] are read-only and return 0. 
FESS SSS USGS USSG GSS GSS UGS USGS 
PCIIDE 18h-1Bh Secondary IDE Command Block Base Address Register Default = 171h with 
PCIIDE 09h[2] =1, 40h[2] = 1, and 40h[3] = 0 
This register is the I/O space indicator for the Drive Command Block. The address block has a size of eight bytes. 
- Bits [2:0] are read-only and default to 001. 
- Bits [31:3] are writable if PCIIDE 40h[2] is set to 1. 
- If PCIIDE 40h[2] = 0, bits [31:0] are read-only and return 0. 
Nae 
PCIIDE 1Ch-1Fh Secondary IDE Control Block Base Address Register Default = 375h with 
PCIIDE 09h[2] = 1, 40h[2] = 1, and 40h[3] = 0 
This register is the I/O space indicator for the Drive Control Block. The address block has a size of four bytes. 
- Bits [1:0] are read-only and default to 01. 
- Bits [31:3] are writable if PCIIDE 40h[2] is set to 1. 
- If PCIIDE 40h[2] = 0, bits [31:0] are read-only and return 0. 
| | PCIIDE 20h-23h Bus Master IDE Base Address Register Default = 00000001h 
This register is the I/O base address indicator for the Bus Master IDE Registers. The address block has a size of 16 bytes. 
- Bits [3:0] are read-only and default to 0001. 
- Bits [31:4] are writable. 
ns 
PCIIDE 24h-2Bh Reserved Default = 00h 
PCIIDE 2Ch-2Dh Subsystem Vendor ID Default = 00h 
| (Write one time only) 
PCIIDE 2Eh-2Fh Subsystem ID Default = 00h 
| (Write one time only) 
PCIIDE 30h-3Ah Reserved Default = 00h 
| | PCIIDE 3Ch Interrupt Line Register Default = 00h 


This register indicates which input of the system interrupt controller the IDE interrupt pin is routed to. 


PCIIDE 3Dh Interrupt Pin Register (RO) Default = FFh 
The content of this register is FFh. 
PCIIDE 3Eh-3Fh Reserved Default = 00h 
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ae cae ae ee ee ee eee 


PCIIDE 40h IDE Initialization Control Register Default = 00h 


Reserved Enhanced Reserved Secondary IDE: Address Mode: 
Slave: 0 = Enable relocation: These bits control the default 
0 = 82C621A- 1 = Disable | Determines if 16-bit cycle times for all IDE 
compatible This bit is effec- | VO space devices and can be overridden by 

mode, uses tive only if addresses are programming the IDE I/O 

a 16-byte PCIDV1 relocatable via Registers. 

FIFO in 4Fh[6] = 1. programming | 00 => 600ns cycle time (PIO 

PIO Mode configuration Mode 0) 

1 = Enhanced space registers. | 4, _ > 383ns cycle time (PIO 

mode, uses 0 = Fixed I/O Mode 2) 

a S2-byte addresses 110. > 240ns cycle time (PIO 

FIFO in (1FOh- Mode 1) 

PIO Mode 1F7h, 3F6h 11 1 lot PIO 
for primary; = a cycle time ( 
170h-177h, ode.3) 
376h for These bits are effective only if 
secondary) |PCIDV1 4Fh[6] = 1. 


1 = Relocat- 
able I/O 
addresses 
PCIIDE 41h Reserved Default = 00h 
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PCIIDE 42h 


Reserved 


PCIIDE 42h FS ACPI Version 


Write concur- 
rency for IDE 


Reserved 


master cycles: 


0 = Disable 
1 = Enable 


FIFO to ISA bus 
preemption: 

0 = Enable 

1 = Disable, 


FIFO to ISA bus 
preemption: 


PCIIDE 00h-47h (cont.) 


IDE Enhanced Feature Register 


Slave IDE IDE arbiter 
support for 


PCI/IDE 


0 = Disable 


82C700 1 = Enable 


waits to 
generate 
ISA cycles 
until all 
data in the 
IDE FIFO is 
flushed out 


IDE Enhanced Feature Register 


Slave IDE IDE arbiter 
support for 


PCI/IDE 


concurrency : 


0 = Enable 


1 = Disable, 
82C700 


concurrency : 


0 = Disable 
1 = Enable 


waits to 
generate 
ISA cycles 
until all 
data in the 
IDE FIFO is 
flushed out 


PCI memory 


read line/write 
and invalidate 


commands: 


0 = Disable 
1 = Enable 


PCI memory 


read line/write 
and invalidate 


commands: 


0 = Disable 
1 = Enable 


Concurrent PCI 
master IDE and 
IDE cycle: 

0 = Disable 

1 = Enable (a 
48-byte 
FIFO is 
used, mas- 
ter IDE to 
local mem- 
ory and IDE 
devices will 
be 
accessed 
concur- 
rently) 


Concurrent PCI 
master IDE and 
IDE cycle: 

0 = Disable 

1 = Enable (a 
48-byte 
FIFO is 
used, mas- 
ter IDE to 
local mem- 
ory and 
IDE 
devices will 
be 
accessed 
concur- 
rently) 


X-1-1-1 MIDE 
PCI master 
readMrite 
transfers: 

0 = Disable 
1 =Enable 


X-1-1-1 MIDE 
PCI master 
readMrite 
transfers: 

0 = Disable 
1 = Enable 


Default = 00h 


Reserved 


Default = 00h 


Reserved 
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Table 5-9 
7 


PCIIDE 43h 


Enhanced Mode for Drive 1 on 
Secondary Channel: 


Sets 16-bit cycle times for IDE 


PIO Modes 4 and 5 or Multi-Word 


DMA Modes 1 and 2. 

00 = Disabled, control by corre- 
sponding Timing Registers 
Set 

01 = PIO Mode 4 or Multi- Word 
DMA Mode 1, command 
inactive for 2 PCICLKs 

10 = PIO Mode 5 or Multi-Word 
DMA Mode 2, command 
inactive for 1 PCICLK 

11 = Reserved 

Corresponding 170h/171h[3:0] 


must be set to 0 before these two 


bits are set to 01 or 10. 


PCIIDE 00h-47h (cont.) 


IDE Enhanced Mode Register 


Enhanced Mode for Drive 0 on 
Secondary Channel: 
Sets 16-bit cycle times for IDE 
PIO Modes 4 and 5 or Multi-Word 
DMA Modes 1 and 2. 
00 = Disabled, control by corre- 
sponding Timing Registers 
Set 
01 = PIO Mode 4 or Multi-Word 
DMA Mode 1, command 
inactive for 2 PCICLKs 
10 = PIO Mode 5 or Multi-Word 
DMA Mode 2, command 
inactive for 1 PCICLK 
11 = Reserved 
Corresponding 170h/171h[3:0] 
must be set to 0 before these two 
bits are set to 01 or 10. 


Enhanced Mode for Drive 1 on 
Primary Channel: 

Sets 16-bit cycle times for IDE 

PIO Modes 4 and 5 or Multi-Word 

DMA Modes 1 and 2. 

00 = Disabled, control by corre- 
sponding Timing Registers 
Set 

01 = PIO Mode 4 or Multi-Word 
DMA Mode 1, command 
inactive for 2 PCICLKs 

10 = PIO Mode 5 or Multi-Word 
DMA Mode 2, command 
inactive for 1 PCICLK 


11 = Reserved 


Corresponding 1FOh/1F1h[3:0] 
must be set to 0 before these two 
bits are set to 01 or 10. 


Default = 00h 


Enhanced Mode for Drive 0 on 
Primary Channel 

Sets 16-bit cycle times for IDE 

PIO Modes 4 and 5 or Multi-Word 

DMA mode 1 and 2. 

00 = Disabled, control by corre- 
sponding Timing Registers 
Set 

01 = PIO Mode 4 or Multi- Word 
DMA Mode 1, command 
inactive for 2 PCICLKs 

10 = PIO Mode 5 or Multi- Word 
DMA Mode 2, command 
inactive for 1 PCICLK 

11 = Reserved 

Corresponding 1FOh/1F1h[3:0] 

must be set to 0 before these two 

bits are set to 01 or 10. 


PCIIDE 44h Emulated Bus Master Register Default = 00h 


Reserved 


PCIIDE 44h - FS ACPI Version 


Ultra DMA for Primary channel 
mode select, Drive 1‘): 
00 = Mode 0 
01 = Mode 1 
10 = Mode 2 
11 = Reserved 


Emulated bus 
mastering for 
Cable 1, 
Drive 1: 

0 = Disable 
1 = Enable 


Emulated bus 
mastering for 
Cable 1, 
Drive 0: 

0 = Disable 
1 = Enable 


Ultra DMA Configuration Register 


Ultra DMA for Primary channel 
mode select, Drive 0"): 
00 = Mode 0 
01 = Mode 1 
10 = Mode 2 
11 = Reserved 


(1) The select bits only effective for CRC setup time. 


saa 
PCIIDE 45h 


Secondary Drive 1 interrupt pin: 


00 = IRQ10+PCIRQO# 
01 = IRQ11+PCIRQ1# 
10 = IRQ14+PCIRQ2# 
11 = 1IRQ154+PCIRQ3# 


SEN 


Ultra DMA for 
Secondary 
channel, 
Drive 1: 

0 = Disable 
1 = Enable 


Ultra DMA for 
Secondary 
channel, 
Drive 0: 

0 = Disable 
1 = Enable 


IDE Interrupt Selection Register 


Secondary Drive 0 interrupt pin: 


00 = IRQ10+PCIRQO0# 
01 = IRQ11+PCIRQ1# 
10 = IRQ144+PCIRQ2# 
11 = 1IRQ15+PCIRQ3# 


Primary Drive 1 interrupt pin: 
00 = IRQ10+PCIRQO# 
01 = !1RQ114+PCIRQ1# 
10 = IRQ144+PCIRQ2# 
11 = 1IRQ15+PCIRQ3# 


Emulated bus 
mastering for 
Cable 0, 
Drive 1: 

0 = Disable 
1 = Enable 


Ultra DMA for 
Primary 
channel, 
Drive 1: 


0 = Disable 
1 = Enable 


Emulated bus 
mastering for 
Cable 0, 
Drive 0: 

0 = Disable 
1 = Enable 


Default = 00h 


Ultra DMA for 
Primary 
channel, 
Drive 0: 


0 = Disable 
1 = Enable 


S&S 
Default = 00h 


Primary Drive 0 interrupt pin: 


00 = IRQ10+PCIRQO# 
01 = 1IRQ11+PCIRQ1# 
10 = |RQ144+PCIRQ2# 
11 = 1RQ15+PCIRQ3# 


Note: ISA IRQ is selected for Legacy Mode and PCI IRQ is selected for Native Mode (see PCIIDE 09h). 


Ultra DMA Configuration Register 


PCIIDE 45h - FS ACPI Version 


Reserved 
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Ultra DMA for Secondary channel 


mode select, Drive 1"): 


00 = Mode 0 
01 =Mode 1 
10 =Mode 2 
11 = Reserved 


Default = 00h 
Ultra DMA for Secondary channel 


mode select, Drive 0): 


00 = Mode 0 
01 =Mode 1 
10 = Mode 2 
11 = Reserved 


(1) The select bits only effective for CRC setup time. 
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Table 5-9 PCIIDE 00h-47h (cont.) 


7 


PCIIDE 46h - FS ACPI Version Emulated IDE Configuration Register Default = 00h 


Fix for I/O 32-bit Reserved Emulated bus Emulated bus Emulated bus Emulated bus 
Mode 4 and mastering for mastering for mastering for mastering for 
Mode 5 timing: Cable 1, Cable 1, Cable 0, Cable 0, 
0 = Disable Drive 1: Drive 0: Drive 1: Drive 0: 
1 = Enable 0 = Disable 0 = Disable 0 = Disable 0 = Disable 
1 = Enable 1 = Enable 1 = Enable 1 = Enable 
PCIIDE 47h - FS ACPI Version IDE Interrupt Selection Register Default = FAh 


Secondary Drive 1 interrupt pin: | Secondary Drive 0 interrupt pin: Primary Drive 1 interrupt pin: Primary Drive 0 interrupt pin: 
00 = IRQ10+PCIRQO0# 00 = IRQ10+PCIRQO# 00 = 1RQ10+PCIRQ0# 00 = 1IRQ10+PCIRQ0# 
01 = IRQ114+PCIRQ1# 01 = 1IRQ11+PCIRQ1# 01 =1RQ11+PCIRQ1# 01 =1RQ11+PCIRQ1# 
10 = IRQ144+PCIRQ2# 10 = 1IRQ14+PCIRQ2# 10 = 1IRQ14+PCIRQ2# 10 = IRQ14+PCIRQ2# 
11 = 1RQ15+PCIRQ3# 11 = 1RQ15+PCIRQ3# 11 = 1RQ15+PCIRQ3# 11 = 1RQ15+PCIRQ3# 


Note: ISA IRQ is selected for Legacy Mode and PCI IRQ is selected for Native Mode (see PCIIDE 09h). 
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5.4.2. IDEI/O Registers 


5.4.2.1 Primary IDE I/O Registers 

The register addresses are referred to in this section by their 
power-up default addresses If the power-up default is modi- 
fied by writing to PCIIDE 13h-10h, then these registers will be 
relocated accordingly. 


Table 5-10 Primary IDE I/O Registers 


The IDE controller contains registers at seven |/O ports 
accessible after two consecutive 16-bit I/O reads from 
address 1F ih, followed by a byte write 03h to 1F2h. Any 
other I/O cycle between these two reads will disable access 
to the IDE controller registers. Refer to Section 4.11.4, Pro- 
gramming Timing Information, for programming details. 


a a a ee ee ee ee ee ee 


V/O Address 1F2h 


Configuration 
disable (WO): 
0 = Enable 
accesses 
to internal 
IDE control- 
ler registers 
1 = Disable 
accesses 
to internal 
IDE control- 
ler registers 
until another 
2 consecu- 
tive I/O 
reads from 
1Fth. 


Configuration 
off (WO): 

0 = Enable 
accesses 
to internal 
IDE control- 
ler registers 

1 = Disable all 
accesses 
to internal 
IDE control- 
ler registers 
until power- 
down or 
reset. 


(Default = 1) 


Internal ID Register 


Reserved (RO): Write to 0. 
(Default = xxxx) 


Default = xxh 


Reserved: Must be written 11. 


If not written to 11, all writes to the 
IDE I/O Registers will be blocked. 


l/O Address 1F0h 


Read pulse width: 


The value programmed in this register plus one determines the DRD# 
pulse width in PCICLKs (for a 16-bit read from the IDE Data Register). 
See Table 4-82 or Table 4-83. 


(Default = xxxx) 


Read Cycle Timing Register - Timing 0") 


Default = xxh 


Read recovery time: 
The value programmed in this register plus two determines the recov- 
ery time between the end of DRD# and the next DA[2:0]/DCSx# being 
presented (after a 16-bit read from the IDE Data Register), measured 
in PCICLKs. See Table 4-82 or Table 4-83. 


(Default = xxxx) 


(1) Timing 0 can be programmed only if IDE I/O 1F6h[0] = 0. The timing programmed into this register is applied for IDE accesses to drives as 


selected by 1F3h[3:2] and 1F3h[7] 
SS 


I/O Address 1F0h 
Read pulse width: 


Read Cycle Timing Register - Timing 1 


Default = xxh 


Read recovery time: 


The value programmed in this register plus one determines the DRD# | The value programmed in this register plus two determines the recov- 


pulse width in PCICLKs (for a 16-bit read from the IDE Data Register). 
See Table 4-82 or Table 4-83. 


(Default = xxxx) 


ery time between the end of DRD# and the next DA[2:0]/DCSx# being 
presented (after a 16-bit read from the IDE Data Register), measured 
in PCICLKs. See Table 4-82 or Table 4-83. 


(Default = xxxx) 


(1) Timing 1 can be programmed only if IDE I/O 1F6h[0] = 1. The timing programmed into this register is applied for IDE accesses to drives as 


selected by 1F3h[3:2] and 1F3h[7]. 


Note: 
and 1F6h[3:2]. 


Both Timing 0 and Timing 1 sets share the same address setup and DRDY delay times as programmed in 1F6h[5:4] 
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Table 5-10 Primary IDE I/O Registers (cont.) 


VO Address 1Fth 


Write pulse width: 


The value programmed in this register plus one determines the DWR# 
pulse width in PCICLKs (for a 16-bit write from the IDE Data Register). 
See Table 4-82 or Table 4-83. 


(Default = xxxx) 


Write Cycle Timing Register - Timing 0") 


Default = xxh 


Write recovery time: 
The value programmed in this register plus two determines the recov- 
ery time between the end of DWR# and the next DA[2:0]/DCSx# being 
presented (after a 16-bit write from the IDE Data Register), measured 
in PCICLKs. See Table 4-82 or Table 4-83. 


(Default = xxxx) 


(1) Timing 0 can be programmed only if IDE I/O 1F6h[0] = 0. The timing programmed into this register is applied for IDE accesses to drives as 


selected by 1F3h[3:2] and 1F3h[7]. 


FSS SSS SSS 


V/O Address 1F1h 


Write pulse width: 


The value programmed in this register plus one determines the DWR# 
pulse width in PCICLKs (for a 16-bit write from the IDE Data Register). 
See Table 4-82 or Table 4-83. 


(Default = xxxx) 


Write Cycle Timing Register - Timing 1“) 


Default = xxh 


Write recovery time: 
The value programmed in this register plus two determines the recov- 
ery time between the end of DWR# and the next DA[2:0]/DCSx# being 
presented (after a 16-bit write from the IDE Data Register), measured 
in PCICLKs. See Table 4-82 or Table 4-83. 


(Default = xxxx) 


(1) Timing 1 can be programmed only if IDE I/O 1F6h[0] = 1. The timing programmed into this register is applied for IDE accesses to drives as 


selected by 1F3h[3:2] and 1F3h[7]. 


Control Register 


l/O Address 1F3h 


Enable one 
wait state read: 


Timing register 
value select: 


Reserved (RO) 


Default = xxh 


Reserved (RO): 
Must be 


Drive 1 timing Reserved 


select: 


Drive 0 timing 
select: 


0 = Basic 
1 = Enhanced 


0=2 WS 
minimum 

1=1WS 
minimum for 
data reads 


Basic 

(1 F3h[7] = 0): 

0 = Determined 
by PCIIDE 
40h[1 :0] 

1 = Timing 1 

Enhanced 

(1 F3h[7] = 1): 

0 = Timing 1 

1 = Timing 0 


written 1. 
(Default = 1) 


Basic 

(1F3h[7] = 0): 

0 = Determined 
by PCIIDE 
40h[1:0] 

1 = Timing 1 

Enhanced 

(1F3h[7] = 1): 

0 = Timing 1 

1 = Timing O 


Note: Bits 2, 3 and 7 of the Control Register should be enabled after the Cycle Timing Registers and Miscellaneous Register are pro- 


rammed. See Table 4-81 for programming options. 


BS SSS SS 


l/O Address 1F5h 


Reserved (RO): 


Must be 
written 1. 


DINTR status 
(RO): 
Returns the 


Revision number (RO): 
When the value of this register is 
set to 11, the contents of REVID 
Register (08h) should be used to | state of the 
find the revision level of the chip. | DINTR input. 


< a 


Note: 
and 1F6h[3:2]. 


Strap Register 


Default = xxh 


PCI CLK speed: 


0 = 33MHz 
1 = 25MHz 


Mode (RO): 
Returns information about drive 


speed as determined by PCIIDE 
40h[1 :0]. 


Reserved (RO): 


Must be 
written 1. 


(Default = 1) 


Both Timing 0 and Timing 1 sets share the same address setup and DRDY delay times as programmed in 1F6h[5:4] 
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Table 5-10 Primary IDE I/O Registers (cont.) 


ae ae a a (ee ee ee eee 


l/O Address 1F6h Miscellaneous Register Default = xxh 


Reserved Read prefetch: Address setup time: Delay: Timing register 


O= Disable | The value programmed in this The value programmed in this register plus two load select: 


1 = Enable register plus one determines the | determines the minimum number of PCICLKs 0 = Timing 0 
address setup time between between DRDY# going high and DRD# or DWR# (1FO-1Fih 
DRD# or DWR# going active and | going inactive. See Table 4-82 or Table 4-83. accept Tim- 
DA[2:0], DCS3#, DCS1# being (Default = xxx) ing 0 val- 
presented, measured in PCI- ues) 
CLKs. See Table 4-82 or Table 4- 1 = Timing 1 
83. (1F0-1F ih 
(Default = xx) accept Tim- 
ing 1 val- 
ues) 


(1) Both Timing 0 and Timing 1 sets have common address setup and DRDY delay times as programmed in 1F6h[5:2]. 
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5.4.2.2 Secondary IDE I/O Registers 

The register addresses are referred to in this section by their 
power-up default addresses. If the power-up default is modi- 
fied by writing to PCIIDE 18h-1Bh, then these registers will be 
relocated accordingly. 


Table 5-11 Secondary IDE I/O Registers 


The IDE controller contains registers at seven |/O ports 
accessible after two consecutive 16-bit I/O reads from 
address 171h, followed by a byte write 03h to 1F2h. Any 
other I/O cycle between these two reads will disable access 
to the IDE controller registers. Refer to Section 4.11.4, Pro- 
gramming Timing Information, for more details. 


a ae DE ee 


l/O Address 172h 


Configuration 
disable: 

0 = Enable 
accesses to 
internal IDE 
controller 
registers 

1 = Disable 
accesses to 
internal IDE 
controller 
registers 
until 
another 2 
consecutive 
I/O reads 
from 171h. 


(Default = 1) 


Configuration 
off (WO): 

0 = Enable 
accesses to 
internal IDE 
controller 
registers 

1 = Disable all 
accesses to 
internal IDE 
controller 
registers 
until power- 
down or 
reset. 


Internal ID Register 


Reserved (RO): Write to 0. 
(Default = xxxx) 


Default = xxh 


Reserved: 
Must be written 11. If not, all 
writes to IDE I/O Registers will be 
blocked. 


I/O Address 170h 
Read pulse width: 


Read Cycle Timing Register - Timing 0“) 


Default = xxh 


Read recovery time: 


The value programmed in this register plus one determines the DRD# | The value programmed in this register plus two determines the recov- 


pulse width in PCICLKs (for a 16-bit read from the IDE Data Register). 
See Table 4-82 or Table 4-83. 


(Default = xxxx) 


ery time between the end of DRD# and the next DA[2:0]/DCSx# being 
presented (after a 16-bit read from the IDE Data Register), measured 
in PCICLKs. See Table 4-82 or Table 4-83. 


(Default = xxxx) 


(1) Timing 0 can be programmed only if IDE I/O 176h[0] = 0. The timing programmed into this register is applied for IDE accesses to drives as 


selected by 173h[3:2] and 173h[7]. 
I/O Address 170h 


Read pulse width: 


The value programmed in this register plus one determines the DRD# 
pulse width in PCICLKs (for a 16-bit read from the IDE Data Register). 
See Table 4-82 or Table 4-83. 


(Default = xxxx) 


MSS aaa 
Read Cycle Timing Register - Timing 1“) 


Default = xxh 


Read recovery time: 
The value programmed in this register plus two determines the recov- 
ery time between the end of DRD# and the next DA[2:0]/DCSx# being 
presented (after a 16-bit read from the IDE Data Register), measured 
in PCICLKs. See Table 4-82 or Table 4-83. 


(De fault = xxxx) 


(1) Timing 1 can be programmed only if IDE I/O 176h[0] = 1. The timing programmed into this register is applied for IDE accesses to drives as 


selected by 173h[3:2] and 173h[7]. 
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Table 5-11. Secondary IDE I/O Registers (cont.) 


/O Address 171h 
Write pulse width: 


Write Cycle Timing Register - Timing 0") 


Default = xxh 


Write recovery time: 


The value programmed in this register plus one determines the DWR# | The value programmed in this register plus two determines the recov- 


pulse width in PCICLKs (for a 16-bit write from the IDE Data Register). 
See Table 4-82 or Table 4-83. 


(Default = xxxx) 


ery time between the end of DWR# and the next DA[2:0//DCSx# being 
presented (after a 16-bit write from the IDE Data Register), measured 
in PCICLKs. See Table 4-82 or Table 4-83. 


(Default = xxxx) 


(1) Timing 0 can be programmed only if IDE I/O 176h[0] = 0. The timing programmed into this register is applied for IDE accesses to drives as 


selected by 173h[3:2] and 173h[7]. 


FSS SSS SSS 


/O Address 171h 
Write pulse width: 


Write Cycle Timing Register - Timing 1“) 


Default = xxh 


Write recovery time: 


The value programmed in this register plus one determines the DWR# | The value programmed in this register plus two determines the recov- 


pulse width in PCICLKs (for a 16-bit write from the IDE Data Register). 
See Table 4-82 or Table 4-83. 


(Default = xxxx) 


ery time between the end of DWR# and the next DA[2:0//DCSx# being 
presented (after a 16-bit write from the IDE Data Register), measured 
in PCICLKs. See Table 4-82 or Table 4-83. 


(Default = xxxx) 


(1) Timing 1 can be programmed only if IDE I/O 176h[0] = 1. The timing programmed into this register is applied for IDE accesses to drives as 


selected by 173h[3:2] and 173h[7]. 


/O Address 173h Control Register 


Timing register 
value select: 


Reserved (RO) Drive 1 timing 
select: 

Basic 

(173h[7] = 0): 

0 = Determined 
by PCIIDE 
40h[1 :0] 

1 = Timing 1 

Enhanced 

(173h[7] = 1): 

0 = Timing 1 

1 = Timing 0 


0 = Basic 
1 = Enhanced 


SS 
Default = xxh 


Reserved (RO): 


Must be 
written 1. 


(Default = 1) 


Drive 0 timing Reserved 
select: 

Basic 

(173h[7] = 0): 

0 = Determined 
by PCIIDE 
40h[1:0] 

1 = Timing 1 

Enhanced 

(173h[7] = 1): 

0= Timing 1 

1 = Timing O 


Note: Bits 2, 3 and 7 of the Control Register should be enabled after the Cycle Timing Registers and Miscellaneous Register are pro- 


grammed. See Table 4-81 for programming options. 


SSeS SSS SS 


I/O Address 175h Strap Register 


SDINTR status 
(RO): 
Returns the 
state of the 
SDINTR input. 


Reserved: 


Must be 
written 1. 


Revision number (RO): 
When the value of this register is 
set to 11, the contents of REVID 
Register (08h) should be used to 
find the revision level of the chip. 


(Default = x) 
= 
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Reserved 


Default = xxh 


Reserved (RO): | Reserved (RO) 


Must be 
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Table 5-11. Secondary IDE I/O Registers (cont.) 


[i a ean ee 


V/O Address 176h 


Reserved Read prefetch: 


0 = Disable 
1 = Enable 


Address setup:(’) 


The value programmed in this 
register plus one determines the 
address setup time between 
DRD# or DWR# going active and 
DA[2:0], DCS3#, DCS1# being 


presented, measured in PCICLKs. 


See Table 4-82 or Table 4-83. 
(Default = xx) 


Miscellaneous Register 


Default = xxh 


DRDY delay:“") 
The value programmed in this register plus two 
determines the minimum number of PCICLKs 
between DRDY# going high and DRD# or DWR# 
going inactive. See Table 4-82 or Table 4-83. 


Timing register 
load select: 
0 = Timing 0 
(170-171h 
accept Tim- 
ing 0 val- 


(Default = xxx) 
ues) 


1 = Timing 1 
(170-171h 
accept Tim- 
ing 1 val- 
ues) 


(1) Both Timing 0 and Timing 1 sets have common address setup and DRDY delay times as programmed in 1F7h[5:2]. 


5.4.3. Bus Master IDE Registers 

The bus master IDE function uses 16 bytes of I/O space. The 
base address of this block of I/O space is pointed to by the 
Bus Master IDE Base Address Register (PCIIDE 20h-23h). 


All bus master IDE I/O space registers can be accessed as 
byte, word, or dword quantities. The description of the 16 
bytes of I/O registers is shown in Table 5-12 and the individ- 
ual bit formats for each register follow in Table 5-13. 


Table 5-12 Bus Master IDE Registers 


Offset from 
Base Address Register Access | -reotater Nemerinetem: —__ _. ______ -§. —_____LL__~_____c____«f! Name/Function 


Poon +) AW | BusMaster DE Command Register forPimay DE ——SSSOS~S 
LC 
a 
a 
ron SiSSCSCS~C~diC ew pec’ SCS 
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Table 5-13 
7 


Base Address + 00h 


Bus Master IDE Register Formats 


Bus Master IDE Command Register for Primary IDE 


Reserved 


Read or write 
control: 
Sets the direc- 
tion of the bus 
master transfer. 
0 = PCI bus 
master 
reads 
1 = PCI bus 
master 
writes 
This bit must not 
be changed 
when the bus 
master function 
is active. 


Reserved 


Default = 00h 


Start/Stop bus 
master: 

Writing a 1 to 
this bit enables 
bus master 
operation of the 
controller. Bus 
master opera- 
tion begins 
when this bit is 
detected chang- 
ing from 0 to 1. 
The controller 
will transfer data 
between the 
IDE device and 
memory only 
when this bit is 
set.) 


(1) Master operation can be halted by writing 0 to this bit. All state information is lost when a 0 is written; master mode operation cannot be 
stopped and then resumed. If this bit is reset while bus master operation is still active (i.e., the Bus Master IDE Active bit of the Bus Master 
IDE Status Register for that IDE channel is set) and the drive has not yet finished its data transfer (the Interrupt bit in the Bus Master IDE 
Status Register for that IDE channel is not set), the bus master command is said to be aborted and data transferred from the drive may be 
discarded before being written to memory. This bit is intended to be reset after the data transfer is completed, as indicated by either the 
Bus Master IDE Active bit or the Interrupt bit of the Bus Master IDE Status Register for that IDE channel. 


Base Address + 02h 


Simplex only 
(RO): 

This bit indi- 
cates that both 
bus master 
channels (pri- 
mary and sec- 
ondary) can be 
operated at the 
same time. 


Drive 1 DMA 
capable: 


This bit is set by 
device-depen- 
dent code 
(BIOS or device 
driver) to indi- 
cate that Drive 1 
for this channel 
is capable of 
DMA transfers, 
and that the 
controller has 
been initialized 
for optimum 
performance. 


Bus Master IDE Status Register for Primary IDE 


Drive 0 DMA 
capable: 


This bit is set by 
device-depen- 
dent code 
(BIOS or device 
driver) to indi- 
cate that Drive 0 
for this channel 
is capable of 
DMA transfers, 
and that the 
controller has 
been initialized 
for optimum 
performance. 


Reserved 


Interrupt: 
This bit is set by 
the rising edge 
of the IDE inter- 
rupt line. It is 
cleared when a 
1 is written to it 
by software. 
Software can 
use this bit to 
determine if an 
IDE device has 
asserted its 
interrupt line. 


When this bit is 
read as a 1, all 
data trans- 
ferred from the 
drive is visible in 
system mem- 
ory. 


Error: 
This bit is set 
when the IDE 
controller 
encounters an 
error transfer- 
ring data to/from 
memory. The 
exact error con- 
dition is bus- 
specific and 
can be deter- 
mined in a bus- 
specific manner. 
This bit is 
cleared when a 
1 is written to it 
by software. 


Defaulls = 00h 


Bus master IDE 
active: 
This bit is set 
when the Start 
bit is written to 
the Command 
Register. It is 
cleared when 
the last transfer 
for a region is 
performed, 
where EOT 
(end of trans- 
fer) for that 
region is set in 
the region 
descriptor. It is 
also cleared 
when the Start 
bit is cleared in 
the Command 
Register.) 


(1) When bit Ois read as 0, all data transferred from the drive during the previous bus master command is visible in system memory, unless 
the bus master command was aborted. 
Se 
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Table 5-13. Bus Master IDE Register Formats (cont.) 


Base Address + 04h Descriptor Table Pointer Register for Primary IDE Default = 00h 
- Bits [1:0] - Reserved 
- Bits [81:2] - Base Address of Descriptor Table: Corresponds to A[31:2]. 

Note: The Descriptor Table must be dword aligned and must not cross a 64K boundary in memory. 

Base Address + 08h Bus Master IDE Command Register for Secondary IDE 


Reserved Read or write Reserved Start/Stop 
control: bus master: 
This bit sets the Writing a 1 to 
direction of the this bit enables 
bus master bus master 
transfer. operation of the 
0 =PClI bus controller. Bus 
master master opera- 
reads tion begins 
4 =PCl bus when this bit is 
detected chang- 
ing from 0 to 1. 
The controller 
will transfer data 
between the 
IDE device and 
memory only 
when this bit is 
set.) 


(1) Master operation can be halted by writing 0 to this bit. All state information is lost when a 0 is written; master mode operation cannot be 
stopped and then resumed. If this bit is reset while bus master operation is still active (i.e., the Bus Master IDE Active bit of the Bus Master 
IDE Status Register for that IDE channel is set) and the drive has not yet finished its data transfer (the Interrupt bit in the Bus Master IDE 
Status Register for that IDE channel is not set), the bus master command is said to be aborted and data transferred from the drive may be 
discarded before being written to memory. This bit is intended to be reset after the data transfer is completed, as indicated by either the 
Bus Master IDE Active bit or the Interrupt bit of the Bus Master IDE Status Register for that IDE channel. 


master 
writes 
This bit must not 
be changed 
when the bus 
master function 
is active. 
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Table 5-13 
7 


Base Address + 0Ah 


Simplex only 
(RO): 

This bit indi- 
cates that both 
bus master 
channels (pri- 
mary and sec- 
ondary) can be 
operated at the 
same time. 


Drive 1 DMA 
Capable: 
This bit is set by 
device depen- 

dent code 
(BIOS or device 
driver) to indi- 
cate that Drive 1 
for this channel 
is capable of 
DMA transfers, 
and that the 
controller has 
been initialized 
for optimum 
performance. 


Bus Master IDE Register Formats (cont.) 


Bus Master IDE Status Register for Secondary IDE 


Drive 0 DMA 
Capable: 


This bit is set by 
device depen- 
dent code 
(BIOS or device 
driver) to indi- 
cate that Drive 0 
for this channel 
is capable of 
DMA transfers 
and that the 
controller has 
been initialized 
for optimum 
performance. 


Interrupt: 
This bit is set by 
the rising edge 
of the IDE inter- 
rupt line. It is 
cleared when a 
1 is written to it 
by software. 
Software can 
use this bit to 
determine if an 
IDE device has 
asserted its 
interrupt line. 
When this bit is 
read as a 1, all 
data trans- 
ferred from the 
drive is visible in 
system mem- 
ory. 


Error: 
This bit is set 
when the con- 
troller encoun- 
ters an error 
transferring data 
to/from memory. 
The exact error 
condition is bus- 
specific and 
can be deter- 
mined in a bus- 
specific manner. 
This bit is 
cleared when a 
1 is written to it 
by software. 


Default = 00h 


Bus master 
IDE active: 


This bit is set 
when the Start 
bit is written to 
the Command 
Register. It is 
cleared when 
the last transfer 
for a region is 
performed, 
where EOT 
(end of trans- 
fer) for that 
region is set in 
the region 
descriptor. It is 
also cleared 
when the Start 
bit is cleared in 
the Command 
Register.) 


(1) When bit 0 is read as 0, all data transferred from the drive during the previous bus master command is visible in system memory, unless 
the bus master command was aborted. 


Base Address + 0Ch 
- Bits [1:0] - Reserved 


- Bits [31:2] - Base Address of Descriptor Table: Corresponds to A[31:2]. 


Descriptor Table Pointer Register for Secondary IDE 


Note: The Descriptor Table must be dword aligned and must not cross a 64K boundary in memory. 


Default = 00h 
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5.5 I/O Register Space 


5.5.1. ISA-Compatible I/O Registers 


Table 5-14 is a register map that includes system control reg- accessible (CPU direct I/O R/W) in System I/O Register 
isters that are present in FireStar. These registers are directly Space. 


Table 5-14 ISA-Compatible I/O Register Map 


a 


foosh | Memory Address Register for DMAGhannel3 |S 
foo7h | CountRegister for DMAChannel3— POSS 
foosh (Read) [StausRegsier ——SSSCSC~—~s—~—s—‘iESSC“‘CSCSCSC*“‘SCCCOCOC#(#(#(#“#(‘’Y 
foosn (Wite) [CommandRegster SSSCSCSC~SSSSSCSCSCSCSCSOCOCCCCSY 
joosh _—(RequestRegiser —SSSSCSC~“~*S*S*SCSCS~—CSs‘SSCSSSSCSCSCSCSSSOSCSCSCSCSCSCSCS 
fooah (Read) [CommandRegister —~S~S~*~“*“*~*~“‘*~‘*~*~‘“dRCSC“‘CSCS*S*S*S*SC“S*~“~‘“‘“~“<CS*S*S*S™S 
fooah (Wits) [SetSingleMaskBis —SSC~—~S~—S*SCSCS~SSSCSCSC“‘“S*S*S*S“~*SCS~SSSCS 
Read OOEh, then read OOBh four times to get the Mode Regis- 
ter values. 


OOBh Mode Register 


fooch ead) |SetBviePonierFipFop ——S—S~—S—“—S~—~—Ss—sSSSSSCSC“‘“S*S~“‘~S*S*S~SC—~S~S~S 
fooch (Wits) | Clear Byte PointerFipFop ——~S~C~SC~“—sS*~iSSC“‘“‘“CNSC“‘CNNSC“#NNNNNNNNWC 
[000m (Res) [Tempoawyfegter ——SSSCSC~“~S*~“‘—*~*~*S*~SSC“‘“‘CSSCNC#C“(#(N’NNNNNNNNNNWWW’'~=*d 
[oooh (wite) |MasterGier SS SSCSCSCSCSSSSSCCSCSCSCSCSCCOC~C~*Y 


Mask Register 


SSS 


INTC1 Control Registers 


Integrated 82C206 and Chipset Configuration Index Register 
(SYSCFG) 


Integrated 82C206 Configuration Data Register 
024h Chipset Configuration Data Register (SYSCFG) 


025h-03Fh Reserved 
SSeS Saas 


a 
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Table 5-14 ISA-Compatible I/O Register Map (cont.) 


a 
Oaah Timer Control Register $$ Ss. SS 


045h-05Fh Reserved 
SSS SSS SSS SS SSS SSS SS SSS SSS SSS SSS SSS SSS 


Keyboard Controller Registers 


060h Access monitored for fast A2OM#/RESET 
064h Access monitored for fast AZ0M#/RESET 


070h RTC Index Register Access monitored for RTC control generation and NMI 
enabling. 


O71h RTC Data Register Access monitored for RTC control generation. 


072h-080h Reserved 


SS 


[osoh | Page Aderess Register orDMAGhamnel6———SSC*SSCSCSCSC~—~SCSCS 
[Osan | Page Address Register for DMAChamnel7——=S« SSS 
[oabh | Page Address Register for DMAChamnels——S* SSCS 
foschaath [Reseved ——SSCSCSC~‘SSCSSSCSCSCSCSCSCSCSCSC‘“‘S*s~S~* 


INTC2 Control Registers 
OAOh Control Register (see text) 
Control Register (see text) 


OA2h-OBFh Reserved 


Reeves SSOSCSCSCSCSSOOSOOOCCSCSC“‘“‘“‘S*t~*Y 
_— 
es 
——— 
aE! 


DF 
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Table 5-14 ISA-Compatible I/O Register Map (cont.) 


OO 
joGAh __[GountRegiterferDWAGhannel6——SSC~—sSSSSSCSCSC“~*S*S*SC~‘“~*~*~*~*~S~S 
jocsh [reeves SSSCSC~—SCSSSSSCSCSOSOSCSSCSCSCSCSCSC“‘“‘“C“C*‘“‘S*s*t~* 
jocch [Memory aderess Reger fer OWA Channel? _—SSC=dSSSSCSCSCSC~“~S*S~C~“~S~S~—~S~S 
CC 
Joceh | Count RegiserforDMAGhanel7@ ———SSCSCSC~—~“‘SSSCSCSCSC“SCSCS~S~SS 
Ee a 
[000n (Read) [Stas Regier ——SC~C~“‘“~*~“‘“~*~*‘“iSCS*SC“‘“*S*SC“~“~S~“~S~S~S~S~S 
[000h (Wite) [Command Regier ——SSSCSCSC~“—~S*S~“‘—*~*—CS*sSSC“‘“SCSCSCSCSCSCSCSCSCSCSCSCS 
Joon ———dReseved SS SSCSCSC~—~—SSS SS SSOSOSOSOSOSOSCSCSCSCSCSC“‘“‘“S*S*t~* 
jooah _[ReqestFegser ———SOSCSC~C~“~“S*S*~“*~*S*S*S*S*S*S~‘“SSC“‘(‘CNNNNNCNCNCNCNNNCOC*#d 
Joon _[Reseved —SSSSCSCSC~—CSSSSCS SSOSOSOSOSCSOSCSCSCSCSCSC‘“‘“s*st~*Y 
[oD4h (Read) [CommandRegster——=SCSC~C~“~‘“*~*~*~*“‘“‘~*~*~*~*~‘“SSC“‘“‘CNSNCSCSC“‘C#NSNSC#NNNNY 
a ee —____ 


OD6h Mode Register Read ODCh, then read OD6h four times to get the Mode caTGG TGs wos HEN lw Ie GEOG SE 
7 values. 


Se a 
[008h (Wits) [Clear Byie Pointer Fipop——SCS~S~S~SSSSSCSCSCSCSSSSS 
Ee Co 
[oDah fed) [Temporay Regier ——=SCSC~“‘“*S*~*“‘“~*~*‘dCSC“‘“‘CSSNNOCOC“(SNNNNNNNNNNNN 
[ODAh (Wite) [MasterGlear——SCSCSC~“~“SC“~S*S*S~C“SCC‘ SSS 
Co 
[O0Gh ead) [Reset Node Regisier Read’back Gauner——=~S~C~*~“‘dCSCSC“‘“‘CSCSC*“‘“(CNNNNN 
[OOcH Wie) [ClearMask SSSSCSCSC~C~“~“S*~‘“*~“‘iSSCSSCSSCSCSCSSSSS 
a 
fooch__[MaskFeger—SSSSCSC~S~SSSSOSOSCSOCSCSSCCTCCS 
foorh__[Reseved ——SSSOSC~—SCSSSSSCS TSS 
[OconOFFH [Reseved ——SSSOSCSCSOSCSCSSSSSOSOSSCCCOCSCSCSCTCTCSCS 
jioon-doan[Reseved ——SSSOSCSCSCSSSSCCCCS SSCS 
[a06h ___[EISADMA Ewendedwode Register ————SSSCSC~iSSSSSCSCSCSCSCS 
[a0Cr40S [Resoved ——SSOSCSC~SCSSOSOSOSOSOOOCOCOCSCSCSCSCS 
[40sh____[EISADMA Extended Wode Regier ————SSOSCS~C~iSSSSSSSCSCSCS 
[a07mOFTH [Reseed SSOSCS~SCSCS SSCS 
[OFeH-CFBN [PCI Configuration IndexRegiter(PODVO) Sid SSCS 
[CFCHOFFH [PCI Configuration Data Register PCV) ———<d|SSSOSCSCSOSOSSSSCCC~C~S 
[DOF [Reseved ——SSSCSC~—SSOSOSOSOSOOCOOCSCSCSC“‘“‘S*st~SCS 


PT te 
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5.5.2. ACPII/O Registers 


Tables 5-15 through 5-18 are register maps that include 
ACPI control and status registers that are present in the ACPI 
logic module. These registers are directly accessible (CPU 


Table 5-15 


Offset from PM1_BLK Base Address (PCIDV1 DOh-D1th) 


direct I/O R/W) in System I/O Register Space, once the corre- 
sponding base addresses have been programmed through 
PCIDV1 DOh-D7h. 


eee 


Offset 00h 


Reserved 


WAK_STS 
Wakeup status: 
Did system 
wake from Sus- 
pend mode 
after an enabled 
Resume event 
occurred? 

0=No 

1 =Yes 


Reserved 
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GBL_STS 


Global service 


status: 


Has software 
written 


BIOS_RLS = 1? 


0=No 
1 = Yes 


Write 1 to clear 


Reserved 


GBL_EN 


Global service 


enable: 
Should 
GBL_STS 
going to 1 
cause SCI? 
0=No 
1 = Yes 


Reserved 


BM_STS 
Bus master 
monitor status: 
Has any REQ# 

gone active 
since this bit 
was last 
cleared? 
0=No 
1 = Yes 
Write 1 to clear 


PWRBTN 
OR_STS 
Power button 
override status: 

PWRBTN# 
asserted for > 4 
sec? 

0=No 

1 = Yes 


Reserved 


RTC_STS Reserved 
RTC status: 
Has IRQ8# from 
RTC gone 
active? 
0=No 
1 = Yes 


Reserved 


RTC_EN Reserved 
RTC enable: 
Should 
RTC_STS 
going to 1 
cause SCI? 
0=No 
1 = Yes 


TMR_STS: 
Timer status: 
Has 
TMR_VAL[23] 
toggled 
(changed from 
high-to-low or 
low-to-high)? 
0=No 
1 = Yes 
Write 1 to clear 


PWRBTN_STS 
Power button 
status: 

Has user 
pressed power 
button? 

0=No 

1 = Yes 


TMR_EN 
Timer enable: 

Should 
TMR_STS 
going to 1 
cause SCI? 

0=No 

1 = Yes 


PWRBTN_EN 
Power button 
enable: 

Should 
PWRBTN_STS 
going to 1 
cause SCI? 
0=No 
1 = Yes 
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Table 5-15 Offset from PM1_BLK Base Address (PCIDV1 DOh-D1h) (cont.) 
7 


Reserved GBL_RLS BM_RLD: SCI_EN 
Global service Bus master System 
lock release: monitor RLD: controller 
Does ACPI soft- | Should interrupt 
ware wish to BM_STS going enable: 
generate SMI to 1 wake up If SCI occurs, 
CPU (state generate: 
restored to CO 0=SMI 
1 =IRQ13 


Reserved SLP_EN Reserved 
Sleep enable: Sleep mode type: 
When written to | Defines sleep mode to enter when software sets 
1, forces SLP_EN = 1. ACPI ROM table associates 3-bit 
SLP_TYP Sus- | binary values with one of the system states SO-S4. 
pend mode. 000 = SO: Active mode. Clock throttling, etc. deter- 
Always reads 0. mined by CPU state CO-C3. 
001 = S1: Low-power Suspend mode with CPU and 
L2 cache alive. 
010 = S2: Same as S1, but power is removed from 
CPU, L2 cache, and selected peripheral 
devices. 
011 = S3: Same as S2, but power is removed from 
more devices. 
100 = S4: Same as S3, but power is also removed 
from DRAM in this mode. 
Offset 06h-07h Reserved 
Offset 08h-0Ah TMR_VAL - Timer Value Register (RO) 
Bits [23:0] correspond to: [7:0] = 08h, [15:8] = 09h, [23:16] = OAh 
The timer is a free-running “up” counter based on the 14MHz clock divided by 4. It runs whenever the 14MHz input clock to FireStar 
is present, and is cleared to 0 whenever PCIRST# is asserted. Whenever TMR_VAL[23] changes from 0-to-1 or from 1-to-0, the 
TMR_STS bit is set to 1; writing 1 back to TMR_STS clears the bit. lf TMR_EN = 1 when TMR_STS = 1, an SCI occurs (if globally 
enabled). 


- Bits [23:0] = A read-only value that returns the power management timer count. The count is based on 14.3181 8MHz/4. The count is 
cleared by a PCI bus reset. Whenever bit 23 toggles, TMR_STS is set to indicate the event. Counts only while the system is active. 


Offset OBh-ODh Reserved 
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Table 5-16 Offset from PM2_BLK Base Address (PCIDV1 D2h-D3h) 
y= et __ 2 8 .__i} __ 8 _f. ft _ ft 


fomseto0h# | 00h 


ee ARB_DIS 
Arbitration dis- 
able: 
Software uses 
this bit to 
enable and 


disable system 

master devices. 

0 = Enable 
arbitration 

1 = Disable 
arbitration 

SSS Sg 


faagelt oii ae re 
SS 
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Table 5-17 Offset from P_BLK Base Address (PCIDV1 D4h-D5h) 
7 
Offset 00h 


Reserved THT_EN CLK_VAL Reserved 
Throttle enable: Clock throttle duty: 
Enables clock | Sets STPCLK# throttling duty cycle. 


throttling. 000 = Reserved 100 = 37.5%-50% 
0 = Disable 001 = 0-12.5% 101 = 50-62.5% 
1 = Enable 010 = 12.5-25% 110 = 62.5-75% 


011 = 25-37.5% 111 = 75%-87.5% 


Offset 01h-03h Reserved 
Hae 
Offset 04h-05h Force Power Level 2 or 3 Register 
Bits [15:0] correspond to: [7:0] = 04h, [15:8] = 05h 
- Bits [7:0] = P_LVL2 
Force Power Level 2: Reading this register forces clock control logic to C2 state. Writes are ignored. (SYSCFG 50h[3] - APM Doze 
Mode) 


- Bits [15:8] = P_LVL3 
Force Power Level 3: Reading this register forces clock control logic to C3 state. Writes are ignored.(SYSCFG 50h[0] - OV CPU Suspend 
Mode) 
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Table 5-18 


Offset 00h 


ACPI7 
LID_STS 
Lid open or 
close event 
status: 


ACPI6 
EC_STS 


Embedded 
controller event 
status: 

Set if EC# line 
goes low. 

0 = No activity 
1 = Input active 
Write 1 to clear 


0 = No activity 
1 = Activity 
Write 1 to clear 


Offset O1h 


Reserved 


ACPI5 
USB_STS 


USB# signal 
status: 


Set if USB# line 
goes low. 


0 = No activity 
1 = Input active 
Write 1 to clear 


GP_STS Register - Byte 0 


ACPI4 
RI_STS 
Rl# signal 
status: 

Set if Rl# goes 
low (local pin or 
from IRQ drive- 

back). 

0=No activity 
1 = Input active 
Write 1 to clear 


ACPI3 
FRI#_STS 
FRI# signal 

status: 

Set if FRl# goes 
low (local pin or 
from IRQ drive- 
back). 

0 = No activity 
1 = Input active 
Write 1 to clear 


GP_STS Register - Byte 1 


THRM_STS 
Has bit of the 
THFREQ value 
specified in 
TEMPGRI3:0] 
toggled? 

0=No 
1= Yes 


ACPI11_STS: 
0 = No activity 
1 = Input active 
Write 1 to clear 


Offset from GPEO_BLK Base Address (PCIDV1 D6h-D7h) 


ACPI2 
STSCHG_STS 
STSCHG# 
signal status: 

Set if 
STSCHG# goes 
low (provided 
from a PCM- 
CIA controller). 
0 =No activity 

1 = Input active 
Write 1 to clear 


ACPI10_STS: 
0 =No activity 
1 = Input active 
Write 1 to clear 


ACPI1 
DOCK_STS 


DOCK# signal 
status: 

Set if DOCK# 
goes low (pro- 
vided froma 
docking control- 
ler). 
0 = No activity 

1 = Input active 
Write 1 to clear 


ACPI9_STS: 
0 = No activity 
1 = Input active 
Write 1 to clear 


ACPIO 
UNDOCK_STS 
UNDOCK# 
signal status: 

Set if 
UNDOCK# 
goes low (usu- 
ally provided 
from a switch 
that is either 
local or on the 
docking sta- 
tion). 

0 =No activity 
1 = Input active 
Write 1 to clear 


ACPI8_STS: 
0 =No activity 
1 = Input active 
Write 1 to clear 


GP_EN Register - Byte 0 


Offset 02h 


ACPI7 
LID_EN 
Allow SCI on 
LID_STS 
event: 
0=No 
1 = Yes 


Offset 03h 


BIOS_RLS: 


Does BIOS 
want to make a 
request to 
ACPI? 

0 = No effect 

1 = Yes 
Write-only bit; 
reads always 
return 0. 


ACPI6 
EC# EN 
Allow SCI from 
EC# STS 
event: 
0=No 
1 = Yes 


ACPI5 
USB# EN 
Allow SCI from 
USB#_STS 
event: 
0=No 
1 = Yes 


Reserved 


SESS 


Offset 04h-07h 
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ACPI4 
RI#_EN 
Allow SCI from 
RI#_STS 
event: 
0=No 
1 = Yes 


Allow SCI from 


GP_EN Register - Byte 1 


THRM_EN 
Allow SCI from 
THRM_STS 
event: 

0=No 

1= Yes 


ACPI11_EN: 
Allow SCI from 
ACPI11_STS 
event: 

0=No 
1 = Yes 


ACPI2 
STSCHG#_EN 
Allow SCI from 
STSCHG#_ 
STS event: 

0=No 
1 = Yes 


ACPI10_EN: 
Allow SCI from 
ACPI10_STS 
event: 

0=No 
1 = Yes 


ACPI1 
DOCK#_EN 
Allow SCI from 
DOCK#_STS 
event: 
0 =No 
1 = Yes 


ACPI9_EN: 
Allow SCI from 
ACPI9_STS 
event: 

0=No 

1 = Yes 


ACPIO 
UNDOCK#_EN 
Allow SCI from 
UNDOCK#_ 
STS event: 

0=No 
1 = Yes 


ACPI8_EN: 
Allow SCI from 
ACPI8_STS 
event. 

0=No 
1 = Yes 


Reserved 
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5.6 Register Space Summary 


This summary includes only System Control and PCI Config- 
uration Register Spaces. For information on ISA-Compatible 
1/0 Registers and ACPI I/O Registers refer to Section 5.5, I/O 


Table 5-19 SYSCFG 00h-FFh Register Summary 


Loc. Register Name | Default | 


00h Byte Merge/Prefetch & Sony Cache Module 00h 
Control Register 


DRAM Control Register 1 00h 
02h Oh 
03h Cache Control Register 2 Oh 
04h Shadow RAM Control Register 1 00h 
O5h Shadow RAM Control Register 2 00h 
06h Shadow RAM Control Register 3 00h 
O7h Tag Test Register 00h 
08h CPU Cache Control Register Oh 
09h System Memory Function Register 00h 
OAh DRAM Hole A Address Decode Register 00h 
OBh DRAM Hole B Address Decode Register 00h 
OCh DRAM Hole Higher Address 0 


Oh 
[ish [PCI Gyele ContolRegiter1 —_—_——_—~«dt~—oth | 


00h 
16h Dirty/Tag RAM Control Register AOh 
17h PCI Cycle Control Register 2 00h 
18h Interface Control Register 
19h 
1Ah 
1Bh 
1Ch 
1Dh 


Oth 
Cache Control Register 1 


jo) 


ais 


ais 


[o} 
So 
a 


Memory Decode Control Register 3 00h 
Memory Shadow Control Register 1 00h 
Memory Shadow Control Register 2 00h 
EDO DRAM Control Register 00h 
Miscellaneous Control Register 3 00h 
1Eh Control Register 00h 
1Fh EDO Timing Control Register 00h 
20h DRAM Burst Control Register 00h 
21h Oth 
22h Inquire Cycle Control Register Oh 
23h Pre-Snoop Control Register 00h 
24h Asymmetric DRAM Configuration Register 00h 
25h GUI Memory Location Register 00h 
26h UMA Control Register 1 


PCI Concurrency Control Register 


ais 
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IDE I/O Registers, refer to Section 5.4.2, IDE I/O Registers. 


floc. |RegisterName | Default | 


30h- Reserved 00h 
37h 


3Dh- Reserved 00h 
3Fh 


PMU Control Register 1 
DOZE_TIMER Register 


42h If AEh[7] = 0: Clock Source Register 1 00h 
lf AEh[7] = 1: Clock Source Register 1A 00h 


47h —_| If AEh[7] = 0: GNR1_TIMER Register 
If AEh[7] = 1: GNR5_TIMER Register 
48h __| If AEh[7] = 0: GNR1 Base Address Register 


lf AEh[7] = 1: GNR5_Timer Base Address 00h 
Register 


49h lf AEh[7] = 0: GNR1 Control Register 
If AEh[7] = 1: GNR5_Timer Control Register 


4Ah 
4Bh 
4Ch 
4Dh 


4Eh If AEh[7] = 0: Idle Reload Event Enable 
Register 1 


If AEh[7] = 1: Idle Reload Event Enable 
Register 1A 
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Table 5-19 SYSCFG 00h-FFh Register Summary (cont.) 


4Fh IDLE_TIMER Register 00h 
50h PMU Control Register 3 
51h Beeper Control Register 
52h Scratchpad Register 1 
53h Scratchpad Register 2 
54h 
55h Power Control Latch Register 2 
56h Reserved 00h 
57h PMU Control Register 4 08h 
58h PMU Event Register 1 00h 
59h PMU Event Register 2 Oh 
5Ah If AEh[7] = 0: PMU Event Register 3 Oh 
If AEh[7] = 1: PMU Event Register 3A 00h 
5Bh If AEh[7] = 0: PMU Event Register 4 00h 
If AEh[7] = 1: PMU Event Register 4A 00h 
5Ch PMI SMI Source Register 1 (Write 1 to Clear) 00h 


5Dh If AEh[7] = 0: PMI SMI Source Register 2 00h 
(Write 1 to Clear) 


If AEh[7] = 1: PMI SMI Source Register 2A 00h 
(Write 1 to Clear) 


PMU Control Register 5 
R_Timer Count Register 


Power Control Latch Register 1 


oO 
qa 
= 


jo} 


co}o|N 
= 
= 


Debounce Register 
IRQ Doze Register 1 
Idle Time-Out Select Register 1 00h 


64h INTRGRP IRQ Select Register 1 
65h Doze Register 

66h PMU Control Register 6 

67h PMU Control Register 7 

68h Clock Source Register 2 

69h R_TIMER Register 

6Ah RSMGRP IRQ Register 1 

6Bh Resume Source Register 

6Ch Scratchpad Register 3 

6Dh Scratchpad Register 4 

6Eh Scratchpad Register 5 

6Fh 


0 


o;oO 
[o) 
7 


o 
=a 


ia 
a 


[o) 
= 


(eo) 
= 


Scratchpad Register 6 

70h GNR1 Base Address Register 1 
71h GNR1 Control Register 1 

72h GNR1 Control Register 2 

73h GNR2 Base Address Register 1 
74h GNR2 Control Register 1 

75h GNR2 Control Register 2 


B 
© 


76h If AEh[7] = 0: Doze Reload Select Register 1 OFh 
If AEh[7] = 1: Doze Reload Select Register 1A 03h 
77h Doze Reload Select Register 2 00h 
78h Doze Reload Select Register 3 00h 
79h PMU Control Register 8 00h 
Ah GNR3 Base Address Register 1 00h 
Bh GNR3 Control Register 1 Fh 
Ch GNR3 Control Register 2 00h 
Dh GNR4 Base Address Register 1 00h 
Eh GNR4 Control Register 1 FFh 
Fh GNR4 Control Register 2 0 
Oh ICW1 Shadow Register for INTC1 00 
IC W2 Shadow Register for INTC1 00h 
2h ICWS3 Shadow Register for INTC1 00h 
3h ICW4 Shadow Register for INTC1 00h 
4h DMA In-Progress Register (RO) 
5h OCWe2 Shadow Register for INTC1 00 
6h OCWS8 Shadow Register for INTC1 0 
7h Reserved 00h 
8h ICW1 Shadow Register for INTC2 0 


Oh 
00h 
Dh OCWe2 Shadow Register for INTC2 00h 
Eh 
Fh 


sie 


| CO 00 | © 
io] jo} 
sa) /Sa a) 


0 


OCWS8 Shadow Register for INTC2 00h 
Reserved 00h 

Oh Timer Channel 0 Low Byte Register: A[7:0] 00h 
91h Timer Channel 0 High Byte Register: A[15:8] 00h 
2h Timer Channel 1 Low Byte Register: A[7:0] 00h 
3h Timer Channel 1 High Byte Register: A[15:8] 00h 
4h Timer Channel 2 Low Byte Register: A[7:0] 00h 
5h Timer Channel 2 High Byte Register: A[15:8] 00h 
6h Write Counter High/Low Byte Latch (RO) xxh 
7h Reserved 00h 
98h RTC Index Shadow Register (RO) xxh 

9h Interrupt Request Register for INCT1 (RO) 

Ah Interrupt Request Register for INCT2 (RO) 
9Bh 3F2h + 3F7h Shadow Register 00h 
9Ch 372h + 377h Shadow Register 00h 
Reserved 00h 


o;}o 


He 


o;}o 


x 


FF 


x 
= 


a 


XX 


oO © 
mo 
oF 


Fh Port 064h Shadow Register 00h 
AOh Feature Control Register 1 80h 
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Table 5-19 SYSCFG 00h-FFh Register Summary (cont.) 


Feature Control Register 2 


A2h If AEh[7] = 0: IRQ Doze Register 2 00h 
If AEh[7] = 1: IRQ Doze Register 2A 00h 
Idle Time-Out Select Register 2 00h 
A4h INTRGRP IRQ Select Register 2 00h 
A5h Thermal Management Register 1 00h 
A6h Thermal Management Register 2 00h 
A7h Thermal Management Register 3 00h 
A8h Thermal Management Register 4 00h 
AQh 00h 
AAh Thermal Management Register 6 00h 
ABh Power Control Latch Register 3 00h 
ACh Reserved 00h 
ADh Feature Control Register 3 00h 
AEh GNR_ACCESS Feature Register 1 03h 


AFh- Reserved 00h 
Boh 


Bih RSMGRP IRQ Register 2 
B2h If AEh[7] = 0: Clock Source Register 3 
lf AEh[7] = 1: Clock Source Register 3A 
B3h Chip Select Cycle Type Register 
B4h HDU_TIMER Register 
B5h COM1_TIMER Register 
B6h COM2_TIMER Register 
B7h If AEh[7] = 0: GNR2_TIMER Register 
If AEh[7] = 1: GNR6_TIMER Register 
B8h If AEh[7] = 0: GNR2 Base Address Register 
lf AEh[7] = 1: GNR6 Base Address Register 
B9h lf AEh[7] = 0: GNR2 Control Register 
lf AEh[7] = 1: GNR6 Control Register 
BAh Chip Select 2 Base Address Register 
BBh Chip Select 2 Control Register 
BCh Chip Select 3 Base Address Register 
BDh Chip Select 3 Control Register 


BEh lf AEh[7] = 0: Idle Reload Event Enable 
Register 2 


If AEh[7] = 1: Idle Reload Event Enable 
Register 2A 


Chip Select Granularity Register 


A3h 


Thermal Management Register 5 


fo} 
oO 
= 


[oe] 
a 


[oe] 
a)a;a)/5 


8 ° 
= => 


[o} 
So 


[oe] 
0 


BFh 


COh- 
D4h 


D5h 


p 


Reserved 


X Bus Positive Decode Register 

D6h PMU Control Register 9 

7h Access Port Address Register 1 

D8h lf AEh[7] = 0: PMU Event Register 5 
lf AEh[7] = 1: PMU Event Register 5A 


oO 
o 
> 


PMU Event Register 6 


DAh Power Management Event Status Register (RO)| 00h 


DBh If AEh[7] = 0: Next Access Event Generation 00h 
Register 1 


If AEh[7] = 1: Next Access Event Generation 00h 
Register 1A 


DCh If AEh[7] = 0: PMU SMI Source Register 1 00h 
(Write 1 to Clear) 


If AEh[7] = 1: PMU SMI Source Register 1A 00h 
(Write 1 to Clear) 


DDh PMU SMI Source Register 2 (Write 1 to Clear) 00h 


DEh If AEh[7] = 0: Current Access Event Generation 00h 
Register 1 


If AEh[7] = 1: Current Access Event Generation 00h 
Register 1A 


DFh If AEh[7] = 0: Activity Tracking Register 1 00h 
If AEh[7] = 1: Activity Tracking Register 1A 00h 
E0h If AEh[7] = 0: Activity Tracking Register 2 00h 
If AEh[7] = 1: Activity Tracking Register 2A 00h 
Eth lf AEh[7] = 0: GNR3 Base Address Register 00h 
lf AEh[7] = 1: GNR7 Base Address Register 00h 
E2h If AEh[7] = 0: GNR3 Control Register 00h 
If AEh[7] = 1: GNR7 Control Register 00h 
E3h lf AEh[7] = 0: GNR4 Base Address Register 00h 
lf AEh[7] = 1: GNR8 Base Address Register 00h 
E4h If AEh[7] = 0: GNR4 Control Register 00h 
If AEh[7] = 1: GNR8 Control Register 00h 
E5h GNR_ACCESS Feature Register 2 03h 
E6h If AEh[7] = 0: Clock Source Register 4 70h 
If AEh[7] = 1: Clock Source Register 4A 70h 
E7h If AEh[7] = 0: GNR3_TIMER Register 00h 
If AEh[7] = 1: GNR7_TIMER Register 00h 
E8h If AEh[7] = 0: GNR4_TIMER Register 00h 
If AEh[7] = 1: GNR8_TIMER Register 00h 
E9h lf AEh[7] = 0: PMU Event Register 7 
lf AEh[7] = 1: PMU Event Register 7A 


EAh If AEh[7] = 0: PMU SMI Source Register 3 00h 
(Write 1 to Clear) 


If AEh[7] = 1: PMU SMI Source Register 3A 00h 
(Write 1 to Clear) 


i i Oh 
i i Oh 
Oh 


[2] 
(=) 
=a 


[2] 
oO 
= 


Hot Docking Control Register 1 
Hot Docking Control Register 2 
Fih Low Order Start Address for ROM Window 


EBh 
ECh 
EDh 
EEh 
EFh 
FOh 


0 
0 
0 
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Table 5-19 SYSCFG 00h-FFh Register Summary (cont.) 


[Loc. |RegisterName | Default 


Table 5-20 PCIDVO 00h-FFh Register Summary 


ize. [Rewinter nome =i 
00h i 

05h i 
6h 


oa 
= 


=e 
[oe] 
=> 


0 Status Register - Byte 0 
Class Code Register (RO) - Byte 0 


Class Code Register (RO) - Byte 1 00h 
Class Code Register (RO) - Byte 2 06h 


10h- Reserved 00h 

2Bh 
2Ch- Subsystem Vendor ID 00h 
2Dh 


7h 
07h 
00h 
80h 


ize [Regintrtome —=*d ot 


00h 
| ooh _| 
| ooh _| 
| 33h_| 
| 33h_| 
| 00h | 
| ooh _| 


00h 
00h 
33h 
33h 
00h 
00h 


Loc. Register Name 
Subsystem ID 


0 


49h- Reserved 00h 
4Bh 


MCACHE Control Register 
Delay Adjustment Register 
SDRAM Control Register 


Reserved 


00h 
00h 
00h 
00h 
00h 
00h 
Oh 
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Table 5-21 PCIDV1 00h-FFh Register Summary 


Vendor Identification Register (RO) - Byte 0 
Vendor Identification Register (RO) - Byte 1 


02h Device Identification Register (RO) - Byte 0 00h 
03h C7h 
04h 7h 
O5h Command Register - Byte 1 Oh 
06h Status Register - Byte 0 80h 
O7h Status Register - Byte 1 02h 
08h Revision Identification Register (RO) 10h 
09h Class Code Register (RO) - Byte 0 00h 
OAh Class Code Register (RO) - Byte 1 00h 
OBh Class Code Register (RO) - Byte 2 06h 
OCh Reserved 00h 
ODh Master Latency Timer Register (RO) 00h 
OEh Header Type Register (RO) Oh 
OFh Built-In Self-Test (BIST) Register (RO) 00h 


10h- Reserved 00h 
2Bh 


2Ch- 
2Dh 


2Eh- 
2Fh 


30h- 
40h 


Keyboard Controller Select Register 
Feature Control Register 
00h 


44h- Reserved 
45h 


46h 


~ 


Device Identification Register (RO) - Byte 1 
Command Register - Byte 0 


Subsystem Vendor ID 00h 
Subsystem ID 00h 


Reserved 00h 


PCI Control Register B - Byte 0 

47h PCI Control Register B - Byte 1 

48h Strap Option Readback Register - Byte 0 
49h Strap Option Readback Register - Byte 1 
4Ah ROM Chip Select Register 1 

4Bh ROM Chip Select Register 2 


4Ch- Reserved 
4Dh 


Eh 
4Fh 


50h- 
51h 


52h 
53h Miscellaneous Controller Register 4 


54h IRQ Driveback Address Register - Byte 0: 
Address Bits [7:0] 


28 
asa 
: 


rs 


Miscellaneous Control Register 1 


nN 
is) 
a 

SIN 

m1 ~ 

77 


Miscellaneous Control Register 2 


Reserved 


Miscellaneous Controller Register 3 


ais 
jo) 
a 


So 
a 


Address Bits [15:8] 

57h IRQ Driveback Address Register - Byte 3: 00h 
Address Bits [7:0] 

5Ah DRQ Remap Base Address Register - Byte 2: 00h 
Address Bits [31:24] 


55h IRQ Driveback Address Register - Byte 1: 
56h IRQ Driveback Address Register - Byte 2: 00h 
Address Bits [23:16] 
Address Bits [31:24] 
58h DRQ Remap Base Address Register - Byte 0: 00h 
59h DRQ Remap Base Address Register - Byte 1: 00h 
Address Bits [15:8] 
Address Bits [23:16] 
5Bh DRQ Remap Base Address Register - Byte 3: 00h 
DMA Channel Selector Register 
Reserved 


5Ch 
5Dh h 
5Eh IRQ Scheme Management Register Oh 
5Fh SYSCFG Base Select Register 00h 


Oh IRQ Driveback Data Register - Byte 0: Data Bits 00h 
[7:0] 


61h IRQ Driveback Data Register - Byte 1: Data Bits 00h 
[15:8] 

62h IRQ Driveback Data Register - Byte 2: Data Bits 00h 
[23:16] 

IRQ Driveback Data Register - Byte 3: Data Bits 00h 
[31:24] 


PCICLK Skew Adjust Register for 
PCICLK 0, 1,2 
PCICLK Skew Adjust Register for 
PCICLK 38, 4, 5 


jo} 
oO 


h 


Qo|oO 
oO 


Ei 


i 


“NI 
an 
= 


69h 
6Ah 
6Bh 
70h 
72h 
73h 
74h 
75h 

6h 


7 


00h 
00h 
00h 
00h 
00h 
00h 
00h 
00h 
00h 
00h 
00h 

Oh 
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Table 5-21 PCIDV1 00h-FFh Register Summary (cont.) 


PIOO Pin (CDOE#) Function Register 
PIO1 Pin (TAGWE#) Function Register 
00h 


82h PlO2 Pin (ADSC#) Function Register 
83h PIO3 Pin (ADV#) Function Register 

84h PIO4 Pin (RAS2#) Function Register 00h 
85h PIO5 Pin (RAS1#) Function Register 00h 
86h PIO6 Pin (CLKRUN#) Function Register 00h 
87h PIO7 Pin (REQ1#) Function Register 00h 
88h PIO8 Pin (REQ2#) Function Register 00h 
89h PIO9 Pin (DDRQO) Function Register 00h 
8Ah PIO10 Pin (IRQ1) Function Register Oh 
8Bh PIO11 Pin (IRQ8#) Function Register 00h 
8Ch P1O12 Pin (IRQ12) Function Register 00h 
8Dh PIO13 Pin (IRQ14) Function Register 00h 
8Eh P1014 Pin (SEL#/ATB#) Function Register Oh 
8Fh PIO15 Pin (RSTDRV) Function Register 00h 
90h PIO16 Pin (SA16) Function Register 00h 
9th PIO17 Pin (SA17) Function Register 00h 
92h PIO18 Pin (1016#) Function Register 00h 


00h 


9Bh P1027 Pin (DRQC) Function Register 
9Ch PIO28 Pin (DRQD) Function Register 00h 
9Dh PlO29 Pin (DRQE) Function Register 00h 
9Eh PIO30 Pin (DRQF) Function Register 00h 
9Fh PIO31 Pin (DRQG) Function Register 0 
AOh Logic Matrix Register 1 00h 
Ath Logic Matrix Register 2 00h 
A2h Logic Matrix Register 3 00h 
A3h Oh 
A4h Logic Matrix Register 5 0 
A5h Logic Matrix Register 6 00h 
A6h Logic Matrix Register 7 00h 
A7h Logic Matrix Register 8 00h 
A8h PIO Pin Current State Register 1 00h 
Agh PIO Pin Current State Register 2 Oh 
AAh PIO Pin Current State Register 3 00h 
ABh PIO Pin Current State Register 4 00h 


_~ 


00h 


— | ~~ 


BG 


— | ~ | ~~ 


ais 


—~ | 


am |e] ee] ee | OS SS 


=~ 


—~ | ~~ 


[eo] 
a 


[o) 


Logic Matrix Register 4 


ais 


a 


ais 


jtoc._|RegisterName | eau 
ADh 
AEh DBE# Select Register 1 Oth 
Fh DBE# Select Register 2 00h 
BOh IRQA Interrupt Selection Register 03h 
Bih IRQB Interrupt Selection Register 04h 
B2h 05h 
B3h 06h 
B4h IRQE Interrupt Selection Register O7h 
B5h IRQF Interrupt Selection Register 09h 
B6h IRQG Interrupt Selection Register OAh 
B7h IRQH Interrupt Selection Register OBh 
B8h Oh 
B9h PCI Interrupt Selection Register 2 Oh 
BAh Serial IRQ Control Register 1 00h 
BBh Serial IRQ Control Register 2 00h 


BCh- Reserved 00h 
BFh 


Coh DMA Channels A and B Selection Register 10h 
Cth DMA Channels C and D Selection Register 32h 
C2h DMA Channel E Selection Register 5 


Oh 
DMA Channels F and G Selection Register 76h 


aE 


IRQC Interrupt Selection Register 
IRQD Interrupt Selection Register 


jo} 


ale 


PCI Interrupt Selection Register 1 


C4h- Reserved 00h 
CFh 


Note: The registers located from PCIDV1 DOh through EEh pertain 
only to FS ACPI Version. Otherwise they are reserved. 


DO FS ACPI: PM1_BLK Base Address Register - 00h 
Byte 0: Address Bits [7:0] 
00h 


h 
Dih FS ACPI: PM1_BLK Base Address Register - 


Byte 1: Address Bits [15:8] 


D2h FS ACPI: PM2_BLK Base Address Register - 00h 
Byte 0: Address Bits [7:0] 


D3h FS ACPI: PM2_BLK Base Address Register - 00h 
Byte 1: Address Bits [15:8] 


D4h FS ACPI: P_BLK Base Address Register - 00h 
Byte 0: Address Bits [7:0] 


D5h FS ACPI: P_BLK Base Address Register - 00h 
Byte 1: Address Bits [15:8] 


D6h FS ACPI: GPEO_BLK Base Address Register - 00h 
Byte 0: Address Bits [7:0] 


D7h FS ACPI: GPEO_BLK Base Address Register - 00h 
Byte 0: Address Bits [15:8] 


D8h FS ACPI: ACPI Source Control Register - 00h 
Byte 0 


D9h FS ACPI: ACPI Source Control Register - 00h 
Byte 1 


DAh FS ACPI: ACPI Source Status Register - Byte 0 00h 
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Table 5-21 PCIDV1 00h-FFh Register Summary (cont.) 


Snr or es Ss aa BT FS ACPI: ACPI Source Status Register - Byte? | 00h | 


FS ACPI: ACPI Event Resume Control Register 
- Byte oO 
DDh FS ACPI: ACPI Event Resume Control Register 00h 
- Byte 1 
DEh-_ | Reserved 00h 
DFh 


FS ACPI: Power Control Readback Register - 
Byte 0 


a eae es Register Name Ell 
TFS ACPI: Power Control Readback Register- | ACPI: Power Control Readback Register - 
Byte 1 
FS ACPI: Power Control Readback Register - 
Byte 2 

FS ACPI: Power Control Readback Register - 
Byte 3 


FS ACPI: ACPI Thermal Control Register 


EFh- Reserved 00h 
FDh 


Stop Grant Cycle Generation Register (WO) 
Parity Error Cycle Generation Register 
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Table 5-22 PCIIDE 00h-47h Register Summary 


00h Vendor ID Register (RO) - Byte 0 45h 
Oth Vendor ID Register (RO) - Byte 1 


02h Device ID Register (RO) - Byte 0 
(SYSCFG ADh[2] controls the value 
returned by this register.) 


Device ID Register (RO) - Byte 1 
(SYSCFG ADh[2] controls the value 
returned by this register.) 


OCh- Reserved 
ODh 


0 Header Type Register (RO) 


OFh Built-In Self-Test Register (RO) 


10h- Primary IDE Command Block Base 
Address Register 


04h 
05h 
06h 
07h 
08h 
09h 
OAh 
OBh 

Eh 


1F1h with PCIIDE 
O9h[2] = 1 and 
40h[2] = 1 

3F5h with PCIIDE 
O9h[2] = 1 and 
40h[2] = 1 

171h with PCIIDE 
O9h[2] =1, 

40h[2] = 1, and 
40h[3] = 0 

375h with PCIIDE 
O9h[2] = 1, 

40h[2] = 1, and 
40h[3] = 0 


Primary IDE Control Block Base 
Address Register 


Secondary IDE Command Block 
Base Address Register 


Secondary IDE Control Block Base 
Address Register 


=e a 

ces) 
2 2 
T 


Bus Master IDE Base Address 00000001h 
Register 

foe toes 
Subsystem Vendor ID (write one 00h 

time only) 

Subsystem ID (write one time only) 


Interrupt Line Register 
Interrupt Pin Register (RO) 


Ch 
Dh 


29/8/8/8 S/S R/8 8/82/83 


3 
3 
4 


Oh IDE Initialization Control Register 
2h IDE Enhanced Feature Register 


FS ACPI: IDE Enhanced Feature 
Register 


43h __ | IDE Enhanced Mode Register | ooh 
44h Emulated Bus Master Register 


FS ACPI: Ultra DMA Configuration 00h 
Register 


45h IDE Interrupt Selection Register 
FS ACPI: Ultra DMA Configuration 00h 
Register 

46h FS ACPI: Emulated IDE Configura- 00h 
tion Register 

47h FS ACPI: IDE Interrupt Selection FAh 
Register 


[aaa (cae) 


00h 
00h 
00h 
00h 
FFh 
00h 
00h 
00h 
00h 
00h 
00h 


[40h 
ah 
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6.0 Electrical Ratings 


Stresses above those listed in the following tables may cause permanent damage to the device. These are stress ratings only 
and functional operation of the device at these or any other conditions above those indicated in the operational sections of this 
specification are not implied. 


Absolute Maximum eee 
3.3 Volt 


| vcC ‘| 5.0V Supply Voltage Po 
fvoD 3.3V Supply Voltage ee ee es ee ee ae 


[TOP | Operating Terpewtve | 0 | ws | 0 | ws | oc | 


6.2 DC Characteristics: 
VCC_PCI, VCC_DRAM, VCC_CPU = 3.3V+5%, VCC_ISA = 5.0V+5%, TA = 0°C to +85°C 


EC 
0 
[ui rputrighvotwge Sido *d| voowos | vd] CSC~* 
vor [ouputtow votage ——~i[—S—S*d Se] imam —*d 
Fi rputteatage cured oo] v=voo id 
poz [iste cet fof 
[ew [ Tree Gapactarce | 

SS 


joc | Power to Case Thermal —_ C°/W 
Resistance 
Case to Ambient Thermal 22 C°/W 
Resistance 


Note: Average power dissipation for a system running at 60/90MHz: less than 1.6W (estimated). 
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6.3. Data Buffer Controller Module AC Characteristics (66MHz - Preliminary) 


Symbol | Parameter | Min_| Mex | Unit | Condition 
ror | HofesajwwOpesabevae Ye | ee PS 
[oe [Horero}e Moro nuevala ————SSCS~iC | ef 
[nor [worojeeuptoouerow ——SSSSCid is |S | 
[08 [Mofeosajseuptoouevow SSCs | | 


a;al;ni{ ry 


[aio [Hoero}seupteotewow ———SSSCSC~sS | 
fart [HoVeoszjseupionieriow Sid os (| dT | 
Peis [Moprojroatonole#ngh Sis | rm | 
NS 
[ere [HoVero}teatom Ocewrih ———SSSSC*d | ST | 
[iio [HoVesszjnatom Ocewngh ———SSSC*d | Od] | 


Note: DLE# is an internal signal (timing TBD). 


a;a; at] oa 


6.4 CPU Interface Module AC Characteristics (66MHz - Preliminary) 


a 
rao BoFFavalelyfomoPUGKN——S~=~—S=C‘ SYS] 
[wo1 [HiT seuptinetocPuciKN ——SCS~—rC | 
Mr 
INV valid delay from CPUCLKIN on (W/RHJ/INVsignal | 5 | 15 | | | 


1407 WB/WT# valid delay from CPUCLKIN on EADS#/(WB/ 5 15 
WT#) signal 


FAOSH soupteCPUCLKNngh 
: 


M/lO#, D/C#, W/R#, CACHE# setup to CPUCLKIN high 1 Sampled one 
CPUCLKIN after 
ADS# 


M/lO#, D/C#, W/R#, CACHE# hold to CPUCLKIN high Sampled one 
CPUCLKIN after 
ADS# 


CPUCLKIN to TAGWE# active delay 
CPUCLKIN to TAGWE# inactive delay 
CACS# falling edge valid delay from CPUCLKIN high 


BWE#, GWE falling edge valid delay from CPUCLKIN 
high 


CPUCLKIN to NA# active delay 5 
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6.4 CPU Interface Module AC Characteristics (66MHz - Preliminary) (cont.) 


Symbol | Parameter | Min | Max | unit | Condition | 
reir | CPUGIKWieNavracivessay 8 | me PS 
[ie [TasfrojastwadtoeROvsew ——SS*d Ss pm pS 
[ie | CPUGLKINioADSCHacwveseey Sid ss | me | 
[20 [ CPUCLKWioADVHaatweasly Sis | os | mm | 
[zs [HATS] valley fom POICURR@h ——SSS*d | ef me 
[2s [HAI] Foataeay tom POIcLKMeh «+t |e | me | 
[25 | AHOLD vaié delay fom CPUCLKNHgh «its | as | me | 
[25 | EADSH val deta om CPUGLKIRgh its | as | me 
[ter [ RESET sng ee valaom CPUCLKINNGH | _s_| 5 [| m= |_| 
2 [RESET ling edgevallé dey tom CPUCLKWRgh | _s_| vs [| m= |_| 
[i222 | KEN# val delay For CPUCUKNRgh Ys | sf me 
FS 
[io [AHOLD Holineropcicik ————SC~i| | (| Cd SSCP SCS 
[ist [Hi0AseupimewPacix ——SSCS~—~—S | 
[wie [Hi0Arostnewrccix ———S~i a (| Sd] Sd) SS 
[sia [Nulvalaaeytomroiux ———S—SsS—~i =e | | dP CS 
[iia [ RESETseuptinetoPOK——SSC~C~iS |S 
[wis [REseThetinetorocix ———~«i| a (| | iP SSCS 
[ero [INTvalaaaay tom Pocuene ——SS«d | | me CS 
[i5 | SW vad deiey fon POIGLK sng ————S~d sf ws PS 


Note: BE[7:0]#, LOCK#, SMIACT#, and A[31:0] are not sampled with respect to CPUCLK. These inputs directly feed combi- 
natorial inputs. 


DRAM Controller Module AC Characteristics (66MHz - Preliminary) 


fmt [renew | te | | [On 
[a0-__| PASSO veld doay Von GPUCURnghPGIne [= [ts [wef 
[251 CASIO val dey tor GPUCLKghPCICUCTien | 2 [15 | w@ [ 
[2 | MAIO delay tom GPUCLCHigNOICLK gh | 2 [18 [me fs 
[23 | DWE val dla fom GPUCLKHighPCICUKnien | 2 | v5 [| me |_| 
[i228 [ MALTEOIpepagaton delay fom HAsy «it |e | me fd 
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es 6 PCI Controller Module AC Characteristics (66MHz - Preliminary) 


rizss Srnvet | Pernete _—_____ O]#, FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, 
DEVSEL# valid delay from PCICLK rising 
1236 C/BE[3:0]#, FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, 
DEVSEL# active to float delay from PCICLK rising 
1237 C/BE[3:0]#, FRAME#, TRDY#, IRDY#, STOP#, 7 
DEVSEL# setup time to PCICLK rising 
1238 C/BE[3:0]#, FRAME#, TRDY#, IRDY#, STOP#, 
DEVSEL# hold time from PCICLK rising 
| 1239 | AD[31:0] valid delay from PCICLKhigh delay from PCICLK < high i ae ee 


}t241 | AD[31:0]holdtime from PCICLK high ES 


1301 FRAME#, TRDY#, IRDY#, STOP#, DEVSEL#, PAR, 
SERR#, PERR# valid delay from PCICLK rising 
| 1302 | GNT[2:0}#validdelay from PCICLK rising delay from PCICLK rising ——————EE——— 


1305 FRAME#, TRDY#, IRDY#, STOP#, DEVSEL#, PAR, 
SERR#, PERR# float delay from PCICLK rising 

1306 C/BE[3:0]#, AD[31:0], FRAME#, IRDY#, TRDY#, STOP#, 
DEVSEL#, PLOCK#, PAR, SERR#, PERR# setup time to 
PCICLK rising 

1307 C/BE[3:0]#, AD[31:0], FRAME#, IRDY#, TRDY#, STOP#, 
DEVSEL#, PLOCK#, PAR, SERR#, PERR# hold time 
from PCICLK pene 


[208 [PREG seu tnetoPoKKrere Side wm 
202 | PREGOIFhldtine ton PoIGLKrsng fo |__|» 
[io | POIROISO soup tine oPoIGLKrng ———~+t_s || = 
fait [POIRaIs Frid tie fom PoIGUKsng ———~+t 8 ||» 
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6.7 ISA Controller Module AC Characteristics (66MHz - Preliminary) 


[Symbol | Parameter |smin | Max _| Unit | Condition | 
Feta | ATGLK rang edge ety fom POUR rangeage | 8 [m0 [nef 
fire [Aeowe ald lyfe ato | is fe | 
| 1316 | IOR#, |OW# high valid delay from ATCLK rising | Cl a ae eS 


rising 


1318 BALE low | BALE low valid delay from ATCLK rising =| | BALE low valid delay from ATCLK rising =| from ATCLK rising 


{320 STPCLK# valid delay from ATCLK rising 


1321 RTCAS, RTCRD#, RTCWR#, ROMCS#/KBDCS# valid 
delay from ATCLK rising 


13822 BALE | BALE high valid delay from ATCLK falling = | BALE high valid delay from ATCLK falling = delay from ATCLK falling 


1323 IOR#, lIOW#, MRD#, MWR#, SMRD#, SMWR# low valid 15 
delay from ATCLK falling 


[127 [IOCHROY seup tine ATCLKiating ——SS=d | me 
[128 [1OCHROY hastinewomaTciKtaing +f _s ||» |_| 


Note: FERR# from the CPU is not sampled with respect to any clock. The input directly feeds combinatorial circuits. 
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6.8 AC Timing Diagrams 


Figure 6-1 Setup Timing Waveform 
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Figure 6-2 
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Figure 6-3 
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Output Delay Timing Waveform 
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Figure 6-4 Float Delay Timing Waveform 
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7.0 Test Mode Information 


FireStar can be forced into two types of test modes for board- 
level testing automatic test equipment (ATE). 


* Test Mode 0: All output and bidirectional pins are tristated. 


* Test Mode 1 (NAND tree test): All bidirectionals are 
tristated and the end of the input and bidirectional NAND 
chain is present on pin K22. 


Pins AB5, B7, and A7 are used to select between normal and 
test mode operation. To enable normal operations, pin ABS 


Table 7-1 FireStar Mode Selection 


must be low. When ABS is high, FireStar will enter the test 
mode. Pins B7 and A7 then control which test mode FireStar 
will enter. Table 7-1 summarizes the mode selection process. 


The NAND tree mode is used to test input and bidirectional 
pins which will be part of the NAND tree chain. The NAND 
tree chain starts at pin G22 (MDO) and the output of the chain 
is pin K22 (DACKO#/DACKA#). Table 7-2 gives the pins of 
the NAND tree chain. 


Test Mode 1 (NAND Tree Test) 


Reserved (For Factory Test) 


Reserved (For Factory Test) 
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Table 7-2 
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8.0 Mechanical Package Outlines 


Figure 8-1 432-Pin Ball Grid Array (BGA) 
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Appendix A. Compact ISA Specification 


This document describes a new OPTi interface that will be 
used to interface the 82C852 PCMCIA Controller to OPTi 
system controller chipsets. This interface may also be used to 
interface OPTi peripheral products in the future. The interface 
is OPTi-proprietary, and may be licensed to others in the 
future. 


A.1 Compact ISA Overview 


The Compact ISA interface coexists with the standard ISA 
interface. Chips that support the Compact ISA interface enjoy 
a reduced ISA pin count because address signals and com- 
mand information are strobed in on the SD[15:0] bus. ISA 
pins eliminated are: 


* SA[23:0] (24 pins) 


- IORD#, IOWR#, MRD#, MWR#, SMRD#, SMWR#, 
SBHE#, NOWS#, AEN, |O16#, M16# (11 pins) 


« IRQS, 4, 5,6, 7,10, 11, 12, 14, 15; DRQ/DACK#O, 1, 2, 3, 
5, 6, 7, and TC (25 pins) 


Compact ISA defines only two new signals, CMD# and SEL#/ 
ATB#, for a total requirement of 22 pins. The pin count reduc- 
tion over standard ISA is 58 pins. Compact ISA performance 
is comparable with that of 16-bit ISA bus peripheral devices. 
Moreover, Compact ISA does not interfere with standard ISA 
operations. The complete signal set of Compact ISA, referred 
to in the descriptions as CISA, is shown below. 


Table A-1 Compact ISA (CISA) Interface Signals 


[name | We [Devon 
MAD[15:0] See eae eee eee Multiplexed Bus: Used to transfer address, command, data, IRQ, DRQ, DACK information. 
ATCLK ae | Standard ISA Clock: CISA device uses rising edge to clock in the first (address) phase. 


ALE Standard ISA Address Latch Enable: CISA peripheral device uses rising edge of ALE to 
latch the second (address and command) phase. CISA host uses falling edge of ALE to latch 
CMD# from peripheral device. 


Command Indication: Common to host and all devices on the CISA bus. The CISA host 


asserts CMD# during the data phase of the cycle to time the standard ISA command 
(IORD#/WR#, MRD#/WRi#), and also asserts CMD# to acknowledge SEL#ATB#. 


SEL#/ATB# 
(also CLKRUN#) 


Device Selected / ISA Bus Backoff Request: Common to all peripheral devices on the 
CISA bus. When ALE is high, the CISA device asserts SEL# to indicate to the host that it is 
claiming the cycle. When ALE is low, the CISA device drives this signal to indicate that it has 
an interrupt and/or DMA request to make; the host acknowledges by asserting CMD#. After 
the host has preset the CISA device in a Stop Clock mode, the device can assert this signal 
asynchronously to restart the clock. 


IOCHRDY Standard ISA Cycle Extension Request: Used during memory and I/O cycles. 
Tristate 


RSTDRV pte Standard ISA Bus Reset 


*Peripheral side 


iis 
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A.2 Compact ISA Cycle Definition 

The MAD[15:0] lines contain different information for each 
phase of the bus cycle. The use of these lines varies accord- 
ing to whether a memory cycle or an I/O cycle is being run. 


assume that these values will be stable. The bits may be 
reassigned in the future. 


A.2.1. Memory Cycle 


The MAD[15:0] bit meanings for each phase of a memory 
cycle are shown in Table A-3. The M/lO# bit is always 1 for 
memory cycles. 


Certain cycle definition bits are common to all cycles, as 
shown in Table A-2. 


Retained Values 

Entries marked "Same" retain the same value as in the previ- 
ous phase, in order to reduce transitions where possible. 
However, the CISA peripheral device decode logic must not 


The general structure of Compact ISA memory cycles is 
shown in Figure A-1 and Figure A-2. 


Table A-2 Common MAD Bit Usage 


M/|O# indication bit; used to determine the cycle type. | W/R# indication bit 


\/D# indication bit. It is always 0 if M/\O# = 1, and 


SBHE# indication bit 
selects between I/O and DMA cycles if M/lIO# = 0. 
MAD2 Usage varies. ISA# timing indication bit; described in the "Perfor- 
mance Control" section of this document. 


Table A-3 


MAD Bits During Memory Cycles 


-1_| Saas | saze | saat | sazo | sata | sais | Sat? | Save | sats | SAT@ | sats | SAT2 | SATI | SATO | VOR-0]wnOF-1| 
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Figure A-1 


SEL#/ATB# 


MAD[15:0] 
(SD[15:0]) 


IOCHRDY 


CA[25:0] 


ATCLK 


ALE 


CMD# 


*Cycle optionally extended by IOCHRDY shown in gray. 


1. 


CISA host gets address from the CPU address lines and 
byte enable lines. The host then drives out A[23:10] + M/ 
1O# on MAD[15:0] with M/.O# high (memory). 


CISA peripheral device latches address and M/IO# on 
the rising edge of ATCLK and decodes the information. 


Host drives out remaining address + Command on 
MAD[15:0]. 


Host asserts ALE. If cycle belongs to CISA peripheral 
device, it asserts SEL# and latches the address and 
command from MAD[15:0] on the rising edge of ALE. 
Device latches ISA# = 1 at this time. 


Host and other CISA devices recognize the SEL# func- 
tion of SEL#/ATB# by seeing ALE high when sampling 
SEL#/ATB# low on the rising edge of ATCLK. Host de- 
asserts ALE and stops driving address on this rising 
ATCLK edge. 


driven 
by host 


Compact ISA Memory Cycle Operation, Fast CISA Timing* 


D[15:0] 


For reads, the host tristates the MAD[15:0] buffers. For 
writes, it drives the write data onto MAD[15:0]. Host 
asserts CMD# synchronous to the rising edge of ATCLK 
and can optionally inhibit its MRD#/MWR# lines. 


Cycle is 0 wait states as indicated by ISA# = 1. CISA 
peripheral device can bring IOCHRDY low asynchro- 
nously after CDM# goes active to extend the cycle. 


Device brings IOCHRDY high synchronous to the falling 
edge of ATCLK to allow cycle completion. 


Host de-asserts CMD# on the same rising edge where it 
samples |OCHRDY high. 
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Figure A-2 
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MAD[15:0] 
(SD[15:0]) 


IOCHRDY 


CA[25:0] 


ATCLK 


ALE 


CMD# 


*Cycle optionally extended by IOCHRDY shown in gray. 


1. 


CISA host gets address from the CPU address lines and 
byte enable lines. The host then drives out AJ23:10] + M/ 
1O# on MAD[15:0] with M/1O# high (memory). 


CISA peripheral device latches address and M/IO# on 
the rising edge of ATCLK and decodes the information. 


Host drives out remaining address + Command on 
MAD[15:0]. 


Host asserts ALE. If cycle belongs to CISA peripheral 
device, it asserts SEL# and latches the address and 
command from MAD[15:0] on the rising edge of ALE. 
Device latches ISA# = 0 at this time. 


Host and other CISA devices recognize the SEL# func- 
tion of SEL#/ATB# by seeing ALE high when sampling 
SEL#/ATB# low on the rising edge of ATCLK. Host de- 
asserts ALE and stops driving address on this rising 
ATCLK edge. 


driven 
by host 


Compact ISA Memory Cycle Operation, Standard ISA Timing* 


D[15:0] 


For reads, the host tristates the MAD[15:0] buffers. For 
writes, it drives the write data onto MAD[15:0]. Host 
asserts CMD# synchronous to the rising edge of ATCLK 
and can optionally inhibit its MRD#/MWR# lines. 


Cycle is not zero wait states, as indicated by ISA# = 0. 
CISA peripheral device can bring IOCHRDY low asyn- 
chronously after CDM# goes active to extend the cycle 
further. 


Device brings IOCHRDY high asynchronously to allow 
cycle completion. 


Host de-asserts CMD# on the next rising edge of ATCLK 
after the rising edge ATCLK edge on which it samples 
IOCHRDY high. 
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A.2.2 W/O Cycle 

The MAD[15:0] bit meanings for each phase of an I/O cycle The general structure of Compact ISA I/O cycles is shown in 
are shown below. The M/lO# bit is always 0, and the |/D# bit Figure A-3. 

is always 1, for an I/O cycle. 


Table A-4 MAD Bits During I/O Cycles 


Pi | sas | sas | Sar | sae | SAS | SAC | SA3 | SA2 | SATB | SATA | SATs | SAT2 | SAT | SATO | VOR=1 [MIOF=0| 
ee ee 


Figure A-3 Compact ISA I/O Cycle Operation* 


ATCLK 
ALE 
driven 
SEL#/ATB# by device 


IOCHRDY _ 
Addreg ddress 
MAD[15:0] =e a 2 
(SD[15:0]) 


Calas Ct 
Mee 4 Soa 


*Cycle optionally extended by IOCHRDY shown in gray. 


1. CISA host gets address from the CPU address lines and 7. Host asserts CMD# synchronous to the falling edge of 


byte enable lines. The host then drives out A[15:2] + ATCLK to run the command and can optionally inhibit its 
/D# = 1 + M/l\O# = 0 (I/O cycle). IOR#/|OW# lines. 

2. CISA peripheral device latches address and M/lO# on 8. Cycle is never zero wait state. CISA peripheral device 
the rising edge of ATCLK and decodes the information. can bring IOCHRDY low asynchronously after CDM# 


goes active, using standard ISA setup timing, to extend 


Sri eet SUVS SAU MBM: ogres: oF COMMeNC: a the cycle further. Note that if CISA peripheral device pro- 


MARIS Ol: vides a bridge to another device (a PCMCIA slot, for 

4. Host asserts ALE. If cycle belongs to CISA peripheral example), the device on the secondary bus must be able 
device, it asserts SEL# and latches the address and to return IOCHRDY soon enough to meet setup timing 
command from MAD[15:0] on the rising edge of ALE. on the CISA interface. 


5. Host and other CISA devices recognize the SEL# func- 9. Device brings IOCHRDY high asynchronously to allow 
tion of SEL#/ATB# by seeing ALE high when sampling cycle completion. 
SEL#/ATB# low on the rising edge of ATCLK. Host de- 
asserts ALE and stops driving address on this rising 
ATCLK edge. 


6. For reads, the host tristates the MAD[15:0] buffers. For 
writes, it drives the write data onto MAD[15:0]. 


10. Host de-asserts CMD# on the next falling edge of 
ATCLK after the rising edge ATCLK edge on which it 
samples |OCHRDY high. 
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A.2.3. DMA on the CISA/ISA Bus 

DMA operations are handled very specifically for CISA 
peripheral devices. Both CISA memory devices and CISA 
DMA devices can be involved in a DMA transfer, possibly at 
the same time. The CISA host must handle each situation. 


The central consideration is that the CISA host must be able 
to distinguish between the DMA channels that are on the ISA 
bus and those that are on the CISA bus. This is a simple mat- 
ter when the host also incorporates the DMA controller: 
because the host is responsible for latching the DRQ drive- 
back information, it can determine on a cycle-by-cycle basis 
whether the DMA device being serviced is on CISA or on ISA 
according to whether it latched DRQ active for that channel 
from a CISA driveback cycle. 


Because the host has this knowledge, the CISA DMA device 
does not need to assert SEL# on a DACK# cycle. The host 
already knows the cycle belongs to a CISA DMA device and 
does not need to see SEL# for the I/O portion of the cycle. 
This inhibition of SEL# is most important when a CISA mem- 
ory device is responding to the memory portion of the cycle: 
the CISA memory device must respond as always with SEL#, 
and there would be contention (on deassertion) if the CISA 
DMA device asserted SEL# as well. 


The host must foresee the following two situations. 


¢ DMA transfer between ISA DMA device and any mem- 
ory device (system DRAM, ISA memory, or CISA mem- 
ory) - The host runs a standard CISA memory cycle (I/D# 
= 0, M/O# = 1) along with the ISA memory-I/O cycle. If the 
selected memory is present on CISA, the device will 


Table A-5 


respond to the access with SEL# as usual. The host must 
drop ALE if SEL# is returned. 


« DMA transfer between CISA DMA device and memory - 
The host runs a CISA DACK# cycle (I/D# = 0, M/IO# = 0). 
lf a CISA memory device claims this cycle it responds with 
SEL# as usual. The memory device can drive IOCHRDY 
low to extend the cycle if desired. 


The CISA DACK# cycle is described below. 


A.2.4 DACK# Cycle 

The DACK# cycle is unique in that it has properties of a mem- 
ory cycle but is directed to an I/O device. Basically, the 
DACK# cycle is a memory cycle whose address must be 
decoded by any CISA memory device on the bus. SBHE# 
and W/R# reference the memory device, not the I/O device; 
the I/O device must assume the opposite sense of W/R# for 
its portion of the cycle. Only the memory device responds 
with SEL#; the DMA (I/O) device never responds. The CMD# 
timing will be the wider pulse of MEMW#/IOR# or MEMR#/ 
lOW#. 


The MAD[15:0] bit meanings for each phase of a DMA 
acknowledge cycle are shown in Table A-5. The M/lO# bit is 
always 0, and the |/D# bit is always 0, for a DACK# cycle. 
DMX2-0 encode the number of the DACK#. For example, 
DMX2-0 = 010 indicate DACK2# active. TC is high if the 
DACK# is being returned with the Terminal Count indication. 
Note that there is no ISA# bit, since there is no fast cycle pos- 
sible. 


The general structure of Compact ISA DACK# cycles is 
shown in Figure A-4. 


MAD Bits During DMA Acknowledge Cycles 


a] Saas | sae | saat | sa20 | Sais | Save | Sai? | SATS | SATS | Said | SATS | Sate | SANT | SATO | TO#=0 | WiOF-O| 
2 | sao | saa [sar [sas | sas | saa | sas | sae | sar | sao [owe] owxr| ow] to | saree | wine _| 
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Figure A-4 Compact ISA DACK# Cycle Operation 
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CISA host gets address form the CPU address lines and 
byte enable lines. The host then drives out A[23:0] + I/D# 
= 0 + M/O# = 0 (DACK# cycle). 


CISA DAM device, and possibly CISA memory device, 
latches address and cycle type information on the rising 
edge of TACLK and decodes the information. 


Host drives out remaining command information on 
MAD[15:0]. 


Host asserts ALE. CIDA DMA device does not assert 
SEL# but latches the address and command from 
MAD[15:0] on the rising edge of ALE. Any CISA memory 
device present latches address and command, decodes 
them, and asserts SEL# if appropriate. 


Host de-asserts ALE and stops driving address on this 
rising ATCLK edge. Note that in a normal ISA cycle the 
host would keep ALE high. 


For DMA I/O read, the host tristates the MAD[15:0] buff- 
ers. For DMA I/O write, it drives the write data onto 
MAD[15:0]. 


Host asserts CMD# synchronous to the falling edge of 
ATCLK to run the command and is required to inhibit its 
IOR#/IOW# lines. 


Only CISA memory devices can extend the cycle with 
IOCHRDY. 


DACK# cycle is minimum 1.5 ATCLK. Host de-asserts 
CMD# synchronous to the rising edge of ATCLK. 
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A.2.5 Configuration Cycle 

The CISA Configuration Cycle is a special cycle reserved for 
future expansion of CISA. The only configuration cycle cur- 
rently defined is the Broadcast cycle; the only type of Broad- 
cast cycle specified at this moment is the Stop Clock cycle. 


The Stop Clock cycle indicates that the host will immediately 
put the CISA peripheral devices into a low-power mode in 
which they will no longer receive clocks. Therefore, the CISA 
peripheral device must enter into a state in which it can asyn- 
chronously signal that it needs the clocks restarted. CISA 
devices might need to generate an interrupt back to the sys- 
tem, which they cannot do if not receiving clocks. 


The MAD[15:0] bit meanings for each phase of the Stop 
Clock configuration cycle are shown below. 


Table A-6 


In phase 1, the M/IO# bit is always 1, and the |/D# bit is 
always 1, for any configuration cycle. BRD is 1 to indicate a 
Broadcast cycle, and will always be zero for any other config- 
uration cycle. The STP# bit is 0 to indicate a Stop Clock 
cycle, and will be 1 for all other cycles. Bits CC2:0 are the 
Clock Count bits that indicate to the CISA peripheral device 
how many rising clock edges to expect after CMD# goes high 
before the clock is actually stopped. The other bits of phase 1 
are reserved and should not be decoded. 


In phase 2, ISA# = 1 indicating that this will be a fast cycle. 
SBHE# = 0 to indicate 16 bits of data. W/R# = 1 because the 
Stop Clock Broadcast cycle is always a write cycle. 


The data phase of the Stop Clock cycle contains no useful 
data and should not be latched. 


The general structure of Compact ISA Broadcast cycles is 
shown in Figure A-5. 


MAD Bits During Stop Clock Configuration Cycles 


Pi [ead -1[stPw—o| cc | oo1 | coo | Aad | Rad | Revd | Revd | Revd | Rad | Rvd| Rd] Revd | WOF-7 | MOR | 
2 | sane | same [samo | same | Same [ same [same] same [Same] same [Same same same| Gar=1 | sane | wiRe=1 
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Figure A-5 Compact ISA Configuration Cycle Operation 
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This example describes the Broadcast configuration cycle 


1. CISA host initiates the Configuration cycle; it is not gen- 8. The CISA peripheral device is also counting clocks while 
erate form ISA commands. The host drives out BRD = 1 in STPRDY state. On the specified ATCLK edge the 
+ |/D# = 1 + M/lO# = 0 (Broadcast configuration cycle). device is in STPACTV state. In STPACTV state, the 


CISA peripheral device gives SEL#/ATB# a third mean- 
ing: CLKRUN#. The device can assert CLKRUN# asyn- 
chronously at any time while in this mode to get the host 
3. Host drives out Clock Count, Stop Clock cycle indicator, to restart its clocks. 


ane emia ning commana proEMane non AOL Ol. 9. CISA peripheral device asserts CLKRUN# (SEL#/ATB#) 


2. CISA peripheral latches the command data on the rising 
edge of ATCLK and decodes the information. 


4. Host asserts ALE. CISA devices latch clock count. CISA on receipt of an interrupt to restart the clocks. 
pelibboral devicgs.jiier NOT respond with SED 10. On next rising ATCLK clock edge, CISA peripheral 

5. Host asserts CMD# synchronous to the rising edge of device de-asserts CLKRUN# (SEL#/ATB#) but must not 
ATCLK to run the command. The Broadcast configura- drive it high. Device has left STPRDY state but is still in 
tion cycle is always zero wait states so it completes in STPACTV state and cannot initiate or respond to any 
one ATCLK. cycle. 

6. After the host de-asserts CMD#, the CISA peripheral 11. On next falling ATCLK edge, the host drives SEL#H/ATB# 
device is internally in STPRDY state. high for ¥2 ATCLK. 

7. After the number of clocks specified by CC[2:0], the host 12. On next rising ATCLK edge, the host stops driving SEL#/ 
stops the clock in its high state. In the example, CC[2:0] ATB#. The CISA peripheral device leaves STPACTV 
= 001 (the minimum allowed) so the host will stop the state on this clock edge and can either generate an inter- 
clock on the next rising ATCLK edge. Each additional rupt driveback cycle or can respond to cycles from the 
count requires the host to wait one more clock. host. 
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A.3 Interrupt and DMA Request Drive-Back 


Compact ISA provides the signal SEL#/ATB# to give the 
CISA peripheral device limited ownership of the bus. The 
SEL#/ATB# signal acts as ATB# (AT backoff) when asserted 
with ALE low. When the device asserts ATB# to the host, the 
host inhibits further AT bus operations and asserts the CMD# 
line to the CISA peripheral device to acknowledge that the 
device now owns the bus. The peripheral device can only 
drive two types of information onto the bus: interrupt requests 
and DMA requests. 


Figure A-6 illustrates the synchronous |IRQ/DRQ driveback 
cycle. 


A.3.1_ Interrupt Requests 

To drive interrupt requests, the CISA peripheral device drives 
the MAD[15:0] lines low for each IRQ line it wishes to assert. 
The host side IRQ generation circuitry samples ATB# and 
CMD# active on the rising ATCLK edge and latches the IRQ 
information on MAD[15:0]. 


The IRQ generation circuitry, whether external or built into 
the host, determines how to treat IRQ information. For pulse- 
type interrupts it could latch the IRQs and enable tristate buff- 
ers to drive the lines low for 1-3 ATCLKs, for example. 


Table A-7 IRQ/DRQ Drive Back Cycle 


A.3.2 DMA Requests 

The CISA device must always precede the DRQ drive-back 
cycle with an IRQ drive-back cycle, even if no IRQs have 
changed state. 


To make DMA requests, the CISA peripheral device drives 
the MAD[15:8] lines low for each DRQ it wishes to change. 
The device then sets the state of each MAD[7:0] line to corre- 
spond to the DRQ state desired. The host side DRQ genera- 
tion circuitry samples ATB# and CMD# active on the next 
rising ATCLK edge after the edge on which IRQs were sam- 
pled, and latches the DRQ information on MAD[7:0] for the 
channels selected on MAD[15:8]. 


The desired DMA request line states are latched by the host 
and will remain in that state until cleared by another DRQ 
drive-back cycle. This scheme allows both DMA single trans- 
fer and DMA block transfer modes to be used. The CISA 
peripheral device must assert SEL#/ATB# immediately any 
time a DRQ line changes state (assuming the current cycle is 
finished). The CISA host, in turn, must immediately deassert 
all DRQ inputs to its DMA controller until the drive-back cycle 
is complete. 


[Phase |map1s| map14|mapts |wADt2| mapt1|mapto| wane | mabe | map7 | mans | wans | maps | maps | wap2 | waD1 | mAbo | 


Pina [inGis | Raa | ava | inGi2 | maT | avo | os | ics | iRG7 | jas | jos | IAG | 1mGe | jae | Gr | Ian | 
Fora | enze | enow | nsw | Reva | enaw | enze | envw | enow | ona7 | onae | onas | ava | onGs | once | nar | DRACO | 
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Figure A-6 Compact ISA Interrupt and DMA Request Drive-Back Cycle 


ATCLK 
ATB# driven 
SEL#/ATB# py cevice 
CMD# 
MAD[15:0] 


1. CISA Peripheral device must sample SEL#/ATB# and 
CMD# high, and ALE low, on TWO consecutive rising 
edges of ATCLK. 


2. CISA peripheral device asserts ATB# on rising edge of 
ATCLK to request AT backoff. If host was starting a cycle 
and was about to assert ALE on the next falling edge of 
ATCLK, it must abort the cycle and retry it later. Even if 
host is busy and cannot respond to drive back request 
immediately, it inhibits initiation of all /O and DMA oper- 
ations (EOI to PCI is blocked, for example). 


3. As soon as AT bus operations have been completed and 
bus is available, host drives MAD[15:0] high for % 
ATCLK from a falling edge of ATCLK, then asserts 
CMD# after the net rising edge of ATCLK. The host 
drives ATB# low at this time. 


4. CISA peripheral device(s) can drive interrupt data onto 
bus on next falling edge of ATCLK, driving low only those 
lines with IRQ activity and not actively driving high the 
other lines. In this way, multiple CISA devices can drive 
the lines in parallel. 


5. Host IRQ generation circuitry uses rising edge of 
ATCLK, qualified by ATB# and CMD# low, to latch IRQs. 
The CISA device stops driving ATB# at this time. The 
host controls ATB# throughout the rest of the cycle. 


6. CISA peripheral device drives any MAD[15:-0] lines it 
was driving low high for /2 ATCLK, then tristates the lines 
for ¥ ATCLK. 


7. CISA peripheral device drives DRQ information onto 
MAD[7:0] and at the same time drives low the corre- 
sponding lines MAD[15:8] to indicate which DRQ chan- 
nels have a status change to be transferred. 


8. Host DRQ generation circuitry uses next rising edge of 
ATLCK, qualified by ATB# and CMD# low AND previous 


IRQ cycle, to latch DRQs. The host DRQ generation cir- 
cuitry ORs the DRQs with other system DRQs. 


9. Host de-asserts CMD# and ATB# on rising edge of 
ATCLK. 


A.4 Performance Control 


Compact ISA performance is comparable with that of 16-bit 
ISA bus peripheral devices. In its simplest implementation, 
the CMD# signal is simply an AND of MRD#, MWR#, IOR#, 
and |OW# from the standard AT controller state machine. 


Memory cycles are always assumed to be zero wait state. 
The CISA host detects a NOWS# command every time SEL# 
is generated. The CISA peripheral device can use its 
IOCHRDY line to extend the cycle and override the NOWS# 
status. All of this functionality is consistent with standard ISA 
operation. 


I/O cycles cannot be made zero-wait-state cycles on the ISA 
bus, so by default are not zero-wait-state cycles on the CISA 
bus. However, performance improvement is possible if the 
CMD# duration is shortened to one ATCLK. Future PCMCIA 
I/O devices may be able to complete their cycles this quickly, 
for example. For zero-wait-state CISA I/O operation, the 
cycle timing would have to change from the standard ISA tim- 
ing. The host can implement fast CISA timing as an option. 
However, all CISA slave devices are required to be able to 
accept fast CISA timing. 


Fast CISA timing on the host side is defined as follows. If 
the CISA host is driving CMD# as derived from the logical 
AND of ISA command lines IOR#, IOW#, MRD#, and MWR#, 
it sets ISA# = 0 to indicate that the CISA peripheral device 
must assume ISA timing. If the host is capable of performing 
fast CISA cycles, it can set ISA# = 1. In this case, the CISA 
peripheral device must deassert IOCHRDY early to lengthen 
cycles. 
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Fast CISA timing on the device side is defined as follows. If 
the CISA host drives the ISA# bit low, the CISA peripheral 
device assumes normal ISA timing for CMD# and IOCHRDY. 
If the CISA host drives ISA# high, the CISA peripheral device 
must drop IOCHRDY low immediately upon receiving CMD# 
to lengthen the cycle; this is different from ISA timing. 


The CISA peripheral device will have a programmable option 
to determine how IOCHRDY is deasserted. By default, the 
device might drop IOCHRDY on every cycle. For the example 
of a PCMCIA controller on the CISA bus, only when a fast 
PCMCIA card is inserted (as indicated in the CIS header of 
the card) would Card Services be allowed to enable the fast 
CISA timing option on the CISA peripheral device side. 


A5 Compatibility and Host Responsibilities 
Compact ISA does not interfere with standard ISA operations 
or limit compatibility. This statement can be made with only 
the following restrictions: 


* No device can drive the SD bus between ISA cycles. 
Devices capable of driving the SD bus must stay tristated 
at this time. 

¢ ATCLK can be stopped only after a Stop Clock Broadcast 
configuration cycle. Slower-than-standard clock speeds 
are allowed if interrupt latency is not an issue. 

« ISA bus masters cannot access CISA devices. Standard 
ISA masters are simply ignored by CISA devices since 
these masters cannot generate CMD# and so cannot runa 
CISA cycle. ISA bus masters can still take bus control and 
communicate with other ISA peripherals. CISA interrupt 
latency may be an issue if a bus master prevents the CISA 
host from responding to ATB# for an interrupt driveback 
cycle. 

« No CISA bus master capability is currently defined. How- 
ever, the presence of the SEL#/ATB# signal and its AT 


Figure A-7 Synchronizing to ATCLK at 1st ALE 


ATCLK 


RESETDRV 


ALE 


ATCLK/2 


backoff feature leave open the possibility of future bus 
master capabilities. 

* On receipt of an ATB# request, the CISA host must imme- 
diately inhibit all system DRQ activity (possibly by deas- 
serting all DRQs to the DMA controller) until the drive-back 
cycle is complete. Otherwise, unwanted DMA cycles could 
occur. 


A.6 Shared Speaker Signal Support (Optional) 


Compact ISA provides a new scheme for the digital speaker 
output signal common to PCs and PCMCIA controllers. This 
scheme allows all digital audio outputs to be tied together 
without the XOR logic usually required. 


The standard specification for the speaker data output is a 
signal driven in both the low-to-high and high-to-low direc- 
tions. The output cannot simply be respecified as open-col- 
lector, since there is no guarantee that software will leave the 
speaker output line from the system chipset in a high or 
tristated condition. If it leaves the signal driven low, no other 
open-collector devices connected on the line could toggle the 
signal. Moreover, open collector outputs tend to consume 
excessive power. 


Compact ISA provides an efficient solution to the problem as 
described in the following sections. 


A.6.1 Initial Synchronization 


All CISA slave devices must tristate their SPKR outputs at 
hard reset time and remain tristated until individually enabled. 
On the first ALE generated by the host, all participating CISA 
devices will synchronize to ATCLK and derive the signal 
ATCLK/2 that is in phase as shown in Figure A-7. Four dis- 
tinct phases, 0 through 3, are the result. CISA slave SPKR 
outputs are still tristated at this point. 
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A.6.2. SPKR Sharing During Active Mode Figure A-8 illustrates the SPKR handling requirements. 
The activities performed in each phase by the CISA host and 
the CISA slaves are as given in Table A-8. 


Table A-8 §SPKR Sharing During Active Mode 


On the rising ATCLK edge Sample the state of SPKR. Sample the state of SPKR. Tristate SPKR 
starting phase 0 output. 
During phase 0: Maintain SPKR output tristated (as it was Maintain SPKR output tristated. 

from previous phase). 


Sample digital audio source input. 


If digital audio source input sampled on ATCLK edge has changed state since the previous 
phase 1 in which it was sampled, toggle SPKR. SPKR is toggled by driving the opposite of 
the SPKR value sampled in phase 0 onto the SPKR output. 


Maintain SPKR output tristated (as it was Maintain SPKR output driven. 
from previous phase). 


ATCLK 


ATCLK/2 i 


phase 0: phase 1: 


phase 3: phase 0: Phase 1: Phase 2: Phase 3: 


tri-state toggle host tri-state toggle tri-state host 
drives drives 
current current 

value value 


audio 
source 


SPKR | 
device tri-states device samples 
SPKR because SPKR to toggle 
no toggle is in phase 1 
needed 
device samples device toggles 
SPKR to drive in SPKR to reflect 
phase 3 (all devices) change in audio 


source 
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A.6.3. SPKR Sharing During Stop Clock Mode 
During Stop Clock mode, CISA devices handle SPKR as fol- 
lows. 


Slave: Tristate SPKR. Referring to Figure A-5, the exact 
period during which CISA slaves keep SPKR 
tristated is defined as the period during which both 
STPACTV and STPRDY are high. 

Host: Drive or tristate SPKR. It is recommended that the 


host drive SPKR low. 


Note that even while CISA slave devices are in Stop Clock 
mode, they must remain synchronized to the correct phase of 
ATCLK. They do not resynchronize on the next ALE. 


A.6.4 Audio Output Circuit Recommendations 
The SPKR output must never be connected directly to a 
speaker or other low-impedance transducer. The shared 
SPKR implementation depends on an R-C time constant 
large enough that the signal will never change its level any 
appreciable amount across a period of 1.5 ATCLKs, the max- 
imum number of clocks for which no device will be driving the 
SPKR line. 


Three ATCLKs last for approximately 188ns. The R-C time 
constant of the design must be significantly larger than this 
value. Connecting an 8 ohm speaker directly would cause the 
line to begin a transition when it was tristated. Therefore, 
either capacitive coupling or an amplifier circuit with a high- 
impedance input is recommended. 


A.7 Automatic Voltage Threshold Detection 


Compact ISA devices are intended to work on either a tradi- 
tional 5.0V ISA bus or on a local 3.3V ISA bus. Compact ISA 
designs are very power-conscious, so using external strap 
options on each CISA device to select the input buffer thresh- 
old may not be the best option. 


Therefore, the Compact ISA host is required to use the ALE 
pin at reset to indicate the ISA bus voltage to CISA slaves. 
The correspondence is as follows. 


¢ For a5.0V ISA bus, the host must assert the ALE signal 
high when RSTDRV goes high, and must keep it asserted 
for at least 1/2 ATCLK and at most 1 ATCLK after RST- 
DRV goes low. 

¢ For a3.3V ISA bus, the host must keep the ALE signal low 
when RSTDRV goes high, and must maintain ALE low for 
at least 1/2 ATCLK after RSTDRV goes low. 


This performance is required for CISA hosts, but CISA slave 
devices are not required to use the feature. 
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